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To all chom it may concern: 
Be it known that I, MoSEs L. POIRIER, of 

Green Bay, in the county of Brown and State 
of Wisconsin, have invented a new and Im 
proved Butt-Hinge, of which the following is 
a specification : - 
In the accompanying drawing, Figure 1 rep 

resents a side elevation of my improved butt 
hinge; Fig. 2, a sectional end view; and Fig. 
3, a horizontal transverse section of the same 
on line c c, Fig. 1. 

Similar letters of reference indicat corre 
sponding parts. - 
My invention relates to an improved butt 

hinge, by which gates, doors, blinds, &c., may 
be neatly hung, so as to be thrown open to 
either side, and carried back into closed posi 
tion. The invention relates to all improve 
ment in hinges; and consists in a peculiar con 
struction for securing the cap-piece of the 
pintle, so that it must be turned on the latter 
before it can be removed. 
A in the drawing represents the lhollow 

socket of the hinge, made of one piece with 
the socket base-plate B, which is screwed or 
otherwise fastened to the gate-post, door or 
window frame. A pintle, C, extends centrally 
through the socket A, resting with its head a 
on a cylindrical cap-piece, b, which is fitted to 
the upper end of the socket, and firmly re 
tained in position by a projecting lug, l', which 
locks into a recess, b, of base-plate B, for the 
purpose of preventing the separation of cap 
piece and pintle from the socket. A central 
front slot, d, of the upper part of the socket 
A admits the insertion of the sleeve-piece into 

the socket. A transverse section of the socket 
A is cut out, as shown in Figs. 1 and 2, and 
the lower edge or wall of the open slot thus 
formed is curved or inclined downward. On 
each side, from the rear to the front, there is 
a central notch or depression, a”. The Wrist 
or bara, connecting the sleeve E and plate E', 
occupies this depression when the door or 
gate to which it is applied is at rest. 
The inclined lower edge of connecting plate 

or shank of sleeve E passes along the curved 
edge of the lower socket part on opening the 
gate, and slides back thereon by the weight 
of the same till it arrives at the lowermost 
point. The door, blind, or gate is thereby 
self-closing, whether thrown open in either di 
rection, as the symmetrically inclined socket 
edge carries the same back toward the center 
point and retains it therein. The butt-hinge 
is easily affixed, the parts rigidly held in posi 
tion by the cap-piece, forming a strong and 
durable hinge for the various objects to be hung thereby. 

Having thus described my invention, I 
claim as new, and desire to secure by Letters 
Patent 
The socket cap-piece b, laving a projecting 

lug, b, in combination with a recess, b”, of the 
socket base-plate, to lock the same firmly and 
prevent accidental detaching of cap-piece or 
pintle, as shown and described. 

MOSES L. POIRIER, 
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