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The present invention relates to improvements 
in identification devices, and more specifically, to 
a new and improved identification holder for lug 
gage, handbags, brief cases, and the like. 

It is well known to attach identification tags, 
which bear the owner's name and address, to 
suitcases, trunks, or brief cases. However, these 
hitherto used identification devices can easily be 
torn off or lost, which is highly objectionable. 
Moreover, they display openly the name and ad 
dress of the owner thus Subjecting him possibly 
to undesired solicitations or invasions of his 
privacy. 
Therefore, the main object of the present in 

vention is the provision of a device of the char 
acter described which is firmly secured to and 

u embedded into the Suitcase or other object to be 
identified, so that it cannot be removed inad 
vertently regardless of to how rough a treatment 
said object may be subjected. 
Another object of the present invention is the 

provision of a device of the character described 
Which has its identification card normally 
covered by a lid and which is flush with the Sur 
face of the suitcase or the like and is of in 
conspicuous appearance, so that it-when said lid 
is closed-hardly can be noticed and does not 
appear as an identification device. 

Still another object of the present invention 
is the provision of a device of the character de 
scribed which is simple in construction, so that 
it can be manufactured and Sold at a very reason 
able price, and which is also Sturdy and durable 
as well as easy to manipulate. 
Yet a still further object of the present inven 

tion is the provision of a device of the character 
described which can be attached to any existing 
pieces of luggage or the like without Substantial 
alterations, and which is likewise well adapted 
to be attached to new objects while they are 
being manufactured. 
Further objects of the instant invention reside 

in any novel feature of construction or operation 
or novel combination of parts present in the em 
bodiment of the invention described and shown in 
the accompanying drawing whether within or 
without the scope of the appended claims and 
irrespective of other specific statements as to the 
scope of the invention contained herein. 

In the drawing: 
Figure 1 is a top elevation of a Suitcase which 

is provided with a preferred embodiment of my 
invention; 

Figure 2 is a top plan view of a preferred em 
bodiment of my invention as it appears before it 

s 

10 

5 

20 

25 

30 

35 

40 

45 

50 

55 

2 . . . . . 

is attached to a suitcase or the like and being 
shown with its lid open and drawn in an enlarged 
scale; 

Figure 3 is a front elevation of the embodiment 
of Figure 2; 

Figure 4 is a cross-sectional view on the line 
4-4 of Figure 2 showing the device with its lid 
about half open; w 

Figure 5 is a longitudinal Sectional view on the 
line 5-5 of Figure 2 showing the device with its 
lid closed; and 

Figure 6 is a side elevation of the embodiment 
of Figure 2. 

Similar reference characters refer to Similar 
parts throughout the Several views. 
In the drawing the numeral i denotes an entire 

embodiment of my invention comprising an open 
casing 2 of metal, plastic material, wood or the 
like which has a back wall, side walls and end 
walls which are flanged at the front, and which is 
adapted to be arranged in a recess in the object 
to be identified in such a manner that the top 
portion of the casing is flush with the surface of 
said object as indicated in Figure 4. The casing 
2 is preferably rectangular, and an identification 
card 9 bearing the name and address of the 
owner is placed upon the back wall of the casing 
2. In order to prevent any possible tampering 
With the identification card 9, I prefer to protect 
the same by means of a transparent plate, 4, 
which is above the card 9 and whose edges en 
gage grooves 3 that are provided in the end and 
side walls of the casing 2 (Figure 4, 5, and 6). 
A lid 5, preferably consisting of the same ma 

terial as the casing 2, is pivotally arranged in the 
upper portion of the casing 2 in Such a manner 
that it-when closed-is flush with the outwardly 
flanged extremities at the front of the side and 
end walls of the casing 2. I prefer to carry out 
this feature of my invention in the manner 
shown in the drawing, where it will be seen that 
a pin 6 is extended through the lid 5 and is in 
spaced relation to the latter's left longitudinal - 
side, and both end portions of the pin 6 are ex 
tended through the end walls of the casing 2 as 
well as through lugs (Figs. 5 and 6). When 
the lid 5 is closed it covers the entire otherwise 
visible Surface of the transparent plate 4, SO that 
the identification card 9 cannot be seen. In order 
to open the lid 5, one presses slightly upon its 
right longitudinal edge, whereupon it will as 
Sume the position illustrated in Figure 4. 

In order to prevent any protruding of my new 
and improved identification holder (when the 
lid 5 is closed) over the surface of the Suitcase 
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0, I prefer to provide said surface with a recessed 
portion in which rests the outwardly flanged por 
tions of the side and end walls of the casing 2, 
and to extend the major portion of the latter into 
the suitcase 0, as shown in Figure 4. The casing 
2 itself can be secured to the object () by any 
suitable means preferably by means of tongues 
8 which are driven through and anchored in the 
wall of the object 0 (Figure 4) and Which are 
formed as a unit with the outwardly flanged 
portions of the side walls of the casing 2. 

In order to facilitate the insertion and the re- . 
moval of the identification card 9, I prefer to 
provide one of the end walls of the casing 2 with 
a slot 20 (Figure 5), which is long and Wide 
enough to pass the card 9 therethrough. Specifi 
cally for facilitating the removal of an identifi 
cation card, for instance in case of a change in 
ownership of the object 0, there may also be 
provided another slot 2 in the opposite shorter 
side wall of the casing 2. This slot 2:f is of Such 
a size and is placed in such a manner that the 
transparent plate 4 can be pushed therethrough. 
This arrangement of the slots 223nd 2 makes 
it practically impossible to interchange identific 
scation cards 9 unless the suitcase it is open, So 
that any tampering with the identification card 
9 can be prevented almost entirely by keeping 
3the object ID locked. 
The color and outer appearance of the entire 

holder is preferably chosen so that it will blend 
*With the other fittings of the object 9, thus:mak 
ing the device highly inconspicuous. The lid 5 
"remains closed except when necessary to open it 
for positive identification. 

Since:certain changes may be made in the above 
article and different embodiments of the inven 
tion could be made without departing from the 
scope thereof, it is intended that allinnatter Con 
tained in the above description or shown in the 
accompanying drawing shall be interpreted as 
illustrative and not in a limiting Selse. 

Et is also to the understood that the following 
tolaims are intended to coverall of the generic, and 
specific:features of the invention herein:described, 
sand all statements of the scope of the invention 
which as a matter of language might be said to 
fatherebetween. 
:Faving thus fully described my:said invention, 

what I claim as new and desire to Secure by Let 
iters:Ratentis: - 

31. An identification holder comprising an open 
casing adapted to be arranged in a receSS in the 
object to be identified in such:a::manner that the 
top portion of the casing is flush with the surface 
tof said: object and having grooves in its side, and 
tend walls, an identification-card resting upon the 

4. 
back wall of said casing, a transparent plate rest 
ing upon said card and having its edges received 
in said grooves, and an opaque lid hingedly at 
tached to the upper inside portions of the end 

5 walls of said casing. 
2. A device of the character described compris 

ing an open casing having a back wall as well as 
end and side walls which are flanged outwardly 
at the front and said end and side Walls being 

l0 provided with grooves at their inner sides, an 
identification card resting upon the back Wall of 
said casing, a transparent plate resting upon said 
card and having its edges received in said grooves 
in the end and side Walls of Said Casing, an opaque 

'ls lid inserted in the upper portion of said casing 
in such a manner that it is normally flush with 
the outwardly flanged portions at the front and 
side walls, and a pin extended through said lid 
'at some distance from its edges and through the 

20 end walls of said casing, said casing being em 
:bedded in the object to be identified in such a, 
manner that the front of said outwardly flanged 
-side wall is flush with the surface of said object, 
and at least one of said walls having a horizontal 

25 slot adapted for passing said card therethrough. 
3. An identification holder comprising an Open 

rectangular casing having a back Wall and Side 
and end walls which are provided With grooves at 
their inner-sides;and saidsidewalls being flanged 

30 outwardly:at the front, an identification card rest 
ing upon the back wall of said casing, a trans 
sparent plate resting upon said card and having 
its edges received in said grooves in the Side and 
end Wahls of said, casing, an opaque lid inserted 

35 in the upper portion of Said casing in Suchiaman 
ner that it is normally flush with said outwardly 
flanged extremities of said side Walls, and a pin 
extended through the upper portion of the end 
walls of said casing and through said lid and be 

:40 ing parallel to and in spaced relation to One of 
the side walls of said casing, Said casing being 
adapted to be sacranged in a receSS in the object 
to the identified in such a manner that the front 
portion of the scasing is flush 'With the Surface 
of said object, and one of the end walls having 
a horizontal slot adjacent said card. 

LESTER, B. COLEMAN. 
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