Provided is a shaft packaging body whereby movement of a shaft in the axial direction can be suppressed. This shaft packaging body is equipped with: a partitioning frame that forms a space for accommodating a shaft; a first lower support member that is to be fitted to the bottom of the partitioning frame and has a first lower notch that is below the portion of the shaft having the smaller diameter at a level difference area between the middle of the shaft and one end of the shaft, said first lower notch being formed so as to match the diameter of the side with the smaller diameter; a second lower support member that has a second lower notch that is below the portion of the shaft having the smaller diameter at a level difference area between the middle of the shaft and the other end of the shaft, said second lower notch being formed so as to match the diameter of the side with the smaller diameter; a first upper support member that has a first upper notch that is above the portion of the shaft having the smaller diameter at the level difference area between the middle of the shaft and the one end of the shaft, said first upper notch being formed so as to match the diameter of the side with the smaller diameter; and a second upper support member that has a second upper notch above the portion of the shaft having the smaller diameter at the level difference area between the middle of the shaft and the other end of the shaft, said second upper notch being formed so as to match the diameter of the side with the smaller diameter.
Description

Title of Invention: SHAFT PACKAGING BODY

Technical Field

[0001]

The present invention relates to a shaft packaging body.

Background Art

[0002]

Patent Literature 1 describes a packaging body for an outboard motor. The packaging body includes a pair of pads. The pads press an outboard motor from above and below. As a result, movement of the outboard motor is suppressed.

Citation List
Patent Literature

[0003]

Patent Literature 2: Japanese Utility Model Laid-Open No. 06-22270
Summary of Invention

Technical Problem

[0004]

However, the force of the packaging body holding the outboard motor is poor in the axial direction. Therefore, employment of the packaging body to package shafts results in the shafts easily movement in an axial direction.

[0005]

The present invention has been made to solve the aforementioned problem. An object of the present invention is to provide a shaft packaging body enabling suppression of axial movement of a shaft.

Means for Solving the Problems

[0006]

A shaft packaging body of the invention has a partitioning frame forming a space that accommodates a shaft including one end portion and another end portion each having a diameter that is different from that of a center portion; a first lower support member fitted in a lower portion of the partitioning frame, the first lower support member including a first lower notch formed so as to, when the shaft is accommodated in the space of the partitioning frame, conform to a diameter of a small-diameter side of a step between the center portion and the one end portion of the shaft on a lower side of the small-diameter side of the step; a second lower support member fitted in the lower portion of the partitioning frame, the second lower support member including a second lower notch formed so as to, when the shaft is accommodated in the space of the partitioning frame, conform to a diameter of a small-diameter side of a step between the
center portion and the other end portion of the shaft on a lower side of the small-diameter side of the step; a first upper support member fitted in an upper portion of the partitioning frame, the first upper support member including a first upper notch formed so as to, when the shaft is accommodated in the space of the partitioning frame, conform to the diameter of the small-diameter side of the step between the center portion and the one end portion of the shaft on an upper side of the small-diameter side of the step; and a second upper support member fitted in the upper portion of the partitioning frame, the second upper support member including a second upper notch formed so as to, when the shaft is accommodated in the space of the partitioning frame, conform to the diameter of the small-diameter side of the step between the center portion and the other end portion of the shaft on an upper side of the small-diameter side of the step.

Advantageous Effects of Invention

[0007]

According to the present invention, support members support a shaft via respective notches formed so as to conform to respective diameters of the small-diameter sides of two steps of the shaft on the respective small-diameter sides of the steps. Therefore, axial movement of the shaft can be suppressed.

Brief Description of the Drawings

[0008]

Fig. 1 is an exploded perspective view of a shaft packaging body according to Embodiment 1 of the present invention.
Fig. 2 is a complete assembly diagram of the shaft packaging body according to Embodiment 1 of the present invention.

Fig. 3 is a detailed assembly diagram of the shaft packaging body according to Embodiment 1 of the present invention.

Fig. 4 is a detailed assembly diagram of a shaft packaging body according to Embodiment 1 of the present invention.

Fig. 5 is a detailed assembly diagram of a shaft packaging body according to Embodiment 2 of the present invention.

Fig. 6 is an enlarged major part view of a shaft packaging body according to Embodiment 2 of the present invention.

Fig. 7 is a detailed assembly diagram of a shaft packaging body according to Embodiment 3 of the present invention.

Fig. 8 is a detailed assembly diagram of a shaft packaging body according to Embodiment 4 of the present invention.

Fig. 9 is a detailed assembly diagram of a shaft packaging material according to Embodiment 5 of the present invention.

Description of Embodiments

[0009]

Embodiments of the present invention will be described with reference to the attached drawings. In the drawings, parts that are identical or correspond to each other are provided with a same reference numeral. Overlapping descriptions thereof will arbitrarily be simplified or omitted.
Embodiment 1

Fig. 1 is an exploded perspective view of a shaft packaging body according to Embodiment 1 of the present invention.

In Fig. 1, each of shafts 1 is a part having a shape formed by combining a plurality of cylindrical portions. A diameter of a center portion of each shaft 1 is different from that of each of opposite end portions of the shaft 1. For example, the diameter of the center portion of each shaft 1 is larger than that of an end portion of the shaft 1. For example, the diameter of the center portion of each shaft 1 is larger than that of another end portion of the shaft 1. For example, two shafts 1 are arranged side by side in a horizontal direction. For example, three shafts 1 are arranged side by side in an axial direction. For example, the shafts 1 are arranged in two tiers.

The packaging body includes a lower packaging material 2, an upper packaging material 3, an exterior material 4, a plurality of sheet materials 5, a plurality of partitioning frames 6, a plurality of first lower support members 7, a plurality of second lower support members 8, a plurality of first upper support members 9 and a plurality of second upper support members 10.

The lower packaging material 2 is formed by bending a paperboard material such as a cardboard sheet. The upper packaging material 3 is formed by bending a paperboard material such as a cardboard sheet. The exterior material 4 is formed in a tubular shape by bending a paperboard material such as a cardboard sheet. Each of the
plurality of sheet materials 5 is formed in a rectangular shape using a paperboard material such as a cardboard sheet.

[0014]

Each of the plurality of partitioning frames 6 includes a plurality of first sheet materials 6a and a plurality of second sheet materials 6b. Each of the plurality of first sheet materials 6a and each of the plurality of second sheet materials 6b are each formed in a rectangular shape using a paperboard material such as a cardboard sheet.

[0015]

Each of the plurality of first lower support members 7, each of the plurality of second lower support members 8, each of the plurality of first upper support members 9 and each of the plurality of second upper support members 10 have a same shape. Each of the plurality of first lower support members 7, each of the plurality of second lower support members 8, each of the plurality of first upper support members 9 and each of the plurality of second upper support members 10 are each formed in a rectangular shape using a paperboard material such as a cardboard sheet.

[0016]

In packaging of shafts 1, the exterior material 4 is put on the upper side of the lower packaging material 2. Subsequently, a first-tier sheet material 5 is put on the upper side of the lower packaging material 2 inside the exterior material 4. Subsequently, first-tier first lower support members 7 and first-tier second lower support members 8 are put in a first-tier partitioning frame 6. Subsequently, the first-tier partitioning frame 6, the first-tier first lower support members 7 and the first-tier second lower support members 8 are put on the upper side of the first-tier sheet material 5 inside the exterior material 4.
[0017]

Subsequently, respective first-tier shafts 1 are accommodated in respective spaces formed by the first-tier partitioning frame 6 on the upper side of the first-tier first lower support members 7 and the first-tier second lower support members 8. Subsequently, first-tier first upper support members 9 and first-tier second upper support members 10 are put in the first-tier partitioning frame 6 on the upper side of the first-tier shafts 1.

[0018]

Subsequently, a second-tier sheet material 5 is put on the upper side of the first-tier partitioning frame 6 inside the exterior material 4. Subsequently, second-tier first lower support members 7 and second-tier second lower support members 8 are put in a second-tier partitioning frame 6. Subsequently, the second-tier partitioning frame 6, the second-tier first lower support members 7 and the second-tier second lower support members 8 are put on the upper side of the second-tier sheet material 5 inside the exterior material 4.

[0019]

Subsequently, respective second-tier shafts 1 are accommodated in respective spaces formed by the second-tier partitioning frame 6 on the upper side of the second-tier first lower support members 7 and the second-tier second lower support members 8. Subsequently, second-tier first upper support members 9 and second-tier second upper support members 10 are put in the second-tier partitioning frame 6 on the upper side of the second-tier shafts 1. Subsequently, the upper packaging material 3 is put in the upper side of the second-tier first upper support members 9 and the second-tier second upper support members 10.

[0020]
Next, a completely-assembled state of the packaging body will be described with reference to Fig. 2.

Fig. 2 is a complete assembly diagram of the shaft packaging body according to Embodiment 1 of the present invention.

[0021]

In Fig. 2, the plurality of shafts 1, the plurality of sheet materials 5, the plurality of partitioning frames 6, the plurality of first lower support members 7, the plurality of second lower support members 8, the plurality of first upper support members 9 and the plurality of second upper support members 10 are not visible. In other words, the packaging body covers the plurality of shafts 1, etc. More specifically, the lower packaging material 2 covers the plurality of shafts 1, etc., from below. The upper packaging material 3 covers the plurality of shafts 1, etc., from above. The exterior material 4 covers the plurality of shafts 1 from the sides. A plurality of bands 11 are wound around the packaging body so as to fasten the lower packaging material 2 and the upper packaging material 3. As a result, the packaging body is maintained in a state in which the packaging body accommodates the plurality of shafts 1.

[0022]

Next, assembling of a partitioning frame 6, attachment of first lower support members 7 and attachment of second lower support members 8 will be described with reference to Fig. 3.

Fig. 3 is a detailed assembly diagram of the shaft packaging body according to Embodiment 1 of the present invention.

[0023]
As illustrated in Fig. 3, a plurality of notches 6c are formed in an upper portion of each first sheet material 6a. Each of the plurality of notches 6c is formed in a rectangular shape. A plurality of notches 6d are formed in the upper portion of each first sheet material 6a. The plurality of notches 6d are formed so as to be paired across the respective adjacent notches 6c. Each of the plurality of notches 6d is formed in a rectangular shape. A plurality of notches 6e are formed in a lower portion of each first sheet material 6a. The plurality of notches 6e are formed so as to be paired across the respective adjacent notches 6c. Each of the plurality of notches 6e is formed in a rectangular shape.

[0024]

A plurality of notches 6f are formed in a lower portion of each second sheet material 6b. As the plurality of notches 6f, a preset number of notches 6f are formed.

[0025]

As the plurality of first sheet materials 6a, a preset number of first sheet materials 6a are arranged. As the plurality of second sheet materials 6b, a number of second sheet materials 6b, the number corresponding to the number of notches 6c formed in each first sheet material 6a, are arranged. The plurality of second sheet materials 6b are arranged on the upper side of the plurality of first sheet materials 6a so as to be perpendicular to the plurality of first sheet materials 6a. As a result, the respective notches 6f of the plurality of second sheet material 6b are disposed on the upper sides of the respective notches 6c of the plurality of first sheet materials 6a. Subsequently, the respective notches 6f of the plurality of second sheet materials 6b are fitted to the respective notches 6c of the plurality of first sheet materials 6a. As a result, assembling of the partitioning frame 6 is completed.
[0026]

A plurality of notches 7a are formed in an upper portion of each first lower support member 7. Each of the plurality of notches 7a is formed in a rectangular shape. A plurality of first lower notches 7b are formed in the upper portion of each first lower support member 7. Each of the plurality of first lower notches 7b is formed between adjacent notches 7a. Each of the plurality of first lower notches 7b is formed in a semicircular shape.

[0027]

A plurality of notches 8a are formed in an upper portion of each second lower support member 8. Each of the plurality of notches 8a is formed in a rectangular shape. A plurality of second lower notches 8b are formed in the upper portion of each second lower support member 8. Each of the plurality of second lower notches 8b is formed between adjacent notches 8a. Each of the plurality of second lower notches 8b is formed in a semicircular shape.

[0028]

The plurality of first lower support members 7 are arranged in alignment with ones of the paired notches 6e. The plurality of first lower support members 7 are arranged on the lower side of the plurality of first sheet materials 6a so as to be perpendicular to the plurality of first sheet materials 6a. As a result, each of the notches 7a of the plurality of first lower support members 7 is disposed on the lower side of the one of the corresponding paired notches 6e. Subsequently, each of the notches 7a of the plurality of first lower support members 7 is fitted to the one of the corresponding paired notches 6e. As a result, the plurality of first lower support members 7 are attached to the partitioning frame 6.
[0029]

The plurality of second lower support members 8 are arranged in alignment with the others of the paired notches 6e. The plurality of second lower support members 8 are arranged on the lower side of the plurality of first sheet materials 6a so as to be perpendicular to the plurality of first sheet materials 6a. As a result, each of the notches 8a of the plurality of second lower support members 8 is disposed on the lower side of the other of the corresponding paired notches 6e. Subsequently, each of the notches 8a of the plurality of second lower support members 8 is fitted to the other of the corresponding paired notches 6e. As a result, the plurality of second lower support members 8 are attached to the partitioning frame 6.

[0030]

Next, supporting of the shafts 1, attachment of the first upper support members 9 and attachment of the second upper support members 10 will be described with reference to Fig. 4.

Fig. 4 is a detailed assembly diagram of a shaft packaging body according to Embodiment 1 of the present invention. In Fig. 4, the frontmost first sheet material 6a is not illustrated.

[0031]

One side of each of the plurality of shafts 1 is placed on a first lower notch 7b of the corresponding first lower support member 7. Here, the first lower notch 7b supports the one end portion side of the shaft 1 at a step between the center portion and the one end portion of the shaft 1.

[0032]
The other side of each of the plurality of shafts 1 is placed on a second lower notch 8b of the corresponding second lower support member 8. Here, the second lower notch 8b supports the one end portion side of the shaft 1 at a step between the center portion and the one end portion of the shaft 1.

[0033]

The first upper support members 9 are disposed so as to be vertical reversals of the first lower support members 7. A plurality of notches 9a are formed in a lower portion of each of the first upper support members 9. Each of the plurality of notches 9a is formed in a rectangular shape. A plurality of first upper notches 9b are formed in the lower portion of each of the first upper support members 9. Each of the plurality of first upper notches 9b is formed between adjacent notches 9a. Each of the plurality of first upper notches 9b is formed in a semicircular shape.

[0034]

The second upper support members 10 are disposed so as to be vertical reversals of the second lower support members 8. A plurality of notches 10a are formed in the lower portion of each of the second upper support members 10. Each of the plurality of notches 10a is formed in a rectangular shape. A plurality of second upper notches 10b are formed in the lower portion of each of the second upper support members 10. Each of the plurality of second upper notches 10b is formed between adjacent notches 10a. Each of the plurality of second upper notches 10b is formed in a semicircular shape.

[0035]

The plurality of first upper support members 9 are arranged in alignment with ones of the paired notches 6d. The plurality of first upper support members 9 are arranged on the upper side of the plurality of first sheet materials 6a so as to be
perpendicular to the plurality of first sheet materials 6a. As a result, each of the notches 9a of the plurality of first upper support members 9 is disposed on the upper side of the one of the corresponding paired notches 6d. Subsequently, each of the notches 9a of the plurality of first upper support members 9 is fitted to the one of the corresponding paired notches 6d. As a result, the respective end portions of the plurality of shafts 1 are held between the respective first lower notches 7b and the respective first upper notches 9b.

[0036]

The plurality of second upper support members 10 are arranged in alignment with the others of the paired notches 6d. The plurality of second upper support members 10 are arranged on the upper side of the plurality of first sheet materials 6a so as to be perpendicular to the plurality of first sheet materials 6a. As a result, each of the notches 10a of the plurality of second upper support members 10 is disposed on the upper side of the other of the corresponding paired notches 6d. Subsequently, each of the notches 10a of the plurality of second upper support members 10 is fitted to the other of the corresponding paired notches 6d. As a result, the respective other end portions of the plurality of shafts 1 are held between the respective second lower notches 8b and the respective second upper notches 10b.

[0037]

According to Embodiment 1 described above, the one end portions of the shafts 1 are held between the first lower support members 7 and the first upper support members 9. The other end portions of the shafts 1 are held between the second lower support members 8 and the second upper support members 10. Here, the first lower notches 7b and the first upper notches 9b are disposed on the small-diameter sides of the respective steps of the shafts 1. The second lower notches 8b and the second upper notches 10b
are disposed on the small-diameter sides of the respective steps of the shafts 1. Thus, vertical, horizontal and axial movement of the shafts 1 is suppressed. As a result, the shafts 1 can be prevented from being damaged in transit.

[0038]

Also, a load generated when shafts 1 are stacked in tiers in, e.g., a warehouse is borne by the exterior material 4, the partitioning frames 6, the first lower support members 7, the second lower support members 8, the first upper support members 9 and the second upper support members 10. Thus, the shafts 1 can be packaged with a sufficient pressure capacity provided.

[0039]

Also, the packaging body is formed using paperboards such as cardboard sheets, except the bands 11. Thus, the packaging body is excellent in environmental aspects. In other words, the packaging body does not require separation at the time of disposal and thus excellent in disposability.

[0040]

In the packaging body, the number of shafts 1 to be accommodated in one tier and the number of tiers that accommodate shafts 1 may arbitrarily be set. In this case, also, the shafts 1 can be prevented from being damaged in transit.

[0041]

Embodiment 2

Fig. 5 is a detailed assembly diagram of a shaft packaging body according to Embodiment 2 of the present invention. Here, parts that are identical or correspond to those of Embodiment 1 are provided with reference numerals that are the same as those of Embodiment 1 and description thereof will be omitted.
In Embodiment 1, each of the plurality of first lower support members 7, each of the plurality of second lower support members 8, each of the plurality of first upper support members 9 and each of the plurality of second upper support members 10 have a same shape. On the other hand, in Embodiment 2, each of a plurality of first lower support members 7 and each of a plurality of second lower support members 8 have a shape that is different from that of each of a plurality of first upper support members 9 and each of a plurality of second upper support members 10.

Next, the first upper support members 9 will be described with reference to Fig. 6. Fig. 6 is an enlarged major part view of a shaft packaging body according to Embodiment 2 of the present invention.

As illustrated in Fig. 6, a diameter of a first upper notch 9b of each first upper support member 9 is larger than that of a first lower notch 7b of each first lower support member 7. Thus, a gap is formed between each first upper notch 9b of the first upper support member 9 and one end portion of a relevant shaft 1.

Although not illustrated, a diameter of a second upper notch 10b of each second upper support member 10 is larger than that of a second lower notch 8b of each second lower support member 8. Thus, a gap is formed between each second lower notch 8b of the second lower support member 8 and another end portion of a relevant shaft 1.
According to Embodiment 2 described above, the diameter of the first upper notches 9b is larger than that of the first lower notches 7b. Thus, a gap is formed between each first upper notch 9b and the one end portion of the relevant shaft 1. In this case, no compressive load is imposed on the one end portions of the shafts 1. As a result, deformation of the one end portions of the shafts 1 due to compressive load can reliably be prevented.

[0047]

Also, the diameter of the second upper notches 10b is larger than that of the second lower notches 8b. Thus, a gap is formed between each second upper notch 10b and the other end portion of the relevant shaft 1. In this case, no compressive load is imposed on the other end portions of the shafts 1. As a result, deformation of the other end portions of the shafts 1 due to compressive load can reliably be prevented.

[0048]

Here, as in Embodiment 1, fixation of the shafts 1 is maintained by the first lower support members 7 and the second lower support members 8.

[0049]

Embodiment 3

Fig. 7 is a detailed assembly diagram of a shaft packaging body according to Embodiment 3 of the present invention. Here, parts that are identical or correspond to those of Embodiment 1 are provided with reference numerals that are the same as those of Embodiment 1 and description thereof will be omitted.

[0050]

In Embodiment 1, a thickness of the first lower support members 7 is equal to that of the second lower support members 8. A thickness of the first upper support members
9 is equal to that of the second upper support members 10. On the other hand, in Embodiment 3, a thickness of first lower support members 7 is different from that of second lower support members 8. A thickness of first upper support members 9 is different from that of second upper support members 10.

[0051]

More specifically, the second lower support members 8 are thicker than the first lower support members 7. The second upper support members 10 are thicker than the first upper support members 9. The second lower support members 8 and the second upper support members 10 support respective shafts 1 at respective steps closer to respective gravity centers of the shafts 1.

[0052]

According to Embodiment 3 described above, the second lower support members 8 are thicker than the first lower support members 7. The second upper support members 10 are thicker than the first upper support members 9. As a result, a strength of the second lower support members 8 and a strength of the second upper support members 10 can be enhanced. In this case, neither the second lower support members 8 nor the second upper support members 10 collapse even if a large load is imposed thereon. Thus, the shafts 1 can be packaged with a sufficient pressure capability more reliably provided.

[0053]

Also, the thickness of the first lower support members 7 is different from that of the second lower support members 8. Thus, a packaging worker can easily distinguish between the first lower support members 7 and the second lower support members 8. Furthermore, the thickness of the first upper support members 9 is different from that of
the second upper support members 10. Thus, the packaging worker can easily
distinguish between the first upper support members 9 and the second upper support
members 10. As a result, packaging workability can be improved.

[0054]

Here, the thickness of at least one of each first lower support member 7, each
second lower support member 8, each first upper support member 9 and each second
upper support member 10 may be made to be different from that of the other support
members. In this case, also, the packaging workability can be improved to a certain
degree.

[0055]

Embodiment 4

Fig. 8 is a detailed assembly diagram of a shaft packaging body according to
Embodiment 4 of the present invention. Here, parts that are identical or correspond to
those of Embodiment 1 are provided with reference numerals that are the same as those
of Embodiment 1 and description thereof will be omitted.

[0056]

In Embodiment 1, a height of the first lower support members 7 is equal to that of
the first upper support members 9. A height of the second lower supports member 8 is
equal to that of the second upper support members 10. On the other hand, in
Embodiment 4, a height of first lower support members 7 is different from a height of
first upper support members 9. A height of second lower support members 8 is different
from a height of second upper support members 10.

[0057]
More specifically, the first upper support members 9 are lower than the first lower support members 7. As a result, the first upper support members 9 are inserted to respective positions below an upper surface of a partitioning frame 6. The second upper support members 10 are lower than the second lower support members 8. As a result, the second upper support members 10 are inserted to respective positions below the upper surface of the partitioning frame 6.

[0058]

According to Embodiment 4 described above, the first upper support members 9 and the second upper support members 10 are inserted to the respective positions below the upper surface of the partitioning frame 6. Thus, when shafts 1 are packaged, a compressive load is imposed on the partitioning frame 6. In other words, the compressive load is not imposed on the first upper support members 9 and the second upper support members 10. Thus, deformation of the shafts 1 due to compressive load can more reliably be prevented.

[0059]

Here, an end portion of each first upper notch 9b is in contact with an outer periphery of one end portion of the relevant shaft 1 with no gap therebetween. An end portion of each second upper notch 10b is in contact with an outer periphery of another end portion of the relevant shaft 1 with no gap therebetween. Thus, fixation of the shafts 1 is maintained.

[0060]

Embodiment 5

Fig. 9 is a detailed assembly diagram of a shaft packaging material according to Embodiment 5 of the present invention. Here, parts that are identical or correspond to
those of Embodiment 1 are provided with reference numerals that are the same as those of Embodiment 1 and description thereof will be omitted.

[0061]

In Embodiment 1, a height of the exterior material 4 is equal to a total of respective heights of the plurality of sheet materials 5 and respective heights of the plurality of partitioning frames 6. On the other hand, in Embodiment 5, a height of an exterior material 4 is smaller than a total of respective heights of a plurality of sheet materials 5 and respective heights of a plurality of partitioning frames 6.

[0062]

According to Embodiment 5 described above, the height of the exterior material 4 is smaller than the total of the respective heights of the plurality of sheet materials 5 and the respective heights of the plurality of partitioning frames 6. Here, a compressive load is imposed on the plurality of sheet materials 5 and the plurality of partitioning frames 6. In other words, the compressive load is not imposed on the exterior material 4. In this case, the exterior material 4 is prevented from expanding outward. As a result, the packaging body can be stored with no damage to an outer appearance of the packaging body.

Industrial Applicability

[0063]

As described above, a shaft packaging body according to the present invention can be used for a system that packages stepped shafts.
Description of symbols

[0064]  
1 shaft, 2 lower packaging material, 3 upper packaging material, 4 exterior material, 5 sheet material, 6 partitioning frame, 6a first sheet material, 6b second sheet material, 6c notch, 6d notch, 6e notch, 7 first lower support member, 7a notch, 7b first lower notch, 8 second lower support member, 8a notch, 8b second lower notch, 9 first upper support member, 9a notch, 9b first upper notch, 10 second upper support member, 10a notch, 10b second upper notch, 11 band
Claims

[Claim 1]

A shaft packaging body comprising:

a partitioning frame forming a space that accommodates a shaft including one end portion and another end portion each having a diameter that is different from that of a center portion;

a first lower support member fitted in a lower portion of the partitioning frame, the first lower support member including a first lower notch formed so as to, when the shaft is accommodated in the space of the partitioning frame, conform to a diameter of a small-diameter side of a step between the center portion and the one end portion of the shaft on a lower side of the small-diameter side of the step;

a second lower support member fitted in the lower portion of the partitioning frame, the second lower support member including a second lower notch formed so as to, when the shaft is accommodated in the space of the partitioning frame, conform to a diameter of a small-diameter side of a step between the center portion and the other end portion of the shaft on a lower side of the small-diameter side of the step;

a first upper support member fitted in an upper portion of the partitioning frame, the first upper support member including a first upper notch formed so as to, when the shaft is accommodated in the space of the partitioning frame, conform to the diameter of the small-diameter side of the step between the center portion and the one end portion of the shaft on an upper side of the small-diameter side of the step; and

a second upper support member fitted in the upper portion of the partitioning frame, the second upper support member including a second upper notch formed so as to,
when the shaft is accommodated in the space of the partitioning frame, conform to the
diameter of the small-diameter side of the step between the center portion and the other end portion of the shaft on an upper side of the small-diameter side of the step.

[Claim 2]

The shaft packaging body according to claim 1, wherein:

the first upper notch has a diameter that is larger than the diameter of the small-diameter side of the step between the center portion and the one end portion of the shaft;

and

the second upper notch has a diameter that is larger than the diameter of the small-diameter side of the step between the center portion and the other end portion of the shaft.

[Claim 3]

The shaft packaging body according to claim 1 or 2, wherein at least one of the first lower support member, the second lower support member, the first upper support member and the second upper support member has a thickness that is different from those of the other support members.

[Claim 4]

The shaft packaging body according to any one of claims 1 to 3, wherein the first upper support member and the second upper support member are inserted to respective positions below an upper surface of the partitioning frame.

[Claim 5]

The shaft packaging body according to any one of claims 1 to 4, comprising:

a sheet material that, when a plurality of the partitioning frames are stacked in a plurality of tiers, is provided between adjacent partitioning frames; and
an exterior material that when a plurality of the sheet materials and the plurality of partitioning frames are stacked in tiers to accommodate a plurality of shafts, covers the plurality of partitioning frames and the plurality of sheet materials from a side, the exterior material having a height that is smaller than a total of respective heights of the plurality of sheet materials and respective heights of the plurality of partitioning frames.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
B65D85/68 (2006.01)i, B65D25/10 (2006.01)i, B65D85/20 (2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
B65D85/68, B65D85/20, B65D85/62, B65D25/10, B65D25/04, B65D5/49, B65D5/50, B65D77/26

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>JP 09-301434 A (Oji Paper Co., Ltd.), 25 November 1997 (25.11.1997), entire text; all drawings (Family: none)</td>
<td>1-3, 5 4</td>
</tr>
<tr>
<td>A</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Y</td>
<td>JP 11-029136 A (Rengo Co., Ltd.), 02 February 1999 (02.02.1999), entire text; all drawings (Family: none)</td>
<td>1-3, 5 4</td>
</tr>
<tr>
<td>A</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Y</td>
<td>JP 11-236045 A (Zeon Kasei Co., Ltd.), 31 August 1999 (31.08.1999), entire text; all drawings &amp; US 6098803 A</td>
<td>1-3, 5 4</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

See patent family annex.

Date of the actual completion of the international search
11 March, 2014 (11.03.14)

Date of mailing of the international search report
18 March, 2014 (18.03.14)

Name and mailing address of the ISA/
Japanese Patent Office

Authorized officer

Facsimile No.

Telephone No.
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>GB 907038 A (ALLIANCE BOX CO., LTD.), 03 October 1962 (03.10.1962), entire text; all drawings (Family: none)</td>
<td>1-3,5</td>
</tr>
<tr>
<td>A</td>
<td>JP 06-040486 A (SKM Ltd.), 15 February 1994 (15.02.1994), entire text; all drawings &amp; US 5415289 A &amp; GB 2265349 A &amp; DE 4307235 A</td>
<td>4</td>
</tr>
<tr>
<td>Y</td>
<td>WO 2001/008997 A1 (THE COCA-COLA CO.), 08 February 2001 (08.02.2001), entire text; all drawings (Family: none)</td>
<td>5</td>
</tr>
<tr>
<td>A</td>
<td>JP 2000-238883 A (Sanyo Electric Co., Ltd.), 05 September 2000 (05.09.2000), entire text; all drawings (Family: none)</td>
<td>4</td>
</tr>
<tr>
<td>A</td>
<td>JP 2003-312648 A (Shinano Kenshi Co., Ltd.), 06 November 2003 (06.11.2003), entire text; all drawings (Family: none)</td>
<td>1-5</td>
</tr>
</tbody>
</table>