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Our invention relates to a combination tobacco 
receptacle and cigarette maker and the objectS 
of our invention are: 

First, to provide a tobacco pocket case which is 
substantially of conventional form, made of met 
al, together with a device in connection there 
with for forming and filling a cigarette paper 
to form a cigarette; 

Second, to provide a device of this class Which 
collapses so that the shape when ready to place 
in the pocket is practically the same in appear 
ance as the conventional metal tobacco case Or 
receptacle; 

Third, to provide a combination tobacco re 
ceptacle and cigarette maker in which the ciga 
rette-making apparatus rinay be secured in posi 
tion in the case When not in use as a cigarette 
maker; 

Fourth, to provide a device of this class in 
which the cigarette maker is easy to operate and 
in which the cigarette paper is gradually pushed 
off of the making device as the tobacco is packed 
into the cigarette paper; 

Fifth, to provide a device of this class with a 
novel packing means for packing the tobacco 
into the paper, 

Sixth, to provide a device of this class Which 
is foldable and collapsible; and 

Seventh, to provide a combination tobacco re 
ceptacle and cigarette maker which is very Sin 
ple and economical of construction, easy to op 
erate, efficient in its action, and which will not 
readily deteriorate or get out of Order. 
With these and other objects in View as Will 

appear hereinafter, our invention consists of cer 
tain novel features of construction, combination, 
and arrangement of parts and portions as will 
be hereinafter described in detail and particu 
lariy Set forth in the appended Clains, reference 
being had to the accompanying drawing and to 
the characters of reference thereon which form 
a part of this application in which: 

Figure 1 is a side elevational view of our Con 
bination tobacco ieceptacle and cigarette maker 
When in folded collapsed position ready to be 
placed in the pocket of the user; Fig. 2 is a lon 
gitudinal sectional View taken from the line 2-2 
of Fig. 1: Fig. 3 is a fragmentary Sectional view 
taken from the line 3-3 of Fig. 2; Fig. 4 is a 
fragmentary bottom end view taken from the 
line 4-4 of Fig. 1 and Fig. 5 is a side elevational 
view of the device complete when in position 
ready for use for making a cigarette, showing 
the cigarette paper in dash line positioned there 

(C. 131-5) 
on showing a portion broken aWay to facilitate 
the illustration. 

Similar characters of reference refer to Sim 
ilar parts and portions throughout the several 
Views of the drawing. 
The tobacco case , tobacco case cover 2, cig 

arette forming tube 3, sleeve 4, tamping mem 
ber 5, rod 6, and the spring member 7 constitute 
the principal parts and portions of our combi 
nation tobacco receptacle and cigarette maker. 
The tobacco case is of conventional metal 

form provided With an inset bottom a, as shown. 
best in Fig. 2 of the drawing, the lower edges; 
of which are rolled as shown best in Fig. 2 of 
the drawing. It is preferably made flat so that . . 
it fitS into the pocket and is easy and conven 
ient to carry. It is provided near its upper end 
With a ridge portion b which forms a groove ic 
at the inner Side. Positioned some distance 
from the upper edge of the case hinged at one 
Side by means of hinge members 2a is the case 
cover 2 which is adapted to fit down over the 
upper end of the case and opens up as shown 
by dotted lines in Fig. 2 of the drawing but fits 
dOWn and COverS the upper edge down to the 
ridge b as shown by solid lines in Fig. 2 of the 
dra Wing. Mounted in the one side and fitting 
in the groove c is a metal partition 4a, shown 
best in FigS. 2 and 3 of the drawing, which ex 
tends Only part Way across the upper end, as 
shown in Fig. 3. This partition 4d is provided 
With an Opening b therein, and surrounding this 
Opening and extending upwardly so that the lid 
When closed will rest on its upper side is a rub 
ber Sleeve member 4. This sleeve member 4 
fitS Snugly on a tube 3 which is the cigarette 
forming tube and fills the Space between the 
partition 4d and the upper side of the cap 2 
but permits the shifting of the tube 3 longitu 
dinally in said sleeve. The cap 2 is also pro 
Vided With a hole 2a centrally to permit the 
shifting of the cigarette making tube 3. This 
tube 3 is slightly longer than a cigarette and is 
provided on its inwardly extending end with an 
OutWardly flanged bell-shaped end 3d and is re 
ciprocally nounted in the partition 4a, sleeve 4, 
and cover 2. Reciprocally mounted in this tube 
3 is a tanping member 5 which is provided with 
an extended lug. 5a on One side which is adapted 
to engage the end of tube 3 at the bell-shaped 
portion for shifting the tube 3 outwardly ready 
for preparing a cigarette, as shown by dotted 
lines in Fig. 5 of the drawing. This member 5 
is also provided with a plurality of stepped por 
tions 5b which are adapted to engage the to 
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bacco when the member 5 is reciprocated in the 
tube for tamping the tobacco and causing it to 
move outwardly in the tube 3 in the paper cow 
ering for the cigarette. Pivotally connected to 
the one end of the tamping member 5 is a rod 6 
by means of a pin 6a. This rod 6 extends out 
wardly through a hole d in the bottom member 
and is of sufficient length to be used as a plung 

er for shifting the tubular member 3 outwardly 
to the position shown in Fig. 5 of the drawing. 
This rod member 6 is provided in its outwardly 
extending end with a wire Spring member T which 
is U-shaped and adapted to be Sprung into the 
bottom portion above the roll portion e, thus 
latching the rod 6 in folded position up against 
the bottom of the case, as shown best in FigS. 
1, 2, and 4 of the drawing. 
The operation of our combination tobacco re 

ceptacle and cigarette maker is as follows: 
When the case and cigarette naker are in 

folded and collapsed position as shown in Fig. 1, 
the case may be filled with tobacco or used with 
tobacco therein in the usual manner, the space 
between the edge of the partition and the other 
Side of the open end of the case may be used for 
removing or placing tobacco in the case and the 
cover hinges in the conventional and uSulal man 
ner as shown by dotted lines in Fig. 2 of the 
drawing. When it is desired to make a cigarette, 
the Spring member 7 is compressed and the rod 
member 6 is hinged on the pin 6d. So that it ex-. 
tends in alignment with the member 5 and the 
tube 3. Then the rod 6 is pressed inwardly until 
the lug 5d, reaches the end of the tube 3, forces 
the tube 3 outwardly to a position as shown in 
Fig. 5 of the drawing. A cigarette paper is then 
rolled around the outwardly extending tube 3, 
as shown by dash lines in Fig. 5 of the drawing, 
and the end is closed. Then, by reciprocating 
the rod 6 together with the tamping member 5 
the casing being positioned. So that the tube 3 is 
on the lower side as shown in Fig. 5 cf the draw 
ing, the tobacco is then packed or tamped and 
forced into the cover c and the paper is forced 
off of the end of the tube 3 after which the upper 
end is closed, then the casing member is turned 
so that the tube 3 extends upwardly, then the 
rod 6 is withdrawn, the tube 3 pressed down 
wardly into closed position, the rod 6 then pulled 
up against the bottom and the Spring 7 with its 
ends pressed between the edges of the bottom sup 
ported by the rounded portion le and the case 
is then ready to be replaced in the pocket of the 
Se. 
Though we have shown and described a par 

ticular construction, combination, and arrange 
ment of parts and portions, we do not wish to be 
limited to this particular construction, combina 
tion, and arrangement, but desire to include in 
the scope of our invention the construction, com 
bination, and arrangement Substantially as set 
forth in the appended claims. 

Having thus described our invention, What We 
claim as new and desire to secure by Letters 
Patent is: 

1. In a combination tobacco receptacle and 
cigarette maker, a casing provided with a parti 
tion at One side near its upper end, extending over 
a portion only of the upper open end of said cas 
ing, a COver hinged at One Side on Said casing, a 
sleeve interposed between said partition and said 
cover, a tubular member reciprocally mounted in 
said partition, sleeve, and cover, and a tamping 
member reciprocally mounted in said sleeve. 

2. In a combination tobacco receptacle and 
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cigarette maker, a casing provided with a parti 
tion at one side near its upper end, extending 
Over a portion only of the upper open end of 
Said casing, a cover hinged at one side on said 
casing, a sleeve interposed between said partition 
and Said cover, a tubular member reciprocally 
mounted in said partition, sleeve, and cover, a 
tamping member reciprocally mounted in Said 
Sleeve, and a rod pivotally connected to said 
tamping member and extending outwardly 
through the lower side of the casing and recipro 
cally mounted in the bottom of Said casing, Said 
tamping member being provided with a lug 
adapted to engage said tubular member for shift 
ing said tubular member outwardly in the upper 
end of said casing. 

3. In a combination tobacco receptacle and 
cigarette maker, a casing provided with a par 
tition at one side near its upper end, extending 
over a portion only of the upper open end of said 
casing, a cover hinged at one side on said casing, 
a sleeve interposed between said partition and 
Said cover, a tubular member reciprocally mount 
ed in Said partition, Sleeve, and cover, a tamping 
member reciprocally mounted in said sleeve, a 
rod pivotally connected to said tamping member 
and extending outwardly through the lower side 
of the casing and reciprocally mounted in the 
bottom of said casing, said tamping member being 
provided with a lug adapted to engage said tubu 
lar member for shifting said tubular member out 
Wardly in the upper end of Said casing, said cas 
ing being provided with a raised bottom, and said 
rod adapted to fit into said raised bottom. 

4. In a Combination tobacco receptacle and 
cigarette maker, a casing provided With a parti 
tion at one side near its upper end, extending 
Over a portion only of the upper open end of said 
casing, a cover hinged at One side on said casing, 
a sleeve interposed between said partition and 
Said cover, a tubular member reciprocally mount 
ed in Said partition, sleeve, and cover, a tamping 
member reciprocally mounted in Said sleeve, a 
rod pivotally connected to Said tamping member 
and extending outwardly through the lower side 
of the casing and reciprocally mounted in the 
bottom of Said casing, said tamping member be 
ing provided With a lug adapted to engage said 
tubular member for shifting said tubular member 
outwardly in the upper end of said casing, said : 
casing being provided with a raised bottom form 
ing ledges, said rod being adapted to fit into said 
raised bottom and a Spring member pivotally con 
nected to the extended end of said rod and adapt 
ed to fit between the ledges of the raised portions 
of said bottom for holding Said rod against said 
bottom. 

5. In a device of the class described, a metallic 
casing provided with a cover hinged at one side 
thereof, said casing provided With a groove a 
slight distance from the upper open end of said 
casing, a partition positioned in said groove ex 
tending over only a portion of the open end of 
said casing, a cigarette forming tube reciprocally 
mounted in Said cover and said partition, and a 
tamping member with one end reciprocally 
mounted in Said tube and provided With a lug 
adapted to engage one end of Said tube for forcing 
said tube OutWardly in Said partition and cover. 

6. In a device of the class described, a metallic 
Casing provided With a cover hinged at one side 
thereof, said casing provided with a groove a 
slight distance from the upper open end of said 
Casing, a partition positioned in said groove ex 

5 

10 

15 

20 

25 

5 5 

60 

tending over only a portion of the open end of said 75 



O 

20 

25 

2,167,778 
casing, a cigarette forming tube reciprocally 
mounted in Said cover and Said partition, a 
tamping member With one end reciprocally 
mounted in said tube and provided with a lug 
adapted to engage one end of Said tube for forc 
ing Said tube out Wardly in Said partition and 
cover, and a rod pivotally connected with the One 
end of said tamping member, its other end ex 
tending through the bottom of Said casing. 

7. In a device of the class described, a metallic 
casing provided with a cover hinged at One side 
thereof, Said casing provided With a groove a 
slight distance from the upper Open end of Said 
casing, a partition positioned in Said groove eX 
tending over only a portion of the open end of 
said casing, a cigarette forning tube reciprocally 
mounted in said cover and Said partition, a tarnp 
ing member with one end reciprocally mounted 
in said tube and provided With a lug adapted to 
engage one end of said tube for forcing Said tube 
outwardly in said partition and cover, a rod 
pivotally connected with the one end of said 
tamping member, its other end extending through 
the bottom of said casing, and a spring member 
mounted on the extended end of said rod and 
adapted to fit in the bottom of said casing for 
holding said rod against said casing bottom. 

3 
8. In a device of the class described, a metallic 

casing provided with a cover hinged at one side 
thereof, said casing provided with a groove a 
slight distance from the upper open end of Said 
casing, a partition positioned in Said groove eX 
tending over only a portion of the Open end of 
said casing, a cigarette forming tube reciprocally 
mounted in said cover and said partition, a tamp 
ing member with One end reciprocally mounted 
in said tube and provided With a lug adapted to 
engage one end of said tube for forcing Said tube 
outwardly in said partition and cover, a rod pivot 
ally connected With the One end of said tamping 
member, its other end extending through the 
bottom of said casing, and a Spring member 
mounted on the extended end of Said rod and 
adapted to fit in the botton of Said casing for 
holding said rod against Said casing, Said tamp 
ing member consisting of a thin plate provided 
with a plurality of stepped members for engag 
ing the tobacco for forcing it out Wardly into Said 
tube. 

ALBERT. J. PLAMAN. 
OAV HOWDEN. 
JOHN THOMEPSON. 
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