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To all whom it may concern: 
Beit known that I, DAVID BROWN WHITE 

HILL, a citizen of the United States, residing 
and State of Pennsylvania, have invented a 
new and useful Drive Head or Cap for Well 
Pipes or Casings, of which the following is 
a specification. . . . . . . . . . . . . 
The invention relates to improvements in 

drive heads or caps for Wellpipes or casings. 
In drilling wells where the bedrock is at 

any considerable depth, a well pipe or casing 
is driven into the well to prevent. the walls 
thereof from caving in. The well 
casing is usually driven in with the 
stem. In practice the well is drilled ' ' ' ... 
distance and then the pipe or casing is driven 
in. After the driving operation, the pipe or 
casing is cleaned out and another portion of 
the well is drilled the driving of the pipe ing repeated 
until the bedrock is reache ... ." 

Heretofore drive heads or caps have been 
of a collar to screw on the pipe or casing, 
and others to screw into a collar, but all 
being designed to be screwed downward until 
the end of 

threads of the sections of the pipe or casing 

pipe or casing far enough for the latter to 
abut against the shoulder and as a result. 
thereof, the threads are either stripped or 
otherwise damaged during the driving oper 
The sections of the pipe or casing mus 

screwed into the couplings until their ends 
abut, or otherwise the sections are liable to 
telescope, and when the threads are damaged 
in driving the well pipe or casing, it is im 
possible to properly couple the sections, which 
are frequently entirely ruined. . . . . . . 
Another defect of the solid cap is that 

force by a heavyweight, the cap rebounds or 
springs back and 
age the threads. . . . . . . . . . . . 
The object of the present invention is to 

obviate the above objections, and to provide 
a simple and comparatively inexpensive drive 
tion to enable it to be properly screwed onto 
the end of a section of a well pipe or casing whereby it 

the pipe or casing abuts against 
the shoulder on the cap or drive head. The 

drawing. 

. . . . . that Fig. 2 of the drawing. 
when the same is struck with considerable 

loosens sufficiently to dam 

wi be effectually prevented from rebound 
ng or otherwise damaging the screw threads. 
A further object of the invention is to pro 
vide simple and efficient means for effectually 
E. the nuts of the clamping screws rom being jarred loose by the driving of 
the Well pipe or casing. 
With these and other objects in view, the 

invention consists in the construction and 
novel combination of parts hereinafter fully 
described, illustrated in the accompanying 
drawing, and pointed out in the claims 
hereto appended; it being understood that 
Various changes in the form, proportion, 

ir size and minor details of construction, within 
in the scope of the claims, may be resorted to 

without departing from the spirit or sacri 
ficing any of the advantages of the invention. 
In the drawing: Figure 1 is a perspective 

view of a divided drive head or cap, con 
structed in accordance with this invention. 
Fig. 2 is a vertical sectional view, showing 
the same applied to a well pipe or casing. 
Fig. 3 is a horizontal sectional view. Fig. 4 
is a vertical sectional view, illustrating the 
means for preventing the nuts of the bolts 
from unscrewing. Fig. 5 is a plan view, illus 
trating a modification of the invention, 
one side only of the drive head or cap being 
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divided. Fig. 6 is a detail perspective view 
of the screw having the gravity head. 

Like numerals of reference designate cor 
responding parts in all the figures of the 
1 designates a divided drive head O cap, 

composed of two substantially semi-cylin 
drical sections 2 and provided at its upper 
portion with an interior annular flange 3, 
forming a horizontal shoulder for abutting 
against the upper edge 4 of a well pipe or 
casing 5. The drive head or casing is pro 
vided with interior screw threads 6 to engage 
the screw threads of the upper end of the 
well pipe or casing, as clearly illustrated in 
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The sections of the drive head or cap are 
provided at their ends with laterally extend 

arranged in pairs for adjustably connecting 
the sections of the drive plate or cap. The 
heads 10 of the bolts are rectangular and 

ing ears or flanges 7, having registering per 
forations 8 for the reception of bolts 9, 05 

engage the body portion of the drive head 
or cap, whereby the bolts are held against 
rotation. The threaded ends of the bolts are 

I equipped with nuts 11, spaced apart and 
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2 

engaged by a rectangular block or member 
12, interposed between the nuts of each pair 
of bolts and secured to the contiguous ear or 
flange 7 by means of screws 13, piercing 
the block or member 12 and engaging the 
threaded perforation 14 of the said ear or 
flange. The rectangular block or member 
12 prevents the nuts from rotating so that 
there is no liability of the bolts being loos 
ened by the jar and vibration incident to 
the driving of the well pipe or casing. The 
screw 13 is provided with a gravity head 15 
of rectangular form, eccentrically connected 
with the body portion of the screw and form 
ing a weighted extension, which is turned 
down so as to depend from the Screw, as 
illustrated in Fig. 4 of the drawing. This 
weighted extension operates by gravity to 
prevent the Screw from rotating. 
In Fig. 5 of the drawing is illustrated a 

modification of the invention, the drive head 
or cap 16 being split or divided at one side 
only and provided thereat with ears or 
flanges 17, connected together by bolts 1S 
having nuts 19, which are locked against 
rotary movement by means of a block or 
member 20. The block or member 20 is se 
cured to the contiguous ear by means of a 
screw 21 having a gravity head similar to 
the screw 13 heretofore described. The split 
or divided drive head or cap, shown in Fig. 
5, is capable of expansion and contraction to 
enable it to be properly screwed onto a sec 
tion of a well pipe or casing, and to be se 
curely clamped on the same after it has been 
Screwed in proper position. 

Preparatory to applying the drive head or 
cap to the well pipe or casing, it is loosened 
slightly to permit it to be easily screwed 
onto the pipe or casing until the upper edge 
of the latter abuts firmly and properly 
against the interior shoulder of the drive 
head or cap. The bolts are then tightened 
to firmly clamp the sections of the well pipe 
or casing, whereby the drive head or cap is 
effectually held against movement independ 
ently of the well pipe or casing. This will 
enable the pipe or casing to be driven into 
a well with any desired force without injur 
ing the screw threads of the former by 
reason of the drive head or cap moving on the pipe or casing. 
Having thus fully described my inven 

tion, what I claim as new and desire to se 
cure by Lette's Patent, is:- 

1. An expansible drive head or cap for 
well pipes or casings interiorly threaded to 

900,140 

engage the threads of a Well pipe or casing 
and provided with an interior shoulder to 
abut against the said pipe or casing, and 
means for claimpling the head or cap in en 
gagement with the well pipe or casing. 

2. An expansible drive head or cap for 
well pipes or casings provided with an in 
telior shoulder to fit against the upper end 
of a well pipe or casing, said head or cap 
being provided with projecting ea's or 
flanges, and adjustable means for connecting 
the ears ol' flanges to clamp the head ol' cap 
On the well pipe or casing. 

3. An expansible drive head or cap for 
well pipes or casings provided with interior 
threads and having an interior shoulder, 
said head or cap being split and pl’ovided 
at the split portion with projecting eal's or 
flanges, and bolts connecting the ea's or 
flanges for clamping the head or cap on a 
Well pipe or casing. 

4. An expansible drive head or cap for 
Well pipes or casings split and provided 
with projecting ears or flanges, bolts pierc 
ing the ears or flanges and having heads en 
gaged with the head or cap, nuts arranged 
on the bolts, and a block or membel' intel'- 
posed between the nuts for holding the same 
against rotary movement. 

5. An expansible drive head or cap for 
well pipes or casings split and provided 
with projecting ears or flanges, bolts pierc 
ing the ears or flanges and having heads 
engaged with the head or cap, nuts al 
ranged on the bolts, a block or member in 
terposed between the nuts for holding the 
same against rotary movement, and a Screw 
piercing the block or member and provided 
with an extended gravity head to prevent it from rotating. 

6. A drive head or cap provided with in 
terior threads and having an interiorly al 
ranged flange forming a shoulder for engag 
ing a drive pipe or casing, said drive head 
or cap being composed of two sections pro 
vided at their ends with projecting ea's or 
flanges, and fastening devices piercing the 
ears or flanges and adjustably connecting the 
shoulders for clamping the drive head or 
cap on a well pipe Ol' casing. 

In testimony, that I claim the fol'egoing 
as my own, I have hereto affixed my signa 
ture in the presence of two witnesses. 

DAVID BROWN WHITE III. 
Witnesses: 

MARGRETTE BENNINGIIolf F, 
L. N. BENNINGHOFF. 
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