
(12) INTERNATIONAL APPLICATION PUBLISHED UNDER THE PATENT COOPERATION TREATY (PCT)

(19) World Intellectual Property
Organization

International Bureau
(10) International Publication Number

(43) International Publication Date
13 November 2014 (13.11.2014)

WO 2014/179860 Al
P O P C T

(51) International Patent Classification: (81) Designated States (unless otherwise indicated, for every
H04W 92/18 (2009.01) H04W 8/26 (2009.01) kind of national protection available): AE, AG, AL, AM,
H04W 76/02 (2009.01) H04W 88/04 (2009.01) AO, AT, AU, AZ, BA, BB, BG, BH, BN, BR, BW, BY,

BZ, CA, CH, CL, CN, CO, CR, CU, CZ, DE, DK, DM,
(21) International Application Number: DO, DZ, EC, EE, EG, ES, FI, GB, GD, GE, GH, GM, GT,

PCT/CA2014/000398 HN, HR, HU, ID, IL, IN, IR, IS, JP, KE, KG, KN, KP, KR,
(22) International Filing Date: KZ, LA, LC, LK, LR, LS, LT, LU, LY, MA, MD, ME,

2 May 2014 (02.05.2014) MG, MK, MN, MW, MX, MY, MZ, NA, NG, NI, NO, NZ,
OM, PA, PE, PG, PH, PL, PT, QA, RO, RS, RU, RW, SA,

(25) Filing Language: English SC, SD, SE, SG, SK, SL, SM, ST, SV, SY, TH, TJ, TM,

(26) Publication Language: English TN, TR, TT, TZ, UA, UG, US, UZ, VC, VN, ZA, ZM,
ZW.

(30) Priority Data:
13/888,944 7 May 2013 (07.05.2013) US (84) Designated States (unless otherwise indicated, for every

kind of regional protection available): ARIPO (BW, GH,
(71) Applicant: BLACKBERRY LIMITED [CA/CA]; 2200 GM, KE, LR, LS, MW, MZ, NA, RW, SD, SL, SZ, TZ,

University Ave. East, Waterloo, Ontario N2K 0A7 (CA). UG, ZM, ZW), Eurasian (AM, AZ, BY, KG, KZ, RU, TJ,
TM), European (AL, AT, BE, BG, CH, CY, CZ, DE, DK,(72) Inventors: MUKHERJEE, Biswaroop; 4000 Innovation
EE, ES, FI, FR, GB, GR, HR, HU, IE, IS, ΓΓ , LT, LU, LV,Drive, Ext. 12347, Kanata, Ontario K2K 3K1 (CA).
MC, MK, MT, NL, NO, PL, PT, RO, RS, SE, SI, SK, SM,GAGE, William Anthony; 15 Buttonwood Tr., Stittsville,
TR), OAPI (BF, BJ, CF, CG, CI, CM, GA, GN, GQ, GW,

Ontario K2S 1C9 (CA). NOVAK, Robert; 343 Eckerson
KM, ML, MR, NE, SN, TD, TG).

Ave., Stittsville, Ontario K2S 0K9 (CA).
Published:(74) Agent: MOFFAT & CO.; P.O. Box 2088, Station D, Ott

awa, Ontario KIP 5W3 (CA). — with international search report (Art. 21(3))

(54) Title: METHOD AND APPARATUS FOR CONTENTION FREE DEVICE SIGNALING WITHOUT A CONTROLLING
NETWORK NODE

318

324
330

332

- -
310

00
320

FIG. 3

(57) Abstract: A method and user equipment operating in or near a network without a central controller, the method receiving a
device signal from a second user equipment, the second user equipment being within a contention region of the first user equipment;
and utilizing the device signal to determine a transmission opportunity at the first user equipment. Further, disambiguation processes
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METHOD AND APPARATUS FOR CONTENTION FREE DEVICE
SIGNALING WITHOUT A CONTROLLING NETWORK NODE

FIELD OF THE DISCLOSURE

[0001] The present disclosure relates to wireless device-to-device (D2D)

communications, and in particular relates to device-to-device communications

without a controlling network infrastructure node.

BACKGROUND

[0002] In current wireless network scenarios, a device will typically

communicate with a network infrastructure node such as a base station or an

access point that the device is being served by, which will then allow

communication to other devices served by that same network infrastructure

node, or to devices served by other network infrastructure nodes. However,

such communication may not be possible in remote areas where wireless

network coverage from an infrastructure node does not exist. Further, even

where wireless network coverage exists, communications using a network

infrastructure node may not be desirable. For example, in general

communication systems, a direct D2D transmission of data may provide more

efficient space division multiplexing than current networks.

[0003] Device-to-device communications are communications between two

wireless devices or user equipments (UEs), where the communication

proceeds directly between UEs and does not proceed through a network

infrastructure node. Uses for D2D communications may be for both

emergency and non-emergency situations. For example, first responders and

public safety members may use D2D communications to communicate

between devices. This may be useful in situations where there is no network

coverage, such as remote areas or inside a building. However, even in

network coverage areas, in some cases D2D communications are desirable in

public safety situations.

[0004] In non-emergency situations, friends that are in close proximity to each

other may wish to communicate with each other. Other cases include devices



such as parking meters talking to mobile wireless devices within range to help

a mobile wireless device find a free parking space. Other examples are

possible.

[0005] The operation of a device without a network infrastructure element

however has challenges. These include: identifying what devices the UE can

communicate with; when receiving, which devices can the UE expect

interference from; when transmitting, which devices can the UE expect to

interfere; how can a UE signal other devices; what is the timing that the UE

uses to communicate with other devices; which resources can be used by

individual D2D transmissions so that the receivers face and the transmitters

cause low interference; among other challenges.

BRIEF DESCRIPTION OF THE DRAWINGS

[0006] The present disclosure will be better understood with reference to the

drawings, in which:

Figure 1 is a block diagram of an example network comprising user

equipments without a central controller;

Figure 2 is a block diagram showing signaling blocks as seen by

various timing references;

Figure 3 is a block diagram of an exemplary wireless system showing

two networks and having two new devices added;

Figure 4 is a signaling diagram showing the elimination of network

ambiguity;

Figure 5 is a signaling diagram showing the elimination of new device

ambiguity;

Figure 6 is a signaling diagram showing addition of a new device into a

network;

Figure 7 is block diagram showing signal timing adjustment between

devices;

Figure 8 is a block diagram showing signaling of a plurality of device

signals in a time slot; and

Figure 9 is a block diagram of a user equipment capable of being used

with the embodiments of the present disclosure.



DETAILED DESCRIPTION OF THE DRAWINGS

[0007] The present invention provides a method at a first user equipment

operating in or near a wireless network without a central controller, the

method comprising: receiving a device signal from a second user equipment;

and utilizing the device signal to determine a transmission opportunity at the

first user equipment.

[0008] The present disclosure further provides a first user equipment

operating in or near a wireless network without a central controller, the first

user equipment comprising: a processor; and a communications subsystem,

wherein the first user equipment is configured to: receive a device signal from

a second user equipment; and utilize the device signal to determine a

transmission opportunity at the first user equipment.

[0009] Current 3rd Generation Partnership Project (3GPP) networks do not

operate without an evolved node B (eNB). Several fundamental problems as

described above exist by removing the eNB to allow direct D2D

communications.

[0010] In particular, a first issue is what devices can a user equipment

communicate with. The user equipment will need to know what other devices

are within its range of communications in order to be able to communicate

with them. When an eNB is present, all devices register with the eNB before

they are permitted to send any data. As such, the eNB is able to assign

temporary identifiers, including a cell radio network temporary identifier (C-

RNTI) that is unique within a cell. However, C-RNTI's are not globally unique

in the long term evolution (LTE) architecture of the 3rd Generation Partnership

Project. Further, such identifiers may not be unique in other network

scenarios.

[0011] The identifiers are not universally unique in order to allow for signals

carrying the identifiers to be efficient and use minimal resources to establish

uniqueness of the devices. In particular, a globally unique identifier would



require a significant number of bits, which would make signal transmissions

inefficient. The function of assigning a radio network temporary identifier or its

equivalent becomes an issue once the eNB is removed.

[0012] Further, with regard to collisions, collisions are transmissions that are

not separable in terms of time, frequency and code at the receiver. In a

system where all resources are allocated by an eNB, avoiding collisions is

straightforward. For example, in the uplink, based on UE resource requests,

UEs are provided resources with a time, frequency and code that are

separated from other UEs at the eNB.

[0013] However, in order to avoid collisions when there is no eNB, the

resource requests may need to involve several devices in the contention area

and grants may need to be coordinated. In order to achieve this, the present

disclosure provides a set of affected devices that must be identified and

signaled. In particular, ambiguity in the identity in the set may cause collisions

of signals and data. Collisions of signals and data are undesirable in

applications such as voice communications for first responders due to the

unpredictability of retransmissions that they may require.

[0014] Further, in systems that have an eNB, devices have resources and

opportunities for signalling that are either periodically granted by the eNB or

provided as a one-off resource. For example in LTE, reference signal and

feedback configurations are provided to UEs such that they use resources

that are in different resource elements or have different base sequences or

cyclic shifts, where the separation is signaled by the eNB. Without the eNB,

the separation of signalling is problematic and the devices each need to solve

such separation of signalling. Specifically, signalling without an eNB may be

particularly difficult in half-duplex because not only does a device need to

avoid collision of the signals, it also needs to ensure that the destination

device for the signal is in a state that allows it to receive the signal. The

destination of the signal should not be transmitting at the same time or be in a

state where the radio frequency hardware is transitioning from a transmission

to reception mode or the reception to transmission mode.



[0015] Further, in systems with an eNB, the timing reference for both downlink

and uplink transmissions is provided by the eNB in the form of downlink

synchronization sequences and uplink timing adjustment commands. The

timing reference is thus uniform across the coverage area of an eNB. In other

words, each transmitter and receiver has exactly one timing reference.

Without an eNB, achieving timing coordination in devices becomes a

significant issue. The choosing of a timing reference from one device as a

primary timing source has a drawback in that there is a single point of failure

in the system. A more robust solution that is not dependent on only one

device, but provides a consistent timing interface for the device to device

interaction is provided in accordance with the embodiments below.

[0016] Existing D2D systems that do not have an eNB utilize contention based

models in which UEs transmit at various times. Such transmission may or

may not fall into contention with the transmission of other UEs. Contention in

the form of collisions leads to the requirement to resend data. The more

devices that are added to a system, the higher the likelihood of collisions.

Thus, such contention based models provide poor latency and utilization

performance.

[0017] While the present disclosure is described with regard to the 3rd

Generation Partnership Project LTE architecture, this is not meant to be

limiting and is only used as an example. Other systems and architectures in

which devices can communicate among each other could be used and the

present disclosure is not limited to any particular network system.

[0018] In accordance with one embodiment of the present disclosure a

contention-free solution is provided in which UEs move into such contention-

free signalling as quickly as possible without the use of any controller. This

results in low latency and higher utilization of resources, without issues

relating to network coverage that would exist with a controller based solution.



[0019] In order to provide contention-free resources, the identity of nodes in

the contention region needs to be unambiguously established. If there is an

ambiguity in the identity of devices that may contend for the same

communication resources, then there is no way for the system to assign

resources to them in a way that will consistently avoid collisions. Thus, in

accordance with the embodiments described below, the system provides

distributed methods to unambiguously identify devices that may contend by

creating unambiguous neighbor sets in each device. As defined below, a

device "A" is the neighbor of another device "B" if the device "B" can directly

communicate with device "A".

[0020] If unique identities are established for devices that contend for

resources for example in a set / , then contention free and efficient allocation

of resources, represented by a set R, for signalling can be any injective

function that maps the identities to resources: f l → R.

[0021] In accordance with the embodiments below, the system uses an up-to-

date set of neighbor devices, referred to as the neighbor set, to eliminate

contention on resources by performing distributed allocation of resources for

signalling to the neighboring devices. A set of devices that share at least one

common neighbor, or neighbor of a neighbor, and so on, form a network.

There may be several unconnected networks within a system.

[0022] Device Signals

[0023] The determination of the identity of neighbors and the establishment of

contention free signalling with the neighbor set is accomplished in the present

disclosure by device signals (DS) that are transmitted by all the devices in the

system. Due to the absence of an eNB, there is no entity in the network that

can provide system wide timing or unambiguous identity. The DS, which may

be decoded without requiring prior synchronization, is used to establish the

identity of the transmitting device and provides timing references for it.

[0024] DSs act as a building block of the eNB-less D2D system. For example,

using DSs, devices can coordinate resources used for transmission in a



manner that minimizes interference and maximizes throughput, even under

high load scenarios.

[0025] In some embodiments, the DS may be considered similar to a primary

synchronization signal/secondary synchronization signal (PSS/SSS) used in

current LTE systems. Similar to the PSS/SSS, a signal location for a DSs and

a set of possible signals is known in the system. Further, similar to PSS/SSS,

the device is expected to decode several different DS signals that are not

coordinated in time. However, such signals do not collide since they are

separated in code to allow unsynchronized UEs to be able to distinctly receive

them.

[0026] In accordance with the embodiments below, the resource mapping of

the center six resource blocks of PSS/SSS could be used with more or less

resource elements employed depending upon the system design. However,

one of the chief differences between a DS and PSS/SSS is that, unlike

receiving DSs of neighboring devices, the eNBs do not need to receive the

PSS/SSSs of the neighboring eNBs. It is the UEs that receive the PSS/SSS

signals and report measurements to the eNBs in current LTE systems that

provide the eNB with information.

[0027] The proposed systems may employ similar resource configurations to

PSS/SSS. In particular, PSS/SSS use the center 62 resource elements (REs)

around the direct current (DC) subcarrier for PSS and another 62 REs for

SSS, all in the center system 6 resource blocks (RBs). DS could use these

same resources to allow the support of a DS identifier (DSID) space of

(3*168) = 504 maximum direct neighbors, which is analogous to the 504

physical cell identifiers available in the cellular LTE system. The system may

be dimensioned differently to account for different numbers of expected

neighbors depending upon the application and thus accordingly use more or

less of the 1008 REs available to the center 6 RBs. In some embodiments,

different sequences and sequence lengths are available as well as different

resources that may be used.



[0028] Based on the above, the present device signal is used to

unambiguously represent the nominal transmission of each device in the

system. The nominal transmission, represented in a DS, defines the

communication and interference range of the device. The DS allows a

receiving device to identify the transmitting device unambiguously. During a

preconfigured period, at least one copy of the DS is sent and received in a

contention free manner by each neighbor. The DS is a broadcast signal and

as such, several neighboring devices may rely on the same transmission of

the DS. Indeed, exactly one DS transmission per device is sufficient for full

duplex devices.

[0029] For half-duplex devices more than one transmission may be needed to

address multiple subsets of devices that may have different send and receive

timings. In accordance with the present disclosure mechanisms are provided

that may be used by either full duplex or non-full duplex devices.

[0030] The periodicity of DS, in time units, is called a Signal Period (SP). The

SP of a network of devices is picked from a set of preconfigured values that

are multiples of each other. As a result, a recurring device signal is

recognizable as periodic at least at the highest value of the SP. In some

embodiments, in order to conserve battery power, a device may scan for the

DS at the highest value of SP and once found, check for more frequent SPs

from the possible set of known S P values.

[0031] The DS also defines a timing framework that allows neighbors to

determine the time reference being used in another device. This time

reference may be used for coordinating resources for communication or

interference avoidance.

[0032] A device signal has a base identification component (referred to herein

as the DSID), and a signaling block (referred to herein as the DSB). In some

embodiments, the DSID is encoded into a modulated signal and may possibly

use a specific time, frequency and/or code resource. The DSB signals are



expected to convey only a few bits of information, such as the padding,

resource request or resource grant.

[0033] Further, in some embodiments, the control or data signals transmitted

by a device in the DSB may leverage known DSIDs of the device to facilitate

decoding. In particular, the known DSIDs may act as pilots.

[0034] Further, in some embodiments, the resources required for the DSB are

implicitly assumed to have been allocated to and used by the sender of the

DS signal. In other words, the DSB resources are reserved at the same time

as the DSID resources.

[0035] In some embodiments, the transmitted signalling, such as the user

identifiers, and data allocations of the device are accompanied by a previously

configured pattern and identity of reference signals. In other words, a

transmitter using a particular DSID uses a particular set of reference signals

sent in particular resources, which is distinguishable from reference signals

transmitted by another transmitter using a different DSID. The universe of

reference signals, corresponding resources referred to as P, and the mapping

from the universe of DSIDs to P, is known at the devices. Such knowledge,

may, for example, be known through a previous configuration.

[0036] Each device is aware of the device signals used by the neighbors in

the neighbors set of the device. When a device joins a network, the device

obtains a DS that is unique within its neighbor set, as described below.

However, such DS may be re-used by other devices within the network or

within other networks that are outside of the neighbor set of the particular

device. Thus, as provided herein, a solution where the DSs may be reused

two hops away is described. However, in other embodiments, the uniqueness

of the DS may be expanded to three, four or more hops.

[0037] Reference is now made to Figure 1 , which shows a plurality of

devices. In the embodiment of Figure 1, device 110 communicates with and

has a neighboring set of devices 120 and 122. In accordance with the above,



devices 0, 120 and 122 have different DSs that are distinguishable from

each other.

[0038] Further, device 120 communicates with devices 122 and 130. Device

122 communicates with devices 110, 130 and 132. Device 130

communicates with devices 132, 122 and 120.

[0039] In the example of Figure 1, device 132 communicates with device 140

and devices 122 and 130. Further, device 140 communicates with devices

150 and 152.

[0040] In accordance with the above, while DS for device 110 is unique when

compared to devices 120 and 122, this does not restrict the other UEs within

the network from having the same DS. For example, in the embodiment of

Figure 1, device 140 may have the same DS as device 110 since they are not

within one node of each other. Similarly, device 150 may have the same DS

as device 122 since they are not within one node of each other.

[0041] One advantage of reusing DSs within a network is that not as many

unique identifiers are needed, thereby reducing the need size of the

transmission of DSIDs and the decoding requirements for neighboring DSIDs.

[0042] The ability to reuse a DS is enhanced through a disambiguation

procedure, as provided below, which preserves the uniqueness of the DSIDs

within the neighbor set.

[0043] In the Third Generation Partnership Project (3GPP), a DS may be

introduced, for example, in the 3GPP TS 36.300, "Evolved Universal

Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio

Access Network (E-UTRAN); Overall description; Stage 2 v.1 .5.0, March 8 ,

2013, the entire contents of which are incorporated herein by reference.

Table 1 below shows one example of such change in bold.



5.1 .4 Downlink Reference signal and synchronization signals

The downlink cell-specific reference signals consist of known reference symbols
inserted in the first and third last OFDM symbol of each slot for antenna port 0 and 1.
There is one cell-specific reference signal transmitted per downlink antenna port. The
number of downlink antenna ports for the transmission of cell-specific reference
signals equals , 2, or 4.

Physical layer provides 504 unique cell identities using Synchronization signals.

The downlink MBSFN reference signals consist of known reference symbols inserted
every other sub-carrier in the 3rd, 7th and 11th OFDM symbol of sub-frame in case of
15kHz sub-carrier spacing and extended cyclic prefix.

In addition to cell-specific reference signals and MBSFN reference signals, the
physical layer supports UE-specific reference signals, positioning reference signals
and CSI reference signals.

In the device-to-device case, in addition to the signals above, in the scenarios
without network coverage, the UEs may transmit device signals to identify
devices that are in in a device's neighbourSet. Physical layer provides XX - 1
number of unique UE device signals, and one signal is reserved for a new
device identifier. The device signals may be used to establish synchronization
and identity of devices that are outside of network coverage.

Device signals are carried in AA subcarriers and BB symbol times of the CC
subframes [not overlapping with existing PSS/SSS].

<...>

5.1 .7.3 Cell search

Cell search is the procedure by which a UE acquires time and frequency
synchronization with a cell and detects the Cell ID of that cell. E-UTRA cell search
supports a scalable overall transmission bandwidth corresponding to 72 sub-carriers
and upwards.

E-UTRA cell search is based on following signals transmitted in the downlink: the
primary and secondary synchronization signals.

The primary and secondary synchronization signals are transmitted over the centre
72 sub-carriers in the first and sixth subframe of each frame.

Neighbour-cell search is based on the same downlink signals as initial cell search.

In the device-to-device case, in addition to the primary and secondary

synchronization signals above the authorized devices will scan for device

signals to support the in the scenarios without network coverage. As with the

primary and secondary synchronization signals, the device signals are also

transmitted over the centre 72 sub-carriers in the Kth and Lth subframe of each

frame.

TABLE : Example changes to 3GPP TS 36.300, sections 5.1 .4 and 5.1 .7.3



[0044] Further, changes may be made in 3GPP TS 36.331 , "Evolved

Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC);

Protocol specification", v.11.3.0, March 18, 2013, the entire contents of which

are incorporated herein by reference. Table 2 below shows one example of

such change in bold.

4.2 Architecture

4.2.1 UE states and state transitions including inter RAT

A UE is in RRC_CONNECTED when an RRC connection has been established. If
this is not the case, i.e. no RRC connection is established, the UE is in RRCJDLE
state. The RRC states can further be characterised as follows:

- RRCJDLE:

- A UE specific DRX may be configured by upper layers.

- UE controlled mobility;

- The UE:

- Monitors a Paging channel to detect incoming calls, system information
change, for ETWS capable UEs, ETWS notification, and for CMAS
capable UEs, CMAS notification;

- Performs neighbouring cell measurements and cell (re-)selection;

- Acquires system information.

- Performs logging of available measurements together with location and
time for logged measurement configured UEs.

- When no network coverage is available, monitor out of coverage
device signal channel to detect device to device networks that may
be available for connection.

- RRC_CONNECTED:

- Transfer of unicast data to/from UE.

- At lower layers, the UE may be configured with a UE specific DRX.

- For UEs supporting CA, use of one or more SCells, aggregated with the
PCell, for increased bandwidth;

- For UEs supporting out of coverage communication, establish UE identity
and determine neighbourSet

- Network controlled mobility, i.e. handover and cell change order with
optional network assistance (NACC) to GERAN;

- The UE:

- Monitors a Paging channel and/ or System Information Block Type 1



contents to detect system information change, for ETWS capable UEs,
ETWS notification, and for C AS capable UEs, CMAS notification;

- Monitors control channels associated with the shared data channel to
determine if data is scheduled for it;

- Provides channel quality and feedback information;

- Performs neighbouring cell measurements and measurement reporting;

- Acquires system information.

- Monitors neighbourSet device signal strength and updates the
current neighbourSet

<..>

5.14 Maintaining neighbour device identities out of coverage

UEs will use capability bits to indicate the ability to operate in D2D mode out of
eNB coverage. If the UE is operating in D2D mode out of eNB coverage it shall
attempt to connect to an existing network, either in network coverage or out of
it. If an out of coverage network is found the UE sets the device signal identity
as newDeviceSignalldentity.

Once part of a out of coverage network the UE shall maintain a neighbourSet.
Physical layer will report device identities of new neighbours in the MAC.

TABLE 2 : Example changes to 3GPP TS 36.331 , sections 4.2 and 5.14

[0045] Reference is now made to Figure 2, which shows the timing of two

devices that are neighbors of each other. Since the devices are neighbors,

the two devices have different DSIDs.

[0046] The timing of the devices is shown in Figure 2 as first device timing

210 and second device timing 220.

[0047] Within the first device timing, the first device has a DS comprising a

DSID 212 and a DSB 214 in the signal grid.

[0048] Similarly, within the second device timing, the second device has a DS

comprising a DSID 222 and a DSB 224 in the signal grid

[0049] A first observer and a second observer detect the DSID 212 and 222 in

a non-coherent fashion. Further, such DSIDs 212 and 222 may act as a pilots



for neighbors for DSBs from the same device

[0050] DSB 214 and 224 carry the signalling component of the DS which is

expected to be decoded coherently by the neighbors who are already aware

of the DSID. However, as seen by time plot 230, the first observer may have

overlapping signals from DSID 212 and DSID 222.

[0051] Similarly, the second observer may have overlapping signals from

DSID 222 and DSID 212, as seen by time plot 232. These overlapping signals

from DSID 222 and DSID 212 may still be decodable by the observers that

are not part of the network because the signals are separated in code and the

observer may collect several samples of the periodically repeating signals.

[0052] The example of Figure 2 is one possibility and other arrangements of

coherent and incoherent signals are possible. The present disclosure does

not provide the particular construction of any signal and such signal is beyond

the scope of the present disclosure.

[0053] Configuration Information

[0054] In accordance with some embodiments of the present disclosure, it is

assumed that some configuration information for D2D communication is

available to devices. For example, this may be practical in scenarios such as

in public safety, where the devices may be calibrated and configured when in

coverage of public safety systems and before public safety personnel spread

out to areas where there is no coverage. The public safety equipment may

further be manufactured with some common configuration and may also be

further configured periodically when being delivered to first responders in

accordance with the requirements of end users.

[0055] Further, some aspects of the system may be standardized. For

example, in some embodiments, the location of the resources to transmit the

DSs with respect to the band-center may be fixed in a standard, while the

band-center itself may be left up to the configuration of the users such as in

the public safety jurisdiction. In such a case, the band center may be



calibrated and configured at the public safety authority premises, for example,

while the equipment manufacturer may design the device receiver to receive

the DS signals at the appropriate frequencies spaced from the band-center.

[0056] Further examples of parameters that may have configurations includes

slot sizes, new device signals (NDS), resource maps, maximum SP, and/or

range of permissible SP values, among others.

[0057] In some embodiments, due to the advantages of dynamic

reconfiguration, some of the configuration information may be changed after

the deployment in a given network. Dynamic reconfiguration may increase the

complexity of the system and may be used in cases where it is needed. For

example, such information may be provided in system information messages.

The system information may be provided to new devices by existing devices

after they join the network as one of the initial data transmissions to the new

device, for example.

[0058] However in other embodiments, the amount of data that is needed to

be provided dynamically is minimized in order to speed up the incorporation of

isolated devices into the network.

[0059] Exemplary configuration parameters that may be known to devices that

are out of eNB coverage include an operating band of the system, the

frequency resources used for DSs, sequences used for DSIDs, available set

of DSIDs for devices and NDS, a set of usable SPs, resources used for

disambiguation network signals (DANS) and disambiguation device signal

(DADS) with respect to the DS indicating reservation. Other possibilities exist.

[0060] Thus the present disclosure is not limited to any particular

configuration, and parameters may be standardized, configured pre-

deployment or dynamically configured during deployment of devices.

[0061] Identities



[0062] In accordance with the present disclosure, the identity at the radio

access network (RAN) level is provided. While identifiers are available in other

domains, such as authentication, such identifiers may not be available at the

radio access network. The main use of identities at the RAN level is

disambiguation for signals and communication. RAN level identities for UEs

are provided by the eNB when it is present. However, in accordance with the

present embodiments, no eNB is present and thus the unambiguous identities

must be generated by the devices themselves.

[0063] In accordance with one embodiment of the present disclosure, to be

unambiguously identified in the neighbor set, the devices need DSs that are

unique within the neighbor set. The identity of a given device signal is referred

to herein as the DSID. The larger the set of DSIDs, the more resources that

are required for DS signals, as each DSID needs to be unique within the

neighbor sets. In accordance with one embodiment of the present disclosure,

signaling is provided which can reuse DSIDs that are used by devices more

than two hops away. In other words, the DSIDs may be reused outside the

neighbor set of a device's neighbors where such reuse does not cause

ambiguity. However, in other embodiments, more than two hops may be used

for unique DSIDs.

[0064] In addition to the DSIDs, devices have unique identifiers (UIDs) that

can be represented by a bit-string. The UIDs may be embedded in the

devices during manufacture. For example, such UIDs may be the Institute for

Electrical And Electronics Engineers (IEEE) medium access control (MAC)

addresses, or may be generated through some pseudo random function

which may produce a UID bit-string of adequate length to ensure that the

probability of another device with the same bit string is adequately small.

[0065] As such, there are two identifiers in the embodiments of the present

disclosure. These are, first, the DSID, which is only required to be unique

within each neighbor set and may change due to changes in neighboring

devices; and second, the UID which is expected to be unique within the

system and expected to be either permanent or to change infrequently.



[0066] New devices

[0067] As used herein, a new device is one that does not have a valid DSID. It

is not therefore part of a neighbor set and does not have a neighbor set of its

own to begin with. This is contrasted with devices that are already in the

network which have a valid network set and DSID.

[0068] In order to obtain a valid DSID, a device coming into the network needs

to request the neighboring devices to provide a usable DSIDs or set of DSIDs.

Such neighboring devices are the potential neighbor set for the new device.

In order to join the network, a new device needs to determine its neighbor set

and become part of the neighbor set of its neighbors. Further, the device

needs to pick a DSID that does not cause ambiguity in the neighbors'

neighbor set.

[0069] In particular, the DSID picked by the new device should not overlap

with the DSID of the observable neighbor set. Further, in order to avoid

ambiguity with devices that are not directly observable by the new device, a

new device may only pick an identifier that is not present in the neighbor set

of devices in its own neighbor set.

[0070] Specifically, a new device may start by scanning the known resources

where a known set of DSIDs is expected to be transmitted. The scan

procedure may provide any new devices with a repeating sequence of one or

more DSIDs, where there is a possibility of a link to be established. The

repeating sequence may also yield the SP used by the potential neighbor

devices.

[0071] Next, a new device may determine the resources to send a new device

signal (NDS) to the network devices. The above scan procedure may be

effected in a manner similar to the LTE function where eNBs transmit the

PSS/SSS which are scanned and decoded by unsynchronized UE in a similar

manner.



[0072] In accordance with one embodiment of the present disclosure, a new

device signal, which is analogous to a signal for a DS for new devices that is

known to all devices, may be transmitted. The NDS uses a system wide

reserved DSID.

[0073] Unlike other device signals in the embodiments described herein, the

NDS does not belong to a particular device. However, each device in the

system ensures that resources are made available for the new device signal.

Each device is expected to set aside at least one NDS resource per an

integer multiple of SP in accordance with one embodiment.

[0074] Furthermore, the resources that are set aside by a device for NDS may

be computable by a new device by merely observing DS transmissions for a

configurable multiple of SPs.

[0075] In order to identify resources for the NDS, a function may be defined

that identifies NDS resources that are made available by the device. A result

of the function may be found given a time interval equal to the kxSP, where k

is a configured integer constant, and instances of DS transmissions for a

device during an observed interval of time no less than SP. The function

could, for example, be one that computes a time slot of a size sufficient to

receive the NDS from any new device within an expected range, and centers

the NDS between the most widely separated DS transmissions within SP.

[0076] In some embodiments, parameters such as k, SP, minimal slot size for

a DS reception and expected range may be determined during system

configuration and conveyed in system information broadcasts transmitted by

devices that are in a network. In other embodiments, these parameters may

be pre-specified, for example in a standard or by a device manufacturer or

carrier, and programmed into the devices.

[0077] Thus, when picking the timing of a DS, a device may need to space at

least two of its DS transmissions appropriately to provide appropriate NDS

resources. In these periodic NDS resources reserved by a device, the device

may scan for transmitted NDSs by a new device within range.



[0078] In a further another embodiment, some DS signals may indicate that a

slot of a sufficient size A time units after said signal is reserved for NDS. Such

indication may, for example, be inside the DSB. Further, in some

embodiments the parameter A may be pre-configured.

[0079] A new device determines the signaling period of its neighbors and finds

the DSIDs being transmitted during the SP. It may then compute the set of

NDS resources that ensures that all potential neighbors will be attempting to

receive at least one of the NDS transmissions, before transmitting the NDS.

In order to reach all neighboring devices, the new device may be required to

transmit more than one NDS during the same SP.

[0080] The neighboring device procedures however may remain the same

when receiving more than one NDS in the same SP as those employed when

only one NDS is received.

[0081] Cell selection may be introduced, for example, in the 3GPP TS 36.304,

"Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE)

procedures in idle mode", v .11.3.0, March 18, 2013, the entire contents of

which are incorporated herein by reference. Table 3 below shows one

example of such change in bold.

5.2.3 Cell Selection process

5.2.3.1 Description
The UE shall use one of the following cell selection procedures:

a) Initial Cell Selection

This procedure requires no prior knowledge of which RF channels are E-
UTRA carriers. The UE shall scan all RF channels in the E-UTRA bands
according to its capabilities to find a suitable cell. On each carrier frequency,
the UE need only search for the strongest cell. Once a suitable cell is found
this cell shall be selected.

b) Stored Information Cell Selection

This procedure requires stored information of carrier frequencies and
optionally also information on cell parameters, from previously received
measurement control information elements or from previously detected cells.



Once the UE has found a suitable cell the UE shall select it. If no suitable
cell is found the Initial Cell Selection procedure shall be started.

c) Device-to-device network selection

This procedure is employed when the process a) or b) fail in UEs that
are authorized to operate out of eNB coverage. UE shall scan the
device signals to determine the existence of a device-to-device
network or the existence of other UEs also searching for a device-to-
device network. If a device to device network is detected it will use
request assignment of its own device signal in the device to device
network by using the new device signal (where the new device signal
is a reserved device identifier, provided by the physical layer).

d) Device-to-device network selection

If no device-to-device network is detected by at least one device that is
performing device-to-device network section is detected then the
device forms a device-to-device network using the procedure
described in XX [Ed: Section 6.5.7 in this document]. If no device-to-
device network or another device that is performing device-to-device
network section is detected then it will periodically repeat the process.

NOTE: Priorities between different frequencies or RATs provided to the UE by
system information or dedicated signalling are not used in the cell
selection process.

TABLE 3 : Example changes to 3GPP TS 36.304, section 5.2.3.1

[0082] Ambiguity

[0083] Various situations may arise in which ambiguity may be created in the

network. In order to eliminate such ambiguity, various embodiments of the

present disclosure provide for solutions to ambiguity.

[0084] In a first case, when a new device attempts to enter into a system,

there may be a potential for ambiguity in the DSIDs. In particular, reference is

made to Figure 3 , in which two sets (networks) of devices with valid DSIDs

are provided. In a first set 310, devices 312, 314, 316 and 318 are shown as

part of the network. In a second set of DSIDs, shown by reference 320,

devices 322 and 324 are part of a second network.

[0085] Two new devices, shown by references 330 and 332 wish to start D2D

communication. In this case, device 330 can see both devices 312 and 324,



where device 312 and 324 cannot see each other and are part of different

networks of devices. Device 330 can also see device 332.

[0086] Device 332 can see device 330 and can also see devices 324 and 322.

[0087] Since devices 312 and 324 are not in each other's range before the

arrival of device 330, devices 312 and 324 had no reason to ensure that the

DSID of device 312 did not conflict with the DSID of device 324. The insertion

of device 330 in the middle causes the creation of a neighbor set in device

330, where devices 312 and 324 need to be accommodated unambiguously.

This may therefore cause an ambiguity irrespective of the DSID that device

330 is assigned. Such ambiguity is referred to below as network ambiguity.

[0088] Further, devices 330 and 332 are both within range of device 324. If

both try to join the network at about the same time, device 324 will receive

various new device signals. The new device signal seen at device 324

therefore needs to be disambiguated such that both devices 330 and 332 are

identified unambiguously in the neighbor set of device 324. The ambiguity

created by multiple new devices is referred to herein as new device ambiguity.

[0089] Further, both devices 330 and 332 are new devices within a range of

each other. Therefore, the NDS they send to each other needs

disambiguation as well. Since this is the same ambiguity as at the start of the

system, when two isolated nodes are attempting to connect, this is referred to

herein as startup ambiguity.

[0090] Each of network ambiguity, new device ambiguity and start up

ambiguity are discussed below.

[0091] The general approach to resolving ambiguity involves distinguishing

the ambiguous devices with their UIDs. When an ambiguity is possible, such

as when devices join a network, resources are provided for potentially

ambiguous devices to identify themselves in a distinguishable manner. This



may involve transmitting at least some part of the UID to other devices within

range.

[0092] If there is DS ambiguity, at least one device in range detects such DS

and lets the ambiguous devices know. The device letting such ambiguous

devices know of ambiguities is referred to herein as a disambiguator. More

than one disambiguator may detect the same disambiguity at the same time..

[0093] At this point, the ambiguous devices provide the disambiguator with the

options they have to resolve the ambiguity. For example, if there is network

ambiguity, one or more devices may need to change their DSID, and

ambiguous devices may prove other DSIDs that they may, or may not, be

able to use. In other cases other information could be provided.

[0094] The receipt of the options by the disambiguator allows the

disambiguator to find solutions to the ambiguity and transmit such solutions

back to the ambiguous identities. The transmission may be implicit or explicit

and may tag the respective solutions with the respective UIDs. For example, if

a new DSID is needed, then the disambiguator may provide such DSID to the

ambiguous identity and provide a tag with the respective UID to the new

DSID. A device with such UID then knows to use the new DSID and other

devices will ignore the message. Such technique and sequencing of

resolutions resolves the various ambiguities in the system as described

below.

[0095] In some embodiments, instead of the disambiguator finding solutions to

resolve the ambiguity, it reflects the options for resolution of the ambiguity

back to the ambiguous devices. The ambiguous devices are now able to

resolve the ambiguity themselves based on preconfigured rules.

[0096] Incorporating New Devices Without Ambiguity

[0097] When a device receives a new device signal, the device in the network

may designate itself as a potential disambiguator, as well as a potentially

ambiguous device, and allocates the resources of its neighbor set for



disambiguation steps as described below using the DSB of the existing DS for

the device. Specifically, as provided above, the DSB is used to indicate

resource reservations to neighbors of the device and may be used to allocate

resources for disambiguation.

[0098] In some embodiments, the reservation in response to the NDS may

indicate to the neighbor set that resources for the disambiguation signals will

use the same resources that would otherwise carry DSIDs, thus preventing

use by neighbor devices of such resources for any previous ongoing device

signals.

[0099] In some embodiments, the resources reserved for disambiguation may

be distinct from the DS resources, allowing DS transmissions by neighbor

devices to continue in parallel.

[00100] In either case, the responses to NDS are sent in a contention

free manner using the resources reserved for disambiguation.

[00101] The new devices know the resources that are reserved for

disambiguation, either by means of a configuration, or by reading the DSBs of

network devices. For example, the set of resources may be configured to be

similarly positioned as the resources to send the NDS but larger in size.

Network devices are free to use these resources when there are no new

devices, but reserve them for new devices upon the receipt of one or more

NDSs.

[00102] In some embodiments, devices that are in the process of

incorporating new devices or resolving ambiguity may indicate their status as

such. For example, an unavailable identifier procedure (UIDP) pending

indication may be provided, as described below. Such status may be

conveyed, for example, in the DSB of the DS signals for the devices. Devices

that receive such status indications may, in some embodiments, avoid

sending new NDS or disambiguation requests until the current operation is

completed and the status change is observable.



[00103] Further, as described above, network devices that receive NDS

may reserve and release disambiguation resources for the requesting

devices. The reserved resources are then used by new devices to transmit

their disambiguation device signals (DADS) and for the devices in the network

to transmit their disambiguation network signals (DANS).

[00104] The DADS and DANS signals convey several information bits

and are, typically larger than DS signals, to allow UIDs to be carried in them.

As such, in some embodiments, the UID bits are decoded coherently based

on the DS transmission of the potentially ambiguous devices in the network.

In the case that the ambiguous devices are not yet in the network, such as for

new devices, a DS-like signal, such as the NDS, is used for coherent

detection of the DADS, in some embodiments.

[00105] A UID may be sent in allocations along with the reference

signals that are associated with the DSID used for the transmission. In some

cases, more than one UID may be sent, for example in the case of reflection.

Reference signals allow for robust coherent detection of the UID(s).

The description of the various signals is provided in Table 4



TABLE 4: Control Signals

[00107] As seen in Table 4 , each signal, its contents, its size and

allocation and the sending periodicity are provided.

[00108] In some embodiments the DADS signals may use DSIDs other

than NDS to improve the probability of decoding the UIDs. The use of DSID

for DADS is generally separated in resources from normal DSID

transmissions since resource reservations for DADS are effected before such

transmissions are made.

[00109] Further, in some embodiments, the DANS, DADS, and the

reflected versions of these signals may be transmitted a random number of

times, separated by random intervals of time, in each of the stages of

disambiguation to improve the robustness of the reception procedures.

[00110] While multiple transmissions may consume more resources,

since the disambiguation steps are only undertaken at a configured interval,

as well as the resource consumption of each instance which can be

configured, a system design is able to trade off the robustness of

disambiguation desired with the resources that may be needed during the

disambiguation process.

[00111] In some cases, disambiguation device signals may not be

successfully decoded at the disambiguator or the disambiguation network

signals may not be successfully decoded by the new device. Some of these



errors may be detected by the mismatch of UIDs. In this case, one option for a

response to an error may be for the new device to try sending the NDS again.

[00112] Ambiguities may be resolved in a particular order. For example,

in one embodiment, any potential network ambiguities may be resolved before

any new device ambiguities. As such, a first set of resources reserved in

response to an NDS message may be used by any networks to send their

disambiguation signals, while the new devices act as disambiguators.

[00113] After network disambiguation is complete another set of

resources may be used by the new device to disambiguate themselves and

then join the network in a contention free manner. Such embodiments are

described below.

[00114] In particular, network devices that receive an NDS signal use

their DS as a pilot to transmit UIDs. The new device that sends the NDS then

would detect network ambiguity if it decodes more than one different network

disambiguation signal with at least two UIDs but with the same DSID.

[00115] For example, consider the case where two devices with UIDs,

designated as device A and device B respectively, that are not neighbors of

each other and do not share a common neighbor, have the same DSID. If a

new device N transmits an NDS signal that is received by both devices A and

B, then a network ambiguity is possible. When devices A and B transmit their

DANS indicating their UID in the DSB of the same DSID, N is able to detect

the network ambiguity.

[00116] A new device that then detects a network ambiguity may

indicate the event by reflecting the conflicting DANS that is received. The new

device may then send the same DSID and indicate all the UIDs that the new

device has received. This enables the network device receiving the reflected

DANS to determine the exact devices they may share an ambiguity with once

the new device enters their system and the network devices may then rectify

the situation.



[00117] In the example above, after receiving the UIDs A and B, new

device N sends out two transmissions with the same DSID, and the two UIDs

as received. These UIDs are now received by both devices A and B. Devices

A and B further note each other's UIDs as a detected conflict when N enters

the system.

[00118] Further, in some embodiments, the absence of UIDs in the

reflected DANS is an indication that no ambiguity is detected. If there is no

network ambiguity detected, the system may skip ahead to the next step

where the DADS signals are sent, distinguishable by the use of NDS as the

base signal instead of DS.

[00119] Once network ambiguity is detected it must be resolved.

Knowing that there is an ambiguity two hops away does not allow the

ambiguous nodes a way for rectification because they do not directly see the

ambiguous DSs.

[00120] To resolve the ambiguity, the devices that finds out their DSIDs

are ambiguous provide their possible alternate DSIDS to the disambiguator.

The possible alternative DSIDs are derived from the two hop neighbor DSID

set.

[00121] In order that such possible alternative DSIDs are provided in a

consistent manner, the ambiguous devices request their neighbors perform an

unavailable IDs procedure (UIDP), which indicates the DSIDs that are

unavailable to the requestor. The request for the procedure is indicated in the

DSB of the DS signal. In some embodiments, the set of unavailable identifiers

is maintained by periodic updates that are sent in signalling to neighbor sets

of devices.

[00122] When a request to perform an unavailable identifier procedure is

received, a device may send its latest neighbor set to the requestor. In

addition, the DSID for such device is not changed until a UIDP end indication

is sent from the UIDP requestor, which indicates an end of the procedure. In



some cases when an ongoing UIDP procedure is pending at a device, it may

respond with a UIDP pending message instead of providing its neighbor set.

To recover from errors, in some embodiments a UIDP timeout message is

sent to the requestor when the UIDP procedure takes longer than a threshold

unit of time.

[00123] In some embodiments, a UIDP rejection message may be sent

to possibly avoid the pending wait. Otherwise normal functions, such as

allocations for data transfer, may continue until the UIDP completes or the

device times out.

[00124] After obtaining the unavailable IDs, an ambiguous device can

then send the available/unavailable options for alternative DSIDs to the

disambiguating device, which can then pick a DSID that will be unambiguous

and indicate the new DSID to the ambiguous nodes that need to change their

DSIDs.

[00125] After obtaining the unavailable IDs, an ambiguous device can

send the options to the other devices that it shares its ambiguity with. This can

be done in some embodiments by relaying the unavailable IDs via the

disambiguating device. Once the alternative IDs and UID of the device are

known at the ambiguous nodes, the nodes can perform resolution of new

DSIDs in a distributed fashion.

In some cases network devices performing the disambiguation may be used

to enhance security of the network.

[00126] In further embodiments, the devices that have more usable

DSIDs available to them may change the DSIDs and UIDs are used as tie

breakers to choose between the ambiguous devices.

[00127] Reference is now made to Figure 4 . Figure 4 shows an

example of a process for a network disambiguation between a network device

410 and a network device 420. A new device 422 can see both network



device 410 and network device 420, but devices 410 and 420 cannot see

each other.

[00128] Further, network device 420 is in a network with a further

network device 424, that it can see.

[00129] Network device 410 transmits its DS and can be heard by new

device 422, which can then determine the resources for sending an NDS.

Sending of the DS is shown by message 430.

[00130] Similarly, network device 420 sends its DS, as shown by

message 432 and both new device 422 and network device 424 may receive

the DS. New device may use message 432 to determine the resources for

sending an NDS.

[00131] As seen in the embodiment of Figure 4 , network device 410 and

network device 420 have the same DSID, shown by DS-x in the example of

Figure 4 .

[00132] Once new device 422 determines the resources for sending an

NDS, the message can be sent to the devices that the new device can see, in

a manner that each such device receives at least one NDS transmission.

Such NDS transmission is shown by message 440 in the embodiment of

Figure 4 . In other embodiments, more than one message may be used.

[00133] Once network device 410 receives the NDS, it sends a

reservation signal in the DSB to its neighbor set to reserve resources for the

disambiguation signals, as shown by message 444. Similarly, network device

420 sends a reservation signal in the DSB to its neighbor set to reserve

resources for the disambiguation signals, as shown by message 446 in the

embodiment of Figure 4 .

[00134] New device 422 acts as a disambiguator and receives the

disambiguation network signals (DANS) from the network devices in the form



of messages 450 and 452. Messages 450 and 452 are carried in the

reserved data blocks from messages 444 and 446.

[00135] The new device 422 then reflects the DANS back to the

ambiguous devices. In particular, message 450 is reflected back to network

device 410, as well as to network device 420, as shown by message 460.

[00136] Further, message 452 is reflected to network device 420 and to

network device 410, as shown by message 464.

[00137] Network devices 410 and 420 each receive messages 460 and

464, and determine that there is a conflict since both are using the same DS.

A conflict resolution rule known to each device may then be employed to

resolve the conflict.

[00138] For example, in the embodiment of Figure 4, the conflict

resolution rule may be that the device with the lower UID needs to change the

DS. Thus, if the UID of device 410 is greater than the UID for device 420 then

device 410 may need to do nothing, as shown by block 466, and device 420

may need to change, as shown by block 468.

[00139] Since the device 420 needs to change in the example of Figure

4 , it sends an unavailable identifier process (UIDP) start message, as shown

by message 472 to its neighbors.

[00140] Device 420 then receives unavailable DSIDs from device 424,

as shown by message 474. Device 420 may then, based on all of the

unavailable DSIDs found, select an available DS, as shown by arrow 476.

[00141] Once the DS is selected, device 420 may then signal the UIDP

end, as shown by message 478.

[00142] The new DS that was selected may then be provided to the

neighbors, as shown by message 480. Thus the rectification process ends by

the devices that had been previously ambiguous sending their newly



disambiguated device signals. This enables the next stage of disambiguation.

At this point, all the network devices are in a state that if new devices that

requested to join do so with unambiguous DSIDs there would be no

ambiguous DSIDs in the new network.

[00143] Once the DSID disambiguation process for network ambiguity is

complete, the DADS can be sent, as described below and as shown by

message 484 in the embodiment of Figure 4.

[00144] Specifically, once the network disambiguation process is

complete as described above, the new devices that had sent an initial NDS

are disambiguated. The new devices that had sent an NDS message may use

the NDS as a pilot to transmit their UIDs. As noted above, in some

embodiments where the resources for DADS are distinct from the network

device DS transmission resources, the new devices can pick a DSID at

random from a subset of DSIDs to allow for more pilots to be available for

detecting the new device UIDs.

[00145] Additional distinctions, such as one or more bits in DSB may

also be used to distinguish the different DADSs and reflected DADSs. Also,

as indicated above, the transmission of DADSs may be made multiple times

spaced by random intervals for additional robustness of decoding. The new

devices and the network devices receive these DADS transmissions for a

preconfigured time before the reflection occurs. Devices may use several of

the multiple transmissions to eliminate incorrectly detected UIDs.

[00146] New device ambiguities are detected in both the network

devices and new devices themselves. All such detections need to be

resolved. A network device may detect new device ambiguity if it decodes

more than one device disambiguation signal, each with a different UID.

Furthermore, a new device detects other new device ambiguities that may not

be seen by the network devices when the new device decodes a DADS

disambiguation signal that has not been reported by the network devices. This

case may occur, for example, when there are two new devices, referred to as



device N and device M, that attempt to join the system at the same time. If

device N and device M are within each other's range and are within the range

of two devices A and B respectively, that are in a network, but device A is out

of range of device M and device B is out of the range of N, then the DSIDs

that N and M are assigned may conflict with each other causing new device

ambiguity. The potential ambiguity is detected if device N and device M detect

each other's DADSs.

[00147] In order to resolve a new device ambiguity, after the network

devices have resolved to a state where the joining of new devices does not

cause ambiguity in the existing network devices, the network devices that

have received the NDS may transmit the new device UIDs that each has

received, as well as unavailable DSIDs.

[00148] Such transmitting devices also treat themselves as being in a

UIDP pending state so that they do not change the set of unavailable DSIDs

until the new devices have resolved any ambiguity.

[00149] For the new device ambiguities detected by the new devices

themselves, the new devices send out the unavailable DSIDs that they have

received. At this point, all new devices have the UIDs of the other unavailable

DSIDs. The new devices can then select DSIDs from available DSIDs in a

consistent manner.

[00150] Consistency may be achieved, for example, by using a

deterministic function with the conflicting UIDs as arguments. For example,

the UIDs may be used as tiebreakers in the function. Thus, given a set of all

available DSIDs the device has, the device having the largest UID in a

potential neighbor set gets the largest DSID in the set of available DSIDs, and

so forth. However, other consistent sharing functions are also possible.

[00151] In other embodiments, the network devices may receive the new

device detected ambiguity, and perform a consistent allocation on behalf of



the new device. New devices must have received the DS of at least one

network device to be in this step.

[00152] Reference is now made to Figure 5, which shows an example of

a new device disambiguation process. Two new devices, namely devices 510

and 512, join a system simultaneously. In this case, network device 520

receives the NDS for the new device 510 and network device 522 receives

the NDS for a new device 512. The new devices 510 and 512 proceed

through the disambiguation process shown above with regard to Figure 4 and

receive the DANS messages represented by 530 and 532 respectively.

Message 534 and 532 are in response to a message such as messages 480

from Figure 4 .

[00153] Since the network devices received the NDS, there may be

ambiguities. As such, resources for DADS are then reserved by network

devices as shown by messages 534 and 536 in the embodiment of Figure 5 .

Such messages include information regarding existing neighbors in a DSB.

[00154] In the disambiguation device service, the new devices alternate

between transmitting their DADSs and attempting to receive other DADSs in

order to avoid new device ambiguity. Thus, at least one, but typically more

than one, DADS messages are then sent from new devices. In the example

of Figure 5 , a DADS message is sent from device 512 to new device 510 and

network device 522, as shown by message 540. Message 540 contains the

UID of device 512.

[00155] Similarly, message 544 from new device 510 to new device 512

and network device 520 provides the DADS message with a UID for device

510.

[00156] The messages may be repeated, as shown by messages 546,

550 and 554 to ensure reception, even if collisions occur.



[00157] After message 554, both devices 510 and 512 recognize that

there is a new device ambiguity as well as their relative ordering when picking

the DSIDs from the available set.

[00158] In response to receiving the DADS messages, network device

520 provides the UID of device 510 and available DSIDs in message 560.

Similarly, message 562 from network device 522 to new device 512 provides

the identifier for new device 512 as well as available DSIDs from the

perspective of device 522.

[00159] Messages 560 and 562 use data blocks reserved for DADS, and

such data block are in turn communicated between the new devices, as

shown by messages 564, and 570.

[00160] Each device then picks a DSID that will not conflict with the

other because of the ordering that was determined with the exchange of

DADSs from messages 540 to message 554. In particular, device 510 selects

a DS, as shown by reference 574, and device 512 selects a DS, as shown by

reference 576.

[00161] The selected DSIDs can then be communicated, as shown by

message 580 from new device 512 and by message 584 from device 510.

[00162] In some embodiments, instead of reflecting the UIDs, the

disambiguator device may provide only the ordering of the ambiguous

devices, thereby providing sufficient information for the ambiguous devices to

pick consistent DSIDs with less overhead. This optimization may be used for

both new device and network ambiguities in one embodiment.

[00163] At the end of the process of Figure 5 , the new devices have

DSIDs that are unambiguous in the device network.

[00164] Bootstrap

[00165] As indicated above, a further ambiguity is startup ambiguity.

This occurs when a device does not find a network to join.



[00166] In one embodiment, a new device that does not have a neighbor

set will start by listening for DSs for some number of SPs to identify its

neighbors. However, in some cases there may be no DSs observed, because

either there are no devices within range or because none of the devices that

are in range have a valid neighbor set and therefore do not have a valid DSID.

[00167] A device that does not have a valid neighbor set and has not

found a network for a configurable number of SPs, in one embodiment, may

autonomously compute the resources available for sending NDS and pick

resources to transmit at least one NDS periodically. Along with the NDS, the

device may also send at least one signalling bit in a DSB indicating that no

network is available. Timing may be established based on this NDS

transmission.

[00168] During part of the remainder of the SP, the new device may then

listen for other NDSs and transmit NDSs after random intervals. This allows

the new device to observe the NDSs of other new devices.

[00169] When a new device that has not found a network for a

configurable number of SPs receives an NDS indicating that no network is

seen from another device, the new device assumes that the transmitting

device has an implicit allocation of the usually available resources, or is

configured with the resources reserved for disambiguation. This allocation

may be similar to the implicit resources allocated for NDS, but with more

resources.

[00170] The new device then transmits DADS with its UID in those

resources. The new device performs this transmission after random sub

intervals of an SP through a configurable number of SPs known to the new

devices, while also listening for DADSs from other new devices when not

transmitting.



[00171] In one embodiment, the transmitting may be randomly spaced in

time such that the probability of a new device not being able to obtain the UID

of the neighboring device is sufficiently low.

[00172] Next, devices reflect the largest UIDs they have received directly

from their neighboring new devices to allow all devices within range to note

the largest UID of the devices that are up to two hops away. In some

embodiments, devices may use randomly selected DSIDs to send the DADS,

with no network DSB indication, which is then reflected back, when

necessary, with the same DSID. This allows for better detection probability of

the UIDs.

[00173] Specifically, the devices that have the largest UID in their two

hop neighbor set independently pick a DSID. These devices proceed to

transmit their DSs every SP with the DSID they have picked. Additionally, the

devices indicate their UID in corresponding transmissions.

[00174] Since, the largest UIDs are reflected, devices that independently

pick DSIDs are at least two hops away. As a result, there is never a conflict

between devices that picked DSIDs independently and the neighbors who still

do not have a DSID. Devices that do not pick a DSID receive the DSs and

send NDS signals to join the newly formed network.

[00175] If a device has an error in the reception of a message, it may

wait for an existing set of devices to complete the creation of the network for a

configured period of time. At that point, the device observes that instead of

receiving DSs it receives DSs from the devices that have formed a network.

The device can then request to join the network by using the procedures

described above.

[00176] As will be evident to those skilled in the art, errors in decoding

UIDs may still occur and in most cases would cause the reflection of a UID

that is not present in the receiving set of devices. This and other errors may



be recovered from by a timeout of the DADS exchange procedure, after which

the devices start again by sending NDSs.

[00177] In some embodiments, the system may use more resources for

bootstrapping and the devices reflect all the UIDs they have received from

their neighboring devices. The device that has the largest UID in the neighbor

set picks the DSID as above. However, other devices wait for the DSs from

the neighboring devices with larger UIDs to be received and then pick their

own DSID from the remaining DSIDs. This provides that several devices can

follow each other in picking DSIDs in less time.

[00178] If the new device finds an NDS signal with no network bit reset,

it may stop transmission of its NDSs and wait for the bootstrapping device to

obtain a DSID. One example of the above is provided below.

[00179] With the bootstrap procedure along with the other new device

procedures defined in the eNB-less D2D signalling system based on DSs, the

system is able to allow new devices to join or indeed start a new system. In

the example of Figure 6 below, an example of the join procedure of a new

device that did uncover any possible ambiguities is provided.

[00180] In particular, in the embodiment of Figure 6 , a new device's

internal timeline is shown with line 610 and the network device's timeline is

shown by line 612. Various stages are labeled in the figure. In a first stage

620, the new device observes its neighbors' DSs. In this case, the neighbor is

labeled as device "R" with the DS depicted by line 622.

[00181] The new device sends the NDS signal after sufficient

observation of the DS shown by line 630. The NDS is sent after determining

the SP and the new device's NDS transmissions.

[00182] After receiving the NDS, neighboring device 612 signals the

start of the disambiguation process using the next set of DSs sent to other



neighbors in the next SP, as shown by line 632. Device 612 becomes the

disambiguator for the new devices.

[00183] Resources are set aside for the disambiguation by device 612

and its neighbors. In accordance with a third stage, the network devices send

their UIDs in DANS to allow the new device to uncover the network devices

that may cause ambiguity. As shown by line 640, the UID is provided in a DS.

[00184] The new device acts as a disambiguator for network devices. In

this case, no other network devices are found and the new device responds

with a notification of this, shown by reference 642.

[00185] In the next stage, as shown generally by reference 650, the new

device transmits its UID in a set of DADS messages that are randomly spaced

through a set of SPs reserved for this process. During this time, in this

example, the regular transmissions of DS by the neighboring devices are

suspended. The SP intervals are shown with lines 652.

[00186] In the example of Figure 6 , no other new devices are found by

the network, so the new device and the process proceeds to the next stage

where there are no ambiguities remaining. Thus, device 612 indicates to the

new device 610 unavailable DSIDs. In the example of Figure 6 , this is done

by a DS signal as shown at stage 660.

[00187] At the end of stage 660, the new device 610 is able to pick a

DSID and transmit its DS with tentative timing, as shown by the line 670.

[00188] Thus, Figure 6 demonstrates the signalling procedures between

a new device and an existing device.

[00189] Timing

[00190] While the previous sections provided methods for devices to

determine unambiguous DSs that they transmit periodically, the methodology



for DS transmissions to provide a timing reference in the system is provided

below.

[00191] One embodiment allows for the providing of a timing reference

for the system without a single controller. Specifically, the use of a single

controller provides a single point of failure in a network and may be

undesirable in some situations. The providing of the timing reference allows

for devices to maintain individual clocks upon which they may base their

reception, while transmitting according to the receiving devices' timing

requirements.

[00192] For example, with respect to personal area networks (PANs)

consider the example of three devices: X , Y and Z that are neighbors of each

other. If a timing for device X is used to set the reference clock of both

devices Y and Z and if X fails, then there would be ambiguity in the timing

relationship between devices Y and Z , which may cause possible failure in the

communication between devices Y and Z . Instead, the present disclosure

provides for devices maintaining timing such that each sender and receiver

has independent timings that only apply when they communicate with each

other. In this case, if device X fails, the timing of the transmission and receipt

of both device Y and device Z are not affected and communication can

continue.

[00193] The approach may be realized by using the DS framework as

defined above. New devices are initially allowed to transmit DSs with only

approximate timing when joining a system. Existing network devices that

participated in the join procedures and helped the new device acquire the

DSID may provide a set of possible transmission opportunities in time to the

new device in the form of corrections to the approximately timed DS signal.

These opportunities are such that when the new device picks one or more of

the opportunities to transmit its DSs, the network device that has offered the

opportunity will be able to receive it.



[00194] Further, existing devices should attempt to use the minimal time

resources possible to multiplex the number of DSs they need to receive or

transmit. This creates a better system usage.

[00195] For half-duplex devices, multiple transmissions of the DS may

be required to meet the receive requirements of all neighbors. While there is

one DS transmission that is in the timing reference for a particular neighbor,

more than one neighbor may use the same DS as a timing reference for a

device. This leads to an efficient solution to the half-duplex problem. In

particular, a transmission instance of a DS that is being used as a timing

reference in a neighboring device is noted as such by both the transmitting

and receiving devices, and corrections may be made to that particular

instance. In some embodiments, a multiplicity of reference DSs may also be

accommodated similarly.

[00196] Reference is now made to Figure 7 which shows a new device

710 that has requested to join a network, and has device 712 as its neighbor,

adjusts its timing. The example assumes that device 710 has determined the

signal period P, and the half-duplex Tx to Rx transition time within a device is

ε. The example also assumes that the path propagation delay between

devices 710 and 712 is δ .

[00197] After the disambiguation procedure described above, the device

710 picks its unambiguous DSID and transmits it with tentative timing. In

some embodiments this timing is based on the received signal timing from

device 712.

[00198] Device 712, which is in the network and had suspended its DS

signal to provide resources to the network join procedure, is able to receive

this signal from device 710. Device 712 then computes the correction that

device 710 needs in order to apply Ρ+∆ , such that the corrected signal from

device 710 is received by device 712 after the device's periodic DS

transmission and the transmission to receive switch time.



[00199] In the present embodiment, the correction is sent using two

consecutive DS transmissions spaced ∆ time units apart.

[00200] Upon receiving these DSs, device 710 is able to compute the

time of its next and subsequent periodic DS transmission such that device

712 is able to receive them. In some embodiments, the time correction is

indicated by the DS transmission from the network devices by using the DS

transmissions with the DSID of the new device. In other embodiments, the

time correction and the DSID, for which the timing correction is meant is

indicated in the DSB.

[00201] By sending the timing of the subsequent DSs using the ∆ , the

network device 712 receives and measures the correction required Ρ+∆ .

[00202] When sending possible corrections to new devices, a network

device may provide opportunities where it is already receiving DSs of other

devices in the neighbor set. This may include the indication of the time after

which the network device is not receiving from any current neighbor and

therefore may receive from the new device if the existing opportunities do not

suffice. The simultaneous reception of DSs is possible since the DSs of

neighbors are distinguishable from each other due to distinct DSIDs. Such

coincident reception of DSs allows devices to operate with a lower SP and

therefore offer less latency in the system.

[00203] For example, reference is now made to Figure 8 which shows

how after two other devices join the devices 810 and 812. From the previous

examples, the DSs from the other two devices may coincide in time. In

particular, device 810 can see device 822 and device 812 can see devices

822 and device 824. Thus, in a single time slot device 812 may receive from

device 810 or device 822.

[00204] Once the timing for the DSs between each neighbor is

established as described above, the devices can continue to monitor the

receiving timing of DSs and send or receive subsequent corrections when



needed. In some embodiments, the corrections may allow devices to coincide

reception of previously separately received DSs or vice versa. Thus, the

DSs are essentially a broadcast signal.

[00205] Given the timing of DSs established and maintained between

neighbors, the neighbors can reference the respective DSs sent by neighbors

to receive resources consistently in the time domain. These resources can be

used for the transmission of data blocks or for further signalling.

[00206] Using the mechanism above a system is able to coordinate the

timing of the control signals such as DSs as well as data transmissions

without requiring a uniform system wide timing source.

[00207] Once the network is established, data may be transferred

between devices in a contention free manner using the DSs, and in particular,

using the DSB to reserve resources for such data transfer.

[00208] The above may be implemented by any UEs. One exemplary

device is described below with regard to Figure 9 .

[00209] UE 900 is typically a two-way wireless communication device

having voice and data communication capabilities. UE 900 may have the

capability to communicate with other UEs and in some instance to networks.

Depending on the exact functionality provided, the UE may be referred to as a

data messaging device, a two-way pager, a wireless e-mail device, a cellular

telephone with data messaging capabilities, a wireless Internet appliance, a

wireless device, a mobile device, or a data communication device, as

examples.

[00210] Where UE 900 is enabled for two-way communication, it may

incorporate a communication subsystem 911, including both a receiver 912

and a transmitter 914, as well as associated components such as one or more

antenna elements 916 and 918, local oscillators (LOs) 913, and a processing

module such as a digital signal processor (DSP) 920. As will be apparent to



those skilled in the field of communications, the particular design of the

communication subsystem 911 will be dependent upon the communication

system in which the device is intended to operate. The radio frequency front

end of communication subsystem 911 can be used for any of the

embodiments described above.

[00211] If enabled for network connection as well as D2D connection,

UE 900 may have network access requirements that will vary depending upon

the type of network. In some networks network access is associated with a

subscriber or user of UE 900. A UE may require a removable user identity

module (RUIM) or a subscriber identity module (SIM) card in order to operate

on a CDMA network. The SIM/RUIM interface 944 is normally similar to a

card-slot into which a SIM/RUIM card can be inserted and ejected. The

SIM/RUIM card can have memory and hold many key configurations 951, and

other information 953 such as identification, and subscriber related

information.

[00212] When required network registration or activation procedures, if

any have been completed, UE 900 may send and receive communication

signals over the network. Otherwise, network registration can occur in

accordance with the embodiments above for a D2D network.

[00213] Signals received by antenna 916 are input to receiver 912,

which may perform such common receiver functions as signal amplification,

frequency down conversion, filtering, channel selection and the like. A/D

conversion of a received signal allows more complex communication

functions such as demodulation and decoding to be performed in the DSP

920. In a similar manner, signals to be transmitted are processed, including

modulation and encoding for example, by DSP 920 and input to transmitter

914 for digital to analogue conversion, frequency up conversion, filtering,

amplification and transmission via antenna 918. DSP 920 not only processes

communication signals, but also provides for receiver and transmitter control.

For example, the gains applied to communication signals in receiver 912 and



transmitter 914 may be adaptively controlled through automatic gain control

algorithms implemented in DSP 920.

[00214] UE 900 generally includes a processor 938 which controls the

overall operation of the device. Communication functions, including data and

voice communications, are performed through communication subsystem

9 1. Processor 938 also interacts with further device subsystems such as the

display 922, flash memory 924, random access memory (RAM) 926, auxiliary

input/output (I/O) subsystems 928, serial port 930, one or more keyboards or

keypads 932, speaker 934, microphone 936, other communication subsystem

940 such as a short-range communications subsystem and any other device

subsystems generally designated as 942. Serial port 930 could include a

USB port or other port known to those in the art.

[00215] Some of the subsystems shown in Figure 9 perform

communication-related functions, whereas other subsystems may provide

"resident" or on-device functions. Notably, some subsystems, such as

keyboard 932 and display 922, for example, may be used for both

communication-related functions, such as entering a text message for

transmission over a communication network, and device-resident functions

such as a calculator or task list.

[00216] Operating system software used by the processor 938 may be

stored in a persistent store such as flash memory 924, which may instead be

a read-only memory (ROM) or similar storage element (not shown). Those

skilled in the art will appreciate that the operating system, specific device

applications, or parts thereof, may be temporarily loaded into a volatile

memory such as RAM 926. Received communication signals may also be

stored in RAM 926.

[00217] As shown, flash memory 924 can be segregated into different

areas for both computer programs 958 and program data storage 950, 952,

954 and 956. These different storage types indicate that each program can

allocate a portion of flash memory 924 for their own data storage



requirements. Processor 938, in addition to its operating system functions,

may enable execution of software applications on the UE. A predetermined

set of applications that control basic operations, including at least data and

voice communication applications for example, will normally be installed on

UE 900 during manufacturing. Other applications could be installed

subsequently or dynamically.

[00218] Applications and software may be stored on any computer

readable storage medium. The computer readable storage medium may be a

tangible or in transitory/non-transitory medium such as optical (e.g., CD, DVD,

etc.), magnetic (e.g., tape) or other memory known in the art.

[00219] One software application may be a personal information

manager (PI ) application having the ability to organize and manage data

items relating to the user of the UE such as, but not limited to, e-mail,

calendar events, voice mails, appointments, and task items. Naturally, one or

more memory stores would be available on the UE to facilitate storage of PIM

data items. Such PIM application may have the ability to send and receive

data items. Further applications may also be loaded onto the UE 900, for

example through an auxiliary I/O subsystem 928, serial port 930, short-range

communications subsystem 940 or any other suitable subsystem 942, and

installed by a user in the RAM 926 or a non-volatile store (not shown) for

execution by the processor 938. Such flexibility in application installation

increases the functionality of the device and may provide enhanced on-device

functions, communication-related functions, or both.

[00220] In a data communication mode, a received signal such as a text

message or web page download will be processed by the communication

subsystem 9 and input to the processor 938, which may further process the

received signal for output to the display 922, or alternatively to an auxiliary I/O

device 928.

[00221] A user of UE 900 may also compose data items such as email

messages for example, using the keyboard 932, which may be a complete



alphanumeric keyboard or telephone-type keypad, among others, in

conjunction with the display 922 and possibly an auxiliary I/O device 928.

Such composed items may then be transmitted over a communication

network through the communication subsystem 91 .

[00222] For voice communications, overall operation of UE 900 is

similar, except that received signals would typically be output to a speaker

934 and signals for transmission would be generated by a microphone 936.

Alternative voice or audio I/O subsystems, such as a voice message

recording subsystem, may also be implemented on UE 900. Although voice

or audio signal output is generally accomplished primarily through the speaker

934, display 922 may also be used to provide an indication of the identity of a

calling party, the duration of a voice call, or other voice call related information

for example.

[00223] Serial port 930 in Figure 9 would normally be implemented in a

personal digital assistant (PDA)-type UE for which synchronization with a

user's desktop computer (not shown) may be desirable, but is an optional

device component. Such a port 930 would enable a user to set preferences

through an external device or software application and would extend the

capabilities of UE 900 by providing for information or software downloads to

UE 900 other than through a wireless communication network. The alternate

download path may for example be used to load an encryption key onto the

device through a direct and thus reliable and trusted connection to thereby

enable secure device communication. As will be appreciated by those skilled

in the art, serial port 930 can further be used to connect the UE to a computer

to act as a modem.

[00224] Other communications subsystems 940, such as a short-range

communications subsystem, is a further optional component which may

provide for communication between UE 900 and different systems or devices,

which need not necessarily be similar devices. For example, the subsystem

940 may include an infrared device and associated circuits and components

or a Bluetooth™ communication module to provide for communication with



similarly enabled systems and devices. Subsystem 940 may further include

non-cellular communications such as WiFi or WiMAX.

[00225] The embodiments described herein are examples of structures,

systems or methods having elements corresponding to elements of the

techniques of this application. This written description may enable those

skilled in the art to make and use embodiments having alternative elements

that likewise correspond to the elements of the techniques of this application.

The intended scope of the techniques of this application thus includes other

structures, systems or methods that do not differ from the techniques of this

application as described herein, and further includes other structures, systems

or methods with insubstantial differences from the techniques of this

application as described herein.



CLAIMS

1. A method at a first user equipment operating in or near a wireless

network without a central controller, the method comprising:

receiving a device signal from a second user equipment; and

utilizing the device signal to determine a transmission opportunity at

the first user equipment.

2 . The method of claim 1, further comprising, if the first user equipment is

not part of the network, utilizing received device signals to compute time and

radio resources used to send a new device signal to all user equipments in a

contention region of the first user equipment.

3. The method of claim 2 , wherein the new device signal does not

interfere with the device signal from the second user equipment.

4 . The method of claim 2 , further comprising:

receiving, by the first user equipment, a device signal and unique

identifier from each user equipment that is part of the network in the

contention region; and

determining that a device signal is ambiguous if the device signal is

associated with more than one unique identifier.

5 . The method of claim 4, further comprising:

transmitting from the first user equipment each device signal

determined ambiguous and associated unique identifiers to all user

equipments in the contention region.

6. The method of claim 5 , wherein the transmitting is performed multiple

times at random time intervals using radio resources reserved for

disambiguation.



7 . The method of claim 5 , further comprising:

determining that a device signal is ambiguous if the first user

equipment receives, multiple unique identifiers from among user equipments

that are not part of the network in the contention region;

if ambiguity is determined, further determining an ordering of the user

equipments that are not part of the network in the contention region based on

respective unique identifiers.

8 . The method of claim 7 , further comprising:

determining a set of device signals not used by another user

equipment within a predetermined number of hops from the first user

equipment;

determining if the first user equipment should resolve the ambiguity

utilizing an ordering of the unique identifiers received; and

if the first user equipment should resolve the ambiguity, choosing a

device signal not being used within the predetermined number of hops.

9. The method of claim 4 , further comprising:

determining a set of device signals not used by another user

equipment within a predetermined number of hops from the first user

equipment;

selecting, by the first user equipment, a device signal not being used

within the predetermined number of hops.

10 . The method of claim 2 , wherein the new device signal is ambiguously

transmitted with regard to other new devices in a contention area.

11. The method of claim 0 , further comprising:

removing ambiguity based on other new devices;

choosing a device signal for the first user equipment; and

transmitting the device signal to user equipments in the contention

region.



12. The method of claim 11, wherein the removing ambiguity based on

other new devices comprises:

transmitting, from the first user equipment, a disambiguation device

signal containing a unique identifier of the first user equipment to all user

equipments in the contention region that are part of any network.

13. The method of claim 12, wherein resources for the disambiguation

device signal are reserved and signaled by user equipments in the contention

region.

14. The method of claim 12, wherein the transmitting is performed multiple

times at random time intervals during radio resources reserved for

disambiguation.

15. The method of claim 1, wherein the first user equipment uses the

received device signals to determine a set of user equipments that are in the

contention region and part of the network.

16. The method of claim 1, wherein the device signal comprises a signaling

block.

17. The method of claim 16, wherein the signaling block provides means

for the assignment of resources for contention free communications in the

network.

18. The method of claim 1, wherein the device signal is received

periodically.

19. The method of claim 1, further comprising the first user equipment that

is part of a network transmitting signaling to a user equipment in the

contention region that is part of a network to adjust timing of the device signal

transmission.



20. The method of claim 19, wherein transmitting comprises two device

signals with a delta timing difference, wherein the delta timing difference is

used to adjust timing of the device signal.

2 1 . The method of claim 19, wherein signaling comprises of a plurality of time

slots.

22. The method of claim 2 1, wherein the timing adjustment allows receipt

of more than one device signal in a time slot.

23. The method of claim 1, wherein the timing of at least one transmission of

a device signal from a user equipment that is part of a network is used by the

first device as a timing reference for further signaling or communication.

24. The method of claim 1, further comprising:

receiving, at the first user equipment, a new device signal from a third

user equipment; and

providing a disambiguation signal to the third user equipment.

25. The method of claim 24, wherein the disambiguation signal contains a

unique identifier for the first user equipment.

26. The method of claim 1, further comprising:

receiving a device signal and a unique identifier from each user

equipment within the contention region that is not part of the network; and

detecting an ambiguity if more than one unique identifier is received.

27. The method of claim 26, further comprising:

transmitting device signals determined ambiguous and associated

unique identifiers to all user equipments in the contention region.

28. The method of claim 1, further comprising:

if the first user equipment is part of the network, determining a device

signal ambiguity if the first user equipment utilizes a device signal that



conflicts with the signal used by another device within a predetermined

number of hops;

determining if the first user equipment should resolve the ambiguity

utilizing the unique user equipment identifiers received; and

if the first user equipment should resolve the ambiguity, utilizing a

device signal not being used within the predetermined number of hops.

29. A first user equipment operating in or near a wireless network without a

central controller, the first user equipment comprising:

a processor; and

a communications subsystem,

wherein the first user equipment is configured to:

receive a device signal from a second user equipment; and

utilize the device signal to determine a transmission opportunity at the

first user equipment.
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