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This invention relates to laundry aids and more par 
ticularly to a connecting pin for securing similar ones 
of a pair of clothing articles together during the drying 
operation. 

It is a primary object of this invention to provide a 
laundry aid which will secure together similar ones of a 
pair of clothing articles, such as gloves, socks, mittens, 
stockings or handkerchiefs, so that the pair will not be 
come separated during drying, thus providing for easy 
sorting after laundering and preventing loss of one of 
a pair of clothing articles to render the remaining one 
valueless. 

It is a further object of this invention to provide a 
laundry aid in the form of a connecting pin which will 
be capable of easy application to secure together similar 
ones of a pair of clothing articles and which while se 
curing the pair together will not injure the clothing 
articles in any way. 

It is yet another object of this invention to provide 
a laundry aid which may be attached to and will secure 
together similar ones of a pair of clothing articles and 
which may be employed to dry the articles connected to 
gether, after they are washed, by suspension from an 
ordinary clothes line. 
Other objects and advantages will become apparent 

from the following detailed description, forming the speci 
fication, and taken in conjunction with the accompanying 
drawing, in which: 

Figure 1 is a perspective view of the laundry aid em 
bodying this invention; 

Figure 2 is a side elevational view thereof; 
Figure 3 is a top plan view; 
Figure 4 is a perspective view of the laundry aid se 

curing a pair of hose together and suspended from a 
clothes line for drying; 

Figure 5 is a cross sectional view taken on line 5-5 
of Figure 2; and 

Figure 6 is a modified form of the invention showing 
attachment to a key chain. 
With continued reference to the drawings, there is 

shown the laundry aid, generally indicated at 10, in the 
form of a connecting pin. The connecting pin defining 
the laundry aid 6, comprises a body 12 formed of flat 
metal Stock, preferably spring steel, and has extending 
from one end 14 thereof a pair of wavy legs 16 and 18 
closely spaced one from the other and extending parallel 
to each other. The free ends 20 and 22 respectively of 
the legs 16 and 18 are provided with rubber tips 24 and 
25 respectively covering the terminal portions of the 
respective free ends 20 and 22. The legs 6 and 18 are 
preferably integrally formed with the body 12 and are 
formed of spring metal, such as steel, so that they have 
inherent resilience and when spread apart so that similar 
ones of a pair of clothing articles, such as the similar 
socks 26 and 27, may be inserted between the legs 16 
and i8 and the legs will return to their normal position 
so that the rubber tips 24 and 25 will connect and secure 
together the similar ones of a pair of clothing articles 
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such as the sock 26 and the sock 27 of a pair of stock 
ings. It should be noted that the wavy leg 18 extends 
slightly beyond the end of the wavy leg 16 to thus provide 
an easy method of separating or spacing the legs one 
from another by depressing the extended terminal por 
tion of the leg 18 when securing a pair of articles to 
gether. 

After laundering and wringing, the similar ones of a 
pair of clothing articles are connected together by the 
device is, and while still connected may be suspended 
from a clothes line, such as the clothes line 28 shown in 
Figure 4, by the head 30 having an opening 32 trans 
versely therethrough to receive the clothes line 28. The 
head 36 is defined by a pair of arcuately formed arms 
34 and 36 extending outwardly from the end 38 of the 
body 2 remote from the end E4 from which the legs 16 
and 8 extend. The arms 34 and 36 are preferably formed 
integrally with the body 2 and are of the same material, 
namely, spring metal, and the arms are arranged in mu 
tually opposed relation so that their arcuate form de 
fines the opening 32 therebetween. The free ends 40 
and 42 are provided with inwardly projecting ribs 44 
and 46 respectively which are in abutting relation with 
each other. With this construction of the head 30, it 
will be seen that to apply the device is to a clothes line 
is merely a matter of slightly separating the arms 34 and 
36 so that the clothes line, such as clothes line 28, may 
be received in the opening 32. The natural resilience of 
the arms 34 and 36 will cause them to return to their 
normal position wherein the respective ribs 44 and 46 
are again in abutting relation thereby closing the open 
able end of the opening 32. In effect, the head 30 de 
fines a clip-on eyelet for attachment to a clothes line. 
The interior concave surface 48 of each of the arms 34 
and 36 are provided with longitudinally extending, spaced 
ribs 59 to prevent the clip-on eyelet defined by the head 
30 from sliding along the clothes line 28 or from being 
blown along the line by the wind. 

From the foregoing, it will be apparent that there has 
been provided a laundry aid in the form of a connecting 
pin which connects together similar ones of a pair of a 
clothing article at one end thereof so as to keep the 
articles together and provides a clip-on eyelet at its other 
end for attachment to a clothes line whereby the launder 
ing process may be completed by permitting the articles 
to dry and still maintain the pair together at all times so 
that subsequent sorting of the articles will be quick and 
efficient as well as preventing loss and separation of one 
of a pair of similar articles from the other one of the pair. 

In Figure 6, there is shown a modification of the de 
vice of Figures 1 through 5, the modification being one 
principally in function. The structural changes in the 
modification are directed to the head portion which in 
the modification shows a head 52 which is of solid con 
Struction, as compared to the bifurcation provided by 
the arms 32 and 34 in the case of the head 30, and has 
a hole 54 centrally and transversely therethrough to re 
ceive a key chain 56 therein. Key chain 56, as shown 
in Figure 6, may carry thereon a plurality of connecting 
clips. The other end of the modified form of the device 
is of the same structure as hereinbefore described but is 
adapted to connect together the single ones of a pair of 
gloves while the key chain on which the head 52 of the 
modified form is carried by the key chain 56 which is 
adapted to be secured to the handle ring, or other con 
venient part, of a woman's purse so that one or more 
pairs of gloves may be carried by the purse externally 
thereof. In other words, the modified form of the inven 
tion illustrates a glove connecting pin in combination 
with a key chain. 

While there are shown and described the preferred 
embodiments of the invention, it is to be understood that 
the structure is Susceptible to change and modification 
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within the practicability of the invention and therefore 
should be limited only by the scope of the claims ap 
pended hereto. 
What is claimed is: 
1. A laundry aid for securing similar ones of a pair 

of clothing articles together, comprising a body; iiaeans 
projecting from one end of the body for suspending the 
same from a clothesline, comprising a head having a 
length substantially equal to that of the body, said head 
including a pair of arcuately, oppositely bowed arms in 
tegral at one end with said end of the body, said arms 
being of spring material and being under tension effective 
to normaliy bias the arms into engagement with each 
other at their other ends, said other ends of the arms 
being formed with inwardly projecting ribs extending 
transversely of the arms from side to side thereof 2nd 
abutting against one another when said other ends of the 
arms are in engagement, said arms being formed, on the 
confronting faces thereof, with longitudinally extending, 
spaced ribs extending between said one end of the arms 
and said first named ribs and terminating at their opposite 
ends in closely spaced relation both to said one end of 
the arms and the first named ribs respectively, the second 
named ribs being adapted to engage opposite sides of a 
ciothes line gripped between the arms, the first named 
ribs, in the clothes-line-engaging positions of a second 
named rib, abiitting against one another outwardly froin 
said clothesline to hold the arms against movement in 
the direction of their lengths off the clotheslines; and a 
pair of longitudinally contacting spring legs integral at 
one end with and extending from the other end of the 
body, said spring legs being tensioned to normally en 
gage one another and being free of connections to one 
another at their other ends, for spreading of the legs for 
insertion of clothing articles therebetween. 

2. A laundry aid for securing similar ones of a pair 
of clothing articles together, comprising a body; means 
projecting from one end of the body for suspending the 
same from a clothesline, comprising a head having a 
length substantially equal to that of the body, said head 
including a pair of arcuately, oppositely bowed arms in 
tegral at one end with said end of the body, said arms 
being of spring material and being under tension effective 
to normally bias the arms into engagement with each 
other at their other ends, said other ends of the arms 
being formed with inwardly projecting ribs extending 
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4. 
transversely of the arms from side to side thereof sub 
stantially perpendicularly to the length of the arms and 
abutting against cine another when said other ends of 
the arms are in engagement, the arms being formed, on 
the confronting faces thereof, with longitudinally ex 
t&ding, transversely spaced ribs extending between said 
one end of the arms and said transverse ribs and termi 
nating at their opposite ends in closely spaced relation 
both to said one end of the arms and the first named ribs 
respectively, the first and second named ribs having their 
crest portions spaced outwardly from the confronting 
faces of the respective arms, the second named ribs com 
prising the sole ribs in the area between said one end 
of the arms and said first named ribs, the first named 
ribs comprising the sole ribs in the area between the 
adjaccat eiids of the second named ribs and the outer 
extremities of the respective arms, the second named 
ribs being adapted to engage opposite sides of a clothesline 
gripped between the arms to hold the arms against move 
inent in a direction transversely of their lengths along the 
clothesline, the first named ribs in the clothesline engag 
ing positions of the second named ribs abutting against 
one another outwardly from said clothesline to hold the 
arms against movement in the direction of their lengths 
off the clotheslines; and a pair of iongitudinally contact 
ing spring legs integral at one end with and extending 
from the other end of the body, said spring legs being 
tensioned to normally engage one another and being free 
of ccuinections to one another at their other ends, for 
spreading of the legs for insertion of clothing articles 
therebetween. 
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