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The present invention relates generally to 
dressing room forming structures. More particu 
larly the invention relates to that type of struc 
ture Which is in the form of an accessory for an 
automobile and is adapted when in its operative 
position, to form a dressing room at one side of 
the automobile. 
One object of the invention is to provide an im 

proved Structure of this type which is of knock 
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down character and is designed to hold one of the 
doors of the automobile in its open position so 
that access may be had thereto from the interior 
of the automobile. 
Another object of the invention is to provide 

a dressing room forming structure of the type 
under consideration Which comprises a pair of 
Sides, a front, top, and bottom, so that it serves 
to form a closed dressing room. 
Another object of the invention is to provide 

a dreSSing room forming structure of the last 
mentioned character in which the lower portions 
of the front and sides are of such length that the 
bottom is adapted to rest on the ground and to 
accommodate or adapt itself to any unevenness 
of ground. 
A further object of the invention is to provide 

a knock-down dressing room forming structure 
of the type and character under consideration in 
which the front has a vertically extending slit 
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therein Which is closed by a “hookless fastener' 
and Serves When the fastener is in its open posi 
tion to provide access to the dressing room from 
the outside of the automobile with which the 
Structure is used. 
A Still further object of the invention is to 

provide a dressing room forming compartment 
Which can be manufactured at a low and reason 
able cost and is adapted When not in use and in 
its knock-down position to be stored in a com 
partment under the running board of the auto 
mobile. 
Other objects of the invention and the various 

advantages and characteristics of the present 
structure Will be apparent from a consideration 
of the following detailed description. 
The invention consists in the several novel 

features Which are hereinafter set forth and are 
more particularly defined by claims at the con 
clusion hereof. 
In the drawings which accompany and form a 

part of this Specification or disclosure and in 
which like numerals of reference denote corre 
sponding parts throughout the several views: 

Figure i is a perspective view of a dressing 
room forming structure which embodies one form 

(C. 135-5) 
of the invention and is adapted primarily for use 
in connection with an automobile of the four-door 
Sedan type; 

Figure 2 is a vertical sectional view of the struc 
ture of Figure ; 

Figure 3 is a Side elevational view of a struc 
ture which embodies a second form of the inven 
tion and is adapted primarily for use in connec 
tion. With an automobile of the two-door variety; 

Figure 4 is an enlarged vertical Sectional view 
On the line 4-4 of Figure 3; 

Figure 5 is a perspective view of the structure 
of Figure 3; 

Figure 6 is a detailed sectional view showing the 
Inanner in which the inner margins of the top 
and Sides of the Structure of Figures 3, 4 and 5 
are constructed so that they are connectible to 
the body of the automobile; 

Figure 7 is an enlarged sectional view on the 
line i-7 of Figure 3; and 

Figure 8 is an enlarged sectional view showing 
the manner in which the door side of the struc 
ture of Figures 3, 4 and 5 is adapted to be at 
tached or connected to the door. 
The Structure which is shown in Figures 1 and 2 

Of the dra WingS constitutes one embodiment of 
the invention and is adapted for use in connec 
tion. With an automobile A of the so-called four 
door Sedan Variety. The automobile A is of stand 
ard or conventional design, as shown in Figures 1 
and 2 of the drawings, and comprises a chassis 
Supported body B having at one side thereof a 
Side Wall b, and front door bi, a rear door b2, and a 
running board b8. The front door b1 is connected 
by hinges at the front end thereof to the side wall 
b and is adapted When in itS open position to pro 
Wide acceSS to the front seat of the automobile 
through the medium of a front door opening b4 in 
the side Wall b. The rear door b2 is hinged at its 
rear and and When SWung into its open position 
provides access to the lear seat of the body B of 
the automobile A. The running board b3 extends 
lengthwise of and projects outwardly from the 
bottom portion of the side Wall b and underlies 
the two doors bl and b2. 
The structure which is shown in Figures 1 and 

2. With the automobile A is adapted to form a 
dressing room at One side of the automobile. It 
is of knock-down character and comprises a top 
9, a front O, a pair of sides , a, bottom 22 and 
a back 3. The top 9 is formed of rubberized 
fabric, canvas or any other suitable Waterproof 
material and is designed to fit over and eXtend 
between the top portions of the doors b and b 
when the latter are in their open position. The 
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inner margin of the top 9 is turned or folded up 
Wards to form a fiap A. This flap is adapted to 
fit against the inner face of the portion of the 
side Wall b of the body which defines the upper 
portions of the door openings, and embodies eye 
lets 5 whereby it may be detachably secured in 
place by Snap fasteners 6. A metallic bar it 
underlies and is Suitably secured to the Outer 
margin of the top 9. This bar, as shown in Fig 
lure 2, is adapted to fit against and extend be 
tween the upper Outer corners of the doors bl 
and b?, and serves when in its operative position 
to hold the doors in their open position. The 
front to is formed of the same material as the 
top 9. It is adapted when the structure is in 
its aSSembled position to extend between the outer 
margins of the doors bi and b2, and to form. With 
the top, bottom, and sides a dressing room 8. 
The upper margin of the front is stitched or 
otherwise secured to the Outer margin of the top 
9 and depends or hangs downwardly from the 
bar . A vertically extending slit 9 is formed 
in the central portion of the front and extends 
from the upper margin of the top to the bottom 
margin. This slit forms a doorway whereby ac 
Cess may be had to the dressing room 8 and is 
adapted normally to be closed by a hookless fas 
tener 20. The sides of the structure are 
formed of the same material as the top and front, 
that is of rubberized fabric, canvas, or like flexible 
material, and are adapted to fit against the Outer 
faces of the doors. They are shaped conform 
ably to the doors, as shown in Figures 1 and 2, 
and have the upper margins thereof attached to 
the side margins of the top and their outer mar 
gins attached or stitched to the Side margins of 
the front. The bottom portions of the sides pro 
ject downwards beneath the running board b3 of 
the automobile body B and are coextensive with 
the bottom portion of the front C. Apertures 

receive and accommodate the handles for the 
doors b1 and b2. The botton 2 is formed of 
Sheet metal, is adapted to rest on the ground be 
neath and to one side of the running board b3, 
and has an upturned marginal flange 22. The 
Side portions of this fiange are connected to the 
botton margins of sides of the structure and 
the front portion of the flange is connected by 
rivets or any other suitable means to the bottom 
portion of the structure front le. 
of the front and sides of the structure that are 
disposed beneath the running board are longer 
than the distance between the running board and 
the bottom portions of the wheels of the auto 

2 of the structure 
Will always rest on the ground regardless of any 
unevenness of the latter. 
The back 3 of the structure, like the sides, 

and front, is formed of rubberized fabric or Can 
Was. It is connected to and extends between the 
lower inner marginal portions of the sides and 
extends upward from the inner portion of the 
upturned flange 22 of the metallic bottom 2 to 
a point directly beneath the running board b3 
of the automobile body. The upper margin of 
the back is doubled over to form a downturned 
flap 23 which laps an upturned flange 24 on a 
horizontally extending plate 25 and constitutes a 
Suspension means for the structure back 3. The 
plate 25 is positioned beneath and in Spaced rela 
tion with respect to the running board b3 and 
forms with the running board b3 a compartment 
26 in which the dressing room forming structure 
may be kept when in its knocked down position. 
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The portions 

The space between the outer portions of the run 
ning board and the plate constitutes the entrance 
to the compartment and this entrance is nor 
mally closed by means of a door 27 which is 
hinged to the upturned flange 24 on the plate 
25 and is adapted to be retained in its closed 
position by means of a latch or like securing de 
vice (not shown). 
In assembling the dressing room forming 

structure of Figures 1 and 2, the doors b and b? 
of the automobile body are first swung into their 
open position. Thereafter the top 9 is placed 
across the top portions of the doors and the bar 

is inserted between the upper and Outer corners 
of the doors so as to hold the doors apart. After 
properly positioning the bar 7, the flap 4 is 
positioned against the inner face of the top por 
tion of the side wall b of the automobile body 
and secured in place by the snap fasteners f6. 
After Securing the top in place the sides of 
the structure are moved in Wards into apped rela 
tion with the doors b1 and b and the down 
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turned flap 23 at the upper portion or margin of . 
the back 3 is placed into interlocked relation 
with the upturned flange 24 on the plate 25 thus 
forning a commodious dressing room to which 
access may be had either from the interior of the 
automobile Via the front and rear door openings 
or through the slit 9 which is normally closed 
by the hookless fastener 2, as hereinbefore de 
Sciribed. By reason of the fact that the lower 
portions of the front and sides of the structure 
are longer than the distance between the running 
board and the bottom portions of the wheel of 
the automobile A, they are extensible and permit 
the metallic bottom 2 to rest on the subjacent . 
ground , regardless Of any unevenness thereof. 
When the structure is not in use it may be folded 
and stored in the plate-fornied corn partment 26. 
By reason of the fact that the structure has sides 
and a front the dressing room 8 is essentially a 
closed compartment and offers sufficient privacy 
for dressing purposes. Because the bottom of the 
Structure is adapted to rest on the ground and 
extends below the running board b8, a person 
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When dressing, can sit on the running board. With . 
his or her feet placed on the ground supported 
bottom 2. - 
The structure which is shown in Figures 3, 4, 5, 

6, 7 and 8, of the dra WingS constitutes a Second 50 
form or embodiment of the invention, and is . . . 
adapted like the Structure of Figures and 2 to 
form a closed dressing room or compartment. 
It is of knock-down variety and as shown in 
Figure 3 is expressly designed for use in con 
nection With an automobile A1 of the two-door 
Variety. As shown in Figure 3, the automobile 
Al is of Standard or conventional design and 
embodies a body B having at one side thereof 
a side wall b10 with a door b12 and a running 
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60 
board b13 between the fenders or mud guards . 
thereof. The door bl2 is hinged at the rear por 
tion thereof and When in its open position per 
mits of access to the interior of the body B1. 
The structure for the two-door automobile A1 65 

comprises a top 28, a front 29, a pair of sides 30 ;, i. 
and 3, a bottom 32, and a back 33. The top is 
formed of canvas, rubberized fabric or any other 
Suitable flexible Water-proof material and is de 
signed to fit over and extend forwardly from the 
top portion of the door b12 when the latter is 
in its open position. The inner margin of the 
top 28 is turned or folded upwards to form a 
flap 3, which is adapted to fit against the inner 
face of the portion of the side Wall b10 of the 
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body Bi which defines the door opening, and em 
bodies eyelets 35 whereby it may be detachably 
Secured in place by means of snap fasteners 36 
on-said side wall bi0. The rear side margin of 
the top is adapted to overhang the top edge of 
the door b12. and the front side margin of the 
top is adapted:When the structure is in its as 
sembled position to be supported by means of 
a rod 3. This rod, as shown in Figure 5, under 
lies and is shaped conformably to the front side 
margins of the top. The inner end of the rod 
is provided with a hook 38 whereby it may be 
interlocked with a socket 39 in the portion of 
the side wall of the body which defines the upper 
front corner of the door opening. The outer 
end of the rod 37 is supported by means of a 
vertically extending, extensible rod 40, and is 
held in spaced relation with respect to the door 
b2 by means of a horizontally extending rod 4. 
The rod 40 consists of a pair of axially aligned 
telescopic sections -40a and 40b which are nor 
mally urged apart by means of a compression 
spring 42 in the section 40b. The outer end of 
the rod 37 embodies a depending pin 43 which 
fits within a socket 44 in the section 4.0a of the 
rod 40. The rod 4 underlies the outer margin 
of the top 28 and is detachably secured at its 
front end to the rod 3. The rear end of the 
rod 4-embodies a pin 45 which is adapted to fit 
within a socket' (not shown) in the upper outer 
corner of the door b12 when the structure is in 
its assembled position. The front 29 is formed 
of the same material as the top 28 and is adapted 
when the structure is in its assembled position to 
extend between the front edge of the door b12 
and the rod 40 and serves to form with the top, 
bottom, sides and back a closed dressing room 46. 
The upper margin of the front is stitched or 
otherwise secured to the inner margin 28 and 
depends or hangs downwardly from the rod 4. 
A vertically extending slit 47 is formed in the 
central portion of the front 29 and extends from 
the rod 4 to the bottom 32. As shown in Fig 
ure 5, this slit forms a door-way whereby access 
may be had to the dressing room 46, and is adapt 
ed normally to be closed by a “hookless fastener' 
48. The side 3D is formed for the most part of 
the same material as the top 28 and the front 
29 and is adapted when the structure is in its 
assembled position to coact with the door b12 
and form the rear side wall for the dressing 
room 46. The upper central portion of the side 
30 is provided with a polygonal frame 49 of U 
shaped or channeled cross-section. This frame 
is formed of rubber or like elastic material and 
is adapted to encircle or surround the marginal 
flange of the door b12, as shown in Figure 7. By 
employing the frame 49 the door bl2 of the auto 
mobile assists the side 30 in forming the rear 
side wall of the dressing room 48. By raising or 
lowering the usual glass panel in the automo 
bile door the dressing room may be closed or 
ventilated as desired. The side 3 of the struc 
ture forms the front side wall of the dressing 
room 48. It is formed throughout of the same 
material as the top and front of the structure 
and is stitched or otherwise secured at its upper 
margin to the front side margin of the top 28. 
The front side margin of the side 3 is suitably 
connected to the front-side margin of the front 
29 and laps the rod 40. The inner margin of 
the side 3 is bent outwards and forms a flap 
50 which is adapted to fit against the inner face 
of the portion of the side wall b10 of the body Bl 
which defines the front portion of the door open 

ing, and embodies eyelets 5 whereby it may be 
detachably secured in place by snap fasteners 
52 on the side wall bi0. The bottom portions of 
the sides 30 and 3 project downwards beneath 
the running board b13 of the automobile body 5 
B and are coextensive with the bottom portion 
of the front 29. The bottom 32 is in the form 
of a sheet metal pan and embodies an upturned 
marginal flange 53, the front portion of which 
is riveted or otherwise secured to the bottom 10 
margin of the front 29 and the side portions of 
Which are suitably secured to the lower bottom 
margins of the sides 30 and 3. The bottom por 
tions of the front and sides of the structure, that 
is, the portions that are disposed beneath the l6 
running board b13, are longer than the distance 
between the running board and the bottom por 
tion of the wheels of the automobile A1. As a 
result, the bottom 32 is adapted to rest on the 
ground and automatically adapts itself to any 20 
unevenness or irregularity. The back 33, like 
the top 28, the front 29, and the side wall 3, 
is formed of rubberized fabric or canvas. It is 
Connected to and extends between the lower inner 
marginal portions of the sides 30 and 3 and 25 
extends upwardly from the inner portion of the 
upturned flange 53 of the bottom 32 to a point 
directly beneath the running board b.13. The 
upper margin of the back is doubled over to 
form a downturned flap 54 which laps an up- 30 
turned flap 55 on a horizontally extending plate 
56. The plate 56 is the same in design as the 
plate 25 and forms with the running board b.13 
a compartment 57 for use in storing the struc 
ture When it is in its knocked-down position. 35 

In assembling the dressing room forming struc 
ture of Figures 3 to 7 inclusive, the door b12 is first 
SWUng into its open position. Thereafter the 
frame 49 is sprung around the marginal flange of 
the door so as to secure the side 30 in place with 4 
respect to the door b12. After mounting of the 
frame 49 around the door, the rods 37, 40 and 
4 are assembled. The rod 37 is assembled by 
inserting the hook 38 in the socket 29 and insert 
ing the pin 43 into the socket 44 in the section is 
40 of the rod 4). The rod 40 is assembled or 
connected in place by first connecting the front 
end thereof to the outer end of the rod 37 and 
then inserting the pin 45 into the socket in the 
upper Outer corner of the door bl2. After assem 
bly of the rods 3, 40 and 4 the top 28 is placed 
OVer the rods 3 and 4, and the front 29 and the 
side 3 are shifted into place. The top 28 is se 
cured in place by Snapping the eyelets 35 over the 
Snap fasteners 36 and the side 3 is fixedly se- 55 
cured in its operative position by placing the eye 
letS 5. Over the Snap fasteners 52. After assem 
bly of the structure access may be had to the 
dressing room 46 either by way of the door open 
ing in the side wall bi0 of the body of the auto- 0 
mobile A or via the slit 47. The room may, if 
desired, be ventilated by lowering the glass panel 
which Serves as the window for the door bl2. 
When the structure is not in use it may be folded 
into its knocked-down position and stored in the 65 
compartment over the plate 56. 
The herein described dressing room forming 

Structures are simple in design and may be manu 
factured at a low and reasonable cost. 
The invention is not to be understood as re- 70 

stricted to the details set forth, since these may 
be modified Within the scope of the appended 
claims without departing from the spirit and 
Scope of the invention. 
This application is a continuation in part of an 75 
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application for Letters Patent for improvements 
in automobiles, filed by me December 14, 1935, 
Serial Number 54,401. 

Having thus described the invention, what I 
claim as new and desire to secure by Letters Pat 
ent is: 

1. As a new article of manufacture, a knock 
down structure adapted to coact with one of the 
doors of an automobile body to form a dressing 
room outside of and in communication with the 
body, and comprising a side adapted to fit against 
said one door when the latter is open, a second 
side positioned in spaced relation with respect to 
the first mentioned side, a top connected to and 
extending between the upper margins of the two 
sides, a front depending from the outer margin of 
the top and extending between and connected to 
the outer side margins of said two sides, a bottom 
adapted to rest on the ground and connected to 
the bottom margins of the sides and front, and a 
short back connected to the rear portion of the 
bottom and the lower rear margins of the sides 
and adapted to close the space between the bot 
tom and a portion of the automobile beneath Said 
one door. 

2. As a new article of manufacture, a knock 
down structure adapted to coact with one of the 
doors of an automobile body to form a dressing 
room outside of and in communication with the 
body, and comprising a pair of laterally Spaced 
sides formed of readily flexible material and 
adapted one to fit against the door when the 
latter is open and the other to extend in abutting 
relation to the automobile body, a top of the 
same material as the sides connected to and ex 
tending between the upper margins of the SideS, 
a front of the same material as the sides de 
pending from the outer margin of the top and 
extending between and connected to the Outer 
margin of the sides, a rigid bottom connected to 
the bottom margins of the sides and front and 
adapted to rest on the ground, and a compara 
tively short back of the same material as the 
sides top and back connected to the bottom por 
tion of the bottom and the lower portions of the 
inner side margins of the sides and Serving to 
close the space between the bottom and a por 
tion of the automobile beneath said one door. 

3. As a new article of manufacture, a knock 
down structure adapted to coact with one of the 
doors of an automobile body to form a dressing 
room outside of and in communication with the 
body, and comprising a pair of Sides formed of 
readily flexible water-proof material and adapted 
to extend one against said one door of the auto 
mobile body when the door is in its open position 
and the other in spaced relation. With Said one 
side and in abutting relation with respect to the 
automobile body, a top of the same material as 
the sides connected to and extending between the 
upper members of the two sides and provided 
with means at the inner margin thereof whereby 
it may be detachably connected to the portion of 
the body which defines the top of the door open 
ing for Said one door, a front of the same nate 
rial as said sides depending from the outer mar 
gin of the top and extending between and con 
nected to the outer side margins of the sides, and 
a metallic bottom adapted to rest upon the 
ground and having an upstanding marginal 
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flange attached to the bottom margins of the 
Sides and front. 

4. As a new article of manufacture, a knock 
down structure adapted to coact with one of the 
doors of an automobile body to form a dressing 
room. Outside of and in Communication with the 
body, and comprising a pair of sides formed of 
readily flexible Water-proof material and adapt 
ed to extend one against said one door of the 
automobile body when the door is in its open 
position and the other in spaced relation with 
Said one side and in abutting relation with re 
Spect to the automobile body, a top of the same 
material as the sides connected to and extending 
between the upper members of the two sides and 
provided with means at the inner margin thereof 
Whereby it may be detachably connected to the 
portion of the body which defines the top of the 
door opening for said one door, a front of the 
Sane material as Said sides extending downwards 
from the Outer margin of the top and between 
the Outer side margins of the sides and having a 
Substantially vertical slit extending substantially 
from the top thereof to the bottom and forming a 
doorway for the room, a metallic bottom adapted 
to rest upon the ground and having an upstand 
ing marginal flange attached to the bottom mar 
gins of the sides and front, and a back connected 
to and extending upwardly from the rear portion 
of Said marginal flange of the bottom and adapt 
ed to close the Space between the bottom and the 
portion of the automobile beneath the opening 
for Said one door. 

5. As a new article of manufacture, a knock 
down Structure adapted to coact with one of the 
doors of an automobile body to form a dressing 
room Outside of and in communication with the 
body, and comprising a pair of sides formed of 
readily flexible water-proof material and adapt 
ed to extend. One against said one door of the 
automobile body when the door is in its open 
position and the other in spaced relation with 
Said one side and in abutting relation with re 
Spect to the automobile body, a top of the same 
material as the sides connected to and extending 
between the upper members of the two sides and 
proVided With means at the inner margin thereof 
Whereby it may be detachably connected to the 
portion of the body. which defines the top of the 
door opening for Said. One door, a front of the 
same material as said sides extending downwards 
from the outer margin of the top and between 
the outer side margins of the sides and having a 
Substantially vertical slit extending substantially 
from the top thereof to the bottom and forming 
a doorway for the room, and a rigid bottom con 
nected to the bottom margins of the sides and 
front and adapted to rest on the ground, said 
lower portions of the sides and front being of 
Such length that they have an accordion forma 
tion therein and permit the bottom to adapt itself 
to uneven ground. - 

6. In combination with an automobile body 
having a door at one side thereof, a knock-down 
structure adapted when the door is in its open 
position to hold it in said position and coact 
thereWith to form a dressing room in communi 
cation with the interior of the body, and compris 
ing a pair of sides, a front and a vertically mov 
able ground engaging bottom. 
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