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To all, whon, it inctly concern: 
Be it known that I, MATTHEW M. DODD, a 

citizen of the United States, residing at Ports 
mouth, in the county of Norfolk and State of 
Virginia, have invented certain new and use 
fullmprovements in Automatic Governors for 
Air-Brakes; and I do declare the following to 
be a full, clear, and exact description of thein 
vention, such as will enable others skilled in 
the art to which it appertains to make and use 
the same, reference being had to the accompa 
nying-drawings, and to the letters of reference 
marked thereon, which form a part of this specification. 
This invention relates to automatic regu 

lators for air-brakes, which are extensively 
used at the present day on railroad systems. 
The object of the invention is to prevent, 

sliding of the wheels on the rails, which pro 
duces a “fat wheel, and to obviate injurious 
and excessive pressure on the brake-shoes, 
the brake-levers, and the pump, and to stop 
the latter when the maximum pressure in the 
main reservoir has been attained. 
A further object of the invention is to estab 

lish communication between the main reser 
voir and the pump-governor, to bring the lat 
ter into efficient service to cut off communica 
tion between the pump and boiler, and to stop 
the pump when the prescribed pressure in the 
main reservoir has been attained. 
The improvement consists of a regulator 

placed in the train-pipe between it and the 
pump - governor and having three passage 
ways, which are respectively in direct connec 
tion with the pipes leading from the pump 
governor, the main reservoir, and the train 
pipe, a valve for closing the passage - Way 
which communicates with the train - pipe 
against the main reservoir and the pump-gov 
ernor passage-Ways, and a Spring-controlled 
valve or plunger for closing the main reser 
voir passage-way under normal conditions. 
The improvement also consists in the novel 

features and the peculiar construction and 
combination of parts, which will be hereinaf 
ter more fully described, and pointed out in 
the claims, and which are shown in the an 
nexed drawings, in which 

Figure 1 is a diagrammatical view of an air 
brake system, such as the Westinghouse, 

showing the related position of my invention. 
Fig. 2 is a central section of the regulator. 
In the drawings, M is the engine, A the 

pump, H the pump-governor, Ethe three-way 
cock under the control of the engineer, C the 
main reservoir, K the train-pipe, D the pipe 
between the reservoir C and the three-way 
cock, B the pipe connecting the pump A with 
the reservoir C, and I the pipe between the 
pump-governor and the three-way cock, all of 
well-known construction and arrangement, 
being shown to illustrate the application of 
the present invention and its co-operative re 
lation simply. 
The regulator N comprises three passages 

O, P, and Q, and is cruciform (this being the 
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preferable shape) to bring the passage Q at 
right angles to the passages O and P, which 
are in the same straight line. The passage O 
is smaller than the passage P and is provided 
with a valve-seat O at its inner end. The valve 
R in the passage O closes the said passage 
when seated. The valve or plunger Scloses the 
inner end of the passage Q and extends across 
the inner ends of the passages O. and P and 
works in the tubular portion T, which is di 
rectly opposite the passage Q. The Outer end 
of the tubular portion Tisclosed by the screw 
plug W, and the coiled spring U between the 
plunger or valve B and the said screw-plug V 
holds the said plunger or valve B on its seat. 
The extension of the coiled spring U can be 
regulated by screwing or unscrewing the 
plug W. 

In assembling the parts the regulator N is 
located in the train-pipe I between the said 
pipe and the governor H, the train-pipe con 
necting with the passage O and the governo 
pipe with the passage P. The pipe D, lead 
ing from the reservoir, connects with the pas 
Sage Q. 
The operation of the invention is as follows: 

When the three-way cock is in position for 
running, with seventy pounds air-pressure in 
the train-pipe and ninety pounds air-pressure 
in the reservoir C, (this being the amount of 
air-pressure usually carried, but of course the 
proportions and the number of pounds press 
ure can be varied to suit the conditions,) and 
the plunger or valve S being held to its seat by 
the spring U, the valve R will be forced from 
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its seat by the pressure in the train-pipe, and 
the air passing around the valve S will act on 
the governor. The piston in the governor II 
is loose-fitting, thus permitting any air re 
maining in the pipe P after the valve S is 
closed to escape through the space surround 
ing the piston. A small opening may be pro 
vided in the governor, which will serve to per 
mit the steam to escape to the open air. When 
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the pressure is reduced in the train-pipe, the 
valve R will be seated and the pump will be 
set in operation and pump air into the main 
reservoir until the pressure therein is suffi 
cient to unseat the valve or plunger S, when 
the air will pass to the governor Hand cause 
the pump to cease working. 
Having thus described my invention, what I 

claim to be new, and desire to secure by Let 
ters Patent, is 

1. In an air-brake system, the combination 
of a regulator located between the train-pipe 
and the pump-governor and having a passage 
in communication with the main reservoir, a 
valve for cutting off communication between 
the train-pipe and the governor and main res 
ervoir-pipes, and a second valve held under a, 
yielding pressure to close the main reservoir 
pipe and located between the pump-governor 
pipe and the train-pipe-controlling valve, sub 
stantially as shown and described. 

2. In an air-brake system, the combination 
of a regulator having passages O, P, and Q, 
respectively, in connection with the train 
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pipe, the pump-governor pipe, and the main 
reservoir-pipe, the plunger or valve S, pro 
jected across the inner ends of the passages 
O and P and held by yielding pressure against 
the inner end of the passage Q, and the valve 
R, adapted to close the inner end of the pas 
sage O, substantially as described, and for 
the purpose specified. 

3. A regulator for controlling the admission 
of air to the pump-governor of an air-brake 
system, composed of a casting having pas 
Sages O, P, and Q, the passage Q being at 
right angles to the passages O and P, the valve 
R for closing the inner end of the passage O, 
and the valve S for closing the passage Q, sub 
stantially as described, and for the purposes 
specified. 

4. The hereinbefore-specified regulator for 
the purposes set forth, comprising a cruciform 
casting having the passages O, P, and Q and 
the tubular extension T, the valve R for clos 
ing the inner end of the passage O, the valve 
S, extending across the inner ends of the pas 
sages O and P and closing the inner end of 
the passage Q, the Screw-plug, and the spring 
U, Substantially as shown and described. 
In testimony whereof Iaffix my signature in 

presence of two witnesses. 
MATTHEW M. DODD. 

Witnesses: - 

ROSCOE. J. DODD, 
GEORGE L. FOREMAN. 
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