METHOD AND ARRANGEMENT OF TESTING DEVICE IN MOBILE STATION

200
DEV1
202
210
GEN
230
DEV2
204
DEV3
214
212
SU
222
220
282
CNTL
250 252
ANAL
260
EVAL
270
272
280
EXT
286
284
242
240
242

The invention relates to a method and an arrangement of testing a device (200), such as a peripheral device, in a mobile station. The arrangement comprises a signal generator (230) for generating a test signal for the device under test, a measurement unit (250) integrated into the mobile station for measuring an electric quantity from a feeding line (210) of the device (200) under test, and an analyser (260) for determining an electric response of the device to the test signal by using the electric quantity. According to the invention at least a portion of the testing procedure composed of generating the test signal and determining the electric response of the device is performed using a functional unit, such as the signal generator (230) or the analyser (260), integrated into the mobile station.
Eurasian (AM, AZ, BY, KG, KZ, MD, RU, TJ, TM), European (AT, BE, BG, CH, CY, CZ, DE, DK, EE, ES, FI, FR, GB, GR, HU, IE, IT, LU, MC, NL, PL, PT, RO, SE, SI, SK, TR), OAPI (BF, BJ, CF, CG, CI, CM, GA, GN, GQ, GW, ML, MR, NE, SN, TD, TG).

Declarations under Rule 4.17:
— of inventorship (Rule 4.17(iii)) for US only
— of inventorship (Rule 4.17(iv)) for US only

Published:
— with international search report

For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
Method and arrangement of testing device in mobile station

Field

The invention relates to a method and an arrangement of testing a device in a mobile station.

Background

As the output of production lines manufacturing mobile stations, such as mobile phones, has increased, specific care has to be taken to improve performance of the testing procedure and fault detection of the final product. A substantial portion of the testing procedure is aimed at testing electrical components and peripheral devices, such as display, vibrating battery, audio interface and keyboard of a mobile station.

In prior art, the testing procedure of devices of mobile stations is based on generating a test signal and determining the response of the device under test by using external test equipment, such as a signal generator and a signal analyser.

The problems with the prior art testing procedures are several. Using external test equipment requires a complicated and expensive set of electronic and mechanical devices and necessitates accurate placement of the mobile station to the test platform in order to obtain a physical coupling, such as galvanic connection, between the external test equipment and the mobile station. The physical connection between the external test equipment and the mobile station is prone to failures, thus reducing reliability of the test.

Brief description of the invention

An object of the invention is to provide an improved method and arrangement of testing a device in a mobile station. According to an aspect of the invention, there is provided a method of testing a device of a mobile station, the method comprising: generating an electric test signal for testing a device, feeding the electric test signal to the device by a feeding line; measuring an electric quantity from the feeding line by a measurement unit integrated into the mobile station; determining an electric response of the device to the electric test signal based on the electric quantity; and performing at least the portion of a testing procedure by using a functional unit integrated into the mobile station, the testing procedure comprising generating the electric test signal and determining the electric response of the device.
According to another aspect of the invention, there is provided an arrangement for testing a device of a mobile station, comprising: a signal generator for generating an electric test signal for testing a device; a feeding line connected to the signal generator and the device for feeding the electric test signal to the device; and the mobile station further comprises a measurement unit connected to the feeding line for measuring an electric quantity from the feeding line; the mobile station further comprises an analyser connected to the measurement unit for determining an electric response of the device to the electric test signal based on the electric quantity; and at least a portion of a testing arrangement is integrated into the mobile station, the testing arrangement comprising the signal generator and the analyser.

Preferred embodiments of the invention are described in the dependent claims.

The method and system of the invention provide several advantages. In an aspect, the invention reduces the need for external test equipment, thus decreasing the cost of a test line, simplifying the testing procedure and increasing the output and reliability of a test line in mass production of mobile stations.

List of drawings

In the following, the invention will be described in greater detail with reference to the preferred embodiments and the accompanying drawings, in which

Figure 1 shows an example of the structure of a mobile station by means of a block diagram,

Figure 2 shows an example of an arrangement for testing a device of a mobile station by means of a block diagram;

Figure 3 shows an example of an arrangement for testing an audio device of a mobile station, and

Figure 4 shows a flow chart illustrating embodiments of the invention.

Description of embodiments

Figure 1 shows an example of the structure of a mobile station 100 by means of a block diagram. The mobile station 100 comprises a base band part (BB) 104 and a radio frequency part (RF) 102 placed, for example, on a printed circuit board 120.
The base band part 104 comprises a system block (SYST) 112 and a mixed signal block (MXS) 114 connected to the system block 112. The system block 112 includes, for example, a digital signal processor (DSP) and memory means, such as a static random access memory (SRAM) and a read-only memory (ROM).

The mixed signal block 114 includes, for example, analogue-to-digital and digital-to-analogue converters for the payload signal transmitted and received by the mobile station 100.

The radio frequency part 102 comprises a radio frequency application specific circuit (RF ASIC) 106, an amplifier unit (AMP) 108 and an antenna unit (ANT) 110.

The radio frequency ASIC 106 comprises, for example, converters for up-converting the base band signals to radio frequency band and down-converting signals on the radio frequency band to base band.

The amplifier unit 108 comprises, for example, power amplifiers for amplifying low-power signals from the radio frequency ASIC 106 and feeding the amplified signals to the antenna unit 110.

Furthermore, the amplifier unit 108 may comprise a low-noise amplifier for amplifying a signal received from the antenna unit 110.

The antenna unit 110 comprises at least one antenna element for implementing the radio interface between the mobile station 100 and a network. The antenna unit 110 may also include a filter means, such as a duplex filter, for filtering signals transmitted and received by the antenna unit 110.

The mobile station 100 comprises a peripheral device, which can be integrated into the mobile station 100, or which can be external to the mobile station 100.

Figure 1 shows the following peripheral devices of the mobile station 100: a camera 130, an auxiliary radio transceiver 132, an optical port 134, an earphone 136, a microphone 146, a vibrator 138, a battery 140, a backup unit 142, a charger 144, a buzzer 148, a display 150, a positioning device 152, a keyboard 154, and a sensor 156.

The camera 130 may be a digital camera integrated into the mobile station 100 or connected to the mobile station 100 via an auxiliary port. In an embodiment, the camera 130 is a video camera connected to the mobile station 100.
The auxiliary radio transceiver 132 may be, for example, a Blue Tooth transceiver for implementing a radio interface between an auxiliary radio device, such as a Blue Tooth hands-free device, and the mobile station 100.

The optical port 134 provides an optical bus for communication between the mobile station 100 and an external device, such as another mobile station or a computer equipped with an optical port and supporting a common protocol. The optical port 134 comprises electro-optical components, such as diodes, for performing conversion between an electric signal and an optical signal. In an embodiment, the optical port 134 is an infrared port.

The earphone 136 and the microphone 146 compose an audio user interface for the mobile station 100. The earphone 136 converts an electric vibration into a voice vibration, and thus in general represents a loudspeaker. The earphone 136 may include a diaphragm connected to an electric circuit transforming the electric signal into movement of the diaphragm.

The microphone 146 converts sound waves into electric signals. The microphone 146 may include a diaphragm connected to an electric circuit generating an electric signal from the vibration of the diaphragm. The earphone 136 and the microphone 146 may be integrated into the mobile station 100, or they can be external to the mobile station 100 connected to the mobile station 100 by cables.

The vibrator 138 comprises an electric motor and mechanism for providing a vibrating alarm. The vibrator may be integrated into the battery of the mobile station 100.

The backup unit 142 comprises memory components for storing, for example, time information, while power from the main power source, such as a battery, is not available. The charger 144 provides power for charging a battery of the mobile station 100. The charger usually comprises a transformer for transforming, for example, distribution voltage to battery voltage. Also, the charger may comprise a rectifier for converting alternating current to direct current.

The buzzer 148 provides sound effects in a narrow frequency band for informing, for example, about an incoming call or a message. The buzzer 148 may comprise a piezoelectric element for sound production.

The display 150 provides a visual user interface. The display 150 may comprise an LCD (Liquid Crystal Device) for transforming an electric signal to an optical image.
The positioning device 152 provides position information and possibly reference time for the mobile station 100. The positioning device may be implemented in the mobile station 100, or it can be an external device. In an embodiment, the positioning device 152 is a GPS (global positioning system) terminal.

The keyboard 154 comprises switches for converting a mechanical movement into a change in electric conductivity. Furthermore, the keyboard 154 may comprise illuminating means, such as diodes, for illuminating background of the keyboard 154.

The sensor 156 may measure physical quantities, such as temperature, pressure, acceleration, humidity, and illumination. The sensor 156 may include, for example, temperature sensitive resistors, film capacitors, and light diodes.

The invention is related to testing a device of a mobile station 100. A device, in general, may be an electric component or a functional entity composed of electric components. An electric component may be a resistor, a capacitor, a coil, an amplifier, a transistor, a diode, a memory circuit or a combination thereof. The device may also be an integrated circuit or a portion of an integrated circuit. The device to be tested may be located anywhere in the mobile station.

Figure 1 shows an exemplified structure of a mobile station 100, and the details and implementation of the base band part 102 and the radio frequency part 102 may vary in many ways. In this example, the peripheral devices 130-156 are connected to the base band part 104. The implementation of the connection between a peripheral device 130-156 and the base band part 104 may vary depending on the layout of the electronics in the mobile station 100. In an embodiment, a peripheral device 130-156 is connected to the mixed signal block 114.

Figure 2 shows an example of an arrangement for testing a device of a mobile station 100 at a block diagram level. Figure 2 shows devices 200, 202, 204 to be tested, a signal generator 230, feeding lines 210, 212 and 214 connected to the devices 200, 202, and 204, respectively, and the signal generator 230, a measurement unit 250 connected to the feeding line 210, 212, 214, and an analyser 260 connected to the measurement unit 250.

Figure 2 also shows an external test system 290. The external test system 290 is located outside the mobile station and includes, for example, a
computer and memory means. The external test system 290 may be, for example, a portion of a production line test system, or a portion of a test system used in mobile station service. The external test system 290, for example, transmits a command 286 for launching a testing procedure for testing the device 200, 202, 204, and receives a report signal 272 concerning the testing results.

The signal generator 230 generates an electric test signal for testing the device 200, 202, 204, which test signal is fed to the device 200, 202, 204 by the feeding line 210, 212, 214. The feeding line 210, 212, 214 may be, for example, a power supply line providing the device 200, 202, 204 with operating voltage, a control line providing the device 200, 202, 204 with a control signal, an input line providing the device 200, 202, 204 with a payload input signal, or an output signal line providing an output payload signal from the device 200, 202, 204. The input line, for example, delivers an audio signal to the earphone 136 of the mobile station 100. The output signal line, for example, outputs an audio signal from the microphone 146 of the mobile station 100.

In an aspect of the invention, at least a portion of the test arrangement comprising the signal generator 230 and the analyser 260 is integrated into the mobile station such that at least a portion of a testing procedure comprising generating the electric test signal and determining electric response of the device may be performed by using a functional unit integrated into the mobile station 100. The integrated structure relating to the generator 230 and the analyser 260 results in simplification of the test procedure and reduction in external test equipment, such as an external signal generator or a signal analyser. The simplification in the test procedure and the reduction in the external test equipment enables improvement in the output of the test line in mass production and reduced manufacturing costs.

In an embodiment, at least a portion of the signal generator 230 is integrated into the mobile station 100. In this case, the portion of the signal generator 230 represents the portion of the functional unit. The digital functions, such as generating the digital form of the test signal, of the signal generator 230 may be implemented in the base band part 104, for example using the digital signal processor and software of the system block 112. When at least a portion of the signal generator 230 is integrated into the mobile station 100, the analyser 260 may be external to the mobile station 100, or integrated at least partially into the mobile station 100. The test signal may be a signal
dedicated to testing the device 200, 202, 204, or the test signal may be a
generic signal used in the normal operation of the device 200, 202, 204.

In an embodiment, the test signal is characterized by predefined
characteristics, such as voltage, current, frequency and a pulse sequence. The
predefined characteristics may be defined by requirements set by the device
200, 202, 204 and possibly the measurement unit 250.

In an embodiment, the feeding line 210, 212, 214 is implemented by
forming a trace on a semiconductor board, such as a silicon board. The feeding
line 210, 212, 214 may also be implemented by using conventional cabling
techniques known to a person skilled in the art.

An electric quantity is measured from the feeding line 210, 212, 214
by the measurement unit 250 integrated into the mobile station 100. The electric
quantity may be current or voltage, for example. In an embodiment, the
measurement unit 250 generates a voltage 252 proportional to the electrical
quantity, which voltage represents the measurement result.

The measurement unit 250 outputs the measurement result into an
input of the analyser 260, which determines the electric response of the device
200, 202, 204 to the electric test signal based on voltage. In an embodiment,
the measurement result is conveyed by an analogue signal 252, in which the
measurement result is presented, for example, by a voltage level. In another
embodiment, the measurement result is conveyed to the analyser 260 by a
digital signal 252, which contains the measurement result in a numeric form.
For example, the measurement unit 250 measures the voltage of the electric
test signal over the device 200, 202, 204, generates a voltage proportional to
the measurement voltage, inputs the voltage to the analyser 260, which deter-
mines the electric response of the device 200, 202, 204 to the electric test sig-
nal based on the voltage proportional to the measurement voltage. For exam-
ple, resistive properties of the device 200, 202, 204 may be tested by feeding a
DC current to the device and monitoring voltage over the device 200, 202, 204
by the measurement unit 250.

The measurement unit 250 may be integrated into the mobile station
100 in various manners. In an embodiment, the measurement unit 250 is im-
plemented in the base band part 104, for example, by forming the required
component structure on a semiconductor board.

The integrity of the mobile station 100 and the measurement unit
250 enables scanning the device 200, 202, 204 using internal structures of the
mobile station 100, thus reducing the need for accessing the feeding line 210, 212, 214 from outside the mobile station 100. The accessibility of the feeding lines 210, 212, 214 and the device 200, 202, 204 from outside a mobile station is, in general, difficult due to small dimensions of the electronics in a mobile station 100.

The electric response of the device 200, 202, 204 to the test signal characterises the functionality of the device. The electric response may be, for example, the power consumption of the device 200, 202, 204, which can be deduced from the current through the device 200, 202, 204 and the voltage applied over the device 200, 202, 204. In an embodiment, the electric response is the phase difference between the test signal and the electric quantity being measured. The phase difference may arise from, for example, impedance of components in the device 200, 202, 204. The electric response may also be a curve representing the electric quantity as a function of time, for example, when a capacitive device is tested. In an embodiment, the feeding line 210, 212, 214 comprises a measurement branch 220, 222, 224 for enabling remote measurement of the electric quantity from the feeding line 210, 212, 214. The measurement branch 220, 222, 224 provides sense lines to the measurement unit 240, thus enabling freedom, for example, in locating the measurement unit 240 in the mobile station 100 and possibly in an ASIC on which the measurement unit 250 is planted. In an embodiment, the measurement branch 220, 222, 224 is located at the device end of the feeding line 210, 212, 214 so that the effect of the electric response, such as resistance or impedance, of the feeding line 210, 212, 214 to the measurement of the electrical quantity is reduced. Locating the measurement branch 220, 222, 224 in the proximity of the device 200, 202, 204 results in reduced effects from the portion of the feeding line 210, 212, 214 between the measurement branch 220, 222, 224 and the device 200, 202, 204 to the electric response of the device 200, 202, 204 to the test signal. For example, the feeding line 210, 212, 214 may generate voltage drops to the test due to interconnecting cables and traces, which voltage drop is accounted for in the measurement of the electric quantity if the voltage drop occurs between the measurement branch 220, 222, 224 and the device 200, 202, 204. If the measurement branch 220, 222, 224 is located such that the voltage drop occurs between the measurement branch 220, 222, 224 and the generator 230, the effect of the voltage drop is not accounted for in the measurement of the electric quantity, and the measurement
provides more realistic characterization for the device 200, 202, 204. Locating the measurement branch 220, 222, 224 in the proximity of the device 200, 202, 204 corresponds to isolating sense lines providing the measurement signal for the measurement unit 250 from the force lines providing the device 200, 202, 204 with the electric test signal. The separation enables measuring small impedances from the device 200, 202, 204. The measurement branch 220, 222, 224 may be implemented in a similar manner to the feeding line 210, 212, 214.

In an embodiment, an input impedance of the measurement unit 250 is chosen such that the accuracy of the electric response of the device 200, 202, 204 to the electric test signal is above a predefined value. The input impedance of the measurement unit 250 results in current through the measurement unit 250, which current disturbs the measurement of the electric quantity, such as voltage, from the feeding line 210, 212, 214.

The high impedance of the measurement unit 250 combined with locating the measurement branch 220, 222, 224 in the proximity of the device 200, 202, 204 may also be called a Kelvin arrangement for measuring an electric quantity from the feeding line 210, 212, 214. The Kelvin arrangement enables performing a measurement on the device 200, 202, 204 with a small effect of the measurement circuit on the measurement. The Kelvin arrangement enables, for example, an accurate measurement on a low impedance device 200, 202, 204. The high impedance of the measurement unit 250 may be defined in terms of the impedance of the device 200, 202, 204 under test. In an embodiment, the impedance ratio \( r = Z_{\text{meas}} / Z_{\text{device}} \) is about 10000, where \( Z_{\text{meas}} \) is the impedance of the measurement circuit and \( Z_{\text{device}} \) is the impedance of the device 200, 202, 204 under test.

In an embodiment, the input impedance of the measurement unit 250 may range between 1 MΩ and 10 MΩ. However, the invention is not restricted to the above values, but the impedance of the measurement unit may be higher than 10 MΩ.

The analyser 260 receives a signal 252 carrying the measurement results of the electric quantity measured by the measurement unit 250. In an embodiment, at least a portion of the analyser 260 is integrated into the mobile station 100. In such a case, the portion of the analyser 260 represents the portion of the functional unit. The analyser 260 may be implemented in the base band part 104 using, for example, a digital signal processor and software. In an embodiment, the analyser 260 receives a digital signal 252 representing the
measurement result of the electric quantity. The analyser 260 may process the
digital signal 252, for example, by averaging, scaling, filtering, windowing
or/and masking. In an embodiment, the signal generator 230 and the analyser
260 are integrated into the mobile station 100 by using the implementation de-
scribed above.

In an embodiment, the mobile station comprises a switching unit
240 for connecting the measurement unit 240 to the feeding line 210, 212,
214. The switching unit 240 may be connected directly or via the measurement
branch 220, 222, 224 to the feeding line 210, 212, 214. In an embodiment, the
switching unit 240 is implemented with a transistor planted on a semiconductor
board. In an embodiment, the switching unit 240 is a Kelvin switch with high
impedance when the switching unit 240 is in the connecting state.

The switching unit 240 may also be capable of connecting the
measurement unit 250 to a feeding line of plurality of feeding lines 200, 202,
204 one at a time. Thus, the output signal 242 from the switching unit 240
represents an electric quantity from either of the devices 200, 202, 204 under
test. The arrangement enables using a single measurement unit 250, and a
single setup of electronics for measuring several devices 200, 202, 204.

The arrangement may also comprise several measurements units
250, each of which is connected to a measurement-unit-specific switching unit
240 and an analyser 260 for enabling simultaneous tests for several devices
200, 202, 204 in the mobile station. The use of simultaneous tests reduces the
testing time of each mobile station and improves the output of a test line in
mass production.

In an embodiment, the arrangement comprises an evaluating unit
270 connected to the analyser 260 for evaluating the performance of the de-
vice 200, 202, 204, based on the electric response. The analyser 260 transmits
information 262 on the electric response to the evaluation unit 270. Further-
more, the analyser may transmit information 254 to the external test system. If
the electric response of the device 200, 202, 204 to the electric test signal ful-
ishes requirements set for the electric response, the testing result is positive. The
testing results may further be transmitted to the external test system 290.

In an embodiment, the evaluation unit 270 is integrated into the mo-
bile station 100 by using the base band part 104, for example.

If the signal generator 230 and the analyser 260 are integrated into
the mobile station 100, the mobile station 100 is capable of self-testing without
external test equipment. The test procedure may be initialised by the user or it
can be controlled from the network to which the mobile station is connected.

In an embodiment, a predefined electric test signal is generated by
the signal generator 230 for testing a device 200, 202, 204 with a known elec-
tric response to the predefined electric test signal, and the performance of the
device 200, 202, 204 is evaluated based on the known electric response and
the electric response of the device 200, 202, 204 to the electric test signal. For
example, if a discharge curve of voltage of a capacitor to be tested is known,
the corresponding curve can be determined by charging the capacitor with a
known voltage of the test signal. A measured discharge curve can be com-
pared with the known curve, and the performance of the capacitor can be
evaluated from the correspondence between the two curves. A similar proce-
dure can be applied to other devices.

In an embodiment, the arrangement comprises a control unit 280 for
controlling a test procedure for testing the device 210, 212, 214. The control
unit 280 comprises, for example, a digital computer with memory means for
processing and storing data associated with testing procedures of devices in a
mobile station. The control unit 280 may be implemented in a base band part
104 of the mobile station 104.

In an embodiment, the control unit 280 receives a test command
286 to launch a testing procedure to test a device 200, 202, 204. The com-
mand 286 may be generated in the mobile station 100, based on a detected or
assumed malfunction in a device 200, 202, 204 to be tested. It is also possible
to receive the test command 286 from the external test system 290 while test-
ing the mobile station 100 during a manufacturing stage or during service of
the mobile station 100.

In an embodiment, the test command 286 is delivered to the mobile
station by using a radio interface of a telecommunication system. The test
command 286 may be generated by remote service personnel located in a
network of the telecommunication system, for example, on a regular basis or
based on an indication of a malfunction in the mobile station. Information on
the test, such as information 254 from the analyser 260 or information 272
from the evaluating unit 270, may be transmitted from the mobile station to the
service personnel for a detailed analysis. In such a case, some of the tasks of
the evaluating unit 270 may be located in the network of the telecommunica-
tion system.
Some of the tasks of the control unit 280 may also be performed in the network. For example, the remote service personnel may specify details of the testing procedure, possibly based on an earlier analysis so that details of a malfunction can be investigated. After the analysis, the user of the mobile station may be informed about a need for delivering the mobile station for repair.

The control unit 280 may store data concerning characteristics of the test signal. For example, each device to be tested 200, 202, 204 may have device-specific testing parameters controlling, for example, the duration, voltage level and current to be applied to the test signal. The characteristics may be transmitted to the generator 230 by using a generator control signal 282. The switch position of the switching unit 240 may be controlled by a switch control signal 284.

In an embodiment, the device 200, 202, 204 is a radio frequency component, such as the amplifier unit 108, the RF ASIC 106 or the antenna unit 110 located in the radio frequency part 102. The electric components to be tested in the units listed may be, for example, a power amplifier, a low noise amplifier, an analogue-to-digital converter, a digital-to-analogue converter, a filter, a diode, or an antenna. If the device 200, 202, 204 is a radio frequency component, at least a portion of testing the elements, such as the generator 230, the measurement unit 250, the feeding line 210, 212, 214, the switching unit, and the analyser 260, may be located in the radio frequency part 102.

In an embodiment, the device 200, 202, 204 is a peripheral device 130-156. The present solution provides an efficient testing method and arrangement for testing a peripheral device 130-156 since the procedure tests an electric response instead of a functional response of a peripheral device 130-156. The functional response means, for example, sound reproduction of an audio device, such as a microphone 146 or an earphone 136, when a test signal is directed at the device 130-156. The functional response necessitates an external microphone/loudspeaker in order to perform conversion between a sound wave and an electric signal. The efficiency of determining the electric response arises from various factors, such as tolerance to external disturbance, such as noise and vibration from the test line, and a reduced need for changing a test platform between different tests. Figure 3 shows an example of a testing arrangement for testing an earphone 300. The testing arrangement comprises an audio codec 312, a switching unit 324, a measurement unit 326, and an analogue-to-digital converter 328. The aforementioned elements may
be implemented in a single application-specific integrated circuit 310. The arrangement further comprises a signal generator 332 and an analyser 334 implemented with a digital signal processor 330 of the system block 112 of the mobile station 100. The control unit 340 and the evaluation unit 350 are also shown.

The signal generator 332 feeds a test signal 302 into the audio codec 312, which comprises an amplifier 318 for amplifying the test signal 302 and feeding the test signal 302 into the feeding line. The feeding line comprises a first pole 314 and a second pole 316 for providing an input and an output for the current associated with the test signal. The measurement branches 320 and 322 of the first pole 314 and the second pole 316, respectively, are connected to the switching unit 324, which further conducts the measurement branches 320, 322 to the measurement unit 326 when the switching unit 324 is turned on. The measurement unit 326 determines voltage between the first pole 314 and the second pole 316 and provides output voltage 323, 325 to the analogue-to-digital converter 328. The analogue-to-digital converter 328 outputs the output voltage 323, 325 in digital form 336 to the analyser 334 for processing. The analyser 334 outputs the processing results, such as the average of the measurement result, to the evaluating unit 350 for evaluating the performance of the headphone 300.

With reference to Figure 4, embodiments of the invention are illustrated by means of a block diagram. In start 400, the method is started. In 402, an electric test signal is generated. In 404, the electric test signal is fed to a device 200, 202, 204. In 406, a measurement unit 406 is connected to the feeding line 210, 212, 214 by a switching unit 240. In 408, an electric quantity, such as voltage, is measured from the feeding line 210, 212, 214. In 410, electric response of the device 200, 202, 204 to the electric test signal is determined by the analyser 260. In 412, performance of the device 200, 202, 204 is evaluated based on the electric quantity. In 414, the method is stopped.

Even though the invention is described above with reference to an example according to the accompanying drawings, it is clear that the invention is not restricted thereto but can be modified in several ways within the scope of the appended claims.
Claims

1. A method of testing a device of a mobile station, the method comprising:
   generating (402) an electric test signal for testing a device; and
   feeding (404) the electric test signal to the device by a feeding line;
   characterized by
   measuring (408) an electric quantity from the feeding line by a
   measurement unit integrated into the mobile station;
   determining (410) an electric response of the device to the electric
   test signal based on the electric quantity; and
   performing at least a portion of the testing procedure by using a
   functional unit integrated into the mobile station, the testing procedure comprising
   generating the electric test signal and determining the electric response of the
   device.

2. The method according to any one of the preceding claims,
   characterized by evaluating (412) performance of the device based on
   the electric response.

3. The method according to any one of the preceding claims,
   characterized by connecting (406) the measurement unit to the feeding
   line.

4. The method according to any one of the preceding claims,
   characterized by generating (402) the electric test signal by a signal
   generator integrated at least partially into the mobile station.

5. The method according to any one of the preceding claims,
   characterized by determining (410) the electric response of the device
   to the electric test signal by an analyser integrated at least partially into the
   mobile station.

6. The method according to any one of the preceding claims,
   characterized by measuring (408) the voltage of the electric test signal
   over the device; and
   determining (410) the electric response of the device to the electric
   test signal, based on the voltage.

7. The method according to any one of the preceding claims,
   characterized by generating (402) a predefined electric test signal for
   testing a device with a known electric response to the predefined electric test
   signal; and
evaluating (412) performance of the device based on the known electric response and the electric response of the device to the electric test signal.

8. The method according to any one of the preceding claims, characterized by measuring (408) the electric quantity by a measurement unit with an input impedance chosen such that the accuracy of the electric response of the device to the electric test signal is above a predefined value.

9. The method according to any one of the preceding claims, characterized by connecting (406) a measurement unit measuring the electric quantity to a feeding line of a device of plurality of devices; and measuring (408) the electric quantity from a feeding line of a device of plurality of devices.

10. The method according to any one of the preceding claims, characterized in that the device is a peripheral device.

11. An arrangement for testing a device of a mobile station, comprising:

- a signal generator (230) for generating an electric test signal for testing a device (200, 202, 204);

- a feeding line (210, 212, 214) connected to the signal generator (230) and the device (200, 202, 204) for feeding the electric test signal to the device (200, 202, 204);

characterized in that

the mobile station further comprises a measurement unit (240) connected to the feeding line (210, 212, 214) for measuring an electric quantity from the feeding line (210, 212, 214);

the mobile station further comprises an analyser (260) connected to the measurement unit (240) for determining an electric response of the device (200, 202, 204) to the electric test signal based on the electric quantity; and

at least a portion of a testing arrangement is integrated into the mobile station, the testing arrangement comprising the signal generator (230) and the analyser (260).

12. The arrangement according to claim 11, characterized in that the arrangement further comprises an evaluating unit (270) connected to the analyser (260) for evaluating performance of the device (200, 202, 204) based on the electric response.
13. The arrangement according to any of the preceding claims 11-12, characterized in that the mobile station comprises a switching unit (240) for connecting the measurement unit (240) to the feeding line (210, 212, 214).

14. The arrangement according to any of the preceding claims 11-13, characterized in that at least a portion of the signal generator (230) is integrated into the mobile station.

15. The arrangement according to any of the preceding claims 11-14, characterized in that at least a portion of the analyser (260) is integrated into the mobile station.

16. The arrangement according to any of the preceding claims 11-15, characterized in that the measurement unit (250) is configured to measure voltage of the electric test signal over the device (200, 202, 204); and the analyser (260) is configured to determine the electric response of the device (200, 202, 204) to the electric test signal, based on the voltage.

17. The arrangement according to any of the preceding claims 11-16, characterized in that the signal generator (230) is configured to generate a predefined electric test signal for testing a device (200, 202, 204) with a known electric response to the predefined electric test signal; and the evaluating unit (270) is configured to evaluate performance of the device (200, 202, 204) based on the known electric response and the electric response of the device (200, 202, 204) to the electric test signal.

18. The arrangement according to any of the preceding claims 11-17, characterized in that an input impedance of the measurement unit (250) is chosen such that the accuracy of the electric response of the device (200, 202, 204) to the electric test signal is above a predefined value.

19. The arrangement according to any of the preceding claims 11-18, characterized in that the mobile station comprises a plurality of devices (200, 202, 204) with a plurality of feeding lines (210, 212, 214);

the mobile station comprises a switching unit (240) for connecting the measurement unit (250) to the feeding line (210, 212, 214) of the device (200, 202, 204) of a plurality of devices (200, 202, 204) one at a time; and the measurement unit (250) is configured to measure the electric quantity from the feeding line (210, 212, 214) of the device (200, 202, 204) from a plurality of devices (200, 202, 204).
20. The arrangement according to any of the preceding claims 11-19, characterized in that the device (210, 212, 214) is a peripheral device (130-156).
Fig. 1
Fig. 3
START \(\sim 400\)

- GENERATE ELECTRIC TEST SIGNAL \(\sim 402\)
- FEED ELECTRIC TEST SIGNAL \(\sim 404\)
- CONNECT MEASUREMENT UNIT TO FEEDING LINE \(\sim 406\)
- MEASURE ELECTRIC QUANTITY FROM FEEDING LINE \(\sim 408\)
- DETERMINE RESPONSE OF DEVICE TO TEST SIGNAL \(\sim 410\)
- EVALUATE PERFORMANCE OF DEVICE \(\sim 412\)

STOP \(\sim 414\)

Fig. 4
INTERNATIONAL SEARCH REPORT

International application No.
PCT/FI 2004/000215

A. CLASSIFICATION OF SUBJECT MATTER

IPC7: H04Q 7/34, H04Q 7/32
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC7: H04Q

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

SE, DK, FI, NO classes as above

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 6118982 A (WALTER GISLER ET AL.), 12 Sept 2000 (12.09.2000), column 1, line 10 - line 18; column 3, line 42 - line 45; column 3, line 60 - line 61, figures 1,6A, column 3, line 63 - column 4, line 62; column 14, line 17-43; column 16, line 32-41</td>
<td>1-20</td>
</tr>
<tr>
<td>X</td>
<td>EP 0825734 A2 (AT&amp;T CORP.), 25 February 1998 (25.02.1998), column 2, line 4 - line 8; column 4, line 29 - line 34, claim 1</td>
<td>1-20</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

Date of the actual completion of the international search: 6 July 2004

Date of mailing of the International search report: 08-07-2004

Name and mailing address of the ISA/Swedish Patent Office
Box 5055, S-102 42 STOCKHOLM
Facsimile No. +46 8 666 02 86

Authorized officer
Elisabet Åselius/mj
Telephone No. +46 8 782 25 00
## INTERNATIONAL SEARCH REPORT

**Category** | **Citation of document, with indication, where appropriate, of the relevant passages** | **Relevant to claim No.**
--- | --- | ---
A | US 5481186 A (MICHAEL S. HEUTMAKER ET AL), 2 January 1996 (02.01.1996), column 1, line 29 - column 2, line 26, abstract | 1-20
---
---
---

Form PCT/ISA/210 (continuation of second sheet) (January 2004)
<table>
<thead>
<tr>
<th>Country</th>
<th>Application Number</th>
<th>Date</th>
<th>Status</th>
</tr>
</thead>
<tbody>
<tr>
<td>US</td>
<td>6118982</td>
<td>12/09/2000</td>
<td></td>
</tr>
<tr>
<td>AU</td>
<td>695990</td>
<td>27/08/1998</td>
<td></td>
</tr>
<tr>
<td>CA</td>
<td>2205259</td>
<td>30/05/1996</td>
<td></td>
</tr>
<tr>
<td>CN</td>
<td>1089537</td>
<td>21/08/2002</td>
<td></td>
</tr>
<tr>
<td>CN</td>
<td>1163691</td>
<td>29/10/1997</td>
<td></td>
</tr>
<tr>
<td>DE</td>
<td>69532718</td>
<td>00/00/0000</td>
<td></td>
</tr>
<tr>
<td>EP</td>
<td>0792563</td>
<td>03/09/1997</td>
<td></td>
</tr>
<tr>
<td>FI</td>
<td>972001</td>
<td>09/05/1997</td>
<td></td>
</tr>
<tr>
<td>JP</td>
<td>10509004</td>
<td>02/09/1998</td>
<td></td>
</tr>
<tr>
<td>SE</td>
<td>503859</td>
<td>23/09/1996</td>
<td></td>
</tr>
<tr>
<td>SE</td>
<td>9404002</td>
<td>19/05/1996</td>
<td></td>
</tr>
<tr>
<td>WO</td>
<td>9616523</td>
<td>30/05/1996</td>
<td></td>
</tr>
<tr>
<td>SE</td>
<td>9501301</td>
<td>00/00/0000</td>
<td></td>
</tr>
<tr>
<td>EP</td>
<td>0825734</td>
<td>25/02/1998</td>
<td></td>
</tr>
<tr>
<td>CA</td>
<td>2204679</td>
<td>12/02/1998</td>
<td></td>
</tr>
<tr>
<td>CN</td>
<td>1176539</td>
<td>18/03/1998</td>
<td></td>
</tr>
<tr>
<td>JP</td>
<td>10093488</td>
<td>10/04/1998</td>
<td></td>
</tr>
<tr>
<td>EP</td>
<td>0759680</td>
<td>26/02/1997</td>
<td></td>
</tr>
<tr>
<td>US</td>
<td>5481186</td>
<td>02/01/1996</td>
<td></td>
</tr>
<tr>
<td>CA</td>
<td>2156655</td>
<td>04/04/1996</td>
<td></td>
</tr>
<tr>
<td>DE</td>
<td>69528333</td>
<td>17/04/2003</td>
<td></td>
</tr>
<tr>
<td>EP</td>
<td>0706271</td>
<td>10/04/1996</td>
<td></td>
</tr>
<tr>
<td>JP</td>
<td>3022281</td>
<td>15/03/2000</td>
<td></td>
</tr>
<tr>
<td>JP</td>
<td>8274821</td>
<td>18/10/1996</td>
<td></td>
</tr>
</tbody>
</table>