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collapsed, the uprights will be in juxtaposi 
tion and the angle iron walls will enclose 
and completely surround a space into which 
all of the links 12 are folded. When how 
ever the booth is set up, the links of each 
pair will be in alignment to form with the 
uprights the skeleton framework of the 
booth. 
In order to make the booth absolutely rigid 

when set up, I provide a brace 14 for each 
link 12. Each brace is pivoted at One of its 
extremities beneath the pivotal point of its 
companion link 12 and to the same angle 
iron wall. The free end of the brace nem 
her 14 has a notch 15 in its edge, the notch. 
J5 being adapted to cooperate with a pro 
jecting button 16 secured to the companion 
link 12. The position and direction of the 
notch 15 is such that when it is locked over 
the button 16 it will resist all strains which 
would tend to break the joint 13, and since 
each joint 13 is braced by two braces 14, it 
will be seen that the stricture when set up 
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is exceedingly rigid. - 
Each booth is enclosed on its four vertical 

sides by walls which are preferably made 
of canvas or similar fabric. In municipal 
ities which require a more or less fireproof 
material for the walls, impregnate the ma 

9 terial with a fire proofing solution, or in ex 
treme cases I may make the walls from as 
bestos fabric. As shown in Figure 11, the 
side and rear walls of the first booth of the 
Series are all in One piece which fits Snugly 
around the three sides. Metallic clips 17 
as shown in Figure 9, are secured to the can 
was at its top and lateral edges. In erecting 
or setting up the first booth, the clips 17 
are first hooked over the front wall of the 
left hand front angle iron upright 10, the 
canvasis carried around the back and right 
hand side, and the clips 17 on that edge of 
the canvas are hooked over the edge of the 
wall of the angle iron upright 10 at the 
front right hand corner of the booth. To 
prevent vertical displacement of the canvas, 
the clips 17 of the upper edge are hooked 
over the upper edges of the links 12 at the 
top of the booth. 
The second and all Subsequent booths of 

the series are similar in size to the first 
booth but are differently constructed. The 
Second booth has a single pair of angle iron 
uprights 10', which are linked together and 
braced just as the uprights on the side of the 
first booth are linked and braced. The two 
pairs of links 12 which serve as a frame 
for the back of the second booth are simalar 
to the links 12, but the left hand link 12' 
of each connected pair has a detachable con 
nection for connection with the uprights 10 
of the booth next adjacent on the left. The 
first booth is provided with projecting but 
tons similar to the buttons 18, the position of 
one of these buttons being indicated in Fig 
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ure 1. Each booth has three such buttons 
near its right hand side, there being one at 
the front and two at the rear. The free ends 
of the links 12 are provided with notches 19 
as shown in Figure 10, this figure showing a 
portion of the link 12 at the front of the 
sccond booth. In assembling, the notches 19 
are simply hooked over the buttons 18 in 
Order to make a single structure of the first 
and second booths. The system of bracing 
in the second booth is much the same as that 
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of the first booth, except at the place where 
the two booths are connected. The braces 
14, which are identical in size and dimen 
sions with the braces 14, are pivotally con 
nected to the right hand uprights 10 of the 
first booth, but on the outer side of the an 
gle irons and on the same pivot pin with its 
companion brace 14. 
The canvas for the second booth differs 

from the first only in that it covers two sides 
instead of three. The second canvas is first 
Secured by means of its clips 17 to the edge 
of the rear, right hand upright 10 of the 
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first booth, whence it is carried around the 90 
back and right hand side of the second booth 
and otherwise Secured in the manner already 
described in connection with the canvas of the 
first booth. In order to give access to the 
covered edge of the rear upright for attach- 95 
ing the clips, I have provided slits 20 at the 
top and bottom of the canvas and also an 
aperture 21 in the canvas, the slits and aper 
ture registering with the edge of the up 
light. It should be here noted that the can 
vases are made by sewing together strips of 
uniform length and of standard width, the 
seams registering with the rear uprights. By 
ending the Stitching short of both ends, the 
above mentioned slits are made without in 
any way weakening the fabric. The aper 
ture is positioned in line with the slits and 
Somewhat above the level of the shelf or 
table with which each of the booths are pro 
vided. 
The front curtains are identical in size 

and shape in all of the booths. Eye clips 
22 are secured to the front curtain near each 
extremity of the upper edge, the clips 22 
being adapted to be secured to the buttons 23, 
projecting outwardly from the top ends of 
the front uprights 10. Additional clips 17 
similar to those already described, are at 
tached to the top edge of the curtain to as 
sist in preventing the displacement of the 
curtain when in use. 
The shelf or table which I use in all of 

my booths is shown in Figure 6. This table 
consists of two hinged portions and means 
for Securing it in place in the booth. The 
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Feal' portion spans the distance between the 
two rear uprights 10 of a booth, and at its 
rear it is provided with two pins 24 and 25. 
The pin 24 projects laterally but the pin 25 
projects rearwardly. The rear uprights 10 130 
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(except the extreme left hand upright of the 
series) are each provided with two slots 24 
and 25, as shown in Figure 7. The left 
hand rear upright of the first booth has only 
the slot 24. Notched brackets 26 are pivot 
ally secured to the upright at a suitable dis 
tance above the slot 24, the two brackets be 
ing pivoted on the same pin but On opposite 
sides of the angle iron wall. The notches 
in the brackets 26 are adapted to be secured 
to the projecting pins 27 on the lateral edges 
of the table. It should be noted that the 
forward section of the table is narrowei' 
than the rearward section to afford ample 
clearance for the braces 26. Each canvas 
has two eyelets 28 in that portion of the 
canvas which serves as the right hand Wall 
of the booth. The rear eyelet 28 register's 
with the slot 24 and the forward eyelet 28 
is in position to receive the right hand pin 
27 of the shelf, in which position the brace 
26 can be secured to the pin 27. 

I have shown and described only two 
booths or stalls of the series. The subse 
quent booths are structurally like the Sec 
ond, thus making it possible to extend the 
series of booths indefinitely. The system is 
thus susceptible of great flexibility. If a 
single booth is needed, the first booth only 
of the series is installed, the booth being 
complete in every respect. The booths may 
be set up against a wall in a single row, or 
they may be placed back to back in two 
rows, or if desired, they may be assembled 
in the form of a hollow square. 
While I have described my invention in 

great detail and in very specific terms, espe 
cially as regards the use of certain materials 
such as angle iron, strap iron, and canvas, 
I do not desire to be restricted to the use 
of these or any other specific materials, but 
I reserve to myself all of my rights to any 
or all equivalents of the materials and struc 
tures which I have described and claimed in 
specific terms. 

Having thus described my invention in 
terms which will be readily understood by 
others skilled in the art to which it pertains, 
what I believe to be new and desire to secure 
by Letters Patent of the United States is:- 

1. A voting booth having a rectangular 
frame of angle iron uprights at its corners 
and a shelf which is adapted to be secured 
to the rear pair of uprights, said shelf hav 
ing a pair of projecting pins at its rear edge, 
one of said pins being positioned at one of 
the extremities of the rear edge of the shelf 
and projecting laterally therefrom and the 
other of said pins being positioned at the 
other extremity of the rear edge of the shelf 

and projecting rearwardly therefrom, said 
rear uprights being provided with apertures 
which are adapted to receive said pins 
whereby one of the extremities of the rear 
edge of the shelf will be secured to the lat. 
eral wall of one of the angle iron uprights 
and the other extremity of the rear edge of 
the shelf will be secured to the rear Wall of 
the other of the rear uprights, links pivoted 
to the lateral walls of Said rear uprights at 
points above the said shelf, and pins pro 
jecting laterally on each lateral edge of the 
shelf adjacent the forward edgethereof, 
said pivoted links being provided with 
notches at their free extremities for engag 
ing said last named pins for supporting the 
forward edge of said shelf. 

2. A plurality of collapsible voting booths 
which are adapted to be interlocked to form 
a continuous row of voting booths, the first 
of said booths having a frame consisting of 
angle iron uprights at the four corners of 
the booth, folding links on all four sides of 
the booth connecting the upper extremities 
of the uprights, similar folding links at the 
back and both sides of the booth and inter 
mediate the extremities of the uprights, a 
brace for each link, each brace being pivoted 
to the upright beneath its companion link, 
means in the free end of each brace for re 
leasably engaging its companion link, an 
integral piece of canvas secured to the front 
pair of uprights and to the top links for 
covering the sides and rear of the booth, a 
second booth having a single pair of angle 
iron uprights connected together by a pair 
of pivoted folding links, pivoted braces for 
said links, said pair of uprights with its 
links and braces being adapted to serve as 
the outer wall of the second booth, links 
pivotally connected to said uprights at their 
upper extremities, a third link pivoted to the 
rear upright of Said pair of uprights inter 
mediate the ends of said rear upright, said 
three links having means at their free ends 
for detachably engaging the uprights at one 
side of said first booth, braces releasably 
connecting Said links to the uprights of said 
second booth, other braces pivotally secured 
to the uprights to which said three links are 
detachably secured, said last named braces 
having detachable connections with said 
three links, and an integral piece of canvas 
covering the back and outer side of said sec 
ond booth, said canvas being secured to a 
rear upright of the first booth and to the 
outer front upright of the second booth. 

In testimony whereof I affix my signature. 
ELIZABETH J. DOUGLAS. 
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