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(57) ABSTRACT 

A computerized method of detecting regions of interest in a 
digital image optimizes and adapts a computer aided Scheme 
for detecting regions of interest in images. The optimization 
is based on global image characteristics. For each image in 
a database of images having known regions of interest, 
global image features are measured and an image charac 
teristic indeX is established based on these global image 
features. All the images in the database are divided into a 
number of image groups based on the image characteristic 
index of each image in the database and the CAD Scheme is 
optimized for each image group. Once the CAD Scheme is 
optimized, to process a digital image, an image character 
istics based classification criteria is established for that 
image, and then global image features of the digitized image 
are determined. The digitized image is then assigned an 
image characteristics rating based on the determined global 
image features, and the image is assigned to an image group 
based on the image rating. Then regions of interest depicted 
in the image are determined using a detection Scheme 
adapted for the assigned image group. 

6 Claims, 7 Drawing Sheets 
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IMAGE QUALITY BASED ADAPTIVE 
OPTIMIZATION OF COMPUTER ADED 

DETECTION SCHEMES 

This is a continuation of Application No. 08/556,814 
filed Nov. 2, 1995 now U.S. Pat. No. 5,872,859. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

This invention relates to computer aided detection of 
abnormal anatomical regions in radiographs, and, more 
particularly, to optimization of Such computer aided image 
detection Schemes based on Overall image quality. 

2. Background of the Invention 
Detection and analysis of target objects in digital images 

are useful and important tasks. For example, detection and 
diagnosis of abnormal anatomical regions in radiographs, 
Such as masses and microcalcifications in Womens’ breast 
radiographs, So-called mammograms, are among the most 
important and difficult tasks performed by radiologists. 

Breast cancer is a leading cause of premature death in 
women over forty years old. Evidence shows that early 
detection, diagnosis and treatment of breast cancer Signifi 
cantly improves the chances of Survival, reducing breast 
cancer morbidity and mortality. Many methods for early 
detection of breast cancer have been Studied and tested, 
among them mammography. To date mammography has 
proven to be the most cost effective means of providing 
useful information to diagnosticians regarding abnormal 
features in the breast and potential risks of developing breast 
cancer in large populations. The American Cancer Society 
currently recommends the use of periodic mammography 
and Screening of asymptomatic Women over the age of forty 
with annual examinations after the age of fifty. Mammo 
grams may eventually constitute one of the highest Volume 
X-ray imageS routinely interpreted by radiologists. 

Between thirty and fifty percent of breast carcinomas 
detected radiographically demonstrate microcalcifications 
on mammograms, and between Sixty and eighty percent of 
breast carcinomas reveal microcalcifications upon micro 
Scopic examination. Therefore, any increase in the detection 
of microcalcifications by mammography may lead to further 
improvements in its efficiency in the detection of early breast 
CCC. 

Currently acceptable Standards of clinical care are that 
biopsies are performed on five to ten women for each cancer 
removed. With this high biopsy rate is the reasonable 
assurance that most mammographically detectable early 
carcinomas will be resected. Given the large amount of 
overlap between the characteristics of benign and malignant 
lesions which appear in mammograms, computer-aided 
detection of abnormalities will have a great impact on 
clinical care. 
At present, mammogram readings are performed Visually 

by mammographic experts, that is, physicians and radiolo 
gists. Unfortunately, Visual reading of mammograms has 
two major disadvantages. First, it is often possible to miss 
the breast cancer in its early Stages. This is because, unlike 
many other cancers, there is as yet no clear way to detect 
premalignant changes in the breast. This results partly from 
the relative inaccessibility of breast tissue. A Second disad 
Vantage of Visual reading of mammograms is that these 
readings are both labor intensive and time consuming. 
Multiple readings of a Single mammogram may be necessary 
in order to increase the reliability of the diagnosis. 
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2 
Therefore, it would be advantageous and useful to have 

computer-assisted or aided detection (CAD) systems to help 
radiologists and physicians obtain quicker and more precise 
results when performing visual readings of mammograms. 
Such CAD systems would aid in cancer detection and 
improve the efficiency and accuracy of large-scale Screen 
ing. 

Various computer assisted detection Systems have been 
investigated to assist diagnosticians in their diagnosis of 
breast cancer. 

U.S. Pat. application Ser. No. 08/352,169, filed Dec. 1, 
1994, which is hereby incorporated herein by reference, 
describes a CAD System for finding abnormal regions 
(masses or microcalcifications) in digital mammograms 
using topographical extraction techniques. The System 
described therein finds Suspected regions and then uses 
Several top view layers of each Suspected region to deter 
mine whether or not that region looks like an abnormal 
region. A rule-based Selection of changes in features is used 
to Select and evaluate Suspicious regions. 
The topographical System is based on Stacking Several 

top-view layers of a Suspected region and then evaluating 
whether that region looks like an abnormal region. This 
approach is Similar to generating topographic maps of a 
Surface and deciding, based on those maps, whether a region 
on the Surface is a mountain, based on the rate of change in 
elevation for all directions. 

To date, other research in computerized detection Systems 
for masses and microcalcifications in digital mammograms 
has largely been based on thresholding methods or neural 
networks. One other method, described in Doi, U.S. Pat. No. 
4,907,156, uses varying threshold levels to detect nodules 
for enhancement and detection of abnormal anatomic 
regions in a digital image of a human chest. U.S. Pat. No. 
5,289.374 discloses a method and system for analysis of 
false positive produced by the system of Doi 156 to reduce 
the false positive found by the latter system. 

In another method, Giger et al., U.S. Pat. No. 5,133,020, 
use a thresholding technique to locate abnormal regions in a 
digital image of a radiograph, and then, once the regions 
have been located, uses classification processing to deter 
mine whether the detected abnormal region is benign or 
malignant. Giger's classification is based on the degree of 
spiculation of the identified abnormal regions. 

U.S. Pat. No. 5,319,549 uses texture analysis on a number 
of Small regions of interest in order to determine a classi 
fication of normal or abnormal of a patient's lungs. 

Doi, U.S. Pat. No. 5,343,390, discloses a method and 
System for automated Selection of regions of interest and 
detection of Septal lines in digital chest radiographs. Doi 
uses a large number of adjacent regions of interest Selected 
corresponding to an area on a digital image of a patient's 
lungs. The regions of interest each contain a number of 
Square or rectangular pixel arrays and are Selected to Sequen 
tially fill in the total Selected area of the lungs to be analyzed. 
The regions of interest are analyzed to determine those 
exhibiting Sharp edges, that is, high edge gradients. A 
percentage of the Sharp edge regions of interest are removed 
from the original Sample based on the edge gradient 
analysis, the majority of which correspond to rib edge 
containing regions of interest. After removal of the Sharp 
edge regions of interest, texture measurements are taken on 
the remaining Sample in order to compare Such data with 
predetermined for normal and abnormal lungs. 
The above methods and Systems have various disadvan 

tages and deficiencies, including that they use absolute 
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measurements only, they are not always robust as a function 
of image quality variations, and either their Sensitivity is too 
low or they tend to result in too many false positives. 

Each radiograph is different in its image and physical 
characteristics, and Some are more difficult to read, interpret 
or computer analyze than others. A difficult or Subtle radio 
graph may be difficult for either a CAD scheme or a 
radiologist or both to diagnose. A radiologist will typically 
spend more time and give more attention to reading and 
interpreting a difficult image than would be applied to an 
easy image. 
On the other hand, unlike radiologists, CAD Systems do 

not distinguish between difficult and easy imageS prior to 
their processing of the images. Accordingly, CAD Systems 
apply the same processing to all images, regardless of their 
global image characteristics or difficulty as determined by 
the imaging physics (for example, regardless of the ratio of 
Signal to noise in an image) and breast tissue structure. 

For example, the CAD systems referred to above all apply 
the same processing and rules to all images, regardless of the 
global characteristics of the image. 

Measures of object or target characteristics have been 
addressed, but only in the context of the difficulty of finding 
already detected objects or of Specific target objects in an 
image. For example, detection difficulty has been addressed 
in the context of the Subtlety (size and contrast) of already 
detected masses. However, this type of measure of difficulty 
based on already detected objects or on Specific targets 
assume the prior detection of the objects or targets. 

SUMMARY OF THE INVENTION 

In one aspect, this invention provides an adaptive method 
and apparatus for CAD Schemes based on measures of 
global and non-target-Specific image characteristics of a 
database of known images with known true Status as regards 
the presence or absence of abnormalities. 

In another aspect, this invention provides a method and 
apparatus for, in the case of a Specific new image, using an 
adapted CAD Scheme based on the image physics charac 
teristics of that image. 

The method and apparatus of this invention improves 
existing CAD Schemes by measuring global image charac 
teristics and quality (developing a score or an index of image 
quality), based on global image features not related to the 
particular abnormalities in question. This Score or indeX is 
used to optimize and adapt CAD Scheme rules and criteria 
to optimize CAD performance for a specific image quality 
indeX and perhaps a Specific abnormality. 

The global image characteristic measure of the present 
invention is determined by the overall image quality (for 
example, using image noise, exposure, compression condi 
tion and the like) and the structure of the object being 
imaged (for example, dense parenchyma tissue in a human 
breast), which will effect both detection sensitivity and 
Specificity. 
New images to be analyzed by the CAD schemes are 

assigned an image category based on their image quality and 
therefore are analyzed with an optimal Set of rules for that 
type of image quality. 

It should be appreciated by those skilled in the art that 
while a medical-based CAD system is shown and described 
herein, the present invention is not limited to medical-based 
Systems and applications. It will be understood that the 
present invention encompasses other, medical and non 
medical CAD systems. 
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4 
BRIEF DESCRIPTION OF THE DRAWINGS 

The above and other objects and advantages of the 
invention will be apparent upon consideration of the fol 
lowing detailed description, taken in conjunction with the 
accompanying drawings, in which the reference characters 
refer to like parts throughout and in which: 

FIG. 1 is a flow chart showing the operation of the 
adaption and optimization phase of a preferred embodiment 
of this invention; 
FIG.2 shows a particular adaptable and optimizable CAD 

Scheme, 
FIG. 3 is a flow chart showing the operation of adaption 

and optimization of a CAD Scheme as in FIG. 2 according 
to a preferred embodiment of this invention; 

FIG. 4 illustrates an embodiment of the CAD scheme of 
this invention; 

FIGS. 5-7 are flow charts showing details of operation of 
the invention; and 

FIG. 8 is a block diagram illustrating an embodiment of 
this invention. 

DETAILED DESCRIPTION OF THE 
PRESENTLY PREFERRED EXEMPLARY 

EMBODIMENTS 

The present invention operates in two distinct phases. The 
first phase consists of adapting and optimizing a CAD 
Scheme based on global features of known images. The 
Second phase consists of processing new images based on 
the (optimized) adapted CAD Scheme. The adaptive phase 
can be repeated as new images are added to the Set of known 
images, thereby improving the adaption. 
The adaptive process of the first phase is described first 

with reference to FIG. 1. For each image in a database of 
known images of patients with known clinical Status, that is, 
in a database of imageS which have been processed and 
which therefore have known results, global image features 
and characteristics are computed, for example, in the Space 
and frequency domains (Step S10). Based on the image 
feature distributions of all images in the image database, 
image global characteristics indices are established for each 
image (step S12). Next a scoring classification Scale for 
global image characteristics is established (step S14) after 
which the images are divided into a number of groups based 
on the scores of image characteristics (Step S16). Then, for 
each group of images, the CAD Scheme is optimized inde 
pendently and image based classification criteria for the 
detection of depictions of abnormal tissue (for example, 
Solid masses or clusters of microcalcifications) for each 
group are established (step S18). 

For each of the groups of images, the CAD Scheme is now 
optimized (step S18). Since, the results for each image in the 
image database are already known, the System can determine 
which aspects or criteria of the CAD Scheme are needed to 
obtain the best results for all images in each group. In this 
way the CAD scheme is adapted to use different sets of 
criteria (rules), one set for each of the difficulty groups. In 
other words, the feature analysis criteria of the CAD are 
adjusted based on the image characteristic indices of each 
grOup. 

Since, in the first phase, the CAD Scheme is adapted and 
optimized for each group, it is necessary that the CAD 
Scheme be one which can be So adapted and optimized. The 
topographical CAD Scheme described in U.S. application 
Ser. No. 08/352,169, which has been fully incorporated 
herein by reference is Such a Scheme. In that CAD Scheme, 
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a rule-based criteria database is calculated Separately and 
prior to using the System for a particular diagnosis. Rules 
can be added to the database, and rules in the database can 
be modified as more accurate tests are determined. 

The adaptive optimization process (referred to in Step 
S18) for a particular CAD scheme such as the topographical 
CAD Scheme described above, based on a particular training 
image database, is typically performed as follows, with 
reference to FIG. 2. Begin with an training image database 
22 with known verified radiographs which have previously 
been analyzed and with a reasonable Set of rules in rules 
database 24. The rules database 24 contains a rule or rules 
regarding whether or not an image feature indicates that a 
region under consideration is a true-positive. 

In preferred embodiments, the rules describe values that 
certain variables can assume as well as relationships 
between variables. In Some preferred embodiments, a twenty 
two component topographic feature vector of variables is 
used for each image. 

The twenty-two components in each feature vector of a 
preferred embodiment are as follows: 

1. The size in the first layer; 
the size in the Second layer; 
the size in the third layer; 
the contrast in the first layer; 
the contrast in the Second layer; 
the contrast in the third layer; 
the shape factor in the first layer; 
the shape factor in the Second layer; 

... the shape factor in the third layer; 
10. the longest axis in the first layer; 
11. the longest axis in the Second layer; 
12. the longest axis in the third layer; 
13. the standard deviation of digital values in the first 

layer; 
14. the Standard deviation of digital values in the Second 

layer; 
15. the standard deviation of digital values in the third 

layer; 
16. the skewness of digital values in the first layer; 
17. the skewness of digital values in the Second layer; 
18. the skewness of digital values in the third layer; 
19. the size growth ratio between the first and second 

layers, 
20. the size growth ratio between the second and third 

layers, 
21. the central position shift between the first and second 

layers, and 
22. the central position shift between the second and third 

layers. 
The Size in each layer is determined by a count of the 

number of pixels inside the growth region in the layer. The 
contrast in each layer (calculated by C=(I-I)/(I+I), 
which is based on the average digital value inside and 
outside the growth region in this layer. The shape factor of 
a region in each layer is a measure of the circularity of the 
growth region in that layer. The Standard deviation of a 
region in a layer is computed from the Second moment of 
digital value distribution inside the region. The skewneSS in 
a layer is computed from the third moment of the digital 
value distribution inside the region. The size growth ratio 
between two layerS L and L is calculated by dividing the 
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Size of layer L. by the Size of layer L. The central position 
shift between two layers is the difference between the 
region's center in the two layers. 
AS an example, the Starting Set of rules in the rules 

database 24 relate to: 

1 The relationship between the contrast value of the third 
growth layer and the Standard deviation of digital 
values in the third growth layer. 

2 The relationship between the size in the second growth 
layer and the skewness of the digital values in the 
Second growth layer. 

3 The relationship between the shape factor in the third 
growth layer and the skewness of digital values in the 
third growth layer. 

4 The relationship between the contrast value in the first 
growth layer and the standard deviation of the first 
growth layer. 

5 The relationship between the size growth ratio between 
the Second and the third layers and the central position 
shift between the second and the third layers. 

6 The relationship between the shape factor in the first 
growth layer and the central position shift between the 
first and the Second growth layers. 

7 The relationship between the size growth ratio between 
the first and the Second growth layers and the central 
position shift between the first and Second growth 
layers. 

8. The relationship between the shape factor in the third 
growth layer and the longest axis in the third growth 
layer. 

9 The relationship between the shape factor in the second 
growth layer and the central position shift between the 
Second and the third growth layers. 

10 The relationship between the contrast value in the 
Second growth layer and the Standard deviation of 
digital values in the Second growth layer. 

11 The relationship between the contrast value in the third 
growth layer and the size growth ratio between the 
Second and the third growth layers. 

12 The relationship between the shape factor in the second 
growth layer and the shape factor in the third growth 
layer. 

With reference to FIGS. 2 and 3, the iterative adaptive and 
optimization process for CAD scheme 26 is described. For 
each image in the image database 22, for each rule in the 
rules database 24 (step S32), modify the rule (modify, by 
Small increments, the values of variables associated with the 
rule) (step S34) and determine whether or not the CAD 
Scheme's performance (sensitivity and specificity) improves 
(step S36). Effectively, optimize the rules and then check to 
see whether or not the performance of the CAD scheme 26 
is improved, remains the Same, or deteriorates. If the CAD 
Scheme's performance deteriorates, leave the current rule as 
it was before the change that caused the deterioration 
(un-modify the rule, step S38), and continue with the next 
rule (Step S32). If the performance stays the same, leave the 
current rule as it is and go on to the next rule (step S32). If 
the performance improves, modify the rule further (Step 
S34) and re-evaluate its effect on performance (step S36). 
This proceSS is repeated until all the rules in the rules 
database 24 have been processed and no changes in any rules 
cause any further changes in performance of the CAD 
Scheme 26, at which time processing is done (step S40). At 
this point the CAD scheme 26 is adapted and optimized for 
the particular image database 22. Then, in order to process 
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a new image 28, the CAD Scheme 26 applies the appropriate 
optimized rules in rule database 24 to the image 28 to obtain 
results 30. 

Referring again to FIG. 1, in step S18, the CAD scheme 
is optimized by the method shown in FIG. 3 for each of the 
groups of images into which the image database has been 
divided. Effectively, with reference to FIG. 4, each group of 
images defines a separate training database 32A, 32B, 
32C, ... 32N. The CAD scheme 26 is adapted and optimized 
Separately for each of these N training databases 32A, . . . 
32N to produce N sets of rules 34A, . . . 34N, one set 
corresponding to each training database. This adaption and 
optimization takes place for each group training database 
32A, . . .32N as described for a particular database with 
reference to FIG. 3. That is, for each group's training 
database 32A, ... 32N, a reasonable Set of Starting rules is 
chosen and then the rules are iteratively modified until the 
performance of the CAD Scheme for that particular training 
database is maximized. 

Once the image database has been processed, the CAD 
Scheme adapted and optimized criteria established, as 
described above, new images can be processed by the 
System (in the Second phase) for diagnostic purposes. 

With reference to FIG. 5, first, a digital image 40 is 
obtained (step S20) in a typical manner using a device Such 
as image device 10 (shown in FIG. 8). The group to which 
this image belongs must be determined So that it can be 
processed using the appropriate rules. Accordingly, next the 
image features for the new image are computed (Step S22) 
using the same approach described above for Steps S10 
(S100-S104). Having computed the image features of the 
new image, the image is assigned an image characteristics 
score or rating (step S24) and the features determined in step 
S22. Using the image characteristics rating, the image is 
assigned to an image group (step S26). Then the image 40 
is processed using the particular optimized rule-based CAD 
Scheme adapted for the image group for this image (Step 
S28) (that is, the image is determined to belong to a 
particular group, and one set of rules from the rules data 
bases 34A, . . .34N are applied by the CAD scheme 26 to 
the image 40), and the results 50 are recorded and displayed 
(step S30). 

In other words, in order to process a new image, a 
rule-based Scheme which has been optimized So that the type 
of an image, in terms of global image characteristics, is used 
rather than a Standard fixed rule-based Scheme. 
A digital image 40 comprises pixel digital values which 

measure the grey level of the image in the Space domain. In 
a preferred embodiment, each of these values uses twelve 
(12) bits, giving pixel digital values in the range 0 to 4,096 
(0 to 2'-1). From the space domain, frequency domain 
values can be determined in a known manner using, for 
example, a standard fast Fourier transform (FFT) algorithm. 

With reference to FIG. 6, in some preferred embodiments, 
the measurement of image features (step S10 in FIG. 1) 
comprises measuring image features in the Space and fre 
quency domains. First generate a histogram in the Space 
domain (step S100). That is, generate a histogram of the 
pixel digital values. In the frequency domain (obtained using 
a Fourier transform), extract various other quantitative fea 
ture values (step S102). Then, from the histogram, extract 
various digital features (step S104). The global features may 
also be measured in only one of the Space and frequency 
domains or in Some other way. 

In some preferred embodiments, the following five (5) 
digital features are extracted from the Space domain histo 
gram (in step S100). Note that the space domain histogram 
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used here has been modified from the original histogram of 
a digitized mammogram. In particular, two modifications 
have been made. In the first modification, the portion of the 
histogram related to the background digital values outside 
the breast area is removed from the histogram. In the Second 
modification, a threshold value which equals 1/e of the peak 
point value of the histogram (e=2.7183) is used to remove 
the Small fluctuations in the lower portion of the histogram. 
Thus, in the final Space domain histogram described here, 
only the values related to the breast area and above the 
threshold remain: 

S: the ratio between the peak value in the histogram and 
the area of the breast; 

S: the difference between the peak point value and the 
average value of the histogram; 

S: the standard deviation of the histogram distribution; 
S: the skewness of the histogram distribution; and 
Ss: the number of local maxima in the histogram. 
In the frequency domain, three (3) quantitative feature 

values are extracted (in Step S104): 
S and S7: 

the ratios between the number of pixels after thresh 
olding in the bandpass filtered images and the breast 
area with a higher and a lower frequency bandpass, 
respectively; and 

Ss: the fractal dimension measurement in the central 
portion of the breast area. 

Thus, for each image in the image database, eight image 
features S to Ss are measured (in step S10 (S100-S104)). 

Having measured the image features for an image (step 
S10), a scoring reference for image difficulty is established 
(step S14). With reference to FIG. 7, first, the measures are 
normalized (step S140) and then a score is obtained as a 
weighted Sum of the measures (step S142). 

Preferably, each quantitative measurement (S-S) is nor 
malized into a range of 1 to 10 based on the measurements 
of the training image data set (Step S140). In a preferred 
embodiment, the weights for the five measurements 
extracted in the Space domain (S1-Ss) and the fractal dimen 
Sion (Ss) are one (1), while the weights for the two bandpass 
measurements (S. and S7) are two (2). Thus, the difficulty 
Score for each image is obtained (in Step S142) using the 
following equation (1): 

5 7 (1) 

Score = XS, +2XXS, -- Ss - 10 
i=l i=6 

In a preferred embodiment, the images are then divided 
into three groups (in step S16, FIG. 1) based on their 
difficulty Scores. The three groups are as follows: 

Group I: 1 s Score & 3.5 
Group II: 3.5 s Score & 5.5 
Group III: 5.5 s Score is 10. 

Other boundary criteria and more or fewer groups can be 
used. The boundary criteria and weighting factors may be 
non-linear functions. 

Implementation 
The present invention has been implemented using a 

hardware System as shown in FIG. 8, wherein an imaging 
device 10 Such as an X-ray mammography device is con 
nected directly or indirectly to a computer System 12 in order 
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to provide the computer System 12 with the image data. The 
computer system 12 has a central processor (CPU) 17 and a 
random access memory (RAM) 18. Associated with com 
puter System 12 is Secondary Storage 13, Such as, for 
example, optical disks, hard disks, etc., for Storing programs 
and image data obtained from imaging device 10. Connected 
to computer System 12 are various input and control devices, 
such as keyboard 15 and mouse 16. Display 14 is connected 
to computer System 2 to display commands, images, and 
other information produced by the computer System. Various 
enhanced co-processor chips may be installed into computer 
system 12 to work in conjunction with the CPU 17 in order 
to increase the processing power of the computer. An image 
digitizer 19 is connected either directly or indirectly to 
computer System 12 in order to provide it with digital image 
data of the imageS produced by the imaging device 10. 

Secondary Storage 13 contains an image database 20 
containing digital images that have already been processed 
by the System. In other words, the images in image database 
20 have known results and known clinical Status Such as the 
presence or absence of the abnormalities in question. 

In operation, the imaging device 10 acquires images of the 
appropriate anatomical area or part of a human body. In 
Some embodiments, the imaging device 10 is a radiographic 
or X-ray imaging device capable of producing X-ray mam 
mograms. The imaging device 10 is capable of producing 
X-ray mammograms with a resolution of at least 500x500 
pixels. These mammograms can be from any view appro 
priate for detection of abnormalities. Imaging device 10 can 
generate a direct digital image or provide means to digitize 
films. Imaging device 10 may have a separate computer 
System (not shown) to control its operations for producing 
radiographs. 

Computer System 12 is connected directly or indirectly to 
the imaging device 10 in order to obtain, Store, and analyze 
the imageS produced by the imaging device 10. If imaging 
device 10 does not produce digital images, then digitizer 19, 
capable of digitizing an image produced by imaging device 
10 can be used to provide digital images to the computer 
System 12. 

Because of the high resolution required in order to evalu 
ate digital radiographs, typically, Storage device 13 is a high 
capacity Storage device, and display 14 is able to display 
digital radiographic images at a resolution Sufficient to 
enable and assist in their analysis and diagnosis. 

In the presently preferred embodiments (at the time this 
application is being written) a SUN Sparcstation is used as 
computer System 12. The Storage device is either an eight 
millimeter magnetic tape (for example, 3M eight mm data 
tape) or an optical disk (for example, LaserMemory DEC 
702 rewritable optical disk, available from Pioneer Com 
munications of America, Upper Saddle River, N.J.). The 
display is a 21 inch Sun color monitor with a Screen 
resolution of 1100x850 pixels. While the computer system 
12 may be directly connected to the imaging device 10, it is 
also possible for the imaging device 10 to be separated from 
the computer System 12 and for digital images to be trans 
ferred between the two Systems by means of Some interme 
diate storage device Such as a portable disk (not shown). 
A LUMISYS Model 100 laser film digitizer is used as 

digitizer 19. The scanning pixel size of LUMISYS digitizer 
is selectable in the range 50x50 um to 400x400 um, and 
the gray level of the digitization is twelve (12) bits. For the 
embodiments described herein, the size of the laser focal 
spot and scanning pixel were set to 100x100 um. 

The software of the present invention implemented on 
computer system 10 can be written in any suitable high level 
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computer language. In the present embodiment, the Software 
is written in a combination of the programming languages C 
and C++. Further, while aspects of the present invention 
have been implemented in Software running on a computer 
System as described above, all aspects of the present inven 
tion can also be implemented in hardware. 

Results 
Results from an experiment using the present invention 

are described. This experiment involved two steps or phases. 
The first Step tested a method of computerized Scoring of the 
image characteristic indices based on a Small image data Set. 
The second step was to test the CAD performance by 
adjusting the topographic feature analysis criteria based on 
the image characteristic indices. 

Sixty (60) images (corresponding to thirty (30) cases) 
were visually Selected from an image data base used for 
mass detection. These images were then divided into three 
groups based on Subjective Visual inspection, each group 
containing twenty (20) images. Group 1 contained the 
So-called “easy' images, group 2 included those images with 
so-called “medium difficulty,” and group 3 involved the 
So-called “difficult' images. From the histogram calculation, 
five (5) digital feature values were computed from the image 
data in the Spatial domain, 
S: the ratio between the peak value in the histogram and 

the area of the breast; 
S: the difference between the peak value and the average 

value of the histogram; 
S: the Standard deviation of the histogram distribution; 
S: the skewness of the histogram distribution; and 
Ss: the number of local maxima in the histogram. 
In the frequency domain, the system extracted three 

quantitative feature values, for each image: 
S and S7: 
the ratios between the number of pixels after thresholding 

in the bandpass filtered images and the breast area with 
a higher and a lower frequency bandpass, respectively; 
and 

Ss: the fractal dimension measurement in the central 
portion of the breast area. 

Next, each quantitative measurement was Scaled 
(normalized) into a range of 1 to 10. A weighted Summation 
was performed to Score the result. In this experiment, the 
weights were one for the data eXtracted in the Space domain 
(S1-Ss) and for the fractal dimension (S), and the weights 
were two for two bandpass measurement data (S. and S7). 
The difficulty Score for each image was given by equation 

(1) above. After Scoring, the boundary conditions for each 
image were set (as shown in Tables I and II). Table I shows 
a comparison between the Visual Selection and computerized 
Score based classification of image difficulty. 

TABLE I 

Comparison between the visual and computerized 
classification of image difficulty 

Visual Grouping 

Images Images Images 
In In In 

Compute Group Group Group Total 
Scoring 1. 2 3 Image 

1 s Score & 3.5 15 2 17 
3.5 s Score & 5.5 5 15 5 25 
5.5 s Score & 10 3 15 18 
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TABLE I-continued 

Comparison between the visual and computerized 
classification of image difficulty 

Visual Grouping 

Images Images Images 
In In In 

Compute Group Group Group Total 
Scoring 1. 2 3 Image 

Total Images 2O 2O 2O Overlap 
is 75% 

Table II ShowS experimental results of Scoring the image 
difficulty. 

TABLE II 

Total 
Images 
(60) GROUP 1 GROUP 2 GROUP 3 TOTAL 

Images. In 17 25 18 60 
the Group 
Total 160 373 368 910 
Suspicious (9.4/ (14.9/ (20.4/ (15.02/ 
Regions. In image) image) image) image) 
the Group 
Total 3 17 26 46 
False- (0.18/ (0.68/ (1.44/ (0.77/ 
Positives image) image image) image) 
In the 
Group 

The consistency between the objective computerized clas 
sification and the visual Selection is greater than Seventy five 
percent (75%) (see TABLE I). Then, using our current CAD 
Scheme on mass detection to test these Sixty (60) images, the 
CAD performance was summarized in TABLE II. Similar to 
other CAD Schemes, our own Scheme achieves better per 
formance on “easy” images (low false-positive detection 
rate) than on “difficult” images. 

Next, the Scoring method was applied to a relatively large 
image database which contains two hundred and thirty five 
(235) verified mass cases in a total of four hundred and sixty 
nine (469) digitized mammograms to test adaptive CAD 
performance on mass detection. The database was divided 
into two Subsets. One Subset was used as an optimization (or 
training) image Subset (to determine or optimize the topo 
graphic feature classification criteria), and the other Subset 
was used as a testing image Subset (to test CAD 
performance). There are one hundred and eighty (180) 
images in the optimization Subset and two hundred and 
eighty-nine (289) images in the testing Subset (as shown in 
Tables III and IV). Every image was scored by the CAD 
program based on its image difficulty index. In the experi 
ment the Subroutine of topographic feature criteria was first 
inactivated in the CAD Scheme. The total Suspicious mass 
regions after image Segmentation (Gaussian bandpass filter 
ing and thresholding) and the total false-positive masses 
detected were listed in TABLES III and IV. In the optimi 
Zation image Subset, the CAD Scheme detects eighty Seven 
(87) true-positive masses out of ninety (90) verified masses 
(96.7 percent Sensitivity), and also generates a total of four 
hundred and thirty eight (438) false-positive masses. Then, 
in order to maintain the same detection Sensitivity in this 
image Subset and reduce the number of false-positives, two 
tests were performed. In the first test, according to the 
analysis of feature distribution of the image Subset, twelve 
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(12) boundary conditions were applied in the topographic 
feature criteria (see below). These criteria were applied to all 
images in this Subset regardless of their “difficulty' Score. 
The experiment showed that the CAD scheme could cor 
rectly classify more than ninety five percent (95%) of 
false-positives. The overall false-positive detection rate was 
0.9 per image. 
The following were the topographic image feature criteria 

for the non-adaptive CAD scheme: 
If the relationship between two feature components Sat 

isfies one of the following conditions, the feature vector will 
be considered as negative one and the Suspicious region 
represented by this feature vector will be diagnosed as a 
negative region by the CAD Scheme. 

1. The relationship between the contrast value of the third 
growth layer (V) and the Standard deviation of digital 
values in the third growth layer (Vis) is: 

V<0.21 if Viss0.32. 

2. The relationship between the size in the second growth 
layer (V) and the skewness of the digital values in the 
Second growth layer (V7) is: 

V,<-2.0, if Ve0.15. 

3. The relationship between the shape factor in the third 
growth layer (V) and the skewness of digital values in 
the third growth layer (Vis) is: 

V-15.62x V-6.89, if V-0.41. 

4. The relationship between the contrast value in the first 
growth layer (V) and the standard deviation of the first 
growth layer (V) is: 

V-0.3, if V20.3. 

5. The relationship between the size growth ratio between 
the Second and the third layers (Vo) and the central 
position shift between the second and the third layers 
(V22) is: 
V2, 30.16, if V2-0.4. 

6 The relationship between the shape factor in the first 
growth layer (V2) and the central position shift between 
the first and the Second growth layers (V) is: 

ViO.86-1.22x V, 

7. The relationship between the size growth ratio between 
the first and the Second growth layers (Vo) and the 
central position shift between the first and Second 
growth layers (V21 is 
V&0.55x Vio-0.42x Vo-0.36 

8. The relationship between the shape factor in the third 
growth layer (V) and the longest axis in the third 
growth layer (V12 
V-0.5, if V220.25. 

9. The relationship between the shape factor in the second 
growth layer (V) and the central position shift between 
the Second and the third growth layers (V2) is: 

V<0.12, if V-0.45 
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10. The relationship between the contrast value in the 
Second growth layer (V) and the standard deviation of 
digital values in the Second growth layer (V) is: 

V>0.32, if V.CO.28. 

11. The relationship between the contrast value in the 
third growth layer (V) and the size growth ratio 
between the Second and the third growth layers (V) 
is: 

V-0.28, if V-0.2. 

12. The relationship between the shape factor in the 
Second growth layer (V) and the shape factor in the 
third growth layer (V) is: 

1O 

15 

14 
In the Second test the topographic feature criteria was Set 

up differently in three image difficulty groups. In each group, 
based on its topographic feature distribution, four boundary 
conditions were selected (see below). Thus, the total number 
of boundary conditions was kept the Same. The experiment 
demonstrated a different result. Using this simple “adaptive” 
method, the CAD Scheme could reduce more false-positives. 
The overall false-positive rate became 0.57 per image in this 
image subset. As shown in TABLE III, in the second test 
using the “adaptive” method, the CAD performance was 
improved in each image group. Then, using the testing 
image Subset (two hundred and eighty nine (289) images 
with one hundred and forty five (145) verified masses) the 
performance of the non-adaptive and adaptive CAD were 
evaluated on this Subset which was not used in the optimi 
Zation phase. The same conclusion can be found and proved 

V-2.5x V-0.15 
by using the testing image Subset, as demonstrated in 
TABLE IV. 

TABLE III 

Comparison of CAD performance on training 
image database using adaptive and non-adaptive 
topographic feature criteria in classification of 

positive masses based on image difficulty indices 

Number of Images Group 1 Group 2 Group 3 Total Images 

Total images in each 34 83 63 18O 
group 
Total true-positive 14 47 29 90 
masses in each group 
True-positive masses 13 46 28 87 
detected (sensitivity) (92.9%) (97.9%) (96.6%) (%.7%) 
Total suspicious mass 440 1590 1661 3700 
regions detected after (13.21/image) (19.16/image) (26.37/image (20.56/image) 
image segmentation 
Total false-positives 63 190 185 4.38 
detected after three (1.85/image) (2.29/image) (2.94/image) (2.43/image) 
single-layer feature 
classification 
Total false-positives 19 72 71 162 
detected by using non- (0.56/image) (0.87/image) (1.13/image) (0.90/image) 
adaptive topographic 
feature criteria 
Total false positives 16 44 42 102 
detected by using (0.47/image) (0.53/image) (0.67/image) (0.57/image) 
adaptive topographic 
feature criteria 

TABLE IV 

Comparison of CAD performance on testing 
image database using adaptive and non-adaptive 
topographic feature criteria in classification of 

positive masses based on image difficulty indices 

Number of Images Group 1 Group 2 Group 3 Total Images 

Total images in each 85 125 79 289 
group 
Total true-positive 38 74 33 145 
masses in each group 
True-positive masses 38 74 33 145 
detected (sensitivity) (100%) (100%) (100%) (100%) 
Total suspicious mass 1130 2309 1754 5193. 
regions detected after 
image Segmentation 
Total false-positives 137 314 244 695 
detected after three (1.61/image) (2.51/image) (3.09/image) (2.41/image) 

(13.29/image) (18.47/image) (22.20/image) (17.97/image) 



US 6,278,793 B1 
15 

TABLE IV-continued 

Comparison of CAD performance on testing 
image database using adaptive and non-adaptive 
topographic feature criteria in classification of 

positive masses based on image difficulty indices 

Number of Images Group 1 Group 2 Group 3 

single-layer feature 
classification 
Total false positives 42 122 105 
detected by using non 
adaptive topographic 
feature criteria 
Total false-positives 
deducted by using 
adaptive topographic 
feature criteria 

(0.49/image) (0.98/image) (1.33/image) 

35 
(0.41/image) 

75 
(0.60/image) 

60 
(0.76/image) 

The following Summarizes the rules of adaptive topo 
graphic feature classification criteria used in the CAD 
Scheme for each of the three groups based on the large 
database used in this experiment. 

Rules For Group I (easy group): 
If the relationship between two feature components Sat 

isfies one of following conditions, the feature vector will be 
considered as negative one and the Suspicious region rep 
resented by this feature vector will be diagnosed as a 
negative region by the CAD Scheme. 

1. The relationship between the contrast value (V) in the 
first growth layer and the Standard deviation of digital 
value (V) in the first growth layer is: 

V-0.84x V+0.04 

. The relationship between the size growth ratio between 
the Second and the third layers (Vo) and the central 
position shift between the second and the third layers 
(V22) is: 
V-0.425 x W,+0.305 

. The relationship between the central position shift 
between the first growth layer and the Second growth 
layer (V) and the central position shift between the 
Second growth layer and the third growth layer (V) is: 

V<0.4, if V22-0.1; 

O 

V=0, if V2-0.1. 

. The relationship between the shape factor in the third 
growth layer (Vo) and the size growth ratio between the 
Second and the third growth layers (Vo) is: 

V-0.22, if V-0.3 

Rules For Group II (medium difficulty group): 
If the relationship between two feature components Sat 

isfies one of following conditions, the feature vector will be 
considered as negative one and the Suspicious region rep 
resented by this feature vector will be diagnosed as a 
negative region by the CAD Scheme. 

1. The relationship between the central position shift 
between the first and the Second growth layers (V) 
and the central position shift between the Second and 
the third growth layers (V2) is: 

16 
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(0.59/image) 

O 

. The relationship between the shape factor in the third 
growth layers (V) and the central position shift 
between the Second and the third growth layers (V2) 
S. 

V-0.31, if V.<0.05: 

O 

Voz.0.3, if VeO.1 

3. The relationship between the shape factor of the second 
growth layer (Vo) is: 

Voz0.23, if V-0.23. 

4. The relationship between the shape factor of the first 
layer (V2) and the size growth ratio between the first 
and the Second growth layers (Vo) is: 

V7-0.29, if V-0.26. 

Rules For Group III (difficult group): 
If the relationship between two feature components Sat 

isfies one of following conditions, the feature vector will be 
considered as negative one and the Suspicious region rep 
resented by this feature vector will be diagnosed as a 
negative region by the CAD Scheme. 

1. The relationship between the contrast value in the third 
growth layer (V) and the Standard deviation of digital 
value in the third growth layer (Vis) is: 

Vis-O.345, if V-0.35 

2. The relationship between the shape factor in the second 
growth layer (V) and the central position shift between 
the first and the Second growth layers (V) is: 

V-0.44-0.6.x V. 

3. The relationship between the longest axis in the third 
growth layer (V) and the size growth ratio between 
the Second and the third growth layers (V2) is: 

V<2.25 x V-0.625. 
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4. The relationship between the skewness of the digital 
values in the third growth layer (Vis) and the size of the 
third growth layer (V) is: 

V-1.5, if V-0.25. 

Note that image difficulty as used herein means difficulty 
to perform computer-aided detection and does not mean the 
difficulty of visually detecting certain features. This is 
because human vision has a different adjusting capability for 
the variation of different image features. The image charac 
teristics indices defined herein are specifically used as the 
first Step in developing a Sensitive and robust and adaptive 
CAD Scheme. For this purpose, a method was developed to 
rate the image difficulty using a 1 to 10 ordinal rating Scale 
based on global image features. The Scoring depends on 
features in both space and frequency domains. In the Space 
domain, the Scoring is mainly based on the analysis of the 
digital value histogram of the image, because it is related to 
many of the image features and it is simple to compute. 
Based on observations of a large number of images, the 
difference distribution of histograms among images with 
different types of tissue background, Such as fatty, fatty 
glandular, and dense-glandular, is obvious. Any abnormali 
ties in the fatty tissue background are much easier to detect 
with CAD schemes as compared with abnormalities in 
dense-glandular tissue background. Thus, in order to deter 
mine the image characteristics index automatically by CAD 
Schemes many features related to the histogram distribution 
can be extracted. For example, mean, variance, skewness, 
kurtosis and entropy, in the first-order histogram of the 
digital values, and related to contrast and correlation 
between the pixels in the Second-order histogram of the 
image can all be extracted. Many of these features have been 
shown to be useful in classifying different tissue Structures 
in digital mammograms. (See Suckling J. et al. "Segmenta 
tion of mammograms using multiple linked Self-organizing 
neural networks,” Med. Phys. Vol. 22, pp. 145-152, 1995). 

In the frequency domain, the fractal dimension is ana 
lyzed and feature components in Gaussian bandpass filtering 
are computed. The amount of higher frequency components 
in the frequency domain correlate with the number of 
Suspicious microcalcification regions. These also correlate 
with the difficulty of a CAD scheme to reduce the false 
positive microcalcification detection rate. In a similar 
manner, the more fluctuate patterns in the lower frequency 
distribution, the more false-positive masses are likely to be 
identified by the CAD scheme. In order to effectively extract 
Such image difficulty information in the frequency domain, 
methods of bandpass filtering and fractal dimension are 
used. By using different kernel size of Gaussian filters, the 
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general complexity of tissue structure in certain frequency 
ranges can be extracted. It should be noted that fractal 
dimension analysis can also be an effective method to 
quantitatively measure the complexity of tissue texture in 
radiographs under certain noise-free conditions. (See Chen 
J. et al., “Fractal analysis of trabecular patterns in projection 
radiographs: An assessment, Invest. Radiol, Vol. 29, pp. 
624–629, 1994. 

Thus, a method for optimizing and adapting a computer 
aided detection system is provided. One skilled in the art 
will appreciate that the present invention can be practiced by 
other than the described embodiments, which are presented 
for purposes of illustration and not limitation, and the 
present invention is limited only by the claims that follow. 
What is claimed is: 
1. A method of detecting regions of interest in a digital 

image, comprising the Steps of, by computer: 
determining global image features of the digitized image; 
assigning the digitized image an image characteristics 

rating based on the determined global image features, 
assigning the image to an image group based on the image 

rating, and 
detecting regions of interest depicted in the image using 

a detection Scheme optimized specifically for the 
assigned image group. 

2. A method as in claim 1, wherein Said images are 
radiographs and wherein Said regions of interest are abnor 
mal regions in living tissue depicted in Said radiographs. 

3. A method as in claim 1, wherein the radiograph is a 
mammogram, and wherein the abnormal regions are masses. 

4. A method as in claim 1, wherein the radiograph is a 
mammogram, and wherein the abnormal regions are clus 
tered microcalcifications. 

5. A method as in claim 1, wherein the Step of assigning 
assigns the image to one of three groups. 

6. A method as in claim 2, wherein Said computer aided 
detection Scheme comprises the Steps of 

(a) digitizing the radiograph to produce a digitized radio 
graph; 

and, by computer, 
(b) identifying, according to predetermined criteria, any 

Suspected abnormal regions, and 
(c) for each identified Suspected abnormal region, 

(i) extracting multiple topographic layers of the region 
from the digitized radiograph; and 

(ii) evaluating the extracted multiple topographic layers 
of abnormal regions to determine whether the region 
is an abnormal region. 

k k k k k 


