An adaptive interposer 60 is provided to be operably disposable between first and second solder materials 40, 50 of first and second electronic devices 20, 30, respectively. The adaptive interposer includes a plate element formed to define cavities and third solder material 72 disposable in the cavities to be electrically communicative with the first and second solder materials. The third solder material is more compliant and has a higher melting temperature than at least the second solder materials.
ADAPTIVE INTERPOSER AND ELECTRONIC APPARATUS

BACKGROUND

[0001] The present invention relates to an adaptive interposer and, more specifically, to an adaptive interposer for operable disposition between first and second electronic devices.

[0002] A surface mount ceramic device (i.e., an SMD.5 or, more generally, an SMD) typically includes an alumina substrate with a Kovar™ housing and lid and three terminal pads, which are configured to be soldered onto a printed wiring board (PWB). However, since the PWB and the SMD often have different coefficients of thermal expansion (CTE), the PWB and the SMD frequently expand and contract at different rates during thermal cycling. This often leads to cracking in one or both of the PWB and the SMD.

[0003] Indeed, it has been seen that substrate cracking of the alumina substrate due to SMD and PWB CTE mismatches can be experienced by the SMD. Such cracking can occur during thermal cycling for SMD.5 assembly processes, in-service environments and user-related environmental exposures in which the SMD and the PWB are both exposed to temperatures ranging from about -55°C to about 125°C.

[0004] Previous attempts to address the problem of substrate cracking in SMD.5 thermal cycling or other similar environments have involved the use of an SMD carrier. The SMD carrier is a leaded ceramic substrate with extended flat copper leads and is sandwiched between the SMD and the PWB to reduce the CTE mismatch and to thereby decrease induced loading. The footprint of the SMD carrier is often relatively large, however, as compared to the SMD device itself, which leads to an efficient use of space on the PWB. Other techniques have made use of a constrained-core PWB having a lower CTE or/and a heat sink attached onto the PWB. However, both of these other techniques tend to increase costs and delivery schedules and may not be applicable for larger sized SMD devices.

SUMMARY

[0005] According to one embodiment of the present invention, an adaptive interposer is provided to be operably disposable between first and second solder materials of first and second electronic devices, respectively. The adaptive interposer includes a plate element formed to define cavities and third solder material disposable in the cavities to be electrically communicative with the first and second solder materials. The third solder material is more compliant and has a higher melting temperature than at least the second solder materials.
[0006] According to another embodiment of the present invention, an adaptive interposer assembly is operably disposable between first and second electronic devices. The adaptive interposer assembly includes first and second solder materials disposable proximate to terminal pads of the first and second electronic devices, respectively, a plate element formed to define cavities configured to correspond in position to respective locations of the terminal pads of the first and second electronic devices and third solder material disposable in the cavities between the first and second solder material to be electrically communicative with the first and second solder materials. The third solder material is more compliant and has a higher melting temperature than at least the second solder materials.

[0007] According to another embodiment of the present invention, an electronic apparatus is provided and includes a first electronic device comprising first terminal pads, a second electronic device comprising second terminal pads, first and second solder materials disposable proximate to the first and second terminal pads, respectively, at least one plate element and third solder material. The at least one plate element is formed to define at least one cavity configured to correspond in position to a respective location of a corresponding one of each of the first and second terminal pads. The third solder material is disposable in each cavity between the first and second solder materials to be electrically communicative with the first and second solder materials and is more compliant and has a higher melting temperature than at least the second solder materials.

[0008] Additional features and advantages are realized through the techniques of the present invention. Other embodiments and aspects of the invention are described in detail herein and are considered a part of the claimed invention. For a better understanding of the invention with the advantages and the features, refer to the description and to the drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0009] The subject matter which is regarded as the invention is particularly pointed out and distinctly claimed in the claims at the conclusion of the specification. The forgoing and other features, and advantages of the invention are apparent from the following detailed description taken in conjunction with the accompanying drawings in which:

[0010] FIG. 1A is a side view of surface mount ceramic device in accordance with embodiments;

[0011] FIG. 1B is a plan view of an underside of the surface mount ceramic device of FIG. 1A in accordance with embodiments;
[0012] FIG. 2A is a front-side view of an electronic apparatus including the surface mount ceramic device of FIGS. 1A and IB, a printed wiring board and an interposer;

[0013] FIG. 2B is a rear-side view of the electronic apparatus including the surface mount ceramic device of FIGS. 1A and IB, the printed wiring board and the interposer;

[0014] FIG. 3A is a plan view of the interposer of FIG. 2 in accordance with embodiments;

[0015] FIG. 3B is a perspective view of the interposer of FIG. 3A;

[0016] FIG. 4A is a plan view of the interposer of FIG. 2 in accordance with alternative embodiments;

[0017] FIG. 4B is a perspective view of the interposer of FIG. 4A;

[0018] FIG. 5A is a plan view of the interposer of FIG. 2 in accordance with alternative embodiments;

[0019] FIG. 5B is a perspective view of the interposer of FIG. 5A;

[0020] FIG. 6 is a side view illustrating compliance of a third solder material during thermal cycling; and

[0021] FIG. 7 is a plan view of an interposer provided as a plurality of plate elements in accordance with alternative embodiments.

DETAILED DESCRIPTION

[0022] As will be described below, an interposer is provided with a stress-reduction mechanism and design. The interposer can be made of various materials, such as ceramic, HiCTE ceramic, SiC, etc., with a thickness as low as 0.01 inch, has a footprint that is generally similar to that of a surface mount device (SMD) and has cavities formed therein. The cavities are shaped and positioned to correspond to SMD terminal pads and are filled with a compliant material, such as a high lead content solder (e.g., 90Pb/10Sn solder) with a Young's modulus of approximately 2.0 msi (mega-pounds per square inch), which has a melting temperature that is much higher than that of a less compliant eutectic solder (e.g., 63Sn/37Pb solder) with a Young's modulus of approximately 4.5 msi. During assembly, the interposer is sandwiched between the SMD and a printed wiring board and top and bottom surfaces of the compliant, filled material in the cavities are soldered onto the SMD terminal pads and corresponding PWB soldering pads with eutectic solder. In another assembly process, the interposer, whose cavities are filled with the compliant material, is soldered onto the SMD terminal pads with the same compliant material with the other side of the interposer subsequently soldered onto the PWB soldering pads with eutectic solder. CTE mismatch
induced load can then be substantially reduced through the compliant material filled in the
cavities of the interposer to eliminate/minimize risks of substrate cracking in the SMD.

[0023] With reference now to FIGS. 1A-5B, an electronic apparatus 10 is provided and includes a first electronic device 20, a second electronic device 30, first solder material 40 proximate to the first electronic device 20, second solder material 50 proximate to the second electronic device 30 and an adaptive interposer 60. As shown in FIGS. 3A-5B, the adaptive interposer includes at least one plate element 70 formed to define at least one cavity 71 and third solder material 72 (see FIGS. 2A and 2B), which is disposable in each cavity 71 to be electrically communicative with the first and second solder materials 40 and 50.

[0024] In accordance with embodiments, the at least one plate element 70 may be formed of various materials, such as ceramic, HiCTE ceramic, SiC, etc. In addition, as shown in FIGS. 3B, 4B and 5B, sidewalls 701 of the at least one cavity 71 may be plated with a metallic material, such as copper or an alloy thereof. The third solder material 72 is more compliant than either of the first and second solder materials 40 and 50. In addition, the third solder material 72 has a higher melting temperature than either of the first and second solder materials 40 and 50.

[0025] The first electronic device 20 may be provided as a surface mount ceramic device (SMD, 5 or, more generally, SMD) and includes an alumina substrate 21, a Kovar™ housing and lid 23 and first terminal pads 24 formed of tungsten, copper or some other suitable material. In accordance with embodiments and, as shown in FIG. 1B, the first terminal pads 24 may be provided as a group of one large terminal pad 241, which occupies an area at one longitudinal side of the first electronic device 20, and two small terminal pads 242, which are displaced from each other and the large terminal pad 241 at the other longitudinal side of the first electronic device 20.

[0026] The second electronic device 30 may be provided as a printed wiring board (PWB) having a body 31 and a surface 32. Second terminal pads 34 may be disposed on the surface 32 and circuitry may be provided in the body 31 and/or on the surface 32 to permit electrical communication to and from the second terminal pads 34. The second terminal pads 34 may be arranged in a similar fashion as the first terminal pads 24. That is, in accordance with embodiments, the second terminal pads 34 may be provided as a group of one large terminal pad 341 (see FIG. 2A), which corresponds in shape, size and position to the large terminal pad 241, and two small terminal pads 342 (see FIG. 2B), which similarly correspond in shape, size and position to the two small terminal pads 242.
[0027] At least one or more of the various components of the second electronic device 30 may be formed of materials different from those of the first electronic device 20. As such, the first and second electronic devices 20 and 30 will tend to have different respective coefficients of thermal expansion (CTEs) and thus will thermal expand and contract at differing rates and by differing degrees during thermal cycling associated with various assembly processes.

[0028] Although respective arrangements of the first and second terminal pads 24 and 34 are described above, it will be understood that other respective arrangements may be provided for each of the first and second terminal pads 24 and 34. It will be further understood that these other respective arrangements can be similar to one another or different from one another. In any case, for purposes of clarity and brevity, it will be assumed that the first and second terminal pads assume the respective arrangements described above and that the following description relates to that exemplary case. That is, with additional reference to FIGS. 3A-5B, the adaptive interposer 60 may be formed as a single plate element 70 with a large cavity 711, which corresponds in shape, size and position to the large terminal pads 241, 341, and small cavities 712, which respectively correspond in shape, size and position to the small terminal pads 242, 342.

[0029] The first solder materials 40 are disposable proximate to the first terminal pads 24. The second solder materials 50 are disposable proximate to the second terminal pads 34. In accordance with embodiments, the first and second solder materials 40 and 50 may be formed of similar materials, such as eutectic solder with a Young's modulus of approximately 4.5 msi or, more particularly, 63Sn/37Pb solder. Alternatively, the first and second solder materials 40 and 50 may be formed of different materials, such as where the first solder materials 40 include at least one of eutectic solder or 63Sn/37PB solder and high lead content solder with a Young's modulus of approximately 2.0 msi or, more particularly, 90Pb/10Sn solder and the second solder materials 50 include eutectic solder or 63Sn/37PB solder.

[0030] In any case, the characteristic compliance and melting temperature of the first and second solder materials 40 and 50 may be similar to those of 63Sn/37Pb solder. In conventional electronic device assemblies, in which the first solder materials 40 for each of the first terminal pads 24 would be directly coupled to the second solder materials 50 for each corresponding one of the second terminal pads 34, induced loads generated during thermal cycling derive from this direct coupling and the mismatched CTEs of the first and second electronic devices 20 and 30. Such induced loads are avoided in the embodiments described herein.
[0031] With the first and second electronic devices 20 and 30 configured as described above, the plate element 70 is disposable such that the large cavity 711 is between the first and second solder materials 40 and 50 that would otherwise be used to directly couple the large terminal pads 241, 341 and such that the small cavities 712 are respectively between the first and second solder materials 40 and 50 that would otherwise be used to directly couple the small terminal pads 242, 342. The third solder material 72 is thus disposable in each of the large cavity 711 and the small cavities 712 to be electrically communicative at a first side with the first solder materials 40 and at a second side with the second solder materials 50.

[0032] With reference to FIG. 6, since the third solder material 72 is more compliant than at least the second solder materials 40 and may be more compliant than the first and second solder materials 40 and 50, the compliance of the third solder material 72 reduces the generation of induced loading of the electronic device 10. As shown in FIG. 6, the generation of the induced loading may result from the first and second solder materials 40 and 50 expanding or contracting at different rates during thermal cycling, which is illustrated in the dashed extension of the second solder materials 50.

[0033] In particular, during the thermal cycling associated with the soldering of the first and second solder materials 40 and 50 where the first and second electronic devices 20 and 30 may be exposed to temperatures ranging from about -55°C or below to about 125°C or above and thus expand and contract at differing rates and by differing degrees owing to their mismatched CTEs. In such cases, the compliance of the third solder material 72 allows the third solder material 72 to absorb thermal expansion and contraction of one of the first and second electronic devices 20 and 30 relative to the other. Moreover, since the third solder material 72 has a higher melting temperature than the first and second solder materials 40 and 50, the third solder material 72 remains in position and form during the solder processes of the first and second solder materials 40 and 50. In accordance with embodiments, the third solder material 72 may include a high lead content solder with a Young's modulus of approximately 2.0 msi or, more particularly, 90Pb/10Sn solder or some other similar materials.

[0034] In accordance with alternative embodiments, the first solder material 40 may be similar in composition to the third solder material 60. In such cases, the at least one plate element 70, whose cavities are filled with the third solder material 60, is soldered onto the first terminal pads 24 with the first solder material 40 which is essentially similar to the third solder material 60. The at least one plate element 70 may then be subsequently soldered onto the second terminal pads 34 with the second solder material 50.
The at least one plate element 70 serves multiple functionalities including, but not limited to, preventing reflow of the third solder material 72, permitting heat transfer between the first and second electronic devices 30 and 40 and preventing short circuits. Each such functionality can be accomplished by way of the at least one plate element 70 even while the at least one plate element 70 has a footprint 700, which may be similarly sized and shaped or possessed of a lesser size and shape as a footprint 200 of the first electronic device 20 on the second electronic device 30 (see, e.g., FIG. 4A). That is, in accordance with some embodiments, where the first electronic device 20 has a rectangular shaped footprint 200 and a certain size, the at least one plate element 70 may have a rectangular shaped footprint 700 with substantially the certain size. Conversely, in accordance with alternative embodiments, where the first electronic device 20 has a rectangular shaped footprint 200 and a certain size, the at least one plate element 70 may have an irregularly shaped footprint 700' that largely follows the footprint of the terminal pads 24.

In any case, the at least one plate element 70 may be formed to define the cavities 71 (i.e., the large cavity 711 and the small cavities 712) to have respective areas spanning about 45-90% of respective areas of the first and second terminal pads 24 and 34. That is, as shown in FIGS. 3A and 3B, the large cavity 711 may have an area that spans about 90% of the respective areas of the large terminal pads 241 and 341 and the small cavities 712 may have areas that span about 90% of the respective areas of the small terminal pads 242 and 342. By contrast, as shown in FIGS. 4A and 4B, the large cavity 711 may have an area that spans about 45% of the respective areas of the large terminal pads 241 and 341 and the small cavities 712 may have areas that span about 45% of the respective areas of the small terminal pads 242 and 342. Additionally, as shown in FIGS. 5A and 4B, the large cavity 711 may have an area that spans about 90% of the respective areas of the large terminal pads 241 and 341 and the small cavities 712 may have areas that span about 45% of the respective areas of the small terminal pads 242 and 342 (or vice versa). The gap between two small cavities 712 may, in some but not all cases, be the same as that between two small terminal pads 242 and 342. As a general matter, however, the inner edges of the various cavities 71 may overlap with outer edges of the terminal pads 24 and 34 so as to insure that the third solder material 72 remains in contact with the first and second solder materials 40 and 50.

With reference to FIG. 7 and, in accordance with alternative embodiments, the at least one plate element 70 may be provided as multiple plate elements 73. In such cases and for the terminal pad embodiments described above, the multiple plate elements 73 would include a large plate element 731 formed to define the large cavity 711 (of about 45-90%
large terminal pad area) and small plate elements 732 formed to define the small cavities 712 (of about 45-90% small terminal pad area).

[0038] The terminology used herein is for the purpose of describing particular embodiments only and is not intended to be limiting of the invention. As used herein, the singular forms "a", "an" and "the" are intended to include the plural forms as well, unless the context clearly indicates otherwise. It will be further understood that the terms "comprises" and/or "comprising," when used in this specification, specify the presence of stated features, integers, steps, operations, elements, and/or components, but do not preclude the presence or addition of one more other features, integers, steps, operations, element components, and/or groups thereof.

[0039] The corresponding structures, materials, acts, and equivalents of all means or step plus function elements in the claims below are intended to include any structure, material, or act for performing the function in combination with other claimed elements as specifically claimed. The description of the present invention has been presented for purposes of illustration and description, but is not intended to be exhaustive or limited to the invention in the form disclosed. Many modifications and variations will be apparent to those of ordinary skill in the art without departing from the scope and spirit of the invention. The embodiment was chosen and described in order to best explain the principles of the invention and the practical application, and to enable others of ordinary skill in the art to understand the invention for various embodiments with various modifications as are suited to the particular use contemplated.

[0040] While the embodiment to the invention has been described, it will be understood that those skilled in the art, both now and in the future, may make various improvements and enhancements which fall within the scope of the claims which follow. These claims should be construed to maintain the proper protection for the invention first described.
CLAIMS
What is claimed is:

1. An adaptive interposer operably disposable between first and second solder materials of first and second electronic devices, respectively, the adaptive interposer comprising:
   a plate element formed to define cavities; and
   third solder material disposable in the cavities to be electrically communicative with the first and second solder materials;
   the third solder material being more compliant and having a higher melting temperature than at least the second solder materials.

2. The adaptive interposer according to claim 1, wherein the plate element comprises:
   ceramic materials; and
   metallic plating on cavity walls.

3. The adaptive interposer according to claim 1, wherein the plate element has a footprint of similar or lesser size than a footprint of the first electronic device and is formed to define cavities of varying sizes.

4. The adaptive interposer according to claim 1, wherein the first solder materials comprise one of eutectic solder and high lead content solder, the second solder materials comprise eutectic solder and the third solder material comprises high lead content solder.

5. The adaptive interposer according to claim 1, wherein the first solder materials comprise one of 63Sn/37Pb solder and 90Pb/10Sn solder, the second solder materials comprise 63 Sn/37Pb solder and the third solder material comprises 90Pb/10Sn solder.

6. An adaptive interposer assembly operably disposable between first and second electronic devices, the adaptive interposer assembly comprising:
   first and second solder materials disposable proximate to terminal pads of the first and second electronic devices, respectively;
   a plate element formed to define cavities configured to correspond in position to respective locations of the terminal pads of the first and second electronic devices; and
   third solder material disposable in the cavities between the first and second solder materials to be electrically communicative with the first and second solder materials;
   the third solder material being more compliant and having a higher melting temperature than at least the second solder materials.
7. The adaptive interposer assembly according to claim 6, wherein the plate element comprises:
   ceramic materials; and
   metallic plating on cavity walls.
8. The adaptive interposer assembly according to claim 6, wherein the plate element has a footprint of similar or lesser size than a footprint of the first electronic device and is formed to define cavities of varying sizes.
9. The adaptive interposer assembly according to claim 8, wherein the terminal pads of each of the first and second electronic devices respectively comprise terminal pads of varying sizes.
10. The adaptive interposer assembly according to claim 9, wherein the cavities of varying sizes have respective areas spanning about 45-90% of respective areas of the terminal pads of varying sizes.
11. The adaptive interposer according to claim 6, wherein the first solder materials comprise one of eutectic solder and high lead content solder, the second solder materials comprise eutectic solder and the third solder material comprises high lead content solder.
12. The adaptive interposer assembly according to claim 6, wherein the first solder materials comprise one of 63Sn/37Pb solder and 90Pb/10Sn solder, the second solder materials comprise 63Sn/37Pb solder and the third solder material comprises 90Pb/10Sn solder.
13. An electronic apparatus, comprising:
   a first electronic device comprising first terminal pads;
   a second electronic device comprising second terminal pads;
   first and second solder materials disposable proximate to the first and second terminal pads, respectively;
   at least one plate element formed to define at least one cavity configured to correspond in position to a respective location of a corresponding one of each of the first and second terminal pads; and
   third solder material disposable in each cavity between the first and second solder materials to be electrically communicative with the first and second solder materials;
   the third solder material being more compliant and having a higher melting temperature than at least the second solder material.
14. The electronic apparatus according to claim 13, wherein the at least one plate element comprises:
ceramic materials; and
metallic plating on cavity walls.

15. The electronic apparatus according to claim 13, wherein the first electronic device comprises a surface mount device (SMD) and the second electronic device comprises a printed wiring board (PWB), the at least one plate element has a footprint of similar or lesser size than a footprint of the SMD on the PWB and wherein:
the first terminal pads comprise first terminal pads of varying sizes, and
the second terminal pads comprise second terminal pads of varying sizes.

16. The electronic apparatus according to claim 15, wherein the at least one plate element is formed to define cavities of varying sizes having respective areas spanning about 45-90% of respective areas of the first and second terminal pads of varying sizes.

17. The electronic apparatus according to claim 15, wherein the at least one plate element comprises multiple plate elements respectively formed to define cavities of varying sizes having respective areas spanning about 45-90% of respective areas of the first and second terminal pads of varying sizes.

18. The electronic apparatus according to claim 15, wherein the at least one plate element is formed to define two small cavities and one large cavity and wherein a gap between the two small cavities is a same as that between two small ones of each of the first and second terminal pads.

19. The electronic apparatus according to claim 13, wherein the first solder materials comprise one of eutectic solder and high lead content solder, the second solder materials comprise eutectic solder and the third solder material comprises high lead content solder.

20. The electronic apparatus according to claim 13, wherein the first solder materials comprise one of 63Sn/37Pb solder and 90Pb/10Sn solder, the second solder materials comprise 63Sn/37Pb solder and the third solder material comprises 90Pb/10Sn solder.
**INTERNATIONAL SEARCH REPORT**

**International application No**
PCT/US2016/029656

<table>
<thead>
<tr>
<th>A. CLASSIFICATION OF SUBJECT MATTER</th>
</tr>
</thead>
<tbody>
<tr>
<td>INV.</td>
</tr>
<tr>
<td>H01L23/00</td>
</tr>
</tbody>
</table>

**ADD.**
According to International Patent Classification (IPC) or to both national classification and IPC.

**B. FIELDS SEARCHED**
Minimum documentation searched (classification system followed by classification symbols)
H05K  H01L

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic database consulted during the international search (name of data base and, where practicable, search terms used)
EPO-Internal, WPI Data

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 5 879 530 A (CAI LLAT PATRICE [FR]) 9 March 1999 (1999-03-09) col un 4, line 24 - col un 6, line 4; figures 6, 7</td>
<td>1-20</td>
</tr>
</tbody>
</table>

**X** Further documents are listed in the continuation of Box C. 

**X** See patent family annex.

* Special categories of cited documents:
  
  * "A" document defining the general state of the art which is not considered to be of particular relevance
  * "E" earlier application or patent but published on or after the international filing date
  * "L" document which may throw doubts on priority claim(s) or which is considered to establish the publication date of another citation or other special reason (as specified)
  * "O" document referring to an oral disclosure, use, exhibition or other means
  * "P" document published prior to the international filing date but later than the priority date claimed

  * "T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  * "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  * "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
  * "Z" document member of the same patent family

Date of the actual completion of the international search: 4 July 2016

Date of mailing of the international search report: 13/07/2016

Name and mailing address of the ISA/  
European Patent Office, P.B. 5818 Patentlaan 2  
NL - 2280 HV Rijswijk  
Tel. (+31-70) 340-2040, Fax: (+31-70) 340-3016

Authorized officer  
Batev, Peti o
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 6 362 437 B1 (ARAI OSAMU [JP]) 26 March 2002 (2002-03-26) column 5, line 56 - column 6, line 21; figures 3, 4</td>
<td>1-10</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 3116273 B2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MY 119609 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6080936 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6148900 A</td>
</tr>
<tr>
<td>US 5879530 A</td>
<td>09-03-1999</td>
<td>DE 69517652 DI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69517652 T2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0709886 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>FR 2726397 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5681647 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5879530 A</td>
</tr>
<tr>
<td>US 2009033337 AI</td>
<td>05-02-2009</td>
<td>NONE</td>
</tr>
<tr>
<td>US 6362437 BI</td>
<td>26-03-2002</td>
<td>FR 2795285 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2001007473 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6362437 BI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2002069523 AI</td>
</tr>
</tbody>
</table>