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This invention relates to improvements in golf 
clubs and more particularly to that class of Such 
clubs commonly known as “putters'. An object, 
of the invention is to so construct the club that 

5 the Weight of the club head will be most effectual 
ly distributed and the total weight of an iron head 
of extended area, and bulk Will be lessened to con 
form to the rules of the game relating to clubs 
of the putter class. A further object is to pro 
vide, in a club of the "putter” class, for counter 
acting the effect of striking the ball off-center of 
the face of the head, either toward the heel or 
toe of this face, and to so distribute the weight 
of the head that it will apply the desired force 
in the proper manner in Such cases. It is also 
an object to provide an insert of light Weight in 
a “putter' club, which insert is So positioned as 
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to properly distribute the Weight of the head and 
provide a balance, and which insert is SO con 
structed as to make it quickly applicable and 
will be firmly held in place but may be readily 
removed when desired. 
With the above and other ends in view, the in 

vention resides in the matters hereinafter set 
forth and more particularly pointed out in the 
appended claims, reference being had to the ac 
companying drawing wherein 

Figure 1 is a front side elevation of a club 
illustrative of an embodiment of the present in 
Wention; 

Fig. 2 is a top plan view of the head of the 
club shown in Figure i: 

Fig. 3 is a longitudinal section through Said 
head; 

Fig. 4 is a transverse section Substantially upon 
the line 4-4. Of Figure l; 

Fig. 5 is a front side elevation of the club head 
showing a modified construction; 

Fig. 6 is a top plan view of Figure 5; and 
Fig. 7 is a transverse section Substantially upon 

the line 7-7 of Figure 5. 
As shown, 1 indicates the club shaft which may 

be of any of the well known forms and construc 
tions and having the usual hand grip or handle 
portion 2 at its upper end. Secured upon the 
lower end of this shaft is a head, indicated as a 
whole by the numeral 3 and this head is formed 
at one end with the usual hosel 4 to receive the 
lower end of this shaft 1. 
As shown in Figures 1 to 4 inclusive, Said head, 

which is preferably formed of metal, is formed 
with a central recess 5 of Substantially rectan 
gular form opening through the top only of said 
head, and in this recess is placed a pair of like 

55 blocks 6 of Wood or other material which is much 
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lighter in weight than the metal from which the 
head is formed so that the total weight of the 
club head will be reduced thereby. 
These blocks 6 are firmly and removably held 

in place within said recess by forming each 60 
block with a horizontal side rib 7 to engage a cor 
responding groove in the adjacent side wall of the 
recess, said blocks being of a length to closely fit 
within said recess but of a combined width which 
is less than the width of said recess so that said 65 
blocks may be readily inserted in Said receSS 
through its open upper Side and then Spread apart 
to engage their ribs 7 within the corresponding 
grooves in the opposite walls of the recess, by a 
downwardly tapering wedge member 8 which, 70 
when forced into said recess between the adjacent 
sides of said blocks, will wedge said blocks apart 
within the recess and force the ribs 7 into the 
grooves in the walls of the recess to firmly hold 
the blocks in place, said wedge 8 being firmly 75 
held in said recess by such Wedging action, but 
may be removed therefrom to release Said blockS 
if so desired. 

Preferably the recess 5 does not extend clear 
through the head from top to bottom thereof, but 80 
extends to a short distance from the lower face 
of the head, thus leaving a bottom Wall 9 for the 
recess which forms a continuation of the lower 
face of the head, and as shown in Figure 2 where 
the rear side of the head is curved in the direction 85 
of the length of the head, this end of Said receSS 
may be correspondingly curved, the ends of the 
blocks 6 and wedge 8 abutting this end of the re 
cess being also correspondingly curved trans 
versely to closely fit Within said receSS. 

Preferably, the ball contacting face of the head 
is formed with what may be termed a straight 
portion or a portion parallel with the longitudinal 
axial plane of the shaft 1 throughout a portion of 
said face intermediate its ends as at 10, which 95. 
portion is opposite the end of the recess 5 and the 
end portions of this face at the opposite ends of 
this central straight portion or at the toe and 
heel portions of the head, are preferably formed, 
as indicated at 11 and 12, at a slight angle to Said lo0 
straight central portion 10, each end portion 
slanting outwardly or forwardly from the end of 
the straight portion to the end of the head. This . 
forward slanting of the toe portion of the club 
face is provided so that in striking the ball, should iO5 
the club be swung so that it strikes the ball slight 
ly, in advance of the face portion 10 Conning to a 
position exactly at right angles to the desired line 
of drive, the face of this toe portion 11, will, at the 
time it strikes the ball, because of its angular po- 110 
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2 
sition, be exactly at right angles to the desired line 
of drive and will therefore drive the ball along 
this desired line. A corresponding effect is Se 
cured through making the heel portion i2 at a 
slight angle to the central portion 10, the ball be 
ing driven along the desired line when the heel 
pCrtion 12 Strikes the ball. When the Central pOr 
tion 10 of the club face strikes the ball, the ball 
Will be propelled along a direct line in the usual 
aller. 
In the modified construction ShOWn in Figures 

5, 6 and 7, the recess in the club head 3 opens not 
only through the top of the head, but also through 
the front face of the head, said recess being 
formed with side walls 13 which slant downwardly 
from the top of the club toward the ends of the 
head and the block of wood 4 or other light ma 
terial has sides similarly inclined so that when in 
place this block can not lift up and be removed 
through the top of the head. This block is in 
Serted in Said recess endwise through the end 
thereof which opens through the face of the head, 
and is of a size, shape, and length to completely 
fill said recess and fit so tightly therein that it 
will not be displaced in use but may be removed 
endwise, if SO desired. The end of this block when 
in place, is flush with the front face of the club 
head and is of a width to form the straight cen 
tral portion 10 of said front face, the portions of 
the front face of the head proper, at each side of 
this block being slightly inclined as at 11 and 
12 at the toe and heel portions respectively. The 
ball when struck at the center of the driving face 
of the head, therefore strikes the end of this block. 
By removing the metal of the head centrally 

thereof or imidway between its ends, to form the 
recess 5 to receive the block or blocks, the balance 
of the club is not affected as approximately forty 
per cent of the total weight of the head will be 

mediate its toe and heel portions with a recess 

1975,341. 
left at each end of the head at each side of said 
recess, and the block or blocks filling this recess 
are so proportioned in weight to the weight of the 
head, that approximately twenty per cent of the 
weight will lie back of the ball when it strikes the 
central part 10 of the face and forty per cent at 
each side of this contact point. 

Obviously other changes may be made in the 
construction and arrangement, Within the Scope 
of the appended claims, and such changes are 85 
contemplated. 

Having thus fully described my invention, what 
I claim is:- 

1. A putter golf club including a shaft, an elon 
gated head to one end of which said shaft is Se 
cured, said head being formed with a forward 
ball contacting face with the toe and heel por 
tions of said face extending forwardly towards the 
ends of Said head, Said head being formed inter 
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95 
With opposite walls of Said recess formed with 
grooves, blocks fitting in said recess and formed 
With ribs to engage in Said grooves, and a Wedge 
member between said blocks. 

2. A golf club including a shaft, an elongated 00 
head secured to one end thereof, said head hav 
ing a recess formed therein between the ends 
thereof, blocks fitted in the ends of Said recess and 
Spaced apart, and a wedge inserted between said 
blockS. . 

3. A golf club including a shaft, an elongated 
head secured to one end thereof, said head having 
a recess formed therein between the ends there 
of, blocks fitted in the ends of said recess and 
Spaced apart, locking means between each block 110 
and the adjacent end Wall of the recess, and a 
Wedge inserted between said blocks, 
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