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Description

[0001] Thepresentinventionisinsertedinthe technical
field relative to ambulance transport means for injured or
sick people, or for those for which it is necessary or rec-
ommended to transport in perfectly-safe immobilization
conditions.

[0002] In particular, the transport means are defined
as stretchers, self-loading or otherwise, and patient
transport wheelchairs.

[0003] In particular, the invention regards a device for
safely releasing the aforesaid means, stretchers and/or
patient transport wheelchairs, from a corresponding fas-
tening provided on the walking surface of the ambulance;
in particular, by using a knob which is situated on the
stretcheritself or patient transport wheelchair, rather than
on the fastening system. Such a release device for a
stretcher is known from US 5 913 559, while a release
device for a wheelchair is described in US 5 489 170.
[0004] For example, for the movement and the trans-
port of people who are unable to autonomously move,
butforwhom an equipped ambulance must be used, suit-
ably designed and made particular stretchers have been
known and used for some time, on which the person to
be moved is set in laid-down position, and then suitably
immobilized.

[0005] Such stretchers usually comprise a light metal
material frame, laterally provided with protection sides
that can be pulled down, and on which an anti-shock
patient bed is installed, often provided with adjustments
for tilting the head and legs of the patient. A mattress is
installed on the bed, on which the same patient is laid
down; also such mattress is designed and made for mak-
ing the transport as comfortable as possible, also con-
sidering the delicate conditions of the transported patient.
[0006] A trolley is extended from the lower part of the
frame, provided with wheels for allowing the stretcher to
be pushed between the ambulance and the pick-up or
unloading point of the patient. The trolley is usually of
retractable type, and thus it is provided with particular
mechanisms adapted to make the introduction in the am-
bulance and its subsequent extraction simple and not
tiring for the operators.

[0007] Whenitisintroduced inside the ambulance, the
stretcher is fixed to the walking surface, or to the support
surface thereof which is also translatable, by means of
a fastening device integral with the floor.

[0008] The fastening device comprises a kind of slide,
arranged longitudinally with respect to the travel direction
of the ambulance, provided with semi-automatic locking
systems for the stretcher, respectively front and back,
which can be made in different ways.

[0009] In one of the most well-known modes, the prior
art locking system provides for a crosspiece that forms
a housing, adapted to receive the axle of the front wheels
of the trolley, and a foldaway locking element provided
with a release control mechanism. When the front axle
of the trolley is thrust against such locking element, the
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latter is lowered, loading a contrast spring, and subse-
quent returns into locking position due to the elastic re-
action of the spring itself.

[0010] The rearlocking system of the stretcher usually
provides for a fin, which is centrally extended from the
lower part of the frame, intended to be inserted in a suit-
able housing provided in the fastening slide. Also in this
case, an automatic coupling system is provided for cou-
pling the fin to the support, releasable upon command.
[0011] The release mechanisms of the front and rear
locking systems are made inside the fastening slide, and
can be manually actuated by an actuator, usually a button
actuator, arranged inside a slot-shaped housing. Such
housing is made in the rear part of the fastening slide, in
a position accessible by the operator assigned to intro-
duce and extract the stretcher from the ambulance.
[0012] The detailed structure of the front and rear lock-
ing systems of the stretcher and of the relative release
mechanisms, along with the other devices necessary for
the correct operation of the stretcher, are well known the
technicians and operators of the field, and are also not
pertinent to the present invention. Hence, they will not
be further described hereinbelow.

[0013] In the stretchers for ambulance of the above-
described type, or conventional stretchers, one particu-
larly serious drawback lamented by the operators who
use them regards the system for releasing the stretcher
from its fastening. As already mentioned, the locking of
the stretcher on the respective support mounted in the
walking surface of the ambulance occurs without the in-
tervention of the operator, since both the front axle of the
stretcher and its rear fin, below the frame, are automat-
ically coupled when they arrive into the respective locking
position, pushed by the operator who introduces the
stretcher into the ambulance.

[0014] The activation of the release of the locking sys-
tems before the extraction of the stretcher is, instead,
controlled by the operator with the actuation of a button
usually provided in a slot-shaped opening, made on the
surface of the support in proximity to the rear end thereof.
[0015] When the stretcher is locked to the fastening,
such slotis notimmediately visible, and the operator must
search for it, lowering his/her head and extended his/her
arm between the stretcher and the support itself, until
he/she inserts a finger in the slot in order to find the re-
lease button.

[0016] Suchoperationis howeverinconvenient, above
all considering the emergency situations for the patient
it which it is executed, and can also involve some risk for
the operator. Indeed, in this manner the hand and arm
of the operator come to be situated, at least for some
instant, between the supportand the frame of the stretch-
er. An error of evaluation in the handling times of the
stretcher itself, perhaps caused by a particular emergen-
cy situation, or by a misunderstanding with a colleague
who assists the operator in the extraction maneuver, can
lead to contact between the stretcher and the arm, the
hand or even only a finger of the operator, with conse-
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quences that could even be quite serious for the latter.
[0017] In any case, the operation of searching for and
actuating the release button involve time losses and poor
control of the stretcher that are preferably avoided in the
patient transport operations in emergency situations.
[0018] Object of the present invention is to propose a
quick release device of a stretcher for ambulance that
allows avoiding the abovementioned drawbacks.
[0019] Another object of the invention consists of pro-
posing a release device entirely comprised in the stretch-
er itself, which can be actuated without time losses and
without removing attention from the patient movement
operations, giving the operator the chance to control, with
both hands, the unloading of the stretcher.

[0020] These and other objects of the invention are
fully achieved by an ambulance transport means accord-
ing to claim 1 comprising means of a quick release device
activatable by a stretcher or wheelchair, provided for re-
leasing the stretcher or the wheelchair from a relative
fastening integral with the walking surface of the ambu-
lance. The stretcher or the wheelchair comprises a sup-
port frame of a bed on which a patient to be transported
is laid and a trolley articulated to the frame. In the fas-
tening device, a locking system for the releasable stretch-
er and a release mechanism controllable by means of a
control device located in a housing are provided.
[0021] According to the invention, the quick release
device comprises a curved tube, mounted in the lower
part of the frame, in proximity to the housing, actuatable
by the operator in order to bring said curved tube alter-
nately between a rest position and a release position, in
which one end of the curved tube fits in the housing for
actuating the control device and disengaging the stretch-
er.

[0022] According to a first embodiment, the curved
tube can be actuated by a control grip arranged in prox-
imity to the grip of the stretcher; between the control grip
and the curved tube, a lever is interposed that is adapted
to transfer the movement therebetween.

[0023] According to a further embodiment, the move-
ment for releasing the stretcher by means of curved tube
pin that operates on a bar of the hook can be impressed
mechanically, hydraulically or electrically.

[0024] The characteristics of the invention will be evi-
dent from the following description of a preferred but not
exclusive embodiment of the extractor device in accord-
ance with that reported in the claims and with the aid of
the enclosed drawing tables, in which:

- Fig. 1illustrates a perspective view of a three-quarter
rear perspective view of a stretcher for ambulance
bearing the release device, object of the present in-
vention;

- Fig. 2 illustrates a perspective view of the rear part
of the stretcher of figure 1, from which the patient
surface has been removed, with the release device
in non-operative position;

- Fig. 3 illustrates the same view of figure 2, with the
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release device in operative position;

- Fig. 4 illustrates a top perspective view of the stretch-
er portion of figures 2 and 3, with the release device
in non-operative position;

- Fig. 5 illustrates a bottom perspective view of the
rear half of the stretcher, with the release device in
operative position.

[0025] With reference to figures 1 and 5, reference
number 1 indicates a stretcher for ambulance, in partic-
ular of self-loading type, intended to receive a patient in
laid-down position and to be subsequently locked to a
fastening or support 2, integral with the walking surface
of the ambulance itself (not illustrated for the sake of sim-
plicity). Hereinbelow, reference will be made to front and
rear parts of the stretcher 1, respectively for indicating
the parts on which the head and the feet of the patient
are set. The rear part of the stretcher 1 is that which,
when loaded on the ambulance, is closer to the load door
thereof.

[0026] The stretcher 1 comprises a frame 3, made with
a tubular structure, laterally provided with protection
sides 35 that can be pulled down and on which an anti-
shock bed 4 is installed, provided with adjustments for
tilting the head and legs of the patient. A mattress is in-
stalled on the bed, not shown in the figures in order to
render the invention more visible. The frame 3 is also
provided, in proximity to the rear end thereof, with an
extension 33, constituted by a shaped plate which is ex-
tended towards the lower part of the frame 3 itself. Fixed
to the latter, and to other portions of the frame 3, are pairs
of loading wheels 34, intended to facilitate the introduc-
tion and extraction of the stretcher 1.

[0027] In the rear part thereof, the frame 3 also forms
agrip 31, like a grab bar, in order to allow an operator to
easily handle the stretcher 1 during its movement.
[0028] From the lower part of the frame 3, a trolley 5
is extended that can be lifted and retracted, provided with
wheels 6 for allowing the stretcher 1 to be pushed be-
tween the ambulance and the patient pick-up or unload-
ing site. For such purpose, the trolley 5 is provided with
suitable known mechanisms adapted to render the intro-
duction thereof in the ambulance and the subsequent
extraction thereof simple and not tiring for the operators.
[0029] Thefastening 2, inthe non-limiting embodiment
illustrated in the figures, is constituted by a plate having
elongated form, against whose surface 2a the loading
wheels 34 of the stretcher 1 are intended to abut during
the operations of introduction and extraction thereof in-
to/from the ambulance. The fastening 2 is also provided,
in an entirely known manner, with devices suitable for
facilitating the introduction and extraction of the stretcher
1, and with a releasable locking system 7, for locking the
stretcher 1 itself in a transport position T.

[0030] The locking system 7 is only partially illustrated
in the figures, since its structure is not directly pertinent
to the invention, and comprises a front locking device 7a,
adapted to lock an axle 61 of the wheels 6, and a rear
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locking device 7b, adapted to receive a fin 36 (see figure
5) centrally mounted in the lower part of the shaped plate
33. The locking device 7 provides for an activation mech-
anism, controllable by means of a control device, both
arranged within the support 2 and not visible in the fig-
ures.

[0031] The device for controlling the locking device 7
is located within a housing 8, accessible from the outside
through a longitudinal slot 8a made on the surface of the
support 2 itself. Also the control device is not directly
illustrated in the figures, and is in substance constituted
by a button actuatable via pressure. According to the
conventional use modes, in order to carry out the release
operation, the operator inserts a finger in the slot 8a, en-
ters into the housing 8 and presses the button of the
control device, after which he/she frees the stretcher 1,
dragging it towards the exit opening of the ambulance.
[0032] The device 10 for the quick release of the
stretcher 1 obtained according to the invention is fully
comprised in the stretcher 1 itself, and comprises (see
figures 2, 3, 4 and 5) a driving element 20, mounted in
the lower part of the frame 2 in a manner such that, when
the stretcher 1 is situated locked to the support 2 in the
transport position T thereof, it is positioned immediately
above the slot 8a of the housing 8 (figure 2).

[0033] Thedriving element 20 comprises, in particular,
a curved tube 21, centrally pivoted to the frame 3 by
means of a fork 29 fixed to the shaped plate 33 of the
frame 3, and connected at an end thereof 21a to move-
ment transfer members 28.

[0034] In this manner, the tube 21 can oscillate be-
tween a rest position R (figure 2), in which it is raised to
the height of the plate 33 and does not interfere with the
movements of the stretcher 1, and a release position S
(figure 3), in which the opposite non-constrained end 21b
thereof is moved inside the housing 8 in order to actuate
the button of the control device, and thus free the stretch-
er 1 from the support 2.

[0035] At the latter end 21b, the curved tube 21 pro-
vides for a contact pin 22, which projects from the convex
side of the tube 21 and is intended to engage the button
of the control device during the operation of disengage-
ment of the stretcher 1 from the support 2.

[0036] The release device 10 also comprises control
means 25 for the driving element 20, arranged in prox-
imity to the grip 31 of the stretcher 1. In the preferred
embodimentillustratedinfigures 1 to 5, the control means
25 comprise a handle 26, arranged inside the same grip
31, in a position immediately accessible by a hand of the
operator and manually actuatable by the same.

[0037] The handle 26 is slidably mounted on a block
32 provided in the frame 3, with an end thereof connected
to the abovementioned movement transfer members 28.
In substance, the handle 26 is situated in the stable po-
sition thereof, corresponding to the rest position R of the
curved tube 21, in which it is distant from the grip 31, and
can be pulled by the operator in moving closer thereto,
in order to actuate the tube 21 itself and bring it into the
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release position S.

[0038] The handle 26 is maintained in rest position by
elasticreturn members 27, constituted by a helical spring
axially mounted on one branch of the handle 26.

[0039] The abovementioned movement transfer mem-
bers 28, in the illustrated embodiment, are constituted
by a suitably articulated lever, whose end arms are re-
spectively connected to one arm of the handle 26 and to
one end of the tube 21. These are intended to transfer
the action of the operator exerted on the handle 26 to the
tube 21, in order to bring it from the rest position R to the
release position S and vice versa.

[0040] According to one embodiment of the invention,
not illustrated but readily inferable, the tube 21 can be
actuated by an electromagnetic actuator, fixed to the
plate 33 of the frame 3. In this case, the control means
25 comprise an electric button switch, and the transfer
members 28 a simple pair of electric cables. In this case,
naturally, a suitable rechargeable storage cell must be
provided for supplying electrical energy to the electro-
magnetic actuator.

[0041] A further embodiment variant provide that the
tube 21 be actuated by a pneumatic actuator, it too fixed
tothe plate 33, fed by a suitable container ofrechargeable
compressed air. In this case, the control means 25 com-
prise a pneumatic switch, possibly drivable by a handle
mechanism similar to that already described for the pre-
ferred embodiment of the invention.

[0042] The operation of the release device 10 is simple
and quite intuitive. With the stretcher outside the ambu-
lance, or inside the in transport position T (figures 1 and
2), the handle 25 is situated in its stable position, and
maintains the tube 21 in its rest position R by means of
the lever 28. In such position, when the stretcher 1 is in
transport position T, the tube 21 is situated distant from
the housing 8, and does not engage the button for acti-
vating the release mechanism of the stretcher 1.

[0043] When the operatorwishes to extract the stretch-
er 1 from the ambulance, he/she grips the handle 26 and
pulls it towards himself/herself, moving closer to the grip
31. In this manner, he/she operates on the lever 28 and
imparts an oscillation to the tube 21, of about90°, bringing
it into release position (figure 3).

[0044] In this position, the foot 22 mounted at the end
21b of the tube 21 engages the button for activating the
release mechanism, and releases the front axle 61 and
the fin 36 of the stretcher 1 from the respective front 7a
and rear 7b locking devices.

[0045] The operator can then begin to extract the
stretcher 1 from the ambulance, and simultaneously re-
leases the handle 26, which is brought back into its stable
position by the return spring 27. The tube 21 is then
brought back into the rest position R thereof by the lever
28.

[0046] A clear advantage that the invention allows ob-
taining is that of preventing the operator from inserting
his/her hand between the stretcher 1 and the support,
and his/her finger inside the housing 8, in order to actuate
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the release button.

[0047] With this device, the operator can with two
hands control the stretcher and thus prevents the oper-
ation - generally carried out without looking, or in any
case in a rush situation due to emergency, and hence
particularly risky - from damaging the operator itself.
[0048] The operation of releasing the stretcher 1 car-
ried out by means of the release device of the invention
alsoallows, inany case, atime savings for the ambulance
operators, which may prove precious in situations of par-
ticular urgency.

[0049] In any case, it is intended that that described
above is exemplifying and non-limiting, thus possible de-
tail variations that may be necessary for technical and/or
functional reasons are considered to fall within the same
protective scope defined by the below-reported claims.
[0050] In the embodiment, reference was made to a
device 10 for the release of stretchers, self-loading or
otherwise; nevertheless, it is intended that the device 10,
as stated from the start, is also applicable for operating
autonomously and releasing patient transport wheel-
chairs; the same expedients are necessary for the posi-
tioning of the release device 10, along with its drive and
control means; in such a manner, also a wheelchair can
be released from the fastening, controlling it with both
hands.

[0051] In conclusion, the device 10 for the release from
at least one relative fastening 2 of a stretcher 1 for am-
bulance or of a wheelchair comprises:

- adriving element 20, mounted in the lower part of
the frame 3 of the wheelchair or of the stretcher, in
proximity to a housing 8 thereof and movable be-
tween arestposition R, in which said driving element
20 remains outside said housing 8, and a release
position S, in which the same abovementioned driv-
ing element 20 fits into the abovementioned housing
8 in order to actuate the abovementioned control de-
vice;

- control means 25 for said driving element 20, ar-
ranged in proximity to the grip 31 of the abovemen-
tioned stretcher 1, actuatable for moving said driving
element 20 alternately between the rest R and re-
lease positions S.

Claims

1. An ambulance transport means for injured or sick
people consisting of a stretcher (1) forambulance or
a patient transport wheelchair including a release
device (10) for the release of the stretcher (1) for
ambulance or the patient transport wheelchair from
at least one relative fastening (2); said fastening (2)
being integral with the floor or with a movable support
surface of an ambulance for locking said stretcher
(1) or said wheelchair in a transport position (T) dur-
ing the transport of the same; said fastening (2) being
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provided with at least one releasable locking system
(7) for said stretcher (1) or said wheelchair and ac-
tivation means for said at least one releasable lock-
ing system (7), controllable by means of a control
device located in a housing (8) provided in said fas-
tening (2); said release device (10) comprising: a
driving element (20), mounted on a frame (3) of the
stretcher or the wheelchair, located in proximity to
said housing (8) when the stretcher (1) or the wheel-
chair is situated locked to the fastening (2) in the
transport position (T) thereof and movable between
arest position (R), in which said driving element (20)
remains outside said housing (8), and a release po-
sition (S), characterized in that in said release po-
sition (S) said driving element (20) fits into said hous-
ing (8) for actuating said control device; wherein the
ambulance transport means further comprises con-
trol means (25) for said driving element (20), ar-
ranged in proximity to a grip (31) provided on a rear
part of the stretcher (1) which, when loaded on the
ambulance, is closer to the load door thereof, or said
grip (31) provided on a rear part of the wheelchair,
said grip (31) being actuatable for moving said driv-
ing element (20) alternately between the rest (R) and
release (S) positions.

The transport means according to claim 1 charac-
terized in that said driving element (20) comprises
a curved tube (21), centrally pivoted to said frame
(3) and connected at one end (21a) to transfer mem-
bers (28), the opposite non-constrained end (21b)
of said tube (21) being provided for moving, with said
tube (21) in release position (S), within said housing
(8)in orderto actuate said control device and thereby
release the stretcher (1) or the wheelchair from the
fastening (2).

The transport means according to claim 2, charac-
terized in that a contact pin (22) is provided at the
non-constrained end (21b) of said curved tube (21),
intended to engage said control device during the
disengagement operation for the transport means
stretcher (1) or wheelchair.

The transport meansaccording to claim 1 charac-
terized in that said control means (25) comprise a
handle (26), slidably mounted on a block (32) pro-
vided in said frame (3), of the stretcher or patient
transport wheelchair, with an end thereof connected
to said transfer members (28) and manually actuat-
able between said rest (R) and release (S) positions,
elastic return means (27) being provided for keeping
said handle (26) in the rest position (R) in the ab-
sence of stress.

The transport means according to any of claims 1 to
2, characterized in that said transfer members (28)
consistof a lever, suitably articulated for transferring
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the action of said control means (25) to said driving
means (20).

The transport means according to either claim 1, or
claim 5, characterized in that said transfer mem-
bers (28) comprise an electromagnetic actuator,
mounted in the lower part of said frame (3), and in
that said control means (25) comprise an electric
button switch adapted to activate said electromag-
netic actuator, an electric storage cell being provided
in said stretcher (1) for supplying energy to said elec-
tromagnetic actuator.

The transport means according to either claim 1, or
claim 5, characterized in that said transfer mem-
bers (28) comprise a pneumatic actuator, mounted
in the lower part of said frame (3), and in that said
control means (25) comprise a pneumatic switch
adapted to activate said pneumatic actuator, a con-
tainer of compressed air being provided in said
stretcher (1) or wheelchair in order to supply energy
to said pneumatic actuator.

Patentanspriiche

1.

Krankenwagen fiir den Transport von verletzten
oder kranken Personen, umfassend eine Kranken-
trage (1) oder einen Krankentransportrollstuhl mit ei-
ner Entriegelungsvorrichtung (10) zum Lésen der
Krankentrage (1) oder des Krankentransportroll-
stuhls aus mindestens einer relativen Verriegelung
(2); wobei die Verriegelung in den Boden oder in eine
bewegliche Auflageflache eines Krankenwagens in-
tegriert ist, um die Krankentrage (1) oder den
Krankentransportrollstuhl wahrend ihres Transports
in einer Transportposition (T) zu verriegeln; wobei
die Verriegelung (2) mit mindestens einem Verrie-
gelungssystem (7) fur die Krankentrage (1) oder den
Krankentransportrollstuhl versehen ist, und mit Ak-
tivierungsmitteln fiir mindestens ein l6sbares Verrie-
gelungssystem (7), das sich mittels einer Steuervor-
richtung betreibbar in einem Gehause (8) befindet,
das in der Verriegelung (2) erhalten ist; wobei die
Entriegelungsvorrichtung (10) umfasst: ein Steuer-
element (20), das an einem Rahmen (3) der
Krankentrage oder des Krankentransportrollstuhls
angebracht ist und sich in der Nahe des Gehauses
(8) befindet, wenn die Krankentrage (1) oder der
Krankentransportrollstuhl an der Verriegelung (2) in
der Transportposition (T) davon angeordnet ist und
zwischen einer Ruheposition (R), in der das Steue-
relement (20) aulRerhalb des Gehauses (8) verbleibt,
und einer Freigabeposition (S) bewegt werden kann,
dadurch gekennzeichnet, dass in der Freigabepo-
sition (S) das Steuerelement (20) in das Gehause
(8) eingreift, um die Steuervorrichtung zu betreiben;
wobei der Krankenwagen ferner Kontrollmittel (25)
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fir das Steuerelement (20) umfasst, die in der Nahe
eines Griffs (31) angeordnet sind, der an einem hin-
teren Teil der Krankentrage (1) erhalten ist, der sich
beim Laden auf dem Krankenwagen naher an der
Ladungstiir desselben oder an dem Griff (31) befin-
det, der an einem hinteren Teil des Krankentrans-
portrollstuhls angebracht ist, wobei der Griff (31) be-
tatigt werden kann, um das Steuerelement (20) ab-
wechselnd zwischen den Ruhepositionen (R) und
Freigabepositionen (S) zu bewegen.

Transportmittel nach Anspruch 1, dadurch gekenn-
zeichnet, dass das Steuerelement (20) ein ge-
krimmtes Rohr (21) umfasst, das in Bezug auf den
Rahmen (3) zentral gedreht und an einem Ende
(21a) mit Transferelementen (28) verbunden sein
kann, wobei das ungesicherte gegentberliegende
Ende (21b) des Rohrs (21) vorgesehen ist, um sich
zusammen mit dem Rohr (21) in eine Freigabeposi-
tion (S) innerhalb des Gehauses (8) zu bewegen,
um das Steuergerat zu bedienen und auf diese Wei-
se die Krankentrage (1) oder den Krankentranspor-
trollstuhl von der Verriegelung (2) zu I6sen.

Transportmittel nach Anspruch 2, dadurch gekenn-
zeichnet, dass an der Position des ungesicherten
Endes (21b) des gekrimmten Rohres (20) ein Kon-
taktstift (22) vorgesehen ist, um in die Steuervorrich-
tung beim Trennvorgang fur das Transportmittel be-
stehend aus einer Krankentrage (1) oder einem
Krankentransportrollstuhl, einzugreifen.

Transportmittel nach Anspruch 1, dadurch gekenn-
zeichnet, dass das Steuermittel (25) einen Griff (26)
umfasst, der verschiebbar an einem Block (32) an-
gebracht ist, der in dem Rahmen (3) der Kranken-
trage oder des Krankentransportrollstuhls vorgese-
hen ist, wobei ein Ende davon mit Ubertragungse-
lementen (28) verbunden ist und manuell zwischen
der Ruheposition (R) und der Freigabeposition (S)
betatigt werden kann, wobei elastische Rickfihrmit-
tel (27) vorgesehen sind, um den Griff (26) in der
Ruheposition (R) ohne Spannung zu halten.

Transportmittel nach einem der Anspriiche 1 bis 2,
dadurch gekennzeichnet, dass die Ubertragungs-
mittel (28) aus einem Hebel bestehen, der geeignet
gelenkig ist, um die Wirkung der Steuermittel (25)
auf die Betatigungsmittel (28) zu Ubertragen.

Transportmittel nach Anspruch 1 oder Anspruch 5,
dadurch gekennzeichnet, dass die Ubertragungs-
mittel (28) einen elektromagnetischen Aktuator um-
fassen, der in dem unteren Teil des Rahmens (3)
angebracht ist, und dass die Steuermittel (25) einen
Schalter mit einem elektrischen Knopf aufweisen,
der in der Lage ist, den elektromagnetischen Aktu-
ator zu aktivieren, wobei eine elektrische Sammel-
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zelle in der Krankentrage (1) erhalten wird, um dem
elektromagnetischen Aktuator Energie zuzufihren.

Transportmittel nach Anspruch 1 oder Anspruch 5,
dadurch gekennzeichnet, dass die Ubertragungs-
elemente (28) einen pneumatischen Aktuator um-
fassen, der im unteren Teil des Rahmens (3) ange-
brachtist, und dass die Steuermittel (25) einen pneu-
matischen Schalter aufweisen, der zum Betreiben
des pneumatischen Aktuators geeignetist, wobeiein
Druckluftbehalter in der Krankentrage (1) oder im
Krankentransportrollstuhl vorgesehen ist, um dem
pneumatischen Aktuator Energie zuzufiihren.

Revendications

Ambulance pour le transport de personnes blessées
oumalades comprenantune civiere d'ambulance (1)
ou un fauteuil roulant de transport de patients com-
prenant un dispositif de libération (10) pour libérer
la civiere d’ambulance (1) ou le fauteuil roulant de
transport des patients d’au moins une fixation rela-
tive (2); lafixation estintégrée au solou a une surface
de support mobile d’'une ambulance pour verrouiller
la civiére (1) ou le fauteuil roulant dans une position
de transport (T) pendant son transport; la fixation (2)
étant pourvue d’au moins un systéme de verrouillage
(7) libérable pour la civiere (1) ou pour le fauteuil
roulant et de moyens d’activation pour au moins un
systéeme de verrouillage libérable (7), actionnable au
moyen d’un dispositif de commande situé dans un
boitier (8) obtenu dans le verrouillage (2); le dispositif
de libération (10) comprenant: un élément d’action-
nement (20), monté sur un chassis (3) de la civiere
ou du fauteuil roulant, situé a proximité du boitier (8)
lorsque la civiére (1) ou le fauteuil roulant est situé
verrouillé sur la fixation (2) dans la position de trans-
port (T) de celui-ci et peut étre déplacé entre une
position de repos (R), dans laquelle I'élément d’ac-
tionnement (20) reste a I'extérieur du boitier (8), et
une position de libération (S), caractérisée en ce
que dans la position de libération (S) I'élément d’ac-
tionnement (20) s’engage dans le boitier (8) pour
actionner le dispositif de commande; dans lequel
'ambulance de transport comprend en outre des
moyens de commande (25) pour I'élément d’action-
nement (20), disposés a proximité d’'une poignée
(31) obtenue sur une partie arriére de la civiere (1),
quilorsqu’elle est chargée sur 'ambulance, est plus
proche de la porte de chargement de celle-ci ou de
la poignée (31) obtenue sur une partie arriére du
fauteuil roulant, la poignée (31) étant actionnable
pour déplacer I'élément d’actionnement (20) alter-
nativement entre les positions de repos (R) et de
libération (S).

Moyen de transport selon la revendication 1, carac-
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térisé en ce que I'élémentd’actionnement (20) com-
prend un tube incurvé (21), qui peut étre tourné au
centre par rapport au chassis (3) et est relié a une
extrémité (21a) a des éléments de transfert (28), I'ex-
trémité opposée non contrainte (21b) du tube (21)
étant prévue pour se déplacer, avec le tube (21),
vers une position de libération (S), a l'intérieur du
boitier (8), afin de faire fonctionner le dispositif de
commande et de libérer ainsi la civiere (1) ou le fau-
teuil roulant de la fixation (2).

Moyen de transport selon la revendication 2, carac-
térisé en ce qu’une broche de contact (22) est pré-
vue dans la position d’extrémité non contrainte (21b)
du tube incurvé (20), pour s’engager dans le dispo-
sitif de commande pendant I'opération de libération
des moyens de transport constitués d’une civiere (1)
ou d’un fauteuil roulant.

Moyen de transport selon la revendication 1, carac-
térisé en ce que le moyen de commande (25) com-
prend une poignée (26), montée coulissante sur un
bloc (32) prévu dans le chéassis (3) de la civiere ou
du fauteuil roulant de transport. d’'un patient, avec
une extrémité de ceux-ci reliée a des éléments de
transfert (28) et pouvant étre actionnée manuelle-
ment entre les positions de repos (R) et de libération
(S), des moyens de rappel élastiques (27) étant pré-
vus pour maintenir la poignée (26) en position de
repos (R) en I'absence de contrainte.

Moyen de transport selon I'une des revendications
1a2, caractérisé en ce que les moyens de transfert
(28) consistent en un levier, articulé de maniére ap-
propriée pour transférer I'action des moyens de com-
mande (25) aux moyens d’actionnement (20).

Moyen de transport selon la revendication 1 ou la
revendication 5, caractérisé en ce que les moyens
de transfert (28) comprennent un actionneur élec-
tromagnétique, monté dans la partie inférieure du
chassis (3), et en ce que les moyens de commande
(25) comprennent un interrupteur a bouton électri-
que, apte a activer I'actionneur électromagnétique,
une cellule de collecte électrique étant obtenue dans
la civiere (1) pour fournir de I'énergie a I'actionneur
électromagnétique.

Moyen de transport selon la revendication 1 ou la
revendication 5, caractérisé en ce que les éléments
de transfert (28) comprennent un actionneur pneu-
matique, monté dans la partie inférieure du chassis
(3), et en ce que les moyens de commande (25)
comprennent un interrupteur pneumatique apte a
actionner l'actionneur pneumatique, un réservoir
d’air comprimé étant prévu dans la civiere (1) ou
dans le fauteuil roulant, afin de fournir de I'énergie
a l'actionneur pneumatique.
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