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To all whohn, it invay concern: 
Be it known that I, DEWEY F. ADAMS, of 

the city and county of Providence, and State 
of Rhode Island, have invented a new and 
useful Improvement in Hinge-Joints for Jew 
elry; and I do hereby declare the following 
specification, taken in connection with the ac 
companying drawings, forming a part of the 
same, to be a description thereof. 
This invention relates to a hinge or pin 

tongue joint for breastpins and other articles 
of jewelry; and it consists in certain features 
of construction and arrangement hereinafter 
described and claimed. 
The object of the invention is to produce 

a hinge-joint member which can be sold to 
jewelers for application to breastpins, &c., 
and is adapted to be easily attached to the 
body of such an article and to receive a T 
shaped pin-tongue, the said member being 
composed of a single piece of stock. 

Referring to the drawings, Figure 1 shows 
in perspective the hinge-joint member which 
is to receive the T-shaped pin-tongue and is to 
be secured to the body of the article of jewelry. 
Fig. 2 shows a perspective view of the same 
from the opposite side. Fig. 3 represents in 
perspective the blank from which such hinge 
joint member is made. Fig 4 shows in per 
spective a pin-tongue adapted to be combined 
with said hinge-joint member. Fig. 5 shows 
a breastpin with the hinge-joint member at 
tached thereto and the pin-tongue combined 
there with. 
The blank a from which the hinge-joint 

member A is made is shown in Fig. 3. It is 
punched from a flat piece or plate of metal 
and has a main portion Cl', which is provided 
with two holes b and a nose a, projecting 
from one of its sides. 
ber A, Figs. 1 and 2, from this blank, the ends 
or wings 89 of the blank are bent upwardly 
on the dotted lines ac and y, respectively, Fig. 
3, until they stand diverging upwardly from 
the base 10, as shown in Figs. 1 and 2, the 
holes b b being at such a distance from each 
other when the bending is completed that the 
head or cross-bar c of the pin-tongue C can 
pass down between the wings S 9 and into the 
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pivotal holes b b. The nose a is bent up 
Wardly at right angles to the base 10 to fur 
nish a fulcrum or rest, againstand upon which 
the pin-tongue C will bear before its free end 
can enter the “keeper’ D of the article of 
jewelry, so that the resiliency of the pin will 
hold it in the keeper in a well-understood way. 
In combining the hinge-joint member A 

with a breastpin, as E, Fig. 5, the said mem 
ber is secured to the breastpin, as by soldering 
the base 10 of the member to the breastpin 
back. The cross-barc of the pin-tongueis then 
passed down between the diverging wings 89 
of the member A and into the holes b b, when 
the wings are pressed or bent toward each 
other until they are substantially parallel, as 
shown in Fig. 5, thereby pivoting the pin 
tongue to and holding it in connection with 
the member A. 
tongue may first be combined with the mem 
ber A and then the member be attached to 
the breastpin. 
What I claim, and desire to secure by Let 

ters Patent, is 
1. The improved hinge-joint member A 

herein described, formed from the blank C, 
and having a base 10 for attachment to an ar 
ticle of jewelry, wings 89, which are bent and 
diverge upwardly from said base and have the 
holes b b located at such distance from each 
other as to allow the insertion therein and be 
tween the wings of the cross-bar or head of a 
T-shaped pin-tongue, and the nose a, bent up 
wardly from one side of the base 10, substan 
tially as described and shown. 

2. The combination, with a T-shaped pin 
tongue, of the hinge-joint member A, formed 
from the blank C. and having a base 10 for 
attachment to an article of jewelry, the wings 
89, bent upwardly from said base and hav 
ing the pivoted holes b b, which receive the 
ends of the cross-bar or head of the pin-tongue, 
and the nose a, bent upwardly from the base 
10 and furnishing a fulcrum for the pin 
tongue, substantially as described and shown. 

DEWEY F. ADAMS. 
Witnesses: 

EDSON SALISBURY JONES, 
GEORGE. M. CADY. 
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If desired, however, the pin- . 
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