A portable, compact, battery-operated light apparatus (12) for use with a compact computer game (14) having an LCD video screen (16) for enhancing the visibility of the the LCD screen in use, which light apparatus comprises a body (24) with a battery compartment (26) and having side panels (42, 44, 50) which define an open viewing space (40) and lights (52) provided in the body element to provide for indirect lighting of the viewing space, the light apparatus comprising a portable, compact, battery-powered light apparatus and which includes ridges (68, 70) on the light apparatus (12) which snap in a releasable manner onto the grooves (20, 22) in a compact computer game video system (14) to releasably secure the light apparatus (12) in position over the LCD video screen (16) of the compact game system.
DESIGNATIONS OF "DE"

Until further notice, any designation of "DE" in any international application whose international filing date is prior to October 3, 1990, shall have effect in the territory of the Federal Republic of Germany with the exception of the territory of the former German Democratic Republic.

FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th>AT</th>
<th>Austria</th>
<th>ES</th>
<th>Spain</th>
<th>MG</th>
<th>Madagascar</th>
</tr>
</thead>
<tbody>
<tr>
<td>AU</td>
<td>Australia</td>
<td>FI</td>
<td>Finland</td>
<td>ML</td>
<td>Mali</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>FR</td>
<td>France</td>
<td>MN</td>
<td>Mongolia</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GA</td>
<td>Gabon</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GB</td>
<td>United Kingdom</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>GN</td>
<td>Guinea</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>GR</td>
<td>Greece</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>HU</td>
<td>Hungary</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>IT</td>
<td>Italy</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>JP</td>
<td>Japan</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KP</td>
<td>Democratic People’s Republic of Korea</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d’Ivoire</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>SU</td>
<td>Soviet Union</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>LU</td>
<td>Luxembourg</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>MC</td>
<td>Monaco</td>
<td>US</td>
<td>United States of America</td>
</tr>
</tbody>
</table>
Light Apparatus for Use With A Compact Computer Video Screen

Background of the Invention

Compact computer apparatuses having video viewing screens are quite popular and typically comprise hand-held, portable, battery-operated devices which typically display information or play games employing a video screen, particularly a generally flat, liquid crystal display (LCD) screen. Such compact video computer apparatuses may include, but not be limited to: calculators, computer video games, lap top computers and other computers where a variety of software is employed. In particular, compact video games, such as the compact video game system known as GAME BOY™ (a trademark of Nintendo of America, Inc.), is a completely self-sustained video game system which may be operated by employing a collection from a library of software game packs. The Nintendo GAME BOY™ compact video game system provides a compact, self-contained, battery-operated, portable, hand-held computer with a cross key joy stick to operate the game and start and select buttons with an LCD-type screen, together with volume controls so as to display and enable the user to display images and play games.

While video display screens are employed and typically include a flat LCD-type screen, such LCD-type display screens are often difficult to observe by the user in partial light, particularly, for example, in semi-darkened rooms, automobiles, planes, trains, buses and the like due to the lack of illumination on the LCD screen to permit suitable contrast during use.

Therefore, it is desirable to provide a light apparatus to enhance the view of the video screens of compact video systems, particularly video systems employing a flat, LCD-type screen, such as for example, as illustrated by the Nintendo GAME BOY™ video game system.
Summary of the Invention

The present invention relates to a light apparatus used with a compact computer video screen. More particularly, the invention concerns a portable, battery-operated, hand-held light apparatus for use with a portable, battery-operated, hand-held computer video screen system employing an LCD screen to enhance the user's viewer of the LCD screen.

The invention comprises a light apparatus particularly a portable, hand-held, battery-operated light apparatus for use in combination with a computer apparatus having a video screen, such as compact video game system, in order to enhance the display of the video screen. The light apparatus generally comprises a body section, such as a molded plastic top and bottom section, having a plurality of, for example generally four, spaced apart, generally perpendicular to the screen light-colored panels which define an open viewing area in the body, the open viewing area adapted to match, i.e. generally rectangular, the viewing area of the video screen of the compact video apparatus with which the light apparatus is to be employed. The side panels extend outwardly about the sides of the open viewing space and generally are perpendicular outwardly from the compact video game screen to be enhanced, and generally are white or a light color to reflect indirect lighting. The light apparatus includes a battery section for the placement of batteries as a power source and includes electrical wires extending from the battery and electrically connected to an off/on switch and hence to a pair of small light bulbs placed on either side of the side panels, the lights adapted to be powered by the batteries and operated by the off/on switch. The lights are placed on opposing sides of the panel section and while in operation provide indirect enhancement light which is reflected from the side panels onto the viewing screen of the video screen of the compact computer apparatus in use thereby enhancing viewing of the LCD screen.
In addition, the light apparatus includes means by which the body section, including the battery section, may be clipped directly on in a snap-on fashion or otherwise retained in and on the compact computer so that the open viewing space of the body section of the light apparatus may fit directly over the video screen whose image is to be enhanced by the light of the light apparatus. In connection with a particular compact computer video game system, the body section would include a battery section at the top of the body section and which extends backwardly from the body section. The body section includes a pair of generally parallel, straight, spaced apart, molded-type ridges, which ridges are designed to fit in a snap-on fashion onto the molding or design grooves found on the face and at the top face of the Nintendo game system. One ridge extending from the bottom surface of the extended battery section snaps into a groove on the top of the Nintendo GAME BOY™ system so as to provide a snap-on light apparatus. Another ridge on the top back surface of the body section snaps into a groove on the top face surface of the Nintendo game system. In combination with the Nintendo GAME BOY™ system, the light apparatus when snapped on may be snapped directly in place or laterally slid to position the open viewing space of the light apparatus so as to provide for alignment of the open viewing space with the LCD video screen or the GAME BOY™ video game system, and optionally, to provide the user with a visual view of the battery and viewing light of the face surface of the compact computer apparatus.

Broadly, the present invention is directed to a portable, battery-operated, compact light apparatus for providing indirect light and enhancing the user's view of a video screen in a compact, portable, battery-operated computer, such as a compact computer game video screen system, particularly where the video screen is composed of an LCD screen which is difficult to see in partial light or poor visibility conditions. The light apparatus of the invention comprises a box-like body with a
plurality of surrounding side panels, typically light colored, such as white, and of short, defined depth, for example, about one-quarter inch, which defined in the body element and open video viewing space within the body with the element viewing space typically being generally rectangular in nature and adapted to conform to the size of the video screen in the compact apparatus in which the light apparatus is to be employed, so that the open video viewing space may be placed directly over the video screen, such as a 4×4½ cm open viewing space to fit over a similar size video screen.

The light apparatus includes a battery compartment adapted to receive batteries as a source of power therein, typically for example four "AA" type batteries, with the battery compartment generally integrally formed into the plastic molded body and positioned in one preferred embodiment so that the battery compartment is at the top section of the body above the open video viewing space and which battery compartment extends slightly backwardly from the back surface of the body section so as to overhang the top surface at least in part of the compact computer apparatus in which the light apparatus is to be employed.

The light apparatus includes light means to light up one or preferably two or more directly opposing sides of the open viewing space with the open viewing space typically being defined by a plurality of light-colored side panels, generally four side panels, comprising a top and bottom panel generally vertical to the video viewing screen and two opposingly spaced apart generally sloping side panels on either side of the video viewing screen with typically a pair of light bulbs disposed one on each of the side panels. Preferably, a short extension adjacent the open viewing space on each of the opposing side panels is provided to provide for shielding of light from the light bulbs so that the light from the light bulbs will not impinge directly onto the LCD video screen, but rather be reflected from the sloping side panels to provide indirect light on to the LCD video screen. Of course, if desired, the lights may be employed
without the need for direct lighting and so positioned to provide indirect lighting or employing different light bulbs, such as soft lights, or employing lights on all or one surfaces to provide the lighting necessary to enhance the video screen. The light apparatus includes electrical switch means, typically a sliding switch means, to provide off/on power with electrical wiring from the batteries in the battery compartment through the electrical switch means and to the light, with the electrical switch means typically comprising a sliding off/on switch which makes contact with a tension-biased metal bar which in the "on" position forces the metal bar to make contact and to light the light bulbs and in the "off" position to break the circuit.

In the light apparatus, the optical light system employed in combination is of considerable importance in providing view enhancement of the display screen. The light bulbs are a source of white light (filaments), the light bulb shields or tabs prevent concentrated light from illuminating directly the surface of the LCD screen, the white or light-colored walls about the screen diffuse the white light from the bulbs and the white finish is preferably a flat white rather than a glossy white finish to reflect a homogenous light onto the surface of the LCD display screen to eliminate uneven illumination of the display screen.

The light apparatus includes an attachment means to releasably secure the body of the light apparatus in a releasable manner to the compact computer apparatus and optionally so as to permit adjustment of the open viewing area of the light apparatus to be slid or positioned over the video screen of the compact computer apparatus and thereafter to be easily removed if desired where lighting conditions might change. Any releasable means to attach the body of the light apparatus onto the computer apparatus may be employed to include, but not limited to, for example, the employment of Velcro® fasteners secured to the surface of the light apparatus and to the surface of the computer game apparatus.
More preferably in one defined embodiment herein, attachment means provides for a pair of space apart ridges on the light apparatus, such straight line ridges adapted to snap into a groove on the front surface of the video game apparatus and another ridge to snap from the bottom surface of the battery compartment into a groove onto the top surface of the computer game apparatus so as to provide a snap-on means of attaching the light apparatus onto the compact computer apparatus. The attachment means employing the raised ridges on the light apparatus are particularly adapted for use with the compact computer apparatus wherein there are corresponding grooves formed in the computer apparatus. In particular, the light apparatus as illustrated is designed to be employed with a compact computer apparatus and video game system known as the Nintendo GAME BOY™ video game system whereby the compact computer apparatus with the LCD video screen contains a line groove extending across and close to the top surface of the video game system and another groove extending across the top surface of the video game system, thus enabling the light apparatus ridges to be snapped into place into said grooves and also enables the light apparatus to move slidably laterally for correct positioning of the open viewing area of the light apparatus over the LCD video screen.

The invention will be described for the purposes of illustration only in connection with certain preferred embodiments; however, it is recognized that various changes, modifications, additions and improvements may be made to the illustrated embodiments by those persons skilled in the art without departing from the spirit and scope of the invention.

**Brief Description of the Drawings**

Fig. 1 is a perspective view from above showing the light apparatus of the invention in an attached position onto a compact computer apparatus;

Fig. 2 is front elevational view of the light apparatus of the invention;
Fig. 3 is a back elevational view of the light apparatus of the invention;

Figs. 4 and 5 are opposite side plan views of the light apparatus of the invention;

Fig. 6 is a top plan view of the light apparatus of the invention;

Fig. 7 is a bottom plan view of the light apparatus of the invention;

Fig. 8 is a front plan view in the open position of the bottom cover of the light apparatus of the invention;

Fig. 9 is a back plan view in the open position of the top cover of the light apparatus of the invention; and

Fig. 10 is a side plan view of the light apparatus of the invention secured to a compact computer apparatus as shown in Fig. 1, with the computer apparatus shown in dotted lines.

**Description of the Embodiments**

Fig. 1 illustrates the light apparatus of the invention in combination with a Nintendo GAME BOY™ compact computer apparatus 14 having a LCD video screen 16. The computer apparatus 14 has a battery warning light section 18 on the front face to advise the user concerning the status of the battery and contains a recessed groove 20 around the side of the apparatus, apparently a design or molding line, and a top groove 22 on top front surface of the computer apparatus 14.

With reference to all of the drawings, the light apparatus 12 comprises a body section 24 having an integrally formed battery compartment 26 formed at the upper portion thereof and adapted to receive four "AA" batteries 30 as the source of power, the battery compartment having a slidable door 28 for retaining the batteries 30 in the battery compartment 26 in a electrical contact position, the battery compartment 26 extending outwardly from the back of the body 24 so that in the attachment position with the computer apparatus 14, the battery compartment can extend over at least a portion of the top surface of the computer apparatus 14. The light apparatus includes an off/on electrical
switch 56 on the face thereof comprising a molded plastic, slidable off/on switch 56 having a raised, knurled, operating section 76 which extends outwardly from the front opening 32 in the body 24. The slidable plastic switch is located between two raised, molded plastic ridges 60 on the top molded cover 36. Such top molded cover is designed to fit matingly with the bottom molded cover 38. The light apparatus 12 includes a side recessed area 34 so designed as to fit over and expose to the viewer the battery warning light 18 on the face of the compact computer apparatus 14 so that the user may view the battery light as required.

The body 24 includes an open video space 40 which is designed to be of the same size as the LCD video screen 16 of the compact computer apparatus 14. The body 24 includes a pair of sloped or angled white colored side panels 42 and 44 and a top and bottom side panel 50 and the white or light colored extending directly generally perpendicular to the video screen 16 rather than sloped as illustrated for the side panels 42 and 44. The top side panel 50 is integral with and extends from the bottom molded section of the body 38 when the body sections 36 and 38 are matingly engaged to form the body 24, the top panel 50 with the panels 42, 44 and 46 on the top section 36 then form a rectangular, open video viewing space 40 of the apparatus.

The light apparatus includes a pair of light bulbs 52 placed on either side of sloping sides panels 42 and 44 and which side panels also include a short, solid, upward extending light shield 48 so as to prevent the direct glare of the light bulbs 52 onto the LCD screen and to provide for indirect lighting through reflection on the light-colored side panels 42, 44, 46 and 50 onto the LCD viewing screen 16. The light bulbs 52 are connected in parallel through wires 54 first to a spaced apart metal shorting bar 66 (shown in dotted lines) with the other connection going to an electrical bar 62 which is held in place by two raised, molded plastic pins 64 and which includes a spring-type metal, tensioned contact 72 whereby on movement of the off/on
switch 56 electrical contact is made between the electrical wires 54 to the light bulbs 52 through the electrical metal bar 62 through wires 54 extending into the batteries 30. The electrical shorting bar 66 is connected in parallel to the light bulbs 52 and is spaced apart by an extending ridge 74 spaced just above the side panel 50.

The light apparatus 12 is secured to a compact computer game system 14, in particular the Nintendo GAME BOY™ system as illustrated by the use of a straight, raised, molded ridge 70 on the top back surface of the body section and a corresponding straight, raised, molded ridge 68 extending from bottom surface of the extending battery compartment 26 (see Fig. 10 in particular). The raised ridges 68 and 70 are designed to snap in to a matingly and slidable fashion into grooves 20 and 22 of the computer game apparatus 14 so that the light apparatus is then releasably attached to the front surface of the computer game apparatus 14 and may be easily slid through the ridges laterally to adjust the open space 40 of the light apparatus 12 into the LCD screen 16 of the computer game apparatus 14.

In operation, the light apparatus is then snapped on through the ridges 68 and 70 into grooves 20 and 22 of the apparatus 14, then slightly laterally adjusted if required so as to place the indent 34 directly over the battery warning light of apparatus 14 and to position the open viewing space 40 directly over and aligned with the LCD screen 16 and then moving the off/on switch to the "on" position to provide indirect lighting from bulbs 52 to the LCD screen when viewing the LCD screen of computer game system 14 in poor light conditions.

What is claimed is:
CLAIMS

Claim 1. A portable, battery-operated, compact light apparatus for use in enhancing the view of a compact computer video screen, which light apparatus comprises:

a) a body having a plurality of light-colored, short, extended panels which define an open video viewing space within the body, the video viewing space adapted to conform generally to the size of the compact computer video screen to be enhanced for viewing by the user;

b) a battery compartment in the body adapted to receive batteries as a power source for the light apparatus;

c) lighting means to light up indirectly one or more surfaces of the side panels to have reflected light from said lighting means enhance the viewing of the compact computer video screen;

d) electrical switch means to control the power from the power source;

e) electrical connection means to connect the light means through the switch means to the battery compartment and to the batteries as a power source to be employed therein;

and

f) attachment means to secure releasably the body of the light apparatus directly on to the compact computer apparatus so that the open viewing area of the light apparatus may be positioned over the video screen of the compact computer apparatus and whereby the indirect light means may enhance the view of the video screen in use by the user.

Claim 2. The apparatus of claim 1 wherein the battery compartment is integral with the body and is positioned within the top section of the body, and the bottom surface of the battery compartment extends outwardly beyond the back surface of the body.

Claim 3. The apparatus of claim 1 wherein the lighting means comprises first and second light bulbs positioned generally
adjacent opposite side panels of the body and which side panels include a short, raised shield section means to shield the light bulbs from direct viewing and to reflect the light of the first and second light bulbs toward the light-colored side panels for reflection onto the video screen.

Claim 4. The apparatus of claim 1 wherein the attachment means comprises one or more raised ridge means on the body, the raised ridge means adapted to fit into a close, snap-in relationship with groove means on the compact computer apparatus whereby the light apparatus may be retained with the compact computer apparatus and the open viewing space of the light apparatus positioned over the video screen of the compact computer apparatus.

Claim 5. The apparatus of claim 2 wherein the attachment means includes a first raised, straight ridge on the top back surface of the body and a second raised, straight ridge on the extended bottom surface of the battery compartment, the first and second raised ridges adapted to snap respectively into corresponding grooves on the top front and top surface of a compact computer apparatus so as to attach the light apparatus to the compact computer apparatus.

Claim 6. The apparatus of claim 1 which includes batteries positioned in the battery compartment as a power source for the light means of the apparatus.

Claim 7. The apparatus of claim 1 which includes four panels to define the open viewing area which include first and second side panels at an angle to the video screen and top and bottom panels generally perpendicular to the video screen to define a rectangular viewing area.

Claim 8. The compact computer apparatus having a video screen for viewing by a user and which includes releasably attached thereto the light apparatus of claim 1 with the open viewing area of the light apparatus positioned generally over the video screen of the compact computer apparatus.
Claim 9. The compact computer apparatus of claim 8 wherein the video screen comprises a LCD video screen.

Claim 10. A compact computer apparatus having a LCD video screen which includes releasably attached thereto in a snap-on relationship the light apparatus of claim 5.

Claim 11. The apparatus of claim 1 wherein the body has an opening therein to permit the user to view a battery warning light on the compact computer apparatus when the light apparatus is attached to the compact computer apparatus.

Claim 12. A portable, battery-operated, compact light apparatus for use in enhancing the user's view of a compact computer video game screen, which light apparatus comprises:

a) a box-like body having four, short, extending side panels of a light-colored material which define a generally rectangular, open video viewing space within the body, the video viewing space adapted to conform to the size of the compact computer video screen to be enhanced;

b) a battery compartment integral with the body and positioned on the top section of the body and which battery compartment extends backwardly beyond the back surface of the body and short, defined distance;

c) batteries in the battery compartment to form a source of power;

d) light means to light up indirectly a pair of opposing side panel surfaces and comprising first and second light bulbs wherein the side panels have short, raised shield extensions spaced apart from the light-colored surface of the side panels and to shield the direct illumination of the bulbs onto the video screen and to provide reflected light from said bulbs from said side panels;

e) an electrical switch means to include an off/on switch to operate the light means; and

f) electrical connection wiring means to connect the light means through the switch means to the batteries as the power source of the light apparatus; and
attachment means to secure releasably the body of the light apparatus in a releasably manner onto the compact computer apparatus and which attachment means comprises a raised ridge on the top back surface of the body and a second raised ridge on the bottom surface of the extended battery compartment, the first and second raised ridges adapted to snap in a releasable fashion into corresponding grooves on the top face and top surface of the compact computer apparatus so as to permit the open viewing space of the body to be positioned generally over the computer video screen whereby the computer video screen may be enhanced by the indirect lighting afforded by the light bulbs.

Claim 13. A portable, battery-operated, compact computer video apparatus containing a generally rectangular LCD video screen for viewing and which compact apparatus includes and releasably secured thereto the portable, battery-operated, compact light apparatus of claim 12.

Claim 14. A method of enhancing the viewing of a LCD video screen of a compact computer apparatus, which method comprises:

a) providing a compact, battery-operated, portable light apparatus having an open viewing area adapted to be placed over the LCD video screen and indirectly lighting the open viewing area;

b) providing a compact computer apparatus having a LCD video screen which requires enhanced lighting for viewing in partial light conditions;

c) securing in a releasable manner the light apparatus onto the compact computer apparatus with the open viewing space of the light apparatus positioned over the video viewing screen; and

d) indirectly lighting the video viewing screen by lights in the light apparatus.

Claim 15. The method of claim 14 which includes providing a pair of spaced apart, raised ridges in the light apparatus
and providing a compact computer apparatus having a pair of correspondingly spaced apart grooves and securing the light apparatus onto the computer apparatus by snapping the raised ridges into the grooves.
AMENDED CLAIMS
[received by the International Bureau on 9 July 1991 (09.07.91);
original claims 8 and 12 amended; other claims unchanged (2 pages)]

adjacent opposite side panels of the body and which side panels
include a short, raised shield section means to shield the light
bulbs from direct viewing and to reflect the light of the first
and second light bulbs toward the light-colored side panels
for reflection onto the video screen.

Claim 4. The apparatus of claim 1 wherein the attachment
means comprises one or more raised ridge means on the body,
the raised ridge means adapted to fit into a close, snap-in
relationship with groove means on the compact computer apparatus
whereby the light apparatus may be retained with the compact
computer apparatus and the open viewing space of the light
apparatus positioned over the video screen of the compact computer
apparatus.

Claim 5. The apparatus of claim 2 wherein the attachment
means includes a first raised, straight ridge on the top back
surface of the body and a second raised, straight ridge on the
extended bottom surface of the battery compartment, the first
and second raised ridges adapted to snap respectively into
corresponding grooves on the top front and top surface of a
compact computer apparatus so as to attach the light apparatus
to the compact computer apparatus.

Claim 6. The apparatus of claim 1 which includes batteries
positioned in the battery compartment as a power source for
the light means of the apparatus.

Claim 7. The apparatus of claim 1 which includes four
panels to define the open viewing area which include first and
second side panels at an angle to the video screen and top and
bottom panels generally perpendicular to the video screen to
define a rectangular viewing area.

Claim 8. A compact computer apparatus having a video screen
for viewing by a user and which includes releasably attached
there to the light apparatus of claim 1 with the open viewing
area of the light apparatus positioned generally over the video
screen of the compact computer apparatus.
Claim 9. The compact computer apparatus of claim 8 wherein the video screen comprises a LCD video screen.

Claim 10. A compact computer apparatus having a LCD video screen which includes releasably attached thereto in a snap-on relationship the light apparatus of claim 5.

Claim 11. The apparatus of claim 1 wherein the body has an opening therein to permit the user to view a battery warning light on the compact computer apparatus when the light apparatus is attached to the compact computer apparatus.

Claim 12. A portable, battery-operated, compact light apparatus for use in enhancing the user's view of a compact computer video game screen, which light apparatus comprises:

a) a box-like body having four, short, extending side panels of a light-colored material which define a generally rectangular, open video viewing space within the body, the video viewing space adapted to conform to the size of the compact computer video screen to be enhanced;
b) a battery compartment integral with the body and positioned on the top section of the body and which battery compartment extends backwardly beyond the back surface of the body a short, defined distance;
c) batteries in the battery compartment as a source of power;
d) light means to light up indirectly a pair of opposing side panel surfaces and comprising first and second light bulbs wherein the side panels have short, raised shield extensions spaced apart from the light-colored surface of the side panels and to shield the direct illumination of the bulbs onto the video screen and to provide reflected light from said bulbs from said side panels;
e) an electrical switch means to include an off/on switch to operate the light means; and
f) electrical connection wiring means to connect the light means through the switch means to the batteries as the power source of the light apparatus; and
### I. CLASSIFICATION OF SUBJECT MATTER

According to International Patent Classification (IPC) or to both National Classification and IPC:
- IPC (S): F21V 35/00; A63F 9/00; G02F 1/13; G09G 1/00
- U.S. Cl: 362/109; 273/148B; 1E; 350/345; 340/700

### II. FIELDS SEARCHED

<table>
<thead>
<tr>
<th>Classification System</th>
<th>Classification Symbols</th>
</tr>
</thead>
</table>

Documentation Searched other than Minimum Documentation to the extent that such Documents are Included in the Fields Searched:

### III. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of Document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to Claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>US, A 4,893,222 (MINIZER) 09 January 1990 See the entire document.</td>
<td>2, 5, 6, 8, 12-15</td>
</tr>
<tr>
<td>Y</td>
<td>US, A 4,359,222 (SMITH, III ET AL) 16 November 1982 See the entire document.</td>
<td>1, 4, 5, 8, 9, 12-14</td>
</tr>
<tr>
<td>Y</td>
<td>US, A 4,641,925 (GASPARAITIS ET AL) 10 February 1987 See Column 1, Lines 46-52 and Figure 1.</td>
<td>1, 3</td>
</tr>
<tr>
<td>Y</td>
<td>US, A 4,661,906 (DIFRANCESCO ET AL) 28 April 1987 See Column 3, Lines 38-40 and Figure 1.</td>
<td>11</td>
</tr>
</tbody>
</table>

* Special categories of cited documents:
  - "A" document defining the general state of the art which is not considered to be of particular relevance
  - "E" earlier document but published on or after the international filing date
  - "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  - "O" document referring to an oral disclosure, use, exhibition or other means
  - "P" document published prior to the international filing date but later than the priority date claimed
  - "T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  - "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step
  - "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.

* A* document member of the same patent family

### IV. CERTIFICATION

Date of the Actual Completion of the International Search: 09 OCTOBER 1990

International Searching Authority: ISA/US
Signature of Authorized Officer: STAN SARAM NGUYEN NGOC-HO

Form PCT/ISA/210 (second sheet) (May 1986)