(54) Title: METHOD OF INITIALIZING A NAVIGATION SYSTEM

(57) Abstract: A variety of methods of orienting a user of a personal navigation device are described. The user of personal navigation device activates a navigation service and specifies a desired destination. A processor determines a route between the current location of the user and the desired destination. Techniques discussed for orienting the user utilize visible landmarks, dead reckoning, compass information or a combination of these techniques. Once the orientation of the user is established the user is instructed to proceed along the route.
SI, SK, TR), OAPI patent (BF, BJ, CF, CG, CI, CM, GA, GN, GQ, GW, ML, MR, NE, SN, TD, TG).

Declarations under Rule 4.17:

Published:
— with international search report
— before the expiration of the time limit for amending the claims and to be republished in the event of receipt of amendments

For two-letter codes and other abbreviations, refer to the “Guidance Notes on Codes and Abbreviations” appearing at the beginning of each regular issue of the PCT Gazette.
Method of Initializing a Navigation System


Field of the Invention

[002] The invention relates to navigation systems and, more specifically, to portable navigation systems which receive data from a remote database.

Background of the Invention

[003] Navigation systems are now widely available for a variety of different luxury automobiles. These navigation systems rely on global positioning system (GPS) data, extensive navigation databases, and other sensor data. One key advantage allowing for simplifying the implementation of a navigation system for an automobile is that the vehicle is generally assumed to be traveling forward. As such, the navigation system incorporates sensors that determine the direction that the car is facing. Typically, the navigation system will incorporate a compass however other options exist for determining orientation. Thus, the navigation system merely needs to inform the driver of the automobile when to turn left or right.

[004] Recent developments have provided more affordable GPS devices that provide a navigation system for an individual. In US patent 6,124,826, Garthwaite et al. describe a portable communications device that establishes a wireless communication link with a remote navigation computer. In a proposed embodiment, the portable communications device is a cellular telephone with an integrated GPS. The user specifies a desired destination using the cellular telephone. This information as well as the current GPS position of the cellular telephone is provided to a remote navigation computer. The navigation computer compares the current GPS position with the desired destination and establishes a route consistent with a navigation database. Unfortunately, it is assumed that the user is already traveling toward their destination. Clearly, once the user is moving along the correct route, the orientation of the user is known. Unfortunately, it is unlikely that users who are in the right place and moving in the right direction will be seeking navigational assistance. It is more likely that a lost individual will seek
assistance. Further unfortunately, the prior art system cannot help such a lost individual as they stand seeking assistance; the cellular telephone and the individual are in an unknown orientation both to the navigation system and to each other. Alternatively, an individual will be diverted as they follow a navigation path. For example, a tourist receiving instructions to go to a specified destination may take a detour from the programmed path to, for example, take some photographs. When the person stops moving it is now longer practical to assume that they are facing in any particular direction.

[005] While a variety of modifications are possible to determine the orientation of the cellular telephone these design modification are not always helpful. The cellular telephone could be worn on a belt (hands free) or held up to either ear. As such, knowing the orientation of the cellular telephone is not helpful.

[006] It would be advantageous to have personal navigation devices that provide a user with clear navigation instructions that permit the orientation of the user of the cellular telephone to be determined in advance of providing navigation instructions associated with a predetermined navigation path.

Summary of the Invention

[007] In accordance with the invention there is provided a method of providing directional information, comprising the steps of: sensing location information with a position sensor within a cellular telephone; providing the location information from the cellular telephone to a processor; providing a destination to the processor; performing one of orienting the individual in a known predetermined orientation and determining an orientation of the individual relative to stored geographic data stored in memory accessible by the processor; determining a route between the position and the destination; determining a set of directional instructions consistent with the position, the route, and the orientation of the individual; and, providing an appropriate instruction from the set of directional instructions to the individual.

Brief Description of the Drawings

[008] The invention will now be described with reference to the drawings in which:
[009] Fig. 1 is a schematic diagram of a navigation system;

[010] Fig. 2 is a flowchart according to the invention in which a cellular telephone user is instructed to move in order to determine their orientation;

[011] Fig. 3 is a flowchart according to the invention in which a cellular telephone user is instructed to orient themselves relative to a landmark;

[012] Fig. 4a is a simplified block diagram of a cellular telephone incorporating a compass therein for use with the methods of Figs. 4b and 5;

[013] Fig. 4b is a flowchart according to the invention in which a cellular telephone user provides compass data to a navigation system;

[014] Fig. 5 is a flowchart according to the invention in which a user orients themselves relative to compass data; and,

[015] Fig. 6 is a flowchart according to an embodiment of the invention in which a set of waypoints is provided to a personal navigation device.

Detailed Description of the Invention

[016] A variety of techniques are available for orienting a user of a portable navigation device. For example, in US patent 6,029,069 Takaki discloses a person navigation system in which a user is questioned by an automated system and instructions are provided in dependence upon the response of the user. This system relies on the user recognizing landmarks or being able to specify specific buildings. While this may be useful in navigating within, for example, a university environment where the buildings are easily distinguished, it is less useful to an individual who is not familiar with the area being navigated. Clearly, looking for specific landmarks while one is in a hurry is a distraction. Additionally, in congested cities where navigation is often complicated it is frequently difficult to perceive the landmarks that such a system will request. Further, it is often necessary for the user to specify a large number of landmarks in order for the system to properly recognize his position and orientation.

[017] Referring to Fig. 1, a schematic diagram is shown for a prior art navigation system consistent with an embodiment of US patent 6,124,826 by Garthwaite et al. The navigation
system includes: a cellular telephone 10 with GPS, GPS satellites 11, a wireless transmission
tower 12, a base unit 13 and a navigation computer 14 having an extensive navigation database.
In operation, a user of the cellular telephone 10 calls a navigation service. Thus, a
communications path is established between the cellular telephone 10 and the navigation
computer 14 using the conventional cellular telephone network. The cellular telephone 10
receives GPS signal data from the GPS satellites 11 and is able to establish the location of the
 cellular telephone 10 based upon the GPS signal data. The location of the cellular telephone 10
is sent to the navigation computer 14 as well as desired destination information. This allows the
navigation computer to determine a route. The prior art provides voice instructions to the user
regarding where to turn and how far to go. A voice synthesis program and navigation databases
are stored remotely and updated as necessary. Unfortunately, the method taught only applies to
users already moving along the indicated path.

[0018] Referring to Fig. 2, a flowchart descriptive of the use of the navigation system of Fig. 1
according to an embodiment of the invention is provided. In operation, a user contacts a
navigation service from a cellular telephone. The navigation service receives a signal from the
 cellular telephone indicating the desired destination. A second signal is provided from the
 cellular telephone to the navigation service indicating the current location of the cellular
 telephone based upon the GPS data. The navigation service includes a computer for comparing
the GPS data with data within a navigation database. The computer then determines a set of
simple easily recognizable landmarks within view of the user’s location as indicated by the GPS
data and based upon information from the navigation database. Additionally, the computer
determines an appropriate route for the user towards the desired destination. For example, if the
GPS data indicates that the user is on a walkway of the Sydney harbor then the navigation
system indicates that the user should walk along a walkway towards the Sydney opera house.
Alternatively, if the desired destination was in an opposite direction then the system transmits a
signal indicative of the user walking along the walkway away from the Sydney opera house.
Clearly, a wide variety of landmarks are possible so long as they are stored within the navigation
database. Optionally, since the GPS information is available, the navigation system has access to
the local time where the user is located. When the navigation system is coupled to
meteorological and/or astronomical databases it has access to solar position data or lunar position
data as “landmarks,” weather conditions permitting.
[0019] Of course, when landmarks are not in the direction of travel of the individual, the system orients the individual relative to the landmark — for example by requesting that the individual faces a landmark — and then reorients the individual — for example by directing the individual to turn right.

[0020] Referring to Fig. 3, a flowchart according to a second embodiment of the invention is provided. In operation, a user dials a navigation service from the cellular telephone. The navigation service receives a signal from the cellular telephone indicating the desired destination. A second signal is provided to the navigation system from the cellular telephone indicating the current location of the cellular telephone based upon the GPS data. The navigation system transmits to the cellular telephone a signal requesting that the user of the cellular telephone move forward in an approximately straight line in a safe direction. The navigation computer continues receiving GPS data from the cellular telephone. When the user has moved to displace the cellular telephone sufficiently that a new, substantially different, GPS location is indicated (approximately 3 meters), an orientation of the individual is computed based on the GPS data by calculating a vector between the two points. Once the location and orientation of the user are known a route is generated to lead the user to the desired destination and, based on the user’s known orientation, instructions are provided to the user.

[0021] Referring to Fig. 4a, an embodiment of an apparatus according to the invention is shown. A cellular telephone 40 is shown having a microphone 41, a speaker 42, a keypad 43, a GPS receiver 44, and a compass 45. The device, by integrating a compass with the cellular telephone and GPS provides for functionality supporting further embodiments of the inventive method.

[0022] Referring to Fig. 4b, a flowchart descriptive of an alternative embodiment of the invention is provided. In operation, a user contacts a navigation service from the cellular telephone. The navigation service receives a signal from the cellular telephone indicating the desired destination. A second signal is provided from the cellular telephone to the navigation service indicating the current location of the cellular telephone based upon the GPS data. An instruction is provided from the navigation service to the cellular telephone and intended for the user requesting that the cellular telephone be oriented in a predetermined fashion relative to the user. In an exemplary instruction, the user is asked to point the speaker of the cellular telephone
up with the antenna straight ahead of the user, and then to press the "1" key. Compass data is provided from the compass integrated within the cellular telephone and a third signal is provided from the cellular telephone to the navigation service including the compass data. Once the compass data is received by the navigation computer, the user orientation is known due to the known orientation of the cellular telephone relative to the compass and relative to the user. A route to the desired destination is determined and instructions are forwarded to the user via the cellular telephone from the navigation service.

[0023] Referring to Fig. 5, a flowchart descriptive of an alternative embodiment of the invention is provided. In operation, a user contacts a navigation service from the cellular telephone. The navigation service receives a signal from the cellular telephone indicating the desired destination. A second signal is provided from the cellular telephone to the navigation service indicating the current location of the cellular telephone based upon the GPS data. An instruction is provided from the navigation service to the user to orient themselves in a predetermined absolute direction. The user holds the cellular telephone of Fig. 4a in front of them and rotates until the direction indicated on the cellular telephone is the predetermined direction. Alternatively, the phone shows an actual compass pointing north and the user rotates themselves relative to north. Now, the user orientation is known. A route to the desired destination is determined and instructions are forwarded to the user via the cellular telephone from the navigation service.

[0024] The embodiments of the invention provided herein are intended to illustrative of the invention, however, numerous other embodiments of the invention may be envisioned by a person of skill in the art without departing from the spirit and the scope of the invention.

[0025] Referring to Fig. 6, a flowchart consistent with an embodiment of the invention is shown. In this embodiment of the invention, a personal navigation device comprising a cellular telephone having a processor, a GPS and a compass is used to direct a user to a desired destination. A user establishes a wireless communication data link with a navigation service and specifies a desired destination. The personal navigation device also transmits data consistent with the current location of the user. The navigation service consults a geographic database and determines an appropriate set of waypoints, the last of which is the desired destination. Position information associated with the waypoints is provided to the personal navigation device. The
orientation of the user of the personal navigation device is established by orienting the user relative to a visible landmark. The user is then directed to proceed to the first waypoint. The personal navigation device includes a directional feedback system that provides data to the user of whether the next waypoint is to the left or right of the current orientation of the user. When the user is sufficiently proximate a waypoint, the user is directed to the next waypoint.

[0026] Since the personal navigation device stores all of the necessary waypoints, it is unnecessary to maintain continuous contact with a remote navigation computer. Additionally, in many circumstances, a user traveling on foot will not follow the predetermined navigation route. For example, a user with such a personal navigation system might have to meet a friend at a specific time and location. While going to meet the friend, the user sees, for example, a statue in a park. The user walks around the statue, a movement inconsistent with the route stored by the personal navigation device. Clearly, in this case, providing audio cues to the user that they have deviated from a desired path is an annoyance. The user is likely aware that the path to the desired destination does not include circling a statue. Although the user wishes to arrive at the destination, the user may also wish to interact with their environment. Additionally, a user on foot has many different options for going between points. While a traditional automotive navigation system would only suggest routes that follow roads, a person on foot may chose not to follow roads and sidewalks. For example, a user of a personal navigation system might choose to walk though a park instead of following a suggested route along a street. As long as the user does not deviate too much from the desired route the user will be able to head toward the next waypoint. If the user has deviated substantially from the path between waypoints then the user is free to establish a new path by redialing the navigation service and making another request for a route to the desired destination.

[0027] Clearly, a variety of methods exist for establishing the orientation of the user as described herein above. Additionally, in the event that one of these methods is inadequate another method is optionally chosen.

[0028] In an alternative embodiment of the invention the personal navigation device includes an input for receiving geographic data and a memory for storing the geographic data. This permits the device to produce routes within an area corresponding to the provided geographic data.
Thus, the user is more autonomous and does not rely on cellular telephone systems for navigation solutions within that area. Clearly, such a system is still able to take advantage of the methods or orienting the user as described herein above. Additionally, when a user deviates from a predetermined path, a new path is easily generated based upon the current location of the user and the desired destination.

[0029] The invention also provides a simple method of orienting an individual. In this case, a cellular telephone has a GPS receiver and a display. In use, the user moves from a first position to a second position. The change in position is used to determine the direction that the user is facing. The direction is then provided on the display. Clearly, this method is useable for determining the orientation of the user relative to any fixed geographic position and is not limited to, for example, providing the orientation of the user relative to the north pole.

[0030] Numerous other embodiments of the invention will be envisaged by a person of skill in the art without departing from the spirit and scope of the invention.
Claims

What is claimed is:

1. A method of providing directional information to an individual, comprising the steps of:
   determining location information with a position sensor disposed within a cellular telephone;
   providing the location information from the cellular telephone to a processor;
   providing a destination to the processor;
   orienting the individual in a known predetermined orientation;
   determining a route between the position and the destination;
   determining a set of directional instructions consistent with the position, the route and the orientation of the individual; and,
   providing an appropriate instruction from the set of directional instructions to the individual.

2. A method of providing directional information to an individual, comprising the steps of:
   determining location information with a position sensor disposed within a cellular telephone;
   providing the location information from the cellular telephone to a processor;
   providing a destination to the processor;
   determining an orientation of the individual relative to geographic data stored within memory accessible by the processor;
   determining a route between the location information and the destination;
   determining a set of directional instructions consistent with the location information, the route and the orientation of the individual; and,
   providing an appropriate instruction from the set of directional instructions to the individual.

3. A method of orienting an individual, the method comprising:
   determining location information with a position sensor disposed within a cellular telephone;
   providing the location information from the cellular telephone to a processor;
providing position data relating to a position of the individual to the processor, the position different from the location;
determining an orientation of the individual by assuming the individual is traveling in a straight line between the location and the position.

4. A method of providing directional information according to any of claims 1, 2 and 3 wherein the processor is disposed remote to the cellular telephone.

5. A method of providing directional information according to any of claims 1, 2, 3 and 4, wherein the processor and the cellular telephone communicate via a wireless communication medium.

6. A method of providing directional information according to any of claims 1, 4 and 5 wherein the step of orienting the individual comprises the step of:
   orienting the individual relative to a known landmark.

7. A method of providing directional information according to claim 6 wherein the step of orienting the individual comprises the steps of:
   determining a landmark from a set of geographic data, the landmark potentially visible from a first position; and,
   instructing the individual to orient themselves relative to the determined landmark.

8. A method of providing directional information according to any of claims 1, 4 and 5 wherein the step of orienting the individual comprises the step of:
   orienting the individual using a compass integral within the cellular telephone.

9. A method of providing directional information according to any of claims 1, 4, 5 and 8, wherein the step of orienting the individual comprises the step of:
   providing to the individual a known orientation for use by the individual in orienting the individual using a compass integral within the cellular telephone.
10. A method of providing directional information according to any of claims 2, 4 and 5 wherein the step of determining an orientation of the individual relative to stored geographic data comprises the steps of:

   providing position data relating to a position of the individual, the position different from the location information;

   determining an orientation of the individual by assuming the individual is traveling in a straight line between the location information and the position.

11. A method of providing directional information according to any of claims 2, 4, 5 and 10 comprising the step of:

   prompting the individual to walk in a straight line.

12. A method of providing directional information according to any of claims 2, 4 and 5 wherein the step of determining an orientation of the individual relative to stored geographic data comprises the steps of:

   holding the cellular telephone in predetermined orientation relative to the individual;
   providing a signal from a compass integral with the cellular phone to the processor; and,

   determining an orientation of the individual in dependence upon the provided signal.
User dials service

GPS data and desired destination provided

Easily recognized landmarks established

Determine appropriate route

User requested to turn and face landmark

Conventional navigation program initiated

Fig. 2
User dials service

GPS data and desired destination provided

User requested to begin moving in unobstructed, safe direction

Second GPS data obtained

Orientation established by comparing the two sets of GPS data

Conventional navigation program initiated

Fig. 3
user dials service

GPS data and desired destination provided

user requested to orient cellular telephone relative to their direction

compass data provided

conventional navigation program initiated

Fig. 4b
contact navigation service

provide desired destination

provide location information

user orients themselves in absolute direction

user instructed to proceed along navigation route

Fig. 5
user contacts navigation service

user specifies desired destination

personal navigation device transmits current position of user

navigation service determines a set of appropriate way points along a route to the desired destination

user is oriented

user is directed to first way point

if user is sufficiently close to way point then switch to next way point

when there is no next way point the user has arrived at the desired destination

Fig. 6
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
IPC 7 G01C21/20 G01S5/14 H04Q7/38

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
IPC 7 G01C G01S H04Q

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)
EPO-Internal, WPI Data, PAJ

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category *</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>EP 1 229 305 A (MATSUSHITA ELECTRIC IND CO LTD) 7 August 2002 (2002-08-07) paragraphs '0128!-‘0217!-‘0219!-‘0249!; figures 29,30,51</td>
<td>1,4-8</td>
</tr>
<tr>
<td>X</td>
<td>GB 2 359 888 A (HEWLETT PACKARD CO) 5 September 2001 (2001-09-05) abstract page 15, line 14 -page 16, line 17 page 11, line 22 -page 12, line 12</td>
<td>2,10</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C. Patent family members are listed in annex.

* Special categories of cited documents:
  *A* document defining the general state of the art which is not considered to be of particular relevance
  *E* earlier document but published on or after the international filing date
  *L* document which may throw doubts on priority claim(s) or which is cited to establish the publicaton date of another citation or other special reason (as specified)
  *O* document referring to an oral disclosure, use, exhibition or other means
  *P* document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.

"&" document member of the same patent family

Date of the actual completion of the international search
16 April 2004

Date of mailing of the international search report
23/04/2004

Name and mailing address of the ISA
European Patent Office, P.B. 5818 Patentlaan 2 NL – 2280 HN Rijswijk
Tel. (+31-70) 340-2040, Tx. 51 651 epo nl, Fax: (+31-70) 340-3016

Authorized officer
Hoekstra, F
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 6 366 856 B1 (JOHNSON PAUL) 2 April 2002 (2002-04-02) abstract column 2, line 64 - line 67 column 4, line 1 - line 5 column 5, line 44 - line 50</td>
<td>3</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>---------------------------------------</td>
<td>-----------------</td>
<td>--------------------------</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2002048576 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 7869201 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1229305 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 0212831 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2003078729 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1350414 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 2374223 A ,B</td>
</tr>
<tr>
<td>GB 2359888 A</td>
<td>05-09-2001</td>
<td>NONE</td>
</tr>
<tr>
<td>US 6366856 B1</td>
<td>02-04-2002</td>
<td>AU 4155302 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2436782 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1474934 T</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1336078 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 0242717 A2</td>
</tr>
</tbody>
</table>