(12) INTERNATIONAL APPLICATION PUBLISHED UNDER THE PATENT COOPERATION TREATY (PCT)

(19) World Intellectual Property Organization
International Bureau

(43) International Publication Date
1 May 2003 (01.05.2003)

(10) International Publication Number
WO 03/034860 A1

(51) International Patent Classification: A45D 19/02

(21) International Application Number: PCT/IB02/04214

(22) International Filing Date: 10 October 2002 (10.10.2002)

(25) Filing Language: English

(26) Publication Language: English

(30) Priority Data:
01204018.4 23 October 2001 (23.10.2001) EP

(71) Applicant: KONINKLIJKE PHILIPS ELECTRONICALS N.V. (NL/NL); Groenewoudseweg 1, NL-5621 BA Eindhoven (NL).

(72) Inventors: ACKERMANS, Paul, A., J.; Prof. Holstlaan 6, NL-5656 AA Eindhoven (NL). HANNEMAN, Saskia, A., C.; Prof. Holstlaan 6, NL-5656 AA Eindhoven (NL). FRAIJI, Fred; Prof. Holstlaan 6, NL-5656 AA Eindhoven (NL).

(74) Agent: SCHOUTEN, Marcus, M.; Internationaal Oectrooibureau B.V., Prof. Holstlaan 6, NL-5656 AA Eindhoven (NL).

(81) Designated States (national): CN, JP.

(84) Designated States (regional): European patent (AT, BE, BG, CH, CY, CZ, DE, DK, EE, ES, FI, FR, GB, GR, IE, IT, LU, MC, NL, PT, SE, SK, TR).

(54) Title: DEVICE AND METHOD FOR APPLYING HAIR DYE TO HAIR

(57) Abstract: A device and a method for applying hair dye to hair. The device comprises a housing, a reservoir (2) for said hair dye, at least one opening (7) for said hair dye to pass through, and means for moving the hair dye from said reservoir to the hair via said at least one opening for the hair dye, wherein first heating means (10) are provided for heating the hair dye before said hair dye passes through said at least one opening for the hair dye. The method comprises the heating of the hair dye prior to the application of the hair.
Device and method for applying hair dye to hair

The invention relates to a device for applying hair dye to hair, comprising a housing, a reservoir for said hair dye, at least one opening for said hair dye to pass through, and means for moving the hair dye from said reservoir to the hair via said at least one opening for the hair dye.

A device of the above type is known from international patent application WO 00/27240 A1. Said publication discloses a device comprising a housing which is capable of accommodating a disposable cartridge for hair dye. Said cartridge is provided with openings at one side, which openings are located at the ends of regularly spaced, projecting parts which can be moved through the hair. At the opposite side, the disposable cartridge is provided with a plunger-like element which can be moved in the direction of the openings by means of a pusher element forming part of the device, thereby forming a liquid-tight seal against the longitudinal walls of the cartridge. As a result, the dye is displaced within the disposable cartridge in the direction of the openings, so that the hair dye will exit the cartridge and be applied to the hair of the user of the device. Such a device makes it possible to apply the hair dye to the hair in a very uniform manner, as a result of which the hair will be dyed evenly.

The object of the invention is to provide a device as described in the opening paragraph which makes it possible to accelerate the dyeing process, so that the dyeing of the user's hair will take less time. In order to accomplish that objective, the device comprises first heating means for heating the hair dye before said hair dye passes through said at least one opening for the hair dye. Experiments have shown that the rate of absorption of the hair dye by hair, and thus the speed at which the dyeing process takes place, can be considerably increased if the hair dye is heated prior to being applied to the hair. If the hair dye has a temperature of 35 °C upon being applied to the hair, the rate of absorption is found to be considerably higher than in the situation wherein the hair dye is not heated in advance.
A constructionally simple embodiment of the device according to the invention can be obtained if the first heating means are disposed along at least part of the outer circumference of the reservoir. The transfer of heat between the first heating means and the hair dye can take place through heat conduction through the wall of the reservoir in that case. In the embodiment as disclosed in the aforesaid international patent application WO 00/27240 A1, it would be possible to consider heating elements that are present at the side of the plunger-like element remote from the openings, as a result of which said plunger-like element will heat up, in turn heating the hair dye that is present in the cartridge.

Alternatively, said first heating means may comprise at least one electrical heating element which is present inside the reservoir. This makes for a very efficient heating process, because all the heat that is being emitted by said at least one heating element is given off to its direct surroundings, in this case the hair dye.

Another possibility for the embodiment of the first heating means is obtained if said first heating means comprise air heating means, and the device comprises air displacement means for moving heated air past the reservoir for the purpose of effecting a heat exchange between the heated air and the hair dye in the reservoir. The advantage of such an embodiment is that the heat source, such as an incandescent filament, for example, or a gas cartridge whose contents are suitable for catalytic combustion, does not necessarily have to be positioned directly adjacent the reservoir.

In order to accelerate the hair dyeing process further, a very advantageous embodiment of the device according to the invention comprises second heating means for heating the hair dye after the hair dye has passed through said at least one opening for the hair dye. Said second heating means make it possible to maintain the optimum temperature for accelerating the dyeing process as long as possible, and hair dye will not cool down immediately after being applied to the hair.

If the first heating means comprise air heating means, and the device comprises air displacement means, a very advantageous embodiment of the device is obtained if said first heating means and said second heating means are at least partially constructed as one unit, and if at least one opening for the passage of the heated air to the hair is provided. With such a device, the heated air serves both to heat the hair dye or maintain the temperature thereof before the hair dye is applied to the hair and to keep the hair dye at the correct temperature after it has been applied to the hair.

A very advantageous embodiment from an energy viewpoint is obtained if said at least one air opening or said at least one opening for the hair dye surrounds the other one
of said at least one air opening or said at least one opening for the hair dye. As a result of this arrangement, heating of the hair dye takes place until the moment just before the hair dye exits the opening for the hair dye, and also thereafter.

Alternatively, said second heating means may comprise an infrared heating source and/or steam generating means, for example. This may further improve the quality of the dyeing process.

According to another advantageous embodiment, the reservoir is made up of a disposable cartridge that can be connected to the housing, so that the user is not confronted with the time-consuming need to fill the reservoir with hair dye, with the attendant risk of hair dye being spilled. It is conceivable here for the disposable cartridge to be provided with electrical contact terminals through which power can be supplied to an electrical heating element which is present within the disposable cartridge.

The invention furthermore relates to a method of applying hair dye to hair. The object of the method according to the invention fits in with that of the device according to the invention as described above, that is, accelerating the dyeing process. In order to accomplish that objective, the method according to the invention is characterized in that the hair dye is heated prior to the application thereof.

It has become apparent that, from the viewpoint of safety and comfort on the one hand and the desire to achieve the quickest possible absorption of the hair dye by the hair on the other hand, an optimum temperature of the hair dye prior to being applied to the hair lies between 25 °C and 45 °C.

The invention will now be explained in more detail by means of a description of a preferred embodiment of the device according to the invention, which is also suitable for carrying out the method according to the invention. The Figure schematically shows a model of the preferred embodiment.

Present in the interior 1 of a disposable reservoir 2 is a liquid hair dye 3. The disposable reservoir 2 is laterally formed by a cylindrical wall 4. Hollow, outwardly extending teeth 6 are formed in the bottom surface 5 of the disposable reservoir 2, with passages 7 being present in the ends of said teeth. Via said passages 7, the liquid hair dye 3 can be applied to a person's hair. To this end, the disposable reservoir 2 comprises a plunger
cover 8, which is movable in the direction indicated by arrow 9 under the influence of an external force, during which movement a seal is maintained, at least for liquid hair dye 3, between the edges of the plunger cover 8 and the inner side of the cylindrical wall 4. A concrete embodiment of the above-described model is included in international patent application WO 00/27240 A1. The disposable reservoir 2 is accommodated in a housing (not shown) of a device by means of which a person can apply hair dye to his or her own hair. Said device comprises, amongst other parts, the means for moving the plunger cover 8 in the direction indicated by arrow 9. Present in the interior 1 of the disposable reservoir 2 is an electrical resistance wire 10 capable of giving off heat to its surroundings when an electrical current is being passed therethrough, thus heating the liquid hair dye 3. Two electrical contact terminals 11a, 11b are present at respective ends of the electrical resistance wire 10, on the outer side of cylindrical wall 4, which contact terminals form part of the disposable reservoir 2. If the disposable reservoir 2 is correctly positioned in the housing of the device, the electrical contact terminals 11a, 11b are in electrically conductive contact with electrical contact terminals 12a, 12b, respectively, which form part of the device and which can be connected to a suitable power source. Thus the hair dye 3 present in the interior of the disposable reservoir 2 can be heated by the electrical resistance wire 10, for example to a temperature of 35 °C. By moving the plunger cover 8 downwards, pre-heated liquid hair dye 3 can thus be applied to the hair via the passages 7.

Alternatively, or in combination with the use of the electrical resistance wire 10, suitable electrical resistance-type heating elements 13, in which an electrical resistance element having a positive temperature coefficient is used, may be present on the plunger cover 8. Said heating elements 13 preferably form part of the device. In the illustrated situation, a common press-down plate 14 is provided, to the bottom side of which the heating elements 13 are connected, via which heating elements 13 the plunger cover 8 is pressed down. The heat that is emitted by the heating elements 13 first heats the plunger cover 8, as a result of which the liquid hair dye 3 present in the interior 1 of disposable reservoir 2 is heated.

Optionally, a nozzle 15 is present at the lower side of the disposable reservoir 2, which nozzle comprises conical mouths disposed between respective teeth 6, at the end of which respective outlet openings 17 are present. The nozzle 15 forms part of the housing of the device. The disposable reservoir 2 and the nozzle 15 are arranged with respect to each other such that the teeth 6 extend centrally within the associated mouth 16. The interior 18 of the nozzle 15 is connected to an air line 19 in which a fan 20 and, downstream of said fan 20,
a spiral filament 21 are present. The fan 20 draws in air from outside the device and moves said air, via the spiral filament 21 to the nozzle 15, where the air, which has in the meantime been heated by the spiral filament 21, exits the nozzle 15 via the outflow openings 17. The heated air ensures that the liquid hair dye 3, insofar said hair dye is present in between the teeth 6, is heated to the correct temperature or maintained at said temperature if additional heating elements such as a resistance wire 10 or heating elements 13 are used, which, however, is not strictly necessary for that matter. In addition to this, the heated air is blown onto the hair, as a result of which the liquid hair dye 3 also remains heated after it has been applied to the hair, so that the hair dyeing process can take place at an accelerated rate. In addition to that, the heated air heats up, or helps to heat up, the liquid hair dye 3 present in the interior 1 of the disposable reservoir 2.
CLAIMS:

1. A device for applying hair dye to hair, comprising a housing, a reservoir for
   said hair dye, at least one opening for said hair dye to pass through, and means for moving
   the hair dye from said reservoir to the hair via said at least one opening for the hair dye,
   characterized in that the device comprises first heating means for heating the hair dye before
   said hair dye passes through said at least one opening for the hair dye.

2. A device as claimed in claim 1, characterized in that the first heating means
   are disposed along at least part of the outer circumference of the reservoir.

3. A device as claimed in claim 1 or 2, characterized in that said first heating
   means comprise at least one electrical heating element which is present inside the reservoir.

4. A device as claimed in claim 1, 2 or 3, characterized in that said first heating
   means comprise air heating means, and the device comprises air displacement means for
   moving heated air past the reservoir for the purpose of effecting a heat exchange between the
   heated air and the hair dye in the reservoir.

5. A device as claimed in any one of the preceding claims, characterized by
   second heating means for heating the hair dye after the hair dye has passed through said at
   least one opening for the hair dye.

6. A device as claimed in claims 4 and 5, characterized in that said first heating
   means and said second heating means are at least partially constructed as one unit, and in that
   at least one opening for the passage of the heated air to the hair is provided.

7. A device as claimed in claim 6, characterized in that said at least one air
   opening or said at least one opening for the hair dye surrounds the other one of said at least
   one air opening or said at least one opening for the hair dye.
8. A device as claimed in claim 5, 6 or 7, characterized in that said second heating means comprise an infrared heating source.

9. A device as claimed in claim 5, 6, 7 or 8, characterized in that said second heating means comprise steam-generating means.

10. A device as claimed in any one of the preceding claims, characterized in that said reservoir is formed by of a disposable cartridge which can be connected to the housing.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
IPC 7 A45D19/02

According to international Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
IPC 7 A45D

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)
EPO-Internal, WPI Data, PAJ

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>DE 43 26 223 A (FRAUNHOFER GES FORSCHUNG) 9 February 1995 (1995-02-09) column 2, line 58 - line 62 column 3, line 28 - column 4, line 58; claim 17; figures 1,2</td>
<td>1,4,10</td>
</tr>
<tr>
<td>Y</td>
<td>US 4 121 602 A (YOUNG JOSEPH) 24 October 1978 (1978-10-24) column 2, line 11 - line 67; figures 1,2</td>
<td>2,3</td>
</tr>
<tr>
<td>Y</td>
<td>US 1 693 248 A (NEWTON FRANK H) 27 November 1928 (1928-11-27) the whole document</td>
<td>2</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C. Patent family members are listed in annex.

* Special categories of cited documents:
A document defining the general state of the art which is not considered to be of particular relevance
E earlier document but published on or after the international filing date
L document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
O document referring to an oral disclosure, use, exhibition or other means
P document published prior to the international filing date but later than the priority date claimed

"I" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
X document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
Y document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.
A document member of the same patent family

Date of the actual completion of the international search: 10 January 2003
Date of mailing of the international search report: 20/01/2003

Name and mailing address of the ISA
European Patent Office, P.B. 5618 Patentaand 2 NL - 2280 HT Rijswijk
Tel: (+31-70) 340-2040, Tx. 31 651 epo nl, Fax: (+31-70) 340-3016

Authorized officer
Herrigens, J
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>DE 100 12 415 A (VOIGTLAENDER BRITTA ; STARZICZNY DIRK (DE))&lt;br&gt;20 September 2001 (2001-09-20)&lt;br&gt;column 1, line 61 -column 2, line 8&lt;br&gt;column 3, line 25 - line 43</td>
<td>1</td>
</tr>
<tr>
<td>Y</td>
<td>WO 00 27240 A (MONTEC PRODUCTS DEV LTD ; SCHNEIDER RONI (IL); SOFER MENACHEM (IL))&lt;br&gt;18 May 2000 (2000-05-18)&lt;br&gt;cited in the application&lt;br&gt;claim 1</td>
<td>1</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>---------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>DE 4326223</td>
<td>09-02-1995</td>
<td>DE 4326223 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9504485 A1</td>
</tr>
<tr>
<td>US 4121602</td>
<td>24-10-1978</td>
<td>NONE</td>
</tr>
<tr>
<td>US 1693248</td>
<td>27-11-1928</td>
<td>NONE</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 1051299 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2001510390 T</td>
</tr>
</tbody>
</table>