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medium

(57)  Thisinventionis intended to prevent a mismatch
from occurring between a re-encoded and recorded vid-
eo stream and other data. A transport stream inputted in
a recording apparatus is supplied to a demultiplexer and
an analyzing block. The analyzing block outputs non-vid-
eo stream information to a coding controller. The coding
controller controls the encoding operation of an encoder
on the basis of the inputted information and outputs video
coding control information to a coding block. On the basis

Image coding apparatus and method, image decoding apparatus and method, and recording

of video coding control information, the coding block gen-
erates multimedia display sub information (including in-
formation about a picture frame for example) which pre-
vents a mismatch from occurring between video and oth-
er data on the reproducing side and outputs this informa-
tion to a writing block. The writing block records the video
stream and other data to a recording medium as well as
the multimedia display sub information generated by the
coding block.
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Description
BACKGROUND OF THE INVENTION

[0001] The present invention relates generally to an
image coding apparatus and method, an image decoding
apparatus and method, and a recording medium. More
specifically, but not exclusively, the present invention re-
lates to an image coding apparatus and method, an im-
age decoding apparatus and method, and a recording
medium which are suitably for use in apparatuses for re-
encoding video streams and recording and reproducing
the re-encoded video streams.

[0002] Digital television broadcasts such as European
DVB (Digital Video Broadcast), American DTV (Digital
Television) broadcast, and Japanese BS (Broadcast Sat-
ellite) digital broadcast use MPEG (Moving Picture Ex-
pert Group) 2 transport streams. A transport stream con-
sists of continuous transport packets, each packet car-
rying video data or audio data for example. The data
length of one transport packet is 188 bytes.

[0003] Unlike the analog television broadcast, the dig-
ital television broadcast is capable of providing services
added with multimedia coding data. In these services,
data such as video data, audio data, character graphics
data, and still picture data for example are associated
with each other by the multimedia coding data for trans-
mission. For the multimedia coding data, a coding meth-
od based on XML (Extensible Markup Language) is used
in the Japanese BS digital broadcast for example. The
details of this method is disclosed in ARIB STD-B24 Data
Coding And Transmission Specification for Digital Broad-
casting, for example.

[0004] The data such as video data, audio data, char-
acter graphics data, and still picture data are each pack-
etized into a transport packet for transmission.

[0005] Now, referring to FIGS. 1A and 1B, an example
of synthesizing data to be transferred between the send-
ing and receiving sides and a multimedia screen. As
shownin FIG. 1A, the sending side sends to the receiving
side video data, character graphics data for displaying
buttons A through C, text data for displaying "XYZA-
BC...," and multimedia coding data for relating these data
each other. The sending side generally denotes a tele-
vision broadcast station for example. However, it herein
denotes a television broadcast station which includes a
recording apparatus (the recording side) which receives
and records data transmitted from broadcast stations,
the example illustrated in FIG. 1A including the data
which is outputted from this recording apparatus.
[0006] The multimedia coding data includes data
which can synthesize on the receiving side video data,
character graphics data, and text data and display the
synthesized data. To be more specific, the multimedia
coding data includes the data associated with the display
positions of the video, character graphics, and text which
are displayed by the size-associated data such as mul-
timedia plane (the display area of images on the televi-
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sion receiver for example) size (plane_height and plane_
width) and video display size (video_height and video_
width), video data, character graphics data, and text data
as shown in FIG. 1B.

[0007] On the basis of the multimedia coding data, the
receiving side processes the video data, the character
graphics data, and the text data to display a resultant
image as shown in FIG. 1B.

[0008] Through the screen on which the above-men-
tioned image is displayed, the user can receive services
such as displaying desired information in the video sec-
tion by clicking button A corresponding to that information
and obtaining, from the text data displayed in the bottom
of the screen, the information associated with a matter
displayed in the video section, for example.

[0009] If a television program carried by a transport
stream transmitted from a digital television broadcast is
recorded without changed to a recording medium on the
received side, the program can be recorded without its
picture and audio qualities being deteriorated at all. How-
ever, in order to record a program as long as possible to
a recording medium of a limited recording capacity by
presupposing a certain degree of picture quality deteri-
oration, the received video stream must be decoded and
then encoded again to lower the bit rate of the transport
stream.

[0010] For example, the re-encoding of the video
stream of a television program attached with multimedia
coding data to lower its bit rate for recording may be im-
plemented by sub-sampling the image to change writing
blocks. However, this approach presents a problem of
causing a mismatch in the relationship between the video
stream resulted from re-encoding and the multimedia
coding data. The following describes an example of this
mismatch with reference to FIGS. 2A and 2B.

[0011] In the example shown in FIG. 2A, the sending
side (the recording side) converts the original video writ-
ing block to a smaller picture frame at the time of re-
encoding. Therefore, as shown in FIG. 2B, on the receiv-
ing side (the reproducing side), changes occur in video
display size and position, resulting in a display screen
which is different from the display screen intended by the
sending side (the display screen to be displayed on the
basis of the data before being re-encoded).

SUMMARY OF THE INVENTION

[0012] Various aspects and features of the present in-
vention are defined in the appended claims.

[0013] According to a first aspect, there is provided a
first image coding apparatus comprising: inputting
means for inputting a multiplexed stream containing mul-
timedia coding data; separating means for separating a
video stream from the multiplexed stream inputted by the
inputting means; converting means for performing a pre-
determined converting process on the video stream sep-
arated by the separating means; generating means for
generating additional information indicating that a mis-
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match will occur when the converted video stream is dis-
played on the basis of the multimedia coding data; and
outputting means for outputting the converted video
stream, the multimedia coding data, and the additional
information.

[0014] Embodiments of the present invention can pro-
vide an image coding apparatus and method, an image
decoding apparatus and method, and a recording medi-
um, wherein information that no mismatch is caused or
at least the possibility of mismatch is reduced in the re-
lationship between a video stream after re-encoding and
other data is generated and recorded on the recording
side, and wherein it is prevented a shrunk picture frame,
for example, from occurring on the reproducing side by
referencing the information generated on the recording
side.

[0015] The first image coding apparatus may further
comprise: coding means for coding the additional infor-
mation generated by the generating means as data sep-
arate from the multiplexed stream containing the con-
verted video stream.

[0016] The first image coding apparatus may further
comprise: coding means for multiplexing the additional
information generated by the generating means with the
multiplexed stream containing the converted video
stream and then coding a multiplexed result.

[0017] The converting means may convert a video
stream picture frame parameter.

[0018] The conversion by the converting means may
include at least a process of decoding the video stream
separated by the separating means and a process of
encoding the decoded video stream.

[0019] The additional information generated by the
generating means may contain at least one of original
picture frame information and an original screen aspect
ratio.

[0020] The additional information generated by the
generating means may contain an original video format
and a video format after the conversion.

[0021] The additional information generated by the
generating means may contain an original screen aspect
ratio and a screen aspect ratio after the conversion.
[0022] The additional information generated by the
generating means may contain atleast one of information
indicating whether or not a picture frame of the video
stream has been converted by the converting means,
information about an original picture frame of the video
stream separated by the separating means, and an orig-
inal screen aspect ratio.

[0023] In carrying out the invention and according to a
second aspect thereof, there is provided a first image
coding method comprising the steps of: inputting a mul-
tiplexed stream containing multimedia coding data; sep-
arating a video stream from the multiplexed stream in-
putted in the inputting step; performing a predetermined
converting process on the video stream separated in the
separating step; generating additional information indi-
cating that a mismatch will occur when the converted
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video stream is displayed on the basis of the multimedia
coding data; and outputting the converted video stream,
the multimedia coding data, and the additional informa-
tion.

[0024] The firstimage coding method may further com-
prise the step of: coding the additional information gen-
erated in the generating step as data separate from the
multiplexed stream containing the converted video
stream.

[0025] Thefirstimage coding method may further com-
prise: a coding step of multiplexing the additional infor-
mation generated in the generating step with the multi-
plexed stream containing the converted video stream and
then coding a multiplexed result.

[0026] A video stream picture frame parameter may
be converted in the converting step.

[0027] The conversion in the converting step may in-
clude at least a process of decoding the video stream
separated in the separating step and a process of en-
coding the decoded video stream.

[0028] The additional information generated in the
generating step may contain at least one of original pic-
ture frame information and an original screen aspect ra-
tio.

[0029] The additional information generated in the
generating step may contain an original video format and
a video format after the conversion.

[0030] The additional information generated in the
generating step may contain an original screen aspect
ratio and a screen aspect ratio after the conversion.
[0031] The additional information generated in the
generating step may contain at least one of information
indicating whether or not a picture frame of the video
stream has been converted in the converting step, infor-
mation about an original picture frame of the video stream
separated in the separating step, and an original screen
aspect ratio.

[0032] In carrying out the invention and according to a
third aspect thereof, there is provided a first recording
medium recorded a computer-readable program, the
program comprising the steps of: inputting a multiplexed
stream containing multimedia coding data; separating a
video stream from the multiplexed stream inputted in the
inputting step; performing a predetermined converting
process on the video stream separated in the separating
step; generating additional information indicating that a
mismatch will occur when the converted video stream is
displayed on the basis of the multimedia coding data;
and outputting the converted video stream, the multime-
dia coding data, and the additional information.

[0033] In carrying out the invention and according to a
fourth aspect thereof, there is provided a second record-
ing medium recorded a video stream converted by a pre-
determined conversion process, multimedia coding data,
and additional information indicating occurrence of a mis-
match at displaying the converted video stream on the
basis of the multimedia coding data.

[0034] The additional information may be coded and
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recorded as data different from a multiplexed stream con-
taining the converted video stream.

[0035] The additional information may be coded and
recorded as multiplexed with a multiplexed stream con-
taining the converted video stream.

[0036] The video stream may be converted in its pic-
ture frame parameter.

[0037] The video stream may be decoded and then
encoded.

[0038] The additional information may contain at least
one of original picture frame information and an original
screen aspect ratio.

[0039] The additional information may contain infor-
mation about an original video format and information
about a video format after the conversion.

[0040] The additional information may contain infor-
mation about an original screen aspect ratio and infor-
mation about a screen aspect ratio after the conversion.
[0041] The additional information may contain at least
one of information indicating whether or not a picture
frame of the video stream has been converted, informa-
tion about an original picture frame of the video stream,
and information about an original screen aspect ratio.
[0042] In carrying out the invention and according to a
fifth aspect thereof, there is provided a firstimage decod-
ing apparatus comprising: inputting means for inputting
a multiplexed stream containing multimedia coding data;
separating means for separating a video stream from the
multiplexed stream inputted by the inputting means; de-
coding means for decoding the video stream separated
by the separating means; and processing means for per-
forming a predetermined conversion process on the de-
coded video stream in accordance with additional infor-
mation indicating occurrence of a mismatch at displaying
the decoded video stream on the basis of the multimedia
decoding data.

[0043] Thefirstimage decoding apparatus may further
comprise: acquiring means for acquiring the additional
information from data different from the multiplexed
stream.

[0044] The firstimage decoding apparatus may further
comprise: acquiring means for acquiring the additional
information from a multiplexed stream with which the ad-
ditional information is multiplexed.

[0045] The processing means may convert a picture
frame parameter of the video stream.

[0046] The conversion by the processing means may
include at least a process of decoding the video stream
separated by the separating means and a process of
encoding the decoded video stream.

[0047] The additional information may contain at least
one of information about an original picture frame and
information about an original screen aspect ratio.
[0048] The additional information may contain an orig-
inal video format and information about a video format
after the conversion.

[0049] The additional information may contain infor-
mation about an original screen aspect ratio and infor-
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mation about a screen aspect ratio after the conversion.
[0050] The additional information may contain at least
one of information indicating whether or not a picture
frame of the video stream has been converted by the
converting means, information about an original picture
frame of the video stream separated by the separating
means, and information about an original screen aspect
ratio.

[0051] In carrying out the invention and according to a
sixth aspect thereof, there is provided a first image de-
coding method comprising the steps of: inputting a mul-
tiplexed stream containing multimedia coding data; sep-
arating a video stream from the multiplexed stream in-
putted in the inputting step; decoding the video stream
separated in the separating step; and performing a pre-
determined conversion process on the decoded video
stream in accordance with additional information indicat-
ing occurrence of a mismatch at displaying the decoded
video stream on the basis of the multimedia decoding
data.

[0052] The first image decoding method may further
comprise the step of: acquiring the additional information
from data different from the multiplexed stream.

[0053] The first image decoding method may further
comprise the step of: acquiring the additional information
from a multiplexed stream with which the additional in-
formation is multiplexed.

[0054] A picture frame parameter of the video stream
may be converted in the processing step.

[0055] The conversion in the processing step may in-
clude at least a process of decoding the video stream
separated in the separating step and a process of en-
coding the decoded video stream.

[0056] The additional information may contain at least
one of information about an original picture frame and
information about an original screen aspect ratio.
[0057] The additional information may contain an orig-
inal video format and information about a video format
after the conversion.

[0058] The additional information may contain infor-
mation about an original screen aspect ratio and infor-
mation about a screen aspect ratio after the conversion.
[0059] The additional information may contain at least
one of information indicating whether or not a picture
frame of the video stream has been converted in the con-
verting step, information about an original picture frame
of the video stream separated in the separating step, and
information about an original screen aspect ratio.
[0060] In carrying out the invention and according to a
seventh aspect thereof, there is provided a third record-
ing medium recorded a computer-readable program, the
program comprising the steps of: inputting a multiplexed
stream containing multimedia coding data; separating a
video stream from the multiplexed stream inputted in the
inputting step; decoding the video stream separated in
the separating step; and performing a predetermined
conversion process on the decoded video stream in ac-
cordance with additional information indicating occur-
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rence of a mismatch at displaying the decoded video
stream on the basis of the multimedia decoding data.
[0061] In carrying out the invention and according to
an eighth aspect thereof, there is provided a second im-
age coding apparatus comprising; inputting means for
inputting a multiplexed stream; separating means for
separating a video stream from the multiplexed stream
inputted by the inputting means; determining means for
determining whether or not multimedia coding data is
contained in the multiplexed stream inputted by the in-
putting means; generating means, if it is determined by
the determining means that the multimedia coding data
is contained in the multiplexed stream, for generating
coding control information for instructing not to change
a display format of the video stream separated by the
separating means; converting means for performing a
predetermined conversion process on the video stream
separated by the separating means on the basis of the
coding control information generated by the generating
means; and multiplexing means for generating a multi-
plexed stream which contains the video stream convert-
ed by the converting means.

[0062] The generating means may instruct not to
change any of a picture frame, a video format, and an
aspect ratio.

[0063] In carrying out the invention and according to a
ninth aspect thereof, there is provided a second image
coding method comprising the steps of: inputting a mul-
tiplexed stream; separating a video stream from the mul-
tiplexed stream inputted in the inputting step; determining
whether or not multimedia coding data is contained in
the multiplexed stream inputted in the inputting step; gen-
erating coding control information for instructing not to
change a display format of the video stream separated
in the separating step, if it is determined in the determin-
ing step that the multimedia coding data is contained in
the multiplexed stream; performing a predetermined con-
version process on the video stream separated in the
separating step on the basis of the coding control infor-
mation generated in the generating step; and generating
a multiplexed stream which contains the video stream
converted in the converting step.

[0064] Coding control information for instructing not to
change any of a picture frame, a video format, and an
aspect ratio may be generated in the generating step.
[0065] In carrying out the invention and according to a
tenth aspect thereof, there is provided a fourth recording
medium recorded a computer-readable program, the
program comprising the steps of: inputting a multiplexed
stream; separating a video stream from the multiplexed
stream inputted in the inputting step; determining wheth-
er or not multimedia coding data is contained in the mul-
tiplexed stream inputted in the inputting step; generating
coding control information for instructing not to change
a display format of the video stream separated in the
separating step, if it is determined in the determining step
that the multimedia coding data is contained in the mul-
tiplexed stream; performing a predetermined conversion
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process on the video stream separated in the separating
step on the basis of the coding control information gen-
erated in the generating step; and generating a multi-
plexed stream which contains the video stream convert-
ed in the converting step.

[0066] In carrying out the invention and according to
an eleventh aspect thereof, there is provided a fifth re-
cording medium recorded coding control information in-
structing not to change a display format of a video stream
and a multiplexed stream containing a video stream on
which a predetermined conversion process has been
performed on the basis of the coding control information.
[0067] As described and according to the first image
coding apparatus and method and the program stored in
the first recording medium, a video steam is separated
from a multiplexed stream containing multimedia coding
data, and a predetermined conversion process is per-
formed on the separated video stream, and additional
information indicating that a mismatch will occur when
displaying the converted video stream on the basis of the
multimedia coding data.

[0068] The second recording medium stores a video
stream converted by a predetermined conversion proc-
ess, the multimedia coding data, and the additional in-
formation indicating that a mismatch will occur when dis-
playing the converted video stream on the basis of the
above-mentioned multimedia coding data.

[0069] As described and according to the image de-
coding apparatus and method and the program stored in
the third recording medium, when a video stream is sep-
arated from an inputted multiplexed stream, the separat-
ed video stream is decoded, and the decoded video
stream is displayed on the basis of multimedia coding
data, a mismatch occurs. On the basis of the additional
information about this mismatch occurrence, a predeter-
mined conversion process is performed on the decoded
video stream. This novel configuration prevents the mis-
match from occurring between the video stream and the
multimedia coding data.

[0070] As described and according to the second im-
age coding apparatus and method and the program
stored in the fourth recording medium, a video stream is
separated from an inputted multiplexed stream, the in-
putted multiplexed stream is checked whether or not mul-
timedia coding data is contained and, if the multimedia
coding data is contained, coding control information for
giving an instruction not to change the display format of
the separated video stream is generated, and a prede-
termined conversion process is performed on the sepa-
rated video stream on the basis of the generated coding
control information.

[0071] The fifth recording medium also stores the
above-mentioned coding control information giving in-
struction not to change the display format of a video
stream and a multiplexed stream containing the video
stream on which a predetermined conversion process
has been performed on the basis of the coding control
information.
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BRIEF DESCRIPTION OF THE DRAWINGS

[0072] The invention will now be described by way of
example with reference to the accompanying drawings,
throughout which like parts are referred to by like refer-
ences, and in which:

FIGS. 1A and 1B are schematic diagrams illustrating
a display screen to be shown on the basis of multi-
media coding information;

FIGS. 2A and 2B are schematic diagrams illustrating
a mismatch which takes place when a video stream
is re-encoded;

FIG. 3 is a block diagram illustrating a recording ap-
paratus practiced as one embodiment of the present
invention;

FIGS. 4A and 4B illustrate an operation of a multi-
plexer shown in FIG. 3;

FIGS. 5A, 5B and 5C illustrate the processing by an
arrival timestamp adding block;

FIG. 6illustrates multimedia display sub information;
FIG. 7 illustrates an example of Programinfo() syn-
tax;

FIG. 8 illustrates an example of StreamCodingInfo()
syntax;

FIG. 9Qillustrates the meaning of stream_coding type;
FIG. 10 illustrates the meaning of video_format;
FIG. 11 illustrates the meaning of frame_rate;

FIG. 12 illustrates the meaning of display_aspect_
ratio;

FIG. 13 is a flowchart describing the processing of
coding AV stream and multimedia display sub infor-
mation;

FIG. 14 is a flowchart describing the coding process-
ing to be executed for restricting the re-encoding of
a multiplexed stream video including multimedia
coding data;

FIG. 15 illustrates an example of an input transport
stream;

FIG. 16 illustrates an example of a transport stream
after the re-encoding of the video stream shown in
FIG. 15;

FIG. 17 is a flowchart describing a recording rate
control process by a recording apparatus shown in
FIG. 3;

FIG. 18 is a flowchart describing another recording
rate control process by the recording apparatus
shown in FIG. 3;

FIG. 19 illustrates another example of a transport
stream resulted from the re-encoding of the video
stream;

FIG. 20illustrates another example of the input trans-
port stream;

FIG. 21 is a block diagram illustrating a configuration
of areproducing apparatus practiced as one embod-
iment of the present invention;

FIGS. 22A and 22B illustrate a display screen to be
shown when multimedia display sub information is
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added;

FIG. 23 is a block diagram illustrating another con-
figuration of the recording apparatus practiced as
one embodiment of the present invention;

FIG. 24 is a flowchart describing the processing of
reproducing an AV stream which uses multimedia
display sub information;

FIG. 25 is a block diagram illustrating another con-
figuration of the reproducing apparatus practiced as
one embodiment of the present invention; and

FIG. 26 illustrates recording media.

DETAILED DESCRIPTION OF PREFERRED EMBOD-
IMENTS

[0073] This invention will be described in further detail
by way of example with reference to the accompanying
drawings. Now, referring to FIG. 3, there is shown a block
diagram illustrating an exemplary configuration of a re-
cording apparatus 1 practiced as one embodiment of the
invention. A transport stream received at an antenna, not
shown, is inputted in a selector 10. A program number
(a channel number) specified by the user is also inputted
from a terminal 11 to the selector 10. Referring to the
received program number, the selector 10 extracts the
specified program from the received transport stream
and outputs a partial transport stream. The partial trans-
port stream is inputted in a demultiplexer 12 and an an-
alyzing block 13.

[0074] The partial transport stream inputted in the de-
multiplexer 12 is separated into a video stream and other
streams (audio, still picture, character graphics, and mul-
timedia coding data for example). The video stream thus
obtained is outputted to a decoder 14. The other streams
are outputted to a multiplexer 16. In addition to the trans-
port packets other than video, the demultiplexer 12 out-
puts the output timing information in the input transport
stream of these transport packets to the multiplexer 16.
[0075] The decoder 14 applies a predetermined de-
coding scheme, for example, MPEG2 to the inputted vid-
eo stream and outputs the decoded video data to an en-
coder 15. Also, the decoder 14 outputs the stream infor-
mation about the video stream obtained at decoding to
a coding controller 18.

[0076] On the other hand, the analyzing block 13 an-
alyzes the inputted transport stream to obtain the stream
information about the non-video streams, for example, a
bit rate and outputs it to the coding controller 18. The
stream information about the non-video streams output-
ted from the analyzing block 13, the video stream infor-
mation outputted from decoder 14, and a stream record-
ing bit rate outputted from a terminal 19 are inputted in
the coding controller 18. From these data, the coding
controller 18 sets the video data coding conditions (cod-
ing control information) to be executed by the encoder
15 and outputs these coding conditions to the encoder
15 and a coding block 20.

[0077] The coding controller 18 uses, as a bit rate to
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be allocated to the video data encoding, a value obtained
by subtracting a total value (the data inputted from the
analyzing block 13) of the bit rates of the non-video
streams from a stream recording bit rate (the data input-
ted, via the terminal 19, from a controller, not shown, for
controlling the operation of the recording apparatus 1,
forexample). The coding controller 18 sets coding control
information such as bit rate and picture frame such that
an optimum picture quality can be’ achieved with the bit
rate thus obtained and outputs this coding control infor-
mation to the encoder 15 and the coding block 20. The
details of the coding control information will be described
later with reference to FIGS. 15 through 20.

[0078] When a stream is recorded to a recording me-
dium with a fixed rate, this stream recording bit rate be-
comes the fixed rate; if a stream is recorded with a var-
iable bit rate, this stream recording bit rate is a mean bit
rate per predetermined time. However, the maximum val-
ue of the variable bit rate in this case needs to be lower
than the maximum recording bit rate ensured by the re-
cording medium concerned.

[0079] The encoder 15 encodes (on the basis of
MPEG2 for example) the video data outputted from the
decoder 14 on the basis of the coding control information
outputted from the coding controller 18 and outputs the
resultant video data to the multiplexer 16. The video
stream from the encoder 15, the transport stream packets
other than video from the demultiplexer 12, and the in-
formation about the occurrence timing of the transport
stream packets other than video are inputted in the mul-
tiplexer 16. On the basis of the inputted occurrence timing
information, the multiplexer 16 multiplexes the video
stream with the transport stream packets other than video
and outputs the result to the arrival timestamp adding
block 17 as a transport stream.

[0080] FIGS. 4A and 4B schematically illustrate the
above-mentioned processing to be executed by the mul-
tiplexer 16. FIG. 4A shows the timing of the inputted trans-
port stream packets. In these figures, the cross-hatched
portions indicate the video packets while the white por-
tions indicate the stream packets other than video. As
shown in FIG. 4A, the inputted transport stream packets
are continuous; however, the data volume of the video
data is reduced by the re-encoding of video data by the
encoder 15. Consequently, the number of video packets
is reduced.

[0081] As shown in FIG. 4B, the multiplexer 16 does
not change the timing of the stream packets other than
video but causes only the timing of the video packets to
be different from the original state (shown in FIG. 4A).
[0082] As shown in FIGS. 5A, 5B and 5C, the arrival
timestamp adding block 17 adds a header (TP_extra_
header) including an arrival timestamp to each of the
packets (FIG. 5A) of the inputted transport stream to gen-
erate a source packet (FIG. 5B), arranges the generated
source packets continuously (FIG. 5C), and outputs them
to a writing block 21. The arrival timestamp is information
indicative of the timing with which the transport stream
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packets occur in a transport stream. The writing block 21
puts the inputted source packet stream consisting of con-
tinuous source packets and records the file to a recording
medium 22. It should be noted that the recording medium
22 may be any type of recording medium.

[0083] Theinformation outputted from the coding block
20 is also inputted in the writing block 21. On the basis
of the video coding information from the coding controller
18, the coding block 20 generates multimedia display
sub information and outputs the same to the writing block
21. The multimedia display sub information to be output-
ted to the writing block 21 is information for keeping the
video display position and display size unchanged on
multimedia plane from those of the image (the image
which would be displayed without re-encoding) intended
by the sending side even if the picture frame size has
changed by transcoding (decoding by the decoder 14
and then encoding by the encoder 15) a video stream.
This information is also used at time of reproduction in
combination with multimedia coding data.

[0084] The following describes the multimedia display
sub information more specifically. As shown in FIG. 6,
the multimedia display sub information consists of three
flags of a mismatch flag (mismatch_MMinfo_flag), a re-
encoded flag (Re_encoded_flag), and a frame size
change flag (changed_frame_size_flag), data associat-
ed with two sizes indicative of an original horizontal size
(original_horizontal_size) and an original vertical size
(original_vertical_size), and an original screen aspect ra-
tio (original_display_aspect_ratio).

[0085] The mismatch flag indicates whether there ex-
ists a mismatch in the relationship between video and
multimedia coding data. The re-encoded flag indicates
whether the video has been re-encoded at the time of
recording. The frame size change flag indicates whether
the picture frame of video has been changed by re-en-
coding for example. The original horizontal size indicates
the horizontal size of a picture frame before re-encoding.
The original vertical size indicates the vertical size of a
picture frame before re-encoding. The original screen as-
pect ratio indicates the aspect ratio of a frame screen
before re-encoding.

[0086] It should be noted that the above-mentioned
multimedia display sub information is illustrative only.
Therefore, information other than shown in FIG. 6 may
be included in or part of the information shown in FIG. 6
may be excluded from the multimedia display sub infor-
mation.

[0087] The following describes another example of the
multimedia display sub information. In the following ex-
ample, the multimedia display sub information is stored
in a Programinfo() syntax shown in FIG. 7. The following
describes the fields associated with the presentinvention
in the Programinfo() syntax.

[0088] "length"indicates the number of bytes between
the byte just after the length field and the last byte of
Programinfo() inclusive.

[0089] "num_of program_sequences" indicates the



13 EP 2 262 265 A2 14

number of program sequences in the an AV stream file.
A source packet sequence with which the program con-
tents specified by this format in the AV stream file are
constant is referred to as a program sequence.

[0090] "SPM_program_sequence_start" indicates an
address at which the program sequence starts in the AV
stream file. "SPM_program_sequence_start" is of a size
in unit of source packet number and counted from the
initial value 0 starting with the first packet of the AV stream
file.

[0091] "program_map_PID" is value of the PID of a
transport packet having PMT (Program Map Table) ap-
plicable to that program sequence.

[0092] "num_of_streams_in_ps" indicates the number
of elementary streams defined in that program sequence.
[0093] ‘"stream_PID" indicates the value of the PID for
the elementary stream defined in the PMT which is ref-
erenced by the program map PID of that program se-
quence.

[0094] "StreamCodingInfo()" indicates the information
about the elementary stream indicated by the above-
mentioned stream PID.

[0095] FIG. 8 shows the syntax of StreamCodinglnfo
(). "length" indicates the number of bytes between the
byte just after this length field and the last byte of Stream-
Codinginfo() inclusive.

[0096] “stream_coding_type" indicates the coding
type of the elementary stream indicated by the stream
PID for this StreamCodinginfo(). The meanings of the
individual types are shown in FIG. 9.

[0097] If the value of stream coding type is 0x02, it
indicates that the elementary stream indicated by the
stream PID is a video stream.

[0098] Ifthe value of stream coding type is 0x0A, 0x0B,
or 0x0D, itindicates that the elementary stream indicated
by the stream PID is multimedia coding data.

[0099] If the value of stream coding type is 0x06, it
indicates that the elementary stream indicated by the
stream PID is subtitles or teletext.

[0100] ‘'"video_format" indicates the video format of a
video stream indicated by the stream PID for this Stream-
CodingInfo(). The meanings of the individual video for-
mats are shown in FIG. 10.

[0101] InFIG. 10, 480iindicates video display of NTSC
standard TV (interlace frame of 720 pixels x 480 lines).
576i indicates video display of PAL standard TV (inter-
lace frame of 720 pixels x 576 lines). 480p indicates video
display of progressive frame of 720 pixels x 480 lines.
1080i indicates video display of interlace frame of 1920
pixels x 1080 lines. 720p indicates video display of pro-
gressive frame of 1230 pixels x 720 lines.

[0102] “frame_rate" indicates the frame rate of a video
stream indicated by the stream PID for this StreamCod-
ingInfo(). The meanings of the individual frame rates are
shown in FIG. 11.

[0103] ‘"display_aspct_ratio" indicates the display as-
pect ratio of a video stream indicated by the stream PID
for this Streamcodinglndo(). The meaning of the individ-
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ual aspect ratios are shown in FIG. 12.

[0104] ‘"original_video_format_flag" indicates whether
there exist original video format and original display as-
pect ratio in this StreamCodinglinfo().

[0105] "original_video_format" indicates a video for-
mat before a video stream indicated by the stream PID
for this StreamCodinglinfo() is coded. The meanings of
the individual original video formats are the same as
shown in FIG. 10.

[0106] "original_display_aspect_ratio" is the display
aspect ratio before a video stream indicated by the
stream PID for this StreamCodinglnfo() is coded. The
meanings of the individual aspect ratios are the same as
shown in FIG. 12.

[0107] It is assumed that, in transcoding a transport
stream with a multimedia data stream (BML stream or
subtitles) multiplexed along with a video stream, the re-
encoding of the video stream changes its video format
(for example, from 1080i to 480i), while the multimedia
data stream retain its original stream contents. In this
case, a mismatch in information may occur between a
new video stream and the multimedia data stream. For
example, although the parameters associated with the
display of the multimedia data stream are determined on
the supposition of the video format of the original video
stream, the video format may be changed by the re-en-
coding of the video stream.

[0108] The video format of the original video stream is
indicated by the video format and the display aspect ratio.
The video format of the re-encoded video stream is indi-
cated by the original video format and the original display
aspect ratio.

[0109] If there exists a mismatch between the values
of the video format and the original video format and/or
between the display aspect ratio and the original display
aspect ratio, it indicates that a video format change has
been caused by the video re-encoding at the time of re-
cording.

[0110] If the stream PID in which the stream coding
type indicates multimedia coding data and subtitles is
included in Programinfo(), it indicates that the multimedia
data is multiplexed in an AV stream file (a transport
stream).

[0111] If Programinfo() indicates that a video format
change has been caused by the re-encoding of video at
the time of recording and multimedia data is multiplexed
inthe AV stream file, thenitis determined that there exists
a mismatch in display between the video stream (re-en-
coded) and the multimedia data (the original multimedia
data) in the AV stream file.

[0112] In such a case, the information about the orig-
inal video stream, namely the original video format and
the original display aspect ratio, becomes effective. The
reproducing apparatus generates a display screen from
the above-mentioned new video stream and multimedia
data stream as follows.

- The video stream is up-sampled to a video format
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indicated by the original video format and the original
display aspect ratio.

- The up-sampled image and the multimedia data
stream are synthesized to form a correct display
screen.

[0113] The multimedia display sub information gener-
ated by the coding block 20 is recorded by the writing
block 21 to the recording medium 22 but stored as a file
which is different from the source packet stream file out-
putted from the arrival timestamp adding block 17. If the
multimedia display sub information is recorded by the
writing block 21 to the recording medium 22 as a file
different from the source packet stream file, the filed mul-
timedia display sub information is outputted from the cod-
ing block 20.

[0114] FIG. 13is aflowchart describing the processing
of coding an AV stream and multimedia display sub in-
formation.

[0115] In step 50, a multiplexed stream including mul-
timedia coding data is inputted in the recording apparatus
1.

[0116] In step 51, the demultiplexer 12 separates the
video stream from the multiplexed stream.

[0117] Instep52,the encoder 15 re-encodes the video
stream decoded by the decoder 14.

[0118] In step 53, the multiplexer 16 multiplexes the
above-mentioned video stream and multimedia coding
data to generate a multiplexed stream.

[0119] In step 54, the coding block 20 generates mul-
timedia display sub information.

[0120] In the above description, the coding controller
18 generates the coding control information including bit
rate and picture frame on the basis of the inputted data.
The coding controller 18 may generate the following in-
formation as alternative coding control information.
Namely, if the inputted transport stream is found including
multimedia coding data by the analyzing block 13, then
the coding controller 18 may generate coding control in-
formation, when encoding is executed by the encoder
15, for instructing the encoder 15 to execute the re-en-
coding with a picture frame (the picture frame before re-
encoding) of the same size as that of the picture frame
of the original video and output the’ generated coding
control information to the encoder 15.

[0121] When the above-mentioned method is used,
the encoder 15 re-encodes the video data supplied from
the decoder 14 with the same value as that of the picture
frame of the original video stream on the basis of the
inputted coding control information. If such coding control
information is generated and the re-encoding is executed
on the basis of the coding control information, no picture
frame change is caused by the re-encoding, thereby pre-
venting a mismatch from occurring in the relationship be-
tween the video stream obtained by re-encoding and the
multimedia coding data.

[0122] Still alternatively, the following information may
be generated as the coding control information generated
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by the coding controller 18. Namely, if the inputted trans-
port stream is found including multimedia coding data by
the analyzing block 13, then the coding controller 18 may
generate coding control information, when encoding is
executed by the encoder 15, for instructing the encoder
15 to execute the re-encoding under the same conditions
as the video format (shown in FIG. 10) and screen aspect
ratio (shown in FIG. 12) of the original video and output
the coding control information to the encoder 15.
[0123] When the above-mentioned method is used,
the encoder 15 re-encodes the video supplied from the
decoder 14 under the same conditions as the video for-
mat (shown in FIG. 10) and screen aspect ratio (shown
in FIG. 12) of the original video on the basis of the inputted
coding control information. If such coding control infor-
mation is generated and the re-encoding is executed on
the basis of the coding control information, no video for-
mat and no screen aspect ratio change is caused by the
re-encoding, thereby preventing a mismatch from occur-
ring in the relationship between the video stream ob-
tained by re-encoding and the multimedia coding data.
[0124] FIG. 14 is a flowchart describing the coding for
restricting the re-encoding of the video of a multiplexed
stream including multimedia coding data.

[0125] In step 70, a multiplexed stream is inputted in
the recording apparatus 1.

[0126] In step 71, the demultiplexer 12 separates the
video stream from the multiplexed stream.

[0127] In step 72, the analyzing block 13 checks if the
multimedia coding data is included in the video stream.
If the multimedia coding data is included, the analyzing
block 13 sends the coding control information to the en-
coder 15 instructing the same to re-encode the video
stream without changing the display format. On the basis
of the supplied control information, the encoder 15 re-
encodes the video stream.

[0128] In step 73, the multiplexer 16 generates a mul-
tiplexed stream including the above-mentioned video
stream.

[0129] The following describes one example of control
to be executed on the basis of the coding control infor-
mation with reference to FIGS. 15 through 20.

[0130] Itis assumed here that a transport stream to be
inputted in the selector 10 have a constant bit rate R, as
shown in FIG. 15 for example. The video stream and the
non-video streams are coded by variable bit rates. In the
example shown in FIG. 15, in unit time (for example,
GOP) A, the bit rate of the video stream is Ry, and the
bit rate of non-video streams is Rgp. In unit time B, the
bit rate of the video stream is Ry, and the bit rate of non-
video streams is Rgg. In unit time C, the bit rate of the
video stream is R and the bit rate of non-video streams
is Roc.

[0131] If the transport stream as shown in FIG. 15 is
re-encoded to output the transport stream having fixed
bitrate S (S <R,) as shown in FIG. 16 from the multiplexer
16, the coding controller 18 executes the processing de-
scribed by the flowchart shown in FIG. 17.
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[0132] First, in step S1, the coding controller 18 sets
to S the bit rate (recording rate) of a transport stream to
be outputted from the multiplexer 16 on the basis of a
control signal inputted from a controller, not shown, via
the terminal 19. Next, in step S2, the coding controller
18 determines non-video streams to be recorded and
computes a maximum total value D of the bit rates of the
determined streams.

[0133] The maximum value D is determined from the
stream specification of the input transport stream. For
example, if two audio streams are to be recorded in ad-
dition to the video stream, the maximum value D is 384
x 2 Kbps since the maximum value of the bit rate of one
audio stream is 384 Kbps according to the Japanese dig-
ital BS broadcast stream specification.

[0134] In step S3, the coding controller 18 uses value
C obtained by subtracting the maximum value D com-
puted in step S2 from the recording bit rates set in step
S1(=S-D),asabitrate to be allocated to the re-encoding
of the video data. In step S4, the coding controller 18
analyzes the coding information such as the video stream
bit rate and picture frame from the video stream informa-
tion outputted from the decoder 14.

[0135] Instep S5, the coding controller 18 determines,
on the basis of the value C computed in step S3 and the
video stream coding information analyzed in step S4, a
video coding parameter (video coding control informa-
tion) such that an optimum picture quality is achieved.
[0136] For example, in the example shown in FIG. 16,
value Sis 1/2 of value R,. In the present example, the bit
rate of steams other than video is the maximum value D,
which is used without change as the bit rate of non-video
steams in a multiplexed stream after re-encoding.
[0137] Then, video coding parameters are determined
such that an optimum picture quality can be achieved
within the range of (S - D). If the picture frame is control-
led, the horizontal direction of a picture frame of 720 x
480 pixels for example is sampled by 1/2 into 360 x 480
pixels. The determined coding parameters (bit rate and
picture angle) are supplied to the encoder 15 as video
coding control information.

[0138] Instep S6, on the basis of the video coding con-
trol information supplied from the coding controller 18,
the encoder 15 re-encodes the video data of unit time (in
this example, unit time A) to be processed now. In the
example showninFIG. 16, the actual bitrate Rg s is small-
er than the maximum value D in unit time A; however,
since the maximum value D is fixed, the video allocated
bit rate becomes (S - D). A wasted portion Rsa which
cannot be used for video coding occurs because the max-
imum value D is fixed, the wasted portion being filled with
stuffing bits.

[0139] In step S7, the coding controller 18 determines
whether there remains any stream to be re-encoded. If
there still remains any stream to be re-encoded, the pro-
cedure returns to step S4 to repeat the above-mentioned
processes.

[0140] If, in step S7, there remains no more stream to
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be re-encoded, this processing comes to an end.
[0141] Thus, in the example shown in FIG. 16, the bit
rate of non-video streams is D also in unit time B and the
video stream allocated bitrate is S - D because it is fixed.
Stuffing bits are inserted in value R, (=S -(S-D) - -
Rog = D - Rog):

[0142] In unit time C, too, the bit rate of non-video
streams is D and the video stream allocated bit rate is S
- D. It should be noted that, in unit time C, D = Ry, so
that there exists no stuffing bits.

[0143] Thus, in the example shown in FIG. 16, the vid-
eo stream is coded with a fixed bit rate.

[0144] FIG. 18 is a flowchart describing a processing
example in which the video re-encoding allocated bit rate
is variable. First, in step S21, the coding controller 18
sets recording rate S on the basis of the information sup-
plied via the terminal 19. Next, in step S22, the coding
controller 18 analyzes the coding information of the video
stream on the basis of the video stream information sup-
plied from the decoder 14. The processes of steps S21
and S22 are the same as those of steps S1 and S4 of
FIG. 17.

[0145] Instep S23, the coding controller 18 computes,
from the output of the analyzing block 13, the total bit
rate B in each unit time of non-video streams.

[0146] In step S24, the coding controller 18 uses, as
the video re-encoding allocated bit rate, value C (= S -
B) obtained by subtracting value B obtained in step S23
from value S obtained in S1.

[0147] In step S25, the coding controller 18 deter-
mines, on the basis of value C obtained in step S24 and
aresult of analysis of the video stream coding information
obtained in step S22, video coding parameters such that
an optimum picture quality is obtained. The determined
coding parameters are outputted to the encoder 15.
[0148] Instep S26, the encoder 15 re-encodes the vid-
eo data of the current unit time on the basis of the coding
parameters determined in step S25. Consequently, as
shown in FIG. 19 for example, after allocation of R,
(=Rpa,) as the bit rate in unit time of non-video streams,
the bit rate of the video stream is set to bit rate R, spec-
ified by (S - Ryy).

[0149] Instep S27,the coding controller 18 determines
whether there remains any stream to be processed. If
there still remains any stream to be processed, the pro-
cedure returns to step S22 to repeat the above-men-
tioned processes. If there remains no more stream to be
processed, this processing comes to an end.

[0150] Thus, in unit time B, after allocation of bit rate
Rop (= S - Rpp) of non-video streams, the remaining R,
(= S-Ryp) is the bit rate of the video stream. In unit time
C, the bit rate of the video stream is setto R, (=S - R,)
except for bit rate Roc of non-video streams.

[0151] Thus, in the present processing example, the
bit rate of the video stream is variable and therefore no
stuffing bit is needed or the number of stuffing bits can
be reduced, thereby coding the video stream more effi-
ciently.
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[0152] In the above, the input transport stream has a
fixed bit rate. The present invention is also applicable to
an example in which the bit rate of the input transport
stream is variable as shown in FIG. 20.

[0153] Consequently, atransport stream of longer con-
tent can be recorded to the recording medium 22 at a
lower bit rate as required.

[0154] In addition, the above-mentioned novel consti-
tution prevents the qualities of audio data, still picture
and character graphics data, multimedia coding data,
and other non-video data from being conspicuously de-
teriorated. These non-video data is basically smaller in
data volume than video data, so that reducing their bit
rate in the same ratio as the bit rate of video data makes
the effects on these non-video datarelatively greater than
those on video data. The novel constitution can prevents
these effects from being caused.

[0155] The following describes the reproduction of a
source packet stream file recorded on the recording me-
dium 22. Referring to FIG. 21, there is shown a block
diagramiillustrating the configuration of a reproducing ap-
paratus practiced as one embodiment of the invention.
A source packet stream file recorded on the recording
medium 22 is read by a reading block 31. The reading
block 31 also reads multimedia display sub information
recorded on the recording medium 22 as a file separate
from the source packet stream file.

[0156] The source packet stream read by the reading
block 31 is outputted to a arrival timestamp separating
block 32 and the multimedia display sub information to
a synthesizing block 36. The arrival timestamp separat-
ing block 32 incorporates a reference clock. The arrival
time stamp separating block 32 compares the reference
clock with the value of the arrival timestamp added to the
source packet of the inputted source packet stream and,
when a match is found, removes the arrival timestamp
from the source packet having the matching arrival times-
tamp, outputting the resultant packet to a demultiplexer
33 as a transport stream packet.

[0157] The demultiplexer 33 separates the inputted
transport stream into a video/audio stream and data
streams such as multimedia coding data, character
graphics, text, and still picture. Of these separated data,
the video/audio stream is outputted to an AV decoder 34,
the multimedia coding data to the synthesizing block 36,
and the data stream such as character graphics, text,
and still picture to a character graphics/still picture de-
coder 35.

[0158] The AV decoder 34 separates the inputted vid-
eo/audio stream into video data and audio data, decodes
each data, and outputs the decoded audio data to an
audio reproducing device, not shown, and the decoded
video data to the synthesizing block 36. The character
graphics/still picture decoder 35 decodes the inputted
data stream such as character graphics, text, and still
picture and outputs the decoded character graphics data,
text data, and still picture data to the synthesizing block
36.
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[0159] Inthe synthesizing block 36, the video data from
the AV decoder 34, the multimedia coding data from the
demultiplexer 33, the data from the character graphics/
still picture decoder 35, and the multimedia display sub
information from the reading block 31 are inputted.
Checking the mismatch flag (FIG. 6) of the inputted mul-
timedia display sub information, the synthesizing block
36 determines whether there exits a mismatch in the re-
lationship between the inputted video signal and the mul-
timedia coding data.

[0160] If there exists a mismatch between the value of
video format and the value of original video format shown
in FIG. 8 and/or a mismatch between the value of display
aspect ratio and the original display aspect ratio, the syn-
thesizing block 36 determines that a video format change
has been caused by the video re-encoding at the time of
recording, detecting a mismatch in the relationship be-
tween the input video signal and the multimedia encoding
data. If there exists no mismatch between the value of
video format and the value of original video format and
no mismatch between the value of display aspect radio
and the value of original display aspect ratio, the synthe-
sizing block 36 determines that there exists no mismatch
in the relationship between the input video signal and the
multimedia coding data.

[0161] If a mismatch is found in the relationship be-
tween the input video signal and the multimedia coding
data, the synthesizing block 36 further references the
original horizontal size and vertical size of the multimedia
display sub information or references the original video
format and the original display aspect ratio. Then, the
synthesizing block 36 scale-converts the inputted video
signal so that it can be displayed in a frame of the refer-
enced size. On the basis of the multimedia coding data,
the synthesizing block 36 outputs the video signal with
the scale-converted video signal and the data such as
character graphics synthesized on a multimedia plane to
a television receiver, not shown, which servers as a dis-
play device.

[0162] On the other hand, if no mismatch is found in
the relationship between the input video signal and the
multimedia coding data, the synthesizing block 36 syn-
thesizes the input video signal with other data on a mul-
timedia plane without scale conversion and outputs the
synthesized data.

[0163] Thus, recording the multimedia display sub in-
formation and using it at the time of reproduction allow
the receiving side to display a screen as intended on the
sending side. Referring to FIG. 22, if the re-encoding on
the sending side (recording side) results in a smaller vid-
eo picture frame than the original, the size reduction is
recorded as multimedia display sub information, which
is referenced at the time of reproduction. Consequently,
because there exists no mismatch between video data
and other data, the receiving side (the reproduction side)
can display the same screen as the original.

[0164] FIG. 24 is a flowchart describing AV stream re-
production processing which uses multimedia display



21 EP 2 262 265 A2 22

sub information.

[0165] In step 60, a multiplexed stream including mul-
timedia coding data is read from a recording medium and
inputted in a reproduction device.

[0166] In step 61, multimedia display sub information
is inputted. This information is read from the recording
medium in the case of the reproducing device shown in
FIG. 21; in the case of a reproducing device shown in
FIG. 25, this information is separated from the multi-
plexed stream.

[0167] Instep 62, avideo stream is separated from the
multiplexed stream.

[0168] In step 63, the video stream is decoded.
[0169] Instep S64, if there exists a mismatch is display
between the video data and the multimedia coding data,
the synthesizing block 36 scale-converts the video data
on the basis of the multimedia display sub information.
[0170] Instep 65, the synthesizing block 36 synthesiz-
es the processed image and the multimedia data to gen-
erate a display image.

[0171] As described, the multimedia display sub infor-
mation may be recorded on the recording medium 2 as
a file which is different from the source packet stream file
containing character graphics data and video signals. Al-
ternatively, the mutlimedia display sub information may
be embedded in a source packet stream file and then
recorded on the recording medium 22. FIG. 23 shows
the configuration of the recording apparatus 1 in which
the multimedia display sub information is embedded in
a source packet stream file.

[0172] In comparison between the configuration of the
recording apparatus 1 shown in FIG. 23 and the config-
uration shown in FIG. 3, the former outputs the multime-
dia display sub information outputted from the coding
block 20 is supplied to the multiplexer 16. The multiplexer
16 then generates a transport packet of the inputted mul-
timedia display sub information embeds it into a source
packet stream file, outputting the same to the arrival
timestamp adding block 17. Instead of embedding the
multimedia display sub information into a source packet
stream file as a transport packet, the multimedia display
sub information may be written to a user data area in an
MPEG video stream.

[0173] Inthe presentembodiment of the invention, vid-
eo data may be re-encoded in other methods than that
described above; for example, an inputted video stream
may be converted in the DCT area to covert the coding
parameters such as picture frame.

[0174] FIG. 25 shows the configuration of the repro-
ducing apparatus 30 in which the multimedia display sub
information is embedded in a source packet stream file
to be recorded on the recording medium 22. In compar-
ison between the configuration of the reproducing appa-
ratus shown in FIG. 25 and the configuration shown in
FIG. 21, the former reads through the reading block 31
only the source packet stream. The source packet stream
read by the reading block 31 is inputted in the demulti-
plexer 33 via the arrival timestamp separating block 32.
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[0175] The demultiplexer 33 extracts the multimedia
display sub information from the inputted source packet
stream file and outputs the extracted information to the
synthesizing block 36. The further processing is the same
as that of the configuration shown in FIG. 5.

[0176] Thus, if the multimedia display sub information
is recorded as embedded in a source packet stream file,
the receiving side can also obtain the video picture size
and display position intended by the sending side.
[0177] In the present embodiment of the invention, a
transport stream was used for example. The present in-
vention is also applicable to multiplexed streams such
as a program stream.

[0178] The above-described sequence of processing
operations can be executed by hardware as well as soft-
ware. In the software approach, the recording apparatus
1 (and the reproducing apparatus 30) is constituted by a
personal computer as shown in FIG. 26.

[0179] Referring to FIG. 26, a CPU (Central Process-
ing Unit) 101 executes various processing operations as
instructed by programs stored in a ROM (Read Only
Memory) 102 or loaded from a storage block 108 into a
RAM (Random Access Memory) 103. The RAM 103 also
stores, as required, the data necessary for the CPU 101
to execute various processing operations.

[0180] The CPU 101, the ROM 102, and the RAM 103
are interconnected via a bus 104. The bus 104 is also
connected to an input/output interface 105.

[0181] The input/output interface 105 is connected to
an input block 106 such as a keyboard and a mouse, a
display device such as CRT or LCD, an output block 107
such as a speaker, a storage block 108 such as hard
disk, and a communication block 109 such as modem or
terminal adapter. The communication block 109 exe-
cutes communication processing via a network.

[0182] The input/output interface 105 is also connect-
ed to a drive 110 as required, in which a magnetic disc
121, an optical disc 122, a magneto-optical disc 123, or
a semiconductor memory 124 is loaded. Computer pro-
grams read from these storage media are installed in the
storage block 108 as required.

[0183] The execution of a sequence of processing op-
erations by software requires the use of a computer hav-
ing a dedicated hardware device storing beforehand the
programs constituting the software or a general-purpose
computer in which these programs are installed as re-
quired from a recording medium.

[0184] The program recording medium for storing
computer-readable and executable programs may be a
package medium which is distributed to users providing
programs and constituted by the magnetic disk 121 or
(including floppy disk), the optical disc 122 (including CD-
ROM (Compact Disc-Read Only Memory) and DVD (Dig-
ital Versatile Disc)), the magneto-optical disk 123 (includ-
ing MD (Mini Disk)), or the semiconductor memory 124
or a ROM 102 or a hard disk which is preinstalled in a
personal computer and provided for users and on which
the programs are stored temporarily or permanently as
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shown in FIG. 26.

[0185] It should be noted that the steps describing the
programs to be stored in the program storage medium
are not only executed in a time-dependent manner in the
order described, but also in parallel or in a discrete man-
ner.

[0186] As described and according to the first image
coding apparatus and method and the program stored in
the first recording medium, a video steam is separated
from a multiplexed stream containing multimedia coding
data, a predetermined conversion process is performed
on the separated video stream, and additional informa-
tion indicative that a mismatch will occur when displaying
the converted video stream on the basis of the multimedia
coding data.

[0187] The first recording medium stores the convert-
ed video stream, the multimedia coding data, and the
additional information indicative that a mismatch will oc-
cur when displaying the converted video stream on the
basis of the above-mentioned multimedia coding data.
[0188] Consequently, in any case, the reproducing
side can prevent a mismatch from occurring between the
video stream and the multimedia coding data.

[0189] As described and according to the image de-
coding apparatus and method and the program stored in
the second recording medium, when a video stream is
separated from an inputted multiplexed stream, the sep-
arated video stream is decoded, and the decoded video
stream is displayed on the basis of multimedia coding
information, a mismatch occurs. On the basis of the ad-
ditional information about this mismatch occurrence, a
predetermined conversion process is performed on the
decoded video stream. This novel configuration prevents
the mismatch from occurring between the video stream
and the multimedia coding data.

[0190] As described and according to the second im-
age coding apparatus and method and the program
stored in the third recording medium, a video stream is
separated from an inputted multiplexed stream, the in-
putted multiplexed stream is checked for multimedia cod-
ing data and, if the multimedia coding data is found, cod-
ing control information for giving an instruction not to
change the display format of the separated video stream
is generated, and a predetermined conversion process
is performed on the separated video stream on the basis
of the generated coding control information.

[0191] The second recording medium also stores the
above-mentioned coding control information giving in-
struction not to change the display format of a video
stream and a multiplexed stream containing the video
stream on which a predetermined conversion process
has been performed on the basis of the coding control
information.

[0192] Consequently, in any case, the reproduction
side can prevent a mismatch from occurring between the
video stream and the multimedia coding data.

[0193] While the preferred embodiments of the present
invention have been described using specific terms, such
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description is for illustrative purposes only, and it is to be
understood that changes and variations may be made
without departing from the scope of the appended claims.
[0194] In so far as the embodiments of the invention
described above are implemented, at least in part, using
software-controlled data processing apparatus, it will be
appreciated that acomputer program providing such soft-
ware control and a storage medium by which such a com-
puter program is stored are envisaged as aspects of the
present invention.

[0195] Various different aspects and features of the
present invention are defined in the appended claims.
Combinations of features from the dependent claims may
be combined with features of the independent claims as
appropriate and not merely as explicitly set out in the
claims.

[0196] Further embodiments of the invention are dis-
closed in the following numbered clauses:

1. An image coding apparatus comprising:

inputting means for inputting a multiplexed
stream containing multimedia coding data;
separating means for separating a video stream
from said multiplexed stream inputted by said
inputting means;

converting means for performing a predeter-
mined converting process on said video stream
separated by said separating means;
generating means for generating additional in-
formation indicating that a mismatch will occur
when the converted video stream is displayed
on the basis of said multimedia coding data; and
outputting means for outputting said converted
video stream, said multimedia coding data, and
said additional information.

2. The image coding apparatus according to clause
1, further comprising:

coding means for coding said additional infor-
mation generated by said generating means as
data separate from said multiplexed stream con-
taining said converted video stream.

3. The image coding apparatus according to clause
1, further comprising:

coding means for multiplexing said additional in-
formation generated by said generating means
with said multiplexed stream containing said
converted video stream and then coding a mul-
tiplexed result.

4. The image coding apparatus according to clause
1, wherein said converting means converts a video
stream picture frame parameter.

5. The image coding apparatus according to clause
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1, wherein the conversion by said converting means
includes at least a process of decoding the video
stream separated by said separating means and a
process of encoding the decoded video stream.

6. The image coding apparatus according to clause
1, wherein said additional information generated by
said generating means contains at least one of orig-
inal picture frame information and an original screen
aspect ratio.

7. The image coding apparatus according to clause
1, wherein said additional information generated by
said generating means contains an original video for-
mat and a video format after the conversion.

8. The image coding apparatus according to clause
1, wherein said additional information generated by
said generating means contains an original screen
aspect ratio and a screen aspect ratio after the con-
version.

9. The image coding apparatus according to clause
1, wherein said additional information generated by
said generating means contains at least one of in-
formation indicating whether or not a picture frame
of said video stream has been converted by said
converting means, information about an original pic-
ture frame of said video stream separated by said
separating means, and an original screen aspect ra-
tio.

10. Animage coding method comprising the steps of:

inputting a multiplexed stream containing multi-
media coding data;

separating a video stream from said multiplexed
stream inputted in said inputting step;
performing a predetermined converting process
on said video stream separated in said separat-
ing step;

generating additional information indicating that
a mismatch will occur when the converted video
stream is displayed on the basis of said multi-
media coding data; and

outputting said converted video stream, said
multimedia coding data, and said additional in-
formation.

11. The image coding method according to clause
10, further comprising the step of:

coding said additional information generated in
said generating step as data separate from said
multiplexed stream containing said converted
video stream.

12. The image coding method according to clause
10, further comprising:

a coding step of multiplexing said additional in-
formation generated in said generating step with
said multiplexed stream containing said convert-
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ed video stream and then coding a multiplexed
result.

13. The image coding method according to clause
10, wherein a video stream picture frame parameter
is converted in said converting step.

14. The image coding method according to clause
10, wherein the conversion in said converting step
includes at least a process of decoding the video
stream separated in said separating step and a proc-
ess of encoding the decoded video stream.

15. The image coding method according to clause
10, wherein said additional information generated in
said generating step contains at least one of original
picture frame information and an original screen as-
pect ratio.

16. The image coding method according to clause
10, wherein said additional information generated in
said generating step contains an original video for-
mat and a video format after the conversion.

17. The image coding method according to clause
10, wherein said additional information generated in
said generating step contains an original screen as-
pect ratio and a screen aspect ratio after the conver-
sion.

18. The image coding method according to clause
10, wherein said additional information generated in
said generating step contains at least one of infor-
mation indicating whether or not a picture frame of
said video stream has been converted in said con-
verting step, information about an original picture
frame of said video stream separated in said sepa-
rating step, and an original screen aspect ratio.

19. A recording medium recorded a computer-read-
able program, said program comprising the steps of:

inputting a multiplexed stream containing multi-
media coding data;

separating a video stream from said multiplexed
stream inputted in said inputting step;
performing a predetermined converting process
on said video stream separated in said separat-
ing step;

generating additional information indicating that
a mismatch will occur when the converted video
stream is displayed on the basis of said multi-
media coding data; and

outputting said converted video stream, said
multimedia coding data, and said additional in-
formation.

20. A recording medium recorded a video stream
converted by a predetermined conversion process,
multimedia coding data, and additional information
indicating occurrence of a mismatch at displaying
said converted video stream on the basis of said mul-
timedia coding data.

21. The recording medium according to clause 20,
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wherein said additional information is coded and re-
corded as data different from a multiplexed stream
containing said converted video stream.

22. The recording medium according to clause 20,
wherein said additional information is coded and re-
corded as multiplexed with a multiplexed stream con-
taining said converted video stream.

23. The recording medium according to clause 20,
wherein said video stream is converted in its picture
frame parameter.

24. The recording medium according to clause 20,
wherein said video stream is decoded and then en-
coded.

25. The recording medium according to clause 20,
wherein said additional information contains at least
one of original picture frame information and an orig-
inal screen aspect ratio.

26. The recording medium according to clause 20,
wherein said additional information contains infor-
mation about an original video format and informa-
tion about a video format after the conversion.

27. The recording medium according to clause 20,
wherein said additional information contains infor-
mation about an original screen aspect ratio and in-
formation about a screen aspect ratio after the con-
version.

28. The recording medium according to clause 20,
wherein said additional information contains at least
one of information indicating whether or not a picture
frame of said video stream has been converted, in-
formation about an original picture frame of said vid-
eo stream, and information about an original screen
aspect ratio.

29. An image decoding apparatus comprising:

inputting means for inputting a multiplexed
stream containing multimedia coding data;
separating means for separating a video stream
from said multiplexed stream inputted by said
inputting means;

decoding means for decoding said video stream
separated by said separating means; and
processing means for performing a predeter-
mined conversion process on said decoded vid-
eo stream in accordance with additional infor-
mation indicating occurrence of a mismatch at
displaying said decoded video stream on the ba-
sis of said multimedia decoding data.

30. The image decoding apparatus according to
clause 29, further comprising:

acquiring means for acquiring said additional in-
formation from data different from said multi-
plexed stream.

31. The image decoding apparatus according to
clause 29, further comprising:
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acquiring means for acquiring said additional in-
formation from a multiplexed stream with which
said additional information is multiplexed.

32. The image decoding apparatus according to
clause 29, wherein said processing means converts
a picture frame parameter of said video stream.
33. The image decoding apparatus according to
clause 29, wherein the conversion by said process-
ing means includes at least a process of decoding
said video stream separated by said separating
means and a process of encoding the decoded video
stream.

34. The image decoding apparatus according to
clause 29, wherein said additional information con-
tains at least one of information about an original
picture frame and information about an original
screen aspect ratio.

35. The image decoding apparatus according to
clause 29, wherein said additional information con-
tains an original video format and information about
a video format after the conversion.

36. The image decoding apparatus according to
clause 29, wherein said additional information con-
tains information about an original screen aspect ra-
tio and information about a screen aspect ratio after
the conversion.

37. The image decoding apparatus according to
clause 29, wherein said additional information con-
tains at least one of information indicating whether
or not a picture frame of said video stream has been
converted by said converting means, information
about an original picture frame of said video stream
separated by said separating means, and informa-
tion about an original screen aspect ratio.

38. Animage decoding method comprising the steps
of:

inputting a multiplexed stream containing multi-
media coding data;

separating a video stream from said multiplexed
stream inputted in said inputting step;
decoding said video stream separated in said
separating step; and

performing a predetermined conversion proc-
ess on said decoded video stream in accord-
ance with additional information indicating oc-
currence of a mismatch at displaying said de-
coded video stream on the basis of said multi-
media decoding data.

39. The image decoding method according to clause
38, further comprising the step of:

acquiring said additional information from data
different from said multiplexed stream.

40. The image decoding method according to clause



29 EP 2 262 265 A2 30

38, further comprising the step of:

acquiring said additional information from a mul-
tiplexed stream with which said additional infor-
mation is multiplexed.

41. The image decoding method according to clause
38, wherein a picture frame parameter of said video
stream is converted in said processing step.

42. The image decoding method according to clause
38, wherein the conversion in said processing step
includes at least a process of decoding said video
stream separated in said separating step and a proc-
ess of encoding the decoded video stream.

43. The image decoding method according to clause
38, wherein said additional information contains at
least one of information about an original picture
frame and information about an original screen as-
pect ratio.

44. The image decoding method according to clause
38, wherein said additional information contains an
original video format and information about a video
format after the conversion.

45. The image decoding method according to clause
38, wherein said additional information contains in-
formation about an original screen aspect ratio and
information about a screen aspect ratio after the con-
version.

46. The image decoding method according to clause
38, wherein said additional information contains at
least one of information indicating whether or not a
picture frame of said video stream has been convert-
ed in said converting step, information about an orig-
inal picture frame of said video stream separated in
said separating step, and information about an orig-
inal screen aspect ratio.

47. A recording medium recorded a computer-read-
able program, said program comprising the steps of:

inputting a multiplexed stream containing multi-
media coding data;

separating a video stream from said multiplexed
stream inputted in said inputting step;
decoding said video stream separated in said
separating step; and

performing a predetermined conversion proc-
ess on said decoded video stream in accord-
ance with additional information indicating oc-
currence of a mismatch at displaying said de-
coded video stream on the basis of said multi-
media decoding data.

48. An image coding apparatus comprising:

inputting means for inputting a multiplexed
stream;

separating means for separating a video stream
from said multiplexed stream inputted by said
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inputting means;

determining means for determining whether or
not multimedia coding data is contained in said
multiplexed stream inputted by said inputting
means;

generating means, if it is determined by said de-
termining means that said multimedia coding
data is contained in said multiplexed stream, for
generating coding control information for in-
structing not to change a display format of said
video stream separated by said separating
means;

converting means for performing a predeter-
mined conversion process on said video stream
separated by said separating means on the ba-
sis of said coding control information generated
by said generating means; and

multiplexing means for generating a multiplexed
stream which contains said video stream con-
verted by said converting means.

49. The image coding apparatus according to clause
48, wherein said generating means instructs not to
change any of a picture frame, a video format, and
an aspect ratio.

50. Animage coding method comprising the steps of:

inputting a multiplexed stream;

separating a video stream from said multiplexed
stream inputted in said inputting step;
determining whether or not multimedia coding
data is contained in said multiplexed stream in-
putted in said inputting step;

generating coding control information for in-
structing not to change a display format of said
video stream separated in said separating step,
if it is determined in said determining step that
said multimedia coding data is contained in said
multiplexed stream;

performing a predetermined conversion proc-
ess on said video stream separated in said sep-
arating step on the basis of said coding control
information generated in said generating step;
and

generating a multiplexed stream which contains
said video stream converted in said converting
step.

51. The image coding method according to clause
50, wherein coding control information for instructing
not to change any of a picture frame, a video format,
and an aspect ratio is generated in the generating
step.

52. A recording medium recorded a computer-read-
able program, said program comprising the steps of:

inputting a multiplexed stream;
separating a video stream from said multiplexed
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stream inputted in said inputting step;
determining whether or not multimedia coding
data is contained in said multiplexed stream in-
putted in said inputting step;

generating coding control information for in-
structing not to change a display format of said
video stream separated in said separating step,
if it is determined in said determining step that
said multimedia coding data is contained in said
multiplexed stream;

performing a predetermined conversion proc-
ess on said video stream separated in said sep-
arating step on the basis of said coding control
information generated in said generating step;
and

generating a multiplexed stream which contains
said video stream converted in said converting
step.

53. A recording medium recorded coding control in-
formation instructing not to change a display format
of a video stream and a multiplexed stream contain-
ing a video stream on which a predetermined con-
version process has been performed on the basis of
said coding control information.

Claims

An image coding apparatus comprising:

inputting means for inputting a multiplexed
stream;

separating means for separating a video stream
from said multiplexed stream inputted by said
inputting means;

determining means for determining whether or
not multimedia coding data is contained in said
multiplexed stream inputted by said inputting
means;

generating means, if it is determined by said de-
termining means that said multimedia coding
data is contained in said multiplexed stream, for
generating coding control information for in-
structing not to change a display format of said
video stream separated by said separating
means;

converting means for performing a predeter-
mined conversion process on said video stream
separated by said separating means on the ba-
sis of said coding control information generated
by said generating means; and

multiplexing means for generating a multiplexed
stream which contains said video stream con-
verted by said converting means.

2. The image coding apparatus according to claim 1,

wherein said generating means instructs not to
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change any of a picture frame, a video format, and
an aspect ratio.

3. Animage coding method comprising the steps of:

inputting a multiplexed stream;

separating a video stream from said multiplexed
stream inputted in said inputting step;
determining whether or not multimedia coding
data is contained in said multiplexed stream in-
putted in said inputting step;

generating coding control information for in-
structing not to change a display format of said
video stream separated in said separating step,
if it is determined in said determining step that
said multimedia coding data is contained in said
multiplexed stream;

performing a predetermined conversion proc-
ess on said video stream separated in said sep-
arating step on the basis of said coding control
information generated in said generating step;
and

generating a multiplexed stream which contains
said video stream converted in said converting
step.

The image coding method according to claim 3,
wherein coding control information for instructing not
to change any of a picture frame, a video format, and
an aspect ratio is generated in the generating step.

A recording medium recorded a computer-readable
program, said program comprising the steps of:

inputting a multiplexed stream;

separating a video stream from said multiplexed
stream inputted in said inputting step;
determining whether or not multimedia coding
data is contained in said multiplexed stream in-
putted in said inputting step;

generating coding control information for in-
structing not to change a display format of said
video stream separated in said separating step,
if it is determined in said determining step that
said multimedia coding data is contained in said
multiplexed stream;

performing a predetermined conversion proc-
ess on said video stream separated in said sep-
arating step on the basis of said coding control
information generated in said generating step;
and

generating a multiplexed stream which contains
said video stream converted in said converting
step.

6. A recording medium recorded coding control infor-

mation instructing not to change a display format of
a video stream and a multiplexed stream containing
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avideo stream on which a predetermined conversion
process has been performed on the basis of said
coding control information.
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F1G.6

MISMATCH FLAG
mismatch_MMinfo_flag

RE~-ENCODED FLAG
Re_encoded_flag

MULTIMEDIA

FRAME SIZE CHANGE FLAG

changedmframe_size;flag

ORIGINAL HORIZONTAL SIZE

original_horizontal_size

ORIGINAL VERTICAL SIZE

original_vertical _size

ORIGINAL DISPLAY ASPECT RATIO

original_display_aspect_ratio

/’ SUB

INFORMATION
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F1G.T

Syntax Nc?. of | Mnemonic
bits
Programinfo () { _
fength 32 uimshf
reseved_for_word_align 8 bs|bf
num_of_program_sequences 8 uimsbf
for (i=0; 1<num_of_program sequences;i++) {
SPN_program_sequences_start 32 uimsbf
program map PID 16 bsIbf
num_of_streams_in_ps 8 uimshf
num_of _groups 8 uimshf

for (stream_index=Q,
stream_index<num_of_streams_in_ps,
stream indextt) {

stream_PID 16 uimsbf
StreamCodinginfo ()
}
if {num_of _groupsdt) {
for (i=0; 1 <num_of_groups; 1++) {
num_of_streams_in_group 8 uimsbf
for (k=0, k<num_of_streams_in_group:k++) {
stream_index 8 uimshf
}
i (hum_of_streams_in_group%2==0) {
reserved_for_word_align 8 bsibf
}

EXAMPLE OF Programinfo() SYNTAX
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F1G.8

Syntax Nt_).of Mnemomic
bits
StreamCodingInfo() {
length 8 bs|bf
stream_coding_type 8 uimshf
1§ (stream coding_ type==0x02) {
video_format 4 uimsbf
frame_rate 4 uimshf
display_aspect_ratio 4 uimshf
reserved_for_word_align 2 bs!bf
ce_flag 1 uimshf
original_video_format_flag 1
if(original_video_format flag=1) {
original_video_format 4 uimsbf
original_display_aspect_ratio 4 uimsbf
reserved_for_word_align 8 bs!bf
}
telse (T (stream coding type==0x03//
stream coding type==0x04//
stream coding_type==0x0F//
stream coding_type==0x80//
stream coding type==0x87) {
audio_presentation_type 4 uimsbf
samp!ing frequency 4 uimsbf
reserved for word align 8 bsibf
}
}

StreamCodingInfo() SYNTAX (ANOTHER EXAMPLE

OF MULTIMEDIA DISPLAY SUB INFORMATION)
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F1G.9

stream_coding type

stream_coding_type

Meaning

0x00-0x01 reserved Tor future use
0x02 MPEG-1 or MPEG-2 video stream
0x03 MPEG-1 audio
0x04 MPEG~2 multi-channel audio,backward compatible o MPEG-1
0x05 reserved for future use
0x06 Teletext defined in SESF or DVB or
Subtitie defined in ISDB
0x07-0x08 reserved for future use
0x0A ISO/1EC 13818-6 type A
0x08 ISO/IEC 13818-6 type B
0x0C ISO/IEC 13818-6 type L
Ox0D ISO/IEC 138186 type D
Ox0E reserved for future use
OxOF MPEG-2 AAC audio with ADTS transport syntax
Ox10-0x7F reserved for future use
0x80 SESF LPCM audio
0x81 Doiby AC-3 audio
0x82-0xFF reserved for future use
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F1G.10

video_format

video_format Meaning Video standard
0 4801 ITU-R BT.601-4
1 5761 ITU-R BT.601-4
2 A80p SMPTE 283M

3 1080 SMPTE 274M

4 120p SMPTE 296M
5-14 reserved for future use

15 No information

F1G. 11

frame_rate

frame_rate Meaning

reserved for future use

o

24 000/1001 (23.976...)

24

25

30 000/1001 (28.97...)

30

50

60 000/1001(59.94...)

60

~14 reserved for future use

— [0 |~ airo ]|

5 No information
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FI1G.12

display_aspect ratio

display_aspect_ratio Meaning

reserved for future use

reserved for future use

4:3 display aspect ratio

2.21:1 display aspect ratio

-14 reserved for future use

0
1
2
3 16:9 display aspect ratio
4
5
i

5 No information
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F1G.13

DISPLAY SUB INFORMATION

b

INPUT MULTIPLEXED 50
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