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UNITED STATES 
- 1,668,140 

PATENT OFFICE. 
EENRY F. BUCHEEIT, OF MILWAUKEE, WIsCONSIN. 

SEADE-ROLLB, suppoRT. 
Application fled October 30, 1925. serial No. 65,864. 

This invention relates to curtain shade 
brackets and aims to provide an adjustable 
curtain shade bracket whereby the device 
may be used in connection with windows or 
door openings of various widths. 
An important object of the invention is to 

provide novel means for securing the bracket 
within the frame of the window or door in 
which the same is positioned, eliminating the 
use of securing nails or screws. 
Another important object of the invention 

is the provision of a bracket which may be 
readily and easily positioned by persons un 
familiar with mechanics. 
With the foregoing and other objects in 

view which will appear as the description 
proceeds, the invention resides in the combi 
nation and arrangement of parts and in the 
details of construction hereinafter described 
and claimed, it being understood that 
changes in the precise embodiment of the in 
vention herein disclosed, may be made with 
in the scope of what is claimed, without de 
parting from the spirit of the invention. 

Referring to the drawings: 
Figure 1 is an elevational view illustrating 

a curtain shade bracket constructed in ac 
cordance with the invention. 

Figure 2 is a fragmental elevational view 
illustrating the locking means. M 

Figure 3 is a longitudinal sectional view 
through a curtain shade bracket constructed 
in accordance with the invention. 

Figure 4 is an end elevational view of a 
bracket constructed in accordance with the 
invention. 

Figure 5 is a sectional view taken at right 
angles to Figure 3. - 

Figure 6 is a sectional view taken on line 
6-6 of Figure 5. 
Figure 7 is a fragmental elevational view 

illustrating the location of the locking arm 
when in an inactive position. 
Figure 8 is a single shade bracket. 
Referring to the drawing in detail, the 

device includes sections 5, 6 and 7 respec 
tively, the sections 5 and 6 being pivotally 
connected by means of the lever 8 and bolts 9 
passing therethrough. 
The sections are hollow as clearly shown 

by Figure 3 of the drawing, the section 6 
being adapted to support, the stop members 
10 which may be of various lengths to adapt 
the device for use in connection with open 
ings of various widths. 

The section 7 is adapted to engage one end 
of the member 10 as shown by Figure 3 to 
hold the member 7 against inward move 
ment as the lever 8 is being operated to force 
the end members 11 to their supporting posi- 60 
tions. 

Each of the end members 11 is formed 
with a lateral extension 12 adapted to be 
fitted in the hollow section associated there 
with for removably securing the end mem- 65 
bers within the sections 5 and 7... Pads indi 
cated at 13 are secured to the outer surfaces 
of the members 11 and are designed to en 
gage the inner surfaces of the window frame 
in which the device is positioned. 70 
Thus it will be seen that when it is desired to 

position a curtain shade bracket constructed 
in accordance with the invention, the lever 8 
may be moved to a position as shown by 
dotted lines in Figure 2 of the drawing, 75 
whereupon the lever may be moved to engage 
the section 6 causing the sections 5 and 6 to 
be moved laterally or into clamping relation 
with the frame of the door opening in which 
the device is positioned. 80 
Should it be desired to lengthen the 

bracket, it is only necessary to remove the 
section 7 and replace the member 10 with a 
longer member so that the section 7 will be 
held against inward movement. 85 

Figure 8 illustrates a single bracket which 
is indicated at 14, the same being provided 
with a pad indicated at 15 so that the device 
may be readily positioned between the side 
members of the frame of a window. 9. 
I claim:- 
A curtain shade bracket including a pair 

of tubular members having their adjacent 
ends closed, bolts extending through the 
tubular members, a locking lever embodying 95 
lateral spaced flanges pivotally connected to 
the tubular members. by means of the bolts, 
said tubular members adapted to move to 
wards and away from each other by the ac 
tion of the lever, an elongated spacing mem- 100 
ber, positioned in one of the tubular member, 
and end members having extensions fitted in 
the ends of the tubular members and adapted 
to be forced into engagement with a window 
frame to frictionally engage a window frame 105 
to support the shade bracket. 
In testimony that I claim the foregoing as 

my own, I have hereto affixed my signature. 
HENRY F. BUCHHEIT. 


