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yoke might be first spread apart and the en 
largements brought opposite the recesses and 
then pulled together by means of the bolt 7, 
or a box-washer or filling-pieces, (shown at 8 
in Figs. 3, 4, 6, and 7,) having a circular open 
ing in the center adapted to fit around the 
bosses or enlargements, having its Outer di 
mensions angular or rectangular and adapted 
to fit into the corresponding recesses in the 
draw-bar, may be used. In this way having 
once applied the washers to the enlargements 
the yoke could be attached to the draw-bar, 
as described in the first instance; but having 
applied the yoke in either way a bolt or pin 7 
secures the ends of the yoke in position with 
rélatioà, to the bar å?d in the ?ase of the cen 
térbósses becomes a ?enter to which the yoke 
may pivot. 

In the drawings I have shown that type of 
draft-gear known as the 'double or duplex 
tandem’’ arrangement. The followers 8 9 
are disposed opposite each other in one com 
partment of the yoke, and 10 11 are disposed 
opposite each other in the other compart 
ment of the yoke. These followers are re 
tained in position by the yoke and by draft 
pieces attached to the car-body. Between 
these opposing followérs is the resisting mé 
dium of the draft-gear, Such as springs, fric 
tion-pieces, &c. By making these followers 
of the box form shown I am able to reduce 
the total length of the yoke materially, as the 
plain followers for the same strength must 
necessarily be much thicker. The depth of 
the upper and lower flanges at 12 is such that 
the compression or movement of the draft 
medium can be limited so as to prevent the 
latter, such as springs, from being com 
pressed solid, and thereby avoid injury to 
Said medium. m 
A great many slight changes might be 

made in the general form and arrangement 
of the parts described without departing 
from my invention, and hence II dio not re 
strict myself to the precise details set forth, 
but consider myself at liberty to make such 
slight changes and alterations as fairly fall 
within the spirit and scope of my invention. 

Havingfully described my invention, what 
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I claim as new, and desire to secure by Let 
ters Patent, is 

1. The combination with a coupling-shank 
and a yoke, of washers carried by One of Said 
parts, and bosses constituting connections 
between said washers and the other of Said 
parts. 

2. The combination of a coupling-shank, 
a yoke, one of said parts having bosses, and 
washers connecting said bosses with the 
other of said parts. 

3. The combination of a coupling-shank, 
a yoke, one of said parts having bosses, and 
washers interposed between said bosses and 
the other of Saidi parts. 

4. A draft-yoke provided on the inner 
faces of its parallel members with follower 
stops, and a tie-bar integral at its respective 
ends with the inner ends of the follower 
stops. 

5. A draft attachment comprising a yoke, 
circular enlargements or bosses thereon, and 
box-washers on the enlargements. 

6. In a draft attachment the combination 
of a yoke having circular enlargements, box 
washers adapted to envelop the enlarge 
ments and recesses or sockets in the draw-bar 
to receive the box-washers and enlargements. 

7. In a draft attachment, the combination 
with a yoke, of cupped followers therein for 
the accommodation of limiting means, two 
diametrically opposite poftions of the Wall Óf 
each follower projecting farther from the base 
Óf the follower than the other portions of 
said wall. 

8. In a draft attachment, the combination 
with a yoke, of cupped followers therein for 
the accommodation of limiting means, two 
diametrically opposite portions of the wall of 
each follower having curved edges projecting 
farther from the base of the follower than the 
other portions of saidi wall. 

In testimony whereof I have signed this 
specification in the presence of two subscrib 
ing witnesses. 

SAMUEL P. BUSH. 
Witnesses: 

GEO. G. MERRING, 
F. G. BENNETT. 
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