Abstract: A recirculating powder applicator includes an applicator body having an inlet on an upstream surface and an outlet on a downstream surface, wherein the inlet and outlet define a passage that extends transversely through the thickness of the applicator body, a powder conduit, an air inlet, an exhaust aperture located on one of the upstream or downstream surfaces, and a circulation chamber located on the interior of the applicator body. The powder conduit and air inlet are in fluid communication with the passage and the passage is in fluid communication with the circulation chamber. A method of applying powder to a substrate during a continuous process includes using a recirculating powder applicator.
— with international search report (Art. 21(3))
RECIRCULATING POWDER APPLICATOR

CROSS-REFERENCE TO RELATED APPLICATIONS

[0001] This application claims the benefit of priority under 35 U.S.C. § 119 to U.S. Provisional Application No. 62/260,896, filed on November 30, 2015, and is incorporated herein by reference.

BACKGROUND

[0002] The disclosure relates generally to a powder applicator and more particularly to a powder applicator for a continuous process line. Various types of powder can be applied to products for a variety of reasons, such as to provide lubrication, to absorb moisture, and to color a surface. Often the object to which the powder is applied is produced on a continuous process line. Because powders are a collection of unconnected particles, powders can be difficult to control, especially when dispersed in the air. Additionally, powders tend to clump when exposed to moisture. Machinery for the application of powders often tends to be messy and inefficient (i.e., much of the powder is wasted during application) at applying powders to the substrate. Further, in a continuous process, clumps in the powder can disrupt the process line either by clogging the powder applicator or by creating a jam in downstream machinery.

SUMMARY

[0003] One embodiment of the disclosure relates to a recirculating powder applicator, having an applicator body including an inlet on an upstream surface and an outlet on a downstream surface, wherein the inlet and outlet define a passage that extends transversely through the thickness of the applicator body; a powder conduit; an air inlet; an exhaust aperture located on one of the upstream or downstream surfaces; and a circulation chamber located on the interior of the applicator body. The powder conduit and air inlet are in fluid communication with the passage and the passage is in fluid communication with the circulation chamber.

[0004] An additional embodiment of the disclosure relates to a method of applying powder to a substrate during a continuous process, the method comprising the steps of providing a continuous run of a substrate through a powder applicator; providing a metered flow of powder onto the substrate through a powder conduit of the powder applicator, wherein a first portion of the powder is deposited on the substrate from the powder conduit; providing between 15 and 100 psi of air through an air inlet of the powder applicator simultaneously with the depositing step, wherein and the air recirculates a second portion of the powder
within a circulation chamber of the powder applicator and wherein the second portion of powder is deposited on the substrate after being recirculated; and exhausting the air through an exhaust aperture located within the circulation chamber of the powder applicator, wherein the exhausted gas contains less than 5% of the powder dispersed within the air.

[0005] An additional embodiment of the disclosure relates to a method of applying a moisture barrier between a cable core and an armor, the method comprising the steps of receiving a run of cable core from a cable core payoff; receiving a run of armor from an armor payoff; forming the armor at least partially around the cable core during a first armor forming step; applying a superabsorbent powder to the cable core and an interior surface of the partially formed armor, wherein the powder is applied using a powder applicator that includes an applicator body including an inlet on an upstream surface and an outlet on a downstream surface, wherein the inlet and outlet define a passage that extends transversely through the thickness of the applicator body; a powder conduit; an air inlet; an exhaust aperture located on one of the upstream or downstream surfaces; and a circulation chamber located on the interior of the applicator body and including a depression formed around the exhaust aperture. The powder conduit and air inlet are in fluid communication with the passage and the passage is in fluid communication with the circulation chamber. The forming of the armor around the cable core may then be completed during a second armor forming step such that the armor surrounds the cable core.

[0006] Additional features and advantages will be set forth in the detailed description that follows, and in part will be readily apparent to those skilled in the art from the description or recognized by practicing the embodiments as described in the written description and claims hereof, as well as the appended drawings.

[0007] It is to be understood that both the foregoing general description and the following detailed description are merely exemplary, and are intended to provide an overview or framework to understand the nature and character of the claims.

[0008] The accompanying drawings are included to provide a further understanding and are incorporated in and constitute a part of this specification. The drawings illustrate one or more embodiment(s), and together with the description serve to explain principles and the operation of the various embodiments.

**BRIEF DESCRIPTION OF THE DRAWINGS**

[0009] FIG. 1 is process flow diagram showing steps for forming a cable according to an exemplary embodiment.
FIG. 2 depicts the components of a cable according to an exemplary embodiment.

FIG. 3A is an isometric view of the front of a recirculating powder applicator according to an exemplary embodiment.

FIG. 3B is an isometric view of the rear of the recirculating powder applicator shown in FIG. 3A according to an exemplary embodiment.

FIG. 4 is a cross-sectional view of the recirculating powder applicator shown in FIGS. 3A and 3B according to an exemplary embodiment.

FIG. 5 is a cross-sectional view of a recirculation region shown in FIG. 4 according to an exemplary embodiment.

FIG. 6 depicts a recirculating powder applicator as used to apply superabsorbent powder to a cable core according to an exemplary embodiment.

FIG. 7 is another embodiment of the recirculating powder applicator inlet/outlet according to another exemplary embodiment.

FIG. 8 is a cross-sectional view of the inlet/outlet of FIG. 7 according to an exemplary embodiment.

FIG. 9 is a plan view of the inlet/outlet of FIG. 7 according to an exemplary embodiment.

FIG. 10 is a cross-sectional view of the inlet/outlet of FIG. 9 according to an exemplary embodiment.

DETAILED DESCRIPTION

Referring generally to the figures, various embodiments of a recirculating powder applicator are shown. In one embodiment, the recirculating powder applicator is designed to apply a superabsorbent polymer (SAP) powder to the surface of an optical fiber cable core in order to provide a moisture barrier. For an optical cable, in particular, if moisture reaches the individual optical fiber strands, then the optical fiber can experience stress corrosion cracking caused by the reaction of water with silica at locations of strained bonding, such as at surface defects. Therefore, preventing moisture from reaching the optical fiber surface is an important factor in extending the life of an optical cable. While the following discussion will be framed in terms of the application of SAP powder to an optical fiber cable core, those skilled in the art will recognize from the following description that such embodiments are provided by way of example only, not by way of limitation, and that all alternative embodiments and applications are reserved herein.
A process diagram for forming a cable is depicted in FIG. 1. The cable core is provided from a cable core payoff 11. The cable core includes individual buffer tubes, including a plurality of individual optical fibers, and filler rods (if needed) that have been wound around a central support member and secured with a binder. The cable core payoff 11 is, thus, essentially a spool of formed cable core that is fed into the armor forming steps. The armor is provided from an armor payoff 12. The armor is formed from a flat ribbon of spooled armor material, such as steel, aluminum, copper, bronze, and brass, among others. In one embodiment, the armor is corrugated in an armor corrugating step 14. The cable core from the cable core payoff 11 and the armor material from the armor payoff 12 are fed together to a stage one armoring forming step 16. During the stage one armoring forming step 16, the armor and the cable core are aligned and placed on the same process stream such that the armor is partially formed around the cable core without fully encompassing the cable core.

In a particular embodiment, while the armor is partially formed around the cable core, SAP powder is applied to the cable by a powder applicator 18. The SAP powder prevents the propagation of water along the cable should the armor be disrupted. After the application of SAP powder, the armor is formed completely around the cable core during a stage two armor forming step 20. A cable jacket is extruded around the armored cable core during a jacket extrusion step 22. The cable is cooled, such as by running the cable through a water trough, during a jacket cooling step 24. Finally, during a finished cable takeup step 26, the cable is spooled, or otherwise collected, for further processing or transport.

The cable forming process described above is a continuous process, i.e., a single run of cable passes continuously through each of these stages in the process. In some instances, more than one hundred kilometers of cable can constitute a single run of cable. Therefore, disruptions to the process, such as for splicing components or for unsticking kinks in the process line, can cause significant delays in cable production.

FIG. 2 depicts a cable that can be formed according to the processing steps shown in FIG. 1. As can be seen in FIG. 2, the cable 30 features a plurality of optical transmission core elements, and these core elements include bundles of optical fibers 32. The bundles of optical fibers 32 are located within tubes, shown as buffer tubes 34. One or more additional core elements, shown as filler rods 36, may also be included in the cable 30. Filler rods 36 and buffer tubes 34 are arranged around a central support, shown as central strength member 38, which may be formed from a material such as glass-reinforced plastic or metal (e.g.,
steel). In the embodiment shown, filler rods 36 and buffer tubes 34 are shown in an alternating helical stranding pattern, such as an SZ stranding pattern. Helically wound binders 40 are wrapped around buffer tubes 34 and filler rods 36 to hold these elements in position around central strength member 38. The combination of buffer tubes 34, filler rods 36, central strength member 38, and binder 40 are referred to generally as cable core 41. A reinforcement sheet or layer, shown as armor 42, is wrapped around the cable core 41 of cable 30. In one embodiment, the armor 42 is wrapped around the cable core 41 such that an overlap region 44 is formed. A cable jacket 46 encompasses the armor 42 and the cable core 41.

[0025] Armor 42 generally provides an additional layer of protection to the optical fibers 32 within cable 30, and may provide resistance against damage (e.g., damage caused by contact or compression during installation, damage from the elements, damage from rodents, etc.). As can be seen in FIG. 2, the armor 42 is corrugated to provide additional structural reinforcement for the cable 30. In one embodiment, SAP powder is applied to the cable core 41 prior to closing the armor 42 so as to provide an additional level of protection against water, or other fluid, damage.

[0026] Because the SAP powder is applied between the cable core 41 and the armor 42, the SAP powder is applied between the two stages of armor forming in one embodiment. In a particular embodiment, the powder applicator 18 is a recirculating powder applicator as shown in FIGS. 3A and 3B.

[0027] Beginning with FIG. 3A, it can be seen that the recirculating powder applicator 18 has an applicator body 50. The applicator body 50 can be of single body construction, such as a single-body, cast-molded piece. However, in one embodiment shown in FIG. 3A, the applicator body 50 has a two piece construction, including an upstream plate 52 and a downstream plate 54. The two-piece construction allows for access to the interior of the applicator body for a variety of purposes, such as maintenance. The applicator body 50, including the upstream plate 52 and the downstream plate 54, can be machined from a billet of a metal, such as steel, and hardened to resist erosion of the interior surface due to air entrained powder particles.

[0028] In a particular embodiment, the upstream plate 52 and downstream plate 54 are reversibly held together using a clamp 56. The clamp 56 generally includes a foot 58 that contacts the downstream plate 54. The foot 58 is attached to a first clamp arm 60. The upstream plate 52 is attached to a second clamp arm 62. The clamp 56 is actuated via a
handle 64. In this way, the upstream plate 52 and downstream plate 54 can be reversibly joined such that access to the interior of the applicator body 50 is provided. In another embodiment, alignment means 65 are provided to facilitate assembly of the upstream plate 52 and downstream plate 54 of the applicator body 50. For example, the alignment means 65 can be a pin that mates with matching holes on the upstream plate 52 and downstream plate 54; a pin on one of the plates 52, 54 and a matching hold on the other of the plates 52, 54; or a peripheral ridge on one of the plates 52, 54 and a matching groove on the other of the plates 52, 54.

[0029] Provided on the exterior surface of the upstream plate 52 is an inlet 66, and provided on the exterior surface of the downstream plate 54 is an outlet 68. The inlet 66 and outlet 68 can be permanently or reversibly attached to the upstream plate 52 and downstream plate 54. In the exemplary embodiment depicted in FIGS. 3A and 3B, the inlet 66 and outlet 68 are reversibly attached to their respective plates via fasteners 70, which can include such fasteners as screws and pins.

[0030] Turning to FIG. 3B, the upstream plate 52 includes an exhaust aperture 74 that provides access to the interior of the applicator body 50. In one embodiment, a mounting plate 76 is also provided on the upstream plate 52. The mounting plate 76 can be used to attach the applicator 18 to a stand or a piece of machinery on the cable processing line.

[0031] The inlet 66 includes an opening 78, and the outlet 68 includes an opening 80 (shown in FIG. 3A) that define a passage, shown as line 82, through the applicator body 50. As will be discussed in more detail below, cable core and armor pass through the passage 82 in order for SAP powder to be applied to the cable core and interior surface of the armor. The SAP enters the applicator body 50 through a powder conduit 84 that is located above and that is fluidically connected to the passage 82. Proximal to the powder conduit 84 is an air inlet 86. The air inlet 86 provides air to the interior of the applicator body 50 to circulate the powder within the applicator body 50. In one embodiment, the air inlet 86 is a high pressure nozzle, having a diameter of approximately 0.25 mm. Although described herein as an air inlet, the disclosure herein is not restricted to using air. Other suitable fluids such as nitrogen or carbon dioxide, for example, may be used.

[0032] In one embodiment, as shown in FIGS. 3A and 3B, the applicator body 50 has a stepped upper surface defined by a first surface 88, a second surface 90, and a transition surface 92. As can be seen in FIG. 4, the stepped surface is provided to accommodate a circulation chamber 94, while maintaining a short path between the powder conduit 84 and
the passage 82. In one embodiment, the circulation chamber 94 has an entrance region 95 and a circulation region 96. The entrance region 95 and circulation region 96 define a "nautilus" shape in which the circulation chamber has a curved outer wall with an interior radius of curvature that decreases along the length of the wall. In other embodiments, the circulation chamber 94 can take on other curved shapes, such as a circular shape. The powder conduit 84 and the air inlet 86 are fluidically connected to the entrance region through the second surface 90. Additionally, the passage 82 runs through the entrance region 95 orthogonally to the plane defined by the circulation chamber 94.

[0033] The circulation region 96 of the circulation chamber 94 includes a depression 97. In one embodiment, the depression 97 is substantially centered on the exhaust aperture 74. As shown in FIG. 5, in one embodiment, the depression 97 is toroidal in shape. The toroidal shape of the depression 97 enhances the circulating flow of the SAP powder entrained with air and allows the exhaust aperture 74 to extend into the circulation region 96. By extending the exhaust aperture 74 into the circulation region 96, the evacuation of clean air (i.e., air containing only a small fraction of SAP powder) from the applicator 18 is improved. An exhaust hose (not shown) is connected to the exhaust aperture 74 and provides a negative pressure in the circulation chamber 94 such that the clean air can be evacuated. In an embodiment, the circulation chamber 94 and depression are machined into one of the upstream plate 52 and downstream plate 54. In such an embodiment, the other of the upstream plate 52 and downstream plate 54 essentially serves as a lid to cover the applicator body 50.

[0034] FIG. 6 shows an embodiment of the powder applicator 18 as it would be used to apply powder to a cable core 41 and armor 42. An upstream end 98 of the cable core 41 and armor 42 lines enters the inlet 66 from stage one armor forming 16, traveling along the line of passage 82. The cable core 41 and armor 42 exit the applicator body 18 through the outlet 68 of the downstream plate 54. A downstream end 100 of the cable core 41 and armor 42 travels to stage two armor forming 20.

[0035] While passing through the applicator 18, the cable core 41 and armor 42 are coated with SAP powder. The SAP powder is provided via a powder supply line 102 connected to the powder conduit 84. The powder travels to the powder applicator 18 along the powder supply line 102 from a powder storage compartment. The storage compartment can be, for example, a volumetric feeder, a gravimetric feeder, dry cabinet, or a hopper. Controls for metering the powder can be provided with the storage compartment, on the powder supply
line 102, or at the powder conduit 84. The metered flow of powder drops onto the cable core 41 and the interior surface of the armor 42. The impact of which causes mechanical separation of the powder particles.

[0036] Air flows into the powder applicator 18 via an air supply line 104 connected to the air inlet 86. The air is provided at a pressure between 15 and 100 psi to the air inlet 86 in order to create a high velocity, low volume jet that causes the mechanically separated particles to disperse and sends the particles on a circular flow path in the circulation chamber 94. The jet of air flows through the entrance region 95 and sweeps the bottom of the circulation region 96 clear of powder particles and creates cyclonic circulation within the circulation chamber 94. The powder is denser than the air, and thus, the cyclonic action causes the powder particles to travel along to the outer periphery of the circulation chamber 94. The break in the outer periphery in the region defining the transition between the entrance region 95 and the circulation region 96 causes the particles to leave the outer periphery at high velocity to be deposited on the moving cable core 41 and armor 42. Thus, under the influence of the air stream, the particles circulate around the circulation chamber until they return to the cable core 41 and armor 42. The jet of air within the circulation chamber also prevents the buildup of powder particles through the sweeping action mentioned above, which ensures that the total dwell time of powder within the powder applicator 18 is low. Accordingly, moisture in the air is not able to cause the SAP powder to clump.

[0037] Advantageously, the powder is applied only to the cable core 41 and inside surface of the armor 42. The powder sticks to the cable core 41 as a result of Van der Waals forces. In some embodiments, the inside surface of the armor 42 is oiled from corrugation step 14 or the stage one armor forming step 16, and the oil helps the SAP to stick to the armor 42. In the stage two armor forming step 20, the forming elements do not contact the inside surface of the armor 42, which might otherwise disrupt the uniform coating of the powder on the inside surface.

[0038] Using the above-described process, at least 95% of the powder that enters the powder applicator 18 is deposited on the cable core 41 and armor 42. Of the at least 95% of the deposited powder, a first portion of the powder is deposited directly onto the cable core 41 and armor 42 from the powder conduit 84. A second portion of the powder is circulated in the circulation chamber 94 before being deposited on the cable core 41 and armor 42. The remaining portion of the powder, which is, at most, approximately 5% of the powder, is exhausted through the exhaust aperture 74.
The powder is provided to the powder conduit 8 at a metered rate, such as, for example, approximately five grams per meter of cable core. This allows for precise control of the deposition rate over a wide range of production line speeds. Additionally, during application of the powder, equilibrium between the first portion of powder deposited directly onto the cable core 41 and armor 42, the second portion of powder circulated within the circulation chamber 94, and the powder contained in the exhaust gas will be achieved. Thus, a constant, metered, and controlled flow of powder can be maintained to provide a uniform distribution of powder onto the surface of the cable core 41 and armor 42 without concern of powder buildup within the powder applicator 18, which could cause clogging of the powder applicator or clumps to form between the cable core and the armor.

Application of the SAP directly to the cable in the form of a powder provides a material cost savings and a weight savings. Additionally, because a high percentage (between 95-97%) of the SAP is applied to the cable, there is no need to recycle the circulated powder. Recycling the powder can lead to clogging of machinery or deposition of clumps because the powder that has been exposed to the air will absorb moisture from the air. Because of the long processing times for cable runs of longer than one hundred kilometers, it is imperative to avoid an accumulation of SAP powder on the processing equipment because a single clump could create a bulge in the cable, which could upset the cable processing line.

Also advantageously, the powder applicator 18 can be made very compact. In one embodiment, the powder applicator is approximately 142 mm long and has only three required connections: one powder supply line 102, one air supply line 104, and one exhaust hose (not shown). This design allows the powder applicator to be placed in tandem between armor forming elements.

In another embodiment of the powder applicator 18 shown in FIGS. 7-10, the inlet 66 and outlet 68 are designed to provide additional protection against the escape of powder during application. FIGS. 7-10 represent both an inlet 66 and an outlet 68. Accordingly, the modifications in the following discussions are equally applicable to both the inlet 66 and the outlet 68. However, for ease of reference, only the inlet 66 will be referred to in terms of the modifications.

As can be seen in FIG. 7, the inlet 66 features an air nozzle 106. The air nozzle 106 can be located anywhere along the length of the inlet 66, but as shown in FIG. 7, the air nozzle 106 is located towards the upstream end of the inlet (i.e., the end furthest away from the applicator body 18). FIG. 8 shows a cross-section of the air nozzle 106. As can be seen
in FIG. 8, the air nozzle 106 is in fluid communication with the passage 82. In an embodiment, the air nozzle 106 is provided with pressurized air that directs any powder particles that might enter the inlet 66 back into the circulation chamber 94.

[0044] FIG. 9 depicts a plan view of the front of the inlet 66. FIG. 10 is a cross-section of FIG. 9. As can be seen in FIG. 10, the inlet 66 has an interior surface 108 that is tapered. The interior surface 108 is tapered from the relatively smaller opening 78 to a relatively larger applicator body side opening 110. In an embodiment, the taper produces a surface that is angled between 1 and 10°. In a particular embodiment, the taper creates a surface that is angled at about 4°. The tapered interior surface 108 encourages any particles that enter the inlet to travel back into the circulation chamber 94.

[0045] The tapered interior surface 108 and the air nozzle 106 can be used in conjunction or separately. Additionally, the inlet 66 and outlet 68 can both feature the air nozzle 106 and the tapered surface 108, or the inlet 66 and outlet 68 can feature either the air nozzle 106 or the tapered surface 108. Moreover, the inlet 66 and outlet 68 do not have to match.

[0046] Unless otherwise expressly stated, it is in no way intended that any method set forth herein be construed as requiring that its steps be performed in a specific order. Accordingly, where a method claim does not actually recite an order to be followed by its steps or it is not otherwise specifically stated in the claims or descriptions that the steps are to be limited to a specific order, it is in no way intended that any particular order be inferred. In addition, as used herein, the article "a" is intended to include one or more than one component or element, and is not intended to be construed as meaning only one.

[0047] It will be apparent to those skilled in the art that various modifications and variations can be made without departing from the spirit or scope of the disclosed embodiments. Since modifications, combinations, sub-combinations and variations of the disclosed embodiments incorporating the spirit and substance of the embodiments may occur to persons skilled in the art, the disclosed embodiments should be construed to include everything within the scope of the appended claims and their equivalents.
What is claimed is:

1. A recirculating powder applicator, comprising:
   an applicator body including an inlet on an upstream surface and an outlet on a downstream surface, wherein the inlet and the outlet define a passage that extends transversely through the thickness of the applicator body;
   a powder conduit;
   an air inlet;
   an exhaust aperture located on one of the upstream or downstream surfaces; and
   a circulation chamber located on the interior of the applicator body;
   wherein the powder conduit and the air inlet are in fluid communication with the passage and wherein the passage is in fluid communication with the circulation chamber.

2. The recirculating powder applicator of claim 1, wherein the circulation chamber has a curved outer wall with an interior radius of curvature that decreases along the length of the wall.

3. The recirculating powder applicator of claim 1, wherein the circulation chamber includes a depression that is toroidal in shape around the exhaust aperture such that the exhaust aperture extends into the circulation chamber.

4. The recirculating powder applicator of claim 1, wherein at least one of the inlet and the outlet includes an air nozzle.

5. The recirculating powder applicator of claim 1, wherein at least one of the inlet and the outlet has a tapered interior surface.

6. The recirculating powder applicator of claim 5, wherein the tapered interior surface is tapered at an angle of between 1 and 10°.
7. The recirculating powder applicator of claim 6, wherein the tapered interior surface is tapered at an angle of about 4°.

8. The recirculating powder applicator of claim 1, wherein the applicator body is further comprised of an upstream plate and a downstream plate that are reversibly joinable.

9. The recirculating powder applicator of claim 8, wherein the circulation chamber is machined into only one of the upstream and the downstream plates and wherein the other of the upstream and the downstream plates has a substantially flat interior surface.

10. A method of applying powder to a substrate during a continuous process, the method comprising the steps of:
    providing a continuous run of a substrate through a powder applicator;
    providing a metered flow of powder onto the substrate through a powder conduit of the powder applicator, wherein a first portion of the powder is deposited on the substrate from the powder conduit;
    providing between 15 and 100 psi of air through an air inlet of the powder applicator simultaneously with the depositing step, wherein the air recirculates a second portion of the powder within a circulation chamber of the powder applicator and wherein the second portion of powder is deposited on the substrate after being recirculated; and
    exhausting the air through an exhaust aperture located within the circulation chamber of the powder applicator, wherein the exhausted gas contains less than 5% of the powder dispersed within the air.

11. The method of claim 10, further comprising the step of achieving equilibrium between the first portion of deposited powder, the second portion of recirculated powder, and the powder in the exhausted air, such that the first and second portions of powder and the powder in the exhausted gas equal the metered flow of powder on the substrate.

12. The method of claim 10, wherein the circulation chamber is shaped like a nautilus.
13. The method of claim 10, wherein the circulation chamber includes a depression around the exhaust aperture.

14. The method of claim 13, wherein the depression is toroidal in shape.

15. The method of claim 10, wherein the powder is a superabsorbent polymer.

16. The method of claim 15, wherein the substrate is a run of cable core and partially formed armor.

17. A method of applying a moisture barrier between a cable core and an armor, the method comprising the steps of:
   receiving a run of cable core from a cable core payoff;
   receiving a run of armor from an armor payoff;
   forming the armor at least partially around the cable core during a first armor forming step;
   applying a superabsorbent powder to the cable core and an interior surface of the partially formed armor, wherein the powder is applied using a powder applicator that comprises:
     an applicator body including an inlet on an upstream surface and an outlet on a downstream surface, wherein the inlet and outlet define a passage that extends transversely through the thickness of the applicator body;
     a powder conduit;
     an air inlet;
     an exhaust aperture located on one of the upstream or downstream surfaces; and
     a circulation chamber located on the interior of the applicator body and including a depression formed around the exhaust aperture;
   wherein the powder conduit and air inlet are in fluid communication with the passage and wherein the passage is in fluid communication with the circulation chamber; and
   completing the forming of the armor around the cable core during a second armor forming step such that the armor surrounds the cable core.
18. The method of claim 17, further comprising the step of extruding a jacket around the armor.

19. The method of claim 17, wherein the cable core contains a plurality of bundles of optical fiber elements.

20. The method of claim 17, wherein the applying a superabsorbent powder step further comprises the steps of:
   providing a metered flow of powder onto the cable core and armor through a powder conduit of the powder applicator, wherein a first portion of the powder is deposited on the cable core and armor from the powder conduit;
   providing between 15 and 100 psi of a gas through an air inlet of the powder applicator simultaneously with the providing a metered flow of powder step, wherein the gas recirculates a second portion of the powder within the circulation chamber of the powder applicator and wherein the second portion of powder is deposited on the cable core and armor after being recirculated; and
   exhausting the gas through an exhaust aperture located within the circulation chamber of the powder applicator, wherein the exhausted gas contains less than 5% of the powder dispersed within the gas.

21. The method of claim 20, further comprising the step of achieving equilibrium between the first portion of deposited powder, the second portion of recirculated powder, and the powder in the exhausted gas, such that the first and second portions of powder and the powder in the exhausted gas equal the metered flow of powder on the substrate.
CORE PAYOFF \(\rightarrow\) ARMOR PAYOFF \(\rightarrow\) ARMOR CORRUGATING \(\rightarrow\) STAGE 1 ARMOR FORMING \(\rightarrow\) SAP POWDER APPLICATOR \(\rightarrow\) STAGE 2 ARMOR FORMING \(\rightarrow\) JACKET EXTRUSION \(\rightarrow\) JACKET COOLING \(\rightarrow\) FINISHED CABLE TAKEUP

FIG. 1
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
IPC(8) - B05C 19/04 (2017.01)
CPC - B05C 19/04
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
IPC(8) - B05C 19/04 (2017.01)
CPC: B05C 19/04

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
IPC(8): B05C 19/00; D06M 23/00, 23/08 (2017.01)
CPC: B05C 19/00; D06M 23/00, 23/08

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
Patbase, Google Patent, Google Scholar; powder, dust, sap, superabsorbent polymer, applicator, distribute, dispense, apply, coat, adhere, air, gas, swirl, vortex, cyclone, wire, filament, fiber, fibre, elongate, cable, substrate, base, element, material, circulate, recirculate, recycle, recover, nautilus, shell, fibonacci, logarithmic, spiral, heli

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>GB 1,501,696 A (METALLGESELLSCHAFT AG) 22 February 1978 (22.02.1978) see especially pg 2, In 112 to pg 3, In 5, fig 2</td>
<td>3</td>
</tr>
<tr>
<td>Y</td>
<td>US 201 1:00286705 A1 (BLAZER et al) 24 November 2011 (24.11.2011) see especially para [00021], [00022], claim 1</td>
<td>10-11, 15-16</td>
</tr>
<tr>
<td>A</td>
<td>US 2010/0054546 A1 (PARERA et al) 04 March 2010 (04.03.2010) see whole document</td>
<td>12-14</td>
</tr>
<tr>
<td>A</td>
<td>US 5,773,097 A (ROGARI) 30 June 1998 (30.06.1998) see whole document</td>
<td>15-16</td>
</tr>
<tr>
<td>A</td>
<td>US 5,388,175 A (CLARKE) 07 February 1995 (07.02.1995) see whole document</td>
<td>1-16</td>
</tr>
<tr>
<td>A</td>
<td>US 5,018,910 A (WEISS) 28 May 1991 (28.05.1991) see whole document</td>
<td>1-16</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

T: later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
X: document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
Y: document of particular relevance; the claimed invention cannot be considered inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

Date of the actual completion of the international search: 01 February 2017
Date of mailing of the international search report: 21 FEB 2017

Name and mailing address of the ISA/US
Mail Stop PCT, Attn: ISA/US, Commissioner for Patents
P.O. Box 1450, Alexandria, Virginia 22313-1450
Facsimile No. 571-273-8300

Authorized officer: Lee W. Young
PCT Helpdesk: 571-272-4300
PCT OIP: 571-272-7774

Form PCT/ISA/210 (second sheet) (January 2015)
### INTERNATIONAL SEARCH REPORT

**International application No.**
PCT/US 16/57601

<table>
<thead>
<tr>
<th>Box No. II</th>
<th>Observations where certain claims were found unsearchable (Continuation of item 2 of first sheet)</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>This international search report has not been established in respect of certain claims under Article 17(2)(a) for the following reasons:</td>
</tr>
<tr>
<td></td>
<td>1. ☐ Claims Nos.: because they relate to subject matter not required to be searched by this Authority, namely:</td>
</tr>
<tr>
<td></td>
<td>2. ☐ Claims Nos.: because they relate to parts of the international application that do not comply with the prescribed requirements to such an extent that no meaningful international search can be carried out, specifically:</td>
</tr>
<tr>
<td></td>
<td>3. ☐ Claims Nos.: because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 6.4(a).</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Box No. III</th>
<th>Observations where unity of invention is lacking (Continuation of item 3 of first sheet)</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>This International Searching Authority found multiple inventions in this international application, as follows:</td>
</tr>
<tr>
<td></td>
<td>— see continuation sheet —</td>
</tr>
</tbody>
</table>

| 1. ☐ | As all required additional search fees were timely paid by the applicant, this international search report covers all searchable claims. |
| 2. ☐ | As all searchable claims could be searched without effort justifying additional fees, this Authority did not invite payment of additional fees. |
| 3. ☒ | As only some of the required additional search fees were timely paid by the applicant, this international search report covers only those claims for which fees were paid, specifically claims Nos.: 1-16 |
| 4. ☐ | No required additional search fees were timely paid by the applicant. Consequently, this international search report is restricted to the invention first mentioned in the claims; it is covered by claims Nos.: |

**Remark on Protest**

- ☐ The additional search fees were accompanied by the applicant's protest and, where applicable, the payment of a protest fee.
- ☐ The additional search fees were accompanied by the applicant's protest but the applicable protest fee was not paid within the time limit specified in the invitation.
- ☒ No protest accompanied the payment of additional search fees.

Form PCT/ISA/210 (continuation of first sheet (2)) (January 2015)
Box III - Observations where unity of invention is lacking (Continuation of item 3 of first sheet)

This application contains the following inventions or groups of inventions which are not so linked as to form a single general inventive concept under PCT Rule 13.1. In order for all inventions to be examined, the appropriate additional examination fees must be paid.

Group I: Claims 1-9 directed to a recirculating powder applicator.

Group II: Claims 10-16 directed to a method for applying powder to a substrate.

Group III: Claims 17-21 directed to a method of applying moisture barrier between core and armor of a cable.

The inventions listed as Groups I, II and III do not relate to a single general inventive concept under PCT Rule 13.2, they lack the same or corresponding special technical features for the following reasons:

The invention of Group II includes the special technical feature of a method applying powder to a substrate during a continuous process. The substrate is coated with the partial portion of the powder that enters the chamber through the powder conduit. The remaining powder gets recirculated through the circulation chamber and sprayed on the substrate eventually, not required in Group I and Group III.

The invention of Group III includes the special technical feature of a method of applying a barrier between a cable core and armor. Wherein, the method includes receiving continuous runs of cable core and cable armor and applying superabsorbent powder between them to form a moisture barrier, not required in Group I and II.

The inventions of Groups I, II and III share the technical features of an applicator used for coating a substrate with powder, comprising powder conduit, an air inlet, a circulation chamber and an exhaust aperture. Specifically, Groups I, II and III are related as an apparatus (Group I) and methods for using the apparatus (Group II and Group III). The apparatus is known in prior art as shown in US 4808432 A to Hajek. Therefore, Groups I, II and III lack unity since the shared technical features do not represent a contribution over Hajek: an applicator body (12, Fig. 1) including an inlet (38, Fig. 1) on an upstream surface (See the surface 14 which is upstream in the process line, Fig. 1) and an outlet (See opening 66, Fig. 1) on a downstream surface (See surface 18, which is downstream in the process line), wherein the inlet (38, Fig. 1) and the outlet (See opening 66, Fig. 1) define a passage (See the passage which comprises circulation chamber 10, Fig. 1) that extends transversely through the thickness of the applicator body (12, Fig. 1);

A powder conduit (114, Fig. 1);

An air inlet (110, Fig. 1); an exhaust aperture (See outlet 64 of exhaust chamber 58, Fig. 3; See also Column 6 - line 7) located on one of the upstream (See the surface 14 which is upstream in the process line, Fig. 1) or downstream surfaces (See surface 18, which is downstream in the process line); and

A circulation chamber (10, Fig. 1) located on the interior of the applicator body (12, Fig. 1);

Wherein the powder conduit (114, Fig. 1) and the air inlet (110, Fig. 1) are in fluid communication with the passage (See the passage which comprises circulation chamber 10, Fig. 1) and wherein the passage is in fluid communication with the circulation chamber (10, Fig. 1).

As the common features were known in the art at the time of the invention, they cannot be considered special technical features that would otherwise unify the groups.

Therefore, Groups I, II and III lack unity under PCT Rule 13 because they do not share a same or corresponding special technical feature.