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TO (A LUFOT), it may concern. 
Be it known that I, JOHN H. PETERMANN, a 

citizen of the United States, residing at Tren 
ton, in the county of Mercer and State of New 
Jersey, have invented certain new and useful 
Improvements in Wrist-Supports for Violin 
Players, of which the following is a specifica 
tion. 
My invention relates to devices for support 

ing the Wrists of violin-players while using 
such instruments; and the object of my in 
vention is to provide a device which, being in 
terposed between the neck of the violin and 
the Wrist or hand of the player, will maintain 
the Wrist and hand in a natural and easy po 
sition. 
Without Some supporting device interposed 

between the Wrist or hand and the neck of the 
Violin the player is compelled to bend his 
Wrist in toward the neck of the instrument 
and Support the violin on the lower part of 
the palm of the hand in order to use the fin 
gers upon the strings; but such a position of 
the Wristand hand is unnatural, and the move 
ment of the finger's is by no means so free as 
is desirable. By the use of my device much 
greater freedom of motion is obtained for the 
fingers and playing upon the instrument is 
made much easier. 

In the accompanying drawings, forming a 
part of this specification, Figure I shows the 
support adjusted to the Wrist and in use. Fig. 
2 is a front view of the support. Fig. 3 is a 
Vertical cross-sectional view of the support, 
taken through its middle line; and Fig. 4 is a 
rear elevation of the support. 
In the drawings, Aindicates the body of the 

Support. Bindicates the extensible top there 
of. Cindicates the adjustment-pin, and D in 
dicates the retaining-band. 
The Support may be of wood, vulcanite, cel 

luloid, or other suitable material, and is con 
Structed in tWO parts, the base and the exten 
sible top. Upon one side of the base is formed 
a Vertical groove C, and in the middle of this 
groove is formed a longitudinal slot b, passing 
through the wall of the base. The lower end 
of the base is curved in Wardly from its sides 
and properly rounded to rest upon the wrist 
Or palm of the hand without cutting or bruis 
ing it, and to the shoulders formed on the 

lower sides of the base at each end of the 
curve mentioned is attached a band, prefer 
ably of some elastic material, to retain the 
support in its position upon the hand or Wrist. 55 
The extensible top is forked or crotched at its 
upper end, as shown in Figs. 2 and 4, and is 
provided with alongitudinal tongue c, extend 
ing downwardly from the crotch or fork and 
so proportioned and formed as to slide within 6o 
the groove C. Attached to the tongue c and 
passing through it is the adjustment-pin C, 
which is threaded at one end and bears an ill 
ternally-threaded nut or button cl, which on 
being turned one way or the other will permit 65 
the tongue c to slide in the groove C, or hold 
it firmly against the base A at any desired 
point within the limit of the slot b. 

It will thus be seen that the entire support 
is an adjustable device, which may be length- 7o 
ened or shortened to Suit the convenience and 
comfort of the player, accordingly as he pre 
fers to have his wrist held farther from or near 
to the neck of the violin while using the in 
strument, a matter largely dependent upon 75 
the size of the hand. 
IIaving thus described my invention, what 

I claim is 
1. A Wrist Support for violin players forked 

or crotched at each end adapted to embrace So 
the hand or Wrist at one end and the neck 
of the violin at the other end and having a 
retaining band attached to the forks of one 
end thereof; substantially as shown and de 
scribed. 

2. A wrist support for violin players consist 
ing of two or more parts extensibly adjust 
able as to each other, said support being 
forked or crotched at each end and adapted 
to embrace the hand or wrist at one end and 9o 
the neck of the violin at the other end there 
of; Substantially as shown and described. 

3. A Wrist support for violin players consist 
ing of tWO parts, each of said parts being 
crotched or forked at one end, one of said 95 
parts having a tongue adapted to play in or 
upon the other of said parts, in combination 
With an adjustable clamping device adapted 
to clamp the two parts together at various 
points within the degree of their extensibility; Ico 
Substantially as shown and described. 

4. A Wrist Support for violin players consist 
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irig of two forked or crotched parts relatively combination with a clamping device adjust 
adjustable to each other, one of said parts ably connecting said parts; substantially as 
having a tongue adapted to play within or shown and described. . 
upon the other of said parts, and the other of JOHN H. PETERMANN. 
said parts having a perpendicular groove Witnesses: 
within which said tongue is placed and a re- B. THOMPSON, 
taining band attached to the forks thereof, in 'SAML. D. OLIPHANT, Jr. 

  


