Title: VIBRATION DETECTION SYSTEM, APPARATUS AND METHOD

Abstract: A system for monitoring an endless belt conveyor, comprising a sensor for sensing a vibration of an idler roller and generating a signal corresponding to the sensed vibration, at least one of the frequency and amplitude of the generated signal being indicative of a condition of the idler roller, the sensor being integral with the endless belt conveyor.
TECHNICAL FIELD

[0001] This invention relates to a vibration detection system, apparatus and method. Embodiments of the invention find particular, but not exclusive, use in the vibration monitoring of idler rollers in endless belt conveyors.

BACKGROUND ART

[0002] The following discussion of the background art is intended to facilitate an understanding of the present invention only. The discussion is not an acknowledgement or admission that any of the material referred to is or was part of the common general knowledge as at the priority date of the application.

[0003] Endless belt conveyors are used in various applications, including transportation of bulk materials, such as ore, from one location to another.

[0004] Typically, an endless belt conveyor comprises an endless belt movable around end rollers and supported by intervening idler rollers. Each idler roller typically comprises a roller shell mounted on an axle by bearings accommodated in bearing housings incorporated in walls at the ends of the roller shell.

[0005] Idler roller failure may result in wear or damage to the conveyor belt, along with significant loss of production.

[0006] Bearing failure is a common cause of idler roller failure.

[0007] With a view to avoiding damage to the conveyor belt, it is desirable to conduct regular inspections of idler rollers to detect any deleterious change in their operating condition so that they can be repaired or replaced as necessary. However, such inspections can be difficult, particularly for conveyors which are extensive in length and which operate in noisy environments.

[0008] One common inspection regime involves having an operator travel alongside a conveyor and listen for sounds emanating from roller idlers having bearings that have either failed or are generating noise indicative of a deleterious change in condition.
[0009] This regime has not proved to be altogether satisfactory for various reasons, one being that it can be difficult to reliably identify which particular rollers might be generating the indicative noise. Further, such an inspection regime can be particularly time-consuming and often involve significant safety implications.

[0010] It is against this background that the present invention has been developed.

SUMMARY OF INVENTION

[0011] According to a first aspect of the invention there is provided a system for monitoring an endless belt conveyor comprising a sensor for sensing a vibration of an idler roller and generating a signal corresponding to the sensed vibration, at least one of the frequency and amplitude of the generated signal being indicative of a condition of the idler roller, the sensor being integral with the endless belt conveyor.

[0012] According to a second aspect of the invention there is provided a system for monitoring an endless belt conveyor comprising a sensor for sensing a vibration of an idler roller of the conveyor and generating a signal corresponding to the sensed vibration, and a controller for accumulating a plurality of signals generated by the sensor and emitting an output when the accumulation of signals exceeds a predetermined threshold level, the sensor being integral with at least one part of the endless belt conveyor.

[0013] In one arrangement, the sensor may be integral with the idler roller. With such an arrangement, the sensor may be accommodated within the confines of the idler roller and thereby be protected by the idler roller. This arrangement is advantageous as the idler roller could be supplied and fitted with the sensor in position, thereby avoiding any need for retrofitting of a sensor in circumstances where there is a change of idler roller within the conveyor.

[0014] In another arrangement, the sensor may be integral with a frame structure of the endless belt conveyor or a component thereof on which the roller is supported. This arrangement is advantageous in that mounting the sensor on the frame structure or component thereof provides a number of technical and commercial advantages. By way of example, having the sensor outside the idler roller would allow for a larger battery (and therefore longer battery life), would ameliorate data transmission difficulties (as internally located sensors would require an antenna to provide a signal of adequate
strength). Moreover, having the sensor located outside the idler roller would allow the sensor to be retrofitted to existing conveyors and would also allow easier maintenance (e.g. changing batteries).

[0015] In an arrangement where the sensor is integral with the frame structure or a component thereof, the sensor may be directly mechanically coupled to the frame structure or a component thereof. This advantageously increases the quality of the signal acquired by the sensor.

[0016] In yet another arrangement, the sensor may be integral with the endless belt of the endless belt conveyor. With such an arrangement, the sensor would travel with the endless belt and periodically move into registration with the idler roller for sensing of vibration thereof. The sensor may be embedded into the endless belt. Alternatively, the sensor may be positioned on the endless belt at a location in which it would not hinder operation of the endless belt conveyor. Typically, the sensor would be positioned so as not to be exposed to damage from materials being conveyed by the endless belt, or alternatively be protected from any damage from such materials.

[0017] In one arrangement, there is further provided a controller which includes an energy store. Typically, the signal generated by the sensor comprises a voltage, and the energy store comprises an electrical power storage device. Preferably, the electrical power store includes a re-chargeable battery. The electrical power store may take any other appropriate form, such as a capacitor.

[0018] The output from the controller may be used to provide an indication of the condition of the idler roller based upon the vibration being sensed.

[0019] The output from the controller may be conveyed (either directly or indirectly) to a processor arranged to determine a condition of the idler roller based upon the frequency and/or amplitude of the outputs from the controller.

[0020] The output from the controller may be conveyed to the processor in any appropriate way, including wired transmission and wireless transmission. Where the output signal is conveyed by wireless transmission, an indirect form of the output may be conveyed. In other words, the output initiates transmission of a separate signal which is conveyed wirelessly to the processor. In one arrangement, the controller further comprises a transmitter for transmitting signal in response to the output. The transmitter may be a wireless transmitter.
The output may provide a voltage signal for actuating the transmitter. In other words the electrical power storage device includes a power supply for the transmitter, with the transmitter being actuated by the output in the form of voltage supplied from the electrical power storage device. This allows energy harvested from the idler roller to be used to power the transmitter. Specifically, mechanical energy harvested from the idler roller is used to generate electrical energy for powering the transmitter.

The processor may be arranged to monitor the frequency and/or amplitude of signals received from the transmitter and initiate an alarm in the event that the number of transmitted signals exceeds a predetermined allowable limit within a prescribed time interval. In circumstances where there is a deleterious change in the condition of the idler roller, there would be a corresponding increase in the frequency and/or amplitude of the output from the controller, thereby providing an indication of the change. The alarm may take any appropriate form, including a visual alarm, a tactile alarm, an audible alarm or any combination thereof.

In one arrangement, the processor is arranged to provide an indication if a signal is not received from the transmitter within a certain time period. The indication may also be of any appropriate form, including a visual indication, a tactile indication, an audible indication or any combination thereof. This arrangement is advantageous in that a routine check is provided to confirm that the system is functional and provide a warning if there is a malfunction.

The sensor may be a piezoelectric sensor. With such an arrangement, the piezoelectric sensor is operable to generate a voltage output signal corresponding to the vibration being sensed. With such an arrangement, the mechanical energy being harvested from the machine is in the form of vibrational energy.

Where the characteristic of the machine being monitored is vibration, the sensor may comprise a piezoelectric sensor configured to be responsive to vibration. Such a piezoelectric sensor may comprise a cantilever-type vibration sensor. The cantilever-type vibration sensor may comprise a beam having a mass adjacent one end thereof responsive to vibration.

According to a third aspect of the invention there is provided apparatus for installation on an endless belt conveyor, the apparatus comprising a sensor, and an electrical power storage device, the sensor being adapted to sense a characteristic of
the endless belt conveyor machine and to generate a signal corresponding to the sensed characteristic.

[0027] In one arrangement, the sensed characteristic is vibration of an idler roller forming part of the endless belt conveyor.

[0028] In one arrangement, the sensor generates electrical energy in response to the sensed characteristic, the generated electrical energy being transferred to the electrical power storage device.

[0029] The apparatus may further comprise a transmitter adapted to be powered by the electrical power storage device.

[0030] In one arrangement, the transmitter is a wireless transmitter.

[0031] According to a fourth aspect of the invention there is provided a system for monitoring a machine comprising a sensor for sensing a characteristic of the machine and generating a signal corresponding to the sensed characteristic, a monitoring system for determining a condition of the machine based upon the signal or an accumulation of signals generated by the sensor, the monitoring system being operable to provide an output upon the signal or the accumulation of signals exceeding a predetermined threshold level.

[0032] According to a fifth aspect of the invention there is provided a system for monitoring a machine comprising a sensor for sensing a characteristic of the machine and generating a signal corresponding to the sensed characteristic, and a monitoring system for determining a condition of the machine based upon the frequency and/or amplitude of the signal.

[0033] According to a sixth aspect of the invention there is provided a system for monitoring an endless belt conveyor comprising a sensor for sensing a vibration of an idler roller of the conveyor and generating a signal corresponding to the sensed vibration, and a controller for accumulating a plurality of signals generated by the sensor and emitting an output when the accumulation of signals exceeds a predetermined threshold level, the sensor being configured as part of apparatus comprising the sensor, an electrical power storage device and a wireless transmitter, the apparatus being integral with the endless belt conveyor.
According to a seventh aspect of the invention there is provided an endless conveyor system having a system according to the first, second or fourth aspect of the invention.

According to an eighth aspect of the invention there is provided a system for monitoring an endless belt conveyor comprising a sensor for sensing a vibration of an idler roller of the conveyor and generating a signal corresponding to the sensed vibration, and a monitoring system for determining a condition of the idler roller based upon the frequency and/or amplitude of the signal.

In one arrangement, the sensor is coupled to the idler roller to respond to vibrations thereof. In one arrangement, the sensor may be coupled directly to the idler roller, such as being coupled to an end wall, a bearing of the idler roller or an external shaft of the idler roller.

In another arrangement, the sensor may be coupled indirectly to the idler roller, such as by being mounted on a frame structure configured to support the idler roller.

The sensor may be mounted in position to respond to the characteristic being sensed in any suitable way. The sensor may, for example, be accommodated in a casing adapted to be attached in position by mechanical fastening, adhesive bonding or magnetic attachment.

According to a ninth aspect of the invention there is provided a method of a monitoring a machine comprising: sensing a characteristic of the machine; generating a signal corresponding to the sensed characteristic; accumulating a plurality of signals so generated; and emitting an output when the accumulation of signals exceeds a predetermined threshold level.

According to a tenth aspect of the invention there is provided a method of monitoring an endless belt conveyor comprising: sensing vibration of an idler roller of the endless belt conveyor; generating a signal corresponding to the sensed vibration; accumulating a plurality of signals so generated; and emitting an output when the accumulation of signals exceeds a predetermined threshold level.

According to an eleventh aspect of the invention there is provided an endless belt conveyor monitor using a method according to the tenth aspect of the invention.
[0042] According to a twelfth aspect of the invention there is provided a frame structure or component thereof for an endless belt conveyor, the frame structure or component thereof incorporating a system according to any one of the first, second or fourth aspects of the invention.

[0043] According to a thirteenth aspect of the invention there is provided a frame structure or component thereof for an endless belt conveyor according to the fourth or sixth aspect of the invention.

[0044] According to a fourteenth aspect of the invention there is provided a system for monitoring an endless belt conveyor comprising a sensor for sensing a vibration of an idler roller of the conveyor and generating a signal corresponding to the sensed vibration, and a monitor for determining a condition of the idler roller based upon the frequency and/or amplitude of the signal, the sensor being integral with the endless belt conveyor.

BRIEF DESCRIPTION OF THE DRAWINGS

[0045] The invention will be better understood by reference to the following description of several specific embodiments thereof as shown in the accompanying drawings in which:

Figure 1 is a fragmentary perspective view of an endless belt conveyor fitted with a monitoring system according to one embodiment;

Figure 2 is a perspective view of a frame structure forming part of the endless belt conveyor of Figure 1;

Figure 3 is a schematic perspective view of an idler roller for the endless belt conveyor of Figure 1;

Figure 4 is an end view of the idler roller of Figure 3;

Figure 5 is a section along line 5-5 of Figure 4;

Figure 6 is a schematic view of apparatus forming part of the monitoring system according to one embodiment;
Figure 7 is a schematic side view of a piezoelectric sensor incorporated in the apparatus shown in Figure 6;

Figure 8 is a schematic plan view of a piezoelectric sensor; and

Figure 9 is a fragmentary perspective view of an endless belt conveyor fitted with a monitoring system according to another embodiment.

DESCRIPTION OF EMBODIMENTS

[0046] A first embodiment, which is shown in Figures 1 to 8 of the drawings, is directed to a monitoring system 10 according to the first embodiment for monitoring an endless belt conveyor 11.

[0047] The endless belt conveyor 11 comprises an endless belt 13 movable about head and tail rollers (not shown) and supported by intervening idler rollers 15. Typically, the endless belt 13 has an upper load-carrying run and a lower return run, with each run being supported by respective idler rollers 15.

[0048] The idler rollers 15 are supported in roller sets 16 on a frame structure 17 which typically comprises a plurality of frame sections 19 connected one to another. Figure 1 shows part of one frame section 19 and idler rollers 15 for supporting the upper run of the endless belt. In the arrangement shown, the idler roller set 16 is in a trough configuration comprising a central roller 21 and two lateral rollers 23.

[0049] The frame structure 17 includes upstanding mounts 25 configured as cradles 27 for receiving and supporting the idler rollers 15 in known manner.

[0050] Each idler roller 15 comprises a roller shell 31 mounted on an axle 33 by bearings (not shown) accommodated in bearing housings (not shown) incorporated in walls 39 at the end of the roller shell 31. The axle 33 has projecting opposed end portions 34 adapted to be received and retained in the cradles 27.

[0051] The system 10 is configured to monitor the vibration characteristics of the idler rollers 15 in each roller set 16.

[0052] Vibration is a characteristic of an idler roller which is indicative of the operating condition of the bearings in the roller. When the bearings are in good operating condition there is a relatively small amount of vibration of the idler roller. As the bearing
wears, the level of vibration of the idler roller progressively increases. Accordingly, the extent of vibration of the idler roller is indicative of the condition of the bearings upon which the idler roller is rotating.

[0053] In this embodiment, the system 10 is adapted to monitor the vibration characteristics of each idler roller 15 and initiate a warning signal in the event that the vibration exceeds a predetermined level deemed to be acceptable. If any one or more of the idler rollers 15 in the idler roller set 16 experiences a deleterious change in its operating condition, the resultant vibration is transmitted to the frame structure 17 for detection by the monitoring system 10. The system 10 monitors each idler roller set 16 individually "through the frame structure 17 and issues a warning signal related specifically to any idler roller set which has undergone a deleterious change so as to no longer operate at a vibration level with the acceptable limit. Other arrangements are, of course, possible. By way of example, each idler roller 15 could be monitored individually.

[0054] The monitoring system 10 comprises apparatus 40 associated with each idler roller 15 to be monitored. The apparatus 40 comprises a package 41 incorporating componentry 43 in a casing. The package 41 is shown schematically in Figure 6. The componentry 43 includes a sensor 47 and a controller 49.

[0055] The controller 49 includes a wireless transmitter 51 having an antenna 52.

[0056] The controller 49 further includes a micro-controller 53, a signal processing circuit 55, and a power control circuit 57 incorporating a re-chargeable battery (not shown).

[0057] The sensor 47 comprises a vibration sensor 61 configured as a piezoelectric sensor operable to generate a voltage output signal corresponding to the sensed vibration. The piezoelectric sensor 61 comprises a cantilever-type vibration sensor (as shown in Figures 7 and 8) comprising a beam 63 with longitudinal sides 63a having a mass 65 adjacent one end thereof responsive to vibration. The piezoelectric sensor 61 has two output electrodes 67 across which a voltage signal is generated in response to vibratory movement of the beam 63.

[0058] The voltage signals received from the piezoelectric sensor 61 are received by the controller 49 and used to charge the battery (not shown) incorporated in the power control circuit 57. When the battery (not shown) reaches a predetermined charge level,
the controller 49 outputs a signal to the wireless transmitter 51 to cause the transmitter to transmit a signal. In this embodiment, the signal outputted by the controller 49 to the transmitter 51 comprises a voltage for actuating the transmitter 51. In other words, the power control circuit 57 incorporating the re-chargeable battery (not shown) constitutes a power supply for the transmitter 51, with the transmitter being actuated by the output in the form of voltage supplied from the power control circuit 57.

[0059] In this manner, energy harvested from the vibration of the sensor 61 is utilised to power and operate the sensor system. In an alternate embodiment, it will be understood that energy may also be harvested by alternate arrangements. For example, in one embodiment (not shown), there the sensor may be powered by magnetic induction. In such an embodiment, the magnetic induction may be achieved by incorporating a plurality of magnets into the conveyor frame, such that the movement (spinning or otherwise) of the circular sensor past each magnet mounted on the frame induces a voltage and/or current in the sensor, in a manner analogous to the vibratory example described above.

[0060] It will be evident that one of the advantages of the system using a piezoelectric sensor as described is that it does not require a local power source, such as batteries, or a reticulated power source, such as mains electricity to function. As such, problems associated with errors in maintenance and inadequate or unpredictable power supplies can be alleviated. Furthermore, the problem of installation and ongoing maintenance costs are significantly minimized by the way in which the system can derive its power source from either the ambient conditions or from waste energy available from the source being monitored or measured. Still further, the system has potentially fewer limitations on the size and potential location of different monitoring or measurement systems that may be employed. As such the system may permit installation to remote or difficult to access areas of equipment parts whilst not requiring an external power source for its operation.

[0061] It will be understood however, that in an alternative embodiment, the system may be powered by a local power source, such as a battery or other power source (e.g. a capacitor). That is, there may be no energy harvesting mechanism or there may be a combination of an energy harvesting mechanism and a local power source (such as a conventional electric power connection), such that the system can switch from a harvested power source to a local power source as required. Such an embodiment may
find use in situations where the sensor is not capable of generating enough of an electrical signal and may need assistance through amplification.

[0062] Alternatively, where the system does not utilise a piezoelectric sensor and does not 'generate' any electrical signal or voltage/current, a conventional power source is utilised to provide power to the sensor so that an appropriate signal may be generated. Such variations are within the purview of a person skilled in the art. Moreover, it will be further understood that while the embodiment described herein refers to use a piezoelectric sensor and to the detection of vibration (i.e. mechanical movement), the system may utilise any suitable sensor or combination of sensors, arranged to sense any suitable parameter or parameters, including but not limited to motion sensors that detect motion indirectly (e.g. infra-red or other 'visual' sensors), thermal sensors that detect changes in temperature (as a rise in temperature is linked to wear and friction), audio sensors (arranged to detect changes in the noise produced by a roller), or any other sensor that is capable of capturing information relevant to a physical parameter that is linked to the condition of the roller. Such variations are also within the purview of a person skilled in the art.

[0063] Correspondingly, as different types of sensors may be utilised (either singly or in combination), the signal sent by the sensor or sensors (and consequently the information or data collected from the sensors) may also vary. The signal may be provided in the form of an analogue or digital signal, and the signal and/or information or data derived from the signal may be collated and stored in any suitable manner.

[0064] Returning to the monitoring system 10, there is further provided a processor (not shown) adapted to receive signals transmitted by the transmitter 51. The processor (not shown) is arranged to monitor the frequency and/or amplitude of signals received from the transmitter 51 and initiate an alarm in the event that the number of transmitted signals exceeds a predetermined allowable limit within a prescribed period of time. The circumstance where that the number of transmitted signals exceeds a predetermined allowable limit within a prescribed period of time is indicative of a deleterious change in the operation of the respective idler roller; that is, where there is a deleterious change in the condition of the idler, there would be a corresponding increase in the frequency and/or amplitude of signals transmitted by the transmitter 51.

[0065] In this embodiment, the processor is also arranged to provide an indication if a signal is not received from the transmitter 51 within a prescribed time period. This
arrangement is advantageous in that it provided a routine check to confirm that the system is functional and provide a warning if there is a malfunction.

[0066] It will be understood that while the preceding description refers to the frequency and/or amplitude of the signal being utilised to determine whether an alarm is initiated, any other suitable characteristic of the signal may be utilised. For example, the shape of the signal, the analysis of components of the signal (such as determining points of inflection or discontinuities) or any other artefact of the signal can be used to determine whether an alarm should be initiated.

[0067] Moreover, while the preceding description refers to the alarm being dependent on a predetermined allowable limit or threshold being reached, the method for determining whether an alarm should be initiated is dependent on the signal received (and on the data or information derived from the signal), so it will be understood that any appropriate trigger condition may be utilised as the basis for initiating an alarm. In one example, a number of criteria may need to be met to initiate an alarm. The number of criteria may include deriving information regarding a number of artefacts or characteristics of the signal, including but not limited to frequency, amplitude, analysis of components of the signal, or any other information or data that can be derived from the signal.

[0068] The indication may also be of any appropriate form, including a visual indication, a tactile indication, an audible indication or any combination thereof. An advantage of the system is the way in which it can be configured to automatically flag warnings without operator intervention being required. Hence, it may allow more cost effective maintenance solutions with lesser reliance on staff checking components by hand and reduced downtime of key equipment.

[0069] The processor may be positioned at any appropriate location. In one arrangement, the processor may be positioned in a central control station. Such an arrangement would be particularly suitable in circumstances where there is a common unit arranged to receive and monitor signals transmitted by a plurality of transmitters 51. In another arrangement, the processor may be positioned on the endless conveyor. In yet another arrangement, the processor may be configured as a mobile arrangement adapted to move with respect to the endless belt conveyor and sequentially register with the various transmitters 51 to received transmitted signals therefrom. The mobile arrangement may take any appropriate form such as, for example, a unit adapted to
travel along the conveyer, or a unit adapted to be carried or otherwise transported along the conveyer by an operator.

[0070] In this embodiment, the apparatus 40 is integral with each idler roller 15, as shown in Figure 5. Specifically, each idler roller 15 has apparatus 40 accommodated within the confines of the idler roller and thereby be protected by the idler roller. This may provide a sealed environment for the apparatus 40 and isolate it from moisture, dust, dirt and other contaminant matter in the environment about the conveyer 11. In the arrangement shown, each idler roller 15 has an internal cavity 18 in which the respective apparatus 40 is accommodated and thereby contained within the confines of the idler roller.

[0071] This arrangement is advantageous as the idler roller 15 could be supplied and fitted with the apparatus 40 in position, thereby avoiding any need for retrofitting of apparatus 40 in circumstances where there is a change of idler roller within the conveyer 11.

[0072] The apparatus 40 is oriented so that the longitudinal extent of the beam 63 of the piezoelectric sensor 61 is substantially parallel to the axis of rotation of the roller to enhance responsiveness to vibration. Further, the longitudinal sides 63a of the beam 63 are so oriented in order to optimise responsiveness to vibration.

[0073] Typically, the system 10 is calibrated so that the piezoelectric sensor 61 is responsive to vibrations of the idler roller 15. The sensor 61 is also configured to discriminate against extraneous vibrations, such as ambient vibrations generated through operation of the endless belt conveyer generally, including the travelling motion of the endless belt 13 and vibrations arising from materials carried on the endless belt.

[0074] Referring now to Figure 9, there is shown a conveyer belt 13 fitted with a monitoring system 100 according to the second embodiment. The monitoring system 100 according to the second embodiment is similar in many respects to the monitoring system 10 according to the previously described embodiment and so like reference numerals are used to identify parts which serve equivalent functions.

[0075] In the embodiment described with reference to Figure 9, the system 100 is configured to monitor each idler roller 15 individually. In other words, there is a dedicated apparatus 40 associated with each idler roller to be monitored. The sensor 47 may be coupled directly to the idler roller 15, such as by being mounted on an end
wall or bearing of the idler roller. In the arrangement shown, apparatus 40 is mounted on the end wall 39 of the endless belt conveyor 11 with the piezoelectric sensor 61 being coupled to the adjacent bearing. In another arrangement, the apparatus 40 would travel with the endless belt 11 and periodically move into registration with the idler rollers 15 for sensing of vibration thereof.

[0076] This arrangement is advantageous as the endless belt 11 can be supplied in lengths of belt material, with each length having apparatus 40 incorporated therein at appropriate locations.

[0077] Rather than the sensor 47 being embedded into the endless belt 13, the sensor may be coupled indirectly to the idler roller, such as by being mounted on the frame section 19 in close proximity to the idler roller concerned. In Figure 6, only the central roller 21 is shown fitted with the apparatus 40 may alternatively be positioned on the endless belt 13 at a location in which it would not hinder operation of the endless belt conveyor. By way of example, the apparatus 40 may be positioned on the underside of the endless belt 13 so as to travel along a path which passes between the various idler rollers 15. Typically the two lateral idler rollers 23 would be positioned so as not to be exposed to damage from materials being conveyed by the endless belt, or alternatively would be protected from any damage from such materials.

[0078] In yet another embodiment, which is not shown in the Figures, the apparatus 40 may be incorporated in the frame structure 17; specifically within the frame element 19. Preferably, the apparatus would be integral with the frame element 19 and accommodated in a protected position within its confines. With such an arrangement, the system would monitor the respective idler roller set 16 through the frame element 19. If any one or more of the idler rollers 15 in the idler roller set 16 experiences a deleterious change in its operating condition, the resultant vibration is transmitted the frame element 19 for detection by the sensor. This will provide an indication that one of the idler rollers 15 in the idler roller set has suffered a deleterious change in its operating condition, although it will not necessarily identify the particular idler roller which is defective.

[0079] This arrangement is advantageous as the frame element 19 could be supplied and installed with the apparatus 40 in position, thereby avoiding any need for retrofitting of apparatus 40.
[0080] In a variation to this embodiment, the frame element 19 may incorporate a respective apparatus 40 corresponding to each idler roller 15 supported by the frame element. With this arrangement, the sensor 47 of each apparatus 40 would typically be positioned in close proximity to the respective idler roller and calibrated to be responsive to vibrations thereof while discriminating against vibrations from the other idler roller supported on the frame element and also ambient vibrations.

[0081] The transmitters 51 incorporated in the apparatus 40 may communicate with a common processor (not shown), or alternatively there may be a separate processor associated with each transmitter.

[0082] From the foregoing, it is evident that the present embodiments each provides a simple yet highly effective system for monitoring the operating condition of idlers roller in an endless belt conveyor. The system seeks to allow idler rollers which have undergone a deleterious change in their operating condition to be identified before the roller bearings fail and cause damage to the endless belt and a consequent unscheduled stoppage in the operation of the endless belt conveyor.

[0083] The monitoring system according to each embodiment facilitates a predictive maintenance strategy to avoid production losses through unscheduled stoppages of the endless belt conveyor.

[0084] It should be appreciated that the scope of the invention is not limited to the scope of the embodiments described.

[0085] In the embodiments described, the processor (not shown) is adapted to monitor the frequency of signals received from the transmitter 51 and initiate an alarm in the event that the number of transmitted. In another embodiment, the processor is adapted to monitor the amplitude of signals received from the transmitter 51 and initiate an alarm in response to the presence of a certain amplitude or amplitude range. In yet another embodiment, the processor is arranged to monitor both the frequency and the amplitude of signals received from the transmitter 51.

[0086] In yet another embodiment, a parameter of the signal generated by the sensor may be indicative of the condition of the idler roller. In other words, rather than the frequency at which the signals are generated being representative of the condition of the idler roller, a parameter(s) of the signal itself is representative of the monitored
condition. The parameter(s) of the signal may be of any appropriate form, such as for example the signal amplitude, the signal frequency or a combination thereof.

[0087] It will be understood that while specific embodiments described herein reference a single sensor arranged to serve a dual purpose, namely to provide a signal indicative of wear and to harvest energy, other embodiments utilise a plurality of sensors arranged to each provide a different function. That is, in one specific embodiment, a first sensor operates to provide a signal indicative of wear, whereas a second sensor is utilised only for the purpose of harvesting energy. In another specific embodiment, there may be provided a plurality of sensors which are all capable of both harvesting energy and/or providing a signal. In such an embodiment, the controller may be capable of switching the function of each of the sensors as required.

[0088] In other words, embodiments which utilise multiple sensors in a dynamic manner fall within the broad inventive concept described herein.

[0089] While the embodiments have been directed to monitoring of idler rollers in an endless belt conveyor, it should be understood that the invention may have application in monitoring any rotating machine, device or element.

[0090] Throughout the specification and claims, unless the context requires otherwise, the word "comprise" or variations such as "comprises" or "comprising", will be understood to imply the inclusion of a stated integer or group of integers but not the exclusion of any other integer or group of integers.
CLAIMS

1. A system for monitoring an endless belt conveyor, comprising a sensor for sensing a vibration of an idler roller and generating a signal corresponding to the sensed vibration, at least one of the frequency and amplitude of the generated signal being indicative of a condition of the idler roller, the sensor being integral with the endless belt conveyor.

2. A system for monitoring an endless belt conveyor comprising a sensor for sensing a vibration of an idler roller of the conveyor and generating a signal corresponding to the sensed vibration, and controller for accumulating a plurality of signals generated by the sensor and emitting an output when the accumulation of signals exceeds a predetermined threshold level, the sensor being integral with at least one part of the endless belt conveyor.

3. A system in accordance with claim 2, wherein the sensor is integral with the idler roller.

4. A system in accordance with claim 2, wherein the sensor is integral with a frame structure of the endless belt conveyor or a component thereof on which the roller is supported.

5. A system in accordance with claim 4, wherein the sensor is directly mechanically coupled to the frame structure or a component thereof.

6. A system in accordance with claim 2, wherein the sensor is integral with the endless belt of the endless belt conveyor.

7. A system in accordance with claim 6, wherein the sensor is embedded into the endless belt.

8. A system in accordance with claim 6, wherein the sensor is arranged on the endless belt at a location in which the sensor does not hinder operation of the endless belt conveyor.
9. A system in accordance with any one of the preceding claims, further comprising a controller.

10. A system in accordance with any one of the preceding claims, wherein the signal generated by the sensor comprises a voltage.

11. A system in accordance with claim 9, wherein the system further includes an electrical power storage device.

12. A system in accordance with claim 11, wherein the electrical power storage device is a re-chargeable battery.

13. A system in accordance with any one of claims 9 to 12, wherein the controller provides an output arranged to provide an indication of the condition of the idler roller based upon the vibration being sensed.

14. A system in accordance with claim 13, wherein the output from the controller is provided to a processor arranged to determine a condition of the idler roller based upon the frequency and/or amplitude of the output from the controller.

15. A system in accordance with claim 13 or claim 14, wherein the output from the controller is provided to the processor via wireless transmission.

16. A system in accordance with claim 15, wherein the controller further comprises a transmitter for transmitting signal in response to the output.

17. A system in accordance with claim 16, wherein the output provides a voltage signal arranged to actuate the transmitter.

18. A system in accordance with claim 16 or 17, wherein mechanical energy harvested from the idler roller is used to generate electrical energy for powering the transmitter.

19. A system in accordance with any one of claims 14 to 18, wherein the processor is arranged to monitor the frequency and/or amplitude of signals received from the
transmitter and initiate an alarm in the event that the number of transmitted signals exceeds a predetermined allowable limit.

20. A system in accordance with claim 19, wherein the alarm includes at least one of a visual alarm, a tactile alarm and an audible alarm.

21. A system in accordance with any one of claims 14 to 20, wherein the processor is arranged to provide an indication if a signal is not received from the transmitter within a defined time period.

22. A system in accordance with claim 21, wherein the indication includes at least one of a visual indication, a tactile indication and an audible indication.

23. A system in accordance with any one of the preceding claims, wherein the sensor is a piezoelectric sensor.

24. A system in accordance with claim 23, wherein the piezoelectric sensor is operable to generate a voltage output signal corresponding to the vibration being sensed.

25. A system in accordance with claim 24, wherein the piezoelectric sensor is a cantilever-type vibration sensor.

26. Apparatus for installation on an endless belt conveyor, the apparatus comprising a sensor, and an electrical power storage device, the sensor being adapted to sense a characteristic of the endless belt conveyor machine and to generate a signal corresponding to the sensed characteristic.

27. Apparatus in accordance with claim 26, wherein the sensed characteristic is vibration of an idler roller forming part of the endless belt conveyor.

28. Apparatus in accordance with claim 26 or 27, wherein the sensor generates electrical energy in response to the sensed characteristic, the generated electrical energy being transferred to the electrical power storage device.
29. Apparatus in accordance with any one of claims 26 to 28, further comprising a transmitter adapted to be powered by the electrical power storage device.

30. Apparatus in accordance with claim 29, wherein the transmitter is a wireless transmitter.

31. A system for monitoring a machine comprising a sensor for sensing a characteristic of the machine and generating a signal corresponding to the sensed characteristic, a monitoring system for determining a condition of the machine based upon the signal or an accumulation of signals generated by the sensor, the monitoring system being operable to provide an output upon the signal or the accumulation of signals exceeding a predetermined threshold level.

32. A system for monitoring a machine comprising a sensor for sensing a characteristic of the machine and generating a signal corresponding to the sensed characteristic, and a monitoring system for determining a condition of the machine based upon the frequency and/or amplitude of the signal.

33. An endless belt conveyor comprising a sensor for sensing a vibration of an idler roller of the conveyor and generating a signal corresponding to the sensed vibration, and controller for accumulating a plurality of signals generated by the sensor and emitting an output when the accumulation of signals exceeds a predetermined threshold level, the sensor being configured as part of apparatus comprising the sensor, an electrical power storage device and a wireless transmitter, the apparatus being integral with the endless belt conveyor.

34. An endless conveyor system having a system according to any one of claims 1 to 25, 31 or 32.

35. A system for monitoring an endless belt conveyor comprising a sensor for sensing a vibration of an idler roller of the conveyor and generating a signal corresponding to the sensed vibration, and a monitoring system for determining a condition of the idler roller based upon the frequency and/or amplitude of the signal.

36. A system in accordance with claim 35, wherein the sensor is coupled to the idler roller to respond to vibrations thereof.
37. A system in accordance with claim 36, wherein the sensor is coupled to an end wall.

38. A system in accordance with claim 36, wherein the sensor is coupled to a bearing of the idler roller.

39. A system in accordance with claim 36, wherein the sensor is coupled to an external shaft of the idler roller.

40. A system in accordance with claim 36, wherein the sensor is coupled indirectly to the idler roller.

41. A system in accordance with claim 38, wherein the sensor is mounted on a frame structure configured to support the idler roller.

42. A system in accordance with any one of claims 35 to 39, wherein the sensor is accommodated in a casing adapted to be attached in position by mechanical fastening, adhesive bonding or magnetic attachment.

43. A method of a monitoring a machine comprising: sensing a characteristic of the machine; generating a signal corresponding to the sensed characteristic; accumulating a plurality of signals so generated; and emitting an output when the accumulation of signals exceeds a predetermined threshold level.

44. A method of a monitoring an endless belt conveyor comprising: sensing vibration of an idler roller of the endless belt conveyor; generating a signal corresponding to the sensed vibration; accumulating a plurality of signals so generated; and emitting an output when the accumulation of signals exceeds a predetermined threshold level.

45. An endless belt conveyor monitored using a method according to claim 41 or 42.

46. A frame structure or component thereof for an endless belt conveyor, the frame structure or component thereof incorporating a system according to any one of claims 1 to 25, 31 or 32.
47. A system for monitoring an endless belt conveyor comprising a sensor for sensing a vibration of an idler roller of the conveyor and generating a signal corresponding to the sensed vibration, and a monitor for determining a condition of the idler roller based upon the frequency and/or amplitude of the signal, the sensor being integral with the endless belt conveyor.
INTERNATIONAL SEARCH REPORT

International application No.
PCT/AU20 12/000263

A. CLASSIFICATION OF SUBJECT MATTER

Int. Cl.
GOIH/00 (2006.01) B65G 43/02 (2006.01)

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
WPI, EPDOC: B65G1 5, B65G1 7, B65G21, B65G35, B65G39, B65G43, G01 H1/ CONVEYOR, SENSE, DETECT, TRANSMIT, WIRELESS, SIGNAL, REPORT, SENSOR, WARNING, THRESHOLD, LIMIT, ALARM, REMOTE, CENTRAL, ROLLER, VIBRATE, AND SIMILAR KEYWORDS

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>WO 201 0/142029 A1 (TCA TECHNOLOGIES INC) 16 December 2010</td>
<td>1-3,9,20,22-24,40,42-45,47</td>
</tr>
<tr>
<td></td>
<td>Figs 3,4,5,6,8, paras 33,38,39,44,52,64,68-70,</td>
<td></td>
</tr>
<tr>
<td>X</td>
<td>US 6 116 089 A (EL-IBIARY et al) 12 September 2000</td>
<td>1,2,4,5,9,10,</td>
</tr>
<tr>
<td></td>
<td>Fig 2, abstract, col 3 lines 38-52, col 4 line 34-40, col 5 lines 1-20, col 6 lines 20-28.</td>
<td>13,19,20,26,</td>
</tr>
<tr>
<td></td>
<td></td>
<td>27,3 1-35,40-47</td>
</tr>
<tr>
<td>X</td>
<td>US 2009/0194390 A1 (FREEMAN) 6 August 2009</td>
<td>1,2,6-3 1,33-35,42-45,47</td>
</tr>
<tr>
<td></td>
<td>Fig 1-3, paras 16,17,20,27,3 1-33.</td>
<td></td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C
See patent family annex

* Special categories of cited documents:
  "A" document defining the general state of the art which is not considered to be of particular relevance
  "E" earlier application or patent but published on or after the international filing date
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  "O" document referring to an oral disclosure, use, exhibition or other means
  "P" document published prior to the international filing date but later than the priority date claimed
  "T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
  "&" document member of the same patent family

Date of the actual completion of the international search
9 May 2012

Date of mailing of the international search report
9 May 2012

Name and mailing address of the ISA/AU
AUSTRALIAN PATENT OFFICE
PO BOX 200, WODEN ACT 2606, AUSTRALIA
E-mail address: pct@ipaustralia.gov.au
Facsimile No. +61 2 6283 7999

Authorized officer
SUSAN PRING
AUSTRALIAN PATENT OFFICE
(ISO 9001 Quality Certified Service)
Telephone No: +61 2 6283 2210
This Annex lists the known "A" publication level patent family members relating to the patent documents cited in the above-mentioned international search report. The Australian Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

<table>
<thead>
<tr>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>WO 2010142029</td>
<td>US 2011137587</td>
</tr>
<tr>
<td>US 6116089</td>
<td>NONE</td>
</tr>
<tr>
<td>US 2009194390</td>
<td>AU 2009210587</td>
</tr>
<tr>
<td></td>
<td>CN 101932517</td>
</tr>
<tr>
<td></td>
<td>EP 2238056</td>
</tr>
<tr>
<td>JP 2011510887</td>
<td>US 7673739</td>
</tr>
<tr>
<td></td>
<td>WO 2009099780</td>
</tr>
</tbody>
</table>

Due to data integration issues this family listing may not include 10 digit Australian applications filed since May 2001.

END OF ANNEX