A display tile comprises a frame whose compliance is increased in a well determined region to accommodate the different thermal expansions of the frame and one or more substrates to which the frame is fastened. The display tile has also regions of increased compliance that will deform to allow different parts of the frame to be brought into contact and glued to the lateral sides of two superimposed substrates when at least one lateral side of one of the substrates is not coplanar with the corresponding lateral side of the other substrate.
Display Tile with Increased Display Area

The present invention relates to a frame for a display or display tile, a display or display tile itself, or a method of constructing such a frame for a display or display tile.

Background

Figure 1 shows a schematic representation of a tiled display.

The display tiles T can be an emissive display apparatus like e.g. a Liquid Crystal Display apparatus or it can be a rear projection display apparatus.

Figure 1 also shows schematically how the picture elements or pixels P are arranged on the display tile T. Three sub-pixels green, red and blue lie close to one another and produce in their totality a picture element of the image displayed. The picture elements follow one another with a spacing A. The broken line indicates the inner area of the display tile T on which an image can be formed and viewed by a viewer. The space between the broken line and the edges of a display tile T is a non-display area. The non-display area often corresponds to a space occupied by a bezel B whose primary function is to hold the LCD panel of the LCD in position. In the prior art the spacing between two adjacent picture elements P displayed onto adjacent display tiles T is largely determined by the distance separating two adjacent display tiles T and the width of the bezel B. The space between the display areas of two adjacent display tiles is often referred to as the seam (SEAM). The minimum distance between two adjacent display tiles T depends on the clearance needed to allow thermal and humidity expansion of the display tiles T without misalignment, bowing or damaging of the Liquid Crystal panel (or projection screen) of the display tile T.

The problem of thermal and humidity expansion and the relative movement of tiles with respect to each other and its impact on the inter-tile seams is well known in the art too.

The width of the bezel can be decreased or the bezel can be eliminated as e.g. proposed in US 8,446,540 "Display device having an enlarged display area".
The problem is that the solution may not be reliable for large liquid crystal panels (e.g. with more than one meter of diagonal) as the weight of the panel could overcome the forces exerted by the "fixing member" and "panel guide portion".

Another problem is that the panel guide portion may not be in metal to avoid scratching the liquid crystal panel. Therefore, it needs to be thick enough to withstand the forces applied on it. The seam will thus be at least twice as wide as the panel guide portion will be thick.

The author of US 8,446, 540 also excludes the use of adhesive tape to fasten the liquid crystal panel to a frame because it is incompatible with reliability and durability of the assembly.

The reliability and durability could be improved if the adhesive tape were thick enough.

For instance, with values of a-aluminum = $23.8 \times 10^{-6}$ $1/K$ and a-glass = $8.1 \times 10^{-6}$ $1/K$ (a being the coefficient of thermal expansion) and a total bond length at room temperature of $L_0 = 1500$ $mm$ for a change in temperature of $\Delta T = 40$ $K$ a difference in length at both ends of $\Delta I = \Delta T \cdot L_0 / 2 \cdot (a_{Al} - a_{Glass}) = 0.471$ $mm$ will occur in a stress-free assembly (i.e. when aluminum and metal are not bonded together). A pressure sensitive mounting tape with a thickness of $0.8$mm should be suitable to compensate $\Delta \alpha$-induced stress in this configuration.

But such a thickness of pressure sensitive mounting tape is not compatible with a seam of less than $1$ $mm$.

The art also does not provide solutions for reliably fastening a liquid crystal panel affected by tolerances (e.g. a mismatch between the lateral dimensions of the glass panel delimiting the liquid crystal layer) while at the same time avoiding the use of a bezel or rim.

There is a need to improve the art.
Summary of the Invention

It is an object of the present invention to provide a frame for a display or display tile, a display or display tile itself, or a method of constructing such a frame for a display or display tile.

A frame for a display or display tile, a display or display tile itself, or a method of constructing such a frame for a display or display tile according to embodiments of the present invention may overcome one or more of the disadvantages mentioned above.

According to an aspect of the present invention, a display tile comprises a frame made of a first material with a first coefficient of thermal expansion fastened to a substrate made of a second material with a second coefficient of thermal expansion by means of a heat activated adhesive tape; the frame being characterized in that it is divided into three parts: a first part to be glued to a lateral side of the substrate, a third part to serve as fastening interface to another structure like e.g. a backlight element or a support structure and a second part positioned between the first and third part to isolate the third part from strain in the first part e.g. as strain relief.

Isolating the first part of the frame that is heated when the adhesive tape is activated from the third part of the frame that remains at a lower temperature than that of the first part prevents excessive deformation of the substrate once fastening of the frame to the substrate is complete.

In particular, the first coefficient of thermal expansion is preferably higher than the second coefficient of thermal expansion.

In particular, the first material is preferably a metal with a coefficient of thermal expansion larger or equal to 23.8 10⁻⁶ 1/K. The metal can be aluminum, for example.

In particular the second material is preferably glass with a coefficient of thermal expansion. The glass can be, for example, a borosilicate glass with a coefficient
of thermal expansion lower or equal to 9.5 $10^6$ 1/K.

In a further aspect of the invention the frame is divided into two or more frame elements or frame strips. Each frame strip has a first part to be glued to a lateral side of the substrate, a third part to serve as fastening interface to another structure like e.g. a backlight element or a support structure and a second part positioned between the first and third part to isolate the third part from strain in the first part, e.g. to operate as strain relief.

Isolating the third part of the frame strip from strain in the first part of the frame strip can be assured by one or more openings in the frame strip. The opening extends across the first and second part of the frame strip away from the substrate.

The openings can for instance be rectangular. The corners of the rectangle can be rounded.

In another aspect of the invention, the third part of the (frame) strip is preferably isolated from strain in the first part of the frame strip by grooves formed, for example by etching or stamping in the frame part or by any equivalent method.

The grooves can be formed on both sides of the frame strip. The depth of the grooves is preferably more than half the thickness of the frame strip in the first and second part of the frame strip.

In a further aspect of the invention, a display tile comprises a frame fastened to a first substrate and a second substrate by means of an adhesive tape; the frame being characterized in that it is divided into 3 parts: a first part to be glued by means of the adhesive tape (e.g. a heat activated adhesive tape) to a lateral side of the first substrate, a third part to be glued by means of the adhesive tape (e.g. a heat activated adhesive tape) to a lateral side of the second substrate and a second part positioned between the first and third part, the second part having higher compliance than the first and third part thereby allowing the first and third part to be positioned in different planes.
In another aspect a method of fabricating a frame for a display tile is provided, the frame being made of a first material with a first coefficient of thermal expansion, the method comprising:
fastening the frame to a substrate made of a second material with a second coefficient of thermal expansion by means of a heat activated adhesive tape; fabricating the frame in three parts:
gluing a first part by means of the heat activated adhesive tape to a lateral side of the substrate, fastening a third part to another structure and positioning a second part between the first and third part to isolate the third part from strain in the first part.

In another aspect a method of fabricating a frame for a display tile is provided, the method comprising:
fastening the frame to a first substrate and a second substrate by means of an adhesive tape;
fabricating the frame in 3 parts:
gluing a first part by means of a heat activated adhesive tape to a lateral side of the first substrate,
gluing a third part by means of the heat activated adhesive tape to a lateral side of the second substrate, and
positioning a second part between the first and third part, the second part having a higher compliance than the first and third part thereby allowing the first and third part to be positioned in different planes.

It is an advantage of that aspect of the invention that it allows a frame to be glued to a first substrate and a second substrate, the first substrate being parallel to the second substrates even when at least one lateral side of the first substrate is not coplanar with the corresponding lateral side of the second substrate.

In a further aspect of the invention grooves are formed in the second part of the frame; the grooves being substantially parallel to the first and second substrates.
The grooves will increase the compliance of the frame in the desired direction and will allow different parts of the frame to be in different planes.

In a further aspect of the invention the grooves are formed on both sides of the frame.

In a further aspect of the invention the depth of the grooves is at least 50% of the thickness of the frame.

In another aspect the invention proposes a frame for a display tile, the frame being made of a first material with a first coefficient of thermal expansion and being fastened to a substrate made of a second material with a second coefficient of thermal expansion by means of a heat activated adhesive tape; the frame being divided into three parts: a first part to be glued by means of the heat activated adhesive tape to a lateral side of the substrate, a third part to serve as fastening interface to another structure and a second part positioned between the first and third part to isolate the third part from strain in the first part. In a further aspect at least one opening extends from an edge of the frame and extends across the first part and second part of the frame. In a further aspect grooves are formed in the first part and/or the second part of the frame. The grooves may be formed on both sides of the frame. The depth of the grooves may be at least 50% of the thickness (x) of the frame. In a further aspect the frame is split into two or more frame elements or strips. Any or every feature relating to the frame can relate to one or more of the frame elements or strips. According to a further aspect said another structure is a backlight element or a support structure.

In another aspect the invention proposes a frame for a display tile, the frame being fastened to a first substrate and a second substrate by means of an adhesive tape; the frame being divided into parts: a first part to be glued by means of the adhesive tape to a lateral side of the first substrate, a third part to be glued by means of the adhesive tape to a lateral side of the second substrate and a second part positioned between the first and third part, the second part having a higher compliance than the first and third part thereby
allowing the first and third part to be positioned in different planes. Grooves may be formed in the second part of the frame, the grooves being substantially parallel to the first and second substrates. The grooves may be formed on both sides of the frame. The depth of the grooves is at least 50% of the thickness (x) of the frame.

In another aspect the invention proposes a display tile comprising a frame as described above.

**Brief description of the figures**

Figure 1 shows a schematic representation of a tiled display.

Figure 2A shows an exploded view of a display tile, its frame and a backlight structure.

Figure 2B shows an example of profile for a non-planar frame element.

Figures 3A, 3B and 3C show how the substrate and the frame are fastened together by means of a heat activated adhesive tape in accordance with an embodiment of the present invention.

Figure 4A and 4B show the deformation of the frame and the substrate during and after heat activation of the adhesive tape of an embodiment of the present invention.

Figure 5 shows a first adaptation of the frame to prevent deformation of the substrate caused by strain in the region of the frame that is glued to the substrate in accordance with an embodiment of the present invention.

Figure 6 shows a second adaptation of the frame in accordance with an embodiment of the present invention.

Figures 7A and 7B illustrate the deformations of the second part of the frame.

Figure 8 illustrates how first and second adaptation of the frame can be
combined in accordance with an embodiment of the present invention.

Figures 9A to D illustrate a first and second substrate fastened to a frame in accordance with an embodiment of the present invention.

Figure 10 illustrates the problem to fasten first and second substrate to a frame when the first and second substrates have different lateral dimensions and/or are misaligned.

Figure 11 and 11A show an adaptation of the frame to allow deformation (i.e. compliance) of the frames and to allow the frame to be glued to first and second substrate even when at least one lateral side of one of the substrate is not coplanar with the corresponding lateral side of the other substrate in accordance with an embodiment of the present invention.

**Description of embodiments**

The present invention will be described with respect to particular embodiments and with reference to certain drawings but the invention is not limited thereto but only by the claims.

Embodiments of the present relate to a design of a display tile T that has one, or some or all of the following advantages:

- keeps its form and flatness,
- has only negligible thermal expansion regardless of its environment (high humidity, temperature fluctuations ...) and/or
- will stay aligned with adjacent display tiles when used in a tiled display.

The invention is also related to tiled displays where the width of the seam will be as small or smaller than the spacing between adjacent pixels on a display tile.

To that end, with reference to figures 2, 3, 5, 9 and 11 a stable transparent substrate 1 like for example glass is used. The substrate 1 is either part of a rear projection screen or a glass plate in a liquid crystal panel. The glass is for instance soda lime glass. Any suitable transparent material or other types of
glass are possible. The coefficient of thermal expansion of the material used for the carrier substrate is advantageously lower than 9.5 - 10^-6 K^-1. The substrate 1 has a first side or entry face that is substantially planar. The entry face is the face or side of the substrate 1 through which the light projected by a projector or a backlight enters. The substrate 1 has a second side or exit face that is substantially planar. The exit face is the face or side of the substrate 1 through which the light exits towards a viewer. The first side and second side of the substrate 1 are substantially parallel. When a line or surface, in particular a plane, is said to be perpendicular to the substrate, it means that the line or surface is perpendicular to the first and second sides of the substrate 1.

The substrate 1 is usually a parallelepiped with a first surface, a second surface parallel to the first surface and lateral sides 1A, 1B, 1C and 1D as shown in figure 2A.

A display (whether it is a rear projection display or an emissive display like a liquid crystal display or LCD), can be a fixed format display. The substrate 1 is associated with other layers. For instance the substrate 1 can support an optical element such as a Fresnel lens and/or a diffuser layer. The substrate 1 can also be part of an LCD panel. In that case, the substrate 1 is but one component of a liquid crystal panel: thin film transistors can be formed on the substrate 1; a the first glass substrate 1 and second glass substrate parallel to the first delimit a space to enclose a layer of liquid crystals, additional layers like e.g. colour filters can be formed on the second surface etc... In the description of the invention below, only the first substrate 1 will be explicitly mentioned. The display could also be a plasma display.

To avoid a non-display area along the perimeter of the substrate 1, the substrate is fastened to a frame 2 by mean of an adhesive film 3 distributed along the lateral sides 1A, 1B, 1C and 1D of the substrate as shown in figures 3B, 3C, 9C, 9D, 10, 11. Avoiding a non-display area is useful both in e.g. a single panel LCD and a tiled display panel.

The frame 2 is advantageously made of metal. This allows reducing the thickness of the frame without compromising on the solidity of the assembly.
The frame can be e.g. an aluminium ribbon cut in a sheet with a thickness between 0.1 mm and 1 mm. For instance, the thickness of the frame is 0.2 mm.

An example of adhesive film 3 is given in the utility model DE202009015262U1 "Latent reaktive, hitzeaktivierbare Klebmasse und damit hergestellte Klebemittel" which is incorporated herein by reference. Heat activation of the heat activated adhesive film can be done e.g. by near infrared heating or hot air (as provided by e.g. a heat gun).

Heat activated adhesive films not being fluid like glue; it is easier to control the thickness of the adhesive film 3 that will contribute to the seam between adjacent tiles.

Heat activated adhesive films are also easy to apply and cause no risk of glue penetration between layers associated with the substrate 1 or glue spilling onto one the first and/or second side of the substrate 1. This is very important because glue penetration would cause visual artefacts.

The frame 2 is not necessarily of one piece. It can for instance be split into e.g. 2 or more frame strips (2A, 2B, 2C and 2D) as illustrated on figure 2A. As illustrated on figure 2A, several frame strips can be glued to a lateral side of the substrate 1 (e.g. 1B). The frame strips need not be planar as illustrated by figure 2B that shows an example of profile for a non-planar frame strip 2B. The frame strips (2A, 2B, 2C and 2D) are used as mechanical interface between the substrate 1 and a backlight structure B (in the case of e.g. a liquid crystal display) or a support structure B (in the case of e.g. a rear projection display). Fastening of the frame 2 to the structure B can be done e.g. by means of screws like screw S and nuts like nut N.

A strip, e.g. 2A, is pressed against the heat activated adhesive tape 3 applied to one of the lateral sides, e.g. 1A, of the substrate 1 as illustrated on figure 3A and 3B. Heat and pressure are applied to the frame strip with help of e.g. a bonding head 4 as illustrated on figure 3C. The use of a bonding head allows application of heat and pressure in a well delimited region of the frame strip (the shaded area on figure 3A).
When heat is applied to activate the adhesive tape 3, the frame strip heats and expands. Heating and expansion will be highest right under the bonding head. Even if the frame strip is made of a metal like e.g. aluminum, the temperature will vary across the width W of the frame strip from a higher temperature T+ to a lower temperature T-. As a result, the frame strip will not expand uniformly as illustrated on figure 4A. At the same time, the dimensions of the glass substrate 1, and in particular the length of the lateral side (1A, 1B, 1C or 1D) being glued to the frame strip (2A, 2B, 2C or 2D), will change as well but to a lesser extent than the frame strip.

As it cools down, the frame strip 2A will return to its initial length, inducing deformations of the substrate as illustrated on figure 4B where the substrate 1 buckles under compressive stress by one or more of the frame strips. The impact of such deformations on the seam between adjacent tiles causes variations of the seam width along a seam and from seam to seam that will make the seam between tiles more perceptible to a viewer than would otherwise be the case. In some cases, the contraction can cause failure of the adhesive tape.

To solve this problem, the shape of the metallic frame strip is modified as illustrated on figure 5 in accordance with one embodiment of the present invention.

The frame strip 2 is divided in three parts: a first part 21, a second part 22 and a third part 23. A first part 21 will be glued to a lateral side of the substrate 1.

A second part 22 acts as a strain relief structure between the first part 21 and the third part 23. The second part 22 is preferably more compliant than the other two parts, 21 and 23.

At least some strain relief is assured by one or more openings or slits 5 in the frame strip. An opening 5 extends from the edge of the frame strip and extends across the first and second part of the frame strip.

The opening 5 can be shaped as a rectangle but other geometries are possible. For instance, the corners of the opening can be rounded as illustrated on figure
5.

Strain relief can also be assured by grooves 6 etched or stamped in the first and / or second part of the frame strip as illustrated on figure 6.

The grooves 6 are formed, e.g. by etching on both sides of the frame strip 2 giving a corrugated aspect to the region where they are formed.

The depth of the grooves is ideally more than 50% of the thickness (x) of the frame strip.

The grooves 6 are preferably substantially perpendicular to the substrate 1. In other words, the angle made by a groove 6 and the substrate 1 is preferably 90.0 degrees of angle +/- 0.1 degree of angle. Alternatively, the angle made by a groove 6 and the substrate 1 is preferably 90.0 degrees of angle +/- 0.5 degree of angle. Alternatively, the angle made by a groove 6 and the substrate 1 is preferably 90.0 degrees of angle +/- 1.0 degree of angle. Alternatively, the angle made by a groove 6 and the substrate 1 is preferably 90.0 degrees of angle +/- 5.0 degree of angle. Alternatively, the angle made by a groove 6 and the substrate 1 is less than 90.0 degrees of angle but more than 45.0 degrees of angle.

It is also possible to combine openings 5 and grooves 6 to further improve the isolation of the third part 23 of the frame strip from strain in the first part 21 of the frame strip. Openings 5 and grooves or corrugations 6 can be combined in different manners. An example of how openings 5 and grooves or corrugation 6 can be combined is illustrated on figure 8. In this example, the grooves 6 are etched right under the openings 5.

As mentioned earlier, the substrate 1 may be associated to other layers and/or substrates as is e.g. the case in a liquid crystal panel.

In that case, the different substrates and layer may have slightly different dimensions as illustrated on figures 9A, B, C, e.g. figure 9D where substrate 1 is slightly smaller than substrate 7 resulting in a mismatch M between the lateral side of substrates 1 and 7. Alternatively, both substrates can have close to
identical dimensions but they can be misaligned, resulting in their lateral sides not being coplanar.

When the dimensions of substrates 1 and 7 differ too much and/or when both substrates are misaligned, it can be difficult to glue them together to the frame 2 (the bond may be weaker than expected or even inexistent with one or both of the substrates). This is illustrated on figure 10 where a cross section of a frame strip 2A the heat activated layer 3 and substrates 1 and 7 are shown. As can be seen on figure 10, the mismatch M between the substrates lateral sides 1A and 7A makes bonding of the lateral sides 1A to the frame strip very difficult or impossible. Two adhesive tapes 3A and 3B can be used on the lateral sides 7A and 1A of substrates 7 and 1 respectively but this will not prevent that there will be no contact between the adhesive strip 3B and the frame element 2A.

A solution to that problem in accordance with an embodiment of the present invention is to increase the compliance (i.e. flexibility) of the frame element 2A in the region of the frame element that will correspond to the border between substrates 1 and 7. The compliance can, for instance, be increased by etching grooves 8 in the frame element as illustrated on figure 11, especially figure 11A. The depth of the grooves 8 is preferably more than 50% of the thickness of the frame element 2.

Figure 11 shows frame strip 2, the heat activated adhesive layer 3A and substrates 1 and 7. A heat activated adhesive tape 3A and optionally 3B can be used on the lateral sides 7A and optionally sides 1A of substrates 7 and 1 respectively.

As shown in figure 11, frame 2 can be fastened to the first substrate 1 and the second substrate 7 by means of an adhesive tape 3A 3B, respectively. The frame 2 is divided into 3 parts: a first part 31 which can be optionally glued by means of a heat activated adhesive tape 3B to a lateral side of the first substrate 1, a third part 33 to be glued by means of the heat activated adhesive tape 3A to a lateral side of the second substrate 7 and a second part 32 positioned between the first 31 and third 33 part, the second part 32 having a
higher compliance (i.e. better able to comply or adjust) than the first 31 and third 33 part thereby allowing the first 31 and third 33 part to be positioned in different planes.

The grooves 8 can be formed in the second part 32 of the frame 2, the grooves 8 being substantially parallel to the first 1 and second 7 substrates. The depth of the grooves 8 is preferably more than 50% of the thickness of the frame 2. The grooves 8 can be formed on both sides of the frame 2.

The frame 2 can be split into two or more frame elements or strips 31, 32, 33. A frame 2, e.g. 2A, 2B, 2C… that will accommodate both the thermal expansion during heat activation and the mismatch between the position of the lateral sides (e.g. 1A and 7A) of substrates 1 and 7 can be obtained by positioning the grooves 8 in the first part 31 of a frame 2, e.g. 2A, 2B, 2C … The desired deformation of the frame 2 will be obtained with grooves 8 substantially parallel to the first and second substrate 1, 7 to which substrates the frame 2 is glued.

In other words, the angle made by a groove 8 and the first and second substrates 1 and 7 is preferably 0.0 degrees of angle +/- 0.1 degree of angle. Alternatively, the angle made by a groove 8 and the first and second substrates 1 and 7 is preferably 0.0 degrees of angle +/- 0.5 degree of angle. Alternatively, the angle made by a groove 8 and the first and second substrates 1 and 7 is preferably 0.0 degrees of angle +/- 1.0 degree of angle. Alternatively, the angle made by a groove 8 and the first and second substrates 1 and 7 is preferably 0.0 degrees of angle +/- 5.0 degree of angle. Alternatively, the angle made by a groove 8 and the first and second substrates 1 and 7 is larger than 0.0 degrees of angle but less than 45.0 degree of angle.
Claims

1. A frame for a display tile, the frame (2) being made of a first material with a first coefficient of thermal expansion and being fastened to a substrate (1) made of a second material with a second coefficient of thermal expansion by means of a heat activated adhesive tape (3); the frame (2) being characterized in that it is divided into three parts: a first part (21) to be glued by means of the heat activated adhesive tape (3) to a lateral side of the substrate (1), a third part (23) to serve as fastening interface to another structure and a second part (22) positioned between the first (21) and third (23) part to isolate the third part (23) from strain in the first part (21).

2. A frame for a display tile according to claim 1 further characterized in that at least one opening (5) extends from an edge of the frame (2) and extends across the first part (21) and the second part (22) of the frame (2).

3. A frame for a display tile according to claim 1 or 2, further characterized in that grooves (6) are formed in the first part (21) and/or the second part (22) of the frame (2).

4. A frame for a display tile according to claim 3 further characterized in that the grooves (6) are formed on both sides of the frame (2).

5. A frame for a display tile according to claim 3 or 4 further characterized in that the depth of the grooves (6) is at least 50% of the thickness \(x\) of the frame (2).

6. A frame for a display tile according to any of the preceding claims further characterized in that the frame is split into two or more frame elements or strips (2A, 2B, 2C, 2D).

7. A frame for a display tile according to claim 6, wherein any or every feature recited as relating to the frame relates to one or more of the frame elements
or strips (2A, 2B, 2C, 2D).

8. A frame for a display tile according to any of the preceding claims further characterized in that said another structure is a backlight element (B) or a support structure (B).

9. A frame for a display tile, the frame (2) being fastened to a first substrate (1) and a second substrate (7) by means of an adhesive tape (3); the frame (2) being characterized in that it is divided into 3 parts: a first part (31) to be glued by means of a heat activated adhesive tape (3) to a lateral side of the first substrate (1), a third part (33) to be glued by means of the heat activated adhesive tape (3) to a lateral side of the second substrate (7) and a second part (32) positioned between the first (31) and third (33) part, the second part (32) having a higher compliance than the first (31) and third (33) part thereby allowing the first (31) and third (33) part to be positioned in different planes.

10. A frame for a display tile according to claim 9 further characterized in that grooves (8) are formed in the second part (32) of the frame (2), the grooves (8) being substantially parallel to the first (1) and second (7) substrates.

11. A frame for a display tile according to claim 10 further characterized in that the grooves (8) are formed on both sides of the frame (2).

12. A frame for a display tile according to claim 10 or 11 further characterized in that the depth of the grooves (8) is at least 50% of the thickness (x) of the frame (2).

13. A frame for a display according to any of the claims 9 to 12 further characterized in that the frame (2) is split into two or more frame elements or strips (2A, 2B, 2C, 2D).

14. A display tile comprising a frame (2), the frame (2) being made of a first material with a first coefficient of thermal expansion and being fastened to a
substrate (1) made of a second material with a second coefficient of thermal expansion by means of a heat activated adhesive tape (3); the frame (2) being characterized in that it is divided into three parts: a first part (21) to be glued by means of the heat activated adhesive tape (3) to a lateral side of the substrate (1), a third part (23) to serve as fastening interface to another structure and a second part (22) positioned between the first (21) and third (23) part to isolate the third part (23) from strain in the first part (21).

15. A display tile according to claim 14 further characterized in that at least one opening (5) extends from an edge of the frame (2) and extends across the first part (21) and the second part (22) of the frame (2).

16. A display tile according to claim 14 or 15 further characterized in that grooves (6) are formed in the first part (21) and/or the second part (22) of the frame (2).

17. A display tile according to claim 16 further characterized in that the grooves (6) are formed on both sides of the frame (2).

18. A display tile according to claim 16 further characterized in that the depth of the grooves (6) is at least 50% of the thickness (x) of the frame (2).

19. A display tile according to any of the claims 1 to 18 further characterized in that the frame is split into two or more frame elements or strips (2A, 2B, 2C, 2D).

20. A display tile according to claim 19, wherein any or every feature recited as relating to the frame relates to one or more of the frame elements or strips (2A, 2B, 2C, 2D).

21. A display tile according to any of the claims 14 to 20 further characterized in that said another structure is a backlight element (B) or a support structure (B).
22. A display tile comprising a frame, the frame (2) being fastened to a first substrate (1) and a second substrate (7) by means of an adhesive tape (3); the frame (2) being characterized in that it is divided into 3 parts: a first part (31) to be glued by means of a heat activated adhesive tape (3) to a lateral side of the first substrate (1), a third part (33) to be glued by means of the heat activated adhesive tape (3) to a lateral side of the second substrate (7) and a second part (32) positioned between the first (31) and third (33) part, the second part (32) having a higher compliance than the first (31) and third (33) part thereby allowing the first (31) and third (33) part to be positioned in different planes.

23. A display tile according to claim 22 further characterized in that grooves (8) are formed in the second part (32) of the frame (2), the grooves (8) being substantially parallel to the first (1) and second (7) substrates.

24. A display tile according to claim 23 further characterized in that the grooves (8) are formed on both sides of the frame (2).

25. A display tile according to claim 23 or 24 further characterized in that the depth of the grooves (8) is at least 50% of the thickness (x) of the frame (2).

26. A display according to any of the claims 22 to 25 further characterized in that the frame (2) is split into two or more frame elements or strips (2A, 2B, 2C, 2D).

27. A method of fabricating a frame for a display tile, the frame (2) being made of a first material with a first coefficient of thermal expansion, the method comprising:
   fastening the frame (2) to a substrate (1) made of a second material with a second coefficient of thermal expansion by means of a heat activated adhesive tape (3);
   fabricating the frame in three parts:
   gluing a first part (21) by means of the heat activated adhesive tape (3) to a
lateral side of the substrate (1), fastening a third part (23) to another structure and positioning a second part (22) between the first (21) and third (23) part to isolate the third part (23) from strain in the first part (21).

28. A method of fabricating a frame for a display tile, the method comprising:
fastening the frame (2) to a first substrate (1) and a second substrate (7) by means of an adhesive tape (3);
fabricating the frame (2) in 3 parts:

10 gluing a first part (31) by means of a heat activated adhesive tape (3) to a lateral side of the first substrate (1),
gluing a third part (33) by means of the heat activated adhesive tape (3) to a lateral side of the second substrate (7), and
positioning a second part (32) between the first (31) and third (33) part, the second part (32) having a higher compliance than the first (31) and third (33) part thereby allowing the first (31) and third (33) part to be positioned in different planes.

29. A display comprising:

20 at least one display tile, the at least one display tile having a frame, the frame (2) being made of a first material with a first coefficient of thermal expansion and being fastened to a substrate (1) made of a second material with a second coefficient of thermal expansion by means of a heat activated adhesive tape (3); the frame (2) being characterized in that it is divided into three parts: a first part (21) to be glued by means of the heat activated adhesive tape (3) to a lateral side of the substrate (1), a third part (23) to serve as fastening interface to another structure and a second part (22) positioned between the first (21) and third (23) part to isolate the third part (23) from strain in the first part (21).

30. A display according to claim 29 further characterized in that at least one opening (5) extends from an edge of the frame (2) and extends across the first part (21) and the second part (22) of the frame (2).
31. A display according to claim 29 or 30, further characterized in that grooves (6) are formed in the first part (21) and/or the second part (22) of the frame (2).

32. A display according to claim 31 further characterized in that the grooves (6) are formed on both sides of the frame (2).

33. A display according to claim 31 or 32 further characterized in that the depth of the grooves (6) is at least 50% of the thickness (x) of the frame (2).

34. A display according to any of the claims 29 to 33 further characterized in that the frame is split into two or more frame elements or strips (2A, 2B, 2C, 2D).

35. A display according to claim 34, wherein any or every feature recited as relating to the frame relates to one or more of the frame elements or strips (2A, 2B, 2C, 2D).

36. A display according to any of the claims 29 to 35 further characterized in that said another structure is a backlight element (B) or a support structure (B).

37. A display comprising:
   a display tile, the frame (2) being fastened to a first substrate (1) and a second substrate (7) by means of an adhesive tape (3); the frame (2) being characterized in that it is divided into 3 parts: a first part (31) to be glued by means of a heat activated adhesive tape (3) to a lateral side of the first substrate (1), a third part (33) to be glued by means of the heat activated adhesive tape (3) to a lateral side of the second substrate (7) and a second part (32) positioned between the first (31) and third (33) part, the second part (32) having a higher compliance than the first (31) and third (33) part thereby allowing the first (31) and third (33) part to be positioned in different planes.
38. A display according to claim 37 further characterized in that grooves (8) are formed in the second part (32) of the frame (2), the grooves (8) being substantially parallel to the first (1) and second (7) substrates.

39. A display according to claim 38 further characterized in that the grooves (8) are formed on both sides of the frame (2).

40. A display according to claim 38 or 39 further characterized in that the depth of the grooves (8) is at least 50% of the thickness (x) of the frame (2).

41. A display according to any of the claims 37 to 40 further characterized in that the frame (2) is split into two or more frame elements or strips (2A, 2B, 2C, 2D).

42. A display according to claim 41 wherein any or every feature recited as relating to the frame relates to one or more of the frame elements or strips (2A, 2B, 2C, 2D).

43. A display according to any of the claims 37 to 42 wherein the third part (33) forms an interface with a backlight element (B) or a support structure.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

INV. G02F1/1333

ADD.

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
G02F

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-Internal , WPI Data

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X, P</td>
<td>WO 2015/128408 Al (BARCO NV [BE] ; BARCO CONTROL ROOMS GMBH [DE]) 3 September 2015 (2015-09-03) figures 5,6 page 5, line 1 - line 7 page 14, line 1 - line 17 page 18, line 10 - page 19, line 11</td>
<td>1, 2, 6, 8, 14, 15, 19-21, 27, 29, 30, 34-36</td>
</tr>
<tr>
<td>X</td>
<td>WO 2013/172423 Al (SHARP KK) 21 November 2013 (2013-11-21) abstract; figure 14</td>
<td>1, 3-5, 14, 16-18, 27, 29, 31-33</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

See patent family annex.

* Special categories of cited documents :

"A" document defining the general state of the art which is not considered to be of particular relevance

"E" earlier application or patent but published on or after the international filing date

"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason as specified

"O" document referring to an oral disclosure, use, exhibition or other means

"P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"A" document member of the same patent family

Date of the actual completion of the international search

18 November 2015

Date of mailing of the international search report

27/11/2015

Name and mailing address of the ISA/

European Patent Office, P.B. 5818 Patentlaan 2

NL - 2280 HV Rijswijk

Tel. (+31-31-70) 340-2040,

Fax: (+31-31-70) 340-3016

Ammerl ahn, Di r k

Authorized officer

Form PCT/ISA/210 (second sheet) (April 2005)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>paragraphs [0002], [0072] - [0080], [0107], [0132] - [0135]; figures 7,14</td>
<td></td>
</tr>
<tr>
<td></td>
<td>-----</td>
<td></td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>WO 2015128408 A1</td>
<td>03-09-2015</td>
<td>GB 2523742 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2015128408 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2013172423 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2013172423 A1</td>
</tr>
</tbody>
</table>