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3,264,556 
PROBE POSITONING DEVICE FOR USE IN MEAS 
URING AND CHECKING SEMCONDUCTOR 
SPECEMENS 

Hubert K. Krantz, Springfield, N.Y., assignor to Bel Tele 
phone Laboratories, Incorporated, New York, N.Y., a 
corporation of New York 

Filed Dec. 29, 1961, Ser. No. 163,137 
18 Claims. (C. 324-62) 

This invention relates to apparatus for use in making 
measurements and characterizing the electrical and phys 
ical qualifications of various materials and, more particu 
larly, to a four-point probe for such purposes. 

In the fabrication of semiconductor devices, it is neces 
Sary that samples of grown-crystals, for example, be care 
fully evaluated to determine both their specific properties, 
and their suitability for use in the manufacture of various 
Solid-state devices. Often the properties of such crystals 
are measured twice; the first time to insure that the crystal 
itself meets certain prescribed standards (and concomitant 
ly to insure that the technique used in the crystal growing 
process is of a high order of efficiency); and a second 
time to determine whether an approved crystal will yield 
a Semiconductor device with characteristics satisfactory 
for a prescribed use. For both single and multiple con 
ductivity type materials, measurements of the conductiv 
ity type, the resistivity, and the lifetime of minority car 
Tiers are usually adequate for specifying the important 
properties of a given material. 

Measurements of sample resistivity impose the most 
Stringent requirements on the mechanical apparatus neces 
sarily involved. Resistivity is normally measured by posi 
tioning four probe points in a particular array on a flat 
Surface of a crystal or on a bar or dice made therefrom. 
A suitable current is then applied to the outer probe points 
and the resulting floating potential is measured across the 
inner adjacent probe points. The floating potential is 
normally measured with a high impedance voltmeter to 
avoid any errors introduced by the resistance at the metal 
semiconductor contact. A potentiometer-type instrument 
is particularly useful for this purpose because of its high 
input impedance. If the specimen to be measured is rela 
tively large, that is, has a diameter, or minimum rectangu 
lar dimension, of approximately 200 mils, the resistivity 
for a probe point spacing of 0.05 inch (equal spacing 
between all points) is given by the equation p=0.3 V/I. 
Most semiconductor crystal samples measured have re 
sistivities in the range of 0.001 to 10,000 ohm-cm., so that 
a lower limit on the current to be used is set by the ac 
curacy of the circuitry utilized in measuring small volt 
ages. An upper limit must be placed on the current in 
order to guard against minority carrier injection into the 
specimen and to prevent abnormal heating of the sample. 
If the specimen is small, the equation for measuring re 
sistivity is more complex since specimen boundary effects 
may no longer be neglected. For such measurements, the 
adverse effects of the dice boundaries must be compen 
sated for empirically. 

In all resistivity measurements, it is essential that the 
points be sufficiently close to each other to yield an un 
ambiguous measure. In addition, they must be spaced 
far enough from the boundaries of the specimen that 
boundary effects do not adversely influence fields estab 
lished near the points. Accordingly, while probe point 
spacings in the range of 30 to 50 mils may be tolerated, 
with respect to available surface area, in measurements of 
the resistivity of whole or half crystals, much closer probe 
spacings are necessary for measurements made on a dice. 
By way of example, a dice suitable for ultra-high fre 
quency applications often has a surface whose nominal 
diameter (or width) is approximately 25 mils. If the 

0 

5 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

70 

2 
boundaries of such a specimen are not to affect adversely 
the resistivity measurements, even though boundary con 
ditions are compensated for in the initial design, adjacent 
probe point spacings of the order of 5 mils may often 
be required. In addition, it has been found that probe 
point spacings of the order of 5 mils are equally im 
portant if very accurate resistivity data is to be obtained 
on relatively large specimens, such as at random points 
along an elongated flat surface of an ingot, for example. 
It will be appreciated that extreme care must be observed 
in the design and operation of a mechanical device for 
Such purposes to achieve not only the requisite, accurate 
spacings and pressures, but also the accurate reproducibil 
ity of the probe point array spacings and pressures, re 
spectively. 

Unfortunately, prior art instruments utilized for making 
resistivity measurements and the like do not provide the 
degree of accuracy, uniformity, and sensitivity, nor an 
adequate range of probe point spacings and pressures, 
necessary for analyzing and evaluating with extreme ac 
Jo Sueunlisuuons Sueuroeds Jo Sega Iedoid eq Aoeino 
the prior art also do not provide either the degree of 
stability necessary for obtaining reproducible probe point 
positioning through precision adjustment of the selective 
transport mechanisms, or the degree of versatility required 
in effecting such transport in three mutually perpendicular 
directions. 

Accordingly, a definite need exists for apparatus capable 
of repeatedly positioning, with precision, probe points in 
various extremely close spaced arrays on a specimen under 
examination. To this end, it is important that the probe 
points be controlled independently of each other with re 
spect to both position and pressure. 

In addition, apparatus of the four-point probe type 
should possess a number of additional features not found 
in the prior art if laboratory standards of precision and 
a long trouble-free life are to be realized. These in 
clude: (1) low friction pivots for each probe arm, (2) 
means for equalizing and stabilizing probe point pres: 
sures, (3) non-teetering and non-tottering probe arm 
balance, (4) accommodation of a satisfactory range of 
work-piece thickness, (5) provision for leveling of the 
work-piece platform (6) low impact probe point en 
gagement, (7) readily replaceable probe points, (8) 
easy inspection of probe point wear, and (9) an arrange 
ment which provides a clear indication of work-piece 
thickness and trueness. The importance of these fea 
tures will become more apparent in a detailed descrip. 
tion of the apparatus hereinbelow. 

It is thus an object of this invention to provide an im: 
proved instrument capable of making delicate probe 
point contact in various intricate arrays on a specimen, 
such as desired in making extremely accurate measure 
ments of the electrical properties of specimens having 
either large or extremely small surface areas. 

It is another object of this invention to increase the 
degree of accuracy, sensitivity, flexibility, and versatility 
of a four-point probe and to provide individual adjust 
ment of both probe point spacing and pressure. 

It is a further object of this invention to provide pre 
cision, low-friction, three-dimensional probe transports, 

It is an additional object of this invention to provide 
a four-point probe for use in measuring either electrical 
or physical properties of specimens exhibiting a wide 
range of sizes and shapes with a high degree of accuracy, 

It is still a further object of this invention to provide 
a four-point probe of unique construction conducive to 
conventional but economical manufacture. 

These and other objects of the invention are attained 
with a unique four-point probe wherein the four-probe 
arms are pivotally mounted on four saddles, respectively, 
with each saddle supported on a frame which is capable 
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of being microscopically adjusted in orthogonal direc 
OS. 

support base and coarsely and microscopically adjust 
able in height for accommodating a wide range of speci 
mens or work-piece thicknesses. A pair of pivotal yokes 
associated with a common gear driven shaft are utilized 
o raise and lower the probe arms simultaneously through 
he action of a single control knob. 

A work-piece platform is rigidly secured to a . 

In accordance with an aspect of the invention a pair : 
of hardened steel pins are uniquely employed to pivot 
he probe arms on their respective saddles. This ar 
angement advantageously provides low-friction pivoting 
which minimizes the danger of adverse probe point pres 
ure fluctuations either damaging a specimen or result 
ng in erroneous, measurements being obtained. Such .. 
robe arm support also contributes to the realization of 
very high impedance path between the mutually adja 

:ent probe points, which is also important if extremely 
|ccurate resistivity measurements are to be obtained. ' 
In accordance with another aspect of the invention, 

ubstantially orthogonal movement of each probe point 

O 

20 

s effected by pairs of precision screws associated with 
upport pins affixed in the respective saddles. Conical 
crew tips act as wedges to deflect the saddle support pins 
ind thereby to move the saddles in a precise and uniform , 
nanner. Each pair also serves as a locking device when . 
he desired position of the probe point has been ob 
ained. An adjustable precision screw is also associated 
with the under surface of each probe arm to provide 
individual movement thereof in the vertical or Z direc 30, 
ion. These screws also advantageously insure that the 
Irobe arms never drop below a given reference plane 
which could adversely affect the probe point spacings. 
his eliminates the errors that might otherwise occur 

in making measurements on specimens having irregular. 
urfaces or thin, spots. 
In accordance with an additional aspect of the inven 

ion, warning means are employed to indicate to an 
perator if a given specimen has a thickness of surface 
egion which is too large to prevent the probe arms from 
ying along a given reference plane as is required if the 
robe point spacings are to remain fixed. 
In accordance with another aspect of the invention, 

in adjustable counter-balancing weight incorporated in 

4. 
FIG. 4A is an isometric view aiding in an understand 

ing of the three-dimensional transport of certain fixtures 
included in the apparatus of FIG. 1; 

FIG. 4B is a cross-section of certain fixtures used for 
effecting the lateral movement of fixtures, depicted in : 
FIG. 4A taken along the line 4B-4B; 

FIG. 5 is a cross-section of certain other, movable 
fixtures of the apparatus depicted in FIG. 1; and 

FIG. 6 is a plan top view of certain fixtures of the 
apparatus depicted in FIGURE1. 
The apparatus is described hereinafter with specific. 

relation to one preferred application, i.e., to the measure 
ment of the resistivity of specimens of either large or small . 
dimensions. It is to be understood, however, that the 
invention has particular utility in any application: where 
probe points must be placed on a specimen at a precise 
location and with precise pressure in order to make an 
analytical determination of its electrical or physical char 
acteristics or properties. 

Considering the drawing more particularly, FIG. 1 
depicts, in isometric form, a four-point probe 10, often 
referred to thereinafter by the terms, instrument or ap 
paratus, supported on a rigid, stationary base 11. Four 
probe arms, 14 through 17, are pivotally mounted on 
four saddles 20 through 23, respectively; and each sad 
dle is supported on a common frame 26 associated with 
the base 11... The frame 26 may be. either rigidly secured 
to the base 11 or mounted on a suitable commercially. 
available micro-positioner 28 as shown best in FIG. 2. 
The positioner rests upon a stationary platform 29 
mounted on the base 11 and comprises a first movable 
platform 30 adjustable in the Y direction (perpendicular 
to the plane of FIG. 2) by means of a micrometer mech 
anism:31. A second movable platform 34 is adjustable 

40 

ach probe arm allows probe point pressure variations, 
anging from 0 to 60 grams, for example, to be obtained. 45, 
Also incorporated in each probe arm is a pressure, scale, 
which provides a continuous visual indication of the 
ressure exerted by each probe point on the specimen. 
Such built-in scales also facilitates the adjustment of 
robe, point pressures uniformly as may be required in 50, 
he analysis of properties of a number of different speci-. 
C.S. . 

In accordance with still another aspect of the inven 
ion, the probe points are mounted on the tapered ends 
f non-conducting plates. These plates are in turn affixed 
o the respective probe arms on surfaces angularly 
riented toward a common central region. 
angement allows in-line probe point spacings on the 
rder of 5 mils to be realized without undue, difficulty. 
uch an orientation of probe points also minimizes del 

ersely affect any electrical measurement results. 
These and other objects, the nature of the present in 

ention, and its various features and advantages will 
ppear more fully upon consideration of the specific ill 
1strative embodiment shown in the accompanying draw 
ngs and the following detailed description of the draw 
lgS. 
In the drawings: 
FIG. 1 is an isometric view of a four-point probe em 

odying principles of this invention; 
FIG. 2 is a plan view of one side of the four-point 

robe of FIG. 1; 
FIGS. 3A and 3B are detail top and bottom plan views 

f fixtures of the apparatus depicted in FIG. 1; 

This ar 
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in the X direction (left-right in FIG. 2) by means of a 
micrometer mechanism 35, Such as arrangement en 
ables a pre-adjusted probe point array supported on the 
frame 26 to be brought into contact with the specimen at 
microscopically determinable locations-ins, both the: X. 
and Y directions. 

In accordance with an aspect of the invention, each 
probe arm is provided with a pair of hardened steel pins 
37, shown in FIGS. 4A and 5, that extend through the 
probe arm and protrude a short distance therebelow. 
The lower ends of the pins 37 are rounded and are ac 
commodated respectively by a hemispherical dimple 38 
and a V-shaped groove 39 in the upper surfaces of the 
particular one of saddles 20 through 23 contiguous there 
to. Each saddle thus provides the fulcrum about which 
the associated probe arm pivots. This form of probe arm. 
Support assures very low friction pivoting about each sad 
dile. The manner in which the probe arms are supported 
also contributes to the attainment of an extremely high 
resistance path, of the order of 100,000 megohms, between 
the mutually adjacent probe pointends. This is very 
important if extremely accurate and, reliable resistivity. 
measurements are to obtained over a wide range, such as 
with a sensitive bridge circuit, for example. 
As depicted in FIGS. 1, 3A, 3B, and 5, the ends of each 

probe arm has affixed thereto a non-conducting plate 40: 
with an appropriately small conductive probe point 41. 
of tungsten, osmium, or of other hard and high wear re 
sistant material, secured thereto. The plates 40 may be 
of any suitable material, such as aluminum oxide, and 
are appropriately angled toward each other to permit the 
ends of the probe points in contact with the specimen to 
be adjusted to within 5 mils of each other in a linear array. 
This arrangement also minimizes adverse capacitance ef 
fects between the adjacent probe points. The points are 
preferably mounted on tapered ends of the plates. 40 with : 
Suitable solder or adhesive bonding of any sort well known 
in the art. This has been found to provide adequate 
rigidity while still allowing each probe point to be readily 
replaced as an individual item or together with its as 
Sociated mounting plate, Wire wound springs. 44 (visi- . 
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ble in FIG. 1), preferably having a high degree of elas 
ticity and exhibiting low deflection forces, provide flexi 
ble electrical connections between the probe points and 
the terminal electrodes of a resistivity measuring circuit 
45. The terminal electrodes are normally secured to a 
suitable receptacle, which may include an amplifier, 
mounted on a housing for the apparatus, not shown. For 
simplicity, the flexible connections have been shown as 
connected directly to the auxiliary measuring apparatus 
45. This apparatus is capable of supplying the necessary 
current to the outer pair of probe points and of measuring 
and visually indicating the floating potential across the 
inner pair of points as normally required in making re 
sistivity measurements. 

Each probe arm has a cylindrical counter-balancing 
weight 47 associated with it, as seen best in FIG. 2. The 
respective weights may be adjusted to provide individual 
probe point pressures on the specimen ranging from 0 to 
60 grams, for example, by screwing each weight into a 
threaded cavity of the associated probe arm to the de 
sired position. Such control of individual probe point 
pressure allows resistivity measurements and the like to 
be made on an extremely thin and fragile specimen with 
out danger of cracking it or of cutting too deeply into its 
surface. A pressure scale 48 is incorporated in each 
probe arm to provide a convenient visual indication of the 
pressure exerted by each probe point on a specimen. 
This also facilitates making a balanced adjustment of 
probe point pressure, usually required in analyzing the 
properties or characteristics of specimens. 

Precise, orthogonal positioning and locking of the probe 
arms (and with them the probe points) is effected in the 
following manner. Referring to FIGS. 4A, 4B, and 5, 
each of saddles 20 through 23 (only saddle 21 being 
shown in these figures) is mounted in spaced relationship 
with respect to L-shaped sections of the fixed frame 26 
by two support pins 50 and 51. As best seen in FIG. 4A, 
the one end of support pin 50 extends into an oversized 
clearance hole 53 in the frame 26. The ends of support 
pin 51 extend bearings 54 in the frame 26 and allow axial 
movement of the support pin 51. This pin is affixed to 
saddle 21 by a fastening pin 55. A pair of precision 
screws 58, having conical ends, are threaded into the top 
surface of the frame 26 on opposite sides of support pin 
50 and act as wedges to deflect this pin, the particular 
one of saddles 20 through 23, and thereby the probe 
arms 14 through 17, respectively associated therewith, to 
the left or right as viewed in FIG. 5. More specifically, 
with reference to the fixtures depicted in FIGS. 4A and 
4B, by withdrawing one of the screws 58 and advancing 
the other, the pin 50 associated therewith is displaced, thus 
pivoting the saddle 21 about the axis of the lower pin 5i 
and thereby moving with precision the probe arm 15 (not 
shown) forward or backward with respect to the frame 
26. Screws 58 also provide locking of the saddle and 
thereby of the associated probe arm and probe point in 
the desired position. The screws 58 and the angle of their 
conical ends are preferably so chosen as to provide a con 
venient increment of displacement of the support pin 50 
per turn or fractional turn of the screws 58. 

Similarly, a pair of precision screws 60 having conical 
ends, are threaded into bushings 61 protruding out of 
bores in the exterior side walls of the frame 26 on oppo 
site sides of each saddle and perpendicular to the support 
pin 51 associated therewith, respectively. As most clear 
ly seen in FIG. 4B, the ends of support pin 51 are also 
conical. With reference to the fixtures depicted in FIGS. 
4A and 4B, the withdrawal of one of the screws 60 and 
the advancement of the other, axially displaces the sup 
port pin 51 associated therewith. This causes the saddle 
21 (through its pin 55) and the probe arm 15 supported 
thereon to move sideways. Threads on screws 58 and 60 
may be cut to provide an axial displacement of support 
pins 50 and 51 of, for example, 0.001 inch for each 90 de 
grees of rotation. This permits very accurate and known 
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6 
movement of the probe arms through extremely small 
distances with precision control. The screws 60 also 
firmly fix and hold the support pin 51 in its adjusted or 
displaced position. 

By way of example, a four point probe embodying this 
form of transport provides an in-line probe point array 
having adjacent point spacings ranging from 5 to 60 mils. 
A rectangular array is possible having spacings in the Y 
direction ranging from approximately 1 mill to 60 mils and 
spacings in the X direction ranging from 5 to 180 mils. 
Such a wide range of selective probe point spacings coul 
pled with the approximately one-half inch X-Y transport 
of the entire array by the micro-manipulator, provides 
a degree of versatility and flexibility not found possible 
with any prior known four point probe assemblies. 
A work-piece elevator platform 64 (seen in FIGS. 1 

and 2), preferably made of translucent insulating mate 
rial, such as glass, is supported beneath the probe points 
by means of two support members 65 and 66 affixed to 
the stationary base 1. Members 65 and 66 are adjusted 
through the action of two worms 68 on a shaft 69, which 
mesh with corresponding worm gear assemblies 70 at 
tached to support members 65, 66. With one end of the 
shaft 69 connected to a manually operable control knob 72 
on the front face plate 73 of the probe assembly, the 
elevation of the platform relative to the position of the 
probe points may be accurately and readily controlled. 
A pair of inclined adjustment screws 75, best seen in 

FIGS. 2, 5, and 6, are respectively threaded into bushings 
76 in each of two yokes 78, 79 and extend through the 
vertical surfaces thereof for a short distance in regions 
beneath the under surfaces of the respective probe arms, 
The extended portion of one screw 75 is best seen beneath 
the probe arm is in FIG. 5. The opposite ends of the 
screws extend downwardly and outwardly through over 
sized apertures in the frame 26 to facilitate their rotation, 
These screws provide precise, individual adjustment of 
the respective probe arms in the Z or vertical direction, 
Concomitantly, they determine the fixed angle, if any, 
with respect to the horizontal at which each probe arm is 
supported. 

It is quite apparent that when probe point spacings of 
the order of 5 mils are sought, the slightest vertical move. 
ment of the probe arms from a common, pre-adjusted 
horizontal co-planar position will cause the respective 
mutually opposed pairs of probe points to move away 
from each other. 

Accordingly, in accordance with another feature of the 
invention, an alarm system is provided to warn an opera. 
tor if a particular specimen under examination has a thick. 
ness dimension which is too large to permit the probe 
arms to lie in a single horizontal plane. The alarm sys. 
ten comprises an electrical circuit associated with each 
probe arm including a flexible spring 81 (seen in FIG 
3B) mounted in a slot on the bottom surface of each 
probe arm. The spring is biased at one end against & 
rigid metal plate 83 and at the other end against a pir 
84 and beneath a large head thereof. Four eccentric 
gears or cams 86 (seen in FIG. 2) are mounted on in 
Sulating shafts affixed to the exterior surfaces of the frame 
26 directly beneath the respective probe arms and con 
tiguous to the springs 81 associated therewith. Foul 
Warning lights 87 (seen in FIG. 1) are mounted on the 
frame 26 in a visible region beneath the translucent work 
piece platform and associated respectively with the fou 
probe arms. Neither the electrical connection betweer 
each eccentric cam 86 and the light associated therewith 
nor the voltage source for lighting the warning lights it 
shown. 
The alarm system is utilized in the following manner 

The probe arms 14 through 17 are initially adjusted in the 
Vertical direction to insure horizontal, co-planar align 
ment of the four adjacent probe points. The precision 7 
adjustment screws are then rotated to bear against the 
rigid metal plates 83 affixed to the respective under sur. 
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aces of the probe arms as seen in FIG. 3B. This in 
tures that the probe arms cannot be lowered below the 
pre-adjusted horizontal, co-planar position. The eccen 
ric cams. 86 are then rotated such that they merely touch 
he springs 81 of the probe arms respectively associated 
herewith. Thereafter, the work piece platform is low 
red by control knob 72 on the face plate 73 to position 
specimen of known thickness below the probe points. 

the platform is then raised to an elevation corresponding 
to the thickness of the specimen as indicated by a suitably 
marked Vernier scale on the control knob 72. There 
after, if the specimen should have a region of greater 
hickness than initially measured, one or more of the ec 

0. 

:entric cams 86 will make contact with the associated . 
prings 81 and thereby close the particular electrical cir 
suit or circuits to the appropriate warning lights. Con 
versely, if a region of the specimen has a thickness dimen 
ion less than the initially measured value, the particular 
robe point located in such a region will be unable to 
make, electrical contact with the specimen because of 
he precision screw 75 biased against the under surface 
of the probe arm associated with the probe point in ques 
ions and hence, there will be no electrical circuit from 
he probe point to the measuring instrument 45. With 
uch an indicating arrangement, extremely precise and re 
producible probe point spacings are obtained. This, in 
urn, makes possible the realization of continuous and uni- . 
orm measurements of resistivity and the like with a high 
legree of accuracy. 
As best seen in FIGS. 1 and 6, the four probe arms are 

aised and lowered from the platform 64 by means of a 
air of yokes 78 and 79 pivotally secured to opposite 
ides of the frame 26. With reference to FIG. 6, the yokes 
8 and 79 are pivoted inwardly from a vertical position 
o raise the probe arms, simultatneously, by means of a 
otatable shaft 89 mounted in bearings 90 in the fixed 
rame 26 at each end and having two eccentric face cams 
2 affixed to the shaft in the respective regions beneath 
ach yoke. The inner surface of each cam 92 bears 
gainst a concentric rotatable disc or wheel 93 mounted 
in a shaft beneath the under surface of each yoke. 
ccentric face cams 92 are thus in a plane perpendicular 
o the wheels 93. A bevel gear 94 affixed to the rotatable 
haft 89 is in mutual engagement with a bevel gear 95 af 
Xed to one end of a flexible shaft. 96. A control knob 
7 is connected to the other end of the flexible shaft. at the 
ront face plate 73 of the apparatus. Accordingly, by ro 
ating the control knob 97, the eccentric face cams 92 bear 
gainst the concentric wheels 93 affixed to the under Sur 
aces of the respective yokes and cause them to pivot to 
vard or away from each other. When the yokes are piv 
ted toward each other, for example, the inclined rods 
5 bear against the metal plate 83 (seen in FIG.3B) re 
pectively affixed to the under surfaces of the probe arms. 
his, in turn, pivots the probe arms upwardly or away 
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rom the work piece platform. With such a gear train 
rrangement, the vertical position of the probe points rel 
tive to the specimen to be analyzed may be controlled 
without impact as a gear reduction ratio may be em 
loyed, for example, where two complete turns of the 
ontrol knob.97 lowers the probe points a distance of the 
rder of only 1 mil. 
Other refinements may, of course, be omitted or added : 

lepending upon the requirements and uses of the ap 
laratus as, for example, for such as laboratory, pilot-lot 
ir mass production usages. 
imple, could involve a suitable cam arrangement where 
y the entire probe arm assembly riding on the frame 
would be pushed back or displaced laterally relative to 
he platform 64 by the final knob movement of raising 
he probe points from the specimen. This would bet 
er expose and facilitate positioning of the specimen. Ad 
|itionally, suitable positioning elements could be added 
o the platform 64 to facilitate locating particularly 
haped specimens under the probe points. 

60 

8. 
It is therefore to be understood that the specific. em 

bodiment described herein is merely illustrative of the 
general principles of the instant invention. Numerous 
other structural arrangements and modifications may be 
devised in the light of this disclosure by those skilled in 
the art without departing from the spirit and scope of this 
invention. 
What is claimed is: 
1. An apparatus for use in making resistivity measure 

ments and the like on specimens of various materials com 
prising a stationary base, a first supporting frame mounted 
on said base, at least one pair of saddles pivotally mount: 
ed on said frame, a probe arm pivotally mounted on each 
of said respective saddles, means to adjust the angular 
position of said saddles and said probe arms about their 
respective pivotal mountings, means to linearly trans 
late said saddles along the axes of their pivotal mountings, . 
means affixed to the ends of said probe arms for mounting 
probe points thereon, respectively, means included in each 
of said probe arms for varying the pressure exerted by the 
probe points thereof on a specimen, means included in 
each of said probe arms for indicating said pressure, an 
adjustable work-piece platform supported on said base and 
positioned beneath said probe points, and adjustable yoke 
means pivotally secured to said frame, said yoke means 
carrying said means to adjust the angular position of 
said probe arms, and came means operative against, said. 
yoke means to disengage said probe points from said 
specimens. - 

2. Apparatus in accordance with claim 1 wherein said. 
means for varying the pressure exerted by each probe arm. 
comprises a counter-balancing weight positioned in the . 
end of each probe arm. - 

3. A four-point probe for use in making resistivity 
measurements and the like on specimens of various ma 
terials comprising a stationary base, a Supporting frame 
mounted on said base, two pairs of mutually opposed 
saddles pivotally mounted on opposite sides of said frame, 
four probe arms, each pivotally mounted on a different 
one of said saddles, means affixed to the ends of said probe 
arms respectively for mounting probe points thereon, 
means coupled to said frame for moving said saddles in 
dependently of each other:linearly along the axes of said 
pivotal mountings of said saddles, and means mounted in . 
said frame to rotate said saddles about the axes of said. 
pivotal mountings of said saddles, means incorporated in 
each of said probe arms for varying the pressure exerted 
by said probe point on a specimen, means incorporated in . 
each of said probe arms for indicating said pressure, an 
adjustable work-piece platform mounted at opposite ends 
on said base and extending beneath the mutually adjacent 
ends of said probe arms, adjustable yoke means pivotally 
secured to said frame for raising and lowering the ends 
of said probe arms, and means for applying current to at 
least two of said probe points and including means for 
measuring a floating potential across at least two other 
probe points when said points are positioned on a speci 
men supported on said platform. 

4. A four-point probe in accordance with claim3 where 
in said saddles are pivotally mounted on said frame, said 
pivotal mounting comprising a supporting spindle rigidly 
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One modification, for ex-. 
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affixed to each of said, saddles and mounted in; bearings 
in said frame, a locating pin rigidly affixed to each of said 
saddles and having its axis parallel to the axis of said. 
spindle, and wherein said means to linearly move and ro 
tate each of said saddles comprises first and second pairs 
of precision screws having conical ends threaded in said 
frame and respectively contiguous to said locating pin, 
the screws of each of said pairs when rotated in opposite 
directions moving the spindle parallel to its axis and the 
locating pin perpendicular to its axis and about the axis 
of said spindle. - 

5. A four-point probe in accordance with claim 3 
wherein each of said probe arms is pivotally mounted on 
a different saddle by a pair of steel pins extending through 
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said saddle and for a short distance beneath the underside 
thereof, the lower ends of said pins being rounded and 
accommodated by a hemispherical dimple and a V-shaped 
groove, respectively, in upper surface areas of the saddle 
on which said probe arm rests. 

6. An instrument for use in measuring and characteriz 
ing the electrical and physical qualifications of specimens 
of various materials comprising a stationary base, a Sup 
porting frame mounted on said base, four saddles inde 
pendently and pivotally mounted on Said frame, four 
probe arms each having a probe point affixed to mutually 
adjacent ends thereof and each independently and pivotal 
ly mounted on one of said Saddles, respectively, said 
probe arms being positioned to have said probe points 
iie within a small preselected area between the probe arms, 
the individual probe points each being at an acute angle 
to the horizontal plane of the specimen and the angle be 
tween any two adjacent probe arms being at least 45 de 
grees and not greater than 135 degrees, means incorporated 
in each of said probe arms for both varying and indicating 
the pressure exerted by the points thereof on a specimen, 
an adjustable work-piece platform supported on said base 
and positioned beneath said probe points, and means pro 
viding transport of the mutually adjacent ends of said 
probe arms in three approximately mutually perpendicu 
lar directions. 

7. In combination, a supporting base, a frame having 
portions extending vertically to said base and supporting 
at least two saddles pivotally mounted on vertically extend 
ing portions of said frame, a different probe arm pivotal 
ly mounted on each of said saddles, said probe arms be 
ing oriented to have mutually adjacent ends, means for 
mounting probe points on the mutually adjacent ends of 
said probe arms respectively, means to move each of said 
probe arms independently in mutually perpendicular 
planes, an adjustable work-piece platform Supported on 
said supporting base and positioned beneath said probe 
points, adjustable yoke means pivotally Secured to said 
frame for raising and lowering the probe point ends of 
said arms relative to said work-piece platform, and bal 
ance means included in each of said probe arms for vary 
ing and indicating the pressure exerted by the probe point 
ends thereof on a specimen. 

8. Apparatus in accordance with claim 7 further com 
prising means for indicating whether a given specimen 
has a thickness dimension too large to permit said probe 
arms to lie along a single predetermined horizontal plane 
when the probe points of said arms are placed upon said 
specimen. 

9. Apparatus for precisely positioning and impressing 
minute probe points on a surface of a specimen with in 
dependent control of both the position and pressure of 
each probe point comprising a stationary base, a Support 
ing frame mounted on said base, a first pair of saddles 
pivotally mounted on one side of said frame, a second 
pair of saddles pivotally mounted on the other side of Said 
frame, a different probe arm pivotally mounted on each 
of said saddles, means for mounting a probe point on the 
end of each probe arm and at an angle extending down 
wardly, means connected to said frame to move each of 
said saddles independently of each other linearly along 
and rotationally about the axis of its pivotal mounting, 
means to independently rotate each of Said probe arms 
around the axis of its pivotal mounting and an adjustable 
work-piece platform supported on said stationary base 
and positioned beneath said probe points. 

10. Apparatus in accordance with claim 9 further in 
cluding balance means included in each of said probe 
arms for varying the pressure exerted by the probe point 
ends thereof on a specimen and also including means in 
cluded in each of said probe arms for indicating said pres 
Sle. 

11. Apparatus in accordance with claim 9 wherein said 
means to rotate said probe arm includes an adjustable yoke 
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means pivotally secured to said frame for raising and low- 75 

O 
ering the mutually adjacent ends of said probe arms rela 
tive to said work-piece simultaneously. 

12. A probe positioning device comprising a rigid probe 
arm having affixed thereto an electrode, a saddle pivotally 
supporting said proble arm for rotation in only one plane, 
a frame pivotally supporting said saddle, a first axle 
rigidly secured to said saddle, a first adjustment means to 
linearly translate said saddle along the axis of said first 
axle, a second adjustment means to rotate said saddle 
about said axis of said first axle, and a third adjustment 
means to rotate said probe arm about its pivotal support, 
said third adjustment means comprising a yoke arm 
affixed to a second axle positioned in said frame, said 
yoke arm including means to adjust the angular posi 
tion of said probe arm with respect to said yoke, and cam 
means to adjust the angular position of said yoke arm 
with respect to said frame. 

13. A probe positioning device according to claim 12 
wherein the ends of said first axle are conical in cross 
section, and said first adjustment means comprises a pair 
of adjustment screws threaded in said frame and each 
having one conical end, said adjustment screws being posi 
tioned in said frame so that said conical ends of said ad 
justment screws bear against opposite conical ends of said 
first axle. 

14. A probe positioning device according to claim 12 
wherein said second adjustment means comprises a rigid 
locating pin affixed to said saddle and a pair of adjustment 
screws threaded to said frame and having conical ends, 
said conical ends bearing against opposite sides of said 
locating pin. 

15. A probe positioning device in accordance with 
claim 12 wherein said probe arm includes a counter 
balancing weight and means to measure the balance. 

16. An apparatus for use in making resistivity measure 
ments and the like on specimens of various materials 
comprising a stationary base, means mounted on said 
stationary base to hold and locate said specimens, a plu 
rality of rigid probe arms, each having affixed to it a 
probe point, means to independently position each of said 
probe arms, said means to position comprising a saddle 
having a probe arm pivotally mounted thereon, a frame 
having a first axle means to support said saddle affixed to 
said first axle, a first adjustment means to linearly trans 
late said saddle along the axis of said first axle, a second 
adjustment means to rotate said saddle around said first 
axle, a third adjustment means to rotate said probe arm 
around said pivotal mounting, said third adjustment means 
comprising a yoke arm affixed to a second axle, said yoke 
arm including means to adjust the angular position of said 
probe arm and cam means to alter the angular posi 
tion of said yoke arm. 

17. An apparatus for use in measuring and character 
izing the electrical and physical qualification of speci 
mens of various material including a four point probe 
positioning device having a stationary base, a supporting 
frame mounted on said base, two pairs of saddles mounted 
on opposite sides of said frame, each of said saddle 
mountings comprising four first axles positioned in said 
frame, each of said saddles being affixed to one of said 
first axles, a first adjustment means to move each saddle 
independently along the axis of its axle, a second adjust 
ment means to rotate each saddle independently about 
its axle, four probe arms each pivotally mounted on a 
different one of said saddles, a third adjustment means 
to independently rotate each of said probe arms about 
said pivotal mounting, said third adjustment means com 
prising two mutually opposing yoke arms being affixed to 
two second axles positioned in said frame, each of said 
yoke arms including means to adjust the angular position 
of each of said probe arms about their respective pivotal 
mountings, and cam means to adjust the angular posi 
tion of each of said yoke arms with respect to said 
frame. 
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18. In combination, a supporting base, a frame having 
portions extending vertically to said base and supporting 
at least two saddles pivotally mounted on vertically ex 
ending portions of said frame, a different probe arm 
pivotally mounted on each of said saddles, said probe 
arms being oriented to have mutually adjacent ends, 
means for mounting probe points on the mutually ad 
acent ends on said probe arms, respectively, means to 
move each of said probe arms independently in mutually, 
perpendicular planes, said means to move each of said 
probe arms respectively comprising two pairs of precision 
screws threaded into said frame and having conical ends, 
a first pair of said screws being positioned at opposite 
ands of and perpendicular to a first support rod having 
conical ends extending through the saddle affixed thereto 
and into bearings in said frame, said first pair of precision 
screws moving said saddle affixed to said first support 
rod in a direction axially thereof when one of said screws 
of said first pair is advanced and the other is withdrawn, 
said second pair of precision screws being positioned on 
Opposite sides of a second support rod rigidly affixed to a 
saddle at one end and extending into a clearance hole in 
said frame intermediate said second pair of precision 
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screws at the other end, said second support rod pivoting 
said saddle and probe arm about said first support rod 
when one of said screws of said second pair is advanced 
and the other... is withdrawn, an adjustable work-piece 
platform supported on said supporting base and positioned 
beneath said probe points, and adjustable yoke means 
pivotally secured to said frame for raising and lowering 
the probe point; ends of said arms relative to said work 
piece platform. 
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