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To all whom it may concern: 
Be it known that I, HORATIO G-ALE, of Al 

bion, in the county of Calhoun and State of 
Michigan, have invented a new and useful Im 
provement in Plows; and I do hereby declare 
that the following is a true and accurate de 
scription thereof, reference being had to the 
accompanying drawings, and to the letters of 
reference marked thereon, and being a part of 
this specification, in which the improvement 
is shown in perspective. 
The nature of my invention relates to new 

useful, and valuable inprovements in the 
construction of what is usually denominated 
a plow-beam; and it consists in so construct 
ing a plow-beam that it will be easily ad 
justed to or from the land; to enable the plow 
to run deep or light; to enable it to be used with 
three horses; and that it will be lighter than 
either the iron or wooden beam in common 
use, and as more fully hereinafter described. 
In the drawings, A represents a plow mold 

board, land-side, and point, of the usual or or 
dinary construction. B is the standard, to 
the top of which is secured, by casting with 
the standard, or otherwise, as may be pre 
ferred, the plate C, to which the draft-rods 
D, which form the beam, are adjustably se. 
cured by means of threads cut thereon en 
gaging with suitable nuts on each side of the 
plate. The front ends of these rods are Weld 
ed together, and terminate with a common 

eye, to which, by a suitable bolt, the usual 
clevis may be attached, as shown. 

In order to govern the depth of the furrow, 
the upper of the three rods may be length 
ened or shortelled, as desired, by the nuts at 
the rear end, thereby raising or dropping the 
front end of the beam. To adjust to or from 
the land, one or the other of the lower bolts 
may be lengthened or shortened in the same 
way. The operation is so simple and easily 
perceived from the drawing that a further de 
Scription is deemed unnecessary. 

In the drawing I show only three rods, be 
cause I deem that number, arranged in a tri 
angle, preferable to any other innmber, for 
they brace from every direction; still four 
rods might be used, arranged as the corners of 
a rectangle or parallelogram. 
What I claim as my invention, and desire 

to secure by Letters Patent, is 
The combination, with the standard B of a 

plow, of the plate C at the top thereof, and 
the draft-rods D attached to such plate by 
means of screw-nuts placed on each side of 
the said plate, constructed and arranged sub 
stantially as described and shown, for the 
purpose set forth. 

EORATIO G-ALE. 
Witnesses: 

H. S. SPRAGUE, 
CHAS. J. HUNT. 


