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To all whom it may concern: 
Be it known that I, ENOCH WooDs, of En 

glewood, in the county of Cook and State of 
Illinois, have invented a new and useful Im 
provement in Bag-Holders, of which the foll 
lowing is a specification: 
The present invention relates to an improve 

ment in devices for holding and filling bags, 
and it is especially designed for filling bags 
from cars, Wagons, and in fields from thrash 
ers, and in feed-houses. It consists of a suit 
able hopper, which is funnel-shaped, and ter 
minates at its lower end in a cylindridal hoop, 
to which is affixed a bag-holder consisting of 
hoop-iron, with protuberances formed on its 
periphery of that part which is secured to the 
bottom of the hopper. The ends of this hoop 
or bald iron project out some little distance 
from the cylindrical hoop which supports it, 
and the upper edges of these ends so project 
ing out are cut away on their upper edges 
somewhat in the form of an “ogee,” and are 
corrugated to hold the bag or sack in place 
after it has been placed on the holder, above 
the projections thereon. The hopper is read 
ily attachable and detachable from headed 
bolts or screws, as the whole is to be herein 
after fully described and shown. 

in the drawings, Figure 1 is an elevation of 
my improvement in bag-holders, represented 
as hung to a vertical support, a bag being in 
position as when being filled. Fig. 2 is a 
elevation with a portion of the hopper broken 
away to show the inside thereof. Fig. 3 is an 
inverted bottom view of Fig. 2. Fig. 4 is an 
enlarged view of the hopper-fastener detached 
from the hopper. . 
A represents a hopper, which is made of 

galvanized iron, and of such size at the bot 
ton as will be smaller than the mouth of a 
bag or sack. To this hopper is fastened, by 
ordinary means, a cylindrical hoop, B, of the 
width of about one inch. The holdier C con 
sists of a strip of band or hoop iron, which 
has formed on its periphery protuberances or 
projections D, of such height as to form a 
suitable support for a bag or sack when ad 
justed as hereinafter described, and as shown 
at Fig. 1. The ends of this holder C project 
out from the part B, as show), and their top 
parts are cut away, somewhat in ogee form, i 

and are provided with bluntserrations or cor 
rugations, so as not to tear a bag or sack 
The projections D are formed by striking up 
the band-iron by a swage or dies, and they 
should also have blunt apexes, so as not to 
injure a bag. 
The fastening of the bag is as follows: The 

hopper being in position as shown in Fig. 1, 
the mouth or hem is placed above the projec 
tions D, and then drawn to the front and 
down over the projecting ends S. In this po 
sition it will hang when being filled without 
becoming detached; in fact, no ordinary force 
will detach the sack or bag until that part of 
the mouth brought over the projection S is 
removed, when the bag will loosen its hold so 
as to be removed without unhitching any 
thing. This is a great advantage in handling 
and filling bags, as no time but the instant is 
required to handle or detach the bag, and un 
der no circumstances is there any lifting of a 
bag required, no matter how short it may be. 
The fastener G, as shown at Figs. 2 and 4, 

is provided with a slot at each end for attach 
ing the hopel' to a Wagon-box, a car, side of 
a building, or to a stake in the ground, as 
When the device is used in sacking grain in a 
field. 

If headed nails or screws be used to hold 
the fastener G, the latter, as the slots an in are 
open at their outer ends, may be first locked 
under the upper screw and then raised far 
enough to slide back on the lower screw with 
out loosing its hold on the upper screw. 
Screws may be placed in a support at such 

heights as accommodate the device to dif. 
ferent lengths of bags. 

I claim 
A bag-holder which consists of a strip of 

thin, sheet metal, C, provided on its periphery 
with a series of projections, D, and reduced 
serrated ends SS, combined with the lower 
end of hopper A, so that the serrated ends 
project outward to admit a bag or sack to be 
placed above projections D and fastened to 
the serrated ends SS, as and for the purpose 
set forth. 
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