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6 Clains. 

My invention relates to combination caskets 
and receivers therefor, and the objects of my 
invention are: 

First, to provide a combination casket, and re 
ceiver therefor in which the receiver not Only 
forms the Support for the casket but also forms 
the cover or lid therefor, thus simplifying the 
construction of the casket; 
Second, to provide a combination casket and 

receiver therefor in which the casket may be Very 
pia in and economical of construction, yet. When 
incorporated with the casket receiver, has all the 
appearance of a more expensive casket; 

Third, to provide a combination casket and re 
ceiver therefor in which the casket includes a 
novely arranged inner lid or cover adapted to fit 
Within the cover portion of the CaSket receiver 
so that the casket may be closed when transported 
separately from the receiver; 

Fourth, to provide a combination casket and 
receiver therefor in which the inner lid of the 
casket includes a sliding panel which registers 
With a door provided in the Outer COVer Or lid 
forming a part of the casket receiver, whereby 

5 the outer cover of the casket receiver appeal'S to 
be the Only cover of the casket when the door 
and panel are Open, 

Fifth, to provide a casket receiver which is 
particularly useful in connection with caskets 
having removable handles; and 

Sixth, to provide on the whole a novelly con 
structed receiver for casketS Which may be used 
repeatedly and which will not readily deteriorate 
or get out of Order. 
With these and other objectS in view as Will 

appear hereinafter, my invention consists of cer 
tain ovel features of construction, combination 
and arrangerinent of parts and portions aS Will be 
hereinafter described in detail and particularly 
set forth in the appended ciaims, reference being 
had to the accompanying drawings and to the 
characters of reference thereon. Which form a part 
of this application, in which: 

Figure 1 is perspective view of imy novel casket 
receiver With the casket renoved, the Outer cover 
in the position assumed when closed and the door 
therein in its open position; Fig. 2 is a similar 
cerspective view with the casket shown in posi 
tion and the outer cover opened: Fig. 3 is an 
end elevational view of the casket receiver with 
the casket removed with parts and portions broken 
away and in section to facilitate the illustration; 
Fig. 4 is a fragmentary elevational view of the 
casket receiving tray showing one of the collapsible 
rods for supporting the outer cover when the 

(C. 2-2) 
Casket is renoved; Fig. 5 is a fragmentary Sec 
tional View thereof through 5-5. Of Fig. 4; Fig. 6 
is a fragmentally plan view of the casket with the 
upholstering omitted, and Fig. 7 is a ficagmentary 
Sectional view thereof through 7-7 of Fig. 6. 

Similar characters of reference refer to similar 
parts and portions throughout the Several views 
of the drawings. 

Pedestal i, casters 2, casket receiving tray 3, 
casket 4, posts 5, outer cover 6, door 7, collapsible. 
rods 8, inner cover 9, and panel 10, constitute: the 
principal parts and portions of my novel casket 
and casket receiver. 

: AlOW, relatively long, narrow pedestal 1 is pro 
Wided Which may be mounted upon Suitable casters 
2. The pedestal i Supports a casket receiving tray 
3. The tray 3 is provided with upwardly extending 
Walls 3d. Which Snugly receive a casket 4. The 
Sides of the casket 4 are plain and straight, par 
ticularly their lower portions which fit within the 
Walls 3a. The outer sides of said walls 3a are 
carved or otherwise ornamented so as to form os 
tensibly a part of the casket 4, as shown best in 
Fig. 2. 
The rear Wall of the tray 3 is provided inter 

mediate its ends With a pair of upwardly extend 
ing postS 5. Hinged to the upper extremities of 
the postS 5 is an outer cover 6 of Sufficient size 
to completely cover the casket 4. The axis of 
rotation of the cover is disposed so that when 
the Cuter cover 6 is in its horizontal position, it 
lies fiat upon the casket and apparently forms 
the real cover therefor. This effect is enhanced 
by upholstering the outer cover and providing 
the required ornamentation. 

In order that the casket may be positioned 
with its handles, designated 4d, intact, the for 
Ward Sides of the postS 5 are provided with chan 
nels 5d, which allow Sufficient vertical movement 
to permit the casket to be lifted out of the tray 3. 
The outer cover 6 is provided With a door 7 

hinged in Wardly fron and along the back mar 
gin thereof and extending about half the length 
of the casket. Thus, while the outer cover is in 
position over the casket, the door 7 may be 
opened, as shown in Fig. 1. 

In Crder to hold the Outer cover 6 in its hori 
Zontal position. When the casket 4 is removed, 
there is provided a pair Of collapsible rods 8. 
These members are pivotally supported at the 
corners of the tray 3 at the side thereof oppo 
site from the postS 5 and are adapted to 
lie in channels or grooves 3b provided in the 
fioor of the tray so as to clear the casket. 
The casket 4 is provided with an inner cover 
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9 which is relatively plain and Which conforms 
approximately to the inner side of the outer 
cover 6. The inner cover includes a molding 9tt 
which extends around the margins of the casket 
4. Approximately one-half of the casket is COW 
ered with a fixed panel portion 9b connected With 
the molding 9d, the remaining half forms an 
opening 9C along opposite sides of Which are 
guides or channels 9d. A sliding panel 10 fitS in 
the guides 9d and is adapted to slide under the 
fixed panel portion 9b. 
When the casket is in place and the Outer 

cover is positioned thereover, the tray and outer 
cover appear to be parts of the casket itself. 
When the door 7 and the panel 10 are opened, 
the inner cover is still inconspicuous. 
Though I have shown and described a particu 

lar construction, combination and arrangement 
of parts and portions, I do not wish to be limited 
to this particular construction, combination and 
arrangement, but desire to include in the Scope 
of my invention the construction, combination 
and arrangement Substantially as Set forth in 
the appended claims, 

Having thus described my invention, what I 
claim as new and desire to secure by Letters 
Patent is: 

1. In a casket receiver, a tray arranged to re 
ceive a casket, frame members extending up 
Wardly from a margin of Said tray clear of Said 
casket, and a casket cover hinged to the upper 
portions of said frame members and arranged 
to extend over and cover said casket, Said t'ay 
and cover Ostensibly forming integral parts of 
said casket. 
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2. In a casket receiver, a tray arranged to re 

ceive a casket, frame members extending up 
Wardly from a margin of said tray clear of said 
casket, a casket cover hinged to the upper por 
tions of Said frame members and arranged to 
extend over and cover said casket, said tray and 
cover Ostensibly forming integral parts of Said 
casket, and a door in Said casket cover for ex 
posing a portion of Said casket. 

3. In a combination casket and receiver there 
for Wherein there is a casket, the combination 
With Said casket of a casket receiving structure 
including a base portion, frame neinbel's aind a 
casket cover hinged thereto. 

4. In a combination casket and receiver there 
for Wherein there is a casket, the combination 
With said casket of a casket receiving structure 
including a base portion, frame members, a 
casket cover hinged thereto, and a door in Said 
casket cover at One end thereof only. 

5. In a combination casket and receiver there 
for wherein there is a casket, the combination 
with Said casket of a pedestal, a tray mounted 
on said pedestal and including an upturned mar 
ginal rim adapted to receive said casket. 

6. In a combination casket and receiver there 
for wherein there is a casket, the combination 
With said casket of a pedestal, a tray mounted 
thereon and including an upturned marginal 
rim adapted to l'eceive the lower edge of Said - 
casket, frame members extending upwardly from 
one side of Said tray, and a casket cover hinged 
to said frame member aliranged to fit over and 
cover said casket. 

PERCY J. BENBOUGH. 
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