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Description
TECHNICAL FIELD OF THE INVENTION

[0001] The presentapplication generally relatesto sys-
tems and methods for treating acute heart failure through
augmentation of parasympathetic and sympathetic car-
diovascular control. The invention is set out in the ap-
pended claims.

BACKGROUND

[0002] WO 2007/092330 A1 discloses a neuromodu-
lation system comprising: a neurostimulation implant in-
cluding a pulse generator; an anchor engageable with a
wall of a blood vessel to anchor the neurostimulation im-
plant at an anchoring location within the blood vessel;
and atleast one electrode in communication with the neu-
rostimulation implant, the electrode positionable within a
patient body to cause the electrode to deliver one or more
stimulation pulses to a nervous system target.
W02013/022543 A2 constitutes prior art under Article
54(3) EPC and discloses a catheter system for acute
neuromodulation.

[0003] Acute heart failure syndromes (AHFS) are se-
rious conditions resulting in millions of hospitalizations
each year. Well documented in the literature are causal
links between declining renal function or myocardial in-
jury during AHFS hospitalization and poor prognosis.
Heart failure resulting from myocardial ischemic insult or
tachycardia precipitates complex alterations in autonom-
ic tone, neurohormonal activation, and the inflammatory
metabolic state. These changes in autonomic tone are
typically manifested by increased heart rate and a reduc-
tion in heart rate variability. In the setting of an acute
exacerbation of heart failure, the dramatically elevated
heart rate is frequently accompanied by hypotension.
The critical role of treating the autonomic nervous system
dysfunction observed in HF has long been recognized
(with inotropic agents and beta-blockers). Recently, spe-
cific neuromodulation of the parasympathetic cardiac
nerve inputs has shown significant therapeutic benefit.
Cleland JG, Bristow MR, Erdmann E, Remme WJ, Swed-
berg K, Waagstein F. Beta-blocking agents in heart fail-
ure. Should they be used and how? Eur Heart J
1996;17:1629-39; De Ferrari GM, Crijns HJ, Borggrefe
M, et al. Chronic vagus nerve stimulation: a new and
promising therapeutic approach for chronic heart failure.
Eur Heart J 2011;32:847-55.

[0004] However, in the case of AHFS associated with
congestive symptoms and reduced blood pressure (BP),
the negative inotropic effects of lone parasympathetic
intervention or beta-blockade can severely limit their util-
ity. In the face of hypotension, sympathetic tone must be
maintained in order to assure adequate left ventricular
(LV) contractility. Anand IS, Fisher LD, Chiang YT, et al.
Changes in brain natriuretic peptide and norepinephrine
over time and mortality and morbidity in the Valsartan
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Heart  Failure  Trial  (Val-HeFT). Circulation
2003;107:1278-83. Animal studies have demonstrated
positive inotropic effects (increased LV pressure and car-
diac output without change in systemic vascular resist-
ance) when selectively stimulating certain cardiac effer-
ent sympathetic nerves. Zarse M, Plisiene J, Mischke K,
et al. Selective increase of cardiac neuronal sympathetic
tone: a catheter-based access to modulate left ventricular
contractility. J Am Coll Cardiol 2005;46:1354-9; Meyer
C, Rana OR, Saygili E, et al. Augmentation of left ven-
tricular contractility by cardiac sympathetic neural stim-
ulation. Circulation 2010;121:1286-94.

[0005] The autonomic nervous system includes the
parasympathetic nervous system and the sympathetic
nervous system. The parasympathetic and sympathetic
nervous system have somewhat opposing effects on the
cardiovascular system. One function of the parasympa-
thetic nervous system is to slow the heart through action
of the vagus nerve. On the other hand, the sympathetic
nervous system is associated with increasing the heart
rate and increasing the contractility of the heart. The dis-
closed system and method augment balance between
the sympathetic and parasympathetic systems in AHFS
patents so as to lower heart rate and increase heart con-
tractility.

BRIEF DESCRIPTION OF THE DRAWINGS
[0006]

Fig. 1 is a block diagram schematically illustrating
an embodiment of an AHFS treatment system;
Figs. 2A through 2C are side elevation views illus-
trating a telescoping catheter system for use in the
neuromodulation system disclosed in Fig. 1. In Fig.
2A the electrode carrying members of the PA cath-
eter are in the pre-deployment position. In Fig. 2B
the electrode carrying member of the PA catheter is
in the deployed position, and in Fig. 2C the electrode
carrying members of both the PA catheter and the
SVC catheter are in the deployed positions.

Fig. 2D is similar to Fig. 2C, but shows an alternate
electrode configuration on the SVC catheter elec-
trode carrying member.

Figs. 3A - 3B are a sequence of drawings schemat-
ically illustrating steps useful for advancing the ther-
apeutic components of Figs. 2A into the heart and
surrounding vasculature for delivery of therapy. Note
that the shafts of the SVC and PA catheters are not
shown in Figs. 3B and 3C;

Fig. 4 is a cross-section view of the shafts of the
telescoping SVC, PA and Swan-Ganz catheters of
Fig. 2A;

Fig. 5 is a side elevation view showing the proximal
ends of the shafts of the telescoping catheters of Fig.
2A.

Figs. 6A and 6B are a distal end view of therapeutic
elements, illustrating two examples of splined con-
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figurations of the electrode carrying members.
DETAILED DESCRIPTION

[0007] A neuromodulation system for treating AHFS
provides therapeutic elements for simultaneous and/or
alternating modulation of parasympathetic and sympa-
thetic fibers to improve autonomic balance in the heart.
In preferred embodiments, the therapeutic elements are
positioned on one or more catheters positioned in the
vasculature of the patient and are energized to modulate
nerve fibers positioned outside the vascular walls. Mod-
ulation may be carried out to activate and/or inhibit acti-
vation of target nerve fibers. In the disclosed system, the
therapeutic elements are described as electrodes, al-
though it is contemplated that other forms of therapeutic
elements (including, but not limited to, ultrasound, ther-
mal, or optical elements) may instead be used.

[0008] The parasympathetic and sympathetic fibers
may be modulated from the same therapeutic element
or element array, or from difference elements or element
arrays. Elements used to modulate sympathetic fibers
may be positioned in the same blood vessels as those
used for the parasympathetic fibers, or they may be in
different blood vessels. The blood vessel and the target
position of the therapeutic elements within a chosen ves-
sel is selected based on the vessel’s anatomic location
relative to the target fiber so as to position the therapeutic
element in close proximity to the target fiber while mini-
mize collateral effects. For example, as reported in the
literature, in the canine model, right sympathetic fibers
modulating left ventricular contractility converge at the
common pulmonary artery and course in the pulmonary
artery nerves. Left sympathetic fibers modulating ven-
tricular contractility (inotropy) are found near the common
pulmonary artery, pulmonary artery nerves, and ventral
lateral cardiac nerve. In contrast, sympathetic fibers con-
trolling chronotropic and dromotropic functions are found
between the superior vena cava (SVC) and aorta, be-
tween the common pulmonary artery and the proximal
right pulmonary artery, between the left superior pulmo-
nary vein and the right pulmonary artery, and elsewhere.
J.L. Ardell et al, Differential sympathetic regulation of au-
tomatic, conductile, and contractile tissue in dog heart.
The anatomy thus allows a therapeutic element to be
positioned to selectively stimulate sympathetic fibers
controlling ventricular inotropy to increase contractility,
while avoiding chronotropic/dromotropic effects so as not
to trigger tachycardia.

[0009] Inhuman use, modulation of sympathetic fibers
may be achieved using a therapeutic element positioned
within the pulmonary artery so as to stimulate sympa-
thetic fibers to increase inotropy. Moreover, therapeutic
elements could additionally or alternatively be employed
to stimulate parasympathetic fibers that lower heart rate.
Such fibers may also be activated using intravascular
electrodes located in the pulmonary arteries, although in
other embodiments vagal or other parasympathetic fib-
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ers are modulated using a therapeutic element in the
superior vena cava or the internal jugular vein, preferably
on the right side.

[0010] Insome embodiments, combined or alternating
modulation of the parasympathetic and sympathetic fib-
ers may be employed to optimize the opposing effects
of parasympathetic and sympathetic modulation on heart
rate - such that modulation optimizes the ability of the
parasympathetic system to drive the heart rate and the
sympathetic system to "apply the brakes" to slow the
heart when necessary. Sensed or derived hemodynamic
parameters may be used by the system to select and
implement stimulation parameters, algorithms and/or to
identify the therapeutic element(s) to be activated at a
given time. Suitable sensed or derived hemodynamic pa-
rameters include pulmonary capillary wedge pressure
(PCWP), cardiac index, derivations of vascular resist-
ance, heart rate, blood pressure (arterial). Other param-
eters may include central venous pressure, CO/CI, and
cardiac filling pressures.

[0011] Fig. 1 schematically illustrates one embodiment
of a system 10 for AHFS treatment. The system includes
an external pulse generator/stimulator 12 positioned out-
side the patient’s body. Therapeutic elements are carried
by percutaneous catheters that are coupled to the exter-
nal pulse generator. In the illustrated embodiment, one
or more first therapeutic elements 13 are mounted to an
SVC catheter 14 for parasympathetic fiber (e.g. vagus
nerve) stimulation, and one or more second therapeutic
elements 15 are mounted to a pulmonary artery ("PA")
catheter 16 for sympathetic fiber stimulation (e.g. sym-
pathetic cardiac nerve fibers). In an alternative embodi-
ment, therapeutic elements on the pulmonary artery cath-
eter are also used for parasympathetic fiber modulation.
In such embodiments, the SVC catheter may be elimi-
nated if desired. Where both sympathetic and parasym-
pathetic modulation will be carried out from the same
catheter, selection of one fiber (e.g. sympathetic) versus
the other (e.g. parasympathetic) might be made by
choosing from a plurality of therapeutic elements within
an array on that catheter, or by selecting stimulation pa-
rameters that will modulate only the target fiber. For ex-
ample, stimulus might be delivered at a frequency that
will modulate the sympathetic fiber but not the parasym-
pathetic fiber when only sympathetic modulation is need-
ed, and then an alternate frequency would be use to mod-
ulate the parasympathetic fiber when necessary.
[0012] Feedback to stimulation configuration manager
11 of pulse generator/stimulator 12 is provided by one or
more diagnostic sensors, including feedback from a
Swan-Ganz catheter 18 for determining PCWP as well
as other sensors used in the detection/derivation of the
parameters disclosed above or indicated in Fig. 1. Some
non-limiting examples of sensors are represented in Fig.
1including a heart rate sensor 20, a temperature sensor
22 that may be used to derive cardiac output, and one
or more blood pressure monitors 24 that may be used
for right atrial, right ventricular, and/or pulmonary artery
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pressure monitoring. As known to those skilled in the art,
the Swan-Ganz catheter 18 may be used for temperature
sensing (employing the thermodilution method of deriv-
ing cardiac output), as well as some or all of the pressure
monitoring.

[0013] An external monitor 21 allows the user to ob-
serve sensed or derived parameters. User instructions
are input to the stimulation configure manager using user
interface 23.

[0014] In a preferred embodiment, the system is pro-
grammed to integrate hemodynamic and related data in
real-time and to control parasympathetic and sympathet-
ic modulation using the therapeutic elements in a manner
that maintains favorable hemodynamics. A treatment
regimen is preferably automatically selected or calculat-
ed by the microprocessor driven system based on the
patient’s clinical picture. For example, vascular failure
(diastolic) might require parasympathetic stimulation to
decrease vascular resistance and increase cardiac cycle
length, while therapy for cardiogenic shock might require
increased cardiac output. In many cases, maximal ben-
efit will be achieved through both sympathetic and par-
asympathetic modulation either simultaneously or at dif-
ferent times. The therapy could then be titrated as dis-
cussed above to optimize sympathetic/parasympathetic
balance as the autonomic system does on its own when
in the healthy physiologic state.

[0015] Figs. 2A through 2C illustrate an exemplary
catheter system for use in neuromodulation of sympa-
thetic and parasympathetic fibers, such as for treatment
of AHFS or other conditions. This neuromodulation sys-
tem includes one or more first intravascular therapeutic
elements positionable within the SVC and one or more
second intravascular elements positionable within the
pulmonary artery. The first therapeutic elements (also
referred to herein as the parasympathetic therapeutic el-
ements) are energizable to modulate parasympathetic
nerve fibers located outside the vasculature by directing
energy to parasympathetic nerve fibers from within the
SVC. The second therapeutic elements (referred to as
the sympathetic therapeutic elements) are energizable
to modulate sympathetic nerve fibers by directing energy
to sympathetic nerve fibers from within the pulmonary
artery.

[0016] In preferred embodiments, the first and second
therapeutic elements are electrodes or electrode arrays,
althoughitis contemplated that other forms of therapeutic
elements (including, but not limited to, ultrasound, ther-
mal, or optical elements) may instead be used. The ther-
apeutic elements are positioned on flexible catheters.
[0017] The catheters include features expandable
within the vasculature for biasing the electrodes into con-
tact with the interior surfaces of the blood vessels so as
to optimize conduction of neuromodulation energy from
the electrodes to the target nerve fibers and to anchor
the catheter and electrodes at the desired position for
the duration of the treatment. In the embodiments shown,
the electrodes onthe SVC catheter 14 and the pulmonary
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artery catheter 16 are carried by electrode carrying mem-
bers 50a, 50b. Each electrode carrying member has a
compressed, streamlined position for pre-deployment
passage of the catheter and electrode carrying member
through the vasculature during advancement of the elec-
trodes towards the target electrode site. Each electrode
carrying member is expandable to an expanded position
in which at least a portion of the electrode carrying mem-
ber is radially deployed towards the interior wall of the
blood vessel so as to bias the electrode(s) into contact
with the vessel wall.

[0018] The drawings show electrode carrying mem-
bers constructed of spline elements 52a, 52b formed of
resilient material such as nitinol, stainless steel, resilient
polymer or another resilient material. The spine elements
are moveable to a deployed position in a manner known
in the art, to cause the spine elements to bow or extend
outwardly when the electrode carrying member is moved
to die expanded position. Electrodes 53a, 53b are posi-
tioned on the spline elements. The electrodes can be the
splines themselves, or conductive regions of the splines
where the remaining portions of the splines covered or
coated with insulative material. Alternatively, electrodes
may be attached to the splines, or printed or plated onto
the splines. Figs. 2A - 2C show a plurality of spaced apart
electrode regions on the splines, while Fig. 2D shows an
SVC catheter 14 having a single electrode region 53a on
each spline. The number and the arrangement of splines
is selected to optimize positioning of the electrodes within
the target blood vessel such that when the electrode are
energized the target nerve fibers are captured. Figs. 6A
and 6B show distal end views of two electrode carrying
members, with the Fig. 6A member having three splines,
and the Fig. 6B member having four splines.

[0019] In the catheter system illustrated in the draw-
ings, the catheters are designed to be percutaneously
introduced (e.g. using access through the femoral vein,
subclavian, or internal jugular vein). As shown in Figs.
2A-2D, Figs. 3A - 3C, and Fig. 4, the catheters may form
a telescoping catheter system allowing the Swan-Ganz
catheter 18 to be positioned first, with the pulmonary ar-
tery catheter 16 then advanced over the Swan-Ganz
catheter (i.e. with the shaft of the Swan-Ganz catheter
disposed within the lumen of the pulmonary artery cath-
eter), and the SVC catheter 13 then similarly advanced
over the pulmonary artery catheter.

[0020] Fig. 4 is a transverse cross-section view of the
telescoping catheter system, with the cross-section tak-
en at a location proximal to the electrode carrying mem-
ber of the SVC catheter 14. Working from the exterior of
the system inwardly, SVC catheter 14 includes a lumen
42 slidable over the exterior of the pulmonary artery cath-
eter 16. If pull-wire deployment is used to move the
splines of the SVC catheter to the outwardly-bowed po-
sition, pull wires 44 extend through lumens in the walls
of the SVC catheter between the spline structure and an
actuator disposed at the proximal end of the catheter,
which remains outside the body during use. Conductors
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46 extend longitudinally through the walls of the catheter
(or lumen in those walls). The conductors are electrically
coupled to the electrodes 53a (Fig. 2A) at their distal
ends, and to a connector 58a (Fig. 5) at their proximal
ends.

[0021] Pulmonary artery catheter 16 extends through
the lumen 42 of the SVC catheter. If pull-wire deployment
is used to move the splines of the pulmonary artery cath-
eter to the outwardly-bowed position, pull wires 38 extend
through lumens in the walls of the PA catheter between
the spline structure and an actuator disposed at the prox-
imal end of the catheter, which remains outside the body
during use. Conductors 40 extending through the PA
catheter are electrically coupled to the electrodes 53b
(Fig. 2B) and to a connector 58b (Fig. 5) at the catheter’s
proximal end. Extending through the lumen 28 of the PA
catheter is the Swan-Ganz catheter 18, which may be a
typical multi-lumen 26 Swan-Ganz having a distal balloon
54.

[0022] The proximalends ofthe three telescoping cath-
eters are illustrated in Fig. 6. The SVC catheter and PA
catheter include hemostasis valves 56a, 56b for minimiz-
ing blood loss. Each catheter includes connector 58a,
58b that during use is electronically coupled to the pulse
generator/stimulator (Fig. 1).

[0023] Positioning of the system 10 will next be de-
scribed with reference to Figs. 3A - 3C. First, Swan-Ganz
catheter 18 introduced into the vasculature through a per-
cutaneous incision, and guided to the right ventricle using
known techniques. Its balloon tip is inflated, allowing the
distal end of the Swan-Ganz to sail with the flow of blood
from the right ventricle to the pulmonary artery. Fig. 3A.
[0024] Next, the pulmonary artery catheter 16 is ad-
vanced over the Swan-Ganz, with the lumen of the PA
catheterdisposed overthe Swan-Ganz, until its electrode
carrying member 50b is within the pulmonary artery. The
electrode carrying member is expanded within the pul-
monary artery (either before or after the SVC catheter is
introduced into the SVC), placing the electrodes 53b into
contact with the walls of the pulmonary artery. Fig. 3B
and 2B.

[0025] The SVC catheter 14 is positioned by passing
the SVC catheter over the PA catheter and advancing
the SVC catheter until its electrode carrying member 50a
is within the SVC. The electrode carrying member is ex-
panded, placing the electrodes 53a into contact with the
walls of the SVC. Fig. 3C and 2C.

[0026] In a modified method, the PA catheter is ad-
vanced into the pulmonary artery using methods besides
passage over a Swan-Ganz. For example, the PA cath-
eter could be advanced over another type of catheter or
a guidewire introduced into the pulmonary artery.
[0027] Once positioned in the vasculature, mapping
procedures may be carried out as known in the art to
identify the optimal positions of the therapeutic elements
within the vasculature. For example, mapping may be
used to determine (a) which spline on a given catheter
is best positioned to capture the nerve fibers (e.g. the

10

15

20

25

30

35

40

45

50

55

vagus nerve for the SVC catheter and parasympathetic
cardiac nerves for the PA catheter) for which neuromod-
ulationisintended, and/or (b) which electrodes on a given
spline are in the best position to capture the target nerve
fibers, and/or (c) whether the electrode carrying member
should be collapsed and repositioned for additional map-
ping at a second site within the blood vessel. The ex-
pandable nature of the distal ends of the SVC and PA
catheters temporarily maintains the position of the ther-
apeutic elements at the target sites during the period of
time that the patient is undergoing treatment. It bears
mention that the spline arrangements are but one exam-
ple of an expandable electrode carrying member which
may be used in the disclosed system. In other embodi-
ments, the telescoping catheters might utilize expanda-
ble anchor arrangements such as those of the type dis-
closed in co-pending U.S. Application No. 13/281,399,
entitled Intravascular Electrodes and Anchoring Devices,
filed 25 October 2011. Various other forms of temporary
anchors may also be used for this purpose, including
many that are known in the art for use in cardiac mapping
and/or stimulation as well as those used for transvascular
nerve stimulation.

[0028] The presentinventionissetoutinthe appended
claims. The embodiments, examples or aspects accord-
ing to the present description which do not fall within the
scope of said claims are provided forillustrative purposes
only and do not form part of the present invention.

Claims

1. A neuromodulation system for treating a patient,
comprising:

first (14) and second (16) telescopic catheters,
wherein the first catheter (14) has a parasym-
pathetic therapy element (13) configured to be
positioned within a firstblood vessel and the sec-
ond catheter (16) has a sympathetic therapy el-
ement (15) configured to be positioned within a
second blood vessel different than the first blood
vessel; and wherein the first catheter (14) is con-
figured to be slidably received over the second
catheter (16);

a Swan-Ganz catheter (18) configured to be per-
cutaneously introduced into the vasculature,
wherein the second catheter (16) is configured
to be slidably advanced over the Swan-Ganz
catheter (18); and

a stimulator (12) configured to (a) energize the
parasympathetic therapy element (13) within the
first blood vessel to deliver parasympathetic
therapy to a parasympathetic nerve fiber dis-
posed external to the first blood vessel and (b)
energize the sympathetic therapy element (15)
within the second blood vessel to deliver sym-
pathetic therapy to a sympathetic nerve fiber dis-
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posed external to the second blood vessel.

2. The system of claim 1, wherein the stimulator is con-
figured to energize the parasympathetic and sympa-
thetic therapy elements such that delivery of the par-
asympathetic and sympathetic therapy decreases
the patient’s heart rate and increases inotropy of the
heart of the patient.

3. The system of claim 1, further including control
means for controlling the parasympathetic and sym-
pathetic stimulation in response to sensed heart rate
and/or blood pressure of the patient.

4. The system of claim 1, wherein each catheter in-
cludes an expandable anchor (50a, 50b), wherein
the expandable anchors are expandable to position
the sympathetic and parasympathetic elements in
contact with surrounding vascular walls.

5. The system of claim 1, wherein each therapy ele-
ment comprises an electrode.

6. The system of claim 1, wherein the first blood vessel
is a superior vena cava, and the second blood vessel
is a pulmonary artery.

Patentanspriiche

1. Neuromodulationssystem zur Behandlung eines Pa-
tienten, das Folgendes umfasst:

einen ersten (14) und einen zweiten (16) Tele-
skopkatheter, wobei der erste Katheter (14) ein
parasympathisches Therapieelement (13) hat,
das zum Positionieren in einem ersten Blutge-
fak konfiguriert ist, und der zweite Katheter (16)
ein sympathisches Therapieelement (15) hat,
das zum Positionieren in einem zweiten Blutge-
fal konfiguriert ist, das sich vom ersten Blutge-
fal unterscheidet; und wobei der erste Katheter
(14) zum gleitenden Aufnehmen tiber dem zwei-
ten Katheter (16) konfiguriert ist;

einen Swan-Ganz-Katheter (18), der zum per-
kutanen Einfihren in das GefaRsystem konfigu-
riertist, wobei der zweite Katheter (16) zum glei-
tenden Vorschieben tiber dem Swan-Ganz-Ka-
theter (18) konfiguriert ist; und

einen Stimulator (12), konfiguriert zum (a) Erre-
gen des parasympathischen Therapieelements
(13) innerhalb des ersten BlutgefalRes, um einer
parasympathischen Nervenfaser, die auRerhalb
des ersten BlutgefalRes angeordnet ist, eine pa-
rasympathische Therapie zuzufiihren, und (b)
zum Erregen des sympathischen Therapieele-
mentn (15) innerhalb des zweiten Blutgefales,
um einer sympathischen Nervenfaser, die au-
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Rerhalb des zweiten BlutgefalRes angeordnet
ist, eine sympathische Therapie zuzuflihren.

System nach Anspruch 1, wobei der Stimulator zum
Erregen der parasympathischen und sympathi-
schen Therapieelemente konfiguriert ist, so dass die
Zufuihrung der parasympathischen und sympathi-
schen Therapie die Herzfrequenz des Patienten ver-
ringert und die Inotropie des Herzens des Patienten
erhoht.

System nach Anspruch 1, das ferner Steuermittel
zum Steuern der parasympathischen und sympathi-
schen Stimulation als Reaktion auf die/den gemes-
sene(n) Herzfrequenz und/oder Blutdruck des Pati-
enten beinhaltet.

System nach Anspruch 1, wobei jeder Katheter ei-
nen expandierbaren Anker (50a, 50b) beinhaltet,
wobei die expandierbaren Anker expandiert werden
kénnen, um die sympathischen und parasympathi-
schen Elemente in Kontakt mit umliegenden
GefalRwanden zu positionieren.

System nach Anspruch 1, wobei jedes Therapieele-
ment eine Elektrode umfasst.

System nach Anspruch 1, wobei das erste Blutgefal
eine obere Hohlvene und das zweite Blutgefal eine
Pulmonalarterie ist.

Revendications

Systeme de neuromodulation pour traiter un patient,
comprenant :

un premier (14) et un deuxieme (16) cathéter
télescopique, ou le premier cathéter (14) a un
élément de thérapie parasympathique (13) con-
figuré pour étre positionné dans un premier vais-
seau sanguin et le deuxiéme cathéter (16) a un
élément de thérapie sympathique (15) configuré
pour étre positionné dans un deuxieme vais-
seau sanguin différent du premier vaisseau
sanguin ; etou le premier cathéter (14) est con-
figuré pour étre recu de maniére coulissante au-
dessus du deuxiéme cathéter (16) ;

un cathéter de Swan-Ganz (18) configuré pour
étre introduit par voie percutanée dans la vas-
cularisation, ou le deuxieme cathéter (16) est
configuré pour étre avancé de maniere coulis-
sante au-dessus du cathéter de Swan-Ganz
(18) ; et

un stimulateur (12) configuré pour (a) exciter
I'élément de thérapie parasympathique (13)
dans le premier vaisseau sanguin pour déchar-
ger une thérapie parasympathique a une fibre
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nerveuse parasympathique disposée a I'exté-
rieur du premier vaisseau sanguin et (b) exciter
I'élément de thérapie sympathique (15) dans le
deuxiéme vaisseau sanguin pour déchargerune
thérapie sympathique a une fibre nerveuse sym-
pathique disposée a l'extérieur du deuxieme
vaisseau sanguin.

Systeme selon la revendication 1, dans lequel le sti-
mulateur est configuré pour exciter les éléments de
thérapie parasympathique et sympathique de telle
sorte que la décharge de thérapie parasympathique
et sympathique décroit la fréquence cardiaque du
patient et accroit I'inotropie du coeur du patient.

Systeme selon la revendication 1, comprenant en
outre un moyen de commande pour commander la
stimulation parasympathique et sympathique en ré-
ponse a une fréquence cardiaque et/ou pression ar-
térielle détectées du patient.

Systeme selon la revendication 1, dans lequel cha-
que cathéter comprend une attache dilatable (50a,
50b), ou les attaches dilatables sont dilatables pour
positionner les éléments sympathique et parasym-
pathique en contact avec des parois vasculaires en-
vironnantes.

Systeme selon la revendication 1, dans lequel cha-
que élément de thérapie comprend une électrode.

Systeme selon larevendication 1, danslequel le pre-
mier vaisseau sanguin est une veine cave supérieu-
re et le deuxieme vaisseau sanguin est une artére
pulmonaire.
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