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My invention relates to the stationery art, 
and has for its purpose, to provide, in a 
fountain pen receiving set, a means to yield 
ingly a fountain, or other kind of. pen. 

5 This particular invention is an improvement 
upon the inventions of Walter Guyot (Serial 
No. 83,857, series of 1925) and of Horace 
L. Blackman (Serial No. 121,072, series of 
1925), in which a ball and socket joint is 

10 employed in a device to receive and position 
a pen in a desk set. 
My invention consists of certain details of 

construction, hereinafter set forth, pointed 
out in my claims, and illustrated in the ac 
copy drawings, in which 

Fig. 1 shows a sectional view of a desk 
set provided with my improvement, a foun 
tain pen being shown in position therein; 

Fig.2 shows an enlarged sectional view of 
20 my invention; and - 

Fig. 3 shows a detail view, in perspective, 
of the holding fingers I employ. 
In my present invention I employ the 

usual ball and socket joint, as indicated at 
12, and from the ball projects a plurality 
of holding fingers 13, these fingers 13 being 
formed, preferably, of spring metal, and 
curving outwardly from their mounting, to 
frictionally engage the inner wall of the 

30 pen receptacle 14 which I employ. 
The pen receptacle 14 is obviously of the 

proper size and length to receive the taper 
ingend of a fountain pen 15, and the fingers 
13, lying inside the receptacle 14 and engag 
ing the wall, function also to receive, and 
tensionally press against, the barrel of the 
pen 15. en the pen 15 is inserted into 
my holder, it projects downwardly into the 
receptacle 14, and is yieldingly engaged by 
the fingers 13. - 
These fingers 13, curving outwardly from 

their base, their outer ends engaging the 
inner wall of the pen receptacle 14 to pro 
vide a tension to receive the end of the 
fountain pen 15, also function for the pur 
pose of holding the receptacle 14 yieldingly 
in proper position. 
This construction of a mounting for pen 

receiving receptacle may be employed with 
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ciated only with a desk set of the construc 
tion shown in the Guyot and Blackman ap 
lications hereinbeforementioned. 
Having thus described my invention, what 

any desk set, and is not necessarily asso 

REISSUED 
I claim, and desire to secure by Letters Pat- 55 
ent of the United States, is: 

1. In a desk set provided with a ball and 
socket joint, a pen holding device, compris 
ing a base portion secured to the ER 8 plurality of spring fingers extending there 
from and curving outwardly, and a pen re 
ceiving receptacle adapted to fit over the 
fingers and engage the base portion secured 
to the ball, and be yieldingly held in posi 
tion thereon. 

2. A pen receiving and holding device, in 
combination with a ball and socket joint on 
a desk set, comprising spring fingers ex 
tending outwardly from the ball, and a pen 
receiving receptacle designed to fit over said 
fingers and be yieldingly held in position 
thereby. . 

3. A pen holding means in a desk set, com 
prising a base with a ball and socket joint 
secured therein, a receptacle positioning 75 
member secured to the ball, fingers extend ing outwardly from the receptacle position 
ing member, a pen receptacle designed to be 
received by the said fingers and to fit over 
the positioning member, substantially as 
shown and described. 

4. A pen holding means in a desk set, com 
prising a base with spring fingers projecting 
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upwardly therefrom a pen receptacle to be 
received by the fingers and held yieldingly 85 
in position thereby, said fingers also being 
adapted to engage tensionally the barrel of 
a pen. 

5. A pen holding device, comprising a 
base; spring fingers, curving outwardly at 
their outer ends, secured thereto and pro 
jecting therefrom; a collar to fit over the 
spring fingers and engage the outer ends 
thereof, said fingers being designed to en 
gage the barrel of a pen and tensionally hold 
it in position. 

6. A pen holding device, comprising a base, 
a receptacle positioning member secured to 
the base, fingers extending outwardly from 
the receptacle positioning member, a pen re 
ceptacle designed to be received by said fin 
gers and to fit over the positioning member, 
substantially as shown and described. 

7. A pen receiving and holding device, 
comprising a base, spring fingers extending 
upwardly from the base, a collar fitting over 
the said fingers to engage the ends thereof, 
said fingers being designed to engage the 

90 

100 

105 



. 1,629,987 

barrel of a pen and hold it yieldingly in po 
sition. 

8. A pen receiving and holding device, 
comprising a base, spring fingers secured 
thereto, their outer ends curving outwardly, 
a pen receiving receptacle designed to fit 
over the said fingers and be yieldingly held 
in position thereby. 

9. A pen receiving and holding device, 
comprising a base, a plurality of spring fin 
gers extending therefrom and curving out 
wardly, a pen receiving receptacle adapted 
to fit over the fingers and engage the base 
portion, and be yieldingly held in position 
by the fingers. 

HORACE L. BLACKMAN. 
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