Title: ADAPTABLE SHOE COVER

Abstract: The present invention provides a shoe cover to adaptively fit over a shoe. The show cover has a sole, which includes at least two rigid bands of rigid material, disposed on the bottom of the sole and arranged in spaced relation to each other on opposite sides of a longitudinal axis of the sole, thereby rigidifying the sole. The sole also has an elastic band of the flexible material, spanning longitudinally between the two rigid bands from the front to the rear of the sole, thereby enabling lateral flexibility to adapt to a shoe. The present invention also provides a rigid L-shaped element, each including a first portion on the ground side, a second portion on the side wall, and a fulcrum joining them, to clamp an inserted shoe. A double injection method for producing the above is also provided.
Published:
— with international search report

For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
ADAPTABLE SHOE COVER

FIELD OF THE INVENTION
The present invention generally relates to the field of shoe covers and more specifically to shoe covers having regions of differing rigidity and flexibility that enable improved adaptability as well as other desired properties.

BACKGROUND OF THE INVENTION
Shoe covers are an established technology for protecting shoes from environmental damage due to water, snow, dirt, salt and other chemicals, in order to give the wearer an improved functionality and protection. For instance, an improved grip may be achieved by providing a nonskid ability. Also, an improved fit may better protect the wearer and/or the shoe to be covered. Shoe covers-otherwise known as overshoes or galoshes-may be worn over a variety of shoe types, including dress shoes, golf shoes, sporting shoes, sneakers, boots, work boots, or any other type of footwear. They may also be worn directly over the sock or foot of a wearer.

Most shoe covers include an upper portion and a sole. The wearer inserts his or her shoe into an opening in the upper portion. The sole may be composed of front and back parts which may be separated by an arched portion.

To fulfill many of its functions and to increase the comfort of the wearer, a shoe cover should be able to fit properly over the shoe of the wearer. Known shoe covers have been made with flexible materials, usually thin rubber, and are frequently stretched over a shoe. A variety of types of stretchable shoe covers have been used to fit many different sizes of shoes, to improve the tightness of the fit and to facilitate the process of putting the shoe cover over the shoe. Shoe covers in the prior art have been additionally provided with corrugations, stretchable materials or other mechanical elements such as zippers or Velcro to improve the fit over a shoe. However, the shoe covers found in the prior art still present disadvantages, among which are adapting to shoes of differing sizes,
providing satisfactory gripping ability and fitting properly throughout the gait and stride of a variety of wearers.

A particular shoe cover found in the prior art is disclosed by United States patent no. 6,568,101 B1 (JANSEN et al.). This patent describes a softspiked overshoe suitable for use when playing golf. This overshoe has a rigid sole provided with a checkered raised grid and softspikes disposed thereon. Furthermore, JANSEN et al. teach that the arch portion of the sole is provided with greater flexibility than the toe and heel portions of the sole, and that the toe and heel portions may be provided with greater rigidity than the upper portion of the shoe-covering. This variability in rigidity and flexibility enables the different regions to cooperate and allows the overshoe to adapt to some foot movements. However, this overshoe presents disadvantages as it does not take into account the fit over the entire shoe, but focuses only on certain parts of the overshoe.

The United States patent no. 3,026,635 (SLADE) describes an elastomeric overshoe having a plurality of spaced corrugations on the arch portion of the sole as well as a plurality of vertical corrugations on the upper part of the overshoe. The corrugations may be flattened and compressed to provide flexibility and fitting ability to the overshoe.

The United States patent no. 5,425,186 (HOYT) describes an overshoe with an accordion-type sole. HOYT teaches a sole with horizontal corrugations ("accordion-like configuration") on the heel and toe portions thereof, thus enabling the sole to stretch longitudinally to facilitate putting it on a shoe while maintaining a certain level of rigidity.

The United States patent no. 5,396,717 (BELL) describes a convertible overshoe with tear resistant bead. BELL teaches that the overshoe may have thinner sidewall portions having a trim line at their upper part, which attaches to an upper portion. The thinner sidewall portions enable the overshoe to
accommodate a larger primary shoe, but still present disadvantages such as its fit and adapting ability when walking.

Other patents such as US 6,675,504 B1, US 4,434,565 and US 2,068,238; describe various types of shoe covers having an upper part and a sole, the sole being separated into two parts by an arched portion and possibly provided with spikes or other traction means.

However, as is known to a person skilled in the art, the shoe covers found in the prior art present numerous disadvantages and inefficiencies, and there is currently a need for improvement in this field.

SUMMARY OF THE INVENTION

The present invention provides a shoe cover that responds to the above mentioned need.

Accordingly, the present invention provides a shoe cover including a sole made of a flexible material. The sole has at least two rigid bands made of rigid material, each having a first portion disposed on a ground contactable side of the sole and arranged in spaced relation to each other on opposite sides of a longitudinal axis of the sole, thereby rigidifying the sole. The sole also has at least one elastic band made of the flexible material, spanning longitudinally between said at least two first portions from a front end to a rear end of the sole, thereby enabling the sole to be laterally flexible to adapt to a shoe over which the shoe cover fits.

In accordance with a preferred embodiment, each of the rigid bands comprises a second portion extending upward along a side wall of the shoe cover, and a fulcrum joining the first and second portions. The first and second portions have an angle $\alpha$ therebetween enabling the second portion to be inwardly biasable for clamping a shoe inserted in the shoe cover and improving an adaptive fit of the shoe cover.
Furthermore, the present invention provides a double-injection method of fabricating a shoe cover, including the steps of:
(a) injecting into a first mold a first layer having a thickness enabling flexibility and being in a form having a sole and an upper portion, the upper portion having an opening therein for inserting a shoe;
(b) sufficiently cooling the first layer;
(c) placing the first layer into a second mold; and
(d) injecting into the second mold a second layer on predetermined outer surfaces of the first layer, said predetermined surfaces comprising two bands on the ground contactable side of the sole and arranged in spaced relation to each other on opposite sides of a longitudinal axis of the sole, thereby defining an elastic band therebetween consisting essentially of the first layer and spanning longitudinally from a front end to a rear end of the sole, the second layer being of a material having a density sufficient to provide rigidity while the elastic band enables the sole to be laterally flexible.

BRIEF DESCRIPTION OF THE DRAWINGS
The invention and its advantages will become more apparent upon reading the detailed description and upon referring to the drawings in which:

Fig 1 is a bottom plan view of an embodiment of the shoe cover of the present invention.

Fig 2 is a side perspective view of the shoe cover of Fig 1.

Fig 3 is a top perspective view of the shoe cover of Fig 1.

Fig 4 is a top perspective view of another embodiment of the shoe cover of the present invention.
Fig 5 is a top perspective view of still another embodiment of the shoe cover of the present invention.

Fig 6 is a top perspective view of a further embodiment of the shoe cover of the present invention.

Fig 7 is a top perspective view of a still further embodiment of the shoe cover of the present invention.

Fig 8a is a schematic front isolation view of a rigid L-shaped element of a shoe cover in a relaxed position.

Fig 8b is the same view, or Fig 8a showing the rigid L-shaped element after having rotated in response to a downward pressure.

Fig 9 is a top perspective view of a still further embodiment of the shoe cover of the present invention, with retention means.

Fig 10 is a series of back view isolation schematics showing the operation of retention means.

Fig 11 is a top perspective view of an embodiment of the shoe cover of the present invention, with retention means.

Fig 12 is a top perspective view of another embodiment of the shoe cover of the present invention, with two retention means.

Fig 13 is a top perspective view of yet another embodiment of the shoe cover of the present invention.
Fig 14 is a top perspective view of still another embodiment of the shoe cover of the present invention.

Figs 15a and 15b are back views of an embodiment of the shoe cover, showing a shoe in a latched and an unlatched state, respectively.

Fig 16 is a bottom plan view of another embodiment of the present invention.

While the invention will be described in conjunction with certain embodiments and variants thereof, it will be understood that it is not intended to limit the scope of the invention to such embodiments or variants. On the contrary, it is intended to cover all alternatives, modifications and equivalents as may be included as defined by the appended claims.

DESCRIPTION OF PREFERRED EMBODIMENTS

In the following description, similar features in the drawings have been given similar reference numerals in order not to unduly weigh down the figures. Also, some elements are not referred to in some Figs if they were already identified in a precedent Fig.

The shoe cover according to the present invention may cover a variety of shoes, socks or bare feet, depending on the desired use. For example, the shoe cover may fit over dress shoes, loafers, boots, sneakers, running shoes or golf shoes, as well as over feet with a sock in between or not.

Referring to any one of Figs 1, 3-7, 9 and 11 to 14, the shoe cover 20 according to the present invention includes a sole 22 made of a flexible material. The sole 22 has at least one pair of bands 24 made of rigid material, each band of the pair having a first portion 25 disposed on a ground contacting side of the sole 22 and arranged in spaced relation to each other on opposite sides of a longitudinal axis of the sole, thereby rigidifying the sole 22. Preferably, the first portions 25 of each pair of rigid bands 24 are arranged in parallel relation
relative to each other, and may extend to varying degrees along the length of the sole, as will be discussed herebelow. The embodiments shown in Figs. 1, 3 to 6, 9, 11 to 12 and 14 comprise three of these pairs of rigid bands 24, one pair at a heel section 34 (also referred to as the rear end section) and two in a toe section 36 (also referred to as the front end region) of the sole 22, whereas the embodiments shown in Figs 7 or 13 comprise two of these pairs, one at the heel section 34 and the other at the toe section 36.

In each case, an elastic band 26 made of the same flexible material spans longitudinally between the first portions 25 of each pair of bands from a front end 28 to a rear end 30 of the sole 22, thereby enabling the sole 22 to be laterally flexible to adapt to a shoe (not shown) over which the shoe cover 20 fits. The elastic band 26 preferably has a width that depends on the flexibility required and the material used. The elastic band 26 thus defines a specific stress-strain region in which the strain focus is amplified when the sole is stretched laterally. The rigid bands 24 thus enable the shoe cover to display selective flexibility, that is, predetermined stress-strain characteristics in predetermined areas of the shoe cover. Of course, the particular rigidity of the rigid bands 24 and the flexibility of the elastic band 26 may be adjusted by a person skilled in the art.

The first portions 25 may take on a variety of embodiments and may be provided at a variety of locations on the shoe cover 20, depending on the desired functionality and intended use of the shoe cover. As would be appreciable by a person skilled in the art, there may be a plurality of pairs of rigid bands 24 arranged in strategic points on the sole of the shoe cover. The elastic band 26 may also have a variety of forms as defined between the medial edges 32a, 32b of the first portions 25, which may be symmetrical or not.

The elastic band 26 preferably extends from the extremity of the front end 28 to the extremity of the rear end 30, as shown in Fig 1. However, the elastic band 26 may also extend along a predetermined longitudinal length of the sole 22.
between the first portions 25, to provide lateral flexibility between the bands along said predetermined longitudinal length. It is also preferable that the elastic band 26 be made of the same flexible material as the rest of the sole.

As best seen from Fig 1, the sole 22 further comprises an arch 38 section composed only of the flexible material. This arch 38 provides an ergonomic fit to the soles of a variety of shoes. The arch 38 may also improve the shoe cover's flexibility in the longitudinal direction. Alternatively, the sole 22 may be relatively flat, especially when the shoe to be covered has a flat bottom.

Between the pairs of rigid bands 25, there is preferably a transverse elastic band 40 crossing the longitudinal axis and separating the first portions 25 of the rigid bands. The flexible arch 38 also acts as such a separation. These transverse elastic bands 40 facilitate the longitudinal flexibility and further improve adaptability of the shoe cover.

Referring briefly now to Fig 7, in one embodiment of the shoe cover, the heel section 34 preferably further includes a rigid heel element 42 provided at the rear end 30 of the sole 22. The rigid heel element 42 is in spaced relation with a neighbouring pair of rigid bands 24, thereby rigidifying the heel end of the sole. Similarly, the toe section 36 preferably comprises a rigid toe element 44 which is provided at the front end 28 of the sole 22. The rigid toe element 44 is in spaced relation with a neighbouring pair of rigid bands 24, thereby rigidifying the toe end of the sole 22. Though the rigid heel element 42 and rigid toe element 44 are shown here on the embodiment of a sole cover, they may be included in any of the other embodiments shown in the Figs or discussed herein.

A shoe cover according to the invention may take the shape of a traditional overshoe that includes a complete side wall 46 made of flexible material integrally connected to the sole 22 and extending from the front end 28 to the rear end 30 to cover the side parts of a shoe or boot. The embodiments shown
in Figs 2, 3, 4, 6, 9, 11-14 are examples of such variants. In these cases, the side wall 46 defines a cavity allowing the shoe (not shown) to be inserted therethrough. The side walls 46 aid in keeping the shoe cover 20 around the shoe.

The side wall 46 may be quite short, as in Fig 6, to extend up only a part of the side of the shoe (e.g. over the sole ridge). This may be advantageous to increase the retaining capability of the overshoe to the shoe.

The shoe cover according to the invention may also take the shape of a sole-cover, as in Figs 5 or 7. In that case, the side walls 46 only span the toe section 36 and the heel section 36 of the shoe cover 22. This embodiment will be described in further details hereinbelow.

As best shown in Fig 3, and in order to further improve the fit of the shoe cover, all or some of the rigid bands 24 preferably take the form of an L-shaped element including, in addition to the first portion 25 described above, a second portion 27 extending from the first portion 25 upward along the side wall of the shoe cover, so as to form the rigid L-shaped element. The first and second portions 25, 27 are attached at fulcrum 28. The angle \( \alpha \) between the first and second portions 25, 27 is chosen so as to enable the second portion 27 to be inwardly biasable for clamping a shoe inserted in the shoe cover 20 and improving an adaptive fit of the shoe cover 20.

Referring now to Figs 8a and 8b, the angle \( \alpha \) may be seen between the first and second portions 25, 27. This angle \( \alpha \) is preferably less than about 90\(^\circ\), the second portion 27 thereby being inwardly biasable and pivotable against the shoe for clamping the shoe inserted within the shoe cover 20. Still preferably, the angle \( \alpha \) is between about 85\(^\circ\) and about 45\(^\circ\), and may be determined by a person skilled in the art depending on materials used and applications of the shoe cover. By changing the angle \( \alpha \) and the material's stiffness, one can tune the contact force at the top of second portion 27. Fig 8a shows the rigid band
24 in a relaxed position when the wearer's foot is not exerting a pressure. In this position, the first portion 25 is angled with respect to a horizontal plane 60 and defines an angle $\beta$ with the horizontal plane 60 that is more than about 0°, thereby enabling the second portion 27 to rotate about an axis 61 of the fulcrum 28 and toward a side wall of the shoe inserted within the shoe cover 20 to an inward position when a downward pressure (P) is exerted on the first portion 25. Fig 8b shows this inward position of the second portion 27, when the first portion 25 has been brought to be flush with the ground. The angle $\beta$ of the first portion 25 is preferably between about 5° and about 30°, but may be determined by a person skilled in the art.

It should also be understood that the rigid L-shaped elements are provided on the shoe cover at predetermined locations, and preferably conforming to the shape of those locations. As the L-shaped elements may be curved with the periphery and surface of the shoe cover, the angles $\alpha$ and $\beta$ may be varied within the same L-shaped element. Thus, for example, an angle $\alpha$ may be greater nearer one end of the L-shaped element than the other. The first and second portions 25, 27 may be curved, or flat, to adapt to the shoe and/or have the desired effect.

Referring to Fig 3, the rigid band 24 are preferably used in pairs, wherein they are arranged on opposite sides of the shoe cover 20. In each pair, the first portions 25 are separated by the elastic band 26. The elastic band 26 thus facilitates the clamping ability of the L-shaped elements by stretching laterally when a downward pressure is brought on the first portions 25. The pressure on the first portions 25 causes the L-shaped rigid band 24 to rotate about the fulcrum axis 61, to bias the second portion 27 inwardly (i.e. medially). The two opposite second portions 27 thus exert opposite inward biasing forces on the shoe. The shoe may thus be clamped from both sides by opposite rigid L-shaped elements 24, to provide an advantageously adaptive fit.
Alternatively, one rigid band 24 with an L-shape may be arranged on other parts of the shoe cover 20 so that its first portion 25 may be pressed downward. For example, an L-shaped band may be arranged on an extremity of the toe portion 36 of the shoe cover 20 to clamp the toe part of the shoe. Likewise, an L-shaped band 24 may be arranged on an extremity of the heel portion 34 of the shoe cover 20 to clamp the heel part of the shoe. Of course, both heel and toe L-shaped elements 24 may be provided.

In another embodiment best shown in Fig 16, the sole has a rigid central section 65 around the periphery of which is flexible material of the sole. The flexible portions thus border on the first portions 25 of the rigid L-shaped elements 24, to enable the clamping action thereof. The addition of this rigid central section 65 therefore does not disable the effect of the L-shaped elements, but rather serves to reinforce the sole and concentrate the strains in the flexible portions.

It should be understood that the different parts of the sole and side wall of the shoe cover need to be made of flexible material insofar as these flexible parts thereof enable the clamping action of the L-shaped elements.

Referring to Fig 9, the rigid band 24 having an L-shaped configuration is preferably provided with retention means 66 for retaining the second portion 27 in the inward position. The retention means may take on a variety of embodiments as may be appreciated by a person skilled in the art.

For example, in referring to Fig 10, the retention means 66 may be a strap-and-lock system. In this system, a strap 68 is slid through a channel 70 in the second portion 27. The channel 70 has a projection 72 provided therein, and the strap 68 has a latch member 74 including a recess 76. The latch member 74 engages the projection 72 and the latter fits into the recess 76, as can be seen in the series B of Fig 10. Series A, on the other hand, shows that the latch member 74 may be pulled upon and thus disengaged from the projection 72.
The sole cover 20 shown in Fig 11 includes one of said retention means provided at the rear end 30, whereas the sole cover shown in Fig 12 is provided with two of said retention means, one at the read end 30 and the other one at the front end 28.

Another example of retention means is shown in Figs 7, 15a and 15b. In that case, the retention means includes an overhanging ridge element 52 provided on the second portion 27 for latching onto a part of the shoe. Preferably, when the second portion 27 is in the inwardly biasing position the ridge member 52 latches onto the shoe or the sole (as shown in Fig 15b), depending on whether the shoe cover is to cover the entire shoe or only the sole thereof.

Alternative retention means include a string operatively connected to the second portion, the string being tightenable to a predetermined tightness to exert an inward force on the second portion and fastening means for fastening the string to the predetermined tightness. A second alternative is a retention means including a one way latch mechanism operatively connected to the first portion, the latch mechanism having a male element and a female element, wherein the male element is slidable within the female element in a first direction and is latchable with respect to the female element in a second direction opposite the first direction, the male element being displaceable in the first direction by the first portion when the second portion is displaced to inwardly bias the shoe, thereby latchably retaining the second portion in the inwardly biasing position.

The retention means is not limited to the above described embodiments. For instance, a variety of latches, hooks and/or strings may be employed and simply arranged to effectuate the required retention. Of course, it should also be understood that the presence of the retention means is preferable, and that alternatively the rigid band 25 in the L-shaped variant may function without retention means.
Turning now to Fig 4, two of the L-shaped rigid bands 24, arranged in adjacent relationship on the same side of the shoe cover 20 are each provided with a rigid flap 78 at the arch level 38. The flaps 78 extend along the side wall 46 of the shoe cover toward each other while remaining unconnected and separated by a flexible interspace 80. The rigid flaps 78 enable an inward biasing of the interspace 80 during walking, and thereby substantially reduce outward kinking of the side of the shoe cover 20. This reduction in the "kinking" of the side portion of the shoe cover 20 is rather advantageous in improving the adaptive fit of the shoe cover 20. When the wearer is walking, and especially at the point in his stride when only the toe section 36 is touching the ground, the compression forces on the interspace 80 are elevated and encourage the formation of the kink. However, the flaps 78 help bias the interspace 80 inwards, during this and other points of the wearer’s stride.

The interspace 80 is made of flexible material and is a region where strains are more significant when inserting the shoe cover over the shoe, while the adjacent rigid regions experience lower strain due to their increased stiffness. For example, at rest the interspace 80 and the flaps 78 experience virtually no stress and no strain. On the one hand, when the wearer is longitudinally stretching the shoe cover 20 to insert a shoe therein, the interspace 80 (along with the other flexible regions of the shoe cover) undergoes extensional strain, while the rigid regions undergo very little strain. On the other hand, when the wearer is in the stage of his stride when his toes are pushing off the ground, the longitudinal dimension of the shoe cover relaxes and the interspace 80 tends to come back to its original length, while again the rigid portions undergo little strain reduction. If the interspace 80 has been sufficiently stretched, then when pushing off the ground, the interspace may remain stretched and thereby avoid the formation of gaps or kinks in the area. In fact, there are many flexible zones and rigid zones arranged all over the shoe cover, and the flexible zones may undergo a similar kind of amplified and focused stress-strain behavior at different stages of the wearer’s stride or when the wearer inserts or removes the shoe cover. The specific regions of amplified stress-strain depend on the
materials used, the arrangement of the flexible and rigid zones (that is, zones with different flexibilities that include many of the above mentioned elements), and the movement of the shoe cover, but may be determined by a person skilled in the art for desired applications and effects. Thus, strategic placement of different densities and stiffnesses of material on the shoe cover enables increased multidirectional (or predetermined directional) adaptability and improved fit even during the pushing off phase.

It should also be understood that, in general, virtually any concave surface - such as the arch portion, an ankle portion, etc. - of the shoe, may be tightly fitted by the shoe cover by having rigid flaps extending toward the center of the concavity, while having a flexible interspace at the center thereof. This enables the shoe cover to effectively and tightly fit to concave surfaces, diminishing gaps and kinks all over the shoe cover.

Now referring to either one of Figs 7 and 14, the second portions 27 of the rigid band 24 preferably comprise a first layer 82 provided on and extending up the side wall of the shoe cover 20, and a second layer 84 provided on the first layer 82 in a predetermined area, the second layer 84 additionally rigidifying the second portion 27 in the predetermined area. In the Fig, the second layer 84 has an inverted parabolic shape. Having dual layers may provide such advantages as the ability to pre-select specific regions of the side walls to reinforce and rigidify, to save on materials, and to vary the rigidity of the second portion 28 to provide various fits depending on materials and applications.

Preferably, the sole 22 of the shoe cover 20 is provided with gripping means to improve traction. The gripping means may be chosen from a variety of means known in the art, including a gripping pattern of ridges and/or bosses, a spider-web pattern such as that described in industrial design application no. CA 114360 entitled "SHOE COVER SOLE", as well as hard or soft spikes that are fixedly or removably mounted to the sole. Preferably, the gripping means improves security and/or performance in slippery conditions where there is a
necessity for increased adherence. Preferably, the gripping means are
provided on the rigid portions of the sole, but may also be provided on other
portions.

Preferably, the thickness of the material varies at different locations of the shoe
cover in order to provide particular stress-strain behavior, for improved fit,
adaptability and retaining capability.

The rigid zones provide other advantages. For instance, the rigid bands 24 may
increase the durability of the sole. Also, the rigid second portions 27 of the rigid
bands 24 may improve the lateral stability of the shoe cover as well as increase
the strength of the side walls to avoid lateral wall buckling (e.g. avoid a kink
when walking). The rigid zones may also generally reduce the deformation of
the shoe and improve the fit on the shoe.

**Materials of construction**

The preferred materials of construction of the flexible parts of the shoe cover
are materials such as thermoplastics and rubbers, which preferably have a low
density to enable flexibility and elasticity. High elasticity materials are preferred,
such as a thermoplastic elastomer (TPE), in order to substantially avoid
permanent deformation of the flexible zones, which undergo amplified stress-
strain. In a preferred embodiment, the thickness of the first layer is about 2mm,
but depending on the desired application and the material of construction, the
thickness may be adjusted or calibrated by a person skilled in the art.

The rigid material is preferably selected from thermoplastic elastomers,
thermoplastic rubbers, hardened rubbers, reinforced polymers, thermosetting
plastics, and polyurethanes, or any synthetic material selected by a skilled
workman. Also alternatively, the rigid zones may be non polymeric materials
known in the art. For instance, when extra rigidity is desired or when material
costs dictate, the rigid zones may be made of wood or metal or other
reinforcement materials. Of course, in these latter cases, the method of fabricating the shoe cover may be adapted accordingly.

Preferably, the flexible zones and rigid zones are made of the same material, but of different stabilities.

Alternatively, the different portions of the shoe cover may be made of various materials having varying degrees of hardness, elasticity, flexibility and adherence properties. Other parts of the shoe cover may be of variable thicknesses or materials. For instance, the arch portion may be made of an extra flexible, soft material to facilitate bending of the shoe cover during the gait of a wearer. Furthermore, the top rim of the heel portion of the upper part of the shoe cover may be thicker to provide better grip and durability for fingers when installing the cover on a shoe. Also, there may be a reinforced protrusion extending longitudinally away from the heel portion of the sole, to allow a wearer to apply downward pressure thereon while the shoe in the shoe cover is upwardly removed therefrom.

Method of fabrication

The shoe cover according to the present invention may be fabricated according to a variety of manufacturing methods, a preferred one of which is described herein.

Accordingly, the double-injection method of fabricating the shoe cover includes the steps of:

(a) injecting into a first mold a first layer having a thickness enabling flexibility and being in a form having a sole and an upper portion, the upper portion having an opening therein for inserting a shoe;
(b) sufficiently cooling the first layer;
(c) placing the first layer into a second mold; and
(d) injecting into the second mold a second layer on predetermined outer surfaces of the first layer, said predetermined surfaces comprising two bands on
the ground contactable side of the sole and arranged in spaced relation to each other on opposite sides of a longitudinal axis of the sole, thereby defining an elastic band therebetween consisting essentially of the first layer and spanning longitudinally from a front end to a rear end of the sole, the second layer being of a material having a density sufficient to provide rigidity while the elastic band enables the sole to be laterally flexible.

Furthermore, after the first layer is molded, subsequent layers are formed thereon using a processing technique known in the art. In this way, different polymers may be used at different parts to bestow particular properties to the shoe cover. Alternatively, the entire shoe cover may be formed integrally within a mould, thus giving certain parts of the shoe cover a greater thickness than others. Depending on the processing technique and conditions—which may involve particular heating and cooling rates, specific polymers, moulds or extruders—certain parts of the shoe cover may be provided with different properties.

Of course, such a method may be adapted and modified by a person skilled in the art.

Other advantages of the shoe cover according to the embodiments described hereabove may be that they are low-cost, light and easily removable. They may also be simple to manufacture.

Of course, the scope of the present invention is not limited to the preferred embodiments described hereabove, but rather extends therebeyond to encompass what would be reasonably deduced by a person skilled in the art from the above description, the below claims and the appended drawings, as what was actually invented.
1. A shoe cover comprising:
   - a sole made of a flexible material having;
     - at least two rigid bands made of rigid material, each having a first portion disposed on a ground contactable side of the sole and arranged in spaced relation to each other on opposite sides of a longitudinal axis of the sole, thereby rigidifying the sole;
     - at least one elastic band made of said flexible material, spanning longitudinally between said at least two first portions from a front end to a rear end of the sole, thereby enabling the sole to be laterally flexible to adapt to a shoe over which the shoe cover fits.

2. The shoe cover of claim 1, wherein the at least two first portions are arranged in parallel relation relative to each other and the longitudinal axis.

3. The shoe cover of claim 1, wherein the sole further comprises a heel section, a toe section and an arch provided therebetween, and wherein the arch is composed only of the flexible material.

4. The shoe cover of claim 3, wherein the at least two rigid bands comprise:
   - at least a first and a second rigid band provided respectively on an outstep side and an instep side of the toe section of the sole; and
   - at least a third and a fourth rigid band provided respectively on the outstep side and an instep side of the heel section of the sole.

5. The shoe cover of claim 4, wherein the heel section further comprises a rigid heel element which is provided at a heel end of the longitudinal axis of the ground contacting side of the sole, and is in spaced relation to the third and fourth rigid bands, thereby rigidifying the heel end of the sole.
6. The shoe cover of claim 4, wherein the toe section further comprises a rigid toe element which is provided at a toe end of the longitudinal axis of the ground-contacting side of the sole, and is in spaced relation to the first and second rigid bands, thereby rigidifying the toe end of the sole.

7. The shoe cover of claim 1, wherein at least one of the rigid bands further comprises:
   - a second portion extending upward from the first portion along a side wall of the shoe cover; and
   - a fulcrum at which the first and second portions are attached, to thereby produce at least one rigid L-shaped element.

8. The shoe cover of claim 7, wherein an angle $\alpha$ of the rigid L-shaped element, measured between the first and second portions is less than about 90°, the second portion thereby being inwardly biasable for clamping the shoe inserted within the shoe cover.

9. The shoe cover of claim 8, wherein the angle $\alpha$ of the rigid L-shaped element is between about 85° and about 45°.

10. The shoe cover of claim 7, wherein the first portion is angled with respect to a horizontal plane and defines an angle $\beta$ with the horizontal plane that is more than about 0°, thereby enabling the second portion to rotate about an axis of the fulcrum and toward a side wall of the shoe inserted within the shoe cover to an inward position when a downward pressure is exerted on the first portion.

11. The shoe cover of claim 10, wherein the angle $\beta$ of the first portion is between about 5° and about 30°.

12. The shoe cover of claim 10, wherein the rigid L-shaped element is provided with retention means for retaining the second portion in the inward position.
13. The shoe cover of claim 7, wherein at least two of said rigid L-shaped elements are arranged on a same side of the shoe cover and separated by an interspace made of the flexible material, the second portions of the two rigid L-shaped elements each having rigid flaps extending along the side wall of the shoe cover toward each other while remaining unconnected, the rigid flaps enabling an inward biasing of the interspace during walking, and thereby substantially reducing outward kinking of the side wall of the shoe cover.

14. The shoe cover of claim 13, wherein the at least two rigid L-shaped elements comprise four rigid L-shaped elements, two of which are arranged on an instep side of the shoe cover and two of which are arranged on an outstep side of the shoe cover, to thereby substantially reduce the outward lateral kinking of the outstep and the instep sides.

15. The shoe cover of claim 7, wherein the second portions of the at least one rigid L-shaped element comprises a first layer provided on and extending up the side wall of the shoe cover, and a second layer provided on a predetermined area of the first layer, the second layer additionally rigidifying the second portion in the predetermined area.

16. The shoe cover of claim 7, wherein at least two rigid L-shaped elements are provided on opposite sides of the shoe cover.

17. The shoe cover of claim 1, wherein the flexible material is chosen from the group comprising thermoplastics, soft rubbers and low-density flexible polymers.

18. The shoe cover of claim 1, wherein the rigid material is chosen from the group comprising thermoplastic elastomers, thermoplastic rubbers, hardened rubbers, reinforced polymers, thermosetting plastics, and high density polymers.
19. The shoe cover of claim 1, further comprising an upper portion connected to the sole to define a cavity therebetween, the upper portion being provided with an aperture to allow the shoe to be inserted therethrough and into the cavity.

20. A shoe cover comprising:
- a sole and a side wall both made of flexible material;
- at least one rigid L-shaped element, each comprising:
  - a first portion disposed on a ground contactable side of the sole;
  - a second portion extending upward along the side wall of the shoe cover; and
- a fulcrum joining the first and second portions, the first and second portions having an angle $\alpha$ therebetween enabling the second portion to be inwardly biasable for clamping a shoe inserted in the shoe cover and improving an adaptive fit of the shoe cover.

21. The shoe cover of claim 20, wherein the angle $\alpha$ is between about 90° and about 45°.

22. The shoe cover of claim 20, wherein the first portion is angled with respect to a horizontal plane and defines an angle $\beta$ with the horizontal plane that is more than about 0°, thereby enabling the second portion to rotate about an axis of the fulcrum and toward a shoe inserted within the shoe cover to an inward position when a downward pressure is exerted on the first portion.

23. The shoe cover of claim 22, wherein the angle $\beta$ is between about 0° and about 30°.

24. The shoe cover of claim 20, wherein the at least one rigid L-shaped element is at least two rigid L-shaped elements, the first portions thereof being arranged in spaced relation to each other on opposite sides of a longitudinal axis of the sole, thereby rigidifying the sole, and wherein the sole comprises at least one elastic band made of said flexible material, spanning longitudinally between said
at least two first portions from a front end to a rear end of the sole, thereby enabling the sole to be laterally flexible to adapt to a shoe over which the shoe cover fits.

25. A double-injection method of fabricating a shoe cover, including the steps of:
(a) injecting into a first mold a first layer having a thickness enabling flexibility and being in a form having a sole and an upper portion, the upper portion having an opening therein for inserting a shoe;
(b) sufficiently cooling the first layer;
(c) placing the first layer into a second mold; and
(d) injecting into the second mold a second layer on predetermined outer surfaces of the first layer, said predetermined surfaces comprising two bands on the ground contactable side of the sole and arranged in spaced relation to each other on opposite sides of a longitudinal axis of the sole, thereby defining an elastic band therebetween consisting essentially of the first layer and spanning longitudinally from a front end to a rear end of the sole, the second layer being of a material having a density sufficient to provide rigidity while the elastic band enables the sole to be laterally flexible.
# INTERNATIONAL SEARCH REPORT

**International application No.**

PCT/CA2006/001086

### A. CLASSIFICATION OF SUBJECT MATTER

IPC: A43B 3/20 (2006.01) , A43C 15/00 (2006.01) , A43C 15/06 (2006.01) , B29D 31/505 (2006.01) , B32B 25/08 (2006.01)

According to International Patent Classification (IPC) or to both national classification and IPC

### B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC: A43B 3/20 (2006.01) , A43C 15/00 (2006.01) , A43C 15/06 (2006.01) , B29D 37/505 (2006.01) , B32B 25/08 (2006.01); USPC: 036; CPC: 36/24, 36/43 - 36/51, 36/19 - 36/121, 36/14, 36/15, 18/**, 154/139

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic database(s) consulted during the international search (name of database(s) and, where practicable, search terms used)

Delphion, QPat, CPD

### C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US6701643 (GEER et al.) 9 March 2004 (09-03-2004) <em>figure 77, column 31</em></td>
<td>1 - 4 and 17 - 19</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C

See patent family annex

**Date of the actual completion of the international search**

2 October 2006 (02-10-2006)

**Date of mailing of the international search report**

13 October 2006 (13-10-2006)

**Name and mailing address of the ISA/CA**

Canadian Intellectual Property Office

Place du Portage I, Cl 14 - 1st Floor, Box PCT

50 Victoria Street

 Gatineau, Quebec KIA 0C9

Facsimile No., 001(819)/953-2476

Authorized officer

Tanya Hanham (819) 953-4506
### Observations where certain claims were found unsearchable

This international search report has not been established in respect of certain claims under Article 17(2)(a) for the following reasons:

1. [ ] Claim Nos because they relate to subject matter not required to be searched by this Authority, namely

2. [ ] Claim Nos because they relate to parts of the international application that do not comply with the prescribed requirements to such an extent that no meaningful international search can be carried out, specifically

3. [ ] Claim Nos because they are dependant claims and are not drafted in accordance with the second and third sentences of Rule 64(a)

---

### Observations where unity of invention is lacking

This International Searching Authority found multiple inventions in this international application, as follows:

Group A - Claims 1 - 19 and 25 are directed to a shoe cover comprising a sole made of flexible material having at least one elastic band spanning longitudinally between two rigid bands spaced on opposite sides.

Group B - Claims 20 - 24 are directed to a shoe cover comprising a sole made of flexible material having an L-shaped element comprising first and second portions joined by a fulcrum.

1. [ ] As all required additional search fees were timely paid by the applicant, this international search report covers all searchable claims.

2. [ ] As all searchable claims could be searched without effort justifying additional fees, this Authority did not invite payment of additional fees.

3. [ ] As only some of the required additional search fees were timely paid by the applicant, this international search report covers only those claims for which fees were paid, specifically claim Nos.

4. [X] No required additional search fees were timely paid by the applicant Consequently, this international search report is restricted to the invention first mentioned in the claims, it is covered by claim Nos 1 - 19 and 25.

#### Remark on Protest

[ ] The additional search fees were accompanied by the applicant's protest and, where applicable, the payment of a protest fee.

[ ] The additional search fees were accompanied by the applicant's protest but the applicable protest fee was not paid within the time limit specified in the invitation.

[ ] No protest accompanied the payment of additional search fees.
<table>
<thead>
<tr>
<th>Patent Document</th>
<th>Publication Date</th>
<th>Patent Family Member(s)</th>
<th>Publication Date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US6701643</td>
<td>09-03-2004</td>
<td>AU4499000 A</td>
<td>12-11-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU5746701 A</td>
<td>12-11-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP1284610 A1</td>
<td>26-02-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US6092305 A</td>
<td>25-07-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US6519876 B1</td>
<td>18-02-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO0182732 A1</td>
<td>08-11-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO0182733 A1</td>
<td>08-11-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU653333B B2</td>
<td>29-09-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU7303991 A</td>
<td>03-09-1991</td>
</tr>
<tr>
<td></td>
<td></td>
<td>BR9106044 A</td>
<td>02-03-1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE69120805D D1</td>
<td>14-08-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE69120805T T2</td>
<td>27-02-1997</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP0515507 A1</td>
<td>02-12-1992</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP5506588T T</td>
<td>30-09-1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO9111929 A1</td>
<td>22-08-1991</td>
</tr>
<tr>
<td>US3643352</td>
<td>22-02-1972</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US6568101</td>
<td>27-05-2003</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>