
No, 877,076, PATENTED JAN, 21, 1908, 
S, S. HAGEMAN, 

COLUMN, 
APPLICATION FILED NOW, 11, 1907, 

m 511 c 1 for 

AS/7% 
7zi %5% 

SP 2 
33 f 2. 7e 271-els As a 

  

  

  

  

  

  

  

  



UNITED STATES PATENT OFFICE. 
... SIMON s. HAGEMAN, OF ABILENE, KANSAS. 

To all whom it may concern: 
' 'Beit known that I, SIMON. S. HAGEMAN, a 
citizen of the United States, residing at 
Abilene, in the county of Dickinson and 
'State of Kansas, have invented a new and 
useful Column, of which the following is a 
specification. . . . . . 
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This invention relates to the construction 
of buildings and more particularly to a pillar 
or column especially designed for use in 
constructing show-windows, hot houses and 
similar structures having transparent walls. 
The object of the invention is to provide 

a pillar or column having laterally extending 
attaching flanges which form supports for 
the plates or slabs constituting the walls of 
a building, said flanges being provided with 
spaced perforations for the reception of bolts 
or, similar fastening devices. 
A still further object of the invention is 

generally to improve this class of devices 
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so as to increase their utility, durability, and 
efficiency. 

Further objects and advantages will ap pear in the following description, it being 
understood that various changes in form, 
proportions and minor details of construc 
tion may be resorted to within the scope of 
the appended claims. In the accompanying drawings forming a 
part of this specification: Figure 1 is a per 
spective view of a portion of a show-window. 
constructed of pillars or columns made in 
accordance with my invention. Fi 2 is a 
perspective view of one of the pillars, or 
columns detached. Fig. 3 is a similar view 
of one of the partition pillars or columns. 
Fig. 4 is a plan view showing the manner of 
arranging the pillars in constructing a hot 
house or other building. . Fig. 5 is a front 
elevation showing the manner of connecting 
the pillars or columns when the latter are 
arranged in superposed order for construct 
ing a building of more than one story in 
height. : 

Similar numerals of reference indicate 
corresponding parts in all of the figures of 
the drawings. 
The improved pillar or column forming the 

with each other and with the attaching subject matter of the present invention is 
especially designed for use in the con 
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struction of show-windows, hot-houses and 
similar transparent structures and in Fig. 
1 of the drawings several of said pillars are 
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form the display front or show-window of . 
a store. 
The column comprises a cylindrical body 

formed of metal and provided with oppo 
sitely disposed integral EE or heads 6 
having smooth bearing surfaces 7 for en 
gagement with the correspondingly flat 
bearing surface of an adjacent column when 
several of said columns are arranged in 
Superposed order in erecting a building or 
other structure of more than one story in height. 
The columns are formed 

gularly disposed attaching flanges 8 which 
extend longitudinally of the column and con 
nect the caps 6, as shown, said flanges bein 
extended the entirelength of the column an 
having their opposite ends terminating flush 
with the adjacent bearing surfaces 7. 
The flanges 8 form supports for and bear 

against the transparent slabs 9 constituting 
the display window, said flanges being pro 
vided with spaced perforations 10 for the re 
ception of bolts or similar fastening devices 
11 which pierce the slabs 9 and serve to de 
tachably secure said slabs to the adjacent 
columns. 
The flanges on the several columns are ar 

ranged at different angles, the flanges of the 
corner posts or columns 5' being disposed at 
substantially right angles to each other while 
the flanges of the intermediate pillars or col 
umns 5' are arranged at an obtuse angle so 
that the adjacent transparent plates will be 
inclined towards the interior of the building 
and thus form an approach to the door 12. 
When erecting a dwelling house, hot-house 

or similar structure having interior compart 
ments, some of the columns or pillars are pro 
vided with oppositely disposed attaching 
flanges disposed in alinement with each other 
and to which the partition slabs 13 are at 
tached, as best shown in Figs. 2 and 4 of the 
drawings. 
When a building two or more stories high 

is to be erected the columns or pillars may be 
arranged in superposed order with their ad 
jacent bearing faces 7 disposed in contact 

flanges arranged in vertical alinement, as 
best shown in Fig. 5 of the drawings, and in which position the flanges may be readily 

portion 5 preferably cast or otherwise. 
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with integral an 
70 

75 

80 

85 

90 

95 

CO 

105 

coupled by means of tie plates 14 which bear 
shown connected by transparent slabs to against the flanges and are rigidly secured 10 

  

  



thereto by bolts or similar fastening de 
vices 15. 

It will of course be understood that, if de 
sired, metal or wooden slabs may be substi 

-ing houses and the like. 
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is claimed is: - . . . . . 1. A column including a body portion hav 
15 

tudinally of the column and formed integral 
with the body portion and caps, said flanges. 

laterally beyond the exterior 
20 walls of the caps and provided with spaced J. P. BRIEHART. 

tuted for the transparen slabs 9 when erect 
ing certain kinds of buildings such as dwell 

It will also be un 
derstood that the columns may be made in 
different sizes and shapes and formed of 
metal, wood, stone, cement or other suitable 
material. 

Having thus described the invention what 

ing its opposite ends E. with terminal caps, and attaching flanges extending longi 

being extende 
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perforations for the reception of fastening 
devices. 

2. In building construction, a plurality of 
superposed columns each provided with a 
terminal cap having a flat bearing surface for 
engagement with the flat bearing surface of 
an adjacent column, integral flanges 3xtend 
ing laterally from each collimn and connect 
ed with the adjacent cap, and coupling mem 
bers connecting the flanges of said columns 
for clamping the same in vertical alinement 
with each other. . . . 

In testimony that I claim the foregoing as 
my own, I have hereto affixed my signature 
in the presence of two witnesses. 

SIMON. S. HAGEMAN. 
Witnesses: . . . . . . . 

J. A. GRAVES, 
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