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Description 

The  invention  relates  to  marked  diesel  oil  and  a  method  for  marking  diesel  oil  and  similar  oil 
products. 

There  is  currently  a  need  for  marking  oil  products  (for  example  fuels  or  industrial  solvents)  due  to  the 
difference  in  price  at  which  that  same  product  may  be  offered  for  sale.  Indeed,  as  a  consequence  of 

5  different  rates  of  taxation,  diesel  oils  intended  e.  g.  for  agricultural  purposes,  or  diesel  oils  intended  for 
the  fishing  industry  are  taxed  at  a  lower  rate  than  diesel  oil  intended  for  road  vehicles  and  such  a  situation 
is  liable  to  give  rise  to  fiscal  fraud,  when  the  product  is  furnished  for  purposes  different  to  those  provided 
for  by  the  fiscal  regulations.  This  is  in  fact  why  the  products  are  usually  marked  by  means  of  suitable 
compounds,  which  allow  an  easy  identification.  An  ideal  marker  should  exhibit  the  following  features  : 

10 
—  a  satisfactory  stability  under  conditions  of  normal  use  ; 
—  no  impairing  of  the  physico-chemical  features  of  the  petroleum  fuel  or  of  the  solvent  ; 
—  a  solubility  sufficient  to  allow  use  in  the  form  of  a  concentrated  solution  ; 
—  very  low  chances  of  being  eliminated  by  means  of  physical  or  chemical  methods  ;  ^ 

15  —  possibility  of  being  used  in  small  quantities  ;  *" 
—  possibility  of  being  identified  by  means  of  simple,  quick  and  very  sensitive  methods  ;  * 
—  absence  of  negative  toxicological  features.  ** 

Not  all  proposed  or  used  marking  compositions  can  completely  satisfy  such  requirements.  In  fact,  the 
20  best  known  markers  are  : 

—  radioactive  substances,  requiring  particular  care,  during  handling,  because  of  physiological 
dangers  ; 

—  metallorganic  compounds,  generally  showing  a  poor  stability  during  storage  ; 
25  —  furfural,  which  could  also  be  present  as  traces  naturally  occurring  in  the  oil  cuts,  and  thus  give  rise 

to  a  positive  test  due  simply  to  the  particular  kind  of  analysis  (furfural,  moreover,  shows  poor  stability)  ; 
—  diphenylamine,  which  can  be  rather  easily  eliminated  ;  since  it  is  an  amino-aryl  compound, 

diphenylamine  must  be  handled  in  a  carefully  strictly  controlled  zone  ; 
—  primary,  secondary  or  tertiary  arylamines,  which  can  easily  be  extracted  by  means  of  diluted 

30  acids  ;  as  with  the  case  of  diphenylamine,  their  handling  is  controlled  by  very  strict  regulations  ; 
—  naphthols,  which  could  already  be  present  within  the  oil  cuts  and  which  can  easily  be  eliminated. 

U.  S.  Patent  4  209  302  discloses  the  use  of  naphthylamine  derivatives.  However,  these  compounds  do 
not  completely  satisfy  the  requirements  herein-above,  especially  because  they  can  easily  be  extracted 

35  from  the  marked  product. 
It  is  an  object  of  the  present  invention  to  provide  marked  diesel  oil  or  other  similar  products  which  do 

not  exhibit  the  disadvantages  of  such  products  marked  in  a  conventional  manner,  and  a  method  for 
marking  diesel  oil  and  similar  oil  products. 

Accordingly,  the  present  invention  relates  to  marked  diesel  oil  or  similar  oil  products  containing  from 
40  1  to  300  ppm  of  2-ethylanthraquinone,  2-tert-butylanthraquinone,  i-methyl-4-isopropylanthraquinone,  2- 

hexylanthraquinone,  1  ,8-dichloroanthraquinone,  1,  3,  5,  7-tetramethylanthraquinone  or  hexamethylan- 
thraquinone. 

The  diesel  oil  and/or  similar  oil  products  marked  according  to  the  present  invention  have  the 
following  advantages  : 

45 
—  no  counter-indications  of  toxicological  nature  ; 
—  considerable  stability  of  the  marker  with  respect  to  the  oil  product  to  be  marked  ; 
—  difficulty  to  eliminate  the  said  marker  from  its  solutions  within  the  oil  products,  by  means,  for  ^  

example,  of  adsorption  techniques  on  active  carbons,  alumina,  decoloring  earth  or  silica  gel  ;  J  
50  —  no  modification  of  color  of  the  oil  product,  whereby  the  presence  within  diesel  oil  can  be   ̂

ascertained  only  when  carrying  out  a  specific  test  ;  £  
—  the  marker  can  be  identified  and  determined  quantitatively  by  means  of  very  simple  methods  that 

do  not  require  complicated  devices  and  can  be  carried  out  by  unskilled  personnel  ;  and 
—  the  marker  can  be  handled  either  as  a  solid  or  as  a  solution  in  organic  solvents,  optionally  in 

55  admixture  with  other  colored  or  colorless  markers. 

The  marking  method  according  to  the  present  invention  should  be  prescribed,  in  particular,  when  an 
anthraquinone  dye  and/or  an  azoic  dye  is  present  in  the  diesel  oil,  etc.  ;  best  results  are  obtained  when  the 
diesel  oil  or  other  similar  oil  product  contains  furfural  and/or  other  suitable  organic  solvents,  for  example 

60  xylenes,  these  xylenes  generally  acting  as  a  diluent. 
Oil  products  similar  to  diesel  oil  are,  for  example,  gasoline,  kerosene  oil  and  lamp  oil. 
The  amounts  of  anthraquinone  derivative  to  be  used  as  a  marker  can  vary  within  wide  limits  and  the 
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minimum  value  merely  depends  upon  the  indentification  test.  By  using  the  simple  and  rapid  test 
described  hereinafter,  concentrations  as  low  as  1  to  3  ppm  can  be  used. 

Generally,  a  greater  amount  is  added,  in  order  to  obtain  in  any  case  a  positive  result  and  also  to 
foresee  the  case  where  the  marked  product  is  diluted  at  the  time  the  fraud  occurs.  From  a  practical  point 

5  of  view,  from  1  to  300  ppm  and  preferably  3-50  ppm  can  be  used. 
As  to  the  method  of  identifying  the  products  it  is  preferable  to  operate  according  to  the  following 

method  : 

—  10  cm3  of  acetone  and  5  cm5  of  an  aqueous  and  alkaline  solution  of  sodium  dithionite  are  added 
10  to  200  cm3  of  marked  diesel  oil  which  is  thereafter  stirred  and  left  to  decant  for  5-10  minutes,  whereby  the 

bottom  layer  presents  a  red  color  characteristic  of  the  claimed  anthraquinone  derivative. 

The  following  Examples  illustrate  the  invention. 

15  Example  1 

1  g  of  2-ethyl-anthraquinone  was  added  to  100  cm3  of  a  mixture  of  xylenes  and  to  3  cm3  of  the 
solution  thus  obtained  a  diesel  oil,  intended  for  motorboats,  was  added  until  1  liter  volume  was  obtained, 
i.  e.  a  solution  containing  30  mg/dm3  (30  ppm)  of  2-ethyl-anthraquinone.  Thereafter,  1  0  cm3  of  acetone 

20  and  5  cm3  of  an  aqueous  solution  containing  15%  by  weight  of  Na2S2O4  in  aqueous  NaOH  (10%  by 
weight)  were  added  to  200  cm3  of  the  diesel  oil  marked  as  above  ;  after  strirring  for  20  seconds,  the 
solution  was  decanted  for  10  minutes,  thereby  obtaining  a  deep  red  aqueous  layer  on  the  bottom. 

Example  2  (Blank,  comparative  example) 
25 

Example  1  was  repeated,  by  carrying  out  the  test  on  the  same  diesel  oil,  without  any  admixture  of  the 
marking  solution,  the  final  bottom  layer  was  light  brown. 

Example  3 
30 

1  00  cm3  of  diesel  oil,  marked  as  in  Example  1  ,  were  admixed  with  900  cm3  of  previously  unmarked 
diesel  oil,  thus  reducing  the  amount  of  marker  to  3  mg/dm3  ;  the  colorimetric  test  caused  formation  of  a 
final  bottom  layer  still  red,  the  intensity  of  which  was  much  lower  than  that  obtained  in  Example  1  . 

35  Example  4 

100  cm3  of  unmarked  diesel  oil,  20  cm3  of  acetone  and  10  cm3  of  the  dithionite  solution  of  Example  1 
were  added  to  100  cm3  of  diesel  oil  marked  as  in  Example  1  ;  after  stirring  and  decanting,  the  bottom 
phase  was  collected  in  a  volumetric  flask.  The  absorption  intensity,  after  filtration,  was  determined  at 

40  500  nm  (nanometer).  A  calibration  plot  allowed  to  confirm  with  precision  the  original  marker  concen- 
tration. 

Example  5 

45  1  g  of  a  composition,  obtained  by  mixing  8  g  of  2-ethyl-anthraquinone,  8  g  of  furfural,  64,8  g  of  an 
anthraquinone  dye  (known  according  to  the  COLOR  INDEX  as  «  solvent  green  33  »)  and  7.2  g  of  mixed 
xylenes,  was  added  to  4  kg  of  a  diesel  oil  to  be  used  for  motorboats,  thus  obtaining  a  fuel  containing 
20  ppm  of  2-ethyl-anthraquinone.  The  colorimetric  test  of  Example  1  was  carried  out  on  200  cm3  of  the 
thus  marked  oil  and  an  aqueous  bottom  layer  presenting  a  deep  red  color  was  obtained. 

50 

Example  6 

1  g  of  2-ethyl-anthraquinone  was  added  to  100  cm3  of  a  mixture  of  xylenes  and  to  3  cm3  of  the  thus 
55  obtained  xylenic  solution  a  gasoline  to  be  used  for  motorboats  in  the  fishing  industry  was  added  until  the 

obtention  of  a  1  liter  volume.  The  resulting  solution  contained  30  mg/dm3  of  2-ethyl-anthraquinone. 
Thereafter,  100  cm3  of  virgin  (unmarked)  diesel  oil,  10  cm3  of  acetone  and  5  cm3  of  the  dithionite  solution 
of  Example  1  were  added  to  100  cm3  of  gasoline  marked  as  above  ;  the  test  was  operated  as  in  Example  1 
and  a  deep  red  aqueous  layer  was  obtained  on  the  bottom. 

60 

Example  7 

Example  6  was  repeated  while  replacing  gasoline  by  lamp  oil  to  be  used  for  the  lighting  of  fishing 
65  boats.  In  this  case  the  final  bottom  aqueous  layer  obtained  also  presented  a  deep  red  color. 
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Examples  8-13 

Example  1  was  repeated  while  modifying  the  chemical  nature  of  the  marker  and  its  concentration  ; 
data  and  results  are  in  Table  1. 

Table  1 

10 Example 10 12 13 1  1 

S u b s t i t u t i n g  
group: 

R1  hydrogen  methyl  hydrogen  chlorine  methyl  CH3 

R2  t -butyl   hydrogen  hexyl  hydrogen  hydrogen  CH3 

15 

? 
20 

R3 

R5 

R6 

R7 

Rfl 

hydrogen  hydrogen  hydrogen  hydrogen  methyl  CH3 

25 
hydrogen  isopropyl  hydrogen  hydrogen  hydrogen  CH3 

hydrogen  hydrogen  hydrogen  hydrogen  methyl  CH3 

30 
hydrogen  hydrogen  hydrogen  hydrogen  hydrogen  CH3 

hydrogen  hydrogen  hydrogen  hydrogen  methyl  CH3 

35 
hydrogen  hydrogen  hydrogen  chlorine  hydrogen  CH3 

30 40 30 40 Concentra-  20 
tion  (ppm) 

30 40 

Result  posit ive  positive  positive  positive  posit ive  p o s i t i v e  
test  test  test  test  test  t e s t  

45 

50 
Claims t-- 

1  .  Marked  diesel  oil  or  similar  oil  products  containing  from  1  to  300  ppm  of  2-ethylanthraquinone,  2- 
tert-butylanthraquinone,  1-methyl-4-isopropylanthraquinone,  2-hexylanthraquinone,  1  ,8-dichloroan- 

55  thraquinone,  1  ,  3,  5,  7-tetramethylanthraquinone  or  hexamethylanthraquinone. 
2.  Marked  diesel  oil  according  to  claim  1  ,  containing  from  3  to  50  ppm  of  the  said  anthraquinone 

compounds. 
3.  Marked  diesel  oil  according  to  claim  1  or  2,  additionally  containing  furfural  and/or  an  an- 

thraquinone  dye. 
60  4.  Marked  diesel  oil  according  to  claim  1  ,  2  or  3,  containing  2-ethylanthraquinone. 

5.  A  method  for  marking  and/or  denaturing  diesel  oil  or  other  similar  oil  products,  wherein  2- 
ethylanthraquinone,  2-tert-butyl-anthraquinone,  1-methyl-4-isopropylanthraquinone,  2-hexylan- 
thraquinone,  1  ,8-dichloroanthraquinone,  1,  3,  5,  7-tetramethylanthraquinone  or  hexamethylan- 
thraquinone  is  added  to  the  product  to  be  marked  and/or  denatured  with  a  proper  solvent. 

65  6.  A  method  according  to  claim  5,  wherein  furfural  and/or  anthraquinone  dye  are  additionally  added. 
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7.  A  method  according  to  claim  5  or  6,  wherein  the  amount  of  said  anthraquinone  derivative  is  from  1 
to  300  ppm,  preferably  from  3  to  50  ppm,  with  respect  to  the  oil  product  to  be  marked  and/or  denatured. 

8.  A  method  according  to  claim  5,  6  or  7,  wherein  the  anthraquinone  compound  is  2-ethylan- 
thraquinone. 

5 

Patentanspruche 

1.  Markiertes  Dieselol  bzw.  ahnliche  Olprodukte  enthaltend  1  bis  300  ppm  2-Ethylanthrachinon,  2- 
10  tert-Butylanthrachinon,  1-Methyl-4-isopropylanthrachinon,  2-Hexylanthrachinon,  1  ,8-Dichloranthrachi- 

non,  1  ,  3,  5,  7-Tetramethylanthrachinon  Oder  Hexamethylanthrachinon. 
2.  Markiertes  Dieselol  gemaB  Anspruch  1  ,  enthaltend  3  bis  50  ppm  der  besagten  Anthrachinonverbin- 

dungen. 
3.  Markiertes  Dieselol  gemaB  Anspruch  1  oder  2,  auBerdem  enthaltend  Furfural  und/oder  ein 

15  Anthrachinonfarbstoff. 
4.  Markiertes  Dieselol  gemaB  Anspruch  1  ,  2  oder  3,  enthaltend  2-Ethylanthrachinon. 
5.  Verfahren  zur  Markierung  und/oder  Denaturierung  von  Dieselol  oder  anderen  ahnlichen  Olproduk- 

ten,  dadurch  gekennzeichnet,  daB  dem  zu  markierenden  und/oder  denaturierenden  Produkt  2-Ethylanth- 
rachinon,  2-tert-Butylanthrachinon,  1-Methyl-4-isopropylanthrachinon,  2-Hexylanthrachinon,  1,8-Dichlor- 

20  anthrachinon,  1,  3,  5,  7-Tetramethylanthrachinon  oder  Hexamethylanthrachinon  zusammen  mit  einem 
entsprechenden  Losungsmittel  zugesetzt  wird. 

6.  Verfahren  gemaB  Anspruch  5,  dadurch  gekennzeichnet,  daB  zusatzlich  Furfural  und/oder 
Anthrachinonfarbstoff  zugesetzt  werden. 

7.  Verfahren  gemaB  Anspruch  5  oder  6,  dadurch  gekennzeichnet,  daB  die  Menge  des  besagten 
25  Anthrachinonderivats  bezuglich  des  zu  markierenden  und/oder  denaturierenden  Olprodukts  1  bis 

300  ppm,  bevorzugt  3  bis  50  ppm  betragt. 
8.  Verfahren  gemaB  Anspruch  5,  6  oder  7,  dadurch  gekennzeichnet,  daB  die  Anthrachinonverbindung 

2-Ethylanthrachinon  ist. 

30 
Revendications 

1  .  Carburant  diesel  ou  produits  petroliers  similaires  marques  contenant  de  1  a  300  ppm  de  2- 
ethylanthraquinone,  de  2-tert-butylanthraquinone,  de  1-methyl-4-isopropylanthraquinone,  de  2-hexy- 

35  lanthraquinone,  de  1  ,8-dichloroanthraquinone,  de  1,  3,  5,  7-tetramethylanthraquinone  ou  d'hexamethy- 
lanthraquinone. 

2.  Carburant  diesel  marque  selon  la  revendication  1  ,  contenant  de  3  a  50  ppm  desdits  composes 
anthraquinoniques. 

3.  Carburant  diesel  marque  selon  la  revendication  1  ou  2,  contenant  en  outre  du  furfural  et/ou  un 
40  colorant  anthraquinonique. 

4.  Carburant  diesel  marque  selon  la  revendication  1  ,  2  ou  3,  contenant  de  la  2-ethylanthraquinone. 
5.  Procede  pour  marquer  et/ou  denaturer  un  carburant  diesel  ou  d'autres  produits  petroliers 

similaires,  dans  lequel  on  ajoute  avec  un  solvant  approprie  de  la  2-ethylanthraquinone,  de  la  2-tert- 
butylanthraquinone,  de  la  1-methyl-4-isopropylanthraquinone,  de  ia  2-hexylanthraquinone,  de  la  1,8- 

45  dichioroanthraquinone,  de  la  1,  3,  5,  7-tetramethylanthraquinone  ou  de  I'hexamethylanthraquinone  au 
produit  a  marquer  et/ou  a  denaturer. 

6.  Procede  selon  la  revendication  5,  dans  lequel  on  ajoute  en  outre  du  furfural  et/ou  un  colorant 
anthraquinonique. 

7.  Procede  selon  la  revendication  5  ou  6,  dans  lequel  la  quantite  dudit  compose  anthraquinonique 
50  est  de  1  a  300  ppm,  de  preference  de  3  a  50  ppm,  par  rapport  au  produit  petrolier  a  marquer  et/ou  a 

denaturer. 
8.  Procede  selon  la  revendication  5,  6  ou  7,  dans  lequel  le  derive  anthraquinonique  est  la  2- 

ethylanthraquinone. 

55 

60 

65 


	bibliography
	description
	claims

