A system (10) for controlling a vehicle having an internal combustion engine (12), and a variable geometry turbocharger (50) includes a turbocharger sensor having an output indicative of a current turbocharger geometry. Turbocharger geometry is varied by a controllable actuator. Control logic (62) determines a desired turbocharger geometry based on the current engine conditions. Control logic determines an error signal by comparing the current turbocharger geometry to the desired turbocharger geometry. The actuator is controlled based on the error signal to change the current turbocharger geometry so as to track the desired turbocharger geometry.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th>Code</th>
<th>Description</th>
<th>Code</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>AL</td>
<td>Albania</td>
<td>ES</td>
<td>Spain</td>
</tr>
<tr>
<td>AM</td>
<td>Armenia</td>
<td>FI</td>
<td>Finland</td>
</tr>
<tr>
<td>AT</td>
<td>Austria</td>
<td>FR</td>
<td>France</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GA</td>
<td>Gabon</td>
</tr>
<tr>
<td>AZ</td>
<td>Azerbaijan</td>
<td>GB</td>
<td>United Kingdom</td>
</tr>
<tr>
<td>BA</td>
<td>Bosnia and Herzegovina</td>
<td>GE</td>
<td>Georgia</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GH</td>
<td>Ghana</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GN</td>
<td>Guinea</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GR</td>
<td>Greece</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>HU</td>
<td>Hungary</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IE</td>
<td>Ireland</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>IL</td>
<td>Israel</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>IS</td>
<td>Iceland</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>IT</td>
<td>Italy</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>JP</td>
<td>Japan</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KE</td>
<td>Kenya</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KG</td>
<td>Kyrgyzstan</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>KR</td>
<td>Republic of Korea</td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>KZ</td>
<td>Kazakhstan</td>
</tr>
<tr>
<td>CU</td>
<td>Cuba</td>
<td>LC</td>
<td>Saint Lucia</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>LI</td>
<td>Liechtenstein</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>LK</td>
<td>Sri Lanka</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>LR</td>
<td>Liberia</td>
</tr>
<tr>
<td>EE</td>
<td>Estonia</td>
<td>LS</td>
<td>Lesotho</td>
</tr>
<tr>
<td>EL</td>
<td>Greece</td>
<td>LT</td>
<td>Lithuania</td>
</tr>
<tr>
<td>EU</td>
<td>European Union</td>
<td>LU</td>
<td>Luxembourg</td>
</tr>
<tr>
<td>LV</td>
<td>Latvia</td>
<td>MC</td>
<td>Monaco</td>
</tr>
<tr>
<td>MD</td>
<td>Republic of Moldova</td>
<td>MG</td>
<td>Madagascar</td>
</tr>
</tbody>
</table>
| MK   | The former Yugoslav
Republic of Macedonia | ML | Mali |
| MN   | Mongolia             | MR   | Mauritania           |
| MW   | Malawi               | MX   | Mexico               |
| NE   | Niger                | NL   | Netherlands          |
| NO   | Norway               | NZ   | New Zealand          |
| PL   | Poland               | PT   | Portugal             |
| RO   | Romania              | RU   | Russian Federation   |
| SD   | Sudan                | SE   | Sweden               |
| SG   | Singapore            | SI   | Slovenia             |
| SK   | Slovakia             | SN   | Senegal              |
| SZ   | Swaziland            | TD   | Chad                 |
| TG   | Togo                 | TJ   | Tajikistan           |
| TM   | Turkmenistan         | TR   | Turkey               |
| TT   | Trinidad and Tobago  | UA   | Ukraine              |
| UG   | Uganda               | US   | United States of America |
| UZ   | Uzbekistan           | VN   | Viet Nam             |
| YU   | Yugoslavia           | ZW   | Zimbabwe             |
SYSTEM AND METHOD FOR CONTROLLING
A VARIABLE GEOMETRY TURBOCHARGER

Technical Field

The present invention relates to systems and methods for controlling a vehicle having an internal combustion engine including a variable geometry turbocharger.

Background Art

In the control of internal combustion engines, the conventional practice utilizes electronic control units having volatile and non-volatile memory, input and output driver circuitry, and a processor capable of executing a stored instruction set, to control the various functions of the engine and its associated systems. A particular electronic control unit communicates with numerous sensors, actuators, and other electronic control units to control various functions, which may include various aspects of fuel delivery, transmission control, turbocharger control, or many others.

A turbocharger consists of a turbine and a compressor. The pressure of the engine exhaust gases causes the turbine to spin. The turbine drives the compressor, which is typically mounted on the same shaft. The spinning compressor creates turbo boost pressure which develops increased power during combustion.
A variable geometry turbocharger has movable components in addition to the rotor group. These movable components can change the turbocharger geometry by changing the area or areas in the turbine stage through which exhaust gases from the engine flow, and/or changing the angle at which the exhaust gases enter or leave the turbine. Depending upon the turbocharger geometry, the turbocharger supplies varying amounts of turbo boost pressure to the engine. The variable geometry turbocharger may be electronically controlled to vary the amount of turbo boost pressure based on various operating conditions.

In a variable geometry turbocharger, the turbine housing is oversized for an engine, and the airflow is choked down to the desired level. There are several designs for the variable geometry turbocharger. In one design, a variable inlet nozzle has a cascade of movable vanes which are pivotal to change the area and angle at which the airflow enters the turbine wheel. In another design, the turbocharger has a movable side wall which varies the effective cross-sectional area of the turbine housing.

A conventional variable geometry turbocharger control system utilizes an electronic controller having a boost map stored therein. The boost map contains the optimum boost for an engine as a function of engine operating conditions. The controller monitors the engine operating conditions using sensors, and determines the desired boost from the boost map. Turbocharger geometry is incrementally adjusted based on the desired boost pressure obtained from the boost map.
A primary disadvantage associated with existing variable geometry turbocharger control systems is the fact that turbo boost pressure has a slow response time to incremental changes in turbocharger geometry. Because the optimum boost from the boost map varies continuously with varying engine operating conditions, the slow response time of the turbo boost pressure to the incremental changes in turbocharger geometry make it difficult to obtain precise control of the turbocharger. This slow response time renders many of the emissions and driveability benefits of the variable geometry turbocharger unachievable.

**Summary Of The Invention**

It is therefore an object of the present invention to provide an improved system and method for controlling a vehicle having an internal combustion engine including a variable geometry turbocharger.

It is another object of the present invention to provide a system and method for controlling a vehicle having an internal combustion engine including a variable geometry turbocharger which allows precise turbo boost pressure control over a wide range of engine operating conditions.

In carrying out the above objects and other objects and features of the present invention, a system and method for controlling a vehicle having an internal combustion engine, a plurality of engine sensors having outputs indicative of current engine conditions, and a variable geometry turbocharger, is provided. Turbocharger geometry is varied by a controllable actuator.
The system comprises a turbocharger sensor having an output indicative of turbocharger geometry, control logic for determining a desired turbocharger geometry based on the current engine conditions, and control logic for determining an error signal by comparing the current turbocharger geometry to the desired turbocharger geometry. Control logic controls the actuator based on the error signal to change the current turbocharger geometry so as to track the desired turbocharger geometry.

Preferably, the system further comprises control logic for determining an action signal based on the error signal, when error signal magnitude exceeds an action threshold value. Control logic determines at least one control term, and a modulated signal based on the at least one control term and the action signal. The modulated signal is applied to an input of the actuator.

Further, in a preferred embodiment, the system includes control logic for selecting an engine operating mode from the group consisting of a normal mode and at least one special mode based on the current engine conditions, and control logic for determining desired turbocharger geometry in each of the engine operating modes. In the normal mode, the control logic determines a filtered rate of change of a first engine parameter based on the current engine conditions. Desired turbocharger geometry is determined for steady state conditions of the first engine parameter; and, desired turbocharger geometry is determined for transient conditions of the first engine parameter.
The desired turbocharger geometry is based on the desired turbocharger geometry for steady state conditions of the first engine parameter, the desired turbocharger geometry for transient conditions of the first engine parameter, and the filtered rate of change of the first engine parameter. Preferably, the desired turbocharger geometry is further based on a geometry offset. The geometry offset is based on a filtered rate of change of a second engine parameter.

Still further, in a preferred embodiment, control logic determines desired turbocharger geometry based on an engine speed parameter indicative of engine speed, and an engine torque parameter indicative of engine torque demand. Additionally, desired turbocharger geometry may be further based on a filtered rate of change of the engine speed parameter and a filtered rate of change of the engine torque parameter.

Further, in accordance with the present invention, an article of manufacture including a computer readable storage medium having information stored thereon representing instructions executable by a computer to control a vehicle having an internal combustion engine including a variable geometry turbocharger is provided. A computer readable storage medium further comprises instructions for determining a current turbocharger geometry based on a turbocharger sensor output, instructions for determining a desired turbocharger geometry, instructions for determining an error signal, and instructions for controlling the actuator.

Still further, in accordance with the present invention, a method for controlling a vehicle having an
internal combustion engine including a variable geometry turbocharger is provided. The method comprises determining a current turbocharger geometry based on a turbocharger sensor output, determining a desired turbocharger geometry based on current engine conditions, determining an error signal, and controlling the actuator.

The advantages accruing to the present invention are numerous. For example, systems and methods of the present invention are capable of controlling a variable geometry turbocharger with such precision, that turbo boost pressure is accurately controllable over a wide range of engine speeds, loads, and operating modes.

The above objects and other objects, features, and advantages of the present invention are readily apparent from the following detailed description of the best mode for carrying out the invention when taken in connection with the accompanying drawings.

**Brief Description Of The Drawings**

FIGURE 1 is a schematic diagram of a system for controlling a vehicle having an internal combustion engine including a variable geometry turbocharger;

FIGURE 2 is a block diagram of a closed loop control system of the present invention which controls an actuator based on a turbocharger geometry error signal;

FIGURE 3 is a block diagram illustrating control logic for determining RPMPOS which is a first
component of desired turbocharger geometry in the normal operating mode;

FIGURE 4 is a block diagram illustrating control logic for determining TRQPOS which is a second component of desired turbocharger geometry in the normal operating mode;

FIGURE 5 is a block diagram illustrating a method of the present invention for controlling a variable geometry turbocharger;

FIGURE 6 is a block diagram illustrating a method of the present invention for determining desired turbocharger geometry when the engine is in the normal operating mode; and

FIGURE 7 is a flow chart illustrating a method of the present invention for determining the engine mode of operation and the corresponding turbocharger geometry, based on current engine conditions.

**Best Mode For Carrying Out The Invention**

Referring now to Figure 1, a system for controlling a vehicle is shown. The system, generally indicated by reference numeral 10, includes an internal combustion engine 12 having a plurality of cylinders, each fed by a fuel injector 14. In a preferred embodiment, engine 12 is a compression-ignition internal combustion engine, such as a four, six, eight, twelve, sixteen or twenty-four-cylinder diesel engine, or a diesel engine having any other desired number of cylinders. Fuel injectors 14 receive pressurized fuel from
a supply connected to one or more high or low pressure pumps (not shown) as is well known in the art. Alternatively, embodiments of the present invention may employ a plurality of unit pumps (not shown), each pump supplying fuel to one of the injectors 14.

The system 10 includes a variable geometry turbocharger 50 for drawing air into the cylinders to create increased power during combustion. Engine exhaust is routed to the turbocharger turbine inlets along lines 56. Air drawn into the engine air intake is routed through the compressors and to the engine through air inlet lines 58. It is to be understood that the single turbo turbocharging system is shown for purposes of illustration, and that systems and methods of the present invention may be employed in a multiple turbo turbocharging system.

The system 10 may also include various sensors 20 for generating signals indicative of corresponding operational conditions or parameters of engine 12, the vehicle transmission (not shown), turbocharger 50, and other vehicular components. Sensors 20 are in electrical communication with a controller 22 via input ports 24. Controller 22 preferably includes a microprocessor 26 in communication with various computer readable storage media 28 via data and control bus 30. Computer readable storage media 28 may include any of a number of known devices which function as a read-only memory (ROM) 32, random access memory (RAM) 34, keep-alive memory (KAM) 36, and the like. The computer readable storage media may be implemented by any of a number of known physical devices capable of storing information representing instructions executable via a computer such as
controller 22. Known devices may include, but are not limited to, PROM, EPROM, EEPROM, flash memory, and the like in addition to magnetic, optical, and combination media capable of temporary or permanent data storage.

Computer readable storage media 28 implement control logic via software, firmware, hardware, microcode, and/or discrete or integrated circuitry to effect control of various systems and subsystems of the vehicle, such as engine 12, a vehicle transmission (not shown), turbocharger 50, and the like. Controller 22 receives signals from sensors 20 via input ports 24 and generates output signals which may be provided to various actuators and/or components via output ports 38. Signals may also be provided to a display device 40 which includes various indicators such as lights 42 to communicate information relative to system operation to the operator of the vehicle.

A data, diagnostics, and programming interface 44 may also be selectively connected to controller 22 via a plug 46 to exchange various information there-between. Interface 44 may be used to change values within the computer readable storage media 28, such as configuration settings, calibration variables, fault threshold values, action threshold values, control logic, look-up table values, and the like.

In operation, controller 22 receives signals from sensors 20 and executes control logic to control one or more variable geometry turbochargers by controlling an actuator capable of changing the current turbocharger geometry so as to track the desired turbocharger geometry. The desired turbocharger geometry is deter-
mined based on any number of engine conditions and/or parameters indicative of engine conditions. For example, an engine speed parameter indicative of engine speed, a filtered rate of change of the engine speed parameter, an engine torque parameter indicative of current engine torque demand, and/or a rate of change of the engine torque parameter may be used as a basis for the desired turbocharger geometry. Further, other engine conditions and/or parameters indicative of such conditions may be used as desired. In a preferred embodiment, controller 22 is the DDEC controller available from Detroit Diesel Corporation, Detroit, Michigan. Various other features of this controller are described in detail in U.S. Patent Nos. 5,477,827 and 5,445,128, the disclosures of which are hereby incorporated by reference in their entirety.

With continuing reference to Figure 1, a logic controller, such as microprocessor 26, controls the signals sent to the fuel injectors 14. Microprocessor 26 determines a provisional engine torque demand based on operator demand and current operating conditions. The provisional engine torque may be subject to adjustments for cylinder balancing and/or other adjustments to determine an applied engine torque demand, as desired. The signals sent to fuel injectors 14 are then based on the applied engine torque demand. In variable geometry turbocharging system 50, microprocessor 26 determines the turbocharger system mode of operation, such as normal mode, start mode, idle mode, or engine braking mode, based on the current engine operating conditions. The desired turbocharger geometry is preferably determined from look-up tables corresponding to the current engine mode of operation, and indexed by an engine speed
parameter and engine torque parameter as will be described.

As will be appreciated by one of ordinary skill in the art, the control logic may be implemented or effected in any one or combination of a variety of control logic methodologies. The various functions are preferably effected by a programmed microprocessor, such as the DDEC controller, but may include one or more functions implemented by dedicated electric, electronic, or integrated circuits. As will also be appreciated, the control logic may be implemented using any one of a number of known programming and processing techniques or strategies and is not limited to the order or sequence illustrated here for convenience. For example, interrupt or event driven processing is typically employed in real-time control applications, such as control of a vehicle engine or transmission. Likewise, parallel processing or multi-tasking systems and methods may be used to accomplish the objects, features, and advantages of the present invention. The present invention is independent of the particular programming language, operating system, or processor used to implement the control logic illustrated.

Referring to Figure 2, a closed loop control system 60 for controlling a vehicle having an internal combustion engine including a variable geometry turbocharger 64 is illustrated. The control system 60 is implemented via control logic, a plurality of engine sensors having outputs indicative of current engine conditions, and a turbocharger sensor having an output indicative of current turbocharger geometry. Variable geometry turbocharger 64 includes a controllable actua-
tor for varying the turbocharger geometry. The turbocharger geometry sensor may be implemented in a variety of ways, and is preferably a cylinder integrated position sensor. The cylinder is actuable to change the turbocharger geometry by extension or retraction of the piston within the cylinder to effectively adjust the position of a cascade of turbine inlet vanes. Alternatively, the extension or retraction of the piston within the cylinder may effectively adjust the position of a moveable side wall. Known sensors for in-cylinder applications include the linear variable inductance transducer (LVIT) and the linear resistive transducer (LRT). The cylinder is preferably actuated by a fluid source which is controlled by a valve 66. It is to be appreciated that other types of actuator/sensor arrangements may be contemplated.

The valve 66 is connected to a suitable fluid source and is electronically actuable to change the geometry of the turbocharger by moving the piston within the cylinder. The position of the piston with respect to the cylinder determines the turbocharger geometry. The in-cylinder sensor is capable of sensing the piston position which is indicative of current turbocharger geometry.

The closed loop control system 60 includes control logic 62 for determining a desired turbocharger geometry based on the current engine conditions. The closed loop control system 60 further includes control logic for determining a current turbocharger geometry, for example, by processing the output of the in-cylinder position sensor of variable geometry turbocharger 64. Control logic 66 determines an error signal by comparing
the current turbocharger geometry to the desired turbocharger geometry. Control logic 54 controls the actuator such as valve 66, based on the error signal to change the current turbocharger geometry so as to track the desired turbocharger geometry.

Control logic 54 preferably includes control logic 68 for determining an action signal. The action signal is equal to zero whenever the magnitude of the error signal has not exceeded an action threshold value. When the error signal magnitude exceeds the action threshold value, control logic 68 limits the action signal between a maximum positive step and a maximum negative step. Preferably, the action threshold has some hysteresis to prevent action signal toggling. Further, the positive and negative threshold values need not be the same; and, the amount of hysteresis at each threshold may vary. The action signal is limited by control logic 68 to prevent an excessive response from control logic 70.

Control logic 70 determines at least one control term, and is preferably a proportional, integral, derivative controller. Control logic 70 determines a modulated signal based on its control terms and the action signal. Preferably, control logic 70 cooperates with control logic 72 to determine a pulse width modulated signal. The actuator such as valve 66 is configured for being driven by such a pulse width modulated signal; and, control logic 72 applies the modulated signal to the input of the actuator. It is to be appreciated that pulse width modulation is preferred for a digital control type system; however, other
modulation schemes are contemplated such as an amplitude modulated analog signal.

Current turbocharger geometry is monitored by the turbocharger sensor and compared to the desired turbocharger geometry as determined by control logic 62. When the engine is operating in a normal operating mode, RPMPOS logic 74 and TRQPOS logic 76 are used to determine the desired turbocharger geometry. Preferably, a summer 78 adds first and second components of the desired turbocharger geometry from RPMPOS logic 74 and TRQPOS logic 76, respectively. The engine may have other modes of operation such as a start mode in which desired turbocharger geometry is determined by start mode logic 80, and idle mode in which desired turbocharger geometry is determined from idle mode logic 82, and a braking mode (during engine braking) in which desired turbocharger geometry is determined by braking mode logic 84. It is to be appreciated that, in accordance with the present invention, that desired turbocharger geometry as determined in any one of a number of ways by control logic 62, is compared to the current turbocharger geometry as determined from the turbocharger sensor output. The error signal is processed to determine a modulated signal for driving the actuator. The above-described control system 62 provides a closed loop feedback control system in which the loop is closed around turbocharger geometry.

The controller determines an engine operating mode from the group consisting of a normal mode and at least one special mode, such as a start mode, an idle mode, or a braking mode. As best shown in Figure 3, RPMPOS logic 74 determines a desired turbocharger
geometry when the engine operating mode is the normal mode. Control logic 74 includes steady state logic 92 and transient logic 94. Further, control logic 74 receives a plurality of inputs which preferably include an engine speed parameter 96, a torque demand parameter 98, and an RATP input 100. RATP is indicative of the magnitude of engine speed rate of change. The output 102 of control logic 74 is RPMPOS.

When torque parameter 98 has not exceeded an engine torque demand limit with hysteresis, and engine speed parameter 96 has not exceeded an engine speed limit with hysteresis, RPMPOS is selected as either the output of steady state logic 92 or the output of transient logic 94 based on the RATP input 100. When RATP has not exceeded a RATP threshold with hysteresis, RPMPOS is the output of transient logic 94. When RATP has exceeded the RATP threshold with hysteresis, RPMPOS is the output of steady state logic 92.

Because of the immediate shift between the steady state logic output and the transient logic output based on the value of RATP, much fuel economy may be provided while speeding up reaction to transients in engine speed. When either the desired torque has exceeded the engine torque demand limit or the engine speed has exceeded the engine speed limit, RATP is used directly to provide a less aggressive, gradual transition between steady state logic 92 and transient logic 94 when determining RPMPOS. When desired torque has exceeded the torque limit or engine speed has exceeded the speed limit, RATP is preferably scaled to a value between zero and one, and used to appropriately weight the outputs of steady state logic 92 and transient logic.
94 to provide a weighted sum at the RPMPOS output 102. It is to be appreciated that other gradual transition approached may be employed in combination or in the alternative.

Referring to Figure 4, control logic for determining desired turbocharger geometry when the engine operating mode is in normal mode further includes TRQPOS logic 76. TRQPOS logic 76 includes torque logic 112, and receives delta torque input 114 which is the rate of change of the engine torque parameter. TRQPOS logic 76 also receives engine speed parameter 118. Delta torque 114 is processed by filter 116 to determine a filtered rate of change of the engine torque parameter. Filter 116 filters the rate of change of engine torque parameter using a predetermined time constant whenever the rate of change of the engine torque parameter has moved toward zero from either a positive or a negative value. Movement of the rate of change of the engine torque parameter away from zero in either the positive direction, or in the negative direction when the rate of change of engine torque is negative, is preferably unfiltered to allow fast response to sudden high torque demands or sudden engine braking demands. Sudden movements of torque demand toward zero, such as would occur during gear shifting, are filtered with a time constant in anticipation of reapplication of the previous torque demand. Torque logic 112 then determines TRQPOS based on engine speed parameter 118 and the filtered rate of change of the engine torque parameter from filter 116. The TRQPOS output 120 is then summed with the RPMPOS output 102 (Figure 3) at summer 78 (Figure 2). TRQPOS provides a turbocharger geometry
offset to compensate RPMPOS for torque demand variations.

Referring to Figures 3 and 4, steady state logic 92, transient logic 94, and torque logic 112 are preferably implemented via look-up tables. Steady state logic 92 and transient logic 94 are preferably indexed by the engine speed parameter and the engine torque parameter; however, it is to be appreciated that other control schemes may be contemplated which employ other indices, or additional look-up tables such as a strong transient look-up table and a weak transient look-up table, etc. Further, torque logic 112 includes a look-up table which is indexed by filtered rate of change of the engine torque parameter and the engine speed parameter; however, other indices may alternatively be used if so desired. The values contained in the steady state logic, transient logic, and torque logic look-up tables and other look-up tables which may cooperate therewith, contain values having trends to produce desired engine performance results. The trends of the values contained in these look-up tables may vary depending on the desired engine performance such as, for example, maximum fuel economy, maximum performance, etc. Further, the look-up tables may be replaced with or cooperate with other types of models such as analytical functions or piecewise linear models, and other models known by those of ordinary skill in the art.

Referring to Figure 5, a method of the present invention for controlling a vehicle having an internal combustion engine including a variable geometry turbocharger is illustrated. At block 130, current turbocharger geometry is determined. The current turbocharger geometry is determined by control logic, such as
instructions executable by a computer. The current turbocharger geometry may be determined from any one of a variety of sensor configurations, and is preferably determined from the output of an in-cylinder position sensor located within the piston/cylinder type actuator. At block 132, desired turbocharger geometry for current engine conditions is determined. The desired turbocharger geometry may be determined in a variety of ways, and is preferably determined via the previously described look-up table scheme based on an engine speed parameter, a rate of change of the engine speed parameter, an engine torque parameter, and a rate of change of the engine torque parameter. However, it is to be appreciated that any engine conditions and/or engine parameters indicative of engine conditions may be used to determine the desired turbocharger geometry for the current engine conditions.

At block 134, an error signal is determined. The error signal is determined by comparing the current turbocharger geometry to the desired turbocharger geometry based on the current engine conditions. The current turbocharger geometry is indicated by the turbocharger sensor output, and the desired turbocharger geometry is represented as a desired sensor output. The current turbocharger sensor output is compared to the desired output to determine the error signal.

Preferably, the error signal is limited to determine an action signal; and further, the action signal is only determined when the error signal magnitude exceeds an action threshold value with hysteresis. The action threshold value with hysteresis, and the
limiter allow more aggressive controller gains while maintaining stability of the feedback controller.

At block 138, at least one control term is determined. The control terms may include, for example, a proportional term, an integral term, a derivative term, and are preferably implemented as a state space transfer function; however, an analog feedback control system or a combinational analog and digital system may be employed. At block 140, the control terms and action signal are processed to determine a modulated signal. The modulated signal is preferably a pulse width modulated signal for driving the actuator of the variable geometry turbocharger. At block 142, the modulated signal is applied to the actuator input to change the current turbocharger geometry so as to track the desired turbocharger geometry.

With reference to Figure 5, a preferred method of the present invention for determining desired turbocharger geometry is illustrated. At block 150, a filtered rate of change of the engine speed parameter is determined. When the engine is operating in the normal operating mode, block 152 determines desired turbocharger geometry at steady state engine speed. Further, block 154 determines desired turbocharger geometry at transient engine speed. At block 156, a provisional desired turbocharger geometry is determined based on the steady state and transient desired turbocharger geometries. When the engine speed parameter is greater than the engine speed limit or the engine torque parameter is greater than the engine torque demand limit, the provisional desired turbocharger geometry is a weighted sum of the steady state and transient desired geometries.
The weighting factors for each component, that is, the steady state component and transient component, are determined from RATP which is a filtered, limited, and scaled rate of change of the engine speed parameter. When the engine speed parameter is below the engine speed limit and the engine torque parameter is below the torque demand limit, the desired turbocharger geometry is selected as either the steady state geometry or the transient geometry based on the value of RATP.

It is to be appreciated that when the engine is not operating in the normal mode, that is, the engine is operating in start mode, idle mode, or engine braking mode, or any other special engine mode implemented in the control system, the desired turbocharger geometry may be determined by other methods such as a single look-up table for each special engine mode.

In a preferred embodiment when operating in the normal operating mode, a filtered rate of change of the engine torque parameter is determined at block 158. At block 160, a geometry offset is determined based on the filtered rate of change of the engine torque parameter. Preferably, the geometry offset is further based on the engine speed parameter. At block 160, desired turbocharger geometry for current engine conditions is determined based on the provisional desired turbocharger geometry and the geometry offset.

It is to be appreciated that the engine speed parameter and the engine torque parameter are preferred engine parameters for determining desired turbocharger geometries. Other engine parameters may be substituted for or may supplement the engine speed and torque
parameters, if so desired. Further, various other methods for determining desired turbocharger geometry based on engine conditions and parameters may be utilized in embodiments of the present invention.

Referring to Figure 7, a method of the present invention for determining the engine operating mode is illustrated. Beginning at start block 170, a check for engine start mode is performed at decision block 172. If the engine is in start mode, block 174 directs the controller to use start mode desired geometry, which is preferably implemented via a look-up table as previously described. At decision block 176, a controller checks to see if the engine is operating in idle mode. If the engine is operating in idle mode, the controller uses the idle mode desired turbocharger geometry look-up table, as indicated at block 178. At decision block 180, the controller checks to see if the engine is in engine braking mode. If it is determined that the engine is in engine braking mode, the braking mode desired turbocharger geometry look-up table is used, as indicated at block 182. If the engine is not operating in start mode, idle mode, or engine braking mode, the engine is then determined to be operating in normal mode. Normal mode desired geometry look-up tables are then used, as indicated at block 184.

It is to be appreciated that other operating modes may be substituted for those illustrated, or additional operating modes may be supplemented to those illustrated. Further, it is to be appreciated that the mode determination process may be implemented in a variety of ways, allowing for various ordering of the
decision blocks 172, 176, 180, or any other decision blocks.

It is to be understood that systems and methods of the present invention may control a vehicle having an internal combustion engine with a variable geometry turbocharger. The system and method of the present invention provide closed loop control based on an error signal determined from a current turbocharger geometry and a desired turbocharger geometry for current engine conditions.

While the best mode for carrying out the invention has been described in detail, those familiar with the art to which this invention relates will recognize various alternative designs and embodiments for practicing the invention as defined by the following claims.
What Is Claimed Is:

1. A system for controlling a vehicle having an internal combustion engine, a plurality of engine sensors having outputs indicative of current engine conditions, and a variable geometry turbocharger in which geometry is varied by a controllable actuator, the system comprising:
   a turbocharger sensor having an output indicative of a current turbocharger geometry;
   control logic for determining a desired turbocharger geometry based on the current engine conditions;
   control logic for determining an error signal by comparing the current turbocharger geometry to the desired turbocharger geometry; and
   control logic for controlling the actuator based on the error signal to change the current turbocharger geometry so as to track the desired turbocharger geometry.

2. The system of claim 1 wherein the control logic for controlling the actuator further comprises:
   control logic for determining at least one control term;
   control logic for determining a modulated signal based on the at least one control term and the error signal; and
   control logic for applying the modulated signal to an input of the actuator.

3. The system of claim 1 wherein the control logic for controlling the actuator further comprises:
control logic for determining an action signal based on the error signal, when error signal magnitude exceeds an action threshold value;
control logic for determining at least one control term;
control logic for determining a modulated signal based on the at least one control term and the action signal; and
control logic for applying the modulated signal to an input of the actuator.

4. The system of claim 1 wherein the control logic for determining a desired turbocharger geometry further comprises:
control logic for selecting an engine operating mode from the group consisting of a normal mode and at least one special mode based on the current engine conditions;
control logic for determining a desired turbocharger geometry when the engine operating mode is the normal mode; and
control logic for determining a desired turbocharger geometry when the engine operating mode is the at least one special mode.

5. The system of claim 4 wherein the control logic for determining a desired turbocharger geometry when the engine operating mode is the normal mode further comprises:
control logic for determining a filtered rate of change of a first engine parameter based on the current engine conditions;
control logic for determining a desired turbocharger geometry for steady state conditions of the first engine parameter;

control logic for determining a desired turbocharger geometry for transient conditions of the first engine parameter; and

c control logic for determining the desired turbocharger geometry based on the desired turbocharger geometry for steady state conditions of the first engine parameter, the desired turbocharger geometry for transient conditions of the first engine parameter, and the filtered rate of change of the first engine parameter.

6. The system of claim 5 wherein the control logic for determining the desired turbocharger geometry further comprises:

control logic for determining a filtered rate of change of a second engine parameter;

control logic for determining a geometry offset based on the filtered rate of change of the second engine parameter; and

c control logic for determining the desired turbocharger geometry based on the desired turbocharger geometry for steady state conditions of the first engine parameter, the desired turbocharger geometry for transient conditions of the first engine parameter, and the geometry offset.

7. An article of manufacture including a computer readable storage medium having information stored thereon representing instructions executable by a computer to control a vehicle having an internal combustion engine, a plurality of engine sensors indicative of current engine conditions, and a variable
geometry turbocharger in which geometry is varied by a controllable actuator, the computer readable storage medium further comprising:

- instructions for determining a current turbocharger geometry based on an output of a turbocharger sensor;

- instructions for determining a desired turbocharger geometry based on the current engine conditions;

- instructions for determining an error signal by comparing the current turbocharger geometry to the desired turbocharger geometry; and

- instructions for controlling the actuator based on the error signal to change the current turbocharger geometry so as to track the desired turbocharger geometry.

8. The article of manufacture of claim 7 wherein the instructions for controlling the actuator further comprise:

- instructions for determining at least one control term;

- instructions for determining a modulated signal based on the at least one control term and the error signal; and

- instructions for applying the modulated signal to an input of the actuator.

9. The article of manufacture of claim 7 wherein the instructions for controlling the actuator further comprise:

- instructions for determining an action signal based on the error signal, when error signal magnitude exceeds an action threshold value;
instructions for determining at least one control term;
instructions for determining a modulated signal based on the at least one control term and the action signal; and
instructions for applying the modulated signal to an input of the actuator.

10. The article of manufacture of claim 7 wherein the instructions for determining a desired turbocharger geometry further comprise:
instructions for selecting an engine operating mode from the group consisting of a normal mode and at least one special mode based on the current engine conditions;
instructions for determining a desired turbocharger geometry when the engine operating mode is the normal mode; and
instructions for determining a desired turbocharger geometry when the engine operating mode is the at least one special mode.

11. The article of manufacture of claim 10 wherein the instructions for determining a desired turbocharger geometry when the engine operating mode is the normal mode further comprise:
instructions for determining a filtered rate of change of a first engine parameter based on the current engine conditions;
instructions for determining a desired turbocharger geometry for steady state conditions of the first engine parameter;
instructions for determining a desired turbocharger geometry for transient conditions of the first engine parameter; and

instructions for determining the desired turbocharger geometry based on the desired turbocharger geometry for steady state conditions of the first engine parameter, the desired turbocharger geometry for transient conditions of the first engine parameter, and the filtered rate of the first engine parameter.

12. The article of manufacture of claim 11 wherein the instructions for determining the desired turbocharger geometry further comprise:

instructions for determining a filtered rate of change of a second engine parameter based on the current engine conditions;

instructions for determining a geometry offset based on the filtered rate of change of the second engine parameter; and

instructions for determining the desired turbocharger geometry based on the desired turbocharger geometry for steady state engine conditions of the first engine parameter, the desired turbocharger geometry for transient conditions of the first engine parameter, and the geometry offset.

13. A method for controlling a vehicle having an internal combustion engine, a plurality of engine sensors indicative of current engine conditions, and a variable geometry turbocharger in which geometry is varied by a controllable actuator, the method comprising:

determining a current turbocharger geometry based on an output of a turbocharger sensor;
determining a desired turbocharger geometry based on the current engine conditions;

determining an error signal by comparing the current turbocharger geometry to the desired turbocharger geometry; and

controlling the actuator based on the error signal to change the current turbocharger geometry so as to track the desired turbocharger geometry.

14. The method of claim 13 wherein controlling the actuator further comprises:

determining at least one control term;

determining a modulated signal based on the at least one control term and the error signal; and

applying the modulated signal to an input of the actuator.

15. The method of claim 13 wherein controlling the actuator further comprises:

determining an action signal based on the error signal, when error signal magnitude exceeds an action threshold value;

determining at least one control term;

determining a modulated signal based on the at least one control term and the action signal; and

applying the modulated signal to an input of the actuator.

16. The method of claim 13 wherein determining a desired turbocharger geometry further comprises:

selecting an engine operating mode from the group consisting of a normal mode and at least one special mode based on the current engine conditions;
determining a desired turbocharger geometry when the engine operating mode is the normal mode; and
determining a desired turbocharger geometry when the engine operating mode is the at least one special mode.

17. The method of claim 16 wherein determining a desired turbocharger geometry when the engine operating mode is the normal mode further comprises:
determining a filtered rate of change of a first engine parameter based on the current engine conditions;
determining a desired turbocharger geometry for steady state conditions of the first engine parameter;
determining a desired turbocharger geometry for transient conditions of the first engine parameter; and
determining the desired turbocharger geometry based on the desired turbocharger geometry for steady state conditions of the first engine parameter, the desired turbocharger geometry for transient conditions of the first engine parameter, and the filtered rate of change of the first engine parameter.

18. The method of claim 17 wherein determining the desired turbocharger geometry for current engine conditions further comprises:
determining a filtered rate of change of a second engine parameter;
determining a geometry offset based on the filtered rate of change of the second engine parameter; and
determining the desired turbocharger geometry based on the desired turbocharger geometry for steady state engine conditions of the first engine parameter, the desired turbocharger geometry for transient conditions of the first engine parameter, and the geometry offset.

19. A vehicular control system comprising:
an internal combustion engine having a plurality of cylinders;
a plurality of fuel injectors for supplying fuel to the plurality of cylinders;
a plurality of engine sensors having outputs indicative of current engine conditions;
a variable geometry turbocharger including a controllable actuator for varying the turbocharger geometry;
a turbocharger sensor having an output indicative of a current turbocharger geometry;
control logic for determining a desired turbocharger geometry based on the current engine conditions;
control logic for determining an error signal by comparing the current turbocharger geometry to the desired turbocharger geometry; and
control logic for controlling the actuator based on the error signal to change the current turbocharger geometry so as to track the desired turbocharger geometry.

20. A vehicular control system comprising:
an internal combustion engine having a plurality of cylinders;
a plurality of fuel injectors for supplying fuel to the plurality of cylinders;

a plurality of engine sensors having outputs indicative of current engine conditions;

a variable geometry turbocharger including a controllable actuator for varying the turbocharger geometry;

a turbocharger sensor having an output indicative of a current turbocharger geometry;

control logic for determining an engine speed parameter indicative of engine speed;

control logic for determining an engine torque parameter indicative of engine torque demand;

control logic for determining a desired turbocharger geometry based on the engine speed parameter and the engine torque parameter;

control logic for determining an error signal by comparing the current turbocharger geometry to the desired turbocharger geometry; and

control logic for controlling the actuator based on the error signal to change the current turbocharger geometry so as to track the desired turbocharger geometry.

21. The vehicular control system of claim 20 wherein the control logic for determining a desired turbocharger geometry further comprises:

control logic for determining a filtered rate of change of the engine speed parameter; and

control logic for determining a desired turbocharger geometry based on the engine speed parameter, the filtered rate of change of the engine speed parameter, and the engine torque parameter.
22. The vehicular control system of claim 20 wherein the control logic for determining a desired turbocharger geometry further comprises:
   control logic for determining a filtered rate of change of the engine torque parameter; and
   control logic for determining a desired turbocharger geometry based on the engine speed parameter, the engine torque parameter, and the filtered rate of change of the engine torque parameter.
Fig. 3

Fig. 4

Fig. 5

Determine current geometry

Determine desired geometry

Determine error signal

Determine action signal

Determine control terms

Determine modulated signal

Apply modulated signal to actuator input
**Fig. 6**

150 DETERMINE FILTERED RATE OF CHANGE OF ENGINE SPEED

152 DETERMINE FIRST DESIRED GEOMETRY COMPONENT

154 DETERMINE SECOND DESIRED GEOMETRY COMPONENT

156 DETERMINE PROVISIONAL DESIRED GEOMETRY

158 DETERMINE FILTERED RATE OF CHANGE OF ENGINE TORQUE

160 DETERMINE GEOMETRY OFFSET

162 DETERMINE DESIRED GEOMETRY

**Fig. 7**

170 START

172 NO

174 USE START MODE DESIRED GEOMETRY

176 NO

178 USE IDLE MODE DESIRED GEOMETRY

180 NO

182 USE BRAKING DESIRED GEOMETRY

184 USE NORMAL MODE DESIRED GEOMETRY

SUBSTITUTE SHEET (RULE 26)
## A. CLASSIFICATION OF SUBJECT MATTER

<table>
<thead>
<tr>
<th>IPC(6)</th>
<th>US CL</th>
<th>According to International Patent Classification (IPC) or to both national classification and IPC</th>
</tr>
</thead>
<tbody>
<tr>
<td>F02B 37/24</td>
<td>60/602</td>
<td></td>
</tr>
</tbody>
</table>

## B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

| U.S. | 60/600-603 |

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

## C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 4,779,423 A (SZCZUPAK) 25 October 1988, entire document.</td>
<td>1, 4, 7, 10, 13, 14, 16, 19</td>
</tr>
<tr>
<td>A</td>
<td>DE 30 05 108 A (WILL et al) 20 August 1981.</td>
<td>1-22</td>
</tr>
</tbody>
</table>

Form PCT/ISA/210 (second sheet)(July 1992)