An apparatus for manufacturing glass includes radially inner and outer flow channels physically separated from each other by a common wall that allows heat transfer to occur between molten glass flowing through the outer flow channel and molten glass flowing in the opposite direction through the inner flow channel.

FIG. 1
Designated States (unless otherwise indicated, for even-kind of regional protection available): ARIPO (BW, GH, — with international search report (Art. 21(3)))
GLASS MANUFACTURING APPARATUS AND RELATED PROCESSES

[0001] The present disclosure is directed to an apparatus for manufacturing glass and processes associated therewith, including various glass melting, refining, and/or heat conditioning processes.

Background and Summary of the Disclosure

[0002] Silica-based glass, such as soda-lime-silica glass, is prevalent in the manufacture of glass containers and other articles. Molten glass used to make such articles is conventionally prepared by melting a mixture of glass-forming materials known as a batch in a continuous tank furnace. The resulting molten glass typically contains an undesirable amount of gas bubbles which need to be removed. The process of removing gas bubbles from molten glass is commonly referred to as "refining," and typically involves maintaining the molten glass at a relatively high temperature for a sufficient duration to allow the gas bubbles in the molten glass to rise to a free surface thereof and escape. After the glass has been refined it is typically conditioned by reducing the temperature of the molten glass to a suitable temperature for use in downstream glass forming operations where the molten glass may be formed into glass containers and other products.

[0003] A general object of the present disclosure, in accordance with one aspect of the disclosure, is to provide a process for manufacturing glass in which excess heat applied to the molten glass during an upstream stage of the process is subsequently recovered in a downstream stage of the process. For example, excess heat applied to the molten glass during the melting and/or refining stages of the glass manufacturing process may be subsequently recovered from the molten glass during the conditioning stage and used to heat another stream of molten glass or to melt additional glass-forming materials. An apparatus is also provided that is configured to carry out such processes.
The present disclosure embodies a number of aspects that can be implemented separately from or in combination with each other.

An apparatus for manufacturing glass in accordance with an aspect of the disclosure includes: a first end and an opposite second end, an inlet for receiving molten glass, an outlet for discharging molten glass, a radially inner flow channel extending between the first and second ends, a radially outer flow channel in fluid communication with the inner flow channel, and an opening for receiving one or more solid glass-forming materials and for introducing the glass-forming materials into molten glass that is flowing within one of the inner or outer flow channels or between the inner and outer flow channels. The inner and outer flow channels are physically separated from each other by a common wall that is configured to allow heat transfer to occur between molten glass flowing through the inner flow channel and molten glass flowing in the opposite direction through the outer flow channel.

In accordance with an aspect of the disclosure, there is provided a process for manufacturing glass including: (a) providing a glass precursor composition, (b) heating the glass precursor composition to a first temperature as the precursor composition flows through a first flow channel in a first direction, (c) removing gas bubbles from the glass precursor composition, (d) flowing the glass precursor composition from the first flow channel into a second flow channel, (e) introducing one or more glass-forming materials into the glass precursor composition to form a final glass composition having a second temperature lower than the first temperature, and (f) flowing the final glass composition through a second flow channel in a second direction opposite the first direction. The one or more glass-forming materials are introduced into the glass precursor composition in step (e) such that excess heat is transferred from the glass precursor composition to the one or more glass-forming materials to dissolve the one or more glass-forming materials...
into the glass precursor composition and form the final glass composition. When the final glass composition flows through the second flow channel in step (f), heat is transferred by conduction through a common wall physically separating the first and second flow channels from each other and countercurrent heat exchange occurs between the glass compositions flowing in opposite directions through the first and second flow channels.

[0007] In accordance with an aspect of the disclosure, there is provided a process for manufacturing glass including: (a) providing a plurality of solid glass batch materials in amounts according to a final desired glass batch composition, (b) heating at least a portion of the plurality of solid glass batch materials as the materials flow through a first flow channel in a first direction to produce molten glass, (c) flowing the molten glass from the first flow channel into a second flow channel, and (d) flowing the molten glass through the second flow channel in a second direction opposite the first direction. Heat is transferred by conduction through a common wall radially separating the first and second flow channels from each other and countercurrent heat exchange occurs between the glass batch materials and the molten glass flowing in opposite directions through the first and second flow channels.

[0008] In accordance with an aspect of the disclosure, there is provided a process for manufacturing glass including: (a) flowing unrefined molten glass through a first flow channel in a first direction, (b) heating the unrefined molten glass to a first temperature as the molten glass flows through the first flow channel, (c) removing gas bubbles from the unrefined molten glass to produce refined molten glass, and (d) flowing the refined molten glass through a second flow channel in a second direction opposite the first direction. When the refined molten glass flows through the second flow channel in step (d), heat is transferred by conduction through a common wall radially separating the first and second flow channels from each other and countercurrent heat
exchange occurs between the molten glass flowing in opposite directions through the first and second flow channels.

**Brief Description of the Drawings**

[0009] The disclosure, together with additional objects, features, advantages and aspects thereof, will be best understood from the following description, the appended claims and the accompanying drawing(s), in which:

[0010] FIG. 1 is a schematic illustration of a side sectional view of an apparatus for manufacturing glass in accordance with an illustrative embodiment of the present disclosure.

**Detailed Description**

[0011] FIG. 1 illustrates an apparatus for manufacturing glass in accordance an illustrative embodiment of the present disclosure. In some embodiments, the apparatus 10 may be used in the manufacture of various silica-based glass compositions, including, for example, soda-lime-silica glass. A conventional soda-lime-silica glass composition may include 60-75 wt.% $\text{SiO}_2$, 7-15 wt.% $\text{Na}_2\text{O}$, 6-12 wt.% $\text{CaO}$, and less than 5 wt.% other minor ingredients. More specifically, a conventional soda-lime-silica glass composition may include: 70-75 wt.% $\text{SiO}_2$, 12-14 wt.% $\text{Na}_2\text{O}$, 10-12 wt.% $\text{CaO}$, 0.1-3 wt.% $\text{Al}_2\text{O}_3$, 0-2 wt.% $\text{MgO}$, 0-2 wt.% $\text{K}_2\text{O}$, and less than 1.0 wt.% other minor ingredients.

[0012] The apparatus 10 has first and second ends, and a longitudinal axis $A$ extending from the first end to the second end thereof. Radially inner and outer flow channels 12, 14 extend along the longitudinal axis $A$ and are defined by a radially inner common wall 16 and a radially outer wall 17. Each of the inner and outer walls 16, 17 has an interior surface and an exterior surface, with the exterior surface of the common wall 16 facing the interior surface of the outer wall 17.
The common wall 16 radially separates the inner and outer flow channels 12, 14 from each other and allows heat transfer to occur between molten glass flowing through the inner flow channel 12 and molten glass flowing in the opposite direction through the outer flow channel 14. In the embodiment illustrated in FIG. 1, a communication chamber or passageway 18 fluidly connects the inner and outer flow channels 12, 14 to each other so that molten glass can flow therebetween. In other embodiments, fluid communication may be established between the inner and outer flow channels 12, 14 by direct connection of the inner flow channel 12 to the outer flow channel 14, or by any other suitable type of direct or indirect connection.

The longitudinal axis A of the apparatus 10 illustrated in FIG. 1 is oriented in a generally vertical direction. However, in other embodiments, the longitudinal axis A of the apparatus 10 may be inclined at a non-zero angle relative to a vertical axis. In some embodiments, the longitudinal axis A of the apparatus 10 may be oriented in a generally horizontal direction.

The inner and outer flow channels 12, 14 may be concentric, with the outer flow channel 14 concentrically surrounding the inner flow channel 12. In such case, the inner and outer flow channels 12, 14 may have central longitudinal axes that are substantially coaxial with each other. The central longitudinal axes of the inner and outer flow channels 12, 14, however, may or may not be coaxial with the longitudinal axis A of the apparatus 10.

The outer flow channel 14 has an upper end, a lower end, an inlet 20 adjacent to its lower end for receiving molten glass, and an outlet 22 adjacent to its upper end for discharging molten glass therefrom. In addition, the inner flow channel 12 has an upper end, a lower end, an inlet 24 adjacent to its upper end for receiving molten glass from the outer flow channel 14 via the passageway 18, and an outlet 26 adjacent to its lower end for discharging molten glass therefrom. As such, the inner and outer flow channels 12, 14 are fluidly connected to each other at their upper
ends via the passageway 18, with the outlet 22 of the outer flow channel 14 being in fluid communication with the inlet 24 of the inner flow channel 12. A supply vessel 28 may be located at the lower end of the outer flow channel 14, for supplying molten glass to the outer flow channel 14, and a distribution vessel 30 may be located at the lower end of inner flow channel 12 for receiving molten glass from the inner flow channel 12 and for distributing the molten glass to a downstream process step. The molten glass received at the inlet 20 of the outer flow channel 14 may have a glass composition that is the same as or different from the final desired glass composition.

In operation, molten glass is received at the inlet 20 of the outer flow channel 14 and is flowed up the outer flow channel 14 toward the outlet 22. Thereafter, the molten glass is transferred from the outlet 22 of the outer flow channel 14 to the inlet 24 of the inner flow channel 12 via the passageway 18. The molten glass received at the inlet 24 of the inner flow channel 12 gradually descends from the upper end to the lower end of the inner flow channel 12 and is discharged therefrom via the outlet 26.

A heater 32 is used to heat the molten glass as it flows from the inlet 20 to the outlet 22 of the outer flow channel 14 and also may be used to heat the molten glass flowing through the passageway 18. In the embodiment illustrated in FIG. 1, the heater 32 comprises an induction coil and is used to inductively heat the molten glass as it flows from the inlet 20 to the outlet 22 of the outer flow channel 14. However, in other embodiments, the molten glass may be heated, e.g., by electric resistance, heat of combustion, or by any other suitable means. Also, the molten glass may be heated directly or indirectly by thermal conduction or convection, for example, by heating the apparatus 10.
In some embodiments, unrefined molten glass containing an undesirable amount of gas bubbles is received at the inlet 20 of the outer flow channel 14, and refined molten glass is discharged from the outlet 26 of the inner flow channel 12. The unrefined molten glass is heated as it flows from the lower end to the upper end of the outer flow channel 14 to promote the release of gas bubbles therefrom. Gas bubbles are released from the molten glass as it passes through the passageway 18 and flows from the outer flow channel 14 to the inner flow channel 12.

The unrefined molten glass may be heated within the outer flow channel 14 such that the temperature of the molten glass is relatively high at the upper end of the outer flow channel 14, as compared to the temperature of the molten glass at the lower end of the outer flow channel 14. For example, the molten glass received at the inlet 20 of the outer flow channel 14 may have a temperature in the range of 740 degrees Celsius to 1500 degrees Celsius, including all ranges and subranges therebetween. The molten glass may be heated as it flows from the lower end to the upper end of the outer flow channel 14 so that it has a temperature in the range of 1050 degrees Celsius to 1800 degrees Celsius, including all ranges and subranges therebetween, by the time it reaches the outlet 22 of the outer flow channel 14. The desired temperature of the molten glass at the inlet 20 and the outlet 22 of the outer flow channel 14 may depend, for example, on the composition of the molten glass. The molten glass at the outlet 22 of the outer flow channel 14 may be "superheated," meaning that the molten glass may be at a high enough temperature for its viscosity to be reduced to a sufficiently low level so that gas bubbles within the molten glass may more rapidly rise through the molten glass and escape. In one specific example, the molten glass may be superheated to a temperature above 1550 degrees Celsius by the time it reaches the outlet 22 of the outer flow channel 14.
A vacuum pump and evacuation system 34 may be coupled to the passageway 18 and/or to the outlet 22 of the outer flow channel 14 to create a sub-atmospheric pressure environment within the passageway 18 and/or within the upper end of the outer flow channel 14, which may encourage gas bubble release from the molten glass. Also, the vacuum pump and evacuation system 34 may create a pressure differential between the inlet 20 and the outlet 22 of the outer flow channel 14, which may encourage molten glass to flow from the inlet 20 to the outlet 22 of the outer flow channel 14. In some other embodiments, a pressure differential may be established between the inlet 20 and the outlet 22 of the outer flow channel 14 by creating a relatively high pressure environment within the supply vessel 28. In other embodiments, the pressure at the inlet 20 and the outlet 22 of the outer flow channel 14 may be substantially equal.

The apparatus 10 is configured so that countercurrent heat exchange can occur between the molten glass flowing through the outer flow channel 14 and the molten glass flowing in the opposite direction through the inner flow channel 12. In particular, the common wall 16 between the inner and outer flow channels 12, 14 is constructed so that heat from the molten glass flowing through one of the channels 12, 14 may be transferred by conduction through the common wall 16 to the molten glass flowing in the opposite direction through the other flow channel 12, 14.

For example, heat from the molten glass flowing through the outer channel 14 may be transferred by conduction through the common wall 16 to the molten glass flowing in the opposite direction through the inner flow channel 12. Such heat transfer allows for at least a portion of the excess heat (or energy) that was applied to the molten glass flowing through the outer flow channel 14 to be recovered or reclaimed by using it to heat the molten glass flowing through the inner flow channel 12.
The common wall 16 separating the inner and outer flow channels 12, 14 may be made from any suitable material that allows countercurrent heat exchange to occur between the molten glass flowing through the inner and outer flow channels 12, 14. For example, the common wall 16 may be made of any suitable refractory material that is thermally conductive and capable of withstanding the high temperature, corrosive environments typically encountered in glass melting furnaces. Examples of some suitable refractory materials include molybdenum, tungsten, platinum, iridium, alloys of molybdenum, tungsten, platinum or iridium, and carbides of tungsten and silicon. A suitable thickness for the common wall 16 may be in the range of 1 mm to 30 mm, including all ranges and subranges therebetween. In some embodiments, the common wall 16 may be removably coupled to the rest of the apparatus 10 for easy assembly and/or inspection thereof. In some embodiments, the apparatus 10 may be run under reducing or inert conditions to help reduce or prevent corrosion and/or erosion of the common wall 16 when in contact with oxidizing compounds.

In some embodiments, a molten glass precursor composition may be supplied to the apparatus 10 at the lower end of the outer flow channel 14 via the supply vessel 28 and one or more glass-forming materials may be introduced into the glass precursor composition as it flows from the outer flow channel 14, through the passageway 18, and/or into the inner flow channel 12 to produce a final glass composition at the outlet 26 of the inner flow channel 12. As shown in FIG. 1, the passageway 18 at the upper ends of the inner and outer flow channels 12, 14 may include an opening 36 through which one or more glass-forming materials are received from a hopper 38 and introduced into the glass precursor composition to form a mixture. The hopper 38 may be located above the passageway 18 and above the upper ends of the inner and outer flow channels 12, 14 so that the one or more glass-forming materials can fall by gravity from the hopper.
38, through the opening 36, and into the glass precursor composition. A stirrer 40 may be located in the inner flow channel 12, and optionally in the passageway 18, to help mix the one or more glass-forming materials into the glass precursor composition to produce a substantially homogenous glass composition.

[0026] The one or more glass-forming materials may have substantially the same composition as the glass precursor composition. In such case, the one or more glass-forming materials may be melted into the glass precursor composition to form a final glass composition that has substantially the same composition as that of the glass precursor composition. In other embodiments, the composition of the one or more glass-forming materials may be somewhat different from the glass precursor composition. In such case, the one or more glass-forming materials may be melted and homogenized with the glass precursor composition to form a final glass composition that has a different composition than the glass precursor composition. For example, the glass precursor composition received at the inlet 20 of the outer flow channel 14 may contain a relatively low amount of silica (SiO$_2$) and the one or more glass-forming materials may contain a relatively high amount of silica (SiO$_2$), as compared to the amount of silica in the final glass composition. In one specific example, the glass precursor composition received at the inlet 20 of the outer flow channel 14 may contain between 0 wt. % and 60 wt. % silica (SiO$_2$), including all ranges and subranges therebetween.

[0027] The one or more glass-forming materials may comprise any material or combination of materials that can be incorporated into the glass precursor composition to form a final glass composition. For example, the one or more glass-forming materials may include sand, cullet (recycled glass), or a mixture thereof. A presently preferred glass-forming material may be a silica-containing material that contains between 50 wt. % and 100 wt. % silica (SiO$_2$), including
all ranges and subranges therebetween. Such a material may be formed from a mixture of 10-80 wt. % sand and 20-90 wt. % cullet, including all ranges and subranges therebetween. The one or more glass-forming materials may be introduced into the glass precursor composition in any suitable solid or liquid form. In some embodiments, the one or more glass-forming materials may be introduced into the glass precursor composition in the form of a powder having a mean particle diameter in the range of 1 micron to 10 cm.

The one or more glass-forming materials may be introduced into the glass precursor composition at a relatively low temperature, as compared to the temperature of the glass precursor composition itself. For example, the one or more glass-forming materials may be in solid form and may be at a temperature in the range of 20 degrees Celsius to 400 degrees Celsius, including all ranges and subranges therebetween, when such materials are introduced into the molten glass precursor composition. In such case, when the one or more glass-forming materials are introduced into the glass precursor composition, heat from the molten glass precursor composition will necessarily be transferred to the solid glass-forming materials. Such heat transfer will necessarily lower the temperature of the glass precursor composition and will preferably melt and dissolve the glass-forming materials into the glass precursor composition. In addition, such heat transfer between the glass precursor composition and the one or more glass-forming materials allows for an additional portion of the excess heat that was applied to the glass precursor composition in an upstream stage of the process to be recovered or reclaimed. Such heat transfer also may help condition the glass, for example, by lowering the temperature of the molten glass to a suitable temperature for use in downstream glass forming operations, e.g., about 1000 degrees Celsius to about 1250 degrees Celsius, including all ranges and subranges therebetween.
The one or more solid glass-forming materials may gradually melt and dissolve into the molten glass precursor composition as the mixture descends from the upper end to the lower end of the inner flow channel 12 to produce a substantially homogenous final glass composition at the outlet 26 of the inner flow channel 12. However, the specific point between the upper end and the lower end of the inner flow channel 12 at which a substantially homogenous glass composition is achieved may vary, for example, depending upon the amount of glass-forming materials that are introduced into the glass precursor composition and the temperature of the glass precursor composition, as well as the temperature of the glass-forming materials themselves. The length of the inner flow channel 12 may be selected to ensure sufficient interaction time occurs between the glass-forming materials and the glass precursor composition so that a substantially homogenous molten glass composition is achieved at the outlet 26 of the inner flow channel 12. In addition, the length of the inner flow channel 12 may be tailored to accommodate a desired pressure differential between the inlet 20 and the outlet 22 of the outer flow channel 14. A suitable length for the inner flow channel 12, measured from the inlet 24 to the outlet 26 thereof, may be in the range of 4.2 meters to 1.1 meters, including all ranges and subranges therebetween.

In some embodiments, solid glass forming materials (or glass batch materials) may be received at the inlet 20 of the outer flow channel 14 and molten glass having a final desired glass composition may be discharged from the outlet 26 of the inner flow channel 12. In such case, the solid glass batch materials may be heated as they are transferred through the outer flow channel 14, from the first end to a second or upper end of the outer flow channel 14. The glass batch materials may be heated as they are transferred through the outer flow channel 14 to initiate various chemical reactions and/or to initiate melting of the glass batch materials. For example, the glass batch materials may be heated as they are transferred through the outer flow channel 14 to initiate
certain decomposition reactions, which may result in the production of one or more gaseous reaction products, e.g., carbon dioxide (CO2).

The solid glass batch materials received at the inlet 20 of the outer flow channel 14 may include substantially all of the materials needed to produce the final desired glass composition. In such case, the solid glass batch materials may be heated as they are transferred through the outer flow channel 14 to melt the glass batch materials and produce a flow of molten glass at the outlet 22 of the outer flow channel 14. Thereafter, the as-produced molten glass may flow from the outer flow channel 14, through the passageway 18, and into the inner flow channel 12 via the inlet 24. Heat may be continuously transferred through the common wall 16 between the glass batch materials passing through the outer flow channel 14 and the molten glass flowing in the opposite direction through the inner flow channel 12.

In some cases, the solid glass batch materials received at the inlet 20 of the outer flow channel 14 may only include a portion of the materials needed to produce the final desired glass composition. For example, a first portion of the materials needed to produce the final desired glass composition may be received at the inlet 20 of the outer flow channel 14, and a second portion of the materials needed to produce the final desired glass composition may be supplied to the passageway 18 via the opening 36. In such case, the first portion of the materials may be heated as the first portion is transferred through the outer flow channel 14 to melt the first portion and produce a glass precursor composition at the outlet 22 of the outer flow channel 14. The glass precursor composition may flow from the outer flow channel 14, through the passageway 18, and into the inner flow channel 12, and the second portion of the materials may be introduced into the glass precursor composition as it flows from the outer flow channel 14, through the passageway 18, and/or into the inner flow channel 12 to produce a final glass composition at the outlet 26 of...
the inner flow channel 12. Heat may be continuously transferred through the common wall 16 between the glass batch materials passing through the outer flow channel 14 and the molten glass flowing in the opposite direction through the inner flow channel 12.

[0033] There thus has been disclosed an apparatus and a process for melting, refining and heat conditioning glass, that fully satisfies one or more of the objects and aims previously set forth. The disclosure has been presented in conjunction with several illustrative embodiments, and additional modifications and variations have been discussed. Other modifications and variations readily will suggest themselves to persons of ordinary skill in the art in view of the foregoing discussion. In addition, the subject matter of each of the embodiments is hereby incorporated by reference into each of the other embodiments, for expedience. The disclosure is intended to embrace all such modifications and variations as fall within the spirit and broad scope of the appended claims.
Claims

1. An apparatus (10) for manufacturing glass including:
   a first end;
   a second end opposite said first end;
   an inlet (20) located at said first end for receiving molten glass;
   an outlet (26) located at said first end for discharging molten glass;
   a radially inner flow channel (12) extending between said first and second ends;
   a radially outer flow channel (14) in fluid communication with said inner flow channel; and
   an opening (36) to receive one or more solid glass-forming materials and to introduce the glass-forming materials into at least one of said inner and outer flow channels or into a passageway (18) fluidly connecting said inner and outer flow channels to each other;
   wherein said inner and outer flow channels are radially separated from each other by a common wall (16) that is configured to allow heat transfer to occur between molten glass flowing through said outer flow channel and molten glass flowing in the opposite direction through said inner flow channel.

2. The apparatus set forth in claim 1 wherein said radially inner and outer flow channels are concentric and are fluidly connected to each other at said second end of said apparatus.
The apparatus set forth in claim 1 wherein said opening is located at said second end of said apparatus, opposite said inlet and said outlet.

The apparatus set forth in claim 1 including a stirrer (40) to stir molten glass flowing through said inner flow channel, said outer flow channel, or both said inner and outer flow channels.

The apparatus set forth in claim 1 including a heater (32) to heat molten glass flowing through said inner flow channel, said outer flow channel, said passageway, or a combination thereof.

The apparatus set forth in claim 1 including a supply vessel (28) in fluid communication with said inlet of said radially outer flow channel and a distribution vessel in fluid communication with said outlet of said radially inner flow channel.

The apparatus set forth in claim 1 including a vacuum pump and evacuation system (34) to establish a pressure differential across said radially inner flow channel, said radially outer flow channel, or both said radially inner and outer flow channels.
8.

The apparatus set forth in claim 10 wherein said vacuum pump and evacuation system is in fluid communication with said passageway.

9.

The apparatus set forth in claim 1 including a hopper (38) to supply one or more glass-forming materials to said opening.
10.

A process for manufacturing glass including:

(a) providing a molten glass precursor composition;

(b) heating the glass precursor composition to a first temperature as the precursor composition flows through a first flow channel in a first direction;

(c) flowing the glass precursor composition from the first flow channel into a second flow channel;

(d) introducing one or more solid glass-forming materials into the glass precursor composition such that excess heat is transferred from the glass precursor composition to the one or more solid glass-forming materials into the glass precursor composition and form a final glass composition having a second temperature lower than the first temperature; and

(e) flowing the final glass composition through the second flow channel in a second direction opposite the first direction such that heat is transferred by conduction through a common wall radially separating the first and second flow channels from each other and countercurrent heat exchange occurs between the glass compositions flowing in opposite directions through the first and second flow channels.

11.

The process set forth in claim 10 including establishing a pressure differential between an inlet and an outlet of the first flow channel such that the glass precursor composition flows through the first flow channel from the inlet to the outlet thereof.
12. The process set forth in claim 10 wherein the glass precursor composition is heated in step (b) to a temperature above 1550 degrees Celsius.

13. The process set forth in claim 10 wherein the one or more glass-forming materials introduced into the glass precursor composition in step (d) comprise one or more silica-containing materials.

14. The process set forth in claim 10 wherein the first and second flow channels comprise concentric outer and inner flow channels, respectively, with the first flow channel concentrically surrounding at least a portion of the second flow channel.

15. The process set forth in claim 10 wherein the final glass composition is cooled in steps (d) and (e) to a temperature in the range of 1000 degrees Celsius to 1250 degrees Celsius.

16. The process set forth in claim 10 including removing gas bubbles from the glass precursor composition.
17.

A process for manufacturing glass including:

(a) providing a plurality of solid glass batch materials in amounts according to a final desired glass batch composition;

(b) heating at least a portion of the plurality of solid glass batch materials as the materials flow through a first flow channel in a first direction to produce molten glass;

(c) flowing the molten glass from the first flow channel into a second flow channel; and

(d) flowing the molten glass through the second flow channel in a second direction opposite the first direction such that heat is transferred by conduction through a common wall radially separating the first and second flow channels from each other and countercurrent heat exchange occurs between the glass batch materials and the molten glass flowing in opposite directions through the first and second flow channels.

18.

The process set forth in claim 17 including removing gas bubbles from the molten glass.

19.

The process set forth in claim 17 wherein step (b) includes heating a first portion of the plurality of solid glass batch materials as the materials flow through the first flow channel to produce a molten glass precursor composition.
20.

The process set forth in claim 19 including introducing a second portion of the plurality of solid glass batch materials into the molten glass precursor composition such that excess heat is transferred from the molten glass precursor composition to the solid glass batch materials to dissolve the glass batch materials into the molten glass precursor composition and produce a final glass composition.
A. CLASSIFICATION OF SUBJECT MATTER
INV. C03B5/02 C03B5/173 C03B5/187 C03B5/225

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
C03B

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
EPO-Internal, WPI Data

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>US 2014/260433 A1 (DEWET-SMITH DAWID [US]) 18 September 2014 (2014-09-18) items 63,93,65,95,75,60,62,73,72,66,68,70; claims 1,8,10,13; figure 2</td>
<td>1-16,20</td>
</tr>
<tr>
<td>X</td>
<td>US 4 504 302 A (CARMAN JUSTICE N [US]) 12 March 1985 (1985-03-12) items 19,13,17,28,29; claims 10-12; figure 1</td>
<td>1-9,10,15,20</td>
</tr>
<tr>
<td>X</td>
<td>US 3 519 412 A (0LINK JAN-THE0D0R) 7 July 1970 (1970-07-07) items 1,11,F,G,12,13,figures 2,3 and 6, col umn 1, lines 16-28, 50-54, 57-60, col umn 2, lines 63-72 and col umn 3, lines 1-15 and claim 1.</td>
<td>1-8,10-14,16</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

Date of the actual completion of the international search: 3 November 2016
Date of mailing of the international search report: 14/11/2016

Name and mailing address of the ISA:
European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Fax: (+31-70) 340-3016

Authorized officer
Gkerou, Eli savet

Form PCT/ISA/210 (second sheet) (April 2005)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>DE 102 00 232 CI (SCHOTT GLAS [DE]) 23 January 2003 (2003-01-23) figure and claim 1</td>
<td>1,3,4,7, 8,10-13, 16</td>
</tr>
<tr>
<td>Y</td>
<td>DE 102 00 233 CI (SCHOTT GLAS [DE]) 17 April 2003 (2003-04-17) figure 1, 3 and 4</td>
<td>1,3,4,7, 8,10-13, 16</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>------------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2014149736 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>US 4504302 A</td>
<td>12-03-1985</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>BE 696695 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CH 461039 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 1696011 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 339308 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 350517 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>FR 1485634 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 1134850 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NL 6705216 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE 311726 B</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 3519412 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>DE 10200232 CI</td>
<td>23-01-2003</td>
<td>NONE</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>DE 10200233 CI</td>
<td>17-04-2003</td>
<td>NONE</td>
</tr>
</tbody>
</table>