Title of the Invention: Predictive virtual keyboard
Abstract Title: A predictive text method

A plurality of contacts (118) are received at a portion of a touch sensitive display associated with a representation of a virtual keyboard (116). One or more candidate words (124) are determined at least in part based on the contacts, the words having at least as many characters as the quantity of contacts. A determination of whether a subsequent contact (126) is intended to select a virtual spacebar key is based in part on whether the subsequent contact is made in an area (128) of the display that overlaps with at least a portion of the space bar. The area includes a tolerance area associated with a least a portion of the keyboard that is outside the space bar. The area has a first size if a top candidate word has a greater number of characters than the number of contacts and a second size smaller than first if the top candidate has the same number. The top candidate word is output in response to the selection of the spacebar. Alternatively, tolerance areas of different sizes may be used where a first area may be of a different size to a second. The space key acts as a terminator key, other keys are also disclosed potentially acting as terminator keys. Selection of the space bar to auto complete a word (i.e., select a candidate word of length greater than the number of contacts) and selection of autocorrect word have different tolerances.
DISPLAY A REPRESENTATION OF A VIRTUAL KEYBOARD

DETECT A PLURALITY OF CONTACTS

DETECT A SUBSEQUENT CONTACT

DETERMINE ONE OR MORE CANDIDATE WORDS

DETERMINE IF THE SUBSEQUENT CONTACT IS INTENDED TO SELECT A SPECIFIED VIRTUAL KEY

INPUTTING THE TOP CANDIDATE WORD INTO A TEXT AREA

FIG. 4
RECEIVE INFORMATION ABOUT A SEQUENCE OF CONTACTS ON A VIRTUAL KEYBOARD

RECEIVE INFORMATION ABOUT AN ADDITIONAL CONTACT

APPLY A PROBABILISTIC MODEL TO INTERPRET THE ADDITIONAL CONTACT

UPDATE THE INPUT BUFFER BASED ON THE INTERPRETATION OF THE ADDITIONAL CONTACT

FIG. 8
PREDICTIVE VIRTUAL KEYBOARD

BACKGROUND

[0001] Users can input information on a screen using a virtual keyboard which projects a representation of keys on the screen surface. Typing on a virtual keyboard displayed on a touch-sensitive display of a computing device can be a slow and error-prone experience for many users, for example, due to the cramped size and spacing of the virtual keys included in the virtual keyboard, as well as the lack of tactile feel or feedback provided by the virtual keyboard. Methods to better interpret user interactions with virtual keyboard would facilitate user interaction with keyboard-less devices.

SUMMARY

[0002] According to one aspect of the specification, there is provided a method comprising outputting, for display at a touch-sensitive display operably coupled to a computing device, a representation of a virtual keyboard having a plurality of virtual keys; receiving a respective indication of each of a plurality of contacts at a portion of the touch-sensitive display associated with the representation of the virtual keyboard; after receiving the respective indication of each of the plurality of contacts, receiving a subsequent contact at the portion of the touch-sensitive display associated with the representation of the virtual keyboard; determining, by the computing device and based at least in part on the plurality of contacts, one or more candidate words, each of the one or more candidate words including at least as many characters as a quantity of contacts included in the plurality of contacts; determining whether the subsequent contact is intended to select a virtual spacebar key based at least in part on whether the subsequent contact is made at an area of the touch-sensitive display that overlaps with at least a portion of a representation of the virtual spacebar key, the area further including a tolerance area that is associated with at least a portion of the representation of the virtual keyboard that is outside of the representation of the virtual spacebar key, wherein the tolerance area comprises a first size if a top candidate word in the one or more candidate words has a greater number of characters than the quantity of contacts included in the plurality of contacts, and wherein the tolerance area comprises a second size, different from the first size, if the top candidate word has a same number of characters as the quantity
contacts included in the plurality of contacts; and responsive to determining that the subsequent contact is intended to select the virtual spacebar key, outputting, for display in a text area displayed at the touch-sensitive display, the top candidate word.

[0003] The second size may be larger than the first size.

[0004] Determining whether the subsequent contact is intended to select the virtual spacebar key may be based at least in part on the plurality of contacts.

[0005] Outputting, for display in the text area, the top candidate may further comprise replacing one or more characters inputted via the plurality of contacts with the top candidate word.

[0006] The method may further comprise determining that the subsequent contact is not intended to select the virtual spacebar key even if the subsequent contact is made at the area of the touch-sensitive display.

[0007] The method may further comprise outputting, for display at the touch-sensitive display, a suggestions menu listing the one or more candidate words.

[0008] The plurality of contacts may include at least one contact that is made within a representation of a virtual key not corresponding with a character at a corresponding location in the top candidate word.

[0009] The at least one contact may be made within the representation of the virtual spacebar key.

[0010] According to another aspect of the specification there is provided a non-transitory computer-readable medium comprising instructions that, when executed by at least one programmable processor, cause the at least one programmable processor to perform operations comprising outputting, for display at a touch-sensitive display operably coupled to a computing device, a representation of a virtual keyboard having a plurality of virtual keys; receiving, a respective indication of each plurality of contacts at a portion of the touch-sensitive display associated with the representation of the virtual keyboard; after receiving the respective indication of each of the plurality of contacts, receiving an indication of a subsequent contact at the portion of the touch-sensitive display associated with the representation of the virtual keyboard; determining, by the computing device and based at least in part on the plurality of contacts, one or more candidate words, each of the one or more candidate words including at least as many characters as a quantity of contacts included
in the plurality of contacts; determining whether the subsequent contact is intended to select a virtual spacebar key based at least in part on whether the subsequent contact is made at an area of the touch-sensitive display that overlaps with at least a portion of a representation of the virtual spacebar key, the area further including a tolerance area that is associated with at least a portion of the representation of the virtual keyboard that is outside of the representation of the virtual spacebar key, wherein the tolerance area comprises a first size if a top candidate word in the one or more candidate words has a greater number of characters than the quantity of contacts included in the plurality of contacts, and wherein the tolerance area comprises a second size different from the first size, if the top candidate word has a same number of characters as the quantity contacts included the plurality of contacts; and responsive to determining that the subsequent contact is intended to select the virtual spacebar key, outputting, for display in a text area displayed at the touch-sensitive display, the top candidate word.

[0011] Determining whether the subsequent contact is intended to select the virtual spacebar key may be based at least in part on plurality of contacts.

[0012] The computer-readable medium may further comprise instructions that, when executed by at least one programmable processor, cause the at least one programmable processor to determine that the subsequent contact is not intended to select the virtual spacebar key even if the subsequent contact is made at the area of the touch-sensitive display.

[0013] The plurality of contacts may include at least one contact that is made within the representation of the virtual spacebar key.

[0014] The computer-readable medium may further comprise instructions that, when executed by at least one programmable processor, cause the at least one programmable processor to output, for display at the touch-sensitive display, a suggestions menu listing the one or more candidate words.

[0015] According to another aspect of the specification there is provided a computing device comprising one or more processors; a touch-sensitive display configured to display a representation of a virtual keyboard having a plurality of virtual keys, receive a respective indication of a plurality of contacts at a portion of the touch-sensitive display associated with the representation of the virtual keyboard, and after receiving the respective indication of each of the plurality of contacts, detect a subsequent contact at the portion of the touch-
sensitive display associated with the representation of the virtual keyboard, and an input
module operable on the one or more processors and configured to determine, by the
computing device and based at least in part on the plurality of contacts, one or more
candidate words, each of the one or more candidate words including at least as many
characters as a quantity of contacts in the plurality of contacts; determine whether the
subsequent contact is intended to select a virtual spacebar key based at least in part on
whether the subsequent contact is made at an area of the touch-sensitive display that overlaps
with at least a portion of a representation of the virtual spacebar key, the area further
including a tolerance area that is associated at least a portion of the representation of the
virtual keyboard that is outside of the representation of the virtual spacebar key, wherein the
area comprises a first size if a top candidate word in the one or more candidate words has a
greater number of characters than the quantity of contacts included in the plurality of
contacts, and wherein the area comprises a second size, larger than the first size, if the top
candidate word has a same number of characters as the quantity contacts included the
plurality of contacts, and responsive to determining that the subsequent contact is intended to
select the virtual spacebar key, output the top candidate word into a text area displayed at the
touch-sensitive display.

[0016] The input module may be further configured to determine that the subsequent contact
is not intended to select the virtual spacebar key even if the subsequent contact is made at the
area.

[0017] The details of one or more aspects of the disclosure are set forth in the accompanying
drawings and the description below. Other features, objects, and advantages of the disclosure
will be apparent from the description and drawings, and from the claims.

**BRIEF DESCRIPTION OF DRAWINGS**

[0018] FIG. 1 is a block diagram illustrating an example of a computing device configured to
execute one or more applications according to one or more aspects of the present disclosure.

[0019] FIG. 2 is a block diagram illustrating an example of a computing device configured to
execute one or more applications according to one or more aspects of the present disclosure.

[0020] FIG. 3 is a block diagram illustrating further details of one example of computing
device according to one or more aspects of the present disclosure.
[0021] FIG. 4 is a flow chart illustrating an example operation of a process for predictive text correction and completion for text entry using virtual keyboards on touch-sensitive displays according to one or more aspects of the present disclosure.

[0022] FIG. 5 is a block diagram illustrating further details of one example of computing device according to one or more aspects of the present disclosure.

[0023] FIG. 6 is a block diagram illustrating further details of one example of computing device according to one or more aspects of the present disclosure.

[0024] FIG. 7 is a block diagram illustrating further details of one example of computing device according to one or more aspects of the present disclosure.

[0025] FIG. 8 is a flow chart illustrating an example operation of a process for predictive text correction and completion for text entry using virtual keyboards on touch-sensitive displays according to one or more aspects of the present disclosure.

**DETAILED DESCRIPTION**

[0026] In general, aspects of the present disclosure are directed to techniques for predictive text correction and completion for text entry using virtual keyboards on touch-sensitive displays. For example, a user can create a text entry by contacting virtual keys on a virtual keyboard. The methods described herein can predict the word that the user is intending to type. The predicted word can be used as the text entry and displayed in place of characters associated with the virtual keys actually contacted by the user.

[0027] Typically, a certain level of error tolerance may be built into a virtual keyboard in connection with the methods described herein. Such error tolerance may include treating the input of characters via the virtual keyboard in a probabilistic fashion instead of a deterministic fashion. For example, instead of simply outputting the character associated with the representation of a virtual key that is literally contacted by a user, the computing device may predict the character or word that the user actually intended to select, and may output the prediction. Such a determination may be based on factors such as the location of the contact and the distance between the contact and one or more virtual keys.

[0028] In some embodiments, the methods herein evaluate a contact associated with entry of a non-character key, such as the virtual spacebar key. In some embodiments, the virtual spacebar key may perform one or more of the following functions, e.g., all of the following...
functions. The virtual spacebar key, for example, may be contacted to signal an end of a word. The virtual spacebar key, for example, may also be contacted to autocomplete a word after only a partial portion of the word has been typed. The virtual spacebar key, for example, may also be contacted to autocorrect the word preceding the space. Autocompleting a word may include replacing the partial portion of the word with a top candidate word that is longer than the partial portion of the word. Autocorrecting the word may include replacing the word with a top candidate word of the same length. Further, some contacts associated with a contact to the virtual spacebar key may in fact be intended as contacts with nearby keys, such as characters ("x" "c" "v" "b" "n" and "m") on the qwerty keyboard.

[0029] Although the input of characters are typically treated in a probabilistic fashion, so that the characters that a user attempts to input can be “guessed” by the computing device even if the user mishits (e.g., contacts a virtual key other than the intended virtual key) one or more virtual keys, conversely the input of a space character by selecting a representation of a virtual spacebar key is typically be treated in a deterministic fashion, so that the computing device does not “guess” if the user intends to contact the virtual spacebar key but instead outputs a space only if the representation of the virtual spacebar key is literally contacted by a user.

[0030] In some examples of the present disclosure, the virtual spacebar key may be treated in a probabilistic fashion to determine whether a contact received by the touch-sensitive display is intended to select the virtual spacebar key to perform an autocorrect or autocomplete function.

[0031] As a sequence of contacts is received by a virtual keyboard displayed by the touch-sensitive display, the computing device may determine one or more candidate words based on the contacts, including a top candidate word that has the highest probability of being the word that the user intends to input based on the contacts and/or other context information.

[0032] If the top candidate word has more characters than the number of contacts in the plurality of contacts, then selection of the virtual spacebar key may autocomplete the currently-typed word. If instead the top candidate word has the same number of characters as the number of contacts in the plurality of contacts, then selection of the virtual spacebar key may autocorrect the currently-typed word. Because it may generally be more probable that a user would intentionally select the virtual spacebar key after the user thinks that he has
completely typed a word, and less probable that a user would select the virtual spacebar key without having completely typed a word, there may be a greater tolerance for determining whether the user intended to select the virtual spacebar key if the top candidate word has the same number of characters as contacts in the plurality of contacts than if the top candidate word has more characters than the number of contacts in the plurality of contacts.

[0033] Therefore, if the top candidate word has the same number of characters as contacts in the plurality of contacts, then a contact received by the virtual keyboard after the virtual keyboard receives the plurality of contacts may be considered as selecting the virtual space key if the contact occurs within a first distance from a location within the representation of the virtual spacebar key. However, if the top candidate word has more characters than the number of contacts in the plurality of contacts, then the contact received after the plurality of contacts may be considered as selecting the virtual space key if the contact occurs within a second distance from the location within the representation of the virtual spacebar key, where the second distance is less than the first distance. In this way, there is less tolerance for selecting the virtual spacebar key when selecting the virtual spacebar key would cause the computing device to autocomplete a word with a top candidate word. Besides the virtual space key, any other virtual keys associated with signaling the completion of a word (such as a period key, comma key, semicolon key, or colon key) may configured to behave similarly to the virtual space key discussed above.

[0034] FIG. 1 is a block diagram illustrating an example of a computing device configured to execute one or more applications according to one or more aspects of the present disclosure. As shown in FIG. 1, computing device 100 may include touch-sensitive display 102 and application 104. User 120 may contact touch-sensitive display 102 to type on virtual keyboard 116 displayed at touch-sensitive display 102 to input text into text area 112. Application 104 may predict words based on contact made by user 120 and may replace the input text 112 with a predicted word that is the most probable input. Application 104 may predict words based at least in part on the text inputted by user 120 (a.k.a. a language model) and/or at least in part on the touch point locations of the contact by user 120 (a.k.a. a spatial model).

[0035] Computing device 100, in some examples, may include or may be a part of a mobile computing device (e.g., a mobile phone, smart phone, netbook, laptop, tablet, etc.), a desktop
computer, a server system, etc. Computing device 100 may also connect to a wired or wireless network using a network interface (not shown). An example of computing device 100 is described in further detail with respect to FIG. 3.

[0036] Computing device 100 may include one or more input devices that receive user input specifying actions to be performed by computing device 100. Touch-sensitive display 102 may be an input device in computing device 100 that generates one or more signals corresponding to a location on or near the touch-sensitive display 102. In some examples, touch-sensitive display 102 may detect a presence of an input unit, e.g., a finger, pen or stylus that may be in close proximity to, but does not physically touch, touch-sensitive display 102. As used herein, user “contact” may therefore refer to close proximity that is detected by touch-sensitive display 102. In other examples, user “contact” may include physical contact with touch-sensitive display 102 to select the corresponding location, e.g., in the case of a touch-sensitive screen. Touch-sensitive display 102, in some examples, may generate a signal corresponding to the location of the input unit. Signals generated by the selection of the corresponding location(s) may then be provided as data to applications, e.g., application 104, and other components of computing device 100.

[0037] Computing device 100 may also include one or more output devices that display content to user 120. Touch-sensitive display 102 may be an output device in computing device 100 that displays graphical content responsive to electronic signaling or other directives from computing device 100. Graphical content, generally, may include any visual depiction displayed at touch-sensitive display 102. Examples of graphical content may include images, text, videos, visual objects and/or visual program components such as scroll bars, text boxes, buttons, etc. Application 104, for example, may direct touch-sensitive display 102 to display graphical user interface (GUI) 110.

[0038] Application 104 executing on computing device 100 may include program instructions and/or data that are executable by computing device 100. Examples of application 104 may include a web browser, email application, text messaging application or any other application that receives user input and/or displays graphical content. Application 104 may cause GUI 110 to be displayed at touch-sensitive display 102.

[0039] Graphical user interface 110 may include interactive and/or non-interactive graphical content that presents information of computing device 100 in human-readable form. GUI
110 may enable user 120 to interact with application 104 through touch-sensitive display 102. In this way, GUI 110 may enable user 120 to create, modify, and/or delete data of computing device 100. GUI 110 may include a representation of virtual keyboard 116 that is displayed at touch-sensitive display 102. Virtual keyboard 116 may include virtual keys, and user 120 may contact touch-sensitive display 102 to type on virtual keyboard 116 to provide input to text area 112 of GUI 110. Text area 112 may be any GUI 110 element that is configured to display text recently processed by application 104 responsive to contact made by user 120 on portions of touch-sensitive display 110 associated with virtual keyboard 116. Input module 106 of application 104 may process the plurality of contacts detected to direct display module 108 to display input text in text area 112. Alternatively, input module 106 may also direct display module 108 to display input text in any other text area. In some examples, text area 112 may be considered an input buffer.

[0040] The virtual keys in virtual keyboard 116 may include a plurality of virtual keys associated with a plurality of characters as well as a plurality of virtual keys associated with a plurality of terminator symbols (alternatively, “terminators”) that, in accordance with the particular language displayed by virtual keyboard 116, indicate that a word of the language is complete, or “terminated.” Terminators associated with virtual keys in virtual keyboard 116 may include but are not limited to a period, comma, a space, a colon, a semi-colon, parentheses, and quotation marks. By contacting a virtual key displayed at touch-sensitive display 102 that is associated with a terminator, user 120 may input the terminator to application 104 for display in text area 112. In one example, a space may be associated with virtual spacebar key 117 of virtual keyboard 116 and may be used by user 120 to terminate words input to virtual keyboard 116. Virtual keyboard 116 may, in other examples, include virtual keys associated with characters, words, and/or terminators of any language.

[0041] Input module 106 of application 104 may be an input method editor that may receive data from touch-sensitive display 102 describing one or more contacts detected at touch-sensitive display 102. For example, touch-sensitive display 102 may generate a signal that represents locations of touch-sensitive display 102 where contact was detected, and the signal may be sent to input module 106. In some examples, the signal may include a set of coordinates corresponding to a coordinate system used by touch-sensitive display 102 to identify locations of touch-sensitive display 102 where contact was detected. In some
examples, touch-sensitive display 102 may include a pressure-sensitive screen that detects an amount of pressure applied in the course of being contacted by user 120. In such examples, the signal may include pressure data describing the amount of pressure applied. Input module 106 may process the signal received from touch-sensitive display 102 to identify one or more virtual keys in virtual keyboard 116 that was selected by the contacts detected at touch-sensitive display 102. In some aspects, input module 106 may be a virtual keyboard library or module linked to or otherwise executed by application 104.

[0042] Input module 106 may execute the actions, which in some instances may cause display module 108 to update GUI 110. For example, upon input module 106 identifying a contact made by user 120 at a portion of touch-sensitive display 102 associated with a virtual key in virtual keyboard 116, input module 106 may execute an action directing display module 108 to input the character associated with the virtual key into text area 112.

[0043] The following notations are used throughout the disclosure to better illustrate the aspects of the disclosure:

[0044] [c1 c2 … cN] – a word with N characters;

[0045] [c1 c2 … cM] – the first M characters entered for a word with N characters [c1 c2 … cN], where M is less than N;

[0046] [a b c d] – virtual keys associated with the characters a, b, c, and d were contacted in order;

[0047] [a’ b’ c’ d’] – virtual keys associated with the characters a, b, c, and d, or the vicinity of those virtual keys, were contacted in order;

[0048] sp – space key; and

[0049] [c1 \& c2] – contact was detected somewhere within or between virtual keys associated with characters c1 and c2.

[0050] As shown in FIG. 1, a plurality of contacts 118A-118E (“plurality of contacts 118”) may be detected within a portion of touch-sensitive display 110 associated with the representation of virtual keyboard 116. In some examples, detecting the plurality of contacts 118 may include receiving, by computing device 100, information about a sequence of contacts by user 120 on the representation of virtual keyboard 116 that corresponds to contacts made by user 120 for an entry of a word. The plurality of contacts 118 may be a sequence of contacts because the plurality of contacts 118 may not occur at the same time.
Instead, the plurality of contacts 118 may occur in sequence one contact after another (e.g., contact 118A followed by contact 118B followed by contact 118C followed by contact 118D followed by contact 118E). The plurality of contacts 118 may be made by user 120 as user 120 attempts to input text into text area 112 by contacting the portion of touch-sensitive display 110 associated with the representation of virtual keyboard 116 to select virtual keys in virtual keyboard 116, so that the plurality of contacts 118 may correspond to contacts made by the user for an entry of a word. In some examples, the plurality of contacts 118 may include contacts received by touch-sensitive display 102 subsequent to completion of a prior word or may include contacts initially received by touch-sensitive display 102 from user 120 that was prompted for input. Input module 106 may analyze the plurality of contacts 118 to determine one or more candidate words that meet a threshold probability of being a word that user 120 intended to input via the plurality of contacts 118. Input module 106 may determine one or more candidate words by applying a language model or a spatial model to the plurality of contacts 118 to determine one or more candidate words. Determining one or more candidate words based on the language model may include determining one or more candidate words based on the text characters entered so far by the plurality of contacts 118 made by user 120, or may also be based on previous contacts in the plurality of contacts 118 made by user 120. Determining one or more candidate words based on the spatial model may include determining one or more candidate words based on the spatial location of the touch points of the plurality of contacts 118 and the spatial distribution of the plurality of contacts 118 made by user 120. In some examples, a combination of the language model and the spatial model may be used to determine the one or more candidate words. Input module 106 may associate the sequence of contacts (e.g., the plurality of contacts 118) with a predicted word, and may also associate the sequence of contacts with a probability for the predicted word based on the probabilistic models.

[0051] As shown in FIG. 1, contact 118A is not wholly located within any one single virtual key. Rather, contact 118A appears to be partially located within virtual key associated with “j” and a virtual key associated with “k”. Therefore, contact 118A may be considered to be j’ or k’ according to the notation described above because contact 118A is on or within a vicinity of a virtual key associated with “j” and is on or within a vicinity of a virtual key.
associated with “k”, but is not wholly located within the virtual key associated with “j” or wholly located within the virtual key associated with “k”.

[0052] Because contact 118A is on or within a vicinity of a virtual key corresponding to “j”, contact 118B is on or within a vicinity of a virtual key corresponding to “a”, contact 118C is on or within a vicinity of a virtual key corresponding to “e”, contact 118D is on or within a vicinity of a virtual key corresponding to “o”, and contact 118E is on or within a vicinity of a virtual key corresponding to “b”, [j’ a’ e’ o’ b’] may be one possible way to denote that the input produced by the plurality of contacts 118.

[0053] Display module 108 may update GUI 110 to present suggestion menu 122 that lists candidate words 124A-124C (“candidate words 124”) identified by input module 106 for the recently input text. In some examples, display module 108 may present only a most probable one of candidate words 124 in suggestion menu 122 or otherwise present more/fewer predictions. Display module 108 may order candidate words 124 of suggestion menu 122 according to respective probabilities or another priority arrangement, where candidate words 124 may be ordered from highest priority to lowest. In some examples, user 120 may perform a tap or other gesture in a region of touch-sensitive display 102 that is associated with suggestion menu 122 to select one of candidate words 124.

[0054] In the one specific example shown in FIG. 1, based on the plurality of contacts 118, the candidate words 124 identified by input module 106 may include candidate word “Jacob” 124A, candidate word “Jacobs” 124B, and candidate word “Jacoby” 124C. Suggestion menu 122 may order the candidate words 124 from left to right in descending order according to the probability of each of the candidate words 124 being the intended word of user 120. Thus, because candidate “Jacob” 124A is at the leftmost portion of suggestion menu 122, candidate word “Jacob” 124A may be the top candidate word in the candidate words 124 having the highest probability of being the intended word for the plurality of contacts 118.

[0055] Each of the candidate words 124 determined by input module 106 may include at least as many characters as a quantity of contacts included in the plurality of contacts 118. For example, because the plurality of contacts 118 includes five contacts, each of the candidate words 124 determined by input module 106 may include at least five characters. 

[0056] For a candidate word, such as candidate word “Jacob” 124A, that include the same quantity of characters (5) as the quantity of contacts (5) included in the plurality of contacts
118, one or more characters at a position in the candidate word may be determined based on a contact at a corresponding position in the plurality of contacts 118. For example, the first character of the candidate word may correspond with the first contact (e.g., contact 118A) in the plurality of contacts 118, the second character of the candidate may correspond with the second contact (e.g., contact 118B) in the plurality of contacts 118, and so on. In some examples, each of the characters of the candidate word may be determined based on a contact at a corresponding position in the plurality of contacts 118.

[0057] One or more of the characters in each of the plurality of candidate words 124 may be determined by input module 106 based at least in part on the location of the corresponding contact in the plurality of contacts 118, so that the location of the corresponding contact is on or within a vicinity of a virtual key corresponding to the character. One or more of the characters in each of the plurality of candidate words 124 may also be determined by input module 106 based at least in part on language modeling, or a combination of the location of one or more of the plurality of contacts 118 and language modeling. For example, one or more characters in each of the plurality of candidate words 124 may also be determined by input module 106 based at least in part on previous contacts in the plurality of contacts 118 and the virtual keys contacted by those previous contacts.

[0058] After the plurality of contacts 118 is detected, a subsequent contact 126 may be detected within the portion of touch-sensitive display 110 associated with the representation of virtual keyboard 116. In some examples, detecting the subsequent contact 126 may include receiving information about an additional contact in the sequence of contacts. Input module 106 may determine if the subsequent contact 126 is intended to select a specified virtual key. In some examples, the specified virtual key may be a virtual key associated with a terminator, such as virtual spacebar key 117 associated with a space. In other examples, the specified virtual key may be a dedicated virtual key or other GUI control. For illustrative purposes, the techniques of this disclosure regarding the specified virtual key are described herein with respect to virtual spacebar key 117 as the specified virtual key. However, the techniques may apply to a virtual key associated with any terminator, or to any other suitable virtual key.

[0059] By determining if the subsequent contact 126 is intended to select virtual spacebar key 117, instead of determining if the subsequent contact 126 is located within the representation of virtual spacebar key 117, virtual spacebar key 117 may be treated in a
probabilistic rather than deterministic fashion, so that subsequent contact 126 may be
determined as intending to select virtual spacebar key 117 even if the subsequent contact 126
is not located within the representation of virtual spacebar key 117. Determining if the
subsequent contact 126 is intended to select virtual spacebar key 117 may include
determining if the subsequent contact 126 meets or exceeds a threshold probability of being
intended to select virtual spacebar key 117.

[0060] Determining if the subsequent contact 126 meets or exceeds a threshold probability of
being intended to select virtual spacebar key 117, may be based at least in part on the
location on touch-sensitive display 110 where the subsequent contact 126 is detected. In the
current example, virtual spacebar key 117 may be the specified virtual key. An area of touch-
sensitive display 110 may be bounded by boundary 128. The area bounded by boundary 128
may overlap with at least a portion of the representation of virtual spacebar key 117, and may
further include at least a portion of the representation of virtual keyboard 116 outside of the
representation of virtual spacebar key 117. Furthermore, the area bounded by boundary 128
may be smaller than the area of virtual keyboard 116, and the area bounded by boundary 128
may not extend past the boundaries of virtual keyboard 116 in GUI 110. If the subsequent
contact 126 is located within the area bounded by boundary 128, the subsequent contact 126
may be determined as exceeding the threshold probability of being intended to select virtual
spacebar key 117. As shown in FIG. 1, although subsequent contact 126 is not located within
the virtual spacebar key 117, subsequent contact 126 may still be determined by input
module 106 as being intended to select the virtual spacebar key 117 because subsequent
contact 126 is located within the area bounded by boundary 128.

[0061] Determining if the subsequent contact 126 meets or exceeds a threshold probability of
being intended to select a specified virtual key, such as the virtual spacebar key 117, may also
be based at least in part on a language model, such as the plurality of characters inputted by
the plurality of contacts 118 prior to the subsequent contact 126. Determining if the
subsequent contact 126 meets or exceeds a threshold probability of being intended to select a
specified virtual key, such as the virtual spacebar key 117, may also be based on a
combination of the location of subsequent contact 126 and the language model.

[0062] If input module 106 determines that the subsequent contact 126 is intended to select
the specified virtual key, input module 106 may input the top candidate word 124A in the one
or more candidate words plus the character associated with the specified virtual key, such as a space character, into text area 112 to replace the currently inputted text in text area 112. The currently inputted text in text area 112 may, in some examples, be one or more characters inputted via the plurality of contacts 118. As shown in FIG. 1, the word “Jacob” followed by a space character has been inputted into text area 112.

[0063] In some examples, input module 106 may apply a probabilistic model, such as the language model and/or the spatial model, that accounts for information about the spatial location of the additional contact (e.g., subsequent contact 126) and information about the predicted word, to interpret the additional contact as a (i) user selection of the predicted word, (ii) user input of a space, or (iii) user input of a non-space character. Interpreting the additional contact may be based at least in part on the spatial location of the additional contact. Interpreting the additional contact may also be based on evaluating the number of characters in the predicted word. Input module 106 may update an input buffer, such as text area 112, based on the interpretation of the additional contact by the probabilistic model, and at least a portion of the updated input buffer may be displayed on touch-sensitive display 102.

[0064] FIG. 2 is a block diagram illustrating an example of a computing device, such as computing device 100 shown in FIG. 1, configured to execute one or more applications according to one or more aspects of the present disclosure. As shown in FIG. 2, computing device 200 may include a touch-sensitive display 202 and an application 204.

[0065] Similar to computing device 100 shown in FIG. 1, touch-sensitive display 202 of computing device 200 may display graphical user interface (GUI) 210. GUI 210 may include a representation of virtual keyboard 216 that is displayed at touch-sensitive display 202. Virtual keyboard 216 may include virtual keys, and user 220 may contact touch-sensitive display 202 to type on virtual keyboard 216 to provide input to text area 212 of GUI 210. Text area 212 may display text recently processed by application 204 responsive to contact made by user 220 on portions of touch-sensitive display 210 associated with virtual keyboard 216. Input module 206 of application 204 may process the plurality of contacts detected to direct display module 208 to display input text in text area 212.

[0066] As shown in FIG. 2, a plurality of contacts 218A-218G (“plurality of contacts 218”) and subsequent contact 226 may be detected within a portion of touch-sensitive display 210.
associated with the representation of virtual keyboard 216. The plurality of contacts 218 may be made by user 220 as user 220 attempts to input text into text area 212 by contacting the portion of touch-sensitive display 210 associated with the representation of virtual keyboard 216 to select virtual keys in virtual keyboard 216. Input module 206 may analyze the plurality of contacts 218 to determine one or more candidate words that meet a threshold probability of being a word that user 220 intended to input via the plurality of contacts 218. As shown in FIG. 2, the plurality of contacts 218 made by user 220 may, in one example, be denoted as [j' a' c' o' b' s' o'].

[0067] Display module 208 may update GUI 210 to present suggestion menu 222 that lists candidate words 224A-224C (“candidate words 224”) identified by input module 206 for the recently input text. In some examples, display module 208 may present only a most probable one of candidate words 224 in suggestion menu 222 or otherwise present more/fewer predictions. Display module 208 may order candidate words 224 of suggestion menu 222 according to respective probabilities or another priority arrangement, where candidate words 224 may be ordered from highest priority to lowest. In some examples, user 220 may tap a region of touch-sensitive display 202 that is associated with suggestion menu 222 to select one of candidate words 224.

[0068] According to one specific example shown in FIG. 2, based on the plurality of contacts 218, the candidate words 224 identified by input module 206 may include candidate word “Jacobson” 224A, candidate word “Jacobea” 224B, and candidate word “Jacobin” 224C. Suggestion menu 222 may order the candidate words 224 from left to right in descending order according to the probability of each of the candidate words 224 being the intended word of user 220. Because candidate word “Jacobson” 224A is more probable than candidate word “Jacobea” 224B or candidate word “Jacobin” 224C of being the intended word for input [j' a' c' o' b' s' o'], candidate word “Jacobson” 224A may be the top candidate word in the candidate words 224 for the plurality of contacts 218.

[0069] Each of the candidate words 224 determined by input module 206 may include at least as many characters as a quantity of contacts included in the plurality of contacts 218. For example, because the plurality of contacts 218 includes seven contacts, each of the candidate words 224 determined by input module 206 may include at least seven characters. As shown in FIG. 2, candidate word “Jacobson” 224A includes eight characters, while
candidate word “Jacoba” 224B and candidate word “Jacobin” 224C each includes seven characters.

[0070] For a candidate word, such as candidate word “Jacobson” 224A, that includes a greater quantity of characters than the quantity of contacts included in the plurality of contacts 218, one or more characters at the first M positions in the candidate word, where M is the quantity of contacts in the plurality of contacts 218, may be determined based on a contact at a corresponding position in the plurality of contacts 218. For example, the first character of the candidate word may correspond with the first contact (e.g., contact 218A) in the plurality of contacts 218, the second character of the candidate may correspond with the second contact (e.g., contact 218B) in the plurality of contacts 218, and so on.

[0071] For a character to correspond with a contact in the plurality of contacts 218, it may be necessary for the location of that contact in the virtual keyboard 216 to be within the vicinity of a location within the representation of the virtual key associated with the character. Being within the vicinity of a location within the representation of the virtual key may include being within a specified distance from the location within the representation of the virtual key. In some examples, the location within the representation of the virtual key may be the center of the representation of the virtual key. In some examples, the location within the representation of the virtual key may be any point within the representation of the virtual key. In some examples, the location within the representation of the virtual key may be the outermost edge of the representation of the virtual key. In some other examples, the location within the representation of the virtual key may be a location that is a mean location of contacts for the representation of the virtual key. The mean location of contact for the representation of the virtual key, in some examples, may be a statistical mean location of contacts detected by touch-sensitive display 202 during previous user testing to select the virtual key.

[0072] After the plurality of contacts 218 is detected, a subsequent contact 221 may be detected within the portion of touch-sensitive display 210 associated with the representation of virtual keyboard 216. Input module 206 may determine if the subsequent contact 221 is intended to select a specified virtual key. In some examples, the specified virtual key may be a virtual key associated with a terminator, such as virtual spacebar key 217 associated with a space. In other examples, the specified virtual key may be a dedicated virtual key or other
GUI control. For illustrative purposes, the techniques of this disclosure regarding the specified virtual key are described herein with respect to virtual spacebar key 227 as the specified virtual key. However, the techniques may apply to a virtual key associated with any terminator, or to any other suitable virtual key.

[0073] By determining if the subsequent contact 221 is intended to select virtual spacebar key 217, instead of only determining if the subsequent contact 221 is located within the representation of virtual spacebar key 217, virtual spacebar key 217 may be treated in a probabilistic rather than deterministic fashion, so that subsequent contact 221 may be determined as intending to select virtual spacebar key 217 even if the subsequent contact 221 is not located within the representation of virtual spacebar key 217. Determining if the subsequent contact 221 is intended to select virtual spacebar key 217 may include determining if the subsequent contact 221 meets or exceeds a threshold probability of being intended to select virtual spacebar key 217.

[0074] Determining if the subsequent contact 221 meets or exceeds a threshold probability of being intended to select virtual spacebar key 217, may be based at least in part on the location on touch-sensitive display 210 where the subsequent contact 221 is detected. In the current example, virtual spacebar key 217 may be the specified virtual key. An area of touch-sensitive display 210 may be bounded by boundary 228. The area bounded by boundary 228 may overlap with at least a portion of the representation of virtual spacebar key 217, and may further include at least a portion of the representation of virtual keyboard 216 outside of the representation of virtual spacebar key 217. Furthermore, the area bounded by boundary 228 may be smaller than the area of virtual keyboard 216, and the area bounded by boundary 228 may not extend past the boundaries of virtual keyboard 216 in GUI 210. If the subsequent contact 221 is located within the area bounded by boundary 228, the subsequent contact 221 may be determined as exceeding the threshold probability of being intended to select virtual spacebar key 217. As shown in FIG. 2, although subsequent contact 221 is not located entirely within the virtual spacebar key 217, subsequent contact 221 may still be determined by input module 206 as being intended to select the virtual spacebar key 217 because subsequent contact 221 is located within the area bounded by boundary 228.

[0075] Determining if the subsequent contact 221 meets or exceeds a threshold probability of being intended to select a specified virtual key, such as the virtual spacebar key 217, may
also be based at least in part on a language model, such as the plurality of characters inputted by the plurality of contacts 218 prior to the subsequent contact 221. Determining if the subsequent contact 221 meets or exceeds a threshold probability of being intended to select a specified virtual key, such as the virtual spacebar key 217, may also be based on a combination of the location of subsequent contact 221 and the language model.

[0076] Typically, the area bounded by a boundary for an example, such as shown in FIG. 2, where the top candidate word includes a greater quantity of characters than the quantity of contacts included in the plurality of contacts may differ from the area bounded by a boundary for an example, such as shown in FIG. 1 where the top candidate word includes the same quantity of characters as the quantity of contacts included in the plurality of contacts. For example, the area bounded by boundary 228 shown in FIG. 2 may typically be smaller than the area bounded by boundary 128 shown in FIG. 1 because it may typically be more likely for a user to intend to select a spacebar key after completely entering a word than if the user has only typed a partial word, and therefore the input module may be more liberal in determining that a contact intends to select the virtual spacebar key. The area bounded by boundary 128 may also overlap the area bounded by boundary 228. In some examples, there may be no difference between the size of the boundary areas regardless of the differences between the quantity of characters of the top candidate word and the quantity of contacts included in the plurality of contacts.

[0077] If input module 206 determines that the subsequent contact 221 is intended to select the specified virtual key, input module 206 may input the top candidate word 224A in the one or more candidate words 224 plus the character associated with the specified virtual key, such as a space character, into text area 212 to replace the currently inputted text in text area 212. As shown in FIG. 2, the word “Jacobson” followed by a space character has been inputted into text area 212.

[0078] FIG. 3 is a block diagram illustrating further details of one example of computing device 300, such as computing device 100 shown in FIG. 1 and computing device 200 shown in FIG. 2, according to some aspects of the present disclosure. FIG. 3 illustrates only one particular example of computing device 300. Many other example embodiments of computing device 300 may be used in other instances.
As shown in the specific example of FIG.3, computing device 300 may include one or more processors 302, memory 304, a network interface 306, one or more storage devices 308, input device 310, one or more output devices 312, and battery 314. Computing device 300 may also include an operating system 316. Computing device 300, in one example, may further include one or more applications 318. One or more applications 318 may also be executable by computing device 300. Components of computing device 300 may be interconnected (physically, communicatively, and/or operatively) for inter-component communications.

One or more processors 302, in one example, may implement functionality and/or process instructions for execution within computing device 300. For example, one or more processors 302 may be capable of processing instructions stored in memory 304 and/or instructions stored on one or more storage devices 308.

Memory 304, in one example, may store information within computing device 300 during operation. Memory 304, in some examples, may represent a computer-readable storage medium. In some examples, memory 304 may be a temporary memory, meaning that a primary purpose of memory 304 may not be long-term storage. Memory 304, in some examples, may be described as a volatile memory, meaning that memory 304 may not maintain stored contents when computing device 300 is turned off. Examples of volatile memories may include random access memories (RAM), dynamic random access memories (DRAM), static random access memories (SRAM), and other forms of volatile memories known in the art. In some examples, memory 304 may be used to store program instructions for execution by one or more processors 302. Memory 304, in one example, may be used by software or applications running on computing device 300 (e.g., one or more applications 318) to temporarily store data and/or instructions during program execution.

One or more storage devices 308, in some examples, may also include one or more computer-readable storage media. One or more storage devices 308 may be configured to store larger amounts of information than memory 304. One or more storage devices 308 may further be configured for long-term storage of information. In some examples, one or more storage devices 308 may include non-volatile storage elements. Examples of such non-volatile storage elements may include magnetic hard disks, optical discs, floppy disks, Flash
memories, or forms of electrically programmable memories (EPROM) or electrically erasable and programmable (EEPROM) memories.

[0083] Computing device 300, in some examples, may also include a network interface 306. Computing device 300, in such examples, may use network interface 306 to communicate with external devices via one or more networks, such as one or more wired or wireless networks. Network interface 306 may be a network interface card, such as an Ethernet card, an optical transceiver, a radio frequency transceiver, or any other type of device that can send and receive information. Other examples of such network interfaces may include Bluetooth®, 3G and WiFi® radios in mobile computing devices as well as USB. In some examples, computing device 300 may use network interface 306 to wirelessly communicate with an external device (not shown) such as a server, mobile phone, or other networked computing device.

[0084] Computing device 300 may also include one or more input devices 310. Input device 310, in some examples, may be configured to receive input from a user through tactile, electromagnetic, audio, and/or video feedback. Examples of input device 310 may include a touch-sensitive display (e.g., touch-sensitive display 102 shown in FIG. 1 or touch-sensitive display 202 shown in FIG. 2), mouse, physical keyboard, voice recognition system, video camera, microphone or any other type of device for detecting gestures by a user. In some examples, a touch-sensitive display may include a presence-sensitive screen.

[0085] One or more output devices 312 may also be included in computing device 300. One or more output devices 312, in some examples, may be configured to provide output to a user using tactile, audio, or video stimuli. One or more output devices 312, in one example, may include a display (e.g., touch-sensitive display 102 shown in FIG. 1 or touch-sensitive display 202 shown in FIG. 2), sound card, a video graphics adapter card, or any other type of device for converting a signal into an appropriate form understandable to humans or machines. Additional examples of one or more output device 312 may include a speaker, a cathode ray tube (CRT) monitor, a liquid crystal display (LCD), or any other type of device that can generate intelligible output to a user.

[0086] Computing device 300, in some examples, may include a battery 314, which may be rechargeable and provide power to computing device 300. Battery 314, in some examples, may be made from nickel-cadmium, lithium-ion, or other suitable material.
Examples of computing device 300 may include operating system 316. Operating system 316 may control the operation of components of computing device 300. For example, operating system 316 may facilitate the interaction of one or more applications 318, such as application 104 shown in FIG. 1 and application 204 shown in FIG. 2, with hardware components of computing device 300.

As shown in FIG. 3, one or more applications 318 may include an example input module 320, such as input module 106 shown in FIG. 1 and input module 206 shown in FIG. 2, and display module 322, such as display module 108 shown in FIG. 1, and display module 208 shown in FIG. 2. Input module 320 and display module 322 may each include program instructions and/or data that are executable by one or more processors 302 of computing device 300. For example, input module 320 may include instructions that cause one or more applications 318 executing on computing device 300 to perform one or more of the operations and actions described in FIGS. 1-2 and 4-7. Similarly, display module 322 may include instructions that cause one or more applications 318 executing on computing device 300 to perform one or more of the operations and actions described in FIGS. 1-2 and 4-7.

In some examples, input module 320 and/or display module 322 may be a part of operating system 316 executing on computing device 300. In some examples, input module 320 may receive input from input device 310 of computing device 300.

Any applications, e.g., one or more applications 318, implemented within or executed by computing device 300 may be implemented or contained within, operable by, executed by, and/or be operatively/communicatively coupled to components of computing device 300, e.g., one or more processors 302, memory 304, network interface 306, one or more storage devices 308, input device 310, and one or more output devices 312.

FIG. 4 is a flow chart illustrating an example operation of a process for predictive text correction and completion for text entry using virtual keyboards on touch-sensitive displays. The process may include displaying, at a touch-sensitive display, such as touch-sensitive display 102 shown in FIG. 1 or touch-sensitive display 202 shown in FIG. 2, of a computing device, such as computing device 100 shown in FIG. 1 or computing device 200 shown in FIG. 2, a representation of a virtual keyboard including a plurality of virtual keys (402). The process may further include detecting, at the touch-sensitive display, a plurality of contacts within a portion of the touch-sensitive display associated with the representation of the
virtual keyboard (404). The process may further include, after detecting the plurality of contacts, detecting, by the touch-sensitive display, a subsequent contact within the portion of the touch-sensitive display associated with the representation of the virtual keyboard (406). The process may further include determining, based on the plurality of contacts, one or more candidate words, each of the one or more candidate words including at least as many characters as a quantity of contacts included in the plurality of contacts (408). The process may further include determining if the subsequent contact is intended to select a specified virtual key based at least in part on if the subsequent contact is detected at a first location on the touch-sensitive display within an area of the touch-sensitive display associated with the specified virtual key, the area overlapping with at least a portion of a representation of the specified virtual key, the area further including at least a portion of the representation of the virtual keyboard outside of the representation of the specified virtual key, wherein the area is a first area if a top candidate word in the one or more candidate words has a greater number of characters than the quantity of contacts included in the plurality of contacts, and wherein the area is a second area, different from the first area, if the top candidate word has a same number of characters as the quantity contacts in the plurality of contacts(410). The process may further include, responsive to determining that the subsequent contact is intended to select the specified virtual key, inputting the top candidate word into a text area displayed at the touch-sensitive display (412).

[0092] In some examples, the second area may be larger than the first area. In some examples, the second area may overlap the first area. In some examples, the first area and the second area may be the same size.

[0093] In some examples, determining if the subsequent contact is intended to select the specified virtual key may be based at least in part on plurality of contacts.

[0094] In some examples, inputting the top candidate word into the text area further includes replacing one or more characters inputted via the plurality of contacts with the top candidate word.

[0095] In some examples, the process further includes determining that the subsequent contact is not intended to select a specified virtual key even if the subsequent contact is detected within the location on the touch-sensitive display within the area of the touch-sensitive display associated with the specified virtual key.
In some examples, the specified virtual key may include a virtual key corresponding to a terminator. In some examples, the specified virtual key may be a virtual spacebar key corresponding to a space.

In some examples, the process may further include displaying, at the touch-sensitive display, a suggestions menu listing the one or more candidate words.

In some examples, the plurality of contacts may include at least one contact that is detected within a representation of a virtual key not corresponding with a character at a corresponding location in the top candidate word.

In some examples, the at least one contact may be detected within a representation of a virtual spacebar key.

FIG. 5 is a block diagram illustrating an example of a computing device, such as computing device 100 shown in FIG. 1 or computing device 200 shown in FIG. 2, configured to execute one or more applications according to some aspects of the present disclosure. As shown in FIG. 5, computing device 500 may include a touch-sensitive display 502 and an application 504. Application 504 may include input module 506 and display module 508. Graphical user interface (GUI) 510 may be displayed at touch-sensitive display 502.

Touch-sensitive display 502 may detect a plurality of contacts 518A-518E ("plurality of contacts 518") and a subsequent contact 526 after plurality of contacts 518 within a portion of touch-sensitive display 502 displaying a representation of virtual keyboard 516. As shown in FIG. 5, plurality of contacts 518 plus subsequent contact 526 may produce the following input: [j a e o b d]. Top candidate word “Jacobs” 524A may not replace the inputted text of “Jacobs” because the input “d” produced by contact 526 is not within the area bounded by boundary 528, and thus contact 526 too far away from the representation of virtual spacebar key 517 to be determined as being intended to select virtual spacebar key 517. In other words, user 520 has made a typing mistake. User 520 may still contact or otherwise select top candidate word “Jacobs” 524A to replace the inputted text of “Jacobs” displayed in text area 512 with top candidate word “Jacobs” 524A. As can be seen, whether subsequent contact 526 is interpreted as user selection of virtual spacebar key 517 may depend on the distance of the subsequent contact 526 from a location within virtual spacebar key 517. In some examples, the location within virtual spacebar key 517 may be a
median point within the virtual spacebar key 517, or may be the mean location of contacts received within the virtual spacebar key 517.

[00102] FIG. 6 is a block diagram illustrating an example of a computing device, such as computing device 100 shown in FIG. 1, computing device 200 shown in FIG. 2, or computing device 500 shown in FIG. 5, configured to execute one or more applications according to some aspects of the present disclosure. As shown in FIG. 6, computing device 600 may include a touch-sensitive display 602 and an application 604. Application 604 may include input module 606 and display module 608. Graphical user interface (GUI) 610 may be displayed at touch-sensitive display 602.

[00103] Touch-sensitive display 602 may detect a plurality of contacts 618A-618B ("plurality of contacts 618") and a subsequent contact 626 after plurality of contacts 618 within a portion of touch-sensitive display 602 displaying a representation of virtual keyboard 616. As shown in FIG. 6, plurality of contacts 618 plus subsequent contact 626 may produce the following input: [j ‘a’ sp]. In this example, the subsequent contact 626 located within virtual spacebar 617 does not cause the currently inputted text in text area 612 to be replaced with top candidate word “Jacobs” 624A because computing device 600 may determine that it more probable that user 620 intended to type [j a c] (to type “Jacob”) or [h a v] (to type “have”) instead of intending to type [j ’a’ sp], even though subsequent contact 626 is located within the area bounded by boundary 628. In other words, even though subsequent contact 626 is located within the area bounded by boundary 628, input module 606 may determine that it is more likely subsequent contact 626 intended to select the virtual key associated with the character “c” or the virtual key associated with the character “v” than to select virtual spacebar key 617. User 620 may still contact or otherwise select top candidate word “Jacob” 624A to replace the currently inputted text of “Ja ” displayed in text area 612 with top candidate word “Jacob” 624A.

[00104] The techniques described herein may be implemented in hardware, software, firmware, or any combination thereof. Various features described as modules, units or components may be implemented together in an integrated logic device or separately as discrete but interoperable logic devices or other hardware devices. In some cases, various features of electronic circuitry may be implemented as one or more integrated circuit devices, such as an integrated circuit chip or chipset.
FIG. 7 is a block diagram illustrating an example of a computing device, such as computing device 100 shown in FIG. 1 or computing device 200 shown in FIG. 2, configured to execute one or more applications according to some aspects of the present disclosure. As shown in FIG. 7, computing device 700 may include a touch-sensitive display 702 and an application 704. Application 704 may include input module 706 and display module 6708. Graphical user interface (GUI) 710 may be displayed at touch-sensitive display 702.

Touch-sensitive display 702 may detect a plurality of contacts 718A-718B (“plurality of contacts 718”) and a subsequent contact 726 after plurality of contacts 718 within a portion of touch-sensitive display 702 displaying a representation of virtual keyboard 716. As shown in FIG. 7, plurality of contacts 718 plus subsequent contact 726 may produce the following input: [c’ a’ r’ t’ sp’]. In this example, suggestion menu 722 may include top candidate word “cartwheel”, second most probable candidate word “cart” 724B, and third most probable candidate word “cartman” 724C.

In the example illustrated in FIG. 7, although it may be expected that the subsequent contact 726 may cause “cartwheel” to be inputted into text area 712, subsequent contact 726 is not deemed to be intended to select virtual spacebar key 717 because subsequent contact 726 is located outside of the area bounded by boundary 728A. As discussed above, there may be a tighter tolerance to determine if subsequent contact 726 is intended to select virtual spacebar key 717 because top candidate word “cartwheel” 724A includes a greater quantity of characters than the quantity of contacts included in plurality of contacts 718. Therefore, subsequent contact 726 may need to be located within the area bounded by boundary 728A instead of the larger area bounded by boundary 728B. Because input module 706 determines that subsequent contact 726 was not intended to select virtual spacebar key 717 for the purposes of replacing the currently inputted text in text area 712 with top candidate word “cartwheel” 724A, and because the location of subsequent contact 726 is far enough away from the virtual key associated with the character “w”, the receipt of subsequent contact 726 may cause “cartwheel” to be eliminated as a possible candidate word, and second most probable word “cart” 724B may become the candidate word that may be inputted into text area 712 to replace the currently inputted text in text area 712.
[00108] Because “cart” includes the same quantity of characters as the quantity of contacts in the plurality of contacts 718, there may be a looser tolerance to determine if subsequent contact 726 is intended to select virtual spacebar key 717 if second most probable candidate word “cart” 724B is instead the candidate word that may be inputted into text area 712 to replace the currently inputted text in text area 712. Therefore, because subsequent contact 726 is located within the area bounded by boundary 728B, input module 706 may input second most probable candidate word “cart” 724B plus a subsequent space character into text area 712 to replace the currently inputted text in text area 712. As can be seen, computing device 700 may estimate the probability of user selection of a top candidate word having a greater number of characters than the number of contacts in the plurality of contacts 718 separately from estimating the probability of user selection of the top candidate word having the same number of characters as the number of contacts in the plurality of contacts 718, so that the probability threshold for determining whether virtual spacebar key 717 is selected by user 720 to select the top candidate word may be more likely to be triggered if the top candidate word includes the same number of characters as the number of contacts in the plurality of contacts 718 than if the top candidate word includes a greater number of characters than the number of contacts in the plurality of contacts 718.

[00109] FIG. 8 is a flow chart illustrating an example operation of a process for predictive text correction and completion for text entry using virtual keyboards on touch-sensitive displays. The process may include receiving information by an input module, such as input module 106 shown in FIG. 1, about a sequence of contacts by a user, such as user 120 shown in FIG. 1, on a virtual keyboard, such as virtual keyboard 116 shown in FIG. 1, the sequence being associated with a predicted word and a probability for the predicted word, wherein the sequence of contacts corresponds to contacts made by the user for an entry of a word. The process may further include receiving information by the input module about an additional contact in the sequence of contacts. The process may include applying, by a computing device, such as computing device 100 shown in FIG. 1, a probabilistic model that accounts for information about the spatial location of the additional contact and information about the predicted word, to interpret the additional contact as a (i) user selection of the predicted word having a same number of characters as a number of contacts in the sequence of contacts, or (ii) user selection of the predicted word having a greater number of characters
than the number of contacts in the sequence of contacts; or to interpret the additional contact as (i) user selection of the predicted word having a same number of characters as a number of contacts in the sequence of contacts, (ii) user selection of the predicted word having a greater number of characters than the number of contacts in the sequence of contacts, (iii) user input of a non-space character. The process may further include updating, by the computing device, an input buffer based on the interpretation of the additional contact by the probabilistic model.

[00110] The process may further include displaying at least a portion of the updated input buffer on a screen, such as touch-sensitive display 102 shown in FIG. 1, to the user. In some examples, the information about the spatial location is based on a distance of the additional contact from a location within the virtual spacebar key.

[0100] In some examples, the probabilistic model comprises a language model that predicts words based on at least the sequence of contacts and a spatial model that predicts a character for the additional contact based on the information about the spatial location of the additional contact. In some examples, the probabilistic model estimates the probability of user selection of the predicted word having a same number of characters as the number of contacts in the sequence of contacts separately from estimating the probability of user selection of the predicted word having a greater number of characters than the number of contacts in the sequence of contacts. In some examples, the probabilistic model comprises a first probability threshold for determining user selection of the predicted word having the same number of characters as the number of contacts in the sequence of contacts, and a second probability threshold for determining user selection of the predicted word having a greater number of characters than the number of contacts in the sequence of contacts. In some examples, triggering the first probability threshold is more likely than triggering the second probability threshold.

[0101] In some examples, the probabilistic model interfaces with a spatial model that determines a probability that an input key is selected based on the spatial location of the contact. In some examples, the probabilistic model interfaces with a language model that determines a probability that an input key is selected based on previous contacts in the sequence of contacts. In some examples, the sequence of contacts comprises contacts
received subsequent to completion of a prior word or contacts initially received from a user prompted for input.

[0102] If implemented in hardware, this disclosure may be directed to an apparatus such a processor or an integrated circuit device, such as an integrated circuit chip or chipset. Alternatively or additionally, if implemented in software or firmware, the techniques may be realized at least in part by a computer-readable data storage medium comprising instructions that, when executed, cause a processor to perform one or more of the methods described above. For example, the computer-readable data storage medium may store such instructions for execution by a processor.

[0103] A computer-readable medium may form part of a computer program product, which may include packaging materials. A computer-readable medium may comprise a computer data storage medium such as random access memory (RAM), read-only memory (ROM), non-volatile random access memory (NVRAM), electrically erasable programmable read-only memory (EEPROM), Flash memory, magnetic or optical data storage media, and the like. In some examples, an article of manufacture may comprise one or more computer-readable storage media.

[0104] In some examples, the computer-readable storage media may comprise non-transitory media. The term “non-transitory” may indicate that the storage medium is not embodied in a carrier wave or a propagated signal. In certain examples, a non-transitory storage medium may store data that can, over time, change (e.g., in RAM or cache).

[0105] The code or instructions may be software and/or firmware executed by processing circuitry including one or more processors, such as one or more digital signal processors (DSPs), general purpose microprocessors, application-specific integrated circuits (ASICs), field-programmable gate arrays (FPGAs), or other equivalent integrated or discrete logic circuitry. Accordingly, the term “processor,” as used herein may refer to any of the foregoing structure or any other structure suitable for implementation of the techniques described herein. In addition, in some aspects, functionality described in this disclosure may be provided within software modules or hardware modules.

[0106] Various aspects of the disclosure have been described. These and other aspects are within the scope of the following claims.
CLAIMS:

1. A method comprising:
   outputting, for display at a touch-sensitive display operably coupled to a computing device, a representation of a virtual keyboard having a plurality of virtual keys;
   receiving a respective indication of each of a plurality of contacts at a portion of the touch-sensitive display associated with the representation of the virtual keyboard;
   after receiving the respective indication of each of the plurality of contacts, receiving a subsequent contact at the portion of the touch-sensitive display associated with the representation of the virtual keyboard;
   determining, by the computing device and based at least in part on the plurality of contacts, one or more candidate words, each of the one or more candidate words including at least as many characters as a quantity of contacts included in the plurality of contacts;
   determining whether the subsequent contact is intended to select a virtual spacebar key based at least in part on whether the subsequent contact is made at an area of the touch-sensitive display that overlaps with at least a portion of a representation of the virtual spacebar key, the area further including a tolerance area that is associated with at least a portion of the representation of the virtual keyboard that is outside of the representation of the virtual spacebar key, wherein the tolerance area comprises a first size if a top candidate word in the one or more candidate words has a greater number of characters than the quantity of contacts included in the plurality of contacts, and wherein the tolerance area comprises a second size, different from the first size, if the top candidate word has a same number of characters as the quantity contacts included in the plurality of contacts; and
   responsive to determining that the subsequent contact is intended to select the virtual spacebar key, outputting, for display in a text area displayed at the touch-sensitive display, the top candidate word.

2. The method of claim 1, wherein the second size is larger than the first size.

3. The method of claim 1 or 2, wherein determining whether the subsequent contact is intended to select the virtual spacebar key is based at least in part on the plurality of contacts.
4. The method of any preceding claim, wherein outputting, for display in the text area, the top candidate further comprises:
   replacing one or more characters inputted via the plurality of contacts with the top candidate word.

5. The method of any preceding claim, further comprising:
   determining that the subsequent contact is not intended to select the virtual spacebar key even if the subsequent contact is made at the area of the touch-sensitive display.

6. The method of any preceding claim, further comprising:
   outputting, for display at the touch-sensitive display, a suggestions menu listing the one or more candidate words.

7. The method of any preceding claim, wherein the plurality of contacts include at least one contact that is made within a representation of a virtual key not corresponding with a character at a corresponding location in the top candidate word.

8. The method of claim 7, wherein the at least one contact is made within the representation of the virtual spacebar key.

9. A non-transitory computer-readable medium comprising instructions that, when executed by at least one programmable processor, cause the at least one programmable processor to perform operations comprising:
   outputting, for display at a touch-sensitive display operably coupled to a computing device, a representation of a virtual keyboard having a plurality of virtual keys;
   receiving, a respective indication of each plurality of contacts at a portion of the touch-sensitive display associated with the representation of the virtual keyboard;
   after receiving the respective indication of each of the plurality of contacts, receiving an indication of a subsequent contact at the portion of the touch-sensitive display associated with the representation of the virtual keyboard;
determining, by the computing device and based at least in part on the plurality of contacts, one or more candidate words, each of the one or more candidate words including at least as many characters as a quantity of contacts included in the plurality of contacts;

determining whether the subsequent contact is intended to select a virtual spacebar key based at least in part on whether the subsequent contact is made at an area of the touch-sensitive display that overlaps with at least a portion of a representation of the virtual spacebar key, the area further including a tolerance area that is associated with at least a portion of the representation of the virtual keyboard that is outside of the representation of the virtual spacebar key, wherein the tolerance area comprises a first size if a top candidate word in the one or more candidate words has a greater number of characters than the quantity of contacts included in the plurality of contacts, and wherein the tolerance area comprises a second size different from the first size, if the top candidate word has a same number of characters as the quantity contacts included the plurality of contacts; and

responsive to determining that the subsequent contact is intended to select the virtual spacebar key, outputting, for display in a text area displayed at the touch-sensitive display, the top candidate word.

10. The computer-readable medium of claim 9, wherein determining whether the subsequent contact is intended to select the virtual spacebar key is based at least in part on plurality of contacts.

11. The computer-readable medium of claim 9 or 10, further comprising:

determining that the subsequent contact is not intended to select the virtual spacebar key even if the subsequent contact is made at the area of the touch-sensitive display.

12. The computer-readable medium of any one of claims 9-11, wherein the plurality of contacts include at least one contact that is made within the representation of the virtual spacebar key.

13. The computer-readable medium of any one of claims 9-12, further comprising:

outputting, for display at the touch-sensitive display, a suggestions menu listing the
one or more candidate words.

14. A computing device comprising:
    one or more processors;
    a touch-sensitive display configured to:
    display a representation of a virtual keyboard having a plurality of virtual
    keys,
    receive a respective indication of a plurality of contacts at a portion of the
    touch-sensitive display associated with the representation of the virtual keyboard, and
    after receiving the respective indication of each of the plurality of contacts,
    detect a subsequent contact at the portion of the touch-sensitive display associated
    with the representation of the virtual keyboard, and
    an input module operable on the one or more processors and configured to:
    determine, by the computing device and based at least in part on the plurality
    of contacts, one or more candidate words, each of the one or more candidate words
    including at least as many characters as a quantity of contacts in the plurality of
    contacts;
    determine whether the subsequent contact is intended to select a virtual
    spacebar key based at least in part on whether the subsequent contact is made at an
    area of the touch-sensitive display that overlaps with at least a portion of a
    representation of the virtual spacebar key, the area further including a tolerance area
    that is associated at least a portion of the representation of the virtual keyboard that is
    outside of the representation of the virtual spacebar key, wherein the area comprises
    a first size if a top candidate word in the one or more candidate words has a greater
    number of characters than the quantity of contacts included in the plurality of
    contacts, and wherein the area comprises a second size, larger than the first size, if the
    top candidate word has a same number of characters as the quantity contacts included
    the plurality of contacts, and
    responsive to determining that the subsequent contact is intended to select the
    virtual spacebar key, output the top candidate word into a text area displayed at the
    touch-sensitive display.
15. The computing device of claim 14, wherein the input module is further configured to:
    determine that the subsequent contact is not intended to select the virtual spacebar key even if the subsequent contact is made at the area.

16. A computer program comprising instructions that, when executed on a processor, performs the method of any preceding claim.

17. A method or a computing device or a non-transitory computer-readable medium substantially as hereinbefore described with reference to the accompanying drawings.
Application No: GB1309339.8
Claims searched: 1-16
Examiner: Dr Russell Maurice
Date of search: 26 June 2013

Patents Act 1977: Search Report under Section 17

Documents considered to be relevant:

<table>
<thead>
<tr>
<th>Category</th>
<th>Relevant to claims</th>
<th>Identity of document and passage or figure of particular relevance</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>-</td>
<td>US 7886233 B2 (NOKIA CORPORATION) see e.g. the abstract</td>
</tr>
<tr>
<td>A</td>
<td>-</td>
<td>US 2012/036468 A1 (NOKIA CORP) see e.g. the abstract</td>
</tr>
<tr>
<td>A</td>
<td>-</td>
<td>US 2011/041056 A1 (RESEARCH IN MOTION LTD) see e.g. the abstract</td>
</tr>
</tbody>
</table>

Categories:

- X Document indicating lack of novelty or inventive step
- Y Document indicating lack of inventive step if combined with one or more other documents of same category.
- & Member of the same patent family
- A Document indicating technological background and/or state of the art.
- P Document published on or after the declared priority date but before the filing date of this invention.
- E Patent document published on or after, but with priority date earlier than, the filing date of this application.

Field of Search:
Search of GB, EP, WO & US patent documents classified in the following areas of the UKC:

Worldwide search of patent documents classified in the following areas of the IPC:

G06F

The following online and other databases have been used in the preparation of this search report:

WPI, EPODOC, INSPEC, XPIPCOM

International Classification:

<table>
<thead>
<tr>
<th>Subclass</th>
<th>Subgroup</th>
<th>Valid From</th>
</tr>
</thead>
<tbody>
<tr>
<td>G06F</td>
<td>0003/023</td>
<td>01/01/2006</td>
</tr>
<tr>
<td>G06F</td>
<td>0003/0488</td>
<td>01/01/2013</td>
</tr>
</tbody>
</table>