SUBMERGED INTAKE FILTER ASSEMBLY

A submerged intake filter assembly (10) comprises a cylindrical screen (12), a first end plate (19), a second end plate (20), a primary flow modifier pipe (22), and a plurality of secondary flow modifier pipes (28). The primary flow modifier pipe is eccentric with the cylindrical screen at the first end plate. The secondary flow modifier pipes are positioned to lie in an annular space between the primary flow modifier pipe and the cylindrical screen.
Published:
— with international search report
SUBMERGED INTAKE FILTER ASSEMBLY

The present invention relates to water collection pipes placed in bodies of water such as lakes and rivers and used by major manufacturing plants, large cities, irrigation systems and power generation facilities, and particularly to filters that filter water entering the collection pipes. More particularly, the present invention relates to a filter assembly that provides for flow uniformity through a screen of the filter.

Conventional intake filter assemblies typically include an inlet pipe having an open end surrounded by and coupled to a cylindrical screen, which has a central axis that is the same as a longitudinal axis of the inlet pipe. In this way, the cylindrical screen is concentric with the inlet end of the inlet pipe. A typical intake filter assembly may also include a flow modifier pipe positioned concentrically within the inlet pipe and extending beyond the inlet pipe into the cylindrical screen. The flow modifier pipe helps to evenly distribute the flow of water through the cylindrical screen over the length of the screen. See, for example, U.S. Patent No. 6,051,131, the disclosure of which is incorporated by reference herein.

The flow through the cylindrical screen can be uneven over the length of the cylindrical screen. That is, the flow rate through one portion of the intake screen may be different than the flow rate through another portion of the intake screen. An intake filter assembly which more uniformly distributes the flow over the length of the cylindrical screen would be welcomed by users of such filters.

In accordance with one aspect of the present invention there is provided a submerged intake filter assembly comprising:

- a cylindrical screen having a screen longitudinal axis, a first end, and a second end, the cylindrical screen defining an interior between the first end and the second end;
- a primary flow modifier pipe having a diameter less than that of the cylindrical screen and a primary longitudinal axis parallel to the screen longitudinal axis, the primary flow modifier pipe extending into the interior of the cylindrical screen through
the first end of the cylindrical screen, thereby forming an annular space between the primary flow modifier pipe and the cylindrical screen; and

a secondary flow modifier pipe positioned in the annular space and extending into the interior of the cylindrical screen.

Further aspects and preferred features are set out in claim 2 et seq.

In one embodiment, a submerged intake filter assembly includes a cylindrical screen which has a screen longitudinal axis, a first end, a second end, and an inner screen surface. The submerged intake filter assembly also includes a first end plate and a second end plate coupled to the cylindrical screen at the first end and the second end, respectively. Thus, the first end plate and the second end plate together with the inner screen surface define an interior of the cylindrical screen. The submerged intake filter assembly also includes a primary flow modifier pipe with a diameter that is less than that of the cylindrical screen and a primary longitudinal axis that is parallel to the screen longitudinal axis. The primary flow modifier pipe extends into the interior of the cylindrical screen through the first end plate, thereby forming an annular space between the primary flow modifier pipe and the inner screen surface at the first end of the screen. The submerged intake filter assembly further includes a secondary flow modifier pipe positioned in the annular space and extending into the interior of the cylindrical screen.

In preferred embodiments, the primary flow modifier pipe is either concentric or eccentric with the cylindrical screen at the first end of the screen. A plurality of secondary flow modifier pipes is positioned in the annular space, and extend either the same or different distances into the interior of the cylindrical screen.

Some preferred embodiments of the invention will now be described by way of example only and with reference to the accompanying drawings, in which:
Fig. 1 is a side view, partially cut away, of a submerged intake filter assembly, showing a primary and a secondary flow modifier pipe eccentrically positioned within a cylindrical screen;

Fig. 2 is a sectional view of the submerged intake filter assembly of Fig. 1 taken along line 2-2 of Fig. 1;

Fig. 3 is a side view, partially cut away, of another embodiment of a submerged intake filter assembly, showing a primary flow modifier pipe and a plurality of secondary flow modifier pipes positioned in an annular space surrounding the primary flow modifier pipe;

Fig. 4 is a sectional view of the submerged intake filter assembly of Fig. 3 taken along line 4-4 of Fig. 3;

Fig. 5 is a side view, partially cut away, of yet another embodiment of a submerged intake filter assembly, showing a plurality of flow modifier pipes forming a circle centered about a screen longitudinal axis;

Fig. 6 is a sectional view of the submerged intake filter assembly of Fig. 5 taken along line 6-6 of Fig. 5; and

Fig. 7 is a side view, partially cut away, of still another embodiment of a submerged intake filter assembly, showing a primary flow modifier pipe and a plurality of secondary flow modifier pipes of different lengths and positioned at an angle to a screen longitudinal axis.

As shown in Fig. 1, a submerged intake filter assembly 10 includes a cylindrical screen 12, which has a screen longitudinal axis 14, a first end 16, a second end 17, and an inner screen surface 18. The submerged intake filter assembly 10 also includes a first end plate 19 and a second end plate 20 coupled to the cylindrical screen 12 at the first end 16 and the second end 17, respectively. Thus, the first end plate 19 and the
second end plate 20, together with the inner screen surface 18, define an interior 21 of the cylindrical screen 12.

The submerged intake filter assembly 10 also includes a primary flow modifier pipe 22. The primary flow modifier pipe 22 has a diameter that is about 50% of the diameter of the cylindrical screen 12 and a primary longitudinal axis 24 that is parallel to and spaced-apart from the screen longitudinal axis 14. According to a preferred embodiment, the primary flow modifier pipe 22 extends into the interior 21 of the cylindrical screen 12 through the first end plate 19 approximately 16% of the distance between the first end 16 and the second end 17. The extension of the primary flow modifier pipe 22 into the interior 21 thereby forms an annular space 26 between the primary flow modifier pipe 22 and the inner screen surface 18 at the first end 16 of the cylindrical screen 12. A preferred embodiment of the submerged intake filter assembly 10 further includes a secondary flow modifier pipe 28 nested in the primary flow modifier pipe 22 and extending into the interior 21 of the cylindrical screen 12 approximately 67% of the distance between the first end 16 and the second end 17 of the cylindrical screen 12. The diameter of the secondary flow modifier pipe 28 is about 70% of the diameter of the primary flow modifier pipe 22. However, it will be readily apparent to those of ordinary skill in the art that the diameter of the primary and secondary flow modifier pipes and the distances they extend into the interior 21 may be varied.

Fig. 2 is a sectional view of the submerged intake filter assembly of Fig. 1 taken along line 2-2 of Fig. 1. The cylindrical screen 12 has a center 32 at the first end 16. The primary flow modifier pipe 22 and the secondary flow modifier pipe 28 are concentric at the first end 16 and have a center 34 that is spaced-apart from the center 32. In this way, the primary flow modifier pipe 22 and the secondary flow modifier pipe 28 are eccentric with the cylindrical screen 12, thus making irregular the annual space 26. It will be readily apparent to those of ordinary skill in the art that additional flow modifier pipes may be nested within the primary flow modifier pipe 22, as is shown in U.S. Patent No. 6,051,131 to Maxson, the disclosure of which is incorporated.
by reference herein. However, the additional nested flow modifier pipes may also be positioned eccentrically.

Referring to Fig. 3, another embodiment of a submerged intake filter assembly 40 includes a cylindrical screen 42, which has a screen longitudinal axis 44, a first end 46, a second end 47, and an inner screen surface 48. The submerged intake filter assembly 40 also includes a first end plate 49 and a second end plate 50 coupled to the cylindrical screen 42 at the first end 46 and the second end 47, respectively. Thus the first end plate 49 and the second end plate 50 together with the inner screen surface 48 define an interior 51 of the cylindrical screen 42.

The submerged intake filter assembly 40 also includes a primary flow modifier pipe 52 with a diameter less than 50% of the diameter of the cylindrical screen 42. The primary flow modifier pipe 52 extends through the first end plate 49 into the interior 51 of the cylindrical screen 42 at least 50% of the distance between the first end 46 and the second end 47 of the cylindrical screen 42. The primary flow modifier pipe 52 also shares the same longitudinal axis (the screen longitudinal axis 44) with the cylindrical screen 42. The extension of the primary flow modifier pipe 52 into the interior 51 forms an annular space 56 between the primary flow modifier pipe 52 and the inner screen surface 48 at the first end 46 of the cylindrical screen 42.

The submerged intake filter assembly 40 further includes a plurality of secondary flow modifier pipes 58 positioned in the annular space 56. The plurality of secondary flow modifier pipes 58 also extend through the first end plate 49 into the interior 51 of the cylindrical screen 42. As shown in Fig. 3, each secondary flow modifier pipe 58 extends into the interior 51 less than 50% of the distance between the first end 46 and the second end 48. However, it will be readily understood by those of ordinary skill in the art that the secondary flow modifier pipes 58 may all extend into the interior 51 a different distance than is shown in Fig. 3 and the secondary flow modifier pipes 58 may each extend different distances into the interior 51. Each of the
plurality of secondary flow modifier pipes 58 has a secondary longitudinal axis 54 that is parallel to and spaced-apart from the screen longitudinal axis 44.

Fig. 4 is a sectional view of the submerged intake filter assembly of Fig. 3 taken along line 4-4 of Fig. 3. The plurality of secondary flow modifier pipes 58 are positioned in the annular space 56 and form a concentric circle about a center 60 of the cylindrical screen 42 and the primary flow modifier pipe 52. In this way, the annular space 56 is constant around the primary flow modifier pipe 52, and the secondary flow modifier pipes 58 are regularly positioned around the primary flow modifier pipe 52. However, given the discussion above with respect to Figs. 1 and 2, it will be readily apparent to those of ordinary skill in the art that the center of the primary flow modifier pipe 52 may be offset from the center of the screen 42 to create an irregular annular space around the primary flow modifier pipe 52, and the secondary flow modifier pipes 58 may be irregularly positioned around the primary flow modifier pipes. Referring again to Fig. 4, the diameter of the concentric circle formed by the secondary flow modifier pipes 58 is greater than the diameter of the primary flow modifier pipe 52, but less than the diameter of the cylindrical screen 42.

Referring to Fig. 5, yet another embodiment of a submerged intake filter assembly 80 includes a cylindrical screen 82, which has a primary longitudinal axis 84, a first end 86, a second end 87, and an inner screen surface 88. The submerged intake filter assembly 80 also includes a first end plate 89 and a second end plate 90 coupled to the cylindrical screen 82 at the first end 86 and the second end 88, respectively. Thus the first end plate 89 and the second end plate 90 together with the inner screen surface 88 define an interior 91 of the cylindrical screen 82.

The submerged intake filter assembly 80 also includes a plurality of flow modifier pipes 98 each having a diameter less than 50% of the diameter of the cylindrical screen 82. Each of the plurality of flow modifier pipes 98 has a longitudinal axis 94 that is parallel to and spaced-apart from the screen longitudinal axis 84. Each of the plurality of flow modifier pipes 98 extends through the first end plate 89 into the
interior 91 of the cylindrical screen 82. The plurality of flow modifier pipes 98 extend different distances into the interior 91. Some of the flow modifier pipes 98 extend into the interior 91 more than 50% of the distance between the first end 86 and the second end 87 of the cylindrical screen 82. As shown in Fig. 5, others extend into the interior 91 less than 50% of the distance between the first end 86 and the second end 88 of the cylindrical screen 82. According to a preferred embodiment, the plurality of flow modifier pipes 98 are arranged in alternating lengths. However, it will be readily understood by those of ordinary skill in the art that each of the plurality of flow modifier pipes 98 may extend a different distance into the interior 91 than is shown in Fig. 5, including all extending an equal distance into the interior 91.

Fig. 6 is a sectional view of the submerged intake filter assembly of Fig. 5 taken along line 6-6 of Fig. 5. Each of the plurality of secondary flow modifier pipes 98 has a center 102 which is spaced-apart from the center 100. The plurality of secondary flow modifier pipes 98 are evenly spaced on a circle which is concentric with the cylindrical screen 82. However, given the discussion above with respect to Figs. 1 and 2, it will be readily apparent to those of ordinary skill in the art that the center of the plurality of flow modifier pipes 98 may be offset from the center 100, and the plurality of flow modifier pipes 98 may also form a different shape (other than a circle) and be unevenly spaced on the shape formed. Referring again to Fig. 6, the diameter of the concentric circle formed by the plurality of flow modifier pipes 98 is less than the diameter of the cylindrical screen 82.

Referring to Fig. 7, still another embodiment of a submerged intake filter assembly 110 includes a cylindrical screen 112 which has a screen longitudinal axis 114, a first end 116, a second end 117, and an inner screen surface 118. The submerged intake filter assembly 110 also includes a first end plate 119 and a second end plate 120 coupled to the cylindrical screen 112 at the first end 116 and the second end 117, respectively. Thus the first end plate 119 and the second end plate 120 together with the inner screen surface 118 define an interior 121 of the cylindrical screen 112.
The submerged intake filter assembly 110 also includes a primary flow modifier pipe 122 with a diameter less than 50% of the diameter of the cylindrical screen 112. The primary flow modifier pipe 122 shares the same longitudinal axis (the screen longitudinal axis 114) with the cylindrical screen. The primary flow modifier pipe 122 also extends through the first end plate 119 into the interior 121 of the cylindrical screen 112 less than 50% of the distance between the first end 116 and the second end 117 of the cylindrical screen 112. The extension of the primary flow modifier pipe 122 into the interior 121 thereby forms an annular space 126 between the primary flow modifier pipe 122 and the inner screen surface 118 at the first end 116 of the cylindrical screen 112.

The submerged intake filter assembly 110 further includes a plurality of secondary flow modifier pipes 128 positioned in the annular space 126. According to a preferred embodiment, at least one of the plurality of secondary flow modifier pipes 128 extends into the interior 121 more than 50% of the distance between the first end 116 and the second end 117 of the cylindrical screen 112. The secondary flow modifier pipes 128 each have a diameter that is less than the diameter of the primary flow modifier pipe 122. Furthermore, each of the plurality of secondary flow modifier pipes 128 has a secondary longitudinal axis 124 that is at an angle to the screen longitudinal axis 114. The plurality of secondary flow modifier pipes 128 form a circle with a diameter that is greater than the diameter of the primary flow modifier pipe 122, but less than that of the cylindrical screen 112. Each of the plurality of secondary flow modifier pipes 128 is bevel cut at an interior end 130 substantially to an angle that makes the interior end 130 parallel to the cylindrical screen 112. Each of the plurality of secondary flow modifier pipes 128 is bevel cut at a length that makes the interior end 130 of each pipe 128 equidistant from the cylindrical screen 112. However, it will be readily apparent to those of ordinary skill in the art that the diameter of the primary and secondary flow modifier pipes, the angles between the screen longitudinal axis 114 and the plurality of secondary flow modifier pipes 128, and the distances they extend into the interior 121 may be varied. Moreover, given the discussion above with respect to Figs. 1 and 2, the center of the plurality of secondary flow modifier pipes 128 may be
offset from the screen longitudinal axis 114 (as may be the center of the primary flow modifier pipe 122), and the plurality of secondary flow modifier pipes 128 may be arranged in a different shape (other than a circle) on the second end plate 119.

It will be appreciated that departures from the above described embodiments may still fall within the scope of the invention.
CLAIMS:

1. A submerged intake filter assembly comprising:
   a cylindrical screen having a screen longitudinal axis, a first end, and a second end, the cylindrical screen defining an interior between the first end and the second end;
   a primary flow modifier pipe having a diameter less than that of the cylindrical screen and a primary longitudinal axis parallel to the screen longitudinal axis, the primary flow modifier pipe extending into the interior of the cylindrical screen through the first end of the cylindrical screen, thereby forming an annular space between the primary flow modifier pipe and the cylindrical screen; and
   a secondary flow modifier pipe positioned in the annular space and extending into the interior of the cylindrical screen.

2. The submerged intake filter assembly of claim 1, wherein the secondary flow modifier pipe defines a secondary longitudinal axis that is at an angle to the primary longitudinal axis.

3. The submerged intake filter assembly of claim 2, further comprising a second secondary flow modifier pipe positioned in the annular space and extending into the interior of the cylindrical screen, the second secondary flow modifier pipe extending into the screen interior a different distance from the secondary flow modifier pipe.

4. The submerged intake filter assembly of claim 1, wherein the primary flow modifier pipe and the cylindrical screen are eccentric at the first end.

5. The submerged intake filter assembly of claim 4, wherein the secondary flow modifier pipe defines a secondary longitudinal axis that is at an angle to the primary longitudinal axis.

6. The submerged intake filter assembly of claim 1, wherein the primary flow modifier pipe includes a primary inlet end and the secondary flow modifier pipe
includes a secondary inlet end and the secondary inlet end extends further into the interior of the cylindrical screen than does the primary inlet end.

7. The submerged intake filter assembly of claim 6, further comprising a second secondary flow modifier pipe positioned in the annular space and extending into the interior of the cylindrical screen, the second secondary flow modifier pipe extending into the screen interior a different distance from the secondary flow modifier pipe.

8. The submerged intake filter assembly of claim 1, wherein the primary flow modifier pipe includes a primary inlet end and the secondary flow modifier pipe includes a secondary inlet end and the primary inlet end extends further into the interior of the cylindrical screen than does the secondary inlet end.

9. The submerged intake filter assembly of claim 8, further comprising a second secondary flow modifier pipe positioned in the annular space and extending into the interior of the cylindrical screen, the second secondary flow modifier pipe extending into the screen interior a different distance from the secondary flow modifier pipe.

10. The submerged intake filter assembly of claim 1, further comprising a second secondary flow modifier pipe having a second secondary longitudinal axis positioned in the annular space and extending into the interior of the cylindrical screen.

11. The submerged intake filter assembly of claim 10, wherein the secondary flow modifier pipe defines a secondary longitudinal axis, the secondary longitudinal axis and the second secondary longitudinal axis being positioned different distances from the primary longitudinal axis.

12. A submerged intake filter assembly comprising:

    a cylindrical screen having a screen longitudinal axis, a first end and a second end, the cylindrical screen defining an interior between the first end and the second end; and
a plurality of flow modifier pipes, each having a diameter less than that of the cylindrical screen, each having a longitudinal axis parallel to and spaced-apart from the screen longitudinal axis, and each extending into the interior of the cylindrical screen through the first end of the cylindrical screen.

13. The submerged intake filter assembly of claim 12, wherein the plurality of secondary flow modifier pipes each defines a secondary longitudinal axis that is at an angle to the primary longitudinal axis of the screen.

14. The submerged intake filter assembly of claim 13, wherein the plurality of secondary flow modifier pipes each extends different distance into the screen interior.

15. A submerged intake filter assembly, comprising:
   a cylindrical screen having a screen longitudinal axis, a first end, and a second end, the cylindrical screen defining an interior between the first end and the second end;
   a primary flow modifier pipe having a primary longitudinal axis and extending into the interior of the cylindrical screen through the first end of the cylindrical screen, the screen longitudinal axis and the primary longitudinal axis being collinear and the cylindrical screen having a greater diameter than the primary flow modifier pipe, thereby creating an annular space between the primary flow modifier pipe and the first end of the screen; and
   a secondary flow modifier pipe positioned in the annular space and extending into the interior of the cylindrical screen.

16. The submerged intake filter assembly of claim 15, wherein the primary flow modifier pipe includes a primary inlet end and the secondary flow modifier pipe includes a secondary inlet end and the secondary inlet end extends further into the interior of the cylindrical screen than does the primary inlet end.
17. The submerged intake filter assembly of claim 16, wherein the secondary flow modifier pipe includes a secondary longitudinal axis that is at an angle to the screen longitudinal axis.

18. The submerged intake filter assembly of claim 15, wherein the primary flow modifier pipe includes a primary inlet end and the secondary flow modifier pipe includes a secondary inlet end and the primary flow modifier pipe extends further into the interior of the cylindrical screen than does the secondary inlet end.

19. The submerged intake filter assembly of claim 18, wherein the secondary flow modifier pipe includes a secondary longitudinal axis that is at an angle to the screen longitudinal axis.

20. A submerged intake filter assembly, comprising:
   an intake pipe defining an intake interior and having a primary longitudinal axis and an open end providing a passageway from outside the intake pipe to the intake interior;
   a cylindrical screen substantially enclosing the open end of the intake pipe and defining a screen interior;
   a plurality of flow modifying pipes, each flow modifying pipe having a secondary longitudinal axis, the secondary longitudinal axes all positioned equidistant from the primary longitudinal axis and substantially parallel to the primary longitudinal axis, each flow modifying pipe extending into the intake interior, through the open end of the intake pipe, and into the screen interior.

21. The intake filter assembly of claim 20, wherein at least two of the plurality of flow modifying pipes extend different distances into the screen interior.

22. A submerged intake filter assembly, comprising:
   a round cylindrical screen having a first end, a second end, and an inside surface defining an interior between the first end and the second end;
a round inlet pipe having an outer surface and an open end providing a passageway from outside the inlet pipe to inside the inlet pipe, the inlet pipe extending into the interior of the cylindrical screen through the first end of the cylindrical screen to create an annular space between the outer surface of the inlet pipe and the first end of the cylindrical screen;

an end plate coupled to the cylindrical screen at the second end of the cylindrical screen and substantially closing the second end of the cylindrical screen; and

a base plate coupled to the inlet pipe and the cylindrical screen at the first end of the cylindrical screen and substantially closing the annular space between the outer surface of the inlet pipe and the first end of the cylindrical screen,

wherein the inlet pipe defines a first longitudinal central axis and the cylindrical screen defines a second longitudinal central axis and the first longitudinal central axis is spaced-apart and parallel to the second longitudinal central axis.

23. The submerged intake filter assembly of claim 22, further comprising a secondary inlet pipe positioned in the annular space and extending into the interior of the cylindrical screen through the first end of the cylindrical screen.

24. The submerged intake filter assembly of claim 23, wherein the inlet pipe extends further into the interior of the cylindrical screen than does the secondary inlet pipe.

25. The submerged intake filter assembly of claim 23, wherein the secondary inlet pipe extends into the interior of the cylindrical screen at an angle to the first longitudinal axis.

26. The submerged intake filter assembly of claim 22, further comprising a plurality of secondary inlet pipes, each positioned in the annular space and extending into the interior of the cylindrical screen through the first end of the cylindrical screen.
27. The submerged intake filter assembly of claim 26, wherein at least two of the plurality of secondary inlet pipes extend different distances into the interior of the cylindrical screen.

28. The submerged intake filter assembly of claim 26, wherein the plurality of secondary inlet pipes extend into the interior of the cylindrical screen at an angle to the first longitudinal axis.

29. The submerged intake filter assembly of claim 22, wherein the inlet pipe and the cylindrical screen are eccentric at the first end.

30. The submerged intake filter assembly of claim 29, further comprising a secondary inlet pipe positioned in the annular space and extending into the interior of the cylindrical screen through the first end of the cylindrical screen.

31. The submerged intake filter assembly of claim 30, wherein the inlet pipe extends further into the interior of the cylindrical screen than does the secondary inlet pipe.

32. The submerged intake filter assembly of claim 30, wherein the secondary inlet pipe extends into the interior of the cylindrical screen at an angle to the first longitudinal axis.

33. The submerged intake filter assembly of claim 29, further comprising a plurality of secondary inlet pipes, each positioned in the annular space and extending into the interior of the cylindrical screen through the first end of the cylindrical screen.

34. The submerged intake filter assembly of claim 33, wherein at least two of the plurality of secondary inlet pipes extend different distances into the interior of the cylindrical screen.
35. The submerged intake filter assembly of claim 33, wherein the plurality of secondary inlet pipes extend into the interior of the cylindrical screen at an angle to the first longitudinal axis.

36. A submerged intake filter assembly comprising:
   a cylindrical screen having a screen longitudinal axis, a first end and a second end, the cylindrical screen defining an interior between the first end and the second end;
   a primary flow modifier pipe having a diameter less than that of the cylindrical screen and a primary longitudinal axis parallel to the screen longitudinal axis, the primary flow modifier pipe extending into the interior of the cylindrical screen through the first end of the cylindrical screen, thereby forming an annular space between the primary flow modifier pipe and the first end of the screen; and
   a secondary flow modifier pipe having an interior completely positioned in the annular space and extending into the interior of the cylindrical screen.

37. The submerged intake filter assembly of claim 36, wherein the secondary flow modifier pipe defines a secondary longitudinal axis that is at an angle to the primary longitudinal axis.

38. The submerged intake filter assembly of claim 36, wherein the primary flow modifier pipe and the cylindrical screen are eccentric at the first end.

39. The submerged intake filter assembly of claim 36, wherein the primary flow modifier pipe includes a primary inlet end and the secondary flow modifier pipe includes a secondary inlet end and the secondary inlet end extends further into the interior of the cylindrical screen than does the primary inlet end.

40. The submerged intake filter assembly of claim 39, further comprising a second secondary flow modifier pipe positioned in the annular space and extending into the interior of the cylindrical screen, the second secondary flow modifier pipe extending into the screen interior a different distance from the secondary flow modifier pipe.
41. The submerged intake filter assembly of claim 36, wherein the primary flow modifier pipe includes a primary inlet end and the secondary flow modifier pipe includes a secondary inlet end and the primary inlet end extends further into the interior of the cylindrical screen than does the secondary inlet end.

42. The submerged intake filter assembly of claim 41, further comprising a second secondary flow modifier pipe positioned in the annular space and extending into the interior of the cylindrical screen, the second secondary flow modifier pipe extending into the screen interior a different distance from the secondary flow modifier pipe.

43. The submerged intake filter assembly of claim 36, wherein the secondary flow modifier pipe defines a secondary longitudinal axis that is at an angle to the primary longitudinal axis.

44. The submerged intake filter assembly of claim 43, further comprising a second secondary flow modifier pipe positioned in the annular space and extending into the interior of the cylindrical screen, the second secondary flow modifier pipe extending into the screen interior a different distance from the secondary flow modifier pipe.

45. The submerged intake filter assembly of claim 36, further comprising a second secondary flow modifier pipe having a second secondary longitudinal axis and an interior completely positioned in the annular space and extending into the interior of the cylindrical screen.

46. The submerged intake filter assembly of claim 45, wherein the secondary flow modifier pipe defines a secondary longitudinal axis, the secondary longitudinal axis and the second secondary longitudinal axis being positioned different distances from the primary longitudinal axis.
INTERNATIONAL SEARCH REPORT

PCT/GB 02/02869

A. CLASSIFICATION OF SUBJECT MATTER

IPC 7 E02B5/08 B01D29/11 B01D29/92

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC 7 E02B B01D

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal, WPI Data, PAJ

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 6 051 131 A (MAXSON RICHARD C) 18 April 2000 (2000-04-18) cited in the application abstract; figures 4,5</td>
<td>20,21</td>
</tr>
<tr>
<td>X</td>
<td>US 2 572 173 A (KIRK MCFARLIN) 23 October 1951 (1951-10-23) column 1, line 38 -column 2, line 26; figures 1-3</td>
<td>1</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C. X Patent family members are listed in annex.

* Special categories of cited documents:
  *A* document defining the general state of the art which is not considered to be of particular relevance
  *E* earlier document but published on or after the international filing date
  *L* document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  *O* document referring to oral disclosure, use, exhibition or other means
  *P* document published prior to the international filing date but later than the priority date claimed
  *T* later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  *X* document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  *Y* document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.
  *A* document member of the same patent family

Date of the actual completion of the international search 8 August 2002

Date of mailing of the international search report 19/08/2002

Name and mailing address of the ISA European Patent Office, P.B. 5816 Patentiaan 2 NL - 2280 HV Rijswijk Tel (+31-70) 340-2040, Tx 31 651 epo nl, Fax: (+31-70) 340-3016

Authorized officer Sembritzki, T

Form PCT/ISA/210 (second sheet) (July 1992)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>BR 9914149 A</td>
<td>26-06-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NO 20011612 A</td>
<td>29-09-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>PL 346971 A1</td>
<td>11-03-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 0019022 A1</td>
<td>06-04-2000</td>
</tr>
<tr>
<td>US 2572173</td>
<td>23-10-1951</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>JP 11107331</td>
<td>20-04-1999</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>