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This invention relates to an advertising device. More 
particularly, this invention relates to a rubber coin mat 
having a display sign holder or pocket formed therein 
and into which an advertisement may be inserted through 
a slit in the bottom of the mat to present a finished frame 
like appearance to the user whose attention will normally 
be drawn to the advertisement when he looks at the mat 
to pick up coins therefrom. 

Rubber coin mats are quite commonly used in tobacco 
stores and the like. Such mats are usually placed on a 
sales counter in a position such that coins given in change 
by the storekeeper may be placed on the mat within con 
venient reach of the customer. Such mats have the ad 
vantage of preventing coins from rolling or sliding over 
a smooth counter surface and of affording protection to 
a glass or finished surface which may form a counter top. 

Additionally, such mats are a convenience to the 
customer since they afford an easy and simple method by 
which he may receive his change without danger of 
dropping or losing the coins. Normally, the customer's 
attention is automatically directed to the coin mat when 
he reaches toward it to pick up his change. Instinctively, 
the customer reaching for change will look at the mat to 
be sure that the change is correct and to guide his hand 
in reaching for it. 

Hence, an advertising display or sign positioned on 
or immediately adjacent such a mat is assured of con 
siderable customer notice. Furthermore, such a sign or 
display holder is preferably made integral with the mat 
so that it can be utilized not only to receive advertising 
display matter but also to form suction cup means which 
will securely position the coin mat and the advertising 
holder on the counter. 

It is, therefore, an object of the present invention to 
provide an improved advertising device. 

It is a further object of this invention to provide an 
advertising device formed integrally with a rubber coin 
mat and serving not only to support and position an 
advertising display adjacent to the mat but also to form 
suction cups for holding the coin mat and advertising dis 
play firmly in place on a counter. 

It is yet another object of this invention to provide 
such a coin mat and advertising display holder wherein 
the holder is adapted to receive the advertising display 
matter and a sheet of transparent material to protect it 
through a slit in the bottom of the mat communicating 
with slots surrounding an inclined display supporting sur 
face and adapted to receive said sheet. 

Other objects, features and advantages of the present 
invention will be more fully apparent to those skilled in 
the art from the following detailed description taken in 
connection with the accompanying drawing in which 
like reference characters refer to like parts throughout 
and wherein: 

Figure 1 is a perspective view of a coin mat advertising 
device in accordance with the present invention. 

Figure 2 is a sectional view taken on the line 2-2 of 
Figure 1. 
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Figure 3 is a fragmentary bottom plan view showing 

the manner in which suction cups are formed under the 
display holder and also showing a portion of a slit through 
which an advertisement may be inserted into the holder. 

Figure 4 is a sectional view, partially broken away, 
taken on the line 4-4 of Figure 1. 

Figure 5 is a fragmentary sectional view taken on the 
line 5-5 of Figure 2. 

Figure 6 is a view similar to that of Figure 2 but taken 
on an enlarged scale and showing the deformation of 
the coin mat to facilitate insertion of a transparent sheet 
through a slit in the bottom thereof into the display holder. 

Turning now to the drawings, there is shown an ad 
vertising device 10 comprising a mat 11 preferably made 
of rubber or any similar rubber-like resilient deformable 
material and having a coin receiving area 12 in the for 
ward portion thereof and an advertising display sign 
or placard holder 13 formed in the rearward portion 
thereof. The coin receiving area is defined generally 
within a recess 14 molded into the forward portion 12 
of the mat and peripherally surrounded by a continuous 
edge or lip 15. The edge 15 preferably has a plurality 
of recesses 16 opening from the lower surface of the mat 
to form suction cups molded into the edge of the coin 
mat. 
The actual surface of the area intended to receive 

coins is formed by the tops of a plurality of closely spaced 
resilient rubber fingers 17 protruding integrally upwardly 
from the bottom of the recess 14 and each terminating 
at the same height slightly above the top surface of the 
edge or lip member 15. The coin receiving area may of 
course have any desired shape but is preferably generally 
rectangular as shown in the drawing. The coins are 
adapted to be supported by the tops of the resilient 
fingers 17 in such a fashion that the customer can easily 
grasp the edge of the coin in order to lift it of the mat. 
The advertising display sign or placard holder 13 

formed above the rear portion of the mat 11 comprises 
an inclined display supporting surface 18 on which a 
printed sign or placard 19 is positioned. The surface 18 
extends generally rearwardly and upwardly from the 
surface of the mat and is positioned so that its lower 
front edge is contiguous with the rear edge of the coin 
receiving area. 
A continuous flange member 20 is formed integrally 

with the sides of the holder 13 so as to form with the 
Supporting surface 18 a slot 21 which extends around 
the four edges of the generally rectangular supporting 
Surface 18. The sign or placard 19 is intended to have 
a shape and dimension such that when placed on the 
surface 18 it will extend into the slot 21 on all four sides 
of the surface so that the flange member 20 will extend 
inwardly over the placard 19 and, co-acting with a sheet 
of transparent material such as a transparent plastic 
sheet 22, will serve to securely hold the sign 19 in posi 
tion on the surface 18 and will afford a picture frame 
appearance around the edges of the sign. The sheet 22 
of transparent material may be any clear transparent 
plastic, a colored transparent plastic, glass, or any other 
Suitable transparent material. If desired, of course, the 
sheet 22 could itself have the advertising display or legend 
imprinted thereon. However, the arrangement shown is 
preferred inasmuch as it facilitates changing the particu 
lar advertising matter being displayed. 

It will be noted particularly from Figures 2, 3 and 6 
that a slit 23 extends transversely across the bottom edge 
of the Supporting surface 18 and also extends from the 
top of this surface 18 through the mat 11 to the bottom 
Surface thereof. As may be seen in Figure 2 wherein the 
mat is shown in its undeformed position, the slit 23 is 
generally wedge-shape and narrows down from the bottom 
of the mat 11 to the top thereof where it terminates at 
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the bottom edge of the supporting surface 18. The top 
of the slit is thus normally closed. 
As may be more clearly seen in Figure 5, the slit 23 

extends transversely across the bottom edge of the sup 
porting surface 18 for a distance greater than the hori 
zontal width of the portion of the slot 21 formed by 
flange 20 at the bottom edge of surface 18. The fact that 
slit 23 is wider across the bottom of the surface 18 than 
is the slot 21 facilitates the deformation of the coin mat 
in the manner shown in Figure 6 so that the slit 23 may 
be opened sufficiently to permit the insertion of the piac 
ard 19 and transparent sheet member 22 through it into 
the portions of the slot 2 surrounding the two sides and 
the top of the display surface 18 in the manner indicated 
by the arrow in Figure 6. When the sheet 22 has been 
fully inserted in three sides of the slot 21, the mat is 
permitted to resume the undeformed position shown in 
Figure 2 and that portion of the slit 21 which lies along 
the bottom edge of surface 18 is then seated around the 
bottom edge of placard 19 and sheet 22. 
As may be more clearly seen in Figures 2, 3 and 6, 

a plurality of recesses or suction cups. 25 are formed 
under the display supporting surface 18 by a plurality of 
orthogonally disposed depending partition members. A 
first group of such partition members 26 extends gen 
erally parallel to the sides of the sign holder 13 and tapers 
downwardly from the top of supporting surface 18 to a 
point near the bottom thereof. The taper of the parti 
tions 26 is such that their bottom surface is maintained 
parallel to the bottom surface of the mat 11 so as to lie 
flat therewith on a counter top. A second group of par 
tition members 27 extends orthogonally to the members 
26 and is thus in generally parallel relation with the top 
and bottom edges of the surface 18 and with the slit 23. 
The members 27 depending from the surface 18 are also 
each of such a height that their bottom surfaces are gen 
erally aligned with the bottom surface of the mat 11. The 
two set of intersecting orthogonally disposed partition 
members 26 and 27 each of which is of a height such 
that it extends downwardly to the plane of the bottom 
of the mat 11 thus form the plurality of recesses. 25 which 
act as suction cups to securely hold the mat 11 with its 
coin receiving area and sign holder securely in position 
on a counter. The action of the suction cups 25 is aided 
by a similar suction cup action of the recesses 16 molded 
in the lip 15 surrounding the coin mat. 

It will thus be apparent that in operation when the mat 
has been deformed from the normal or undeformed posi 
tion shown in Figure 2 to the position shown in Figure 6, 
the placard or sign 19 may be inserted through the slit 
23 and seated in the slot 21 surrounding three sides of 
the surface 18. The transparent sheet 22 is similarly in 
serted. When the mat is then permitted to return to its 
normal position the edge of the slit 23 is sufficiently 
resilient so that the portion of the slot 21 lying above 
this edge and adjacent to the bottom edge of the surface 
18 may be deflected sufficiently to snap-seat the corre 
sponding edge of the sheet 22 and placard 19 in the slit 
21 on this fourth side. The advertising matter is thus 
securely positioned and held in the holder 13 and the 
flange 20 extending around its four sides affords a frame 
like appearance for the display sign. When the coin mat 
and sign holder are then positioned on a smooth counter, 
the recesses 5 and 25 act as suction cups and cooperate 
to securely position both the coin mat and the sign holder 
in place on the counter. The advertising device thus pro 
vides a display arrangement which is securely positioned 
and which attracts a customer's attention by affording 
him a convenient place from which to receive his change. 
While a particular exemplary preferred embodiment 

of the invention has been described in detail above, it 
will be understood that modifications and variations 
therein may be effected without departing from the true 
spirit and scope of the novel concepts of the present in 
vention as defined by the following claims. 
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4. 
I claim: 
1. An advertising device comprising: a rubber mat; 

a recess in the forward portion of the upper Surface of 
said mat; a plurality of closely spaced resilient fingers 
protruding upwardly from the bottom of said recess and 
terminating at the same height, the tops of said protruding 
fingers forming a coin-receiving area; a display sign holder 
formed above the rearward portion of said upper Surface 
of said mat adjacent to said coin-receiving area; Said sign 
holder- comprising an inclined display supporting Sur 
face extending rearwardly and upwardly from the surface 
of said mat; a flange member above and extending around 
the periphery of said inclined surface to form a con 
tinuous slot around the edges of said inclined surface; 
a slit extending through said mat near the bottom edge 
of said inclined surface and immediately in front of the 
slot along the said bottom edge of said surface; said slit 
being shaped and dimensioned to receive a sheet of mate 
rial to be seated in the slots surrounding said inclined 
surface to protect an advertising placard adapted to be 
positioned between said sheet and said surface; said mat 
being deformably in the area of said slit so that said 
transparent sheet may be inserted through said slit from 
the bottom of said mat and positioned in said slots; and 
a plurality of suction cups formed under said inclined 
display surface to secure said advertising display holder 
and coin mat in position on a counter. 

2. In a rubber coin mat advertising device of the type 
having a recess in the forward portion of the upper Sur 
face of said mat to form a coin-receiving area in the for 
ward portion of the upper surface of said mat, the in 
provement comprising a sign holder formed above the 
rear portion of said upper surface of said mat adjacent 
to said coin-receiving area, said sign holder comprising: 
an inclined rectangular display supporting Surface extend 
ing rearwardly and upwardly from the surface of said mat; 
a flange member above and extending around the pe 
riphery of said inclined surface to form a continuous slot 
around the edges of said inclined surface; a slit extending 
through said mat near the bottom edge of said inclined 
surface and immediately in front of the slot portion along 
the bottom edge of said surface, the upper wall of said 
slit being inclined rearwardly and upwardly to intersect 
the bottom lower corner of the front slot portion; a sheet 
of transparent material adapted to be seated in the slot 
surrounding said inclined surface to protect an advertising 
placard positioned between said sheet and said Surface; 
said rubber mat being of such a thickness as to be deform 
able in the area of said slit so that said transparent sheet 
may be slidably inserted through said slit from the bottom 
of said mat rearwardly into said slot, with the front edge 
of said sheet thereafter being moved along the upper wall 
of said slit and snapped into said front slot portion. 

3. An advertising: display sign holder comprising: a 
rubber mat; an inclined display supporting surface ex 
tending rearwardly and upwardly from the surface of said 
mat; a flange member above and extending around the 
periphery of said inclined surface to form a continuous 
slot around the edges of said inclined surface; a slit ex 
tending through said mat near the forward bottom edge 
of said inclined Surface and immediately in front of the 
slot along said bottom edge of said surface; said slit be 
ing shaped and dimensioned to receive a sheet- of mate 
rial to be seated in the slots surrounding said inclined 
surface to protect an advertising placard positioned be 
tween said sheet and surface; said mat being of such a 
thickness as to be deformable in the area of said slit so 
that said transparent sheet may be inserted through said 
slit from the bottom of said mat and positioned in said 
slots; and a plurality of Suction cups formed under said 
inclined display surface to secure said advertising display 
holder in position on a counter. 

4. An advertising device comprising: a coin mat, and 
display sign holder formed of resilient deformable ma 

75 terial; slit means communicating with said sign holder. 
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through the bottom of said mat to facilitate insertion of 
a display sign in said holder; and a plurality of recessed 
suction cups in the bottom of said mat under said sign 
holder. 

5. A coin mat and advertising display sign holder com 
prising: a rubbermat having a coin-receiving area defined 
thereon; an inclined display-supporting surface extending 
rearwardly and upwardly from the surface of said coin 
receiving area; a flange member above and extending 
around the periphery of said inclined surface to form a 
continuous slot around the edges of said inclined Sur 
face; a slit extending through said mat near the forward 
bottom edge of said inclined surface and immediately in 
front of the slot along said bottom edge of said Surface; 
a sheet of transparent material adapted to be seated in 
the slot surrounding said inclined surface to protect an 
advertising placard positioned between said sheet and said 
surface; said slit extending laterally beyond said slot and 
said mat being of such a thickness as to be deformable 
in the area of said slit so that said transparent sheet may 
be inserted through said slit from the bottom of said 
mat and positioned in said slot. 

6. A coin mat advertising device comprising: a rubber 
mat; a recess in the forward portion of the upper Sur 
face of said mat; a plurality of closely spaced resilient 
rubber fingers protruding upwardly from the bottom of 
said recess and each terminating in the same plane at a 
height slightly above the upper surface of said mat; the 
tops of said protruding fingers forming in said plane a 
coin-receiving area; a display sign holder formed above 
the rearward portion of said upper surface of said mat 
adjacent to said coin-receiving area; said sign holder com 
prising an inclined display-supporting surface extending 
rearwardly and upwardly from the surface of said mat ad 
jacent to said coin-receiving area; a flange member po 
sitioned in spaced parallel relationship above said inclined 
surface, said flange member extending around the pe 
riphery of said inclined surface and in slightly overlapped 
relationship therewith to form a continuous slot around 
the edges of said inclined surface between said surface 
and said flange member; a slit extending around said mat 
near the bottom edge of said inclined surface and im 
mediately in front of the portion of the slot along the 
said bottom edge of said surface; said slit extending later 
ally beyond said slot and being shaped and dimensioned 
to freely receive a sheet of transparent material to be 
seated in the slot surrounding said inclined surface to pro 
tect an advertising placard adapted to be positioned be 
tween said sheet and said surface; said mat being deform 
able in the area of said normally closed slit so that de 
formation of said mat will open said slit to permit said 
transparent sheet to be inserted through said slit from 
the bottom of said mat and to be positioned in said slot; 
and a plurality of suction cups formed in the bottom 
surface of said mat to secure said advertising device in 
position on a counter, at least one of said suction cups 
being positioned under said sign holder. 

7. A display sign holder comprising: a mat of flexible 
material; an inclined display sign-supporting surface ex 
tending rearwardly and upwardly from the surface of said 
mat; a flange member positioned above said surface in 
spaced parallel relationship therewith, said flange member 
extending around the periphery of said inclined surface in 
slightly overlapped relationship therewith to form a con 
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tinuous slot around the edges of said inclined surface; a 
normally closed slit extending through said mat near the 
forward bottom edge of said inclined surface and im 
mediately in front of the slot along said bottom edge of . 
said surface; said slit being generally wedge-shaped in 
cross-section and tapering in width from an open portion 
in the bottom of said mat to said normally closed slit 
portion in the upper surface of said mat; said slit extend 
ing laterally beyond said slot at the bottom edges of said 
surface so as to be shaped and dimensioned to receive a 
sheet of transparent material to be seated in the slot sur 
rounding said inclined surface to protect an advertising 
placard positioned between said sheet and said surface; 
said mat being of such a thickness as to be deformable in 
the area of said normally closed slit so that deformation 
of said mat will open said slit to permit said transparent 
sheet to be inserted through said slit from the bottom of 
said mat to be positioned in said slot around three of the 
edges of said surface, said sheet being received in the 
slot along the fourth edge of said surface when said mat is 
returned to its undeformed state. 

8. Apparatus as in claim 7 wherein a plurality of suc 
tion cups are formed by recesses in said mat under said 
inclined display-supporting surface to secure said adver 
tising display sign holder in position on a counter. 

9. In a rubber coin mat advertising device of the type 
having a recess in the forward portion of the upper sur 
face of said mat and a plurality of closely spaced resilient 
fingers protruding upwardly from the bottom of said recess 
and terminating at the same height to form a coin 
receiving area in the forward portion of the upper sur 
face of said mat, the improvement comprising: a sign 
holder formed above the rear portion of said upper sur 
face of said mat adjacent to said coin-receiving area, said 
sign holder comprising: an inclined display-supporting sur 
face extending rearwardly and upwardly from the surface 
of said mat; slot means formed around four edges of 
said surface to receive a sign therein; a normally closed 
slit extending through said mat near the bottom edge of 
said inclined surface and immediately in front of the slot 
along the bottom edge of said surface; said slit being 
shaped and dimensioned to be opened by deformation of 
Said mat to receive a sheet of transparent material to be 
Seated in said slot surrounding said inclined surface to 
protect said sign positioned between said sheet and said 
surface; and a plurality of suction cup recesses formed in 
the bottom of said mat under said inclined surface of said 
sign holder. 

10. An advertising device comprising: a coin mat and 
display sign holder formed of resilient deformable ma 
terial; said holder including a sheet supporting surface 
and slot means around the edge of said surface to securely 
receive a sheet; and slit means tapering from the bottom 
of said mat to said surface to facilitate slidable insertion of 
a sheet in said holder by deformation of said mat in the 
area of said slit and snap-seating of said sheet in said slot. 
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