**Title:** VERTICALLY ADJUSTABLE BICYCLE ASSEMBLY

**Abstract:** An adjustable assembly for a bicycle includes a first support (30) having an interior surface and a second support (60) slidably positioned within at least a portion of the first support. One of the first support and the second support is adapted to attach to a first bicycle portion, and the other of the first support and the second support is adapted to attach to a second bicycle portion. Further, the second support comprises an expansion portion (70) configured to be moved between an expanded position and a retracted position. In certain embodiments, the expansion portion is configured to engage grooves (40) on the interior surface of the first support when the expansion portion is in an expanded position. In addition, the first support is configured to be selectively moved relative to the second support when the expansion portion is permitted to assume a retracted position. In some embodiments, the first bicycle portion comprises a bicycle frame and the second bicycle portion comprises a bicycle saddle. In other arrangements, the first bicycle portion comprises a fork assembly (300) and the second bicycle portion comprises a handlebar assembly.
VERTICALLY ADJUSTABLE BICYCLE ASSEMBLY

Cross Reference to Related Applications


Background

Field of the Inventions

[0002] This application generally relates to adjustable assemblies for bicycles, and more specifically, to vertically-adjustable bicycle saddle posts and handlebar assemblies.

Description of the Related Art

[0003] In certain situations, it may be desirable for a cyclist to selectively raise or lower the saddle, handlebar assembly and/or other bicycle assembly while he or she is riding the bicycle. For example, it may be advantageous to lower the saddle when going downhill. Further, it may be advantageous to raise the saddle when climbing a hill. The height of the bicycle saddle may be important in determining a rider’s power efficiency. In addition, extended use of a bicycle that has an improperly positioned saddle may lead to discomfort and/or injury. Adjustable seat post assemblies are known in the prior art. However, such seat post assemblies are often overly complicated, unreliable and/or difficult to operate or maintain. Accordingly, an improved adjustable bicycle assembly is disclosed herein.

Summary

[0004] According to some embodiments, an adjustable assembly for a bicycle includes a first support having an interior surface and a second support slidably positioned within at least a portion of the first support. In one embodiment, one of the first support and the second support is adapted to attach to a first bicycle portion, and the other of the first support and the second support is adapted to attach to a second bicycle portion. In some arrangements, one of the first and second supports is permanently attached to or made a part
of the frame of the bicycle. Further, the second support comprises an expansion portion configured to be moved between an expanded position and a retracted position. The expansion portion is configured to engage the interior surface of the first support when the expansion portion is in an expanded position. In addition, the first support is configured to be selectively moved relative to the second support when the expansion portion is permitted to assume a retracted position. In some embodiments, the first bicycle portion comprises a bicycle frame and the second bicycle portion comprises a bicycle saddle. In other arrangements, the first bicycle portion comprises a fork assembly and the second bicycle portion comprises a handlebar assembly.

[0005] According to some embodiments, a bicycle includes an adjustable assembly. In some arrangements, the assembly includes a first support configured to attach to a first bicycle portion, the first support having an interior surface. The assembly further includes a second support configured to attach to a second bicycle portion, the second support being shidably positioned within the first support. The second support includes a movable portion configured to engage the interior surface of the first support when the movable portion is in an expanded position. In one embodiment, the assembly further includes a retention assembly configured to shidably move at least partially into or out of an interior space of the movable portion, such that the movable portion is generally not permitted to retract inwardly when the retention assembly is positioned within the interior space of the movable portion. Fur her, the assembly comprises an actuator configured to selectively move the retention assembly into or out of the interior space of the movable portion. In some embodiments, the second support can be selectively moved relative to the first support when the retention assembly is moved out of the interior space of the movable portion. Moreover, the second support is configured to be stationary relative to the first support when the retention assembly is positioned within the interior space of the movable portion. In some arrangements, the first bicycle portion comprises a bicycle frame and the second bicycle portion comprises a bicycle saddle. In other embodiments, the first bicycle portion comprises a fork assembly and the second bicycle portion comprises a handlebar assembly.

[0006] According to some embodiments, a method of adjusting the vertical position of a bicycle component comprises providing an adjustable assembly having an outer
support and an inner support. In some arrangements, the inner support is slidably positioned within the outer support. Further, the inner support includes an expansion portion configured to engage an interior surface of the outer portion when the expansion portion is in an expanded position. The adjustable assembly further includes a biasing assembly configured to urge the inner support relative to the outer support. In one embodiment, the assembly additionally comprises an actuator configured to selectively permit the expansion portion to be either in a locked orientation wherein the expansion portion is maintained in the expanded position or an unlocked orientation wherein the expansion portion is generally allowed to move into a retracted position.

In some arrangements, the inner support is configured to be selectively slidably moved relative to the outer support when the expansion portion is in the unlocked orientation. Further, the inner support is configured to be generally stationary relative to the outer support when the expansion portion is in the locked orientation. The method further includes securing the outer portion of the adjustable assembly to a first bicycle portion and securing the inner portion of the adjustable assembly to a second bicycle portion. In some arrangements, the method additionally comprises selectively raising the second bicycle portion relative to the first bicycle portion by reducing downward forces on the second bicycle portion and moving the actuator so that the expansion portion is in the unlocked orientation or selectively lowering the second bicycle portion relative to the first bicycle portion by exerting a downward force on the second bicycle portion and moving the actuator so that the expansion portion is in the unlocked orientation. In addition, the method includes maintaining a selected vertical position of the second bicycle portion by moving the actuator so that the expansion portion is in the locked orientation. According to some embodiments, the first bicycle portion comprises a bicycle frame and the second bicycle portion comprises a bicycle saddle. In other arrangements, the first bicycle portion comprises a fork assembly and the second bicycle portion comprises a handlebar assembly.

In some embodiments, an adjustable seat post assembly for a bicycle includes a first support having an interior surface and a second support slidably positioned within at least a portion of the first support. In one arrangement, the first support is adapted to attach to a bicycle frame, and the second support is adapted to attach to a bicycle saddle.
In an alternative embodiment, the second support is adapted to attach to a bicycle frame, and the first support is adapted to attach to a bicycle saddle. Further, the second support includes a collet or other expansion portion that is adapted to be moved between an expanded position and a retracted position. The collet or other expansion portion is configured to engage the interior surface of the first support when the expansion portion is in an expanded position. In addition, the first support is configured to be selectively moved relative to the second support when the expansion portion is permitted to assume a retracted position.

[0009] In some embodiments, the interior surface of the first support comprises a plurality of grooves, and the expansion portion is configured to engage one of the grooves when in an expanded position. In other arrangements, the expansion portion comprises a collet or another expandable member. In one embodiment, the collet is slotted and/or is otherwise configured to facilitate retraction and/or expansion. In some embodiments, the collet or other expansion portion comprises spring steel and/or other resilient materials. In another embodiment, the second support comprises a main body portion, and the expansion portion is separately formed with the main body portion. In alternative embodiments, the expansion portion is integrally formed with the second support.

[0010] According to some embodiments, the adjustable seat post further includes a biasing assembly configured to urge the support (e.g., the first support or the second support) that is attached to the bicycle saddle relative to the support (e.g., the second support or the first support) that is attached to the bicycle frame. In one embodiment, the expansion portion is in an expanded position while in a resting state when no external forces are exerted on the expansion portion, such that the expansion portion normally engages one of the grooves of the first support. In some arrangements, the expansion portion comprises a collet or other expandable portion.

[0011] In some embodiments, the first support and the second support of an adjustable seat post include a generally cylindrical or other tubular shape. In other embodiments, the outer support and the inner support comprise a different shape. In other embodiments, the grooves are circumferentially located around the interior surface of the first support. In one arrangement, the adjustable seat post assembly further comprises a retention assembly configured to slidably move at least partially within or out of an interior space of
the expansion portion. In some embodiments, the expansion portion is generally not permitted to retract inwardly when the retention assembly is positioned within the interior space of the expansion portion. In some embodiments, the retention assembly comprises a bearing portion, a locking portion and/or any other portion or component.

[0012] According to some embodiments, a retention assembly and/or any other member is normally resiliently biased at least partially within the interior space of the expansion portion. In other arrangements, the adjustable seat post assembly further includes a connector mechanically attached to the retention assembly (e.g., bearing portion, locking portion, etc.) or any other member, such that movement of the connector in a first direction moves the retention assembly and/or one or more of its portions or components (e.g., bearing portion, locking portion, etc.) within the interior space of the expansion portion. Further, and movement of the connector in a second direction moves the retention assembly and/or one or more of its portions or components bearing portion out of the interior space of the expansion member, the second direction being generally opposite of the first direction. In some embodiments, the connector comprises a cable, a rod or other actuator.

[0013] In some embodiments, the connector is operatively connected to a lever configured to be manipulated while the bicycle is being ridden. In other arrangements, the seat post assembly further includes a lock pin operatively connected to the connector and the retention assembly. In one embodiment, the lock pin is configured to prevent the expansion portion from retracting inwardly when positioned within the interior space of the expansion portion.

[0014] According to oilier embodiments, a bicycle includes an adjustable seat post device or assembly which comprises a first support configured to attach to a bicycle frame and a second support configured to attach to a bicycle saddle. In some embodiments, the first support includes an interior surface, and the second support is slidably positioned within the first support. In one arrangement, the second support includes a movable portion configured to engage the interior surface of the first support when the movable portion is in an expanded position. The adjustable seat post further includes a retention assembly and/or any other member configured to slidably move at least partially into or out of an interior space of the movable portion. In one embodiment, the movable portion is generally not permitted to
retract inwardly when the retention assembly is positioned within the interior space of the movable portion. In some embodiments, the retention assembly comprises a bearing portion a locking portion and/or any portion or component. In other arrangements, the seat post further comprises a cable, a rod or other actuator configured to selectively move the retention assembly (e.g., the bearing portion, locking portion and/or any other portion or component of the retention assembly) into or out of the interior space of the movable portion. In some embodiments, the second support can be selectively moved relative to the first support when the retention assembly and/or other members are moved out of the interior space of the movable portion. In some embodiments, the second support is configured to be stationary relative to the first support when the retention assembly and/or other members are positioned within the interior space of the movable portion.

[0015] In some arrangements, the interior surface of the first support comprises a plurality of grooves. In one embodiment, the movable portion of the second support is configured to engage one of the grooves when the movable portion is in an expanded position. In other embodiments, the second support comprises a main body portion. In another embodiment, the movable portion is separately formed with the main body portion.

[0016] According to some embodiments, the movable portion is integrally formed with the second support. In other arrangements, the movable portion of the second support comprises an expansion portion. In one embodiment, the expansion portion comprises a collet or other expandable member. In some embodiments, the collet is slotted or includes other features that help it to retract or expand. In some arrangements, the second support comprises an upper end and a lower end. The movable portion being positioned at or near said lower end of the second support. In other embodiments, the movable portion is positioned along any other portion of the second support.

[0017] In some embodiments, the seat post assembly of the bicycle further comprising a biasing assembly configured to urge the second support relative to the first support. In one arrangement, the retention assembly is normally resiliency biased at least partially within the interior space of the movable portion. In other embodiments, the actuator comprises a connector mechanically attached to the retention assembly, which is configured to be moved out of the interior space of the movable portion when the connector is generally
moved. In some embodiments, the connector comprises a cable, a rod or other actuator. In other embodiments, the connector is operatively connected to a lever or other actuation device located near a handlebar area of the bicycle. In some embodiments, the connector is operatively attached to a lever or other actuation device positioned underneath the saddle or positioned along any other location of the bicycle.

[0018] According to some arrangements, a method of adjusting the vertical position of a saddle of a bicycle includes the step of providing an adjustable seat post assembly. In some embodiments, the seat post assembly includes an outer support and an inner support slidably positioned within the outer support. In some arrangements, the inner support includes an expansion portion configured to engage an interior surface of the outer portion when the expansion portion is in an expanded position. In some embodiments, the adjustable seat post assembly further comprises a biasing assembly configured to urge the inner support relative to the outer support, and an actuator configured to selectively permit the expansion portion to be either in a locked orientation wherein the expansion portion is maintained in the expanded position or an unlocked orientation wherein the expansion portion is generally allowed to move into a retracted position.

[0019] In some embodiments, the inner support is configured to be selectively slidably moved relative to the outer support when the expansion portion is in an unlocked orientation. In other embodiments, the inner support is configured to be generally stationary relative to the outer support when the expansion portion is in a locked orientation. In some arrangements, the method of adjusting the vertical position of a bicycle saddle further includes the steps of securing the outer portion of the seat post assembly to a bicycle frame and securing the inner portion of the seat post assembly to a bicycle saddle. In one embodiment, the method further comprises selectively raising the bicycle saddle relative to the bicycle frame by reducing a weight or other downward forces on the bicycle saddle, and moving the actuator so that the expansion portion is in the unlocked orientation, or selectively lowering the bicycle saddle relative to the bicycle frame by exerting weight and/or other downward forces on the bicycle saddle and moving the actuator so that the expansion portion is in an unlocked orientation. In some arrangements, the method of adjusting the vertical position of a bicycle saddle further includes maintaining a selected vertical position
of the bicycle saddle by moving the actuator so that the expansion portion is in a locked orientation.

[0020] In some arrangements, the expansion portion comprises a slotted collet, another type of collet or some other expandable member. In one embodiment, the actuator includes a connector (e.g., cable, rod, other actuator, etc.) and a lever, the lever being operatively connected to the connector. In some embodiments, selectively raising or lowering the bicycle saddle comprises moving the lever from a first position to a second position, against a resilient force. In other embodiments, maintaining a selected position comprises releasing the lever so that the lever moves to the first position.

**Brief Description of the Drawings**

[0021] These and other features, aspects and advantages of the present inventions are described with reference to drawings of certain preferred embodiments, which are intended to illustrate, but not to limit, the present inventions. The drawings include seventeen (17) figures. It is to be understood that the attached drawings are for the purpose of illustrating concepts of the present inventions and may not be to scale.

(0022) FIG. 1 illustrates a side view of a bicycle comprising an adjustable saddle post assembly according to one embodiment;

(0023) FIG. 2 illustrates a perspective view of an adjustable saddle post assembly according to one embodiment:

(0024) FIG. 3 illustrates a partial perspective, cross-sectional view of the adjustable saddle post of FIG. 2;

(0025) FIG. 4 illustrates a cross-sectional view of the adjustable saddle post assembly of FIG. 2;

(0026) FIG. 5 illustrates a detailed cross-sectional view of the adjustable saddle post of FIG. 4;

(0027) FIG. 6 illustrates an exploded perspective view of the inner support of the adjustable saddle post assembly of FIGS. 2-5;

(0028) FIG. 7 illustrates a perspective view of a collet configured for use in an adjustable saddle post assembly as disclosed herein according to one embodiment:
FIGS. 8A-8C illustrate different cross-sectional views of the adjustable saddle post assembly of FIG. 4 with the position of a retention assembly relative to a collet or other expandable portion being selectively modified;

FIG. 9A illustrates a perspective view of an adjustable assembly in a retracted position configured for use in the fork of a bicycle according to one embodiment;

FIG. 9B illustrates the adjustable assembly of FIG. 9A in an expanded position;

FIG. 9C illustrates the adjustable assembly of FIGS. 9A and 9B positioned within a leg of bicycle fork assembly according to one embodiment;

FIG. 10 illustrates a cross-sectional view of the adjustable assembly of FIGS. 9A and 9B:

FIG. 11A illustrates a side view of the adjustable assembly of FIGS. 9A and 9B with certain components hidden for clarity;

FIG. 11B illustrates a cross-sectional view of the adjustable assembly of FIGS. 9A and 9B with certain components hidden for clarity; and

FIG. 12 illustrates a perspective view of the adjustable assembly of FIGS. 9A and 9B with certain components hidden for clarity.

**Detailed Description of the Preferred Embodiments**

This application is directed to a vertically-adjustable assembly for a bicycle that is desirably configured to permit a user to selectively raise and/or lower a bicycle component or other portion of the bicycle even while he or she is riding the bicycle. The adjustable assembly and the various systems and features associated with it are described in the context of a bicycle saddle because they have particular utility in this context. However, the adjustable post assembly and methods described herein, as well as their various systems and features, can be used in other contexts as well, such as, for example, but without limitation, the front fork and handlebar area of a bicycle or any other portion of a bicycle. For convenience, the adjustable assembly is described herein with specific reference to an adjustable seat post assembly.

-9-
As illustrated in FIG. 2, the seat post assembly 20 can include an inner support 60 that is configured to be shadably moved relative to an outer support 30. A bicycle saddle 16 (FIG. 1) or other seat member can be attached to an upper portion of the inner support 60 (e.g., saddle head 62). In some embodiments, the outer support 30 is attached to the bicycle frame 14 (FIG. 1). Further, in other embodiments, the outer support 30 can be permanently attached to or be made a part of the bicycle frame. Accordingly, vertical movement of the inner support 60 relative to the outer support 30 can allow a seated occupant to selectively raise or lower the saddle as desired.

With continued reference to the embodiment depicted in FIGS. 1 and 2, the outer support 30 is configured to attach to the bicycle frame 34, while the inner support 60 is configured to attach to the saddle 16 or other seat member. As discussed, the outer support 30 can be incorporated into the bicycle frame. Alternatively, however, the outer support 30 can be configured to attach to the saddle 16 or other seat member and the inner support 60 can be configured to attach to the bicycle frame 14.

In addition, the seat post assembly 20 can be permanently or removably attached to the bicycle frame 14 and/or the saddle 16, as desired or required. For example, the outer support 30 of the seat post assembly 20 can be a part of the frame 14. In one arrangement, the seat post assembly 10 is secured to the bicycle frame 14 using a clamping device, a mechanical fastener and/or the like.

As illustrated in FIG 3, the outer support 30 can include a seal head portion 32 at or near its upper end. The seal head portion 32 can be advantageously configured to prevent fluids, solids (e.g., dust) or any other materials from entering the interior of the outer support 30 and/or inner support 60. In addition, as discussed in greater detail herein, the seal head portion 32 can help prevent air or other fluids from escaping a chamber 58 or other internal portion of the seat post assembly 20. In some embodiments, the seal head portion 32 comprises a circumferential wiper 36 that generally abuts and contacts an outer surface of the inner support 60. The wiper 36 can comprise one or more elastomeric (e.g., rubber), thermoplastic or other flexible, rigid or semi-rigid or materials.

In the depicted arrangement, the wiper 36 comprises a lip portion 37 or other member that is resiliency biased toward an outer surface of the inner support 60. As a
result of such a design, the likelihood of fluids, solids and/or other materials leaking or otherwise escaping the space between the inner support 60 and outer support 30 is reduced. In addition, one or more other sealing members can be used to prevent or minimize fluids and/or other materials from entering or leaving an interior of the seat post assembly 20 through the seal head portion 32. Either means of or in addition to the wiper 36. For example, the seal head portion 32 can comprise one or more O-rings 38, 39 or other sealing members, as desired or required.

[0043] With reference to the cross-sectional views illustrated in FIGS. 4 and 5, the outer support 30 can comprise a plurality of circumferential grooves 40, recesses or other features along its interior surface. As discussed in greater detail herein, the grooves 40 along the interior of the outer support 30 are preferably sized, shaped and otherwise adapted to be engaged by a collet or other expandable portion of the inner support 60. In the depicted arrangement, the outer support 30 includes a total of eight grooves 40 that are situated immediately adjacent to each other. In addition, each of the illustrated grooves 40 can include an identical or substantially identical curved shape. However, in other embodiments, the quantity, size, shape, spacing, location and/or other details of the grooves 40 can vary, as desired or required by a particular application or use. For example, the radius of curvature of the grooves 40 can be greater or less than illustrated herein. In addition, the grooves 40 can extend along a greater or lesser portion of the interior of the outer support 30.

[0044] The outer support 30, the inner support 60 and/or any other portion of the seat post assembly 20 can comprise one or more materials, such as, for example, aluminum, titanium, steel, other metals or alloys, carbon fiber, thermoplastics and/or the like. Regardless of the exact materials or combination of materials used, the outer and inner supports 30, 60 are preferably designed to withstand the various forces, moments and other stresses to which they may be subjected. The grooves 40 along the interior of the outer support 30 and/or any other feature along the inside or outside of the outer or inner supports 30, 60 can be formed at the same time that such supports are manufactured. Alternatively, the grooves 40 or any other feature can be machined or otherwise formed subsequent to the manufacture of the supports 30, 60 using one or more forming methods.
[0045] With continued reference to FIG. 4, the lower portion of the outer support 30 can include a pad 44 or other bottom portion that prevents the inner support 60 from being lowered beyond a desired threshold location. As shown, the lower portion of the outer support 30 can also include a lower groove 42, which the collet 70 or other expandable portion of the inner support 60 can generally engage when the inner support 60 is moved to or near such lower threshold position or other lowest setting relative to the outer support 30.

(0046) As illustrated in FIG. 4, the lower portion of the outer support 30 can comprise a spring or air plug assembly 50. In some embodiments, the air plug assembly 50 is situated below the pad 44 or other portion or member which vertically restricts the further lowering of the inner support 60 within the outer support 30. The air plug assembly 50 can be configured to maintain a volume of pressurized air or other fluid within the interior of the outer support 30. For example, in the depicted arrangement, the air plug assembly 50 extends across the entire cross-sectional area of the outer support 30. One or more O-rings 56 or other sealing members can be generally positioned between the circumferential edges of the air plug assembly 50 and the interior wall of the outer support 30 to help maintain air or other fluids within the interior of the outer support 30. Further, a seal head portion 32 can also help maintain a desired air spring.

[0047] With continued reference to FIG. 4, the air plug assembly 50 can include a Schrader valve 54 or other air regulating device. The Schrader valve 54 or other type of valve can be configured to permit a user to inject air or other fluids within the cavity 58 in the outer support formed above the air plug assembly 50. As discussed in greater detail herein, the cavity 58 can be pressurized using air or other fluids in order to create an air spring that effectively exerts a force on the inner support 60 (e.g., the portions of the inner support 60 that are immediately adjacent to the cavity 58). In the illustrated embodiment, the Schrader valve is accessible from the bottom, open end of the outer support 30. However, in other arrangements, the Schrader valve or any other type of valve can be positioned along a different part of the seat post assembly 20. Further, a coiled spring, a different type of resilient member or another type of device or method can be used to exert a force on the inner support 60, either in lieu of or in addition to an air spring.
[0048] As illustrated in FIG. 4, the adjustable seat post assembly 20 can comprise an inner support 60 that is slidably positioned relative to the outer support 30. In some embodiments, as illustrated herein, the outer and inner supports 30, 60 comprise generally hollow, cylindrical tube shapes. However, in other arrangements, the shape, size, thickness and/or other details of the support 30, 60 can vary, as desired or required. In the depicted arrangement, the inner support is configured to be placed within the top end of the outer support 30. However, as discussed herein, the seat post assembly 20 can be differently configured so that the positions of the inner support 60 and the outer support 30 can be reversed (e.g., the inner support can be placed within a bottom end outer support).

[0049] With continued reference to FIGS. 4 and 5, the inner support 60 can include a collet or other expandable portion 70 along its lower end. The expandable portion 70 can comprise a slotted collet, another type of resilient member or other nonresilieni expandable member. In the depicted embodiment, the expandable portion 70 is a separate member that is secured to the inner support 60. The expandable portion 70 and the adjacent surfaces of the inner support 60 can be machined to include one or more features (e.g., grooves, other recesses, protrusions, etc.) that can be used to mechanically engage each other. Alternatively, the expandable portion 70 and the inner support 60 can be connected using one or more other attachment devices or methods, such as, for example, tabs, screws, welds, rivets, fasteners, flanges, adhesives, friction-fit connections and/or the like. In other arrangements, the inner support 60 is integrally formed with the expandable portion 70. In FIGS. 4 and 5, the collet 70 is generally secured at the end of the inner support 60. However, the collet 70 or other expandable portion can be positioned along any other location of the inner support 60.

[0050] FIG. 7 illustrates a perspective view of one embodiment of a collet 70 adapted to be attached to the inner support 60 of the seat post assembly 20. As shown, the collet 70 can include one or more slots 72 and/or other features that permit it to resiliency contract inwardly. In the depicted arrangement, each of the slots 72 is vertically oriented and terminates at a circular opening 74 located along the collet body. The slots 72 desirably divide the collet 70 into a series of collet sections or arms 75.
With continued reference to FIGS. 4-6, the collet 70 can include a projecting portion 76 that is configured to engage one of the grooves 40 positioned along the interior wall of the outer support 30. However, one or more other areas of the collet 70 or other expandable portion of the inner support 60 can be adapted to engage a groove 40 of the outer support 30. In other embodiments, the collet 70 or other expandable portion is configured to engage an interior of the outer support 30 along an area that does not include any grooves 40 or other distinguishing features (e.g., a generally smooth surface of the internal surface of the outer support 30).

The quantity, size, shape, spacing and/or other details of the slots 72, openings 74, and/or arms 75 of the collet 70 can vary, as desired or required. For example, in some embodiments, the collet 70 may not include any slots or openings at all. Instead, the collet 70 can be configured so that one or more of its portions can be resiliently contracted and expanded (e.g., circumferentially). Alternatively, the slots between certain collet arms could be very wide, such that there is a large angular portion of the circumference of the collet 70 which does not have a physical structure which mates with the grooves of the outer support. Desirably, however, the arms define projecting portions which extend at least 180 degrees, at least 240 degrees, at least 270 degrees, at least 300 degrees, at least 320 degrees and preferably substantially entirely around the 360 degree circumference of the collet.

As illustrated in FIGS. 4 and 5, the projecting portion 76 of the collet 70 or other expandable portion of the inner support 60 can be shaped, sized and otherwise configured to match or substantially match the shape of the grooves 40 positioned along the interior wall of the outer support 30. Accordingly, the projecting portion 76 can generally snugly engage one of the grooves when in its circumferential expanded state. As discussed in greater detail herein, the projecting portion 76 of the collet 70 can be selectively permitted to retract inwardly in order for the collet 70 to engage a different groove 40 or other area along the interior wall of the outer support 30. Consequently, the vertical position of the inner support 60 can be selectively varied relative to the outer support 30.

In certain arrangements, the collet 70 or other expandable portion comprises spring steel and/or another resilient material. As is discussed in greater detail herein, the use of such materials permits the collet 70 or other expandable portion to retract
and expand as different portions of the contoured interior wall of the outer support 30 are engaged. In one arrangement, the collet 70 is configured to remain in an expanded position (as illustrated in FIGS. 4-6) when no forces are acting on it.

[0055] The inner support 60 can include a retention assembly 80, which in some embodiments, is normally biased to at least partially fit within an interior of the collet 70 or other expandable portion. In some embodiments, as discussed in greater detail herein, the retention assembly 80 comprises a bearing portion 81 and a locking portion 90. In other arrangements, however, the retention assembly 80 can include only the bearing portion 81 or only the locking portion 90. In addition, a retention assembly 80 can include one or more other portions or members, either in addition to or in lieu of the bearing portion 81 and/or the locking portion 90. Regardless of its exact configuration, the retention assembly 80 is preferably adapted to maintain the collet 70 or other expandable portion of the inner support 60 in an expanded position so that the collet 70 or other expandable portion remains engaged to a groove 40 or other interior portion of the outer support 30. As discussed in greater detail herein, this prevents relative movement between the inner support 60 and the outer support 30, thereby maintaining the vertical position of the bicycle saddle.

[0056] As illustrated in FIG. 5, the bearing portion 81 can comprise a generally tubular upper portion and a circumferentially enlarged lower portion 82. In some arrangements, the enlarged lower portion 82 includes a tapered outer surface 83 that is sized, shaped, sloped and otherwise configured to correspond and generally mate with an adjacent tapered inner surface 77 along the projecting portion of the collet 70 when the enlarged lower portion 82 is resiliency biased thereagainst. An exploded view of one embodiment of an inner support 60 comprising a retention assembly 80 is illustrated in FIG. 6.

[0057] According to some embodiments, the inner support 60 includes one or more coil springs or other biasing members that help urge the retention assembly 80 (e.g., the bearing portion 81, the locking portion 90, etc.) toward the interior of the collet 70. For example, as shown in FIG. 5, a spring housing 86 and another similar member (e.g., plate, other abutting surface, etc.) can be used to maintain a desired biasing force against the bearing portion 81 of the retention assembly 80. As is discussed in greater detail herein, the bearing portion 81 and/or any other portion of the retention assembly 80 can be selectively

-15-
moved against the biasing force of one or more springs 88 or other resilient members in order to move the enlarged lower portion 82 of the bearing portion 81 and/or any other portion of the retention assembly 80 upwardly, generally out of the mteπor of the projecting portion 76 of the collet 70 or other expandable portion of the inner support 60. This can advantageously permit the projecting portion 76 of the collet 70 to be retracted when a sufficiently large upwardly or downwardly force is applied to the inner support 60. Consequently, the inner support 60 can be shdably moved relative to the outer support 30. Thus, the vertical position of a saddle or other seating member attached to the inner support 60 can be selectively changed.

10058] As discussed, the retention assembly 80 can help to maintain or "lock" the projecting portion 76 of the collet 70 in its normally expanded state to prevent relative movement between the outer and inner supports 30, 60. To further ensure that the projecting portion 76 remains expanded, the retention assembly 80 can include a locking portion 90 or other similar portion, feature or device. In the embodiment depicted in FIGS 4 and 5, the locking portion 90 is generally positioned underneath and immediately adjacent to the bearing portion 81. As shown, the locking portion 90 can be shdably positioned with a center cavity of the bearing portion 81. In other arrangements, however, the relative position of the bearing portion 81 and the locking portion 90, the manner m which such components interact and/or other details of these components can vary, as desired or required.

[0059] Similar to the bearing portion 81, the locking portion 90 can be resiliently biased toward an mteπor portion of the projecting portion 76 of the collet 70 using one or more coil spπngs 94 or other resilient members. For example, as shown, a spring 94 can be positioned within an interior cavity portion of the bearing portion 81 so that it exerts a downwardly-directed force on the locking portion 90. In the illustrated arrangement, the locking portion 90 is configured to contact the enlarged lower portion 82 of the beaπng portion 81 if it is moved sufficiently far against the urging force of the spπng 94 (e.g. upwardly as depicted). Therefore, in order to move the lower portion 82 of the beaπng portion 81 out of the projecting portion 76 of the collet 70, the locking portion 90 is moved (e.g. upwardly as illustrated in FIG 5) until it contacts the enlarged lower portion 82 of the bearing portion 81. Then, the continued movement of the locking portion 90 will cause the
locking portion 90 and bearing portion 81 to simultaneously move against the biasing force of one or more springs 88, 94. If the retention assembly 80 (e.g., the locking portion 90, the bearing portion 81, etc.) are moved far enough away from the interior of the projecting portion 76 of the collet 70 (or other expandable portion), the collet 70 can be allowed to retract inwardly so that the inner support 60 may be moved relative to the outer support 30.

[0060] Although in the embodiments illustrated and discussed herein the retention assembly 80 includes a bearing portion 81 and a locking portion 90, it will be appreciated that the retention assembly 80 may only have a bearing portion 81 or similar device to prevent the collet 70 or other expandable portion of the inner support 60 from retracting inwardly. Alternatively, the retention assembly 80 may only include a locking portion 90 and no bearing portion 81. However, in some embodiments, the use of an expanding portion or other portion having sloped exterior surfaces, such as, for example, the bearing portion 81, is preferred, because such a portion helps ensure that the secure mating of the collet 70 with the grooves, despite wear or manufacturing. In addition, in other arrangements, the adjustable post assembly 20 can comprise a completely different method of ensuring that the collet 70 or other expandable portion of the inner support 60 remains engaged with a groove 40 or other portion of the outer support. For example, the retention assembly 80 that is configured to maintain the collet 70 or other expandable portion of the inner support 60 can comprise a less or more complicated design. In some embodiments, the retention assembly 80 comprises only a single portion and/or component (e.g., a bearing portion 81, a locking portion, any other portion or member, etc.). In other arrangements, the retention assembly 80 includes two, three, four or more different portions and/or components.

[0061] In some embodiments, an actuation device or system can be used to move the retention assembly 80 (e.g., the bearing portion 8), the locking portion 90, etc.) and/or any other portion of the scat post assembly 20. With reference to FIGS. 4 and 5, a cable 100, rod, connector or other movable portion that extends through the interior of the inner support 60 is operatively connected to a cable lock member 92 situated below the bearing portion 81 and the locking portion 90. In the illustrated arrangement, the cable lock member 92 is secured to the adjacent locking portion 90 using one or more connection devices or methods, such as, for example, threaded fasteners, rivets, other type of fasteners, welds, pins, adhesives.
and/or the like. Alternatively, the cable lock member 92 can be attached to the bearing portion 81 and/or any other portion of the retention assembly 80, either in addition to or in lieu of simply being attached to the locking portion 90.

[0062] With continued reference to the cross-sectional views of FIGS. 4 and 5, the cable 100, rod, connector or other movable member can be inserted within a passage of the cable lock member 92. Further, the cable 100 can be secured to the cable lock member 92 by inserting and tightening a set screw or other fastener within one or more lateral openings 94. However, one or more alternative devices or methods may be used to secure the cable 100 to the cable lock member 92. The cable 100, rod, connector or other movable member preferably comprises one or more durable materials configured to withstand the forces and stresses to which it may be exposed during use of the adjustable seat post assembly 20. For instance, the cable 100 can comprise one or more metals (e.g., steel), thermoplastics, composites and/or the like.

[0063] In the embodiments of the adjustable seat post assembly illustrated herein, the cable 100 is configured to be routed through or near the axial center of the inner support 60. Accordingly, one or more of the components of the inner support 60 may need to be configured to accommodate the unobstructed passage of the cable therethrough. As shown, for example, the upper cylindrical portion of the retention assembly 80 (e.g., bearing portion 83, locking portion 90, etc.) can include an opening 84 through which the cable 100 is routed. In addition, the cable 100 can be routed through one or more other components of the seat post assembly 20, including, but not limited to, springs 88, 94, the spring housing 86, the collet 70 or other expandable portion and/or the like.

[0064] In FIG. 4, the cable 100, rod or other movable member is attached to a pull rod assembly 110 located at or near the upper end of the inner support 60. As discussed herein with respect to the connection between the cable 100 and the cable lock member 92, one or more devices or methods can be used to secure the cable 100 to the pull rod assembly 110. In some embodiments, a desired amount of tension can be maintained in the cable 100 situated within the seat post assembly 20. In the illustrated arrangement, such tension in the cable 100 is created by positioning a spring 118 or other resilient member between a top interior surface of the inner support 60 and a spring plate 116 that is attached to the pull rod.
assembly 110. In turn, the pull rod assembly 110 can be mechanically connected to another cable (not shown), rod or other member that is configured to operatively connect the pull rod assembly 110 and the cable 100 to a lever, switch, button and/or other actuation device. In some embodiments, such a lever or other actuation device is positioned at or near the handlebar area of a bicycle to permit a user to conveniently manipulate the seat post assembly. Alternatively, the pull rod assembly 110 and the cable 100 can be operatively connected to a lever or other actuation device located at a different location of the bicycle (e.g., underneath the saddle, along one or more of the frame members, etc.).

[0065] As discussed, when the cable 100 is retracted from its resting position (e.g., moved upwardly as illustrated in FIGS. 4 and 5), a retention assembly 80 (e.g., the bearing portion 80, the locking portion 90 and/or any other portions or components of the retention assembly 80) may be moved away from the interior of the projecting portion 76 of the collet 70 or other expandable portion formed with or attached to the inner support 60. Consequently, the collet 70 or other expandable member can be permitted to retract inwardly so that its projecting portion 76 can selectively engage another groove 40 or another interior surface of the inner support 60. Likewise, when the cable 100 is permitted to resiliency revert to its resting position (e.g., with the assistance of one or more springs 88, 94, 118 or other biasing members), the retention assembly 80 can move within the interior of the projecting portion of the collet 70, thereby restricting or limiting the collet's ability to retract inwardly. As discussed in greater detail herein, this can help prevent or reduce relative movement between the outer support 30 and the inner support 60.

[0066] In use, air or other fluids may be injected into the outer support 30 through the Schrader valve 54 using a pump or some other fluid delivery device. The amount of air or other fluid that is placed within the air-tight or substantially air-right chamber 58 of the outer support 30 will determine the magnitude of the air spring that tends to urge the inner support 60 generally away (e.g., upwardly, in a direction represented by arrow 59 in the illustrated embodiments) from the outer support 30. As discussed, in other arrangements, the adjustable seat post assembly 20 can include one or more springs or other biasing members to help urge the inner support 60 generally away from the outer support 30, either in lieu of or in addition to the air spring disclosed herein.
Once a desired volume of air or fluid has been injected into the chamber of the outer support 30 or a desired fluid pressure has been attained therein, the seat post assembly 20 can be secured to the frame 14 and saddle 16 of the bicycle 10 (FIG. 1). In one embodiment, the outer support 30 can be inserted into a hollow member of the bicycle frame 14 which is sized, shaped and otherwise configured to receive the outer support 30. In such arrangements, the outer support 30 or other portion of the seat post assembly 20 can be secured to the frame 14 using a clamping device (not shown), fasteners and/or any other device or method. Alternatively, the outer support 30 can even be a part of the bicycle frame 14 structure itself.

Further, a saddle 16 can be secured to the saddle head 62 of the inner support 60. As illustrated in FIGS. 2 and 4, the saddle head 62 can be configured to receive a standard or non-standard saddle. In some embodiments, the bicycle additionally comprises an exterior cable or other member that operatively connects a lever or other actuation device to the cable 100 situated within the inner support 60. As discussed, such a lever or other actuation device can be conveniently placed on or near the handlebar area of the bicycle. Alternatively, the lever or other actuation device can be placed underneath or near the saddle or along any other portion of the bicycle.

The adjustable seat post assembly 20 advantageously permits a user to change the vertical position of the bicycle saddle, even while the bicycle is being ridden. As discussed with reference to the various embodiments disclosed herein, this can be accomplished by slidably moving the inner support 60 relative to the outer support 30 of the adjustable seat post assembly 20. Additional details of one embodiment of how the supports 30, 60 are permitted to slidably move relative to each other are provided herein in relation to FIGS. 8A-8C.

With particular reference to FIG. 5A, an adjustable seat post assembly 20 can comprise an inner support 60 having a collet 70 or other expandable portion that is configured to engage a groove 40 or another portion of the interior wall of the outer support 30 when the collet 70 is in an expanded position. As discussed, the collet 70 or other expandable portion of the inner support 60 can comprise spring metal and/or one or more other resilient materials in order to allow the collet 70 to expand and retract as desired.
Further, the collet 70 or other expandable portion can include one or more slots 72, openings 74 and/or other features to further enhance its resilient properties. In one embodiment, the collet 70 is configured to remain in an expanded position when no or substantially no forces are acting on it. Thus, as illustrated in FIG. SA, the projecting portion 76 of the collet 70 or other expandable portion can normally engage a groove 40 or another surface of the interior wall of the outer support 30.

[0071] As discussed in greater detail herein, retraction (e.g., inwardly) of the collet 70 or other expandable portion can be prevented or limited when a retention assembly 80 is positioned within an interior portion of the projecting portion 76 of the collet 70. In some embodiments, the retention assembly 80 comprises a bearing portion 81. In other arrangements, the retention assembly 80 of the seat post assembly 20 can additionally include a locking portion 90 or any other device that can further ensure that the collet 70 or other expandable portion is substantially locked or otherwise remains in an expanded state. Thus, the collet 70 is generally not permitted to retract inwardly and remains engaged to the groove 40 or other interior surface of the outer support 30. Accordingly, the inner support 60 is not permitted to slidably move relative to the outer support 30.

[0072] According to some embodiments, in order to vary the vertical position of the bicycle saddle, a rider can manipulate a lever or other actuation device (not shown) that is operatively connected to the cable 100, rod, connector or other movable member of the seat post assembly 20. Movement of the cable 100 in the general direction represented by arrow 102 can cause the locking portion 90 of the retention assembly 80 to move upwardly toward the bearing portion 81. As discussed, the retention assembly 80 need not include both the bearing portion and the locking portion 90. In the cross-sectional view of FIG. 8B, the cable 100 has been moved sufficiently far along direction 102 so that the locking portion 90 contacts the lower surface of the bearing portion 81. The adjacent surfaces of the locking portion 90 and the bearing portion 81 can be sized, shaped and otherwise configured to generally accommodate each other when in mating contact. Thus, as illustrated in FIG. 813, movement of the cable 100 can help move the locking portion 90 away from the inner surfaces 77 of the collet’s projecting portion 76.
FIG 8C illustrates the seat post assembly 20 of FIGS. 8A and 8B, with the entire retention assembly 80 (e.g., the locking portion 90, the bearing portion 81, etc.) having been moved upwardly, partially away from the interior of the projecting portion 76 of the collet 70 or other expandable portion. In some embodiments, the retention assembly 80 is moved in such a manner by the continued movement of the cable 100, rod or other movable member (e.g., in a direction generally represented by arrow 102). In the depicted arrangement, the retention assembly 80 has been moved far enough away from the interior of the projecting portion 76 such that the collet 70 or other expandable portion can be allowed to retract inwardly. In some embodiments, the position of the retention assembly 80 relative to the collet 70 can be maintained as long as the lever or other actuation device is being manipulated (e.g., depressed, pulled, etc.). Accordingly, the release of the lever or other actuation device can permit the cable 100 to be resiliently biased toward its original position such that the locking portion 90, the bearing portion 81 and/or any other portion or component of the retention assembly 80 come to rest within the projecting portion 76 of the collet 70 (as shown in FIG. 8A). As discussed, this can once again prevent the collet 70 or other expandable portion from retracting inwardly, effectively locking the inner support 60 relative to the outer support 30.

With the retention assembly 80 having been moved away from the interior of the projecting portion 76, as illustrated, for example, in FIG. 8C, the collet 70 or other expandable portion can retract to allow the inner support 60 to move relative to the outer support 30.

In one embodiment, the fluid pressure within the chamber 58 of the outer support 30 can be configured to exert a force against the inner support 60 (e.g., in a direction generally represented in FIG. 8C by arrow 59). Accordingly, if the pressure within the chamber 58 is sufficiently high and the collet 70 or other expandable portion is permitted to retract inwardly, the inner support 60 can be moved upwardly relative to the outer support 30. As discussed, a coil spring or any other biasing device or method can be used to generate a force on the inner support 60 relative to the outer support 30. either in lieu of or in addition to the air spring disclosed herein.
Regardless of the exact manner in which a resilient force on the inner support 60 is created, a user can selectively raise the vertical position of the saddle by eliminating or reducing any downwardly directed forces on the saddle (e.g., shifting his or her weight from the saddle to the pedals) and causing the cable 100, rod, connector or other movable member to move in a direction generally represented by arrow 102 in FIG. 8C (e.g., by moving a lever or other actuation device). As discussed, such a movement of the cable 100 can permit the collet 70 or other expandable portion of the inner support 60 to be retracted inwardly. If the force created by the air spring or other resilient member is sufficiently high, the collet 70 or other expandable portion will move (e.g., upwardly in the embodiment illustrated in FIGS. 8A-8C) relative to the outer support 30.

In arrangements where the collet 70 is configured to engage one of a plurality of grooves 40 or other features positioned along the interior surface of the outer support 30, the collet 70 may retract inwardly in order to move past the ridges 41 or other features that separate adjacent grooves 40. As the collet 70 or other expandable portion is moved upwardly, it will engage a different groove or other interior portion of the outer support 30. In will be appreciated that the rate at which the collet 70 or other expandable portion is moved relative to the outer support 30 can be varied depending on the magnitude of the force created by an air spring or other resilient member, the magnitude of any countering force exerted on the inner support 60 (e.g., weight of the inner support 30, saddle and the like, the weight or other downwardly directed force exerted on the saddle by a rider, etc.), the frictional forces between adjacent surfaces of the collet 70 and the grooves 40 or other interior area of the outer support 30, the rate at which the collet 70 or other expandable portion flexes (e.g., retracts and expands) and/or the like.

In some arrangements, the collet 70 or other expandable portion, as well as the inner support 30 and the saddle to which the collet 70 is attached, will continue to be raised to engage increasingly higher grooves or other interior locations of the outer support 30. Once a desired vertical position has been achieved, the user can allow the cable 100 to return to its original position (e.g., by releasing the lever or otherwise manipulating another actuation device). For example, in one embodiment, releasing a lever causes a spring 118 or other biasing member (FIG. 4) to move the pull rod assembly 110 downwardly.
Consequently, the cable 100 that is operatively connected to the pull rod assembly 110 will also move downwardly. This can allow the retention assembly 80 (e.g., the bearing portion 81, the locking portion 90, etc.) to once again engage an interior portion of the projecting portion 76 of the collet 70 or other expandable portion of the inner support 60, as illustrated in FIG 8A. This can prevent the collet 70 from being retracted Inwardly, effectively causing it to remain within the particular groove 40 to which it is engaged.

[0079] According to some embodiments, in order to lower the vertical position of the saddle, a user can manipulate a lever or another actuator so that the cable 100, rod or other movable member moves in a direction generally represented by arrow 102, as discussed above with reference to FIGS 8B and 8C. Consequently, the retention assembly 80 can move away from the interior of the projecting portion 76 of the collet 70 or other expandable portion attached to or integrally formed with the inner support 60. Thus, the collet 70 or other expandable portion can be permitted to retract inwardly so it can be selectively moved to a lower groove 40 or other interior portion of the outer support 30.

[0080] For example, in some arrangements, once the bearing portion 81, the locking portion 90 and/or any other portion or component of the retention assembly 80 have been moved far enough away from the interior of the projecting portion 76 of the collet 70, the user can shift his or her weight (generally represented by arrow W in FIG 8C) to the saddle or otherwise apply a downwardly directed force on the inner support 60. As discussed herein with respect to raising the vertical position of the saddle, the collet 70 or other expandable portion can retract inwardly so that the projecting portion is able to move over the ridges 41 or other portions situated between adjacent grooves 40 along the interior wall of the outer support 30. Accordingly, the collet 70 or other expandable portion can engage a lower groove 40 or other portion of the outer support 30, effectively lowering the vertical position of the saddle which is attached to the inner support 60. When a desired vertical location has been achieved, the user may release the lever or other actuation device to effectively prevent further movement of the inner support 60 relative to the inner support 30.

[0081] In the examples of changing the vertical position of the saddle provided herein, there are various forces and other factors that can help determine in what direction (and at what rate) the inner support 60 will move relative to the outer support 30. As
discussed, some of these may include the upwardly-directed force created by the air spring or other biasing member, the weight W or other downwardly-directed force applied to the saddle (and thus, the inner support 60) by a user, the weight of the inner support 60, saddle and/or other components of the seat post assembly 20, the frictional forces between adjacent surfaces that are intended to move relative to each other (e.g., the outer surface of the collet 70 and the interior surfaces of the outer support 30), the resilient characteristics of the collet 70 or other expandable portion and/or the like. It will be appreciated, that the adjustable seat post assembly can be modified so that one or more other forces or factors can affect the movement of the inner support 60 relative to the outer support 30, either in lieu of or in addition to those discussed herein.

[0082] Embodiments of the adjustable seat post assembly 20 that comprise a plurality of grooves 40 or other engaging recesses or features along the interior of the outer support 30 can provide additional advantages. For example, as the collet 70 or other expandable portion of the inner support 30 is moved relative to the outer support 30, the collet 70 can engage one of a number of grooves 40 or other stations. The movement of the collet 70 or other expandable portion between distinct higher or lower grooves 40 or stations can permit a user to more accurately assess the current vertical position of the saddle and to more precisely select a desired vertical setting for the saddle.

[0083] In some arrangements, the movement of the collet 70 or other expandable portion relative to the grooves 40 or stations generates a snap fit or other positive engagement. Thus, the movement of the collet 70 between adjacent (e.g., higher or lower) grooves 40 or stations can be felt or otherwise sensed by the user. For example, the seat post assembly 20 can be configured so that such movement between the outer and inner supports 30, 60 creates a tactile response that can be perceived by the user. In other embodiments, the movement of the collet 70 or other expandable portion between distinct grooves 40 or stations can create an audible response (e.g., click or snap sound) that may be perceived by the user, either in lieu of or in addition to any tactile response.

[0084] Accordingly, in such embodiments where a collet 70 or other expandable portion of the inner support 60 is configured to move between and engage distinct grooves 40 or stations of the outer support 30, a user may find it easier to choose a desired vertical
position for the bicycle saddle. By way of example, a user may determine that a desired vertical change in saddle position between a particular uphill slope and a particular downhill slope requires the collet to be lowered by one, two, three, four or more groove locations. Consequently, the inclusion of tactile and/or audible response features in the seat post assembly 20 can be beneficial to a rider.

Further, as discussed, the expandable portion 70 of the inner support 60 can comprise a different design or configuration than discussed and illustrated herein. In some embodiments, the expandable portion 70 comprises a balloon or other inflatable portion that is configured to be selectively inflated or deflated in order to engage or disengage the interior wall of the outer support 30. In the embodiments disclosed herein, the inner support 60 or other member that comprises a collet 70 or other expandable portion is configured to be attached to the bicycle saddle. Further, the outer support 30 is configured to be attached to the bicycle frame. However, in other embodiments, the configuration of the adjustable seat post assembly can be modified so that the inner support 60 can be attached to the frame and the outer support 30 can be attached to the saddle. In such an arrangement, the seat post assembly can be effectively reversed so that the inner support 60 is generally below the outer support 30. It will be appreciated that the seat post assembly can be modified to include one or more other features or characteristics, either in lieu of or in addition to those illustrated and discussed herein.

As discussed, the seat post assembly 20 can be operatively connected to a lever or other actuation device to permit a user to control the function of the system. In some embodiments, such a lever or other actuation device is located at or near the handlebar area of the bicycle. This can allow a user to conveniently and safely modify the vertical location of the saddle even when the bicycle is being ridden. Alternatively, the lever or other actuation device can be positioned near the seat post assembly (e.g., at or near the bottom of the saddle) or at any other location of the bicycle. Regardless of the exact position of the lever or other actuation device, the seat post assembly can be adjusted before a user begins riding the bicycle or after he or she has begun doing so.

In some arrangements, the adjustable seat post assembly 20 is permanently affixed to a bicycle frame (e.g., the outer support or the inner support is permanently attached
to the frame or is incorporated into the frame). Alternatively, the seat post assembly 20 can be configured to be selectively removed and/or replaced to the bicycle frame, as desired or required. In addition, adjustable seat post assemblies, such as those disclosed herein or equivalents thereof can be used on any type of bicycle, including, mountain bikes, road bikes and/or the like.

[0088] FIGS. 9A and 9B illustrate an embodiment of a vertically-adjustable assembly 220 configured for use in a fork assembly of a bicycle. One arrangement of a bicycle fork 300 that is configured to receive such an adjustable assembly 220 is illustrated in FIG. 9C. As shown in FIGS. 9A and 9B, the vertically-adjustable assembly 220 can include an upper portion 262 and a lower portion 263.

[0089] As shown in FIG. 9C, the adjustable assembly 220 can be positioned within the upper fork leg 310 of a bicycle fork 300. As discussed in greater detail herein, the assembly 220 can advantageously permit the overall length of the fork to be selectively modified as desired by a user. For example, when a rider is climbing an incline, he or she may choose to shorten the length of the fork in order to reduce the likelihood that the front of the bike will raise up into “a wheelie” position or flip over backwards due to pedal forces. Likewise, when a rider is descending down a hill, he or she may choose to increase the length of the fork in order to shift weight away from the front of the bicycle. This can help reduce the likelihood that the bicycle will flip over forwards due to the center of gravity of the rider on descent.

[0090] With continued reference to FIG. 9C, the adjustable assembly 220 is positioned along the upper fork leg 310 of the bicycle fork 300. However, in other arrangements, the assembly 220 can be attached to the lower fork leg 350 or any other portion of the bicycle fork assembly. Further, in FIG. 9C, the adjustable assembly 220 is positioned only within one of the fork legs 306. However, in other arrangements, an adjustable assembly 220 can be positioned only within the other fork leg 308 or both fork legs 306, 308.

[0091] As discussed, such an adjustable assembly 220 can be modified to be used in one or more other portions of the bicycle to selectively modify the vertical, horizonta] or other position of one or more components or portions of the bicycle. For example, an
adjustable assembly can be positioned within the head tube of the bicycle to modify the vertical position of the handlebar assembly. In addition, discussed herein, the vertically-adjustable assembly 220 can be differently configured to attach to one or more other portions of a bicycle, such as, for example, a seat post assembly.

FIG. 9B illustrates the assembly 220 of FIG. 9A in an extended position. As discussed in reference to the embodiments illustrated in FIGS. 2-8C above, the assembly 200 can include two supports 230, 260 that are configured to slidably move relative to each other. As a result, such relative movement can modify the vertical position of one or more components or systems to which the vertically-adjustable assembly 220 is mechanically connected. For example, the relative movement of the supports 230, 260 can allow a user to selectively change the effective length of the legs 306, 308 of the fork assembly 300. In some embodiments, the assembly 220 includes a seal head 232 that helps form a relatively tight seal between the two supports 230, 260.

According to some arrangements, as illustrated in FIG. 9C, the vertically-adjustable assembly 220 can be positioned with the upper fork leg 310 of the bicycle fork 300. Thus, as shown, the outer support 230 of the assembly 220 may be sized, shaped and otherwise configured to fit within upper fork leg 310. As discussed in greater detail herein, in some embodiments, the adjustable assembly 220 is configured to freely slide within the upper fork leg 310 or any other support or member into which it is positioned. Accordingly, one or more slide rings 231 or other members configured to facilitate such movements can be positioned along the outside of the adjustable assembly 220.

Vertically-adjustable assemblies 220 such as those discussed and/or illustrated herein, can be included as an original component (e.g., fork assembly, seat post assembly, etc.) of a bicycle. Alternatively, they could be after-market items that replace one or more original bicycle components.

The structural differences between the adjustable assembly of FIGS. 9A and 9B and the embodiment of Figures 2-8C are discussed below. With reference to the cross-sectional view of FIG. 10, the interior wall of the outer support 230 includes a plurality of grooves 240. As discussed in greater detail herein with reference to other embodiments, these grooves 240 can be sized, shaped and otherwise configured to engage an outer surface
of a collet 270 or other expansion portion of the inner support 230. Accordingly, the relative position of the inner and outer supports 260, 230 can be selectively fixed at certain distinct locations. In the embodiment illustrated in FIG. 10, the outer support 230 includes a total of three grooves 240 along its interior wall. In one embodiment, the distance separating the upper most and lower most grooves is approximately 33 mm (~1.3 inches). However, it will be appreciated, that an outer support 230 can include more or fewer grooves 240 and/or the distance separating the grooves can be greater or smaller than approximately 33mm, as desired or required for a particular application or use.

[0096] With continued reference to FIG. 10, an interior space of the outer support 230 can comprise a chamber 258 or other cavity, which may be selectively pressurized to create an upwardly force (e.g., generally represented by arrows 259 in FIG. 10). As discussed, such an upwardly force can help urge the inner support 260 upwardly, generally away from the lower portion 263 of the assembly 220. This effectively extends the vertical length of the assembly 220, thereby allowing the vertical position of one or more components (e.g., piston rod 324, etc.) to be modified.

[0097] In the embodiment depicted in FIG. 10, air or other fluid can be injected into the chamber 258 of the outer support 230 through an air plug assembly 250 located near the upper portion 262 of the assembly 220. As shown, the air plug assembly 250 can comprise a Schrader valve 254 or another type of valve that permits air or other fluids to be delivered to the chamber 258 through an upper tube assembly 251 and a lower tube assembly 218. It will be appreciated that other methods or devices can be used to help provide a pressurized chamber 258 within the outer support 230. In other arrangements, one or more springs or other biasing members can be used to help urge the inner support 260 away from the outer support 230, either in lieu of or in addition to the air spring created within the chamber 258. The air plug assembly 250 can be protected by a cap 222 or other cover. Thus, a user may have to remove such a cap 222 in order to transfer air or other fluid into or out of the chamber 258.

[0098] The illustrated embodiment includes a similar interaction between a retention assembly 280 and collet 270 as discussed in greater detail herein with reference to the seat post assembly. Thus, in some embodiments, under normal conditions, the bearing
portion 28] and the locking portion 290 of the retention member 280 are biased or otherwise secured within a lower portion of the collet 270 or other expansion portion. Consequently, the collet 270 is securely positioned within a groove 240 of the outer support 230. This prevents relative movement between the outer and inner supports 230, 260 and the components to which they are attached.

0099 In order to allow the collet 270 to be retracted inwardly (e.g., upwardly or downwardly away from the particular groove 240 in which it is positioned), the retention member 280 (e.g., the bearing portion 281, locking portion 290, etc.) need to be moved upwardly, out of the interior of the collet 270, as generally discussed with reference to FIGS. 8A-8C above. As illustrated in FIGS. 10 and 11B, springs 272, 274 or other biasing members can be used to normally urge the bearing portion 281 and the locking portion 290 of the retention member 280 within the interior of the collet 270.

1010 Unlike the assembly illustrated in FIGS. 2-8C, the vertically-adjustable assembly depicted in FIG. 30 does not include a cable. Instead, the retention member 280 is mechanically connected to the lower tube assembly 218. Thus, by being rigid and hollow, such a lower tube assembly 218 can be configured to both move the retention member 280 and provide air or other fluid to the chamber 258 of the outer support 230. In a similar manner as discussed herein with respect to the seat post assembly, the lower tube assembly 218 can be selectively raised against the biasing force of the springs 272, 274 to move the retention member out of the interior of the collet 270. As a result, the collet 270 can be permitted to move to a different (e.g., higher or lower) groove 240 along the interior of the outer support 230.

1011 With reference back to FIG. 9C, the outer support 230 can be attached to a piston rod 324. As shown, the piston rod 324 can include a piston 326 that is configured to move within the interior of a damper tube 332 of a damper 330. Such a configuration can be used to provide a desired level of cushioning or damping to the front wheel of bicycle. Further, in order for the suspension system to function properly, the fork leg 306 can include a suspension spring 314 having an air spring chamber that is adapted to urge the upper fork leg 310 and the lower fork leg 350 away from each other. In some embodiments, the damper 330 and its various components are included in a self-contained cartridge that can be
conveniently positioned within the fork assembly. Additional information regarding the piston rod 324, the piston 326, the damper, the suspension spring and other components and features of the suspension fork is disclosed in U.S. Patent Application No. 12/134,116, filed June 5, 2008, titled BICYCLE SUSPENSION ASSEMBLY and published as U.S. Publication No. 2009/0001684, the entirety of which is hereby incorporated by reference herein.

[0102] In some embodiments, as shown in FIG. 9C, the piston rod 324 is connected to the outer support 230 of the adjustable assembly 220. Thus, relative movement between the inner support 260 and the outer support 230 of the adjustable assembly 220 varies the effective length of the piston rod 324. When the outer and inner supports 230, 260 are in an extended position relative to each other, the effective length of the piston rod 324 is increased. As a result, the upper fork leg 310 moves upwardly relative to the lower fork leg 350 of the bicycle fork 300. Accordingly, the overall length (e.g., height) of the fork 300 is increased, thereby causing the front end of the bicycle to be raised. Similarly, when the outer and inner support 230, 260 of the adjustable assembly 220 move closer together, the effective length of the piston rod 324 can be decreased. This causes the upper fork leg 310 to move downwardly relative to the lower fork leg 350. Consequently, the front end of the bicycle can be selectively lowered.

[0103] According to some embodiments, the piston rod 324 is threaded or otherwise attached to the bottom of the outer support 230 of the adjustable assembly 220. However, in other arrangements the connection between the piston rod 324 and the adjustable assembly 220 can be different (e.g., more complex), as desired or required. In some embodiments, it may be desirable to control one or more valves or other devices positioned at or near the piston 326 and/or another component or device situated generally below the adjustable assembly 220. For example, the dampening effect of the damper 330 can be regulated by manipulating a valve positioned at or near the piston 326. As illustrated in FIG. 10, the piston rod 324 can be rotatably coupled to a rod 252 that runs along the centerline of the adjustable assembly 220. As shown, the rod 252 is mechanically connected to the upper tube assembly 251 using one or more couplings 253 or other joining devices. In order to vary the effective length of the piston rod 324 so that the overall length of the fork assembly 300

-31-
can be modified, the rod 252 can be configured to accommodate the slack that occurs when
the outer and inner supports 230, 260 move relative to each other. For example, in one
embodiment, the rod is configured to move within a portion of the upper tube assembly 251,
or vice versa.

[0104] In some embodiments, the upper tube assembly 251 and the rod each include corresponding hexagonal, D-shaped or other cross sectional shapes to ensure that they are rotatably coupled to each other. In addition, as illustrated in FIG. 10, the bottom of the outer support 230 of the adjustable assembly 220 can include a seal 255 through which the rod 252 passes to engage the piston rod 324. Such a seal 255 ensures that the air spring within the chamber 258 of the outer support 230 is adequately maintained. With continued reference to FIG. 10, the upper tube assembly 251, and thus the rod 252, are rotatably coupled to a damper control knob 224 positioned near the top of the adjustable assembly 220. Thus, a user can actuate the knob to manipulate a damper valve or other device positioned below the adjustable assembly 220.

[0105] In embodiments where control of a damper valve or other device is not desired or necessary, the adjustable assembly 220 need not include a rod 252, bottom seal 255 and/or other components described herein and illustrated in FIG. 10. In such arrangements, the piston rod 324 can be threadably or otherwise attached to the bottom of the outer support 230 of the adjustable assembly 220.

[0106] In some embodiments, as illustrated in FIGS. 9A-12, the vertically-adjustable assembly 220 can include one or more rotatable knobs 226 that are used to selectively move the retention member 280 into and out of the collet 270 or other expansion portion. For example, as illustrated in the cross-sectional view of FIG. 11B, knob 226 can be directly or indirectly attached (e.g., using bolts, other fasteners, etc.) to a connector 227 that is configured to rotate along with the knob 226.

[0107] With continued reference to FIG. 12, the connector 227 can include one or more cammed surfaces 228 that are also configured to rotate when the knob 226 is manipulated. As best seen in the cross-sectional view of FIG. 11B, an upper end of the lower tube assembly 218 can include an outer flange 217 or other protruding feature that is sized, shaped and otherwise adapted to engage the cammed surfaces 228 of the connector 227.
Therefore, since the lower tube assembly 218 is operatively connected to the retention member 280, rotation of the knob 226 about a central axis of the assembly 220 can cause the flange 217 to move along the slanted cammed surfaces 228 of the connector 227. Consequently, the vertical position of the retention member 280 can be advantageously modified.

With continued reference to Fig. 12, the cammed surfaces 228 of the connector 227 can include lower and upper notches 229A, 229B, flat portions or other features that are designed to at least temporarily prevent relative movement between the connector 227 and the lower tube assembly 218. In some embodiments, such a temporary lock can be released by manipulating a second knob 224 or other actuation device of the assembly.

In use, whenever a user wishes to raise the front end of the bicycle, he or she can turn the knob 226 in order to move the retention member 280 upwardly, generally away from the interior of the collet 270. As a result, a user can allow an upwardly force (e.g., the air spring created within the chamber 258 of the outer support) to help move the collet 270 grooves 240. When a desired vertical position is achieved, the user can turn the knob 226 in the opposite direction, operate a different knob or actuation device and/or perform another necessary task to ensure that the retention member 280 once again is securely lowered within an interior of the collet 270. Alternatively, if a user wishes to lower the front end of the bicycle, he or she can exert a downward force (e.g., a direction generally opposite of the air spring force) to move the collet 270 to a lower groove 240.

As discussed, by modifying the relative position of the outer and inner supports 230 260 of the adjustable assembly 220, the rider can effectively change the length of the piston rod 324 to which the outer support 230 is attached. Consequently, the relative position of the upper fork leg 310 can be modified relative to the lower fork leg 350. This allows the user to selectively alter the overall length of the fork assembly 300 and permits him or her to either raise or lower the front end of the bicycle. As discussed, this can be particularly advantageous when riding the bicycle up or down an incline.

In some embodiments, the user manipulates a knob 226 as illustrated in Fig. 10 to modify the position of the adjustable assembly 220. However, in other
arrangements, the position of the adjustable assembly 220 can be controlled using a lever, knob or other actuation device positioned at or near the handlebars of the bicycle. This can permit a user to easily and safely modify the position of the fork assembly 300 while riding the bicycle without having to take him or her hands off the handlebars.

[0112] Although the foregoing description of the preferred embodiments has shown, described, and pointed out certain novel features, it will be understood that various omissions, substitutions and/or changes in the form of the detail of the apparatus, device, system and/or method as illustrated, as well as the uses thereof, may be made by those skilled in the art without departing from the spirit of this disclosure. Consequently, the scope of the present inventions should not be limited by the foregoing discussion, which is intended to illustrate rather than limit the scope of the inventions.

[0113] In addition, although this invention has been disclosed in the context of certain preferred embodiments and examples, it will be understood by those skilled in the art that the present inventions extend beyond the specifically disclosed embodiments to other alternative embodiments and/or uses of the inventions and obvious modifications and equivalents thereof. In addition, while a number of variations of the inventions have been shown and described in detail, other modifications, which are within the scope of this inventions, will be readily apparent to those of skill in the art based upon this disclosure. It is also contemplated that various combinations or subcombinations of the specific features and aspects of the embodiments may be made and still fall within the scope of the inventions. Accordingly, it should be understood that various features and aspects of the disclosed embodiments can be combined with or substituted for one another in order to form varying modes of the disclosed inventions. Thus, it is intended that the scope of the present inventions herein disclosed should not be limited by the particular disclosed embodiments described and illustrated herein, but should be determined only by a fair reading of the claims that follow.
What Is Claimed Is:

1. An adjustable assembly for a bicycle, comprising:
   a first support having an interior surface;
   a second support slidably positioned within at least a portion of the first support;
   wherein one of the first support and the second support is adapted to attach to a first bicycle portion, and wherein the other of the first support and the second support is adapted to attach to a second bicycle portion;
   wherein the second support comprises an expansion portion configured to be moved between an expanded position and a retracted position; and
   wherein the expansion portion is configured to engage the interior surface of the first support when the expansion portion is in an expanded position; and
   wherein the first support is configured to be selectively moved relative to the second support when the expansion portion is permitted to assume a retracted position.

2. The adjustable assembly of Claim 1, wherein the first bicycle portion comprises a bicycle frame and the second bicycle portion comprises a bicycle saddle.

3. The adjustable assembly of Claim 1, wherein the first bicycle portion comprises a fork assembly and the second bicycle portion comprises a handlebar assembly.

4. The adjustable assembly of Claim 1, wherein the interior surface of the first support comprises a plurality of grooves, the expansion portion being configured to engage one of said grooves when in an expanded position.

5. The adjustable assembly of Claim 1, wherein the expansion portion comprises a collet.

6. The adjustable assembly of Claim 1, wherein the second support comprises a main body portion, and wherein the expansion portion is separately formed with the main body portion.

7. The adjustable assembly of Claim 1, wherein the expansion portion is integrally formed with the second support.
8. The adjustable assembly of Claim 1, further comprising a biasing assembly configured to urge the one of the first support and the second support that is attached to the bicycle saddle relative to the one of the first support and the second support that in attached to the bicycle frame.

9. The adjustable assembly of Claim 1, wherein the expansion portion is in an expanded position while in a resting state when no external forces are exerted on the expansion portion, such that the expansion portion normally engages one of the grooves of the first support.

10. The adjustable assembly of Claim 1, wherein the expansion portion comprises a collet.

11. The adjustable assembly of Claim 1, wherein the first support and the second support comprise a generally tubular shape, and the grooves are circumferentially located around the interior surface of the first support.

12. The adjustable assembly of Claim 1, further comprising a retention assembly configured to slidably move at least partially within or out of an interior space of the expansion portion, wherein the expansion portion is generally not permitted to retract inwardly when the retention assembly is positioned within the interior space of the expansion portion.

13. The adjustable assembly of Claim 12, wherein the retention assembly comprises a bearing portion, the bearing portion being configured to contact the expansion portion when positioned within the interior space of the expansion portion.

14. The adjustable assembly of Claim 12, wherein the retention assembly is normally resiliently biased at least partially within the interior space of the expansion portion.

15. The adjustable assembly of Claim 12, further comprising a connector mechanically attached to the retention assembly, wherein movement of the connector in a first direction moves the retention assembly within the interior space of the expansion portion, and movement of the connector in a second direction moves the retention assembly out of the interior space of the expansion member, the second direction being generally opposite of the first direction.
16. The adjustable assembly of Claim 15, wherein the connector is operatively connected to a lever configured to be manipulated while the bicycle is being ridden.

17. The adjustable assembly of Claim 15, wherein the retention assembly further comprises a locking portion operatively connected to the connector, the locking portion being configured to prevent the expansion portion from retracting inwardly when positioned within the interior space of the expansion portion.

18. The adjustable assembly of Claim 1, wherein one of the first support and the second support is a fixed part of the bicycle frame.

19. The adjustable assembly of Claim 1, wherein one of the first support and the second support is removably attached to the bicycle frame.

20. The adjustable assembly of Claim 15, wherein the connector comprises a cable or a rod.

21. A bicycle including an adjustable assembly, the assembly comprising:

   a first support configured to attach to a first bicycle portion, the first support having an interior surface; and

   a second support configured to attach to a second bicycle portion, the second support shdably positioned within the first support, the second support comprising a movable portion configured to engage the interior surface of the first support when the movable portion is in an expanded position,

   a retention assembly configured to slidably move at least partially into or out of an interior space of the movable portion, wherein the movable portion is generally not permitted to retract inwardly when the retention assembly is positioned within the interior space of the movable portion, and

   an actuator configured to selectively move the retention assembly into or out of the interior space of the movable portion.

   wherein the second support can be selectively moved relative to the first support when the retention assembly is moved out of the interior space of the movable portion, and
wherein the second support is configured to be stationary relative to the first support when the retention assembly is positioned within the interior space of the movable portion.

22. The bicycle of Claim 21, wherein the first bicycle portion comprises a bicycle frame and the second bicycle portion comprises a bicycle saddle.

23. The bicycle of Claim 21, wherein the first bicycle portion comprises a fork assembly and the second bicycle portion comprises a handlebar assembly.

24. The bicycle of Claim 21, wherein the retention assembly comprises at least one of a bearing portion and locking portion.

25. The bicycle of Claim 21, wherein the interior surface of the first support comprises a plurality of grooves, the movable portion of the second support being configured to engage one of the grooves when the movable portion is in an expanded position.

26. The bicycle of Claim 21, wherein the second support comprises a main body portion, and wherein the movable portion is separately formed with the main body portion.

27. The bicycle of Claim 21, wherein the movable portion is integrally formed with the second support.

28. The bicycle of Claim 21, wherein the movable portion of the second support comprises an expansion portion.

29. The bicycle of Claim 28, wherein the expansion portion comprises a collet.

30. The bicycle of Claim 21, wherein the second support comprises an upper end and a lower end, the movable portion being positioned at or near said lower end of the second support.

31. The bicycle of Claim 21, further comprising a biasing assembly configured to urge the second support relative to the first support.

32. The bicycle of Claim 21, wherein the retention assembly is normally resiliency biased at least partially within the interior space of the movable portion, and wherein the actuator comprises a cable or a rod mechanically attached to the retention assembly, the retention assembly configured to be moved out of the interior space of the movable portion when the cable is generally moved.
33. The bicycle of Claim 32, wherein the cable or rod is operatively attached to a lever located near a handlebar area of the bicycle.

34. A method of adjusting the vertical position of a bicycle component, comprising:

providing an adjustable assembly, the assembly comprising:

an outer support;

an inner support slidably positioned within the outer support, the inner support comprising an expansion portion configured to engage an interior surface of the outer portion when the expansion portion is in an expanded position;

a biasing assembly configured to urge the inner support relative to the outer support; and

an actuator configured to selectively permit the expansion portion to be either in a locked orientation wherein the expansion portion is maintained in the expanded position or an unlocked orientation wherein the expansion portion is generally allowed to move into a retracted position;

wherein the inner support is configured to be selectively slidably moved relative to the outer support when the expansion portion is in the unlocked orientation; and

wherein the inner support is configured to be generally stationary relative to the outer support when the expansion portion is in the locked orientation;

securing the outer portion of the assembly to a first bicycle portion;

securing the inner portion of the assembly to a second bicycle portion;

selectively raising the second bicycle portion relative to the first bicycle portion by reducing downward forces on the second bicycle portion and moving the actuator so that the expansion portion is in the unlocked orientation, or selectively lowering the second bicycle portion relative to the first bicycle portion by exerting a downward force on the second bicycle portion and moving the actuator so that the expansion portion is in the unlocked orientation; and
maintaining a selected vertical position of the second bicycle portion by moving the actuator so that the expansion portion is in the locked orientation.

35. The method of Claim 34, wherein the first bicycle portion comprises a bicycle frame and the second bicycle portion comprises a bicycle saddle.

36. The method of Claim 34, wherein the first bicycle portion comprises a fork assembly and the second bicycle portion comprises a handlebar assembly.

37. The method of Claim 34, wherein the expansion portion comprises a collet.

38. The method of Claim 34, wherein the actuator comprises a connector and a lever, the lever being operatively attached to the connector, and wherein selectively raising or lowering the second bicycle portion comprises moving the lever from a first position to a second position against a resilient force, and wherein maintaining a selected position comprises releasing the lever so that the lever moves to the first position.

39. The method of Claim 38, wherein the connector comprises a cable or a rod.
FIG. 2
FIG. 3
INTERNATIONAL SEARCH REPORT

International application No
PCT/US2009/044199

A. CLASSIFICATION OF SUBJECT MATTER

According to International Patent Classification (IPC) or to both national classification and IPC:

INV. B62J1/08

B. DOCUMENTS CONSIDERED TO BE RELEVANT

C. DOCUMENTS CONSIDERED TO BE RELEVANT

Category Citation of document, with indication, where appropriate, of the relevant passages Relevant to claim No

X US 4 850 733 A (SHOOK WILLIAM B [US])

figure 1

1,2,5,7,
9,10,12,
13,
15-22,
24,27-30

X DE 94 05 449 U1 (SALLER FRANZ [DE])
1 September 1994 (1994-09-01)

1,2,
4-11,18,
19,34,
35,37-39

X the whole document

33

X DE 90 13 266 U1 (HANS LUTZ RENNRAEDER GMBH & CO. KG, 7902 BLAUBEUREN, DE)
22 November 1990 (1990-11-22)

figures 1-4

1,2,5,6,
9,10,18,
19,34,
35,37-39

Date of the actual completion of the international search

4 August 2009

Date of mailing of the international search report

22/10/2009

Name and mailing address of the ISA/
European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Fax: (+31-70) 340-3016

Authorized officer
Carneiro, Joaquim

See patent family annex.
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>FR 1 178 244 A (J. I. MUSIANOWYCZ) 5 May 1959 (1959-05-05)</td>
<td>1, 2, 5, 6, 8-10, 12-22, 24, 26, 28-30, 34-39</td>
</tr>
<tr>
<td></td>
<td>figure 1</td>
<td></td>
</tr>
<tr>
<td></td>
<td>figure 7</td>
<td></td>
</tr>
<tr>
<td>X</td>
<td>US 390 406 A (H. C. SITTIG) 2 October 1888 (1888-10-02)</td>
<td>1, 4-6, 9-13, 15-17, 20, 21, 24-26, 28-30</td>
</tr>
<tr>
<td></td>
<td>the whole document</td>
<td></td>
</tr>
</tbody>
</table>
Box No. II  Observations where certain claims were found unsearchable (Continuation of item 2 of first sheet)

This international search report has not been established in respect of certain claims under Article 17(2)(a) for the following reasons:

1. [ ] Claims Nos.: because they relate to subject matter not required to be searched by this Authority, namely:

2. [ ] Claims Nos.: because they relate to parts of the international application that do not comply with the prescribed requirements to such an extent that no meaningful international search can be carried out, specifically:

3. [ ] Claims Nos.: because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 6.4(a).

Box No. III  Observations where unity of invention is lacking (Continuation of item 3 of first sheet)

This International Searching Authority found multiple inventions in this international application, as follows:

see additional sheet

1. [ ] As all required additional search fees were timely paid by the applicant, this international search report covers all searchable claims.

2. [ ] As all searchable claims could be searched without effort justifying an additional fees, this Authority did not invite payment of additional fees.

3. [ ] As only some of the required additional search fees were timely paid by the applicant; this international search report covers only those claims for which fees were paid, specifically claims Nos.:

4. [ ] No required additional search fees were timely paid by the applicant. Consequently, this international search report is restricted to the invention first mentioned in the claims; it is covered by claims Nos.:

   1, 2, 4-22, 24-35, 37-39

Remark on Protest

[ ] The additional search fees were accompanied by the applicant's protest and, where applicable, the payment of a protest fee.

[ ] The additional search fees were accompanied by the applicant's protest but the applicable protest fee was not paid within the time limit specified in the invitation.

[ ] No protest accompanied the payment of additional search fees.
This International Searching Authority found multiple (groups of) inventions in this international application, as follows:

1. claims: 1,2,4-22,24-35,37-39

   An adjustable assembly comprising a biasing assembly configured to urge the inner support relative to the outer support

2. claims: 3,23,36

   An adjustable assembly comprising a fork assembly and a handlebar assembly.
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 4850733</td>
<td>A 25-07-1989</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>DE 9405449</td>
<td>U1 01-09-1994</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>DE 9013266</td>
<td>U1 22-11-1990</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>FR 1178244</td>
<td>A 05-05-1959</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 390406</td>
<td>A</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>