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This invention relates to fasteners for edges 
of Wearing apparel and the like. 
The present day relative scarcity of metals 

requires a Substitution of the same in non-essen 
tial applications. Accordingly, it is an object of 
this invention to provide for articles of wearing 
apparel and the like, fastening means fabricated 
from relatively available materials. 
Another object of this invention is the pro 

Vision of fastening means of the foregoing chair 
acter adapted for attachment to the edges of 
Wearing apparel and arranged to effect a closure 
of the same in abutting relation. 
A further object of this invention is the pro 

vision of fastening means of the character de 
scribed which provide a minimum of bulkiness 
along the edges of the closure. 
A still further object of this invention is the 

provision of fastening means of the foregoing 
character which may be very readily manu 
factured and attached to articles of wearing 
apparel. - 

Other objects of my invention will be apparent 
from the following description taken in connec 
tion with the accompanying drawing in which 

Fig. 1 is a perspective view showing the fasten 
ing means of my invention, as applied to an 
undergarment Worn on the body of a Wearer. 

Fig. 2 is a fractional plan view showing the 
fastening means, as applied to the edges of an 
article of wearing apparel, with portions broken 
away to show details of Construction. 

Fig. 3 is an enlarged fractional perspective 
view of the fastening means, with parts broken 
away to show details of construction and the 
manner of attachment of the fastening means 
to an edge of fabric or the like. 

Fig. 4 is a plan view of the fastening means 
shown in the figures herein above referred to. 

Fig. 5 is a similar view of a modified form of 
construction. 

Referring to the drawing, my invention, for 
purposes of illustration, are shown as applied to 
an undergarment of any well known type. 
One form of the invention is shown in Figs. 

1-4 inclusive and comprises a body strip O and 
a textile cord 2 either of a twisted or braided 
type arranged, as is shown in the dra Wing, to 
form a series of laterally projecting loops 4 of 
uniform spacing and sizing. The body strip O 
comprises a web 6 made in any suitable man 
ner, as by braiding or weaving of a textile ma 
terial but in the form illustrated, is shown as 
being a continuous thread reversely bent upon 
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2 
of rows of stitching 20 running longitudinally and 
providing the Woof of the Web. The cord 2 is 
secured to the body strip to by the longitudinal 
rows of stitching 20 of the web. 
In the fabrication of the above described con 

Struction, the forming of the web 6 and at 
tachment of the cord 2 to the Web are effected 
simultaneously. 
Two lines of reinforcing stitching 2, 2 serve 

to tie adjacent loops together and to maintain 
the loops in proper alignment. 
The modified construction shown in Fig. 5 is 

substantially similar to that hereinbefore de 
Scribed, except that two continuous cords 23 and 
24 are provided to form the loops 26. This lat 
ter form is intended to be used where additional 
reinforcement is required due to increased ap 
plied stresses. 
AS Was previously noted, my invention is 

adapted for Securement along the closure edges 
of undergarments or other articles of wearing 
apparel and is intended to be used in the same 
manner as, and in lieu of, eyelets or other sim 
ilar fastening means. 
As is shown in Figs, 2 and 3, the body strip 

O is adapted to be secured to the closure edge 
of an article of Wearing apparel by several lines 
of Stitching 3 with One of the reinforcing line 
of Stitching 2 lying substantially flush with the 
extreme edge of the closure. A tape 32 is super 
imposed over the body strip 0 and over the rear 
wardly directed loops 34 concealing the same. 
Thus, only the loops 4 are presented to view. 
The fastening means of my invention when 

Secured to complementary closure edges, as is 
shown in Fig. 2, are arranged so that the loops 
are directly in opposite relation. The closure 
edges are adapted to be drawn together With a 
minimum of bulkiness by a cooperating lacing 
cord 36 which is threaded through the loops 4: 
in a conventional manner. 
From the foregoing it will be seen that I have 

provided a simply constructed fastening means 
formed of non-metallic material and adapted to 
effect a closure with a minimum of bulkiness. 
While the preferred forms of my invention 

have been indicated, as will be apparent to those 
skilled in the art, it will be understood that other 
changes and modifications may be made within 
the scope of the appended claims. 
I claim: a 
1. A fastener formed of textile materials and 

comprising webs adapted to be attached to com 
plementary closure edges of an article of wearing 

itself to form the warp of web with a plurality 55 apparel, each of said webs formed of a continuous 
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thread reversely bent 
warp. of the web with a plurality of rows of 
stitching running longitudinally and providing 
the woof of the web, each of said webs having 
a series of laterally projecting loops formed of 
a continuous cord reversely bent upon itself to 

upon itself to form the 

s 
form a continuous S shape and secured to the 
web by said longitudinal lines of stitching, and 
a lacing cord adapted to cooperate with said 
loops to effect a closure of said article of ap 
parel. - : - 3. 

2. A fastener formed of textile materials and 
comprising webs adapted to be attached to con 

lo 

4. 
plementary closure edges of an article of Wear 
ing apparel, each of said webs having a Series 
of laterally projecting loops formed of a con 
tinuous cord reversely bent upon itself to form 
a continuous S shape and secured to the web 
by lines of stitching, a longitudinal line of stitch 
ing tying adjacent loops together and maintain 
ing same in proper alignment prior to attach 
ment, to the closure edge, said longitudinal line 
of stitching adapted to lie adjacent the closure 
edge when the web is secured to the article. 

DAVID BLAIR. 

  


