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To all uphon, it may concern: 
Beit known that I, IDAMAY MiclhERSON, 

a citizen of the United States, residing at 
Yatesboro, in the county of Armstrong and 

5 State of Pennsylvania, have invented a new 
and useful Miner's Cap, of which the follow 
ing is a specification. 
The invention relates to improvements in 

miners' caps. 
10 The object of the present invention is to 

improve the construction of miners' caps, and 
to increase their durability and to prevent 
them from becoming ignited, and thereby re 
lieve the wearer of all danger from fire. 

15 A further object of the invention is to pro 
vide a miner's cap of this character equipped 
with means for protecting the back of the 
neck and the ears of the wearer to prevent 
the same from accidentally coming in contact 

20 with the live wires now largely employed in 
mines for actuating the cars for removing the 
material. 
With these and other objects in view, the 

invention consists in the construction and 
25 novel combination of parts hereinafter fully 

described, illustrated in the accompanying 
drawing, and pointed out in the claims hereto 
appended; it being understood that various 
changes in the form, proportion, size and mi 

30 nor details of construction, within the scope 
of the claims, may be resorted to without de 
parting from the spirit or sacrificing any of 
the advantages of the invention. 
In the drawing:-Figure 1 is a perspective 

35 view of a miner's cap, constructed in accord 
ance with this invention. Fig. 2 is a side ele 
vation of the same. Fig. 3 is a plan view. 

Like numerals of reference designate cor 
responding parts in all the figures of the 

40 drawing. 
1 designates a miner's cap of the usual con 

figuration, provided with a non-inflammable 
top or cover 2, and having a band composed 
of a front non-inflammable section 3 and a 

45 rear fabric section 4. The cap is also 
equipped at the front with a visor 5, and it 
has a shield 6 depending from the rear 
portion of the cap. The non-inflammable 
crown 2 and the front section 3 of the band 

50 are preferably constructed of asbestos, and 
they are adapted to prevent any oil dropping 
upon the cap from becoming ignited by the 
flame of a miner's lamp and setting the ca, 
onfire. As the front portion of the band an 

55 the top or crown of the cap are the only por 

tions of the latter exposed to the flame of the 
lamp, the asbestos portions afford a positive 
protection to the wearer from fire, and the 
durability of the cap is thereby greatly in 
creased. The rear section 4 of the band is 60 
constructed of soft flexible material and en 
ables the cap to comfortably fit the head of 
the wearer, and prevents the stiff asbestos 
front Section 3 from imparting to the cap 
any uncomfortable or disagreeable feeling to 65 
the wearer. The fabric rear section 4 also 
forms an efficient support for the shield 6 
and enables the same to be conveniently at 
tached to the back of the cap. The protec 
tor 6, which extends forward to the visor, is 70 
constructed of rubber, or other suitable non 
conducting or insulating material, adapted to 
protect the wearer from electric shocks 
through contact with live wires. The shield 
protects the neck and the ears, and it is 75 
adapted to prevent the comparatively large 
number of accidents resulting from miners 
accidentally rising up from a stooping posi 
tion into contact with a live wire. 
The cap is equipped with the ordinary 80 

lamp bracket or support 7, arranged at the 
front of the cap, as clearly shown in Fig. 1 of 
the drawing. 

Having Fius fully described my invention, 
what I claim as new and desire to secure by 85 
Letters Patent, is:- 

1. A miner's cap provided with a non 
inflammable top or crown, and having a band 
composed of a stiff non-inflammable front 
section, and a soft fabric rear section extend- 90 
ing around the back of the cap and adapted 
to fit the head of the wearer. 

2. A miner's cap provided with a non 
inflammable top or crown, and having a band 
composed of a stiff non-inflammable front 95 
section, and a soft fabric rear section extend 
ing around the back of the cap and adapted 
to fit the head of the wearer, and a shield 
attached to and supported by the band and 
constructed of non-conducting or insulating 
material to protect the wearer from electric 
shocks. 

3. A cap including a stiff flat asbestos top 
or crown, a band consisting of a stiff curved 
asbestos front section, and a soft fabric rear 
section extending around the back of the cap, 
and a visor arranged at the front of the cap 
and extending from the lower edge of the 
said asbestos section. 

4. A cap including an asbestos top or 110 
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crown, a band consisting of a stiff curved 
asbestos front section, and a soft fabric rear 
section extending around the back of the cap, 
a visor arranged at the front of the cap and 
extending from the lower edge of the said 
asbestos section, and a rear rubber shield de 
pending from and supported by the soft rear 
section of the band and extending forwardly 
at opposite sides of the cap to the visor to 

protect the back of the neck and the ears of io 
the wearer. 

In testimony, that I claim the foregoing as 
my own, I have hereto affixed my signature 
in the presence of two witnesses. 

IDA. MAY MCPHERSON. 
Witnesses: 

H. E. BOYER, 
ANNA SMITH. 


