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To all whom it may concern: 
Be it known that we, JoHN MARTIN and 

HFRMAN FIETsCH, Jr., citizens of the 
United States, and residents of Chicago, in 
the county of Cook and State of Illinois, 
have invented certain new and useful Im 
provements in Trading-Stamps; and we do 
hereby declare that the following is a full, 
clear, and exact description thereof, refer 
ence being had to the accompanying draw 
ings, and to the letters of reference marked 
thereon, which form a part of this specifi 
cation. This invention relates to an improvement 
in trading stamps and consists of the mat 
ters hereinafter described and more particu 
larly pointed out in the appended claims. 

In the drawings:--figure 1 is a perspec 
tive view of a can to which is applied a label provided with our improved tracting 
stamp. Fig. 2 is a detail plan view of a 
part of the label which contains the trading 
stamp. Fig. 3 is a rear view of the Salne. 
Fig. 4 is a plan view of a part of a label 
provided with a slightly modified form of 
the trading stamp. 
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Our improved trading stamp is printel on 
the usual label applied to bottles, cans, car 
tons and the like. It is show herein as 
printed on a label applied to a call. 

II the drawings .\. ilicates a label at 
tacled to a can 13, and C initicates the trad 
ing stal up which is printed on the label. 
The trading stan) () is printed with the 
stal indicia indicating its vallie, the origin 
of the goods and the like. In order that the stamp (, lay be detach 
alle from the label, it is out inel by lines 
of perforations (; by reasoll of which it inity 
be leadily torn from the body of the iabel. 

In that emloclinent of ot' in Velution illus 
trated in Figs. 1 to 3, the stan) is pro 
vided with a ta' or extension I), the outlie 
of which is de?ired by a cit through the 
label indicated by the unbrokeil line (l, 
which seve's the tah) from the label (except 
that portion of it which is joined to the 
stan. This tab being disconnected from 
the label proper, it lay be grasped by the 
thumb and fingers, so as to tear the stamp 
from the label along the lines of perfo 
ration. In the constriction of the label we pro 
vide means which will prevent the rear face 
of the stalp froin adhering to the can car 
ton or other package to which the label is 

applied. To this end we preferably print 
or otherwise apply to the rear surface of 
the label and immediately back of the stamp, 
an impression of a wax preparation or of 
some oily or greasy material which will not 
adhere to the paste or glue used. This im 
pression is indicated in Fig. 3 by the refer 
ence letter E. The impression E is made 
large enough so that it will extend beyond 
the limits of the st:tmp in order to protect 
the stamp filly and prevent any part of it 
from a heling to the can. The label and trading stamp inay be used 
without the tab I), and in Fig. 4 is illus 
trated a label containing a tirading stamp 
without such tab. C' indicates the stamp. 
In this case, the lines of perforation 6' ex 
tend con pletely about the traditig stamp. 
In order to remove the st; up it is necessary 
to take a knife or some sharp pointed in 
strument in order to detach one corner of 
the stamp from the label, after which it 
may be readily torn there from along the 
lines of perforation. 

It is someties (lesirable for convenience 
of collecting, to paste trading stamps in a 
book. Since the rear face of the stamp de 
scribed above ('a lot be caused to adhere 
loy the use of paste (1' glue, by reason of the 
waxy or greasy in pression E, the printing 
on the face of the stamp is duplicated on 
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tle rear side of the stanip before the wax 
or oily in pressioi) is placed lipon it, so 
that sail stain), wheu removed from the 
label, may be placed in the book with its 
obverse face pasted to the page of the book 
aid its reverse face exposed to view. The 
waxy or oily in reission being transparent, 
the printing on the reverse side of the sta, mp 
wille visible through the impression it. 

()) viously, other leans that that hereto 
fore described inity be provided for prevent 
ing the rear face of the stamp from adher 
ing to the can or other package to which the 
label is applied. For example, when ap 
plying the paste or gun to the label, the 
paste or gun may be omitted from the rear 
face of that part of the label which bears 
the stamp. Thus the part represented by 
E in Fig. 3 will, in this case, be a blank 
space which is not covered by the adhesive 
by which the label is to be secured in place. 
While we have mentioned the use of lines 

of perforation as the preferred way of 
weakening the lines defining the stamp, it 
is apparent that other ways of weakening 
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by the term “lines of 
used in the claims. 

said lines with like effect may be adopted 
and these are to be understood as included 

We claim as our invention:- 
1. In combination with a label adapted to 

be pasted to a can or the like, a trading 

10 
stamp printed on said label, and an adhe-, sion preventing layer larger than the stamp 
applied to the reverse side of the label be 
neath the stamp, and adapted to prevent the 
stamp bearing part of the label from ad 
hering to the can or the like, said label being 
provided with lines of perforation adapted 

5 to permit the ready severance of the stamp 
from the label. 

2. In combination with a label adapted to 

perforation” when 
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be attached to a can or the like by means 
of an adhesive, a trading stamp printed on 
said label, the printing on said stamp being 
duplicated on the rev:rse side of the stamp, 
and transparent means covering the reverse. 
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side of the stamp bearing part of the label 
'adapted to prevent that part of the label 
from sticking to the can or the like. 
In testimony, that we claim the foregoing. 

as our invention we affix our signatures in 
the presence of two witnesses, this 15th day 
of October A. D. 1910. 

JOHN MARTIN. - - 

HERMAN FIETSCH, Jr. 
, . Witnesses: " . . . . 

CLARENCE E. MEHLHOPE, 
GEORGE R. WILKINs. 
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