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To all whom, it may concern: 
Be it known that I, AUGUST HENRY HINES, 

a citizen of the United States, residing at New 
Orleans, in the parish of Orleans and State 

; Of Louisiana, have invented certain new and 
useful Improvements in a Combined Bridge 
and Tail-Piece for Guitars; and I do declare 
the following to be a full, clear, and exact de 
Scription of the invention, such as will en 
able others skilled in the art to which it ap 
pertains to make and use the same. 
My invention relates to an improvement in 

a combined bridge and tail-piece for guitars, 
and its novelty will be fully understood from 

; the following description and claim when 
taken in connection with the annexed draw 
ings; and the objects of my invention are to 
increase the sound in playing a guitar or man 
dolin. I attain these objects by the mechan 
ism illustrated in the accompanying draw 
ings, in which 

Figure I is a top view. Fig.2 is a side view. 
Fig. 3 is a rear view. Fig. 4 is a sectional top 
View. Fig. 5 is a sectional side view. 
Similarletters refer to similar parts through 

Out the Several views. 
In the drawings, A refers to a bridge hav 

ing a metal rest for strings, as shown by B, and 
also a concave construction, as shown by C, 
through which the strings are inserted and 
are fastened as shown by C' in Fig. 5. Pass 
ing through the sides of the bridge, as shown 
in Fig. 4, are the ends of tail-piece D, said 
ends E being threaded, and upon which are 

; placed nuts, as shown by F, and which enable 

tail-piece D to be securely attached to bridge 
A. G. is a rest placed on the end of a guitar, as 
shown in Fig. 5, and upon which the tail-piece 
is placed when fastened to binding-screw H, 
IX showing strings of guitar, and I designat- 40 
ing the latter. 

In practice the strings are attached to the 
bridge A in the manner shown in Figs. 4 and 
5 and rest upon metal piece B, while the tail 
piece D, which consists of a heavy wire orna- 45 
mented as may be desired is attached to the 
bridge in the manner shown in Fig. 4, thus 
forming a much less cumbersome bridge and 
tail-piece, and when placed upon a guitar or 
mandolin enables a much better sound to be 5o 
made in playing the instrument. 
A striking advantage of my invention is its 

economical construction and ease by which a 
guitar may be played. 
Having described my invention, what I 55 

claim, and desire to secure by Letters Patent, 
S 

The herein-described combined bridge and 
tail-piece for guitars, having a metal rest for 
Strings and an opening for inserting same, 6o 
the tail-piece formed of a single wire having 
the ends thereof threaded and passing through 
the bridge and held to same by suitable means, 
as set forth. 
In testimony whereof Iaffix my signature in 65 

presence of two witnesses. 
AUGUST II. HINES. 

Witnesses: 
JNO. B. SCHMIDT, 
PERCY D. PARKS. 

  


