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To al tv, rn, il 7na conce77: 
Beit known that I, CHARLESDUNN, a citi 

zen of the United States, and a resident of 
New York city, in the county of Kings and 
State of New York, have invented certain 
new and useful Improvements in Penholders, 
of which the followingis a specification. 
My invention relates to fountain-pens; 

and the object of my inventionisto provide a 
penholder of this class in whichtwo pen 
points may be carried for use, So that in the 
event that one is injured the other may be 
used, or the pen-points may Vary in fineness 
in order to be suitable for specialuses. 
My preferred form consists of but two 

pieces when made foruse at the desk and 
three pieces when carried in the pocket. I 
show a modification having a greater num 
ber of parts, in which the feed-ducts for the 
ink are adjustable to the length of the pen 
points, so that pens of varying lengths ma 
be used. 

Referring to the drawings which form part 
of the specification, Figurelis a central sec 
tional view of my penholder and pens 
therein. Fig. 2 is a plan view of the Same. 
Fig. 3 is a central sectional view of my pen 
holder, showing the plug and adjustable 
feed-ducts in adjustable relation to the pen. 
Fig. 4 is an enlarged sectional view of that 
part of the holder which carries the pens, 
known as the “ºpen-section,' With a plan 
view of the plug and the feed-ducts which 
feed the pento the right. Fig. 5 is anend 
view in section onlines acc of Fig. 4: Fig. 6 
is a plan view of the plug with the adjustable 
parts which carry the feed-ducts for convey 
ingink to the pen from the reservoir. 
A indicates the barrel of the penholder, 

and A' the reservoir for the ink. 
B indicates the pen-section, and Cthe plug 

therein. 
Dand D'are the pen-points. 
C' is the ink-duct which supplies the pen 

D', and Cº the duct which supplies the pen D. 
The barrel Ais threaded at Aºto engage the 

thread in the cap E, which also is adapted 
to engage) the thread B' on the pen-section B, 
which in turnis adapted to engage the thread 
Aºin the barrel A, thus making the parts in 
dicated to engage properly regardless of 
which penis in position for use. 
The plug Fin Figs. 3 and 6 differs from the 

plug C in Fig. 1 in that it is provided with a 
groove F' on opposite sides, in which the ad 

manner that they may be adjusted to the 
length of the pen-points used by sliding them 
in either direction in the grooves F'. 
The plugs Cand Fare held in the pen-sec 

tion B by friction caused by the shank of the 
pen-points being fitted between the interior 
cylindrical surface of the section B and the 
exterior of the plug Cor F, as the case may 
be. The plugs are slightly tapered at each 
end where they engage the shank of the pen 
points, as indicated in Fig. 3 at Hand H. 
The operation of the device is as follows: 

To fill the reservoir with ink, the barrel Ais 
unscrewed from the pen-section Bat Aº and 
the reservoir filled in the usual manner, after 
which the parts are again united. The ink 
will flow through the ink-duct Cºto the pen 
point Dand will flow from the pen when de 
pressed by pressure exerted in the act of Writ 
ing. The inkis prevented from flowing from 
the reservoir through the duct C', due to the 
pen-point D' closing the end of the duct C'. 
When the use of the pen D is desired, the 
pen-section Bis removed and reversed in the 
barrel, as will be readilyunderstood. 

It is obvious that the pen D canbe used 
with pen-point Dº removed, provided the 
duct Cis closed by pluggingit, if desired It 
is also obvious that the pen-section B might 
be held in the barrel Aby friction instead of 
by screw-thread, if desired, and also that the 
pen-section B and its plug and parts may be 
made as a separate article of manufacture 
and attached to other constructions, includ 
ing those ordinary holders adapted for re 
ceiving the novel type of pen-carrying sec 
tions. 
The simplicity and utility of the device 

should render it an acceptable article to the 
general public. 

Having thus described my invention, I 
claim as new and desire to secure by Letters 
Patent 

1. A pen-section provided with two pens, 
one located at each end thereof and a mem 
ber having an ink- duct in communication 
with each of Said pens. 

2. In a fountain-pen, a pen-section pro 
vided with two pens, one at each end thereof, 
substantially as described. 

3. In a fountain-pen, a pen-section adapt 
ed to hold two pens, one at each end thereof, 
and means whereby said section may be 
united to a section-holder. 

4. In a fountain-pen, a pen-section adapt 
justable sections Gand Gare fitted in Such | ed to hold two pens, one at each end thereof, 
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and means for conducting a fluid through ervoir forink, and means for supplyingeither 15 
Said section to one of said pens. of said pens withink from saidreservoir. 

5. In a fountain-pen, a pen-section pro- 8. A pen-section adapted to hold two pens, 
vided with two ink-ducts, one on each side one ateach end thereof, and provided with 
thereof, and means for holding two pens, one two ink-ducts, and means for holding said 
at each end of Said section. section to a penholder; substantially as de- 2o 

6. In a fountain-pen, a pen-section pro- scribed. 
Vided with two pens, one at each end thereof, Signed at New York city, in the county of 
a member provided with two ink-ducts, said New York and State of New York, this 27th 
member being adjustable relative to said day of June, A.D. 1905. 

CHARLES DUNN. pens. 
7. In a fountain-pen, a pen-section pro Witnesses: 

vided with two pens, one at each end thereof, FRANK. M. ASHLEY, 
a holder for said section provided with a res- LOUIs C. SCHUEUSEN, t 


