Title: SURGICAL SYSTEM FOR DELIVERY OF VISCOUS FLUIDS

Abstract: A surgical system for delivery of viscous fluid is described. The system includes a housing (12) having a handle portion (14) and a coupling portion (16) extending generally transverse to the handle portion, a reservoir member (24) for engaging with the housing, the reservoir member being adapted to receive a viscous fluid prior to engagement with the housing, and a plungers member (20) adapted to be inserted into the coupling portion and translated through the reservoir member via engagement of the plungers member with the coupling portion.

Declarations under Rule 4.17:

— as to the applicant's entitlement to claim the priority of the earlier application (Rule 4.17(iii)) for all designations

Published:
— with international search report
— before the expiration of the time limit for amending the claims and to be republished in the event of receipt of amendments

For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
SURGICAL SYSTEM FOR DELIVERY OF VISCOUS FLUIDS

Background

The present disclosure relates generally to the field of orthopedics and spinal surgery, and in some embodiments, the present disclosure relates to a system for injecting a viscous fluid into a human body.

In the treatment of diseases, injuries or malformations affecting the skeletal support structure, it has long been known to remove or supplement some or all of a degenerated, ruptured or otherwise failing skeletal support structure. For example, compressive loads experienced due to accidents can result in vertebral compression fractures, which can lead to further complications. It is has been found that such compression fractures, and various other fracture trauma in general, can be treated with the application of a viscous fluid, such as polymethylmethacrylate (PMMA), to the fracture region. Further, diseased bone tissue subject to compression or fracture may be supplemented with viscous graft material promoting the formation of stronger or more dense bone.

Therefore, what is needed is a viscous fluid delivery system for the insertion of a viscous fluid into an implant site.

Summary

A surgical system for delivery of viscous fluid is described. The system includes a housing having a handle portion and a coupling portion extending generally transverse to the handle portion, a reservoir member for engaging with the housing, the reservoir member being adapted to receive a viscous fluid prior to engagement with the housing, and a plunger member adapted to be inserted into the coupling portion and translated through the reservoir member via engagement of the plunger member with the coupling portion.

A surgical system for delivery of viscous fluid is described. The system includes a reservoir member for storing a viscous fluid, the reservoir member having an orifice defined in an end thereof, a plunger member adapted to engage the reservoir member in a
threaded engagement, and a mixer assembly extending through the plunger member, the mixer assembly being rotatable to mix the viscous fluid, wherein the plunger member is adapted to be translated through the reservoir member to eject the viscous fluid through the orifice of the reservoir member.

A surgical system for delivery of viscous fluid is described. The system includes means for storing a viscous fluid, means for ejecting the viscous fluid from the means for storing, and means for mixing the viscous fluid within the means for storing, the means for mixing being movable within the means for ejecting.

A surgical system for delivery of viscous fluid is described. The system includes a housing having a coupling portion and a handle portion extending obliquely from the coupling portion, a reservoir member having a threaded portion to engage with a threaded annular flange defined at a first end of the housing, the reservoir member being adapted to store viscous material therein, a plunger member insertable into a second end of the housing opposing the first end of the housing, the plunger member having a threaded member to engage a threaded annular surface of the coupling portion, and a plunger head disposed on an end of the plunger member, the plunger head being adapted to drive and eject viscous fluid from the reservoir member via actuation of the plunger member.

A surgical method for delivering viscous fluid to an implant site is described. The method includes providing a modular delivery system, the delivery system having a housing, a plunger member engageable with a first end of the housing, and a reservoir member engageable with a second end of the housing. The method further includes loading viscous fluid into the reservoir member, engaging the reservoir member with the housing, engaging the plunger member with the housing, and actuating the plunger member through the housing and into the reservoir member to eject viscous fluid from the reservoir member.

A surgical method for delivering implant material to an implant site is described. The method includes providing a plunger member having a bore defined therethrough, disposing a mixer assembly through the bore of the plunger member, inserting the plunger member into a reservoir member, the reservoir member having viscous fluid therein,
actuating the mixer assembly to mix the viscous fluid in the reservoir member, and
actuating the plunger member to eject viscous fluid from the reservoir member.

**Brief Description of the Drawings**

Fig. 1 is a perspective view of a viscous fluid delivery system according to one
embodiment of the present disclosure.

Fig. 2 is a sectional view of the viscous fluid delivery system of Fig. 1 depicting a
plunger head associated with the viscous fluid delivery system in a first position.

Fig. 3 is an exploded view of the sectioned components of Fig. 2.

Fig. 4 is a detailed view of a tube attachment associated with the viscous fluid
delivery system.

Fig. 5 is a perspective view of the viscous fluid delivery system of Fig. 1
positioned adjacent to an implant site.

Fig. 6 is a perspective view of a viscous fluid delivery system according to another
embodiment of the present disclosure.

Fig. 7 is a sectional view of a reservoir and a perspective view of a funnel each
being associated with the viscous fluid delivery system of Fig. 6.

Fig. 8 is part sectional, part perspective view of the viscous fluid delivery system
of Fig. 6 shown with a mixer assembly associated therewith.

Fig. 9 is an exploded view of the mixer assembly depicted in Fig. 8 with a portion
of the plunger broken away.

**Description**

For the purposes of promoting an understanding of the principles of the disclosure,
reference will now be made to the embodiments, or examples, illustrated in the drawings
and specific language will be used to describe the same. It will nevertheless be understood
that no limitation of the scope of the disclosure is thereby intended. Any alterations and
further modifications in the described embodiments, and any further applications of the
principles of the disclosure as described herein are contemplated as would normally occur
to one skilled in the art to which this disclosure relates.
Referring now to Figs. 1-3, a viscous fluid delivery system for delivering a viscous fluid to an implant site is generally referred to by reference numeral 10. In one embodiment, the viscous fluid delivery system 10 includes a housing 12 having a handle portion 14 and a coupling portion 16 extending generally transverse to the handle portion. In the present example, the handle portion 14 is depicted as having an undulating outer surface 18 to aid in gripping the handle portion. However, it is understood that a variety of surface configurations are contemplated for the handle portion 14. In some embodiments, the handle portion 14 may be hollow to lessen the weight of the system 10 and to reduce the costs associated with manufacturing the system.

The delivery system 10 further includes a plunger member 20, which is adapted to be inserted into a proximal end 22 of the housing 12. Also provided with the delivery system 10 is a reservoir member 24, which secures to a distal end 26 of the coupling portion 16 and is adapted to receive and store a viscous fluid, generally depicted as V in Fig. 2, in an annular cavity 28 thereof as will be described. In one embodiment, the viscous fluid V is a bone-void filling substance such as bone cement, polymethylmethacrylate (PMMA), calcium phosphate (CaP), demineralized bone matrix (DBM), bi-calcium phosphate matrix, platelet gel, autograft, allograft, bone morphogenetic protein (BMP) in a carrier matrix, or one or more of the previous in combination. Furthermore, it is understood that for purposes of this disclosure, the term “proximal” refers to the direction generally towards a user (not shown) of the viscous fluid delivery system 20 such as a surgeon, and the term “distal” refers to the direction generally towards a patient (not shown). The delivery system 10 further includes a tubing 30, which is adapted to secure to and through an orifice 32 defined in a distal end 34 of the reservoir member 24 for reasons also to be described.

The plunger member 20 includes a knob 36 and a threaded member 38 integrally formed with the knob. In one embodiment, the knob 36 includes an undulating gripping surface 40 along a perimeter, which aids in gripping of the knob. As is readily apparent from Fig. 1, the knob 32 also includes a generally uniform compression surface 42, which is adapted to receive a compressive force during actuation of the knob. In the illustrated embodiment, the compression surface 42 is hemispherical. Accordingly, the knob 32 is
configured for simultaneous compression and rotation. It is understood that various other configurations of the knob 32 are contemplated such as configurations in which the knob is generally uniform along its entire surface.

Moreover, the arrangement of the handle portion 14 relative to the coupling portion 16, the plunger member 20 and the reservoir member 24 may be configured in a variety of ways to aid use of the system 10. For example, referring to Fig. 2, the handle portion 14 may extend from the coupling portion 16 in an angled, or oblique, manner such that an obtuse angle $A_1$ defines the relationship between a longitudinal axis $L_1$ of the coupling portion and a longitudinal axis $L_2$ of the handle portion.

Referring to Figs. 2-3, the threaded member 38 is adapted to be disposed within the coupling portion 16 of the housing 12. The coupling portion 16 includes an inner annular surface 44, which is threaded along a portion thereof to define a threaded surface 46 of the inner annular surface 44. As such, the threaded member 38 of the plunger member 20 can engage the threaded surface 46 of the coupling portion 16, which facilitates rotation and translation of the plunger member 20 through the coupling portion 16 and into the reservoir member 24.

In the present example, a plunger head 48 is press-fit onto a distal end 50 of the plunger member 20. This connection may allow rotation of the distal end 50 with respect to plunger head 48. To facilitate the press-fit connection, a flange member 52 extends from the distal end 50 to engage with a corresponding recess 54 defined in the plunger head 48. In one embodiment, the plunger head 48 is substantially flush with the distal end 50 of the plunger member 20 when engaged therewith. Moreover, a portion of the plunger head 48 is flared outward such that a distal end 56 of the plunger head 48 has a circumference that is substantially equal to the circumference of the annular cavity 28 of the reservoir member 24. Accordingly, translation of the plunger member 20 through the reservoir member 24 causes ejection of viscous fluid from the delivery system 10 as will be described. As can be appreciated, the relative larger diameter of the knob 36 as compared to the plunger head 48 aids in actuation of the delivery system 10.

The reservoir member 24 is adapted to engage with the coupling portion 16 of the housing 12 such that the annular cavity 28 retains the viscous fluid V in an impermeable
manner. In one embodiment, the reservoir member 24 includes a threaded proximal end 60, which is adapted to secure to a corresponding threaded annular flange 62 of the coupling portion 16. The coupling portion 16 additionally includes an inner annular flange 64 relative to the threaded annular flange 62 such that the engagement of the reservoir member 24 with the coupling portion forms a sealed engagement. To further facilitate the sealed engagement, the reservoir member 24 includes an annular shoulder 66, which is adapted to abut against the threaded annular flange 62 of the coupling portion 16. The relative larger diameter of the annular flange 62 as compared to the diameter of the threaded surface 46 of the coupling portion 16 offers additional control in handling of the delivery system 10. Of course, a variety of sealing arrangements between the coupling portion 16 and the reservoir member 24 are contemplated other than the detailed sealing arrangement described above. For example, it is contemplated that the reservoir member 24 may be snap-fit to the housing 12.

The tubing 30 is inserted through the distal end 34 of the reservoir member 24 to provide a conduit through which to pass the viscous fluid V from the reservoir member to an implant site (not depicted), which may be any region of the human body for which delivery of the viscous fluid V is desired. For example, the viscous fluid V may be used in repairing a fractured vertebral body, and as such, may be delivered to the fractured region of the vertebral body. However, the viscous fluid delivery system 10 may be used in the treatment of other spinal disorders, or in some embodiments, non-spinal disorders.

It is understood that the tubing 30 may be inserted through the distal end 34 of the reservoir member 24 in a variety of manners. For example, and referring to Fig. 4, the tubing 30 may be inserted into the reservoir member 24 in a press-fit manner such that a tubing flange 72 abuts against the reservoir member while the remaining portion of the tubing passes through the orifice 32 of the reservoir member. It is further understood that the tubing 30 may cooperate with another conduit, such as a cannula (not depicted), during passage of the viscous fluid V therethrough. In one example, the cannula may be previously placed adjacent to the implant site, and the tubing 30 may be inserted through the cannula until reaching the implant site.
The various components of the delivery system 10, such as the housing 12, the plunger member 20 and the reservoir member 24, may be manufactured from a variety of materials. For example, the delivery system 10 may be formed of disposable materials such as disposable plastic, or alternatively, the delivery system may be formed of materials which facilitate reuse of the delivery system.

Referring again to Fig. 1, in operation, the delivery system 10 is assembled by snap-fitting the plunger head 48 onto the plunger member 20. The plunger member 20 is then inserted into the proximal end 22 of the coupling portion 16 to engage the threaded member 38 with the threaded surface 46 of the housing 12. The tubing 30 is inserted through the reservoir member 24, and subsequently, viscous fluid V is loaded into the reservoir member. The reservoir member 24 is then engaged with the housing 12, thereby readying the delivery system 10 for use. It is understood that the above-described components of the delivery system 10 may be provided pre-assembled, or, in other embodiments, may be provided in modular form to be assembled by a user.

Referring to Figs 2 and 5, the delivery system 10 is positioned adjacent to an implant site in preparation of injection of the viscous fluid V therein. Forming and accessing the implant site may be accomplished in a variety of ways including via the methods disclosed in pending Application Ser. No. 09/928,949 incorporated by relevance herein in its entirety. Upon proper positioning, the knob 36 is rotated, which translates the plunger head 48 against the viscous fluid V to force the viscous fluid into the tubing 30, and subsequently to the implant site. As can be appreciated, the plunger member 20 can be translated through the housing to the point of contacting the plunger head 48 with the tubing 30 as is depicted in Fig. 5. Accordingly, a majority, if not all, of the viscous fluid V and other material loaded into the reservoir 24 may be delivered to the implant site. However, it is understood that any amount of the viscous fluid V initially deposited into the reservoir member 24 may be delivered to the implant site.

It is understood that variations may be made in the foregoing without departing from the scope of the disclosure. For example, and referring now to Fig. 6, in an alternative embodiment, a viscous fluid delivery system is generally referred to by reference numeral 100. The delivery system 100 includes a plunger member 102, which is
disposed and movable within a reservoir member 104. The plunger member 102 is adapted to eject viscous fluid from the reservoir member 104 in a manner to be described. The reservoir member 104 is shaped to facilitate gripping thereof, and as such, in one embodiment, includes an undulating surface 106 adjacent to a proximal end 108 of the reservoir member.

Referring to Fig. 7, the reservoir member 104 is generally hollow and includes an opening 110 at the proximal end 108 such that various instruments may be used with the reservoir member other than the plunger member 102 (Fig. 6). For example, a funnel 112 may be used with the reservoir member 104 to facilitate loading of viscous fluid (not shown) into the reservoir member. A distal end 114 of the reservoir member 104 is reduced in diameter relative to the rest of the reservoir member, and includes an orifice 116 defined therethrough for allowing for the passage of viscous fluid. The orifice 116 may be partially threaded to receive various attachments such as a plug (not shown) to contain viscous fluid within the reservoir member 104, or, should passage of viscous fluid through the orifice be desired, the threaded member of the orifice may receive a tubing attachment (not shown) or a coupling mechanism for coupling the reservoir member to a tubing or the like. Of course, the orifice 116 may receive such attachments in ways other than via a threaded connection, such as snap-fit connections.

Referring to Figs. 7-9, the reservoir member 104 includes an inner annular surface 120, a portion of which is formed as a threaded receiving surface 122 for engaging with a corresponding threaded surface 124 associated with the plunger member 102. Accordingly, the plunger member 102 can be actuated to translate and rotate through the reservoir member 104 as will be described. Referring to Figs. 8 and 9, the plunger member 102 is generally T-like in shape to include an annular portion 126 and a transverse handle portion 128. The annular portion 126 includes a gasket 130 on a distal end 132 thereof. In one embodiment, the gasket 130 is a flared-out portion of the plunger member 102 that is substantially similar in diameter to the diameter of the inner annular surface 120 of the reservoir member 104.

A bore 132 is defined through the plunger member 102 to receive a mixer assembly 134, which includes a mixer 136 and a mixer handle 138. The bore 132 may be
configured for substantially fluid-tight engagement with the mixer 136. Although not shown, one or more seals may be disposed between mixer 136 and bore 132. The mixer 134 includes a threaded surface 140 along a portion thereof to engage with a threaded inner annular surface 142 of the plunger member 102. The mixer 136 further includes a mixer head 144 disposed at a distal end 146 of the mixer and a receptacle 148 formed in a proximal end 150 of the mixer. The mixer head 144 may be configured in any manner to facilitate mixing of the viscous fluid within the reservoir member 104. For example, as depicted, the mixer head 144 is formed as a plurality of mixing blades 152 having slots 154 defined therethrough.

Moreover, the plunger member 102 is adapted to receive the mixer handle 138 therein via the bore 132. The mixer handle 138 includes a post 156 extending from a distal end 158 of the mixer handle such that the mixer handle can engage the mixer 134 via the post and the corresponding receptacle 148 defined in the mixer. A knob 160, associated with the mixer handle 136, includes an undulating gripping surface 162, which aids in gripping of the knob. The knob 160 also includes a generally uniform compression surface 164, which is adapted to receive a compressive force during actuation of the knob. Accordingly, the knob 156 is configured for simultaneous compression and rotation. As such, compression and rotation of the knob 160 imparts translation and rotation to the mixer 136 and the associated mixer head 144. It is understood that various other configurations of the knob 160 are contemplated such as configurations in which the knob is generally uniform along its entire surface.

In operation, viscous fluid is loaded into the reservoir member 104 via the funnel 112. The mixer 136 is then threaded into the plunger member 102 and the mixer handle 138 is engaged with the mixer through the plunger member. In addition or alternatively, plunger member 102 may be moved to draw liquids such as blood, platelet gel or saline into the reservoir member 104 for mixing with other materials. The mixer handle 138 is then actuated to impart rotation to the mixer head 144, thereby effectively mixing the materials disposed in the reservoir member 104. After mixing the materials, the viscous fluid is then ejected from the delivery system 100 by translating the plunger member 102 through the reservoir member 104 via rotation of the plunger member. Although not
shown, it is understood that a tubing or some other conduit may be attached to the delivery system 100 to aid in delivery of the materials to the intended implant site (not shown). Also, to aid in rotation of the plunger member 102, the mixer handle 138 may be removed from the delivery system 100 prior to actuation of the plunger member 102.

The present disclosure has been described relative to several preferred embodiments. Improvements or modifications that become apparent to persons of ordinary skill in the art after reading this disclosure are deemed within the spirit and scope of the application. For example, although described with respect to a particular shape, it is understood that the housing 12 may be take a variety of orientations to facilitate the deposit of viscous fluid V and/or other materials from the delivery system 10 to the implant site. Moreover, a variety of tubing devices may be used with either of the viscous fluid delivery systems 20 and 100. For instance, a compliant tubing may be used in conjunction with a non-compliant tubing sheath to pass viscous fluid from the delivery systems 20, 100 to a desired implant site.

Accordingly, it is understood that several modifications, changes and substitutions are intended in the foregoing disclosure and, in some instances, some features of the disclosure will be employed without a corresponding use of other features. It is also understood that all spatial references, such as “proximal,” “distal,” and “transverse,” are for illustrative purposes only and can be varied within the scope of the disclosure. Accordingly, it is appropriate that the appended claims be construed broadly and in a manner consistent with the scope of the disclosure.
What is claimed is:

1. A surgical system for delivery of viscous fluid, comprising a housing having a handle portion and a coupling portion extending generally transverse to the handle portion, a reservoir member for engaging with the housing, the reservoir member being adapted to receive a viscous fluid prior to engagement with the housing, and a plunger member adapted to be inserted into the coupling portion and translated through the reservoir member via engagement of the plunger member with the coupling portion.

2. The system of claim 1 wherein the plunger member comprises a knob and a threaded member integrally formed with the knob.

3. The system of claim 2 wherein a portion of the knob is generally hemispherical, and a portion of the knob is generally undulating in cross-section.

4. The system of claim 3 wherein the portion of the knob that is generally hemispherical is a compression surface.

5. The system of claim 2 wherein the threaded member is adapted to engage a threaded region formed on an inner surface of the coupling portion.

6. The system of claim 1 further comprising an orifice defined through a distal end of the reservoir member.

7. The system of claim 6 further comprising a tubing inserted through the reservoir member via the orifice.

8. The system of claim 1 wherein the handle portion of the housing comprises an undulating surface.
9. The system of claim 2 wherein the plunger member further comprises a plunger head disposed on the plunger member, the plunger head being adapted to engage and drive the viscous fluid through the reservoir.

10. The system of claim 9 wherein the plunger head is flared outward to have a circumference of substantially equal size as the circumference of an inner annular surface of the reservoir.

11. The system of claim 1 wherein the distal end of the housing comprises a threaded annular flange for receiving a corresponding threaded proximal end of the reservoir member in a sealed engagement.

12. The system of claim 1 wherein the handle portion extends obliquely from the coupling portion to define an obtuse angle between the handle portion and the coupling portion.

13. The system of claim 9 wherein the diameter of the knob is larger than the diameter of the plunger head.

14. A surgical system for delivery of viscous fluid, comprising a reservoir member for storing a viscous fluid, the reservoir member having an orifice defined in an end thereof, a plunger member adapted to engage the reservoir member in a threaded engagement, and a mixer assembly extending through the plunger member, the mixer assembly being rotatable to mix the viscous fluid, wherein the plunger member is adapted to be translated through the reservoir member to eject the viscous fluid through the orifice of the reservoir member.

15. The system of claim 14 wherein the reservoir member further comprises an opening formed in an end of the reservoir member opposing the orifice end, the opening being adapted to receive the plunger member.
16. The system of claim 15 further comprising a funnel adapted to be inserted into the opening for aiding in the delivery of viscous fluid into the reservoir member.

17. The system of claim 14 wherein the plunger member is generally T-like in shape.

18. The system of claim 14 wherein the mixer assembly comprises a mixer and a mixer handle connectable with the mixer.

19. The system of claim 18 wherein the mixer includes a receptacle defined therein for receiving a corresponding post extending from the mixer handle.

20. The system of claim 18 wherein the mixer is adapted to be inserted into a first end of the plunger member and the mixer handle is adapted to be inserted into a second end of the plunger member, the second end opposing the first end.

21. The system of claim 18 wherein the mixer comprises a mixer head disposed on an end of the mixer, the mixer head having a plurality of mixer blades.

22. The system of claim 21 wherein the mixer blades each comprise a slot defined therethrough.

23. The system of claim 18 wherein the plunger member includes a bore defined therethrough, the bore defining an annular surface of the plunger member.

24. The system of claim 23 wherein the annular surface of the plunger member is threaded along a portion thereof.
25. The system of claim 24 wherein the mixer includes a threaded surface for engaging with the threaded portion of the inner annular surface of the plunger member.

26. The system of claim 14 wherein the reservoir member includes an undulating surface along a portion thereof.

27. A surgical system for delivery of viscous fluid, comprising means for storing a viscous fluid, means for ejecting the viscous fluid from the means for storing, and means for mixing the viscous fluid within the means for storing, the means for mixing being movable within the means for ejecting.

28. A surgical system for delivery of viscous fluid, comprising:
   a housing having a coupling portion and a handle portion extending obliquely from the coupling portion;
   a reservoir member having a threaded portion to engage with a threaded annular flange defined at a first end of the housing, the reservoir member being adapted to store viscous material therein;
   a plunger member insertable into a second end of the housing opposing the first end of the housing, the plunger member having a threaded member to engage a threaded annular surface of the coupling portion; and
   a plunger head disposed on an end of the plunger member, the plunger head being adapted to drive and eject viscous fluid from the reservoir member via actuation of the plunger member.

29. The system of claim 28 wherein the plunger member further comprises a knob wherein a portion of the knob includes a generally hemispherical compression surface, and a portion of the knob includes a generally undulating surface.
30. A surgical method for delivering viscous fluid to an implant site, comprising:
providing a modular delivery system, the delivery system having a housing, a
plunger member engageable with a first end of the housing, and a reservoir
member engageable with a second end of the housing;
loading viscous fluid into the reservoir member;
engaging the reservoir member with the housing;
engaging the plunger member with the housing; and
actuating the plunger member through the housing and into the reservoir member
to eject viscous fluid from the reservoir member.

31. The method of claim 30 wherein engaging the reservoir member with the
housing comprises engaging a threaded end of the reservoir member with a
threaded annular flange of the housing.

32. The method of claim 30 wherein engaging the plunger member with the
housing comprises inserting the plunger member into the housing and engaging a
threaded portion of the plunger member with a threaded annular surface of the
housing.

33. The method of claim 30 wherein actuating the plunger member comprises
applying a compressive force and a rotational force to a knob provided with the
plunger member.

34. A surgical method for delivering implant material to an implant site,
comprising:
providing a plunger member having a bore defined therethrough;
disposing a mixer assembly through the bore of the plunger member;
inserting the plunger member into a reservoir member, the reservoir member
having viscous fluid therein;
actuating the mixer assembly to mix the viscous fluid in the reservoir member; and
actuating the plunger member to eject viscous fluid from the reservoir member.

35. The method of claim 34 wherein the mixer assembly comprises a mixer and
a mixer handle, the mixer being adapted to engage the plunger member in a
threaded engagement through a first opening defined by the bore, and the mixer
handle being adapted to be disposed through a second opening defined by the bore
to connect with the mixer.

36. The method of claim 34 wherein inserting the plunger member into the
reservoir member comprises engaging a threaded surface of the plunger member
with a threaded annular surface of the reservoir member.

37. The method of claim 34 wherein actuating the mixer assembly comprises
applying a compressive force and a rotational force to a knob provided with the
mixer handle.


## INTERNATIONAL SEARCH REPORT

**A. CLASSIFICATION OF SUBJECT MATTER**

IPC 7 A61B17/88 A61F2/46 B01F13/00

According to International Patent Classification (IPC) or to both national classification and IPC

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)

IPC 7 A61M A61B A61F B05C A61C B01F B65D

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal, WPI Data, PAJ

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>WO 03/000121 A (ALLEGIANCE CORPORATION; EVANS, AVERY J; PLISHKA, MICHAEL; MORRIS, MIC) 3 January 2003 (2003-01-03) figures 1-8</td>
<td>1-6, 8, 9, 11-13, 28, 29, 7, 10, 17</td>
</tr>
<tr>
<td>Y</td>
<td>EP 1 074 231 A (GRUPO GRIFOLS, S.A; PROBITAS PHARMA, S.A) 7 February 2001 (2001-02-07) figures 1-12</td>
<td>1-6, 8-10, 12, 13, 28, 29</td>
</tr>
<tr>
<td>Y</td>
<td>DE 654 347 C (HEINRICH HAGEMEIER) 16 May 1938 (1938-05-16) figure 1</td>
<td>7</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C.

**X** Patent family members are listed in annex.

* Special categories of cited documents

- **A** document defining the general state of the art which is not considered to be of particular relevance
- **E** earlier document but published on or after the international filing date
- **L** document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
- **O** document referring to an oral disclosure, use, exhibition or other means
- **P** document published prior to the international filing date but later than the priority date claimed

Date of the actual completion of the international search

8 September 2005

Date of mailing of the international search report

19 09 2005

Name and mailing address of the ISA

European Patent Office, P.B. 5818 Patentlaan 2 NL - 2280 Hl Rijswijk Tel. (+31-70) 340-2040, Tx. 31 651 spo nl, Fax (+31-70) 340-3616

Authorized officer

Björkland, A
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>US 5 620 423 A (EYKMAN ET AL) 15 April 1997 (1997-04-15) figures 1-3</td>
<td>10</td>
</tr>
<tr>
<td>A</td>
<td>paragraph '0038'; figures 1-13</td>
<td>1-13,28, 29</td>
</tr>
<tr>
<td>X</td>
<td>GB 2 338 428 A (DAVID * GRANT; DAVID * GARLICK; BENJAMIN * WELSH; * ORTHOFIX LIMITED) 22 December 1999 (1999-12-22)</td>
<td>14-16, 18-23, 27</td>
</tr>
<tr>
<td>Y</td>
<td>page 7, line 26 - page 10, line 2; figures 1-12(b)</td>
<td>17,24-26</td>
</tr>
<tr>
<td>Y</td>
<td>column 3, line 1 - column 4, line 22; figures 1-5</td>
<td>24,25</td>
</tr>
<tr>
<td>A</td>
<td></td>
<td>14-23</td>
</tr>
<tr>
<td>X</td>
<td>DE 34 43 167 A1 (ORTHOPHANT ENDOPROTHETIK GMBH; ORTHOPHANT ENDOPROTHETIK GMBH, 2800 BRE) 5 June 1986 (1986-06-05)</td>
<td>14,27</td>
</tr>
<tr>
<td>Y</td>
<td>page 5, paragraph 5 - page 6, paragraph 1; figures 1,2</td>
<td>15,16, 18-26</td>
</tr>
<tr>
<td>X</td>
<td>US 1 694 845 A (TREY EMANUEL DE) 11 December 1928 (1928-12-11)</td>
<td>14,27</td>
</tr>
<tr>
<td>Y</td>
<td>the whole document</td>
<td>15,16, 18-26</td>
</tr>
<tr>
<td>E</td>
<td>EP 1 520 562 A (BIOMET DEUTSCHLAND GMBH) 6 April 2005 (2005-04-06) paragraphs '0040!', '0041!', '0045!' - '0050!; figures 1-13</td>
<td>14-27</td>
</tr>
</tbody>
</table>
INTERNATIONAL SEARCH REPORT

Box II Observations where certain claims were found unsearchable (Continuation of item 2 of first sheet)

This International Search Report has not been established in respect of certain claims under Article 17(2)(a) for the following reasons:

1. [X] Claims Nos. 30–37 because they relate to subject matter not required to be searched by this Authority, namely:


2. [ ] Claims Nos. because they relate to parts of the International Application that do not comply with the prescribed requirements to such an extent that no meaningful International Search can be carried out, specifically:

3. [ ] Claims Nos. because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 6.4(a).

Box III Observations where unity of invention is lacking (Continuation of Item 3 of first sheet)

This International Searching Authority found multiple inventions in this international application, as follows:

see additional sheet

1. [X] As all required additional search fees were timely paid by the applicant, this International Search Report covers all searchable claims.

2. [ ] As all searchable claims could be searched without effort justifying an additional fee, this Authority did not invite payment of any additional fee.

3. [ ] As only some of the required additional search fees were timely paid by the applicant, this International Search Report covers only those claims for which fees were paid, specifically claims Nos.:

4. [ ] No required additional search fees were timely paid by the applicant. Consequently, this International Search Report is restricted to the invention first mentioned in the claims; it is covered by claims Nos.:

Remark on Protest

[ ] The additional search fees were accompanied by the applicant's protest.

[X] No protest accompanied the payment of additional search fees.

Form PCT/ISA/210 (continuation of first sheet (2)) (January 2004)
This International Searching Authority found multiple (groups of) inventions in this international application, as follows:

1. claims: 1-13, 28-29

Claims 1-13 and 28-29 essentially define a surgical system for delivery of viscuous fluid comprising a housing having a handle portion and a coupling portion generally transverse to each other, a reservoir and a plunger.

2. claims: 14-27

Claims 14-27 essentially define a surgical system for delivery of viscuous fluid comprising means for storing the fluid, means for ejecting the fluid from the means for storing and means for mixing the fluid with the means for storing the fluid.
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>WO 03000121 A</td>
<td>03-01-2003</td>
<td>BR 0204074 A</td>
<td>03-06-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2413665 A1</td>
<td>03-01-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1458314 A2</td>
<td>22-09-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2004533881 T</td>
<td>11-11-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NZ 521906 A</td>
<td>25-02-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 03000121 A2</td>
<td>03-01-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2004204715 A1</td>
<td>14-10-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AT 236589 T</td>
<td>15-04-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 60002017 D1</td>
<td>15-05-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 60002017 T2</td>
<td>04-03-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1074231 A1</td>
<td>07-02-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2192169 T3</td>
<td>01-10-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>PT 1074231 T</td>
<td>31-07-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6676664 B1</td>
<td>13-01-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 20122395 U1</td>
<td>18-08-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1157677 A2</td>
<td>28-11-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2005124997 A1</td>
<td>09-06-2005</td>
</tr>
<tr>
<td>DE 654347 C</td>
<td>16-05-1938</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>AT 160693 T</td>
<td>15-12-1997</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2132678 A1</td>
<td>24-03-1995</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0645122 A1</td>
<td>29-03-1995</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 3095200 B2</td>
<td>03-10-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 7163587 A</td>
<td>27-06-1995</td>
</tr>
<tr>
<td>US 2003018339 A1</td>
<td>23-01-2003</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>GB 2338428 A</td>
<td>22-12-1999</td>
<td>AU 4381399 A</td>
<td>05-01-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9965597 A1</td>
<td>23-12-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2004174768 A1</td>
<td>09-09-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2448238 A1</td>
<td>30-01-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 02787175 T1</td>
<td>30-09-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1406721 A1</td>
<td>14-04-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2005500103 T</td>
<td>06-01-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 03008080 A1</td>
<td>30-01-2003</td>
</tr>
<tr>
<td>US 3724077 A</td>
<td>03-04-1973</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>DE 3443167 A1</td>
<td>05-06-1986</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 1694845 A</td>
<td>11-12-1928</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>EP 1520562 A</td>
<td>06-04-2005</td>
<td>CA 2481663 A1</td>
<td>01-04-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1520562 A2</td>
<td>06-04-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2005103296 A</td>
<td>21-04-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 20051111300 A1</td>
<td>26-05-2005</td>
</tr>
</tbody>
</table>