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To (77, uhon, it notif conce7'72: 
Be it known that, I, WILLIAM G. MELLER, a 

resident of Plymouth, in the county of Plym 
outh and State of Massachusetts, have invent 
ed certain new and useful improvements in 
Rocker-Shoes; and I do hereby declare that 
the following is a full, clear, and exact de 
scription thereof, reference being had to the 
accompanying drawings, and to the numerals 
of reference marked thereon, which form a 
part of this specification. 
This invention relates to pads or shoes for 

rockers of chairs, cradles, hobby-horses, and 
the like; and the object of the invention is to 
provide an elastic and extensible cushion 
shoe extending the whole length of the rocker 
and over the ends thereof, said shoe being 
adapted to be secured to said rocker by the 
stiffened upturned lips and flanges on the 
ends and sides of said shoe, which lips en 
gage the ends and flanges engage the sides of 
the rocker and by their resiliency grip the 
rocker and hold the shoe firmly in place there 
on. By this construction the shoe may be 
readily attached to or removed from ordinary 
rockers of chairs, cradles, hobby-horses, or 
similar articles without the use of cement, 
nails, screws, or the like, and by the extensi 
ble properties of the shoe it may be readily 
elongated to fit rockers of different lengths 
and sizes. 
With these and other objects in view the 

invention consists of certain novel features of 
construction, as will be more fully described, 
and particularly pointed out in the appended 
claims. 

In the accompanying drawings, Figure 1 
represents a rocking-chair with my improved 
shoe attached to its rocker. Fig. 2 repre 
sents a top plan view of the shoe broken in 
the center and disconnected from the rockers. 
Fig. 3 is a central longitudinal section of the 
shoe broken in the center and disconnected 
from the rocker, showing the resilient lips on 
the end in a contracted position. Fig. 4 repre 
sents a sectional view of the rocker with the 
shoe attached thereto, showing the resilient 
side flanges engaging the sides of the rocker. 
Fig. 5 represents a sectional end view of the 

the resilient side flanges in a contracted posi 
tion. 

Referring to the drawings, 1 denotes a rock 
ing-chair provided with the usual rockers 2, 
the ends of which are flattened or beveled in 
wardly at 33, as is usual with most rockers. 
At 4 is my improved rocker-shoe, which is 

made of any suitable elastic material, rubber 
being preferably used for this purpose. This 
shoe is constructed with a curved body por 
tion, the bottom of which is slightly rounded 
at 6 to present as little surface as possible to 
the floor upon which the chair rests. The top 
of these shoes engage the bottom of the rock 
ers. On each end of these shoes is a vulcan 
ized or stiffened lip 5 5, which in their nor 
mal position lie down almost flat on the body 
of the shoe, as shown in Fig. 3. The sides of 
the shoe are provided with flanges 7 t, which 
do not extend quite the whole length of the 
shoe, but fall short of the end fingers, leav 
ing both the sides and ends to move inde 
pendent of each other. These side flanges 
normally toe in, as shown in Fig. 5, and are 
also vulcanized or stiffened to some extent to 
increase their grip or hold on the sides of the 
rocker. 

in applying these shoes they may be 
stretched to some extent to accommodate 
themselves to the different sizes of rockers to 
which they may be attached. The end lips 
and side flanges are lifted as the shoe is set 
in place, and when released they grip with 
great pressure the sides of the rocker and 
their beveled ends, securely holding the shoe 
in position without the using of cement, nails, 
screws, or other fastenings. 

It is apparent that a shoe of this construc 
tion is extremely simple and practical and 
easy to attach to the ordinary rocker without 
marring or defacing the same in any way. It 
may be also readily removed from the rocker 
when desired, leaving the rocker in the same 
condition it was before the shoe was attached. 
This shoe is particularly designed and adapt 

ed for application to chairs used in hospitals 
or wherever rockers are used on bare floors. 
Having thus described my invention, what 

I claim as new, and desire to secure by Letters 
5o shoe disconnected from the rc2ker, showing Patent, is 
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2. 

1. A device of the character described com 
prising an elongated body portion formed 
with integral longitudinal resilient flanges, 
and resilient fingers also formed integral with 
ends of said body and independent of said 
flanges. 

2. A device of the character described com 
prising an elongated body portion formed 
withinwardly-converging longitudinal resili 
ent flanges, and inwardly-extended resilient 
fingers formed with the ends of said body and 
independent of said flanges. 

793,946 

3. A device of the character described com 
prising an elongated solid body portion formed 
with integral longitudinal stiffened flanges, 
and resilient stiffened fingers formed integral 
with the ends of said body and independent 
of said flanges. 

In testimony whereof I have hereunto set 
my hand this 15th day of August, A. D. 1904. 

WILLIAM G. MILLER. 
In presence of 

DAVID H. CoNNER, 
E. W. BRADFORD, Jr. 

  


