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To all, Luhon, it 7 Gulf CO7 Ce772: 
Be it known that I, PETEREBNER, a citizen 

of the United States, residing at Columbus, 
in the county of Franklin and State of Ohio, 

5 have invented a certain new and useful Im 
provement in Fire-Shutters, of which the fol 
lowing is a specification. 
My invention relates to the improvement of 

fire-shutters which consist of hinged or joint 
Io edly-connected metallic sections, and has par 

ticular relation to the improvement of that 
class of fire-shutters shown in Patent No. 
655,965 of August 14, 1900. 
The object of my invention is to provide a 

I5 shutter of this class with improved means for 
preventing an independent lateral motion of 
the sections or metallic strips which form the 
shutter. This object Iaccomplishin the man 
nerillustrated in the accompanying drawings, 

2 o in which 
Figure 1 is a face view of a portion of one 

of my improved shutters, consisting of three 
sections, said sections being provided with 
my improved means for preventing an inde 

25 pendent lateral or longitudinal sliding move 
ment of the sections. Fig. 2 is a side eleva 
tion of the same. Fig. 3 is an enlarged de 
tail sectional view on line acac of Fig. 1, and 
Fig. 4 is an enlarged view on line if y of 

3o Fig. 1. 
Similar numerals refer to similar parts 

throughout the several views. 
I represents the parallel metallic strips or 

sections forming the shutter. As in said 
35 former patent, one of the longer edges of each 

of said strips is throughout its length pro 
vided with an outturned hook-bend, which 
terminates in a comparatively small upward 
and inward tubular roll 2. The remaining 

4o longer edge portion of each of the stripslis, as 
indicated in the drawings, provided through 
out its length with an outwardly-bent and at 
the same time slightly-inclined longitudinal 
hook portion 3. - 
The sections or strips forming the shutter 

body are adapted to be hinged together, as 
indicated, by inserting the edge portion 2 of 
One section into the rounded seat or channel 
formed by the production of the hook portion 

45 

3. The sections being thus hinged together 
and it being desired to prevent their becom 
ing disengaged or moving longitudinally 
each end of each of the hook portions 2 has 
driven or forced therein the body or stem of 
a nail or stop-pin 4, said stop-pin stem being 
of such size as to insure its retention in en 
gagement with the said hook portion 2. Each 
of the stop pins or nails 4 is provided on its 
outer end with an enlarged head portion. 5, 
with the inner surface or side of which is 
adapted to contact or a but the end of the 
hook portion 3 of the adjoining shutter-sec 
tion in case of a tendency of the latter to 
move longitudinally. As in said former pat 
ent mentioned, it will be observed that each 
of the sections is preferably of a concavo 
convex form and that the portions of said 
sections which form the hinge or joint con 
nections of the same are so inclined as to shed 
rain or snow or prevent the same from enter 
ing the joints. 
From the construction above described it 

will be seen that the sectional shutter is pro 
vided with simple and inexpensive means for 
preventing an independent lateral movement 
of the sections and at the same time admitting 
of the coiling of said sections upon a roller in 
the usual manner. 

Having now fully described my invention, 
what I claim, and desire to secure by Letters 
Patent, is 
In a fire-shutter the combination with the 

shutter-sections 1, each of said sections hav 
ing its longer edges provided respectively 
with a comparatively large and small hook 
projection, the smaller hook projection of one 
section being adapted to work within the 
larger hook projection of an adjoining sec 
tion, of stop-pins 4 having enlarged heads 5, 
the stems of said stop-pins being driven into 
the end portions of said smaller hook projec 
tions after the sections are united, substan 
tially as specified. 

PETER EBNER. 
In presence of 

C. C. SHEPHERD, 
A. T. PHELPS. 
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