Title: DEVICES FOR GAS COOLING PLASMA ARC TORCHES AND RELATED SYSTEMS AND METHODS

Abstract: In some aspects, nozzles for plasma torches can include a nozzle body having a proximal end and a distal end that define a nozzle body length and a longitudinal axis. The body can include an exit orifice defined by the distal end; a plenum extending from the proximal end to a plenum floor, a distance from the plenum floor to the distal end defining a plenum floor thickness, and a distance from the plenum floor to the proximal end defining a proximal end height; and a bore extending from the plenum floor to the exit orifice that has a bore length and a bore width. The nozzle body has a nozzle width in a direction transverse to the longitudinal axis. The nozzle body length is greater than the width and a ratio of the proximal end height to the plenum floor thickness is less than 2.0.

Published:

— with international search report (Art. 21(3))
— before the expiration of the time limit for amending the claims and to be republished in the event of receipt of amendments (Rule 48.2(h))
DEVICES FOR GAS COOLING PLASMA ARC TORCHES AND RELATED SYSTEMS AND METHODS

TECHNICAL FIELD

This disclosure relates generally to thermal cutting torches (e.g., plasma arc torches), and more specifically to devices for gas cooling plasma arc torches and to related systems and methods.

BACKGROUND

Basic components of modern conventional plasma arc torches include a torch body, an electrode (e.g., cathode) mounted within the body, a nozzle (e.g., anode) with a central orifice that can produce a pilot arc to the electrode to initiate a plasma arc in a flow of a suitable gas (e.g. air, nitrogen or oxygen) and associated electrical connections and passages for cooling, and arc control fluids. Generation of the pilot arc may be by means of a high frequency, high voltage signal coupled to a DC power supply and the plasma arc torch, or any of a variety of contact starting methods. In some configurations, a shield is mounted to the torch body to prevent metal that is spattered from the workpiece (sometimes referred to as slag) during processing from accumulating on torch parts (e.g., the nozzle or the electrode). Generally, the shield includes a shield exit portion (also called a shield orifice) that permits the plasma jet to pass therethrough. The shield can be mounted co-axially with respect to the nozzle such that the plasma exit portion is aligned with the shield exit portion.

Cooling capacity has been a limitation of previous designs relating to plasma arc torches. For example, previous designs have required the use of cooling mediums other than or in addition to a gas (e.g., cooling water or liquid) for torches that operate at high (e.g., 100 or 200 Amps, or more) current levels. Most of these cooling methods can require cooling systems external to the torch (e.g., which can include water supplies, reservoirs, heat exchange equipment, supply pumps, etc.). External cooling systems can increase the associated equipment expense, can require more maintenance, be vulnerable to spills, and in some cases, can require disposal of the cooling medium. The issue of cooling the plasma arc torch is more acute for higher current systems, as higher current systems can generate more heat and have larger cooling demands. Indeed, commercially available plasma arc torch cutting systems operating at more than about 100 amperes typically utilize cooling systems using a liquid coolant (e.g., water or glycol). However, other systems are possible.
SUMMARY

In some aspects, a nozzle for a gas-cooled plasma arc torch can include a nozzle body having a proximal end and a distal end that define a nozzle body length and a longitudinal axis, the body including: an exit orifice defined by the distal end of the nozzle body; a plenum within the nozzle body, the plenum extending from the proximal end of the nozzle body to a plenum floor, a distance from the plenum floor to the distal end defining a plenum floor thickness, and a distance from the plenum floor to the proximal end of the nozzle body defining a proximal end height; and a bore extending from the plenum floor to the exit orifice, the bore having a bore length and a bore width, wherein the nozzle body has a nozzle width in a direction transverse to the longitudinal axis, wherein the nozzle body length is greater than the nozzle width, and wherein a ratio of the proximal end height to the plenum floor thickness is less than 2.0.

Embodiments can include one or more of the following features.

In some embodiments, the nozzle can also include a body flange at the proximal end of the nozzle body, an overall length of the nozzle defined by a distance from a proximal end of the nozzle body flange to an end face at the distal end of the nozzle, such that the overall length of the nozzle is greater than the nozzle body length. In some cases, the body flange extends about 0.05 to about 0.5 inches above the nozzle plenum. In some cases, the proximal end height includes the body flange.

The length of the bore corresponds to the plenum floor thickness. The bore can include a chamfer or a counter bore. The width of the bore can vary along its length. The bore can have a chamfer or a counter bore at each end of its length.

In some embodiments, the exit orifice can be at an end face of the nozzle.

In some embodiments, a ratio of the length of the bore to the nozzle body length can be greater than about 0.32.

In some embodiments, a side wall thickness of the plenum can be between an inside diameter of the plenum and an outer diameter of the plenum, and the ratio of the plenum side wall thickness to the width of the nozzle body can be about 0.15 to about 0.19. In some embodiments, a side wall of the plenum can include one or more cooling gas passages.

In some embodiments, the nozzle can be sized to operate in the plasma arc torch at a current flow of at least 100 amps. In some embodiments, the nozzle can operate at a current to nozzle body length ratio of greater than 170 amps per inch.

In some embodiments, the ratio of the proximal end height to the plenum floor thickness can be less than about 1.4.

In some aspects, a nozzle for an air-cooled plasma arc torch configured to operate above 100 amps can include a nozzle body having a distal portion defining a conduit substantially
aligned with a longitudinal axis of the nozzle body, the conduit having a conduit length and shaped to direct a plasma gas flow; and a proximal portion coupled to the distal portion and having a proximal portion length, the proximal portion defining a plenum fluidly connected to the conduit, wherein a ratio of a length of the proximal portion to the conduit length can be less than about 2.0, and wherein the nozzle can be configured to permit operation at a current to nozzle body length ratio of greater than about 170 amps/inch.

Embodiments can include one or more of the following features.

In some embodiments, the nozzle can include a body flange at a proximal end of the proximal portion of the nozzle body, an overall length of the nozzle defined by a distance from a proximal end of the nozzle body flange to an end face at the distal end of the nozzle, such that the overall length of the nozzle is greater the nozzle body length. In some embodiments, the body flange of the nozzle can include a flow channel.

In some embodiments, the conduit length can correspond to a plenum floor thickness. In some embodiments, the conduit can include a chamfer or a counter bore. In some embodiments, a width of the conduit can vary along the conduit length. In some embodiments, the conduit can have a chamfer or a counter bore at each end of its length.

In some embodiments, a side wall thickness of the plenum can be between an inside diameter of the plenum and an outer diameter of the plenum, and the ratio of the plenum side wall thickness to the width of the nozzle body can be about 0.15 to about 0.19. In some embodiments, a side wall of the plenum can include one or more cooling gas passages.

In some embodiments, the cooling gas passages can be sized to permit the nozzle to operate in the plasma arc torch at a current flow of at least 100 amps. In some embodiments, the cooling gas passages can be sized to permit operation of the nozzle at a current to nozzle body length ratio of greater than 170 amps per inch.

In some embodiments, the ratio of the length of the proximal portion to the conduit length can be less than about 1.4.

In some aspects, a nozzle for a gas-cooled plasma arc torch can include a hollow generally cylindrical body having a first end and a second end that define a longitudinal axis, the second end of the body defining a nozzle exit orifice; a gas channel formed in the first end between an interior wall and an exterior wall of the cylindrical body, the gas channel directing a gas flow circumferentially about at least a portion of the body; an inlet passage formed substantially through a radial surface of the exterior wall and fluidly connected to the gas channel; and an outlet passage at least substantially aligned with the longitudinal axis and fluidly connected to the gas channel.

Embodiments can include one or more of the following features.
In some embodiments, the inlet passage can include an inlet port formed through a radial surface of the body. In some cases, the outlet passage can include an outlet port formed through a second exterior radial surface of the body between the second end of the nozzle and the inlet port.

In some embodiments, the nozzle includes a plurality of (e.g., multiple) inlet passages. In some cases, a radial angle between respective inlet passages is about 120 degrees. In some embodiments, the nozzle includes a plurality of outlet passages. In some cases, a radial angle between respective outlet passages is about 120 degrees. In some embodiments, the nozzle includes a plurality of inlet passages and a plurality of outlet passages. In some cases, the inlet passages are radially offset from the outlet passages.

In some embodiments, the circumferential gas flow along the gas channel extends about an entire circumference of the nozzle.

In some embodiments, a portion of the nozzle walls are configured to mate with an exterior surface of a swirl ring. In some cases, the swirl ring forms a portion of the gas channel.

In some aspects, a nozzle for a gas-cooled plasma arc torch can include a hollow generally cylindrical body having a first end and a second end that define a longitudinal axis, the second end of the body defining a nozzle exit orifice; a plenum region defined within the body and directing a plasma gas; a cooling gas channel formed in the first end between an interior wall and an exterior wall of the cylindrical body, the cooling gas channel isolating a cooling gas from the plasma gas; a substantially radially oriented inlet passage fluidly connected to the gas channel; and a substantially longitudinally oriented outlet passage fluidly connected to the gas channel.

Embodiments can include one or more of the following features.

In some embodiments, the radially oriented inlet passage also includes an inlet port formed through a radial surface of the body. In some embodiments, the longitudinally oriented outlet passages also include an outlet port formed through a radial surface of the body between the second end of the nozzle and the inlet port. In some embodiments, the nozzle includes a plurality of radially oriented inlet passages. In some cases, a radial angle between respective inlet passages is about 120 degrees. In some embodiments, the nozzle also includes a plurality of outlet passages. In some cases, a radial angle between respective outlet passages is about 120 degrees. In some embodiments, the nozzle includes a plurality of inlet passages and a plurality of outlet passages. In some cases, the inlet passages are radially offset from the outlet passages.

In some embodiments, the circumferential gas flow along the gas channel extends about an entire circumference of the nozzle. In some embodiments, a portion of the nozzle walls are
configured to mate with an exterior surface of a swirl ring. For example, the swirl ring can form a portion of the gas channel.

In some embodiments, the plasma gas and the cooling gas combine at the exit orifice of the nozzle.

In some aspects, a method for cooling a nozzle for a plasma arc torch can include providing the nozzle having a hollow body with a first end and a second end, the second end of the body defining a nozzle exit orifice, a gas channel formed in the first end of the body, a substantially radially oriented inlet passage fluidly connected to the gas channel, and a substantially longitudinally oriented outlet passage fluidly connected to the gas channel; flowing the cooling gas through the inlet passage into the gas channel; directing the cooling gas along the gas channel; and discharging the cooling gas from the gas channel to the outlet passage.

In some aspects, a nozzle for a gas-cooled plasma arc torch can include a body having a first end and a second end that define a longitudinal axis; a plenum region substantially formed within the body, the plenum region extending from the first end of the body and configured to receive a plasma gas flow; an exit orifice located at the second end of the body and oriented substantially coaxially with the longitudinal axis, the exit orifice fluidly connected to the plenum region; and a feature on an outer surface of the body configured to increase cooling by receiving a cooling gas flow flowing at high velocity generally in a direction of the longitudinal axis along a length of the body, an impingement surface of the feature configured to receive the cooling gas flow at a substantially perpendicular direction relative to the impingement surface and to redirect the cooling gas flow to promote cooling and uniform shield flow.

Embodiments can include one or more of the following features.

In some embodiments, the feature is disposed about a circumference of the outer surface of the nozzle body.

In some embodiments, the substantially perpendicular direction can be between about 45 degrees and 90 degrees relative to the impingement surface.

In some embodiments, a cross section of the impingement surface of the feature includes a substantially planar surface that is arranged substantially perpendicularly to the cooling gas flow. In some embodiments, the impingement surface of the feature includes a substantially conical surface. In some embodiments, the feature is positioned on the nozzle adjacent a corresponding feature of a shield component. In some cases, the corresponding feature is a mixing chamber.

In some embodiments, the high velocity is at least 300 meters per second.

In some embodiments, the feature includes at least a portion of a chamber of sufficient size to increase a flow uniformity of the cooling gas by performing as a buffering chamber to
reduce cooling gas flow transients. In some cases, the chamber extends about a circumference of
the outer surface of the nozzle.

In some embodiments, the nozzle includes a sharp corner adjacent the impingement
surface to generate turbulence in the cooling gas flow.

In some aspects, a nozzle cooling system for a plasma arc torch can include a nozzle
having a body with a first end and a second end that define a longitudinal axis, a plenum region
substantially formed within the body, the plenum region extending from the first end of the body
and configured to receive a plasma gas flow, an exit orifice located at the second end of the body
and oriented substantially coaxially with the longitudinal axis, the exit orifice fluidly connected
to the plenum region, and a feature on an outer surface of the body configured to increase
cooling by receiving a cooling gas flow flowing at high velocity generally in a direction of the
longitudinal axis along a length of the body, an impingement surface of the feature configured to
receive the cooling gas flow at a substantially perpendicular direction relative to the
impingement surface and to redirect the cooling gas flow to promote cooling and uniform shield
flow; and a nozzle retaining cap comprising a generally cylindrical body and a securing flange,
the securing flange of the retaining cap including a plurality of shield gas supply ports angled
generally along the longitudinal axis of the nozzle at an angle that is substantially perpendicular
to the impingement surface of the feature of the nozzle.

Embodiments can include one or more of the following features.

In some embodiments, the nozzle retaining cap can include about 10 shield gas supply
ports.

In some aspects, a nozzle-shield cooling system can include a nozzle having a body with
a first end and a second end that define a longitudinal axis; a plenum region substantially formed
within the body, the plenum region extending from the first end of the body and configured to
receive a plasma gas flow; an exit orifice located at the second end of the body and oriented
substantially coaxially with the longitudinal axis, the exit orifice fluidly connected to the plenum
region; and a feature on an outer surface of the body configured to increase cooling by receiving
a cooling gas flow flowing at high velocity generally in a direction of the longitudinal axis along
a length of the body, an impingement surface of the feature configured to receive the cooling gas
flow at a substantially perpendicular direction relative to the impingement surface and to redirect
the cooling gas flow to promote cooling and uniform shield flow; and a shield for the plasma arc
torch including a generally conical body and an end face having a shield exit orifice, an interior
surface of the shield defining a mixing chamber at a location corresponding to the impingement
feature of the nozzle when assembled together, the mixing chamber having an inlet edge
positioned to direct the cooling gas from the impingement feature into the mixing chamber.
Embodiments can include one or more of the following features.

In some embodiments, the mixing chamber and inlet edge extend about a circumference of the interior surface of the shield. In some embodiments, a profile of the inlet edge is an acute angle. In some embodiments, the inlet edge extends toward the first end of the nozzle body. The inlet edge can also extend toward the second end of the nozzle body.

In some embodiments, the shield has at least two inlet edge features.

In some embodiments, the mixing chamber has a bulbous cross section. In some embodiments, the mixing chamber is of sufficient volume to increase a flow uniformity of the cooling gas by performing as a buffering chamber to reduce cooling gas flow transients.

In some aspects, a shield for an air-cooled plasma arc torch can include a body having a proximal end configured to mate with a torch body of the plasma arc torch and a distal end; an exit orifice formed in the distal end of the body; and an interior of the shield defining a shield flow surface that forms a portion of a shield gas flow channel, the shield gas flow channel directing a flow of shield gas along the interior shield flow surface in a flow direction from the proximal end to the exit orifice at the distal end of the body, the interior of the shield also defining a flow feature disposed on the interior shield flow surface, the flow feature formed circumferentially about an interior of the body between the proximal end and the exit orifice, the flow feature configured to reverse the flow direction of the shield gas flow within the shield gas flow channel.

Embodiments can include one or more of the following features.

In some embodiments, the interior shield flow surface includes a mixing chamber formed circumferentially about the body at a portion of the shield gas flow channel adjacent an impingement feature of a corresponding nozzle, the mixing chamber includes an inlet edge positioned to direct the shield gas into the mixing chamber. In some cases, the flow feature also defines a recombination region, the recombination region between the exit orifice and the mixing chamber.

In some embodiments, the flow feature defines a recombination region, the recombination region between a set of shield vent ports and the exit orifice.

In some embodiments, the flow feature can include a protuberance and a recess that cooperate to reverse the flow direction. In some cases, the protuberance is adjacent the recess. In some embodiments, the flow feature includes a protuberance, such that the protuberance is a ridge that extends around a circumference of the interior shield flow surface. In some embodiments, the flow feature includes a recess, such that the recess is a groove that extends around a circumference of the interior shield flow surface. In some cases, the flow feature includes a protuberance, such that the protuberance is between the recess and the exit orifice.
The flow feature can be disposed on a conical portion of the shield body. The flow feature can be disposed on an end face of the distal end of the shield body. The flow feature can include a protuberance, such that the protuberance is disposed at a location on the interior shield flow surface that corresponds to a complementary feature of an adjacent torch nozzle when the shield is attached to the plasma arc torch. For example, the complementary feature of the nozzle can be a ridge.

In some embodiments, when assembled, a cross section of the protuberance and the complementary feature of the nozzle can both be parallel to a longitudinal axis of a torch body of the plasma arc torch. In some embodiments, the protuberance and the complementary feature of the nozzle form a tortured flow path.

In some aspects, a nozzle for an air-cooled plasma arc torch can include a body having a proximal end configured to mate with a torch body of the plasma arc torch and a distal end; an orifice formed in the distal end of the body; and an exterior of the nozzle comprising a nozzle flow surface that forms a portion of a shield gas flow channel, the shield gas flow channel directing a flow of shield gas along the exterior nozzle flow surface in a flow direction from the proximal end to the orifice at the distal end of the body, the exterior of the nozzle also having a flow feature disposed on the exterior nozzle flow surface, the flow feature formed circumferentially about an exterior of the body between the proximal end and the orifice, the flow feature configured to reverse the flow direction of the shield gas flow within the shield gas flow channel.

Embodiments can include one or more of the following features.

In some embodiments, the nozzle includes a feature on the exterior nozzle flow surface of the nozzle body configured to increase cooling of the body by receiving at least a portion of the shield gas flow flowing at high velocity generally in a direction of a longitudinal axis of the nozzle body and along a length of the body, an impingement surface of the feature configured to receive the at least a portion of the cooling gas flow at a substantially perpendicular direction relative to the impingement surface and to redirect the cooling gas flow to promote cooling and uniform shield flow.

In some embodiments, the exterior nozzle flow surface includes a mixing chamber formed circumferentially about the body at a portion of the shield gas flow channel that is adjacent the impingement feature.

In some embodiments, the flow feature can include a protuberance and a recess that cooperate to reverse the flow direction. In some cases, the protuberance is adjacent the recess. In some embodiments, the flow feature includes a protuberance, such that the protuberance is a ridge that extends around a circumference of the exterior nozzle flow surface.
In some embodiments, the flow feature can include a recess, such that the recess is a groove that extends around a circumference of the exterior nozzle flow surface. In some embodiments, the flow feature can include a protuberance, such that the protuberance is between the recess and the orifice. The flow feature can be disposed on a conical portion of the nozzle body. The flow feature can be disposed on an end face of the distal end of the nozzle body. In some embodiments, the flow feature can include a protuberance, such that the protuberance is disposed at a location on the exterior nozzle flow surface that corresponds to a complementary feature of an adjacent torch shield when the nozzle is attached to the plasma arc torch. In some cases, the complementary feature of the shield can be a ridge.

In some aspects, a consumable set for an air-cooled plasma arc torch system can include a shield including a shield body having a proximal end configured to mate with a torch body of the plasma arc torch and a distal end; an exit orifice formed in the distal end of the body; and an interior of the shield having a shield flow surface that forms a portion of a shield gas flow channel, the shield gas flow channel directing a flow of shield gas along the interior shield flow surface in a flow direction from the proximal end to the exit orifice at the distal end of the body, the interior of the shield also having a flow feature disposed on the interior shield flow surface, the flow feature formed circumferentially about an interior of the body between the proximal end and the exit orifice, the flow feature configured to reverse the flow direction of the shield gas flow within the shield gas flow channel; and a nozzle formed of an electrically conductive material including a nozzle body having a first end and a second end that define a longitudinal axis; a plenum region substantially formed within the nozzle body, the plenum region extending from the first end of the nozzle body and configured to receive a plasma gas flow, the plenum region fluidly connected to the exit orifice; a feature on an outer surface of the nozzle body configured to increase nozzle cooling by receiving a cooling gas flow flowing at high velocity generally in a direction of the longitudinal axis along a length of the nozzle body, an impingement surface of the feature configured to receive at least a portion of the cooling gas flow at a substantially perpendicular direction relative to the impingement surface and to redirect the cooling gas flow to promote cooling and uniform shield flow, such that at least a portion of the cooling gas flow from the impingement surface exits the torch at the orifice.

Embodiments can include one or more of the following features.

In some embodiments, the interior shield flow surface further can include a mixing chamber formed circumferentially about the shield body at a portion of the shield gas flow channel adjacent the impingement feature.

In some aspects, a method for cooling a nozzle of an air-cooled plasma arc torch can include supplying a shield gas at a substantially perpendicular angle to an exterior feature of the
nozzle; redirecting the shield gas from the exterior feature of the nozzle to a mixing chamber adjacent the feature; and flowing the shield gas from the mixing chamber along a shield gas flow channel to an exit orifice of the shield, the shield gas flow channel at least partially defined by an exterior surface of the nozzle.

Embodiments can include one or more of the following features.

In some embodiments, the method can also include flowing the shield gas from the mixing chamber through a recombination region disposed between the nozzle and the shield to produce a substantially uniform shield gas flow at the exit orifice, the recombination region comprising at least one flow-directing member. In some cases, the recombination region can be downstream of the mixing chamber and include a baffle on an interior surface of the shield and a baffle on an exterior surface of the nozzle. In some cases, the shield baffle and the nozzle baffle are adjacent each other when the shield and the nozzle are assembled to the torch.

In some embodiments, at least a portion of the mixing chamber can be disposed on the exterior surface of the nozzle. In some embodiments, at least a portion of the mixing chamber can be disposed on an interior surface of an adjacent shield. In some embodiments, at least a portion of the mixing chamber can be disposed on the exterior surface of the nozzle and at least a portion of the mixing chamber can be disposed on an interior surface of an adjacent shield.

In some aspects, a method for providing a uniform shield gas flow for an air-cooled plasma arc torch can include supplying a shield gas to a shield gas flow channel defined by an exterior surface of a nozzle and an interior surface of a shield; flowing the shield gas along the shield gas flow channel; reversing the flow of the shield gas along the shield gas flow channel using a recombination region, the recombination region comprising at least one flow reversing member; and flowing the shield gas from the mixing region to an exit orifice of the shield, thereby producing a substantially uniform shield gas flow at the exit orifice.

Embodiments described herein can have one or more of the following advantages.

In some aspects, consumable components (e.g., nozzles) as described herein having a gas cooling channel formed between an inner (e.g., interior) wall and an outer (e.g., exterior) wall can have greater cooling capabilities than some other consumable components that do not have similar gas channels. The increased cooling capabilities result in part because additional cooling gas contact surface area is created within the nozzle through which heat can transfer and be carried away by the cooling gas. Increased cooling capabilities can result in better cutting performance, for example, by helping to create more stable plasma arcs and longer usable consumable life. Longer usable consumable life can lead to fewer consumable replacements needed, which can result in reduced costs and system downtime.
Further, forming the gas cooling channel within an outer wall of the nozzle can provide for better separation (e.g., isolation) of the gas cooling channel from the plasma gas flow path, which can result in increased cooling capabilities without substantially interfering with delivery and/or control of the plasma gas.

Additionally, gas cooling channels having one or more horizontal (i.e., substantially perpendicular to a longitudinal axis of the nozzle) inlets and one or more vertical (i.e., substantially longitudinally) outlets which may be circumferentially offset from the horizontal inlets, can help to provide impinging gas flows onto different surfaces of the nozzle. The impinging flow can help to create turbulent flows for additional increased cooling.

In some aspects, nozzles described herein having a feature arranged along its outer surface that defines an impingement surface to receive a cooling gas flow (e.g., a high speed cooling gas flow) can have increased nozzle cooling capabilities relative to some other conventional nozzles. As discussed herein, the impingement surface can be angled relative to one or more other outer surfaces of the nozzle so that the cooling gas flow contacts (i.e., impinges) the impingement surface substantially perpendicularly relative to the impingement surface, which can result in increased cooling capabilities. For example, as discussed herein, the angled impingement surface is typically angled to be arranged substantially perpendicularly to an angled cooling gas flow channel defined within a nozzle retaining cap that provides a cooling gas flow.

Further, the arrangement of the angled impingement surface within a mixing channel can help to generate high velocity gas flow mixing, for example, in part due to the substantially perpendicular impingement of the gas flow onto the impingement surface, which can increase cooling capabilities relative to some other conventional nozzles without such features. In some cases, the feature and the impingement surface help to create a turbulent flow within the mixing channel which further aids cooling. Additionally, in some cases, the mixing channel can help to mix and distribute (e.g., evenly distribute) the flow of the cooling shield gas around the nozzle so that it can be delivered more evenly. More evenly delivered shield gas can create a more stable plasma arc, which can result in improved cut speed and consistency.

In some aspects, alternatively or additionally, features of the nozzle can work in combination with corresponding features (e.g., grooves or flanges) formed on other consumable components, such as a shield, to alter (e.g., disturb, perturb, and/or partially block, redirect, or redistribute) the flow of shield gas flowing between the nozzle and the shield. For example, as discussed herein, some nozzles can include a recess in which a flange of a shield can be partially disposed during use. The configuration of the flange disposed within a recess can cause the flowing shield gas to be temporarily redirected (e.g., directed away from and then back towards)
the distal end of the torch. Such redirection can help to mix and distribute the shield gas flow annularly around the shield exit orifice so that the distribution of shield gas exiting the torch can be more evenly distributed than in some other conventional torch systems. More evenly distributed shield gas can be useful in helping to create a more stable plasma arc by reducing or limiting inconsistently varying gas flows around the plasma arc. Similarly, other features described herein, such as the complementary mixing channel formed by features and surfaces of the nozzle and/or shield (discussed below with reference to Figure 3) can also help to receive gas flow delivered from multiple discrete channels and distribute the gas flow circumferentially around the nozzle to help create a more evenly distributed gas flow and a more uniform plasma arc.

In some aspects, nozzles as described herein that are designed, proportioned, and constructed to be shorter (i.e., longitudinally shorter proximal end height), wider (i.e., having a thicker nozzle tip (e.g., a wider or larger end face) and/or thicker plenum side walls), and/or have a longer bore (i.e., a thicker distal region) can produce greater cooling effects relative to some other conventional nozzles that lack such modified features. In some cases, it is expected that these proportions result in a nozzle having increased tip mass concentrated at the distal region (e.g., increased tip mass to volume ratios relative to the rest of the nozzle), which can result in increased cooling capacity. In particular, increased material mass and volume located at the distal tip of the nozzle, especially increased material positioned radially surrounding the exit orifice can provide greater heat transfer paths through which heat can travel outwardly within the nozzle and proximally away from the torch tip.

**BRIEF DESCRIPTION OF THE DRAWINGS**

Figure 1 is a cross sectional view of an example plasma arc torch defining various gas flow channels used to deliver shield or cooling gas to the torch tip.

Figure 2 is a sectioned view of an example nozzle for a plasma arc torch that includes a gas channel defined between an interior wall and an exterior wall for directing gas flow circumferentially around the body of the nozzle.

Figure 3 is a cross sectional view of a plasma arc torch having a nozzle cooling system and a flow distribution system defined by features and elements formed along its nozzle and shield.

Figure 4 is an enlarged cross sectional view of the nozzle cooling system of Figure 3 illustrating an example cooling gas flow within and around the nozzle.
Figure 5 is an enlarged cross sectional view of the flow distribution system of Figure 3 illustrating features formed along the nozzle and shield to redirect and substantially uniformly distribute the shield gas flow annularly around the nozzle.

Figure 5A is an enlarged cross sectional view of another example flow distribution system illustrating features formed along the nozzle and shield to redirect and substantially uniformly distribute the shield gas flow annularly around the nozzle.

Figure 6 is a cross sectional view of an example nozzle for a plasma arc torch having a wider end face and distal end region to distribute heat and increase nozzle cooling.

Figure 7 is a simulated gas flow model depicting gas flow into and out of the gas channel of Figure 2.

DETAILED DESCRIPTION

Figure 1 illustrates an example plasma torch 50 that can be used with the various aspects and embodiments of the plasma arc torch cooling systems, devices, and methods described herein. Referring to Figure 1, the plasma torch 50 can include an electrode 60, a nozzle 100, and a shield 150. The torch 50 can be in electrical communication (e.g., using a current-carrying cable (not shown)) with a power supply (not shown) and receive electrical current from the power supply. The electrical current received from the power supply is transferred, through a current path, to the electrode 60 toward the nozzle 100.

During use, gas (e.g., plasma gas) is directed into a plenum region 80 defined between the electrode 60 and the nozzle 100. The plasma gas can be accelerated (e.g., the plasma gas can be heated, which reduces density of the gas as the plasma is formed, which increases its volume and velocity) within the plasma plenum 80 to generate a plasma stream via a plasma arc created between the electrode 60 and the nozzle 100.

Experimental studies have indicated that nozzle temperature during the use (e.g., and the extent to which a nozzle can be kept cool) can have a significant impact on electrode life. In particular, as a result of the relatively high operating temperature in high current air-cooled plasma arc cutting that can significantly increase the material wear and erosion, electrode and nozzle life can be low relative to lower current air-cooled plasma arc cutting systems. Accordingly, increased cooling can be a useful technique in extending or prolonging the usable life span of an electrode and/or an air-cooled nozzle. Cooling can be achieved by directing gas (e.g., air, nitrogen or oxygen) through the electrode and/or nozzle surfaces. The flow of gas through these elements (e.g., electrode or nozzle) can be directed along internal and/or external surfaces. In some cases, the plasma arc torch can be an air cooled torch that is cooled by
directing one or more high speed cooling gas flows (e.g., air at about 20 standard cubic feet per hour (scfh) to about 250 scfh) through various channels defined within the torch tip.

Some embodiments described herein can increase (e.g., significantly enhance) the cooling of the torch consumables (i.e., even without the use of cooling liquids), such as a torch nozzle, thereby improving the usable life span. In some embodiments, nozzle cooling can be accomplished by utilizing shield flow and allowing the shield flow to directly flow towards one or more surfaces of the nozzle. For example, in some embodiments, the shield flow can be directed such that it impinges (e.g., flows perpendicularly with respect to) a nozzle surface.

In some aspects, certain consumable components used within the torch (e.g., the nozzle) can include one or more of various features or elements, such as cooling flow channels, to help increase the cooling capabilities, and therefore increase the performance and usable life, of the nozzle.

For example, referring to Figure 2, in some aspects, a nozzle 200 can be formed from a body 202. In some embodiments, the body 202 is formed of a metal material, such as copper. As illustrated, the body 202 can be in the form of a hollow substantially cylindrical body that has a first end 204 and a second end 206 that define a longitudinal axis 208. The hollow body defines a hollow plenum region 201 configured to receive and accommodate an electrode and to direct a plasma gas between the electrode and the nozzle. The first end 204 is typically formed and configured to mate with one or more features or components of the torch. For example, in some embodiments, the nozzle can be configured to mate against a swirl ring or a retaining cap arranged within the torch. The cylindrical body also includes a generally annularly formed cylindrical wall (e.g., a plenum side wall) 210 that extends upward from a base structure (e.g., a plenum floor) 212 defined at the second end 206. The second end 206 typically defines a generally cylindrical bore (e.g., a flow conduit) 214 formed generally axially through the plenum floor. During use, plasma gas passes through the bore 214 and out of the nozzle through an exit orifice 215. The nozzle exit orifice 215 is defined at the distal end of the bore 214 along a nozzle end face formed along the second end 206.

For cooling, as well as flow distribution, a gas channel (e.g., a cooling gas flow channel) 216 can be formed at the first end 204 within a portion of the body, such as the plenum side wall, in particular, between an interior wall 218 and an exterior wall 220 to direct gas flow around the cylindrical body. For example, the gas channel 216 can be a substantially annular (e.g., circular) channel disposed in-between the interior wall 218 and exterior wall 220 to direct the gas flow circumferentially about at least a portion of the body. As discussed above, in some cases, the interior wall 218 and/or the exterior wall 220 can be configured to interface and mate with other components, such as a swirl ring, disposed within the torch to properly position and mount the
nozzle or to direct gas flow to or within the flow channel. Therefore, in some cases, the swirl ring can be configured to form a portion (e.g., an upper portion) of the gas channel 216 along with the interior wall and exterior wall, essentially forming a flow conduit about the nozzle.

The configuration of the nozzle walls relative to the other components within the torch typically helps to separate and seal the flow channel from some of the other gas channels within the torch. For example, the nozzle is typically configured to isolate the shield/cooling gas flowing within the flow channel from plasma gas flowing within the plenum region. However, the plasma gas and the shield/cooling gases typically combine when they exit the torch (i.e., at the exit orifice of the nozzle).

The nozzle 200 includes one or more inlet passages 222 and one or more outlet passages 224 fluidly connected to the gas channel 216 to provide gas to and from the gas channel. The inlet passages and the outlet passages can be in the form of any of various structurally suitable features configured to contain and deliver gas to and from the gas channel. For example, the passages can be a hole, a channel, a tube, a conduit, a duct, or similar features arranged in or on the nozzle body. As discussed below, the passages can also include one or more ports (e.g., openings) formed along different surfaces of the nozzle through which gas can enter and exit the nozzle body to be delivered to and from the gas channel.

The inlet passages are typically formed substantially perpendicularly relative to at least one surface of the gas flow channel so that the gas that is expelled from the inlet passage into the flow channel impinges the nozzle surfaces within the channel to generate turbulent flow within the flow channel. Such impinging and turbulent flows generated therein are expected to increase nozzle cooling performance. To achieve this arrangement of the inlet passage relative to the flow channel, many different configurations are possible. For example, as illustrated, the inlet passages 222 can be formed through the exterior wall 220 and, when installed in the torch, can be in fluid communication with the shield gas supply of the torch. As illustrated, the inlet passages 222 can be arranged horizontally (i.e., horizontally relative to a torch that is positioned so that its longitudinal axis is vertical) so that gas entering the flow channel can strike an inner wall on an opposing surface of the flow channel (e.g., an outer surface of the interior wall 218). In some examples, the term opposing surface refers to a region of the flow channel that is generally across from the inlet passage with respect to a central region of the flow channel. In some embodiments, the inlet passages 222 can be arranged radially in the nozzle (i.e., extending inwardly towards its central, longitudinal axis 208).

The nozzle can include multiple inlet passages 222, for example, three inlet passages 222 in the embodiment illustrated in Figure 2. As shown, in some embodiments, the inlet passages 222 can be arranged substantially uniformly (e.g., evenly separated) around the gas channel 216.
For example, when three inlet passages are included, they can be separated from one another by about 120 degrees. In some cases, a more uniform distribution of inlet passages 222 can create a more even cooling gas flow into the gas channel 216.

In some embodiments, one or more inlet passages include an inlet port defined along a radial surface of the body that exposes the inlet passage to the environment surrounding the nozzle. During use, gas (e.g., shield gas or cooling gas) can enter the inlet passage through the inlet port and travel on to the gas channel. For example, as illustrated, an inlet port 223 can be in the form of hole defined along an outer surface of the exterior wall 220 of the nozzle.

The outlet passages 224 are typically formed at least partially through the plenum side wall 210 to deliver gas flow away from the gas channel. In some cases, arranging the outlet passages 224 through the plenum side wall 210 can also help cool the nozzle by creating additional heat transfer surface area within the plenum side wall. As illustrated, the outlet passage 224 can be formed longitudinally (e.g., at least substantially aligned with (e.g., substantially parallel to) the longitudinal axis 208).

The outlet passages are also typically formed substantially perpendicularly relative to at least one exterior surface of the nozzle (or another consumable component) so that the gas that is expelled from the outlet passage impinges against the exterior nozzle surfaces to further cool the nozzle. In some embodiments, outlet passages 224 can be formed within (e.g., longitudinally within) the plenum side wall 210 so that it is proximate to a recess or flange defined along the outer surface of the nozzle against which gas from the flow channel can contact (e.g., impinge) for better cooling. For example, as illustrated, the outlet passages 224 can be arranged vertically (e.g., substantially longitudinally) so that gas exiting the flow channel can strike an outer surface of the nozzle (e.g., a flow impingement surface) 252. That is, in some embodiments, the outlet passages 224 can be arranged substantially parallel to the longitudinal axis (e.g., be longitudinally oriented).

The nozzle typically includes multiple outlet passages 224, for example, three outlet passages in the embodiment illustrated in Figure 2. As shown, in some embodiments, the outlet passages 224 can be arranged substantially uniformly around the gas channel 216. For example, when three outlet passages are included, they can be separated from one another by about 120 degrees. In some cases, a more uniform distribution of outlet passages 224 can create a more even flow of gas from the gas channel 216. This can be achieved by using additional outlet passages, e.g., four (or more) outlet passages oriented at 90 degrees from each other (not shown).

In some embodiments, the outlet passage includes an outlet port formed through a radial and/or an axial surface of the body between the second end (e.g., distal end) 206 of the nozzle
and the inlet port, where the inlet port connects the inlet channel to the environment surrounding
the nozzle and the outlet port similarly connects the outlet channel to the environment
surrounding the nozzle. For example, gas can flow from the gas channel 216, into the outlet
passage 224 formed within the plenum side wall, and out of the plenum side wall through an
outlet port 225 defined within an outer surface of the plenum side wall.

In some embodiments, the inlet passages 222 and the outlet passages 224 are offset (e.g.,
radially offset) from one another around the flow channel. For example, the inlet passages and
the outlet passages can be substantially evenly, circumferentially offset from one another. That
is, in some cases, one or more of the outlet passages 224 can be arranged between (e.g.,
equidistantly between) two of the inlet passages 222 (e.g., at 60 degree intervals in embodiments
having three inlet passages and three outlet passages). Briefly referring to Figure 7, which
illustrates a simulated gas flow through the inlet passages 222, the gas channel 216, and onto the
outlet passages 224, such an arrangement can increase exposure between the fluid and nozzle,
and help increase fluid mixing within the gas channel 216 by providing a longer distance that the
gas typically travels within the gas channel between an inlet passage and an adjacent outlet
passage. Based at least in part on the increased mixing, the flow can be directed so that gas in
the flow channel can flow circumferentially around the body. In some cases, the flow can be
directed circumferentially all of the way around (e.g., at least 360 degrees around) the flow
channel. Also illustrated in Figure 7, the flow velocities through the inlet passages 222 and the
outlet passages 224 are typically higher than the gas flow elsewhere around the gas channel 216.
Further, the increased flow velocities through the inlet passages 222 can help to create the
turbulent gas flow and cooling as air exits the inlet passage 222 and impinges upon an inner
surface of the gas channel 216.

In some embodiments, the cooling gas passageways (e.g., the inlet passages 222 and
primarily the outlet passages 224) are sized and configured to permit the nozzle to operate in
the plasma arc torch at a current flow of at least 75 amps (e.g., at least 100 amps).
Additionally, in some embodiments, the cooling gas passageways are sized and configured to
permit operation of the nozzle at a current to nozzle body length ratio of greater than 150
amps per inch (e.g., greater than 170 amps per inch).

Such current flow can help to cut materials at faster cutting speeds. For example, in
some cases, the torch can cut half inch mild steel at a cutting speed that is greater than 100
inches per minute (ipm).

While the inlet passages and the outlet passages have been described as generally being
multiple discrete round holes, other configurations are possible. For example, in some
embodiments, a nozzle can include just one inlet passage and one outlet passage to deliver gas to
and from the flow channel. Alternatively, in some cases, the inlet passage and/or the outlet passage can be in the form of one or more substantially annular (e.g., partially or fully annular) openings formed around the nozzle body.

Torch systems can additionally or alternatively include other types of consumable cooling systems, such as nozzle cooling systems or nozzle and shield cooling systems, arranged at one or more regions within the torch. For example, consumable cooling systems can include features formed in or on one or more consumables (e.g., a nozzle, shield, and/or a retaining cap for the nozzle or the shield) to receive and direct gas flow (e.g., high speed cooling gas flow) to increase cooling of one or more of the consumables and cutting performance of the torch.

For example, referring to Figure 3, in some aspects, a torch 300 can include a nozzle cooling system 310 and/or a nozzle and shield cooling system 320, which can each be implemented alone or in combination with one another to cool the components of the torch.

In some embodiments, to increase air cooling performance of the torch 300, the nozzle cooling system 310 can include a torch retaining cap 330 having features configured to direct cooling gas flow towards gas receiving surfaces of a nozzle 350. In particular, the retaining cap 330 is typically formed of a generally cylindrical body 332 having a securing flange 334 to retain the nozzle 350 within the torch. At an end typically opposite the securing flange 334, the retaining cap 330 typically includes a connection region (e.g., a threaded connection) 335 to secure the retaining cap 330 (and therefore also the nozzle 350) to the torch body.

As discussed in detail below, the securing flange 334 defines one or more gas holes or openings (e.g., gas supply ports) 336 that permit gas to flow through the retaining cap and on to the nozzle 350 for cooling. As illustrated, the gas supply ports 336 are typically arranged generally longitudinally with respect to the retaining cap and torch. Also, the gas supply ports 336 are positioned within the securing flange 334 generally substantially perpendicularly relative to a gas receiving surface (e.g., an impingement surface) 352 of the nozzle 350. For example, in some embodiments, the gas supply ports 336 are angled (e.g., arranged or directed inwardly towards the nozzle or longitudinal axis) relative to the longitudinal axis to direct cooling gas flow against the impingement surface 352.

The retaining cap typically includes multiple supply ports 336 (e.g., ten in the example shown in Figure 3) arranged around the securing flange 334. In some embodiments, the supply ports 336 can be arranged substantially uniformly around the securing flange 334 to deliver gas substantially uniformly to the nozzle. For example, when ten supply ports are included, they can be separated from one another by about 36 degrees. In some cases, a more uniform distribution of supply ports 336 can create a more even flow of gas from the shield gas supply.
As mentioned above, the nozzle 350 includes an exterior feature (e.g., a recess) 354 defined along its outer surface to receive and redirect a cooling gas flow (e.g., the high velocity gas flow received from the retaining cap 330) to increase cooling capabilities. For example, as illustrated, the feature 354 can define the cooling gas receiving surface (e.g., the impingement surface) 352 that is positioned substantially perpendicularly relative to the longitudinal axes of the various gas supply ports 336. As discussed above, the substantially perpendicular positioning of the impingement surface 352 relative to the gas supply port(s) 336 helps to increase cooling capabilities at least in part by generating turbulent gas flows. In some cases, the gas flow through the supply ports 336 towards the impingement surface 352 is delivered at about 200 scfh (e.g., at speed of about 66986 feet per minute).

While the impingement surface 352 has been described and illustrated as generally being in the form of a surface defined within a recess, other configurations are possible. For example, in some embodiments, a nozzle can define an impingement surface that extends from its outer surface (e.g., along a flange) rather than being formed within a recess along the nozzle body. Additionally, in some cases, the impingement surface can be an outer surface of the nozzle that has a substantially similar shape and profile as the rest of the outer surface of the nozzle. That is, in some cases, the nozzle may be configured to receive a cooling flow along its outer surface without having additional, substantially modified features (e.g., impingement surface 352, feature 354, etc.) to receive the cooling gas flow.

While certain features or aspects of the nozzle 350 have been described with respect to the example in Figure 3, it is noted that some other features of the nozzle 350 that are not inconsistent with or affected by the cooling system described above can be substantially similar to those of the of the nozzle 200 described above.

Alternatively or in combination with the nozzle cooling system 310, the torch can also include a nozzle-shield cooling system 320 to help cool a shield 380 disposed at the tip of the torch 300 to protect the nozzle from molten material (e.g., spatter) ejected from a workpiece. For example, in some embodiments, the nozzle-shield cooling system 320 includes a recess or profile (e.g., a mixing channel) 322 defined within the shield 360 and/or the nozzle 350 that is used to direct and circulate cooling gas flow between the shield 360 and the nozzle 350. As illustrated, the mixing channel 322 can be defined in close proximity to one or more components of the nozzle cooling system 310 (e.g., near the feature 354 or the impingement surface 352). In some cases, the mixing channel 322 is shaped having a substantially curved profile (e.g., a bulbous profile) to encourage a circulating flow therewithin.

In such a configuration, during use, cooling gas flow can be deflected away from the nozzle 350, for example, in part as a result of the angular arrangement of the impingement
surface 352, and into the mixing channel 322 to be circulated. As noted above, the turbulent mixing flow generated by gas being deflected from the impingement surface 352 (or other flow deflecting surfaces of the nozzle of shield) into the mixing channel can increase the cooling capabilities of the nozzle-shield cooling system 320 and/or the nozzle cooling system 310.

The mixing channel 322 is typically partially formed by an edge (e.g., an inlet edge (e.g., a sharp inlet edge)) 324 defined along a surface of the shield 360 to capture a cooling gas flow and redirect the flow, for example from the impingement surface 352, into the mixing channel 322 for circulation and cooling. The edge 324 is typically formed to capture and re-direct the cooling gas flow flowing towards the torch tip into the mixing channel 322. For example, the edge 324 can include a sharp edge (e.g., defined by two surfaces positioned at an acute angle relative to one another) that is pointed away from the torch tip to intercept the cooling gas flow.

Alternatively or additionally, in some embodiments, the mixing channel 322 can be partially formed by an edge (e.g., an inlet edge (e.g., a sharp inlet edge)) 324A defined along a surface of the nozzle 350 (i.e., an edge between the impingement surface 352 and the vertical (longitudinal) surface extending from the impingement surface 352) to capture a cooling gas flow from the supply ports 336 and redirect the flow outwardly towards the mixing channel 322.

The mixing channel 322, and in some cases also the mixing channel edge 324, typically extend at least partially around nozzle. In some cases, the mixing channel 322 and edge 324 are defined within an interior surface of the shield and extend fully around an interior surface of the shield 360. In some cases, the mixing edge 324A is defined within an external surface of the nozzle 350 and extends fully around an external surface of the nozzle 350.

In some embodiments, the shield can include additional features (e.g., edges) to direct flow. For example, the shield can include multiple edges to direct flow within the mixing channel. These edges can be oriented upwardly (e.g., 324) or downwardly (not shown). Additionally or alternatively, the shield can include additional edges to direct flow into additional flow channels (e.g., additional cooling or flow-directing channels) formed within the shield.

While the cooling systems (e.g., the nozzle cooling system 310 and the nozzle-shield cooling system 320) described above have been described as primarily providing beneficial cooling properties, other advantageous performance capabilities can be obtained by their implementation. For example, in addition or as an alternative to the increased cooling capabilities discussed above, the features defined on the shield and/or the nozzle can increase gas flow properties so that a more uniform and evenly distributed flow of shield gas can be delivered to the torch tip. That is, in some cases, the features (e.g., the mixing channel or the impingement surface) can act as one or more flow distribution (e.g., flow buffering) chambers to smooth the
flow transients. As discussed above, such evenly distributed flow can increase material processing performance by helping to create a more stable plasma arc.

Additionally, while certain features have been described above as being included on particular components, such as the mixing channel 322 being defined along an interior surface of the shield 360, other configurations are possible. For example, in some cases the mixing channel can be formed within an exterior surface of the nozzle. Alternatively, the mixing channel can be formed partially in both the nozzle and the shield, whereby the partial mixing channels direct flow between the two partial mixing channels to achieve the desired cooling and flow distribution properties.

Referring to Figure 4, in some aspects, a torch can include a nozzle defining the gas channel 216 as discussed above with respect to Figure 2, as well as the nozzle cooling system 310 and/or the nozzle-shield cooling system 320 discussed above with respect to Figure 3. In some cases, the shield gas provided by the torch body can be distributed and directed to one or more of the various channels and passages arranged to cool the shield and the nozzle. As illustrated and indicated using arrows in Figure 4, a gas flow (e.g., a cooling/shield gas flow) 101 can first be delivered near the retaining cap securing flange. Upon reaching the securing flange 334 of the retaining cap and the exterior wall 220 of the nozzle, the gas flow can be divided and distributed between the nozzle inlet passage 222 and the gas port 336 formed through the securing flange. Alternatively, in embodiments where the torch does not include either of the nozzle with a cooling flow gas channel 216 or a nozzle cooling system 310 or nozzle-shield cooling system 320, the gas flow 101 can instead be directed only into one of the subsequent flow passages based on the various components present in the torch (e.g., directed only to the gas port 336 or only to the inlet passage 222).

A first flow portion 101A directed into the one or more inlet passages 222 through the inlet port 223, as discussed above, can be directed into the gas channel 216. The gas flow can be circulated within the gas channel 216 for mixing and cooling the nozzle and then subsequently to the one or more outlet passages 224 (shown in phantom) for distribution and cooling of the nozzle 350. The flow 101A can be expelled from the outlet passage 224, for example at the outlet port 225, so that it can continue between the nozzle 350 and the shield 360 to be expelled as shield gas between the shield and nozzle, and surrounding the plasma arc.

A second flow portion 101B, which flows into the one or more gas ports 336, can be directed (e.g., at high speed) towards the nozzle to cool the nozzle. As discussed above, the gas flow can be directed to the impingement surface 352 along the outer surface of the nozzle. The second flow portion 101B can strike the impingement surface 352 at a substantially perpendicular angle to create a turbulent flow behavior and increase cooling. Additionally or
alternatively, the first flow portion 101 A expelled from the outlet port 225 can also impinge upon the impingement surface 352 for cooling and to help generate turbulent flow.

After being deflected from the impingement surface 352, gas flow (e.g., the first flow portion 101 A and/or the second flow portion 101 B) can flow outwardly and into the mixing channel 322 to circulate and help cool the shield and to be mixed and distributed circumferentially within the mixing channel 322. As mentioned above, in some cases, the edge 324 can help to intercept gas flow and direct it into the mixing channel 322. After mixing and creating turbulent flow within the mixing channel 322, gas is directed into the annular passage (e.g., the shield gas flow passage) 175 arranged between the nozzle 350 and the shield 360 to be expelled from the torch tip.

The arrows illustrated to denote gas flows within the passages (e.g., the first flow portion 101A and the second flow portion 101B) are merely used to show simplified example flow patterns. It is noted that the actual gas flow pattern within the flow passages, in particular within the mixing channel, typically has turbulent flow and is highly erratic. Therefore, the actual flow within the passages may be different from the example arrows illustrated.

While Figure 4 illustrates a torch having multiple consumable component cooling features and systems together in combination, other configurations are possible.

That is, for example, in some aspects, a torch may include the gas channel 216 disposed within the nozzle along with related passages and flow directing features that work in combination with the gas channel 216 to cool the nozzle. However, the torch may omit one or more of the other component cooling systems described herein (e.g., the nozzle cooling system 310 and/or the nozzle-shield cooling system 320). Similarly, in some aspects, a torch may include one or more of the component cooling systems described herein that utilize features and flow paths defined in the shield, nozzle, and or retaining cap (e.g., the nozzle cooling system 310 and/or the nozzle-shield cooling system 320), but the torch may include a nozzle that does not have the gas channel 216 and related flow passages.

In addition or alternatively to the various component cooling systems and aspects described above, torches described herein can include consumable components that include features or elements that can be implemented to provide a more uniform flow of shield gas emitted from the torch tip. Since the presence of vent holes in the shield (e.g., vent holes 362 illustrated in Figures 3 and 5) can cause shield gas flow non-uniformities, locating features for enhancing flow uniformity between the shield vent holes and the shield exit orifice can result in increases in gas flow uniformity about the plasma exiting the shield, thereby producing improved cutting performance and resulting in reduced wear of torch consumables.
For example, referring back to Figure 3, the torch 300 can also include a shield gas flow distribution system 380, which can include one or more features of the nozzle 350 and the shield 360 that work in combination with one another to distribute flow about the substantially circumferential shield gas flow channel 175. For example, the flow distribution system 380 can define an alternating flow channel that directs or disrupts the flow of the shield gas in an alternating (e.g., zig-zag, S-shaped, or tortured flow path) manner to create a turbulent flow and distribute flow circumferentially around the nozzle. As discussed above, a more evenly distributed flow of the shield gas can be helpful to generate a more stable plasma arc for better cutting performance.

In particular, in some embodiments, the flow distribution system 380 can be formed by a flow directing feature 382 extending from the shield (e.g., from the interior surface of the shield) to alter (e.g., disturb, re-direct, or reverse) the flow of shield gas passing through the shield gas passage 175. The flow directing feature 382 can be configured to work in combination with a complementary flow receiving feature 390 defined within the outer surface of the nozzle to form an altered, reversed shield gas flow path 175A within a mixing region (e.g., a recombination region) 396 defined within the flow distribution system 380. Flow reversal of at least a portion of the shield gas passing through the shield gas flow distribution system 380 is desirable.

Referring to Figures 3 and 5, the flow directing feature 382 can include any of various physical elements that are structurally suitable to partially obstruct (e.g., direct, re-direct, reverse, or otherwise alter) the flow of the shield gas flowing through the shield gas channel 175. For example, the flow directing feature 382 can be in the form of a protuberance (e.g., a flange, a baffle, a projection, a sharp bump, a protrusion, or another suitable physical element) 383 extending away from the interior surface of the shield 360. In some embodiments, the flow directing feature 382 can form a tortured flow path. Typically, as illustrated in Figures 3 and 5, the flow directing feature 382 extends from the shield 360 in a direction that is inconsistent (e.g., opposing) the general flow of the shield gas flow channel 175 towards the torch tip. For example, in some embodiments, the protuberance 383 can extend towards a proximal end of the torch (e.g., away from the torch tip). That is, the protuberance 383 can be directed in the opposite direction that the shield gas and plasma gas generally travel during use.

For example, referring more particularly to Figure 5, the flow directing feature can be positioned so that as gas flows through the shield gas flow channel and strikes the flow directing feature 382, the gas typically makes contact with an impingement surface 384 formed where the flow directing member (e.g., the protuberance) extends outwardly away from the interior surface of the shield. As a result of this configuration, the flow directing feature 382 (e.g., the
protuberance 383) disturbs the flow of shield gas and temporarily directs it upwardly and into the
nozzle (e.g., the flow receiving feature 390).

The various elements of the flow directing feature 382 (e.g., the protuberance 383 or the
impingement surface 384) can each be formed continuously or in one or more segments
substantially circumferentially around the shield 360. In some embodiments, the flow directing
feature 382 may have a substantially uniform height about the shield.

The flow receiving feature 390 typically includes one or more elements that fit
complementary with the elements of the flow directing feature 382 (e.g., the protuberance 383
and/or the impingement surface 384) to direct the flow of shield gas to the nozzle and shield and
to evenly distribute shield gas evenly around the bore 314. As illustrated in Figure 5, in some
embodiments, the flow receiving feature 390 includes a portion (e.g., a flow feature, such as a
ridge, a flange, a baffle, a projection, a sharp bump, a protrusion, or another suitable physical
element) 392 that extends outwardly away from the exterior surface of the nozzle to direct shield
gas flow. For example, the ridge 392 can direct shield gas flow outwardly towards the shield. In
particular, the ridge 392 can be complementarily positioned to direct shield gas flow into the
impingement surface 384 of the shield. While certain configurations have been described and
illustrated, other configurations are possible. For example, as depicted in Figure 5A, some or all
of the features described as being disposed along the nozzle (e.g., the flow receiving feature 390)
may be alternatively disposed along a surface of the shield and some or all of the features
described as being disposed along the shield (e.g., the flow directing feature 382) can
alternatively be disposed along a surface of the nozzle.

Additionally or alternatively, the nozzle 350 can also include a nozzle flow receiving
feature (e.g., a recess or groove) 394 to receive and re-direct a flow of gas that is directed
proximally away from the torch tip by the shield impingement surface 384 and the protuberance
383. In particular, the recess 394 can be formed within the outer surface of the nozzle and define
a nozzle impingement surface 398 to receive and re-direct the flow of shield gas.

The various elements of the flow receiving feature 390 (e.g., the protuberance 392, the
recess 394, or the impingement surface 398) can each be formed continuously or in one or more
segments substantially circumferentially around the nozzle 350.

During use of the torch, shield gas flow 101 is typically directed towards the torch tip in
the shield gas flow channel 175 formed annularly between the nozzle 350 and the shield 360. In
some cases, the shield gas flow 101 flows inconsistently circumferentially around the annular
shield gas flow channel 175, for example, as a result of the flow being provided through one or
more discrete flow channels (e.g., the ports 336) formed around the nozzle 350. To help
alleviate inconsistencies, flow 101 can be directed into the shield impingement surface 384 and
the protuberance 383, which deflect and re-direct the flow upward (i.e., away from the shield bore 314) and into the nozzle recess 394 and the nozzle impingement surface 398. In some cases, the nozzle protuberance 392 helps to capture some or all of the flow that impinges the shield impingement surface 384 to help limit the shield gas flow 101 from inadvertently traveling upstream within the shield gas flow channel 175. Rather, the nozzle protuberance 392 can help to direct flow to continue downstream (e.g., into the nozzle recess 394) and towards the shield bore 314.

Directing the shield gas flow 101 upward into the recess 394 (e.g., and into the mixing region 396 defined therein) can have one or more effects on the flow. The features along the nozzle and the shield that define the mixing region 396 can also help to distribute the shield gas more evenly within the shield gas flow channel 175 circumferentially around the bore 314. For example, the flow 101 can impinge the shield impingement surface 384 and protuberance 383 and be directed upwardly, the flow 101 can fill the nozzle recess 394 and be distributed annularly (e.g., can flow circumferentially) therewithin. As the recess 394 and the mixing channel 396 fill with shield gas flow 101, the more evenly distributed flow can then be directed by the nozzle impingement surface 398 downstream and out of the shield gas flow channel 175 through the shield bore 314 to surround a plasma arc. In some cases, the shield gas flow exiting the mixing channel is substantially uniformly distributed annularly around the nozzle.

The flow distribution system 380 is typically arranged near the distal end (e.g., the tip of the torch) close to the shield's bore (e.g., exit orifice) 314 to distribute the gas flow around the shield to help create a more uniform flow of shield gas leaving the shield bore 314. To help limit the influence of the other flow features of the shield or the nozzle, the flow distribution system 380 is typically arranged closer to the shield bore 314 than most (e.g., all) of the other flow altering features. For example, in some embodiments, the flow distribution system 380 (i.e., and therefore the related features on the shield and the nozzle associated with the flow distribution system 380) is typically arranged between the shield bore 314 and shield vent ports (e.g., metering holes) 362 to limit inconsistent flow that could be caused by gas escaping the shield gas flow channel 175 through the vent ports 362. Additionally, in embodiments where the torch also includes a mixing channel 322, the mixing region 396 is typically arranged between the shield's bore (e.g., exit orifice) 314 and the mixing channel 322.

While the features described above with respect to Figure 5 have primarily been described as providing flow distribution to create a more uniform flow, the features may also provide increased cooling capabilities. For example, gas flow into the recess feature on the outer surface of the nozzle, as directed by the flow feature extending from the interior surface of the
shield, can cool the nozzle, at least in part as result of circulating, turbulent flow generated within the recess feature.

In other aspects, nozzles used within torches can be sized, proportioned, and configured to have increased cooling capabilities either alone or in combination with any of the cooling systems or techniques discussed herein. In particular, nozzles can be designed, proportioned, and constructed to have an increased tip mass to volume ratio relative to the rest of the nozzle. That is, the nozzle can have a higher concentration of mass located at its distal tip (e.g., surrounding or near the bore), which can help promote conductive cooling of the nozzle for air-cooled torch embodiments. In particular, increased material mass at the distal tip or the nozzle, especially increased material extending radially away from the longitudinal axis can provide greater heat transfer paths through which heat can travel outwardly within the nozzle and away from the torch tip. The additional heat conduction flow area is required to prevent premature failure of air-cooled torches for high current (e.g., greater than 100 Amp) torches, increase consumable or cutting life and to maintain high cut quality at high speed, which can be enabled based on the better cooling characteristics.

For example, in some embodiments, a nozzle can have a longitudinally shorter proximal end height, a wider nozzle tip (e.g., a larger end face), thicker plenum side walls, and/or have a longer bore (i.e., a thicker plenum floor) that can produce greater cooling effects by providing increased mass through which heat can travel for cooling.

In some embodiments, referring to Figure 6, a nozzle 500 for a gas-cooled plasma arc torch typically includes a body (e.g., a generally hollow cylindrical body) 502. In some embodiments, the body 502 is formed of a metal material, such as copper. The body 502 has a first, proximal end 504 and a second, distal end 506, and a longitudinal axis 508 that extends substantially centrally through the cylindrical body 502. The body 502 is typically formed of a generally annular cylindrical wall (e.g., a plenum side wall) 510 that extends upwardly from a base structure 512 defined at the second end 506. The plenum side wall 510 defines an opening to accommodate an electrode when assembled into a torch. The width (e.g., the radial width) of the plenum side wall is referred to herein as the plenum side wall thickness 511.

The base structure 512 typically defines a bore (e.g., a cylindrical hole or a conduit) 509 centrally formed between a plenum floor 516 and a nozzle end face 518 disposed along the distal end 506. In some embodiments, the plenum floor 516 is located along a surface or feature proximate where an electrode contacts the nozzle to start a plasma arc (e.g., a contact start region). The bore 509 typically has a width (e.g., diameter) 509A and a length (e.g., a conduit length) 509B, and extends through the end face 518 via an opening (e.g., a central nozzle exit orifice) 514. As illustrated, in some embodiments, the bore 509 can include a surface
modification along one or more of its corners including a counterbore, a chamfer, a frusto-conical region and/or a fillet at each end of its length (e.g., at its proximal and/or distal end). In some cases, the bore 509 has a chamfer or a counter bore at each end. Additionally or alternatively, the width of the bore 509 can vary along its length or even have a non-uniform shape along its length.

The distance between the plenum floor 516 and the end face 518 is referred to herein as the plenum floor thickness (e.g., a distal portion length) 517. The bore length 509B typically corresponds (e.g., can be equal) to the plenum floor thickness 517. In some cases, surface modifications, such as counterbores, angled features, chamfers, or fillets can be included in the plenum floor thickness 517. The distance between the plenum floor 516 and the proximal end 504 is referred to herein as a proximal end length 515. During use, plasma gas can flow through the bore and be expelled from the nozzle at the exit orifice 514.

The proximal end 504 is typically formed and configured to mate with one or more features or components of the torch. For example, in some embodiments, the nozzle proximal end 504 can be configured to mate against a swirl ring arranged within the torch.

In some embodiments, the nozzle has a nozzle body length 520 that is defined by its nozzle portion (i.e., exclusive of a flange portion that may be included as illustrated in Figure 6) and a nozzle width 522 in a direction that is perpendicular (e.g., transverse) to the longitudinal axis and length. That is, the nozzle length 520 can include the proximal end length 515 and the distal portion length 517, but not the length associate with additional flanges that may be arranged for mounting the nozzle (e.g., a nozzle body flange 530 discussed below).

The nozzle can also include the body flange 530 at the proximal end, which can be used for positioning the nozzle or for implementing various cooling features and techniques. In some embodiments, the proximal end length 515A includes the distance between the plenum floor 516 and the end of the nozzle including the flange 530. As such, an overall nozzle body length 524 can be defined by a distance from a proximal end of the nozzle body flange 530 to the end face 518. In some embodiments, the nozzle can be designed such that the overall nozzle body length 524 of the nozzle is greater than the nozzle body length 520. In some embodiments, the body flange (e.g., flange 530) can extend above the nozzle plenum. In some embodiment, the body flange (e.g., flange 530) can extend a small percentage (e.g., about 5 percent to about 40 percent) above the nozzle plenum. In some embodiments, the body flange (e.g., flange 530) can extend about 0.05 to about 0.5 inches above the nozzle plenum.

As discussed above, the nozzle can have certain dimensions and proportions that are designed and expected to produce increased cooling capabilities. For example, the nozzle body typically has a nozzle body length 520 that is greater than its nozzle body width 522 and
where a ratio of the proximal end length 515A to the plenum floor thickness 517 is less than about 2 (e.g., less than about 1.4). In some embodiments, a ratio of a length of the second, proximal portion 504 (e.g., at least partially defined by the proximal end length 515A) to the conduit length 509B is less than about 2 (e.g., less than about 1.4). Such proportions are expected to permit greater amounts of heat to transfer through nozzle, for example, outwardly (e.g., away from the bore 509) and upwardly (e.g., away from its end face 518).

Other plasma torch nozzles, for example, nozzles previously manufactured by Hypertherm of Hanover, NH have been sized and proportioned such that their ratios of proximal end length to plenum floor thickness (or bore length) were greater than 2. For example, one such nozzle (i.e., a 40 Amp nozzle identified by part number 2-014) has a proximal end length to bore length ratio that is about 2.98. Similarly, another nozzle (i.e., a .059 nozzle identified by part number 3-007) has a proximal end length to bore length ratio that is about 2.44.

In some embodiments, a ratio of the length of the bore 509B to the nozzle body length 524 is greater than about 0.25 (e.g., greater than 0.30, greater than 0.32, or greater than 0.35). Nozzles having such proportions in which the length of the bore (e.g., 509B), and therefore in some cases the thickness of the distal portion length, is relatively large when compared to the nozzle body length (e.g., nozzle body length 520 or the nozzle body length 524) can have increased mass concentrated at the distal end, which can help to increase cooling. That is, the increased amount of material arranged at the distal end is expected to provide greater thermal conductivity through which heat can transfer away from the tip for cooling.

In some embodiments, a nozzle for which a ratio of the conduit length (e.g., bore length) 509B to nozzle body length 524 is greater than about 0.25 (e.g., greater than 0.30, greater than 0.32, or greater than 0.35) can also be configured to permit operation at a current to nozzle body length 524 ratio of greater than about 170 amps per inch.

Other plasma torch nozzles, for example, nozzles previously manufactured by Hypertherm of Hanover, NH have been sized and proportioned such that their ratios of conduit (or bore) length to nozzle body length were at the lower end of the range. For example, one such nozzle (i.e., the 40 Amp nozzle identified by part number 2-014, referenced above) has a conduit (or bore) length to nozzle body length ratio that is about 0.25. Similarly, another nozzle (i.e., the .059 nozzle identified by part number 3-007, referenced above) has a conduit (or bore) length to nozzle body length ratio that is about 0.29.

The nozzle (e.g., the nozzle 500) can include one or more of the features or elements discussed above with respect to Figures 2-5 that can be implemented to further increase cooling capabilities of the nozzle. For example, in some embodiments, the flange 530 can include a cooling flow channel (e.g., substantially similar to the gas channel 216 described
above). Additionally, the nozzle (e.g., the flange 530 and/or the plenum side wall 510) can include the inlet and outlet passages that to provide gas flow to and from the flow channel as described with respect to Figure 2.

In some embodiments, a side wall thickness of the plenum (e.g., the plenum side wall thickness 511) is between an inside diameter of the plenum and an outer diameter of the plenum, and the ratio of the plenum side wall thickness to the width of the nozzle body (e.g., the nozzle body width 522) is about 0.15 to about 0.19.

While the nozzle 500 has been illustrated and described as having a certain design and features, other configurations are possible. That is, the nozzle can include one or more of the flow features and elements as described above with respect to Figures 2-5 without departing from basic dimensions and proportions described herein with respect to Figure 6 as providing increased cooling properties.

While certain embodiments and configurations of systems and methods have been described herein, other configurations are possible. That is, the various cooling and flow distribution systems and devices described including the gas channel 216 (and related passages and surfaces), the nozzle cooling system 310, the nozzle-shield cooling system 320, the flow distribution system 380, and the proportioned nozzle 500 having dimensions as described with respect to the example illustrated in Figure 6 can be implemented within a torch system in any combination of one or more of these systems and features. In some examples, a torch system may include the gas channel 216 (and related passages and surfaces), the nozzle cooling system 310, the nozzle-shield cooling system 320, the flow distribution system 380, and/or a nozzle having the proportioned dimensions of Figure 6.

While various embodiments have been described herein, it should be understood that they have been presented and described by way of example only, and do not limit the claims presented herewith to any particular configurations or structural components. Thus, the breadth and scope of a preferred embodiment should not be limited by any of the above-described exemplary structures or embodiments, but should be defined only in accordance with the following claims and their equivalents. Other embodiments are within the scope of the following claims.
WHAT IS CLAIMED:
1. A nozzle for a gas-cooled plasma arc torch, the nozzle comprising:
   a nozzle body having a proximal end and a distal end that define a nozzle body length
   and a longitudinal axis, the body including:
      an exit orifice defined by the distal end of the nozzle body;
      a plenum within the nozzle body, the plenum extending from the proximal end of
      the nozzle body to a plenum floor, a distance from the plenum floor to the distal end defining a
      plenum floor thickness, and a distance from the plenum floor to the proximal end of the nozzle
      body defining a proximal end height; and
      a bore extending from the plenum floor to the exit orifice, the bore having a bore
      length and a bore width,
   wherein the nozzle body has a nozzle width in a direction transverse to the longitudinal
   axis, wherein the nozzle body length is greater than the nozzle width, and wherein a ratio of the
   proximal end height to the plenum floor thickness is less than 2.0.
2. The nozzle of claim 1 further comprising a body flange at the proximal end of the nozzle body,
   an overall length of the nozzle defined by a distance from a proximal end of the nozzle
   body flange to an end face at the distal end of the nozzle, such that the overall length of
   the nozzle is greater than the nozzle body length.
3. The nozzle of claim 2 wherein the body flange extends about 0.05 to about 0.5 inches above
   the nozzle plenum.
4. The nozzle of claim 2 wherein the proximal end height includes the body flange.
5. The nozzle of claim 1 wherein the length of the bore corresponds to the plenum floor
   thickness.
6. The nozzle of claim 1 wherein the bore comprises a chamfer or a counter bore.
7. The nozzle of claim 1 wherein the exit orifice is at an end face of the nozzle.
8. The nozzle of claim 1 wherein the width of the bore varies along its length.
9. The nozzle of claim 1 wherein the bore has a chamfer or a counter bore at each end of its
   length.
10. The nozzle of claim 1 wherein a ratio of the length of the bore to the nozzle body length is
    greater than about 0.32.
11. The nozzle of claim 1 wherein a side wall thickness of the plenum is between an inside
    diameter of the plenum and an outer diameter of the plenum, and the ratio of the plenum
    side wall thickness to the width of the nozzle body is about 0.15 to about 0.19.
12. The nozzle of claim 1 wherein a side wall of the plenum further comprises one or more
    cooling gas passages.
13. The nozzle of claim 1 wherein the nozzle is sized to operate in the plasma arc torch at a current flow of at least 100 amps.

14. The nozzle of claim 1 wherein the nozzle operates at a current to nozzle body length ratio of greater than 170 amps per inch.

15. The nozzle of claim 1 wherein the ratio of the proximal end height to the plenum floor thickness is less than about 1.4.

16. A nozzle for an air-cooled plasma arc torch configured to operate above 100 amps, the nozzle comprising:
   a nozzle body having a distal portion defining a conduit substantially aligned with a longitudinal axis of the nozzle body, the conduit having a conduit length and shaped to direct a plasma gas flow; and
   a proximal portion coupled to the distal portion and having a proximal portion length, the proximal portion defining a plenum fluidly connected to the conduit,
   wherein a ratio of a length of the proximal portion to the conduit length is less than about 2.0, and wherein the nozzle is configured to permit operation at a current to nozzle body length ratio of greater than about 170 amps/inch.

17. The nozzle of claim 16 further comprising a body flange at a proximal end of the proximal portion of the nozzle body, an overall length of the nozzle defined by a distance from a proximal end of the nozzle body flange to an end face at the distal end of the nozzle, such that the overall length of the nozzle is greater the nozzle body length.

18. The nozzle of claim 16 wherein the body flange of the nozzle further comprises a flow channel.

19. The nozzle of claim 16 wherein the conduit length corresponds to a plenum floor thickness.

20. The nozzle of claim 16 wherein the conduit comprises a chamfer or a counter bore.

21. The nozzle of claim 16 wherein a width of the conduit varies along the conduit length.

22. The nozzle of claim 16 wherein the conduit has a chamfer or a counter bore at each end of its length.

23. The nozzle of claim 16 wherein a side wall thickness of the plenum is between an inside diameter of the plenum and an outer diameter of the plenum, and the ratio of the plenum side wall thickness to the width of the nozzle body is about 0.15 to about 0.19.

24. The nozzle of claim 16 wherein a side wall of the plenum further comprises one or more cooling gas passages.

25. The nozzle of claim 24 wherein the cooling gas passages are sized to permit the nozzle to operate in the plasma arc torch at a current flow of at least 100 amps.
26. The nozzle of claim 24 wherein the cooling gas passages are sized to permit operation of the nozzle at a current to nozzle body length ratio of greater than 170 amps per inch.

27. The nozzle of claim 16 wherein the ratio of the length of the proximal portion to the conduit length is less than about 1.4.

28. A nozzle for a gas-cooled plasma arc torch comprising:
   a hollow generally cylindrical body having a first end and a second end that define a longitudinal axis, the second end of the body defining a nozzle exit orifice;
   a gas channel formed in the first end between an interior wall and an exterior wall of the cylindrical body, the gas channel directing a gas flow circumferentially about at least a portion of the body;
   an inlet passage formed substantially through a radial surface of the exterior wall and fluidly connected to the gas channel; and
   an outlet passage at least substantially aligned with the longitudinal axis and fluidly connected to the gas channel.

29. The nozzle of claim 28 wherein the inlet passage further comprises an inlet port formed through a radial surface of the body.

30. The nozzle of claim 29 wherein the outlet passage further comprises an outlet port formed through a second exterior radial surface of the body between the second end of the nozzle and the inlet port.

31. The nozzle of claim 28, the nozzle further comprising a plurality of inlet passages.

32. The nozzle of claim 31 wherein a radial angle between respective inlet passages is about 120 degrees.

33. The nozzle of claim 28, the nozzle further comprising a plurality of outlet passages.

34. The nozzle of claim 33 wherein a radial angle between respective outlet passages is about 120 degrees.

35. The nozzle of claim 28, the nozzle further comprising a plurality of inlet passages and a plurality of outlet passages.

36. The nozzle of claim 35 wherein the inlet passages are radially offset from the outlet passages.

37. The nozzle of claim 28 wherein the circumferential gas flow along the gas channel extends about an entire circumference of the nozzle.

38. The nozzle of claim 28 wherein a portion of the nozzle walls are configured to mate with an exterior surface of a swirl ring.

39. The nozzle of claim 38 wherein the swirl ring forms a portion of the gas channel.

40. A nozzle for a gas-cooled plasma arc torch comprising:
a hollow generally cylindrical body having a first end and a second end that define a longitudinal axis, the second end of the body defining a nozzle exit orifice;

a plenum region defined within the body and directing a plasma gas;

a cooling gas channel formed in the first end between an interior wall and an exterior wall of the cylindrical body, the cooling gas channel isolating a cooling gas from the plasma gas;

a substantially radially oriented inlet passage fluidly connected to the gas channel; and

a substantially longitudinally oriented outlet passage fluidly connected to the gas channel.

41. The nozzle of claim 40 wherein the radially oriented inlet passage further comprises an inlet port formed through a radial surface of the body.

42. The nozzle of claim 40 wherein the longitudinally oriented outlet passage further comprises an outlet port formed through a radial surface of the body between the second end of the nozzle and the inlet port.

43. The nozzle of claim 40, the nozzle further comprising a plurality of radially oriented inlet passages.

44. The nozzle of claim 43 wherein a radial angle between respective inlet passages is about 120 degrees.

45. The nozzle of claim 40, the nozzle further comprising a plurality of outlet passages.

46. The nozzle of claim 45 wherein a radial angle between respective outlet passages is about 120 degrees.

47. The nozzle of claim 40, the nozzle further comprising a plurality of inlet passages and a plurality of outlet passages.

48. The nozzle of claim 47 wherein the inlet passages are radially offset from the outlet passages.

49. The nozzle of claim 40 wherein the circumferential gas flow along the gas channel extends about an entire circumference of the nozzle.

50. The nozzle of claim 40 wherein a portion of the nozzle walls are configured to mate with an exterior surface of a swirl ring.

51. The nozzle of claim 50 wherein the swirl ring forms a portion of the gas channel.

52. The nozzle of claim 40 wherein the plasma gas and the cooling gas combine at the exit orifice of the nozzle.

53. A method for cooling a nozzle for a plasma arc torch, comprising the steps of:

    providing the nozzle having a hollow body with a first end and a second end, the second end of the body defining a nozzle exit orifice, a gas channel formed in the first end of the body, a substantially radially oriented inlet passage fluidly connected to the gas channel, and a substantially longitudinally oriented outlet passage fluidly connected to the gas channel;

    flowing the cooling gas through the inlet passage into the gas channel;
directing the cooling gas along the gas channel; and
discharging the cooling gas from the gas channel to the outlet passage.

54. A nozzle for a gas-cooled plasma arc torch, the nozzle comprising:
a body having a first end and a second end that define a longitudinal axis;
a plenum region substantially formed within the body, the plenum region extending from
the first end of the body and configured to receive a plasma gas flow;
an exit orifice located at the second end of the body and oriented substantially coaxially
with the longitudinal axis, the exit orifice fluidly connected to the plenum region; and
a feature on an outer surface of the body configured to increase cooling by receiving a
cooling gas flow flowing at high velocity generally in a direction of the longitudinal axis along a
length of the body, an impingement surface of the feature configured to receive the cooling gas
flow at a substantially perpendicular direction relative to the impingement surface and to redirect
the cooling gas flow to promote cooling and uniform shield flow.

55. The nozzle of claim 54 wherein the feature is disposed about a circumference of the outer
surface of the nozzle body.

56. The nozzle of claim 54 wherein the substantially perpendicular direction is between about 45
degrees and 90 degrees relative to the impingement surface.

57. The nozzle of claim 54 wherein a cross section of the impingement surface of the feature
includes a substantially planar surface that is arranged substantially perpendicularly to the
cooling gas flow.

58. The nozzle of claim 54 wherein the impingement surface of the feature includes a
substantially conical surface.

59. The nozzle of claim 54 wherein the feature is positioned on the nozzle adjacent a
 corresponding feature of a shield component.

60. The nozzle of claim 59 wherein the corresponding feature is a mixing chamber.

61. The nozzle of claim 54 wherein the high velocity is at least 300 meters per second.

62. The nozzle of claim 54 wherein the feature includes at least a portion of a chamber of
sufficient size to increase a flow uniformity of the cooling gas by performing as a
buffering chamber to reduce cooling gas flow transients.

63. The nozzle of claim 62 wherein the chamber extends about a circumference of the outer
surface of the nozzle.

64. The nozzle of claim 54 further comprising a sharp corner adjacent the impingement surface
to generate turbulence in the cooling gas flow.

65. A nozzle cooling system for a plasma arc torch comprising:
a nozzle having a body with a first end and a second end that define a longitudinal axis, a plenum region substantially formed within the body, the plenum region extending from the first end of the body and configured to receive a plasma gas flow, an exit orifice located at the second end of the body and oriented substantially coaxially with the longitudinal axis, the exit orifice fluidly connected to the plenum region, and a feature on an outer surface of the body configured to increase cooling by receiving a cooling gas flow flowing at high velocity generally in a direction of the longitudinal axis along a length of the body, an impingement surface of the feature configured to receive the cooling gas flow at a substantially perpendicular direction relative to the impingement surface and to redirect the cooling gas flow to promote cooling and uniform shield flow; and

a nozzle retaining cap comprising a generally cylindrical body and a securing flange, the securing flange of the retaining cap including a plurality of shield gas supply ports angled generally along the longitudinal axis of the nozzle at an angle that is substantially perpendicular to the impingement surface of the feature of the nozzle.

66. The nozzle cooling system of claim 65 wherein the nozzle retaining cap comprises about 10 shield gas supply ports.

67. A nozzle-shield cooling system comprising:

a nozzle having a body with a first end and a second end that define a longitudinal axis; a plenum region substantially formed within the body, the plenum region extending from the first end of the body and configured to receive a plasma gas flow; an exit orifice located at the second end of the body and oriented substantially coaxially with the longitudinal axis, the exit orifice fluidly connected to the plenum region; and a feature on an outer surface of the body configured to increase cooling by receiving a cooling gas flow flowing at high velocity generally in a direction of the longitudinal axis along a length of the body, an impingement surface of the feature configured to receive the cooling gas flow at a substantially perpendicular direction relative to the impingement surface and to redirect the cooling gas flow to promote cooling and uniform shield flow; and

a shield for the plasma arc torch comprising a generally conical body and an end face having a shield exit orifice, an interior surface of the shield comprising a mixing chamber at a location corresponding to the impingement feature of the nozzle when assembled together, the mixing chamber comprising an inlet edge positioned to direct the cooling gas from the impingement feature into the mixing chamber.

68. The nozzle-shield cooling system of claim 67, wherein the mixing chamber and inlet edge extend about a circumference of the interior surface of the shield.
69. The nozzle-shield cooling system of claim 67 wherein a profile of the inlet edge is an acute angle.

70. The nozzle-shield cooling system of claim 67 wherein the inlet edge extends toward the first end of the nozzle body.

71. The nozzle-shield cooling system of claim 67 wherein the inlet edge extends toward the second end of the nozzle body.

72. The nozzle-shield cooling system of claim 67 wherein the shield comprises at least two inlet edge features.

73. The nozzle-shield cooling system of claim 67 wherein the mixing chamber has a bulbous cross section.

74. The nozzle-shield cooling system of claim 67 wherein the mixing chamber is of sufficient volume to increase a flow uniformity of the cooling gas by performing as a buffering chamber to reduce cooling gas flow transients.

75. A shield for an air-cooled plasma arc torch, the shield comprising:
   a body having a proximal end configured to mate with a torch body of the plasma arc torch and a distal end;
   an exit orifice formed in the distal end of the body; and
   an interior of the shield comprising a shield flow surface that forms a portion of a shield gas flow channel, the shield gas flow channel directing a flow of shield gas along the interior shield flow surface in a flow direction from the proximal end to the exit orifice at the distal end of the body,
   the interior of the shield also comprising a flow feature disposed on the interior shield flow surface, the flow feature formed circumferentially about an interior of the body between the proximal end and the exit orifice, the flow feature configured to reverse the flow direction of the shield gas flow within the shield gas flow channel.

76. The shield of claim 75 wherein the interior shield flow surface further comprises a mixing chamber formed circumferentially about the body at a portion of the shield gas flow channel adjacent an impingement feature of a corresponding nozzle, the mixing chamber comprising an inlet edge positioned to direct the shield gas into the mixing chamber.

77. The shield of claim 76 wherein the flow feature also defines a recombination region, the recombination region between the exit orifice and the mixing chamber.

78. The shield of claim 75 wherein the flow feature defines a recombination region, the recombination region between a set of shield vent ports and the exit orifice.
79. The shield of claim 75 wherein the flow feature comprises a protuberance and a recess that cooperate to reverse the flow direction.

80. The shield of claim 79 wherein the protuberance is adjacent the recess.

81. The shield of claim 75 wherein the flow feature includes a protuberance, such that the protuberance is a ridge that extends around a circumference of the interior shield flow surface.

82. The shield of claim 75 wherein the flow feature includes a recess, such that the recess is a groove that extends around a circumference of the interior shield flow surface.

83. The shield of claim 75 wherein the flow feature includes a protuberance, such that the protuberance is between the recess and the exit orifice.

84. The shield of claim 75 wherein the flow feature is disposed on a conical portion of the shield body.

85. The shield of claim 75 wherein the flow feature is disposed on an end face of the distal end of the shield body.

86. The shield of claim 75 wherein the flow feature includes a protuberance, such that the protuberance is disposed at a location on the interior shield flow surface that corresponds to a complementary feature of an adjacent torch nozzle when the shield is attached to the plasma arc torch.

87. The shield of claim 86 wherein the complementary feature of the nozzle is a ridge.

88. The shield of claim 86 wherein when assembled a cross section of the protuberance and the complementary feature of the nozzle both are parallel to a longitudinal axis of a torch body of the plasma arc torch.

89. The shield of claim 86 wherein the protuberance and the complementary feature of the nozzle form a tortured flow path.

90. A nozzle for an air-cooled plasma arc torch, the nozzle comprising:

   a body having a proximal end configured to mate with a torch body of the plasma arc torch and a distal end;

   an orifice formed in the distal end of the body; and

   an exterior of the nozzle comprising a nozzle flow surface that forms a portion of a shield gas flow channel, the shield gas flow channel directing a flow of shield gas along the exterior nozzle flow surface in a flow direction from the proximal end to the orifice at the distal end of the body,

   the exterior of the nozzle also comprising a flow feature disposed on the exterior nozzle flow surface, the flow feature formed circumferentially about an exterior of the body between the
proximal end and the orifice, the flow feature configured to reverse the flow direction of the
shield gas flow within the shield gas flow channel.

91. The nozzle of claim 90 further comprising a feature on the exterior nozzle flow surface of the
nozzle body configured to increase cooling of the body by receiving at least a portion of
the shield gas flow flowing at high velocity generally in a direction of a longitudinal axis
of the nozzle body and along a length of the body, an impingement surface of the feature
configured to receive the at least a portion of the cooling gas flow at a substantially
perpendicular direction relative to the impingement surface and to redirect the cooling
gas flow to promote cooling and uniform shield flow.

92. The nozzle of claim 91 wherein the exterior nozzle flow surface further comprises a mixing
chamber formed circumferentially about the body at a portion of the shield gas flow
channel that is adjacent the impingement feature.

93. The nozzle of claim 90 wherein the flow feature comprises a protuberance and a recess that
cooperate to reverse the flow direction.

94. The nozzle of claim 93 wherein the protuberance is adjacent the recess.

95. The nozzle of claim 90 wherein the flow feature includes a protuberance, such that the
protuberance is a ridge that extends around a circumference of the exterior nozzle flow
surface.

96. The nozzle of claim 90 wherein the flow feature includes a recess, such that the recess is a
groove that extends around a circumference of the exterior nozzle flow surface.

97. The nozzle of claim 90 wherein the flow feature includes a protuberance, such that the
protuberance is between the recess and the orifice.

98. The nozzle of claim 90 wherein the flow feature is disposed on a conical portion of the
nozzle body.

99. The nozzle of claim 90 wherein the flow feature is disposed on an end face of the distal end
of the nozzle body.

100. The nozzle of claim 90 wherein the flow feature includes a protuberance, such that the
protuberance is disposed at a location on the exterior nozzle flow surface that
corresponds to a complementary feature of an adjacent torch shield when the nozzle is
attached to the plasma arc torch.

101. The nozzle of claim 100 wherein the complementary feature of the shield is a ridge.

102. A consumable set for an air-cooled plasma arc torch system comprising:

a shield comprising:
a shield body having a proximal end configured to mate with a torch body of the plasma arc torch and a distal end;

an exit orifice formed in the distal end of the body; and

an interior of the shield comprising a shield flow surface that forms a portion of a shield gas flow channel, the shield gas flow channel directing a flow of shield gas along the interior shield flow surface in a flow direction from the proximal end to the exit orifice at the distal end of the body,

the interior of the shield also comprising a flow feature disposed on the interior shield flow surface, the flow feature formed circumferentially about an interior of the body between the proximal end and the exit orifice, the flow feature configured to reverse the flow direction of the shield gas flow within the shield gas flow channel; and

a nozzle formed of an electrically conductive material, the nozzle comprising:

a nozzle body having a first end and a second end that define a longitudinal axis;

a plenum region substantially formed within the nozzle body, the plenum region extending from the first end of the nozzle body and configured to receive a plasma gas flow, the plenum region fluidly connected to the exit orifice;

a feature on an outer surface of the nozzle body configured to increase nozzle cooling by receiving a cooling gas flow flowing at high velocity generally in a direction of the longitudinal axis along a length of the nozzle body, an impingement surface of the feature configured to receive at least a portion of the cooling gas flow at a substantially perpendicular direction relative to the impingement surface and to redirect the cooling gas flow to promote cooling and uniform shield flow, such that at least a portion of the cooling gas flow from the impingement surface exits the torch at the orifice.

103. The consumable set of claim 102 wherein the interior shield flow surface further comprises a mixing chamber formed circumferentially about the shield body at a portion of the shield gas flow channel adjacent the impingement feature.

104. A method for cooling a nozzle of an air-cooled plasma arc torch, the method comprising:

supplying a shield gas at a substantially perpendicular angle to an exterior feature of the nozzle;

redirecting the shield gas from the exterior feature of the nozzle to a mixing chamber adjacent the feature; and

flowing the shield gas from the mixing chamber along a shield gas flow channel to an exit orifice of the shield, the shield gas flow channel at least partially defined by an exterior surface of the nozzle.
105. The method of claim 104 further comprising flowing the shield gas from the mixing chamber through a recombination region disposed between the nozzle and the shield to produce a substantially uniform shield gas flow at the exit orifice, the recombination region comprising at least one flow-redirecting member.

106. The method of claim 105 wherein the recombination region is downstream of the mixing chamber and comprises a baffle on an interior surface of the shield and a baffle on an exterior surface of the nozzle.

107. The method of claim 106 wherein the shield baffle and the nozzle baffle are adjacent each other when the shield and the nozzle are assembled to the torch.

108. The method of claim 104 wherein at least a portion of the mixing chamber is disposed on the exterior surface of the nozzle.

109. The method of claim 104 wherein at least a portion of the mixing chamber is disposed on an interior surface of an adjacent shield.

110. The method of claim 104 wherein at least a portion of the mixing chamber is disposed on the exterior surface of the nozzle and at least a portion of the mixing chamber is disposed on an interior surface of an adjacent shield.

111. A method for providing a uniform shield gas flow for an air-cooled plasma arc torch, the method comprising:

- supplying a shield gas to a shield gas flow channel defined by an exterior surface of a nozzle and an interior surface of a shield;
- flowing the shield gas along the shield gas flow channel;
- reversing the flow of the shield gas along the shield gas flow channel using a recombination region, the recombination region comprising at least one flow reversing member; and
- flowing the shield gas from the mixing region to an exit orifice of the shield, thereby producing a substantially uniform shield gas flow at the exit orifice.
A. CLASSIFICATION OF SUBJECT MATTER

H05H 1/28(2006.01)i, H05H 1/34(2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
H05H 1/28; B23K 9/00; B23K 9/28; B23K 9/24; B23K 10/00; H05H 1/34

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
Korean utility models and applications for utility models
Japanese utility models and applications for utility models

Electronic database consulted during the international search (name of database and, where practicable, search terms used)
eKOMPASS(KIPO internal) & keywords: gas cooling plasma arc torch, nozzle, shield, plenum, redirecting cooling gas flow

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 2012-0055906 Al (E. MICHAEL SHIPULSKI et al.) 08 March 2012 See paragraphs 0056H0077, 0103 and figures 1-4, 12.</td>
<td>1-111</td>
</tr>
<tr>
<td>A</td>
<td>US 5977510 A (JON W. LINDSAY) 02 November 1999 See column 2, line 64 - column 4, line 48 and figures 1-2.</td>
<td>1-111</td>
</tr>
<tr>
<td>A</td>
<td>US 8089025 B2 (NICHOLAS A. SANDERS) 03 January 2012 See column 6, line 44 - column 15, line 32, column 20, line 34 - column 21, line 9, claims 1-16 and figures 1-6B, 13A-13C.</td>
<td>1-111</td>
</tr>
<tr>
<td>A</td>
<td>US 5726415 A (LIFENG LUO et al.) 10 March 1998 See column 7, line 39 - column 8, line 6 and figures 8-10.</td>
<td>1-111</td>
</tr>
<tr>
<td>A</td>
<td>US 2011-0062124 Al (ZHENG DUAN et al.) 17 March 2011 See paragraphs [0028], [0039] and figures 3-6.</td>
<td>1-111</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

Date of the actual completion of the international search
14 November 2014 (14.11.2014)

Date of mailing of the international search report
17 November 2014 (17.11.2014)

Name and mailing address of the ISA/KR
International Application Division
Korean Intellectual Property Office
189 Cheongna-ro, Seo-gu, Daejeon Metropolitan City, 302-701, Republic of Korea
Facsimile No. +82-42-472-7140

Authorized officer
KTM, Sung Gon
Telephone No. +82-42-481-8746

Form PCT/ISA/210 (second sheet) (July 2009)
**INTERNATIONAL SEARCH REPORT**  

**Box No. II  Observations where certain claims were found unsearchable (Continuation of item 2 of first sheet)**

This international search report has not been established in respect of certain claims under Article 17(2)(a) for the following reasons:

1. ☐ Claims Nos.:  
   because they relate to subject matter not required to be searched by this Authority, namely:

2. ☐ Claims Nos.:  
   because they relate to parts of the international application that do not comply with the prescribed requirements to such an extent that no meaningful international search can be carried out, specifically:

3. ☐ Claims Nos.:  
   because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 6.4(a).

**Box No. III  Observations where unity of invention is lacking (Continuation of item 3 of first sheet)**

This International Searching Authority found multiple inventions in this international application, as follows:

- Group I, claims 1-27, 54-74, drawn to a nozzle comprising plenum and its related system.
- Group II, claims 28-53, drawn to a nozzle comprising a gas channel and its related method.
- Group III, claims 75-111, drawn to a shield and its related method.

1. ☐ As all required additional search fees were timely paid by the applicant, this international search report covers all searchable claims.

2. ☑ As all searchable claims could be searched without effort justifying an additional fees, this Authority did not invite payment of any additional fees.

3. ☐ As only some of the required additional search fees were timely paid by the applicant, this international search report covers only those claims for which fees were paid, specifically claims Nos.:

4. ☐ No required additional search fees were timely paid by the applicant. Consequently, this international search report is restricted to the invention first mentioned in the claims; it is covered by claims Nos.:

**Remark on Protest**  
☐ The additional search fees were accompanied by the applicant's protest and, where applicable, the payment of a protest fee.

☐ The additional search fees were accompanied by the applicant's protest but the applicable protest fee was not paid within the time limit specified in the invitation.

☐ No protest accompanied the payment of additional search fees.
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 2012-0055906 A</td>
<td>08/03/2012</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td>US 5977510 A</td>
<td>02/11/1999</td>
<td>AU 1999-38672 A</td>
<td>16/11/1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>wo 99-56307 A</td>
<td>04/11/1999</td>
</tr>
<tr>
<td>US 8089025 B2</td>
<td>03/01/2012</td>
<td>CN 101632328 A</td>
<td>20/01/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 101632328 B</td>
<td>24/04/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2022299 B</td>
<td>30/04/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>wo 2008-101226 A</td>
<td>21/08/2008</td>
</tr>
<tr>
<td>US 5726415 A</td>
<td>10/03/1998</td>
<td>CA 2198684 A</td>
<td>17/10/1997</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2198684 C</td>
<td>20/02/2001</td>
</tr>
<tr>
<td>US 2011-0062124 A</td>
<td>17/03/2011</td>
<td>BR PI0610299 A2</td>
<td>08/06/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 04123 A</td>
<td>18/06/2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 04123 B</td>
<td>05/10/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1878324 A2</td>
<td>16/01/2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1878324 B</td>
<td>04/12/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2384097 A</td>
<td>02/11/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 10-2008-0007335 A</td>
<td>18/01/2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MX 2007013067 A</td>
<td>11/01/2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2006-0289396 A</td>
<td>28/12/2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7605340 B2</td>
<td>20/10/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7829816 B2</td>
<td>09/11/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8395077 B2</td>
<td>12/03/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>wo 2006-113737 A2</td>
<td>26/10/2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>wo 2006-113737 A3</td>
<td>05/04/2007</td>
</tr>
</tbody>
</table>